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Introduction

The Colebrook equation is nowadays mostly used for computing of the turbulent flow friction in pipes [START_REF] Colebrook | Turbulent flow in pipes with particular reference to the transition region between the smooth and rough pipe laws[END_REF]. It was developed solely by Colebrook in 1939 [START_REF] Colebrook | Turbulent flow in pipes with particular reference to the transition region between the smooth and rough pipe laws[END_REF], but he also used the data from his joint experiment with White from 1937 [START_REF] Colebrook | Experiments with fluid friction in roughened pipes[END_REF]. Therefore, his equation is sometimes referred as the Colebrook-White equation. Unfortunately, in this equation unknown friction factor λ is given implicitly (1):

D 71 . 3 Re 51 . 2 log 2 1 10 (1)
where λ is the Darcy friction factor (known also as the Darcy-Weisbach or Moody friction factor), Re is the Reynolds number, and ε/D is relative roughness of inner pipe surface. All mentioned values are dimensionless. The practical range for the Reynolds number is between 2320 and 10 8 while range for the relative roughness is between 10 -6 and 0.05.

The unknown friction factor cannot be extracted from the Colebrook equation in explicit way with no approximation involved (exception is approach with the Lambert W-function, but even then further evaluation of this function is approximate [START_REF] Brkić | W solutions of the CW equation for flow friction[END_REF][START_REF] Keady | Colebrook-White formula for pipe flow[END_REF][START_REF] More | Analytical solutions for the Colebrook and White equation and for pressure drop in ideal gas flow in pipes[END_REF][START_REF] Sonnad | Constraints for using Lambert W Function-based explicit Colebrook-White equation[END_REF][START_REF] Brkić | Comparison of the Lambert W-function based solutions to the Colebrook equation[END_REF]). Therefore, the Colebrook equation has to be solved in an iterative procedure, which is the main reason that numerous explicit approximations have been developed by many authors [START_REF] Brkić | Review of explicit approximations to the Colebrook relation for flow friction[END_REF][START_REF] Brkić | Determining friction factors in turbulent pipe flow[END_REF][START_REF] Gregory | Alternate to standard friction factor equation[END_REF]. A number of alternatives to the Colebrook equation along with a discussion about their use are provided in Giustolisi et al. [START_REF] Giustolisi | Some explicit formulations of Colebrook-White friction factor considering accuracy vs. computational speed[END_REF]. The Colebrook equation is also used as the base for the turbulent part of the widely known Moody plot [START_REF] Moody | Friction factors for pipe flow[END_REF].

In this preliminary paper, two new very accurate approximations are presented (in addition to this preliminary paper improvement of coefficients for all other available approximations of Colebrook's equation is planned to be shown in the future). This two new improved approximations shown here, were developed using the genetic algorithm technique for optimization of parameters in the already existing models proposed by Serghides in 1984 [START_REF] Serghides | Estimate friction factor accurately[END_REF] and Romeo et al. in 2002 [14]. Genetic algorithms are one of the evolutionary computational intelligence techniques inspired by Darwin's theory of biological evolution [START_REF] Goldberg | Genetic algorithms in search, optimization and machine learning[END_REF]. They provide solutions for different types of problems, searching the most suitable among chromosomes that make the population in the potential solutions space, which makes them suitable even for difficult problems of finding the global optimum for nonlinear and multimodal optimization problems (e.g. gene expression programming analysis of implicit Colebrook's equation in turbulent flow friction factor calculation can be found in Samadianfard [START_REF] Samadianfard | Gene expression programming analysis of implicit Colebrook-White equation in turbulent flow friction factor calculation[END_REF]).

Elaboration of error

All errors shown in this paper are calculated using iterative solution where the coefficients in the Colebrook equation are 2.51 and 3.71. Used relative error is defined as [(λ-λ 0 )/λ 0 ]•100%, where λ 0 is assumed as the accurate friction factor that is obtained from iterative solution of the explicit Colebrook equation while λ is friction factor calculated using the selected explicit approximation of the Colebrook equation. The iterative solution of the implicit Colebrook equation after sufficient number of iterations can be used for further comparisons as the most accurate. This approach is used in this paper for the evaluation of the accuracy of the explicit approximations of the Colebrook equation, i.e. for the calculation of λ 0 . The iterative solution is obtained after 32767 iterative cycles which is more than enough (required number of iteration is usually no more than ten) [START_REF] Brkić | Determining friction factors in turbulent pipe flow[END_REF]. Also, Matlab was used for the optimization of the parameters of the models A and B shown in the next section of this paper (e.g. a Matlab code for the calculation of Colebrook's flow friction can be found in Clamond [START_REF] Clamond | Efficient resolution of the Colebrook equation[END_REF]). The Matlab codes provided in next section were used to evaluate λ using approximations with improved parameters presented here.

Of course, the Colebrook equation is empirical, where the numerical constants 2.51 and 3.71 were obtained by numerical fitting from the experimental data. Sometimes constant 3.71 can be changed with 3.7 (as is in original paper by Colebrook [START_REF] Colebrook | Turbulent flow in pipes with particular reference to the transition region between the smooth and rough pipe laws[END_REF]). This change produces deviation of 0.138%. To date, the most accurate approximations to the explicit Colebrook equation has the relative error in range between 0.13% and 0.15% [START_REF] Brkić | Review of explicit approximations to the Colebrook relation for flow friction[END_REF]. This error is very small and it is in the margin of the error caused by changed coefficient 3.7 to 3.71. On the other hand, American Gas Association (AGA) recommended use of coefficient 2.825 instead of 2.51 for calculation of flow of natural gas through pipes [START_REF] Brkić | Review of explicit approximations to the Colebrook relation for flow friction[END_REF]. This causes deviation of even 3.2%.

As already noted, the Moody chart [START_REF] Moody | Friction factors for pipe flow[END_REF] was developed using Colebrook's equation [START_REF] Colebrook | Turbulent flow in pipes with particular reference to the transition region between the smooth and rough pipe laws[END_REF] and not opposite. Using Moody's chart for the estimation of error instead of the iterative solution of the implicit Colebrook equation, i.e. using different digitalization techniques for determination of λ 0 introduces additional errors in calculation [START_REF] Yıldırım | Computer-based analysis of explicit approximations to the implicit Colebrook-White equation in turbulent flow friction factor calculation[END_REF][START_REF] Brkić | New explicit correlations for turbulent flow friction factor[END_REF][START_REF] Fang | New correlations of single-phase friction factor for turbulent pipe flow and evaluation of existing single-phase friction factor correlations[END_REF]. The methodology for estimation of error is the same as from the study of Brkić [START_REF] Brkić | Review of explicit approximations to the Colebrook relation for flow friction[END_REF]. Other papers with the related estimation of error are also available [START_REF] Gregory | Alternate to standard friction factor equation[END_REF][START_REF] Samadianfard | Gene expression programming analysis of implicit Colebrook-White equation in turbulent flow friction factor calculation[END_REF][START_REF] Yıldırım | Computer-based analysis of explicit approximations to the implicit Colebrook-White equation in turbulent flow friction factor calculation[END_REF][START_REF] Fang | New correlations of single-phase friction factor for turbulent pipe flow and evaluation of existing single-phase friction factor correlations[END_REF][START_REF] Zigrang | A review of explicit friction factor equations[END_REF][START_REF] Abdolahi | The effect of major parameters on simulation results of gas pipelines[END_REF].

It should be noted that the relative error changes dramatically over the domain of relative roughness and the Reynolds number [START_REF] Brkić | Review of explicit approximations to the Colebrook relation for flow friction[END_REF]. The error shown here is the maximal relative error over the entire practical range for the Reynolds number from 2320 to 10 8 and for the relative roughness ranging from 10 -6 to 0.05. This area is covered with 740 points uniformly sampled over the ranges of input variables, which means that estimated error can be slightly above (somewhere among four adjacent tested points of the matrix which consists of 740 points).

Also it has to be noted that uniform sampling might sometimes result into misleading conclusions [START_REF] Giustolisi | Some explicit formulations of Colebrook-White friction factor considering accuracy vs. computational speed[END_REF].

Proposed explicit approximations

As noted in the study by Brkić [8], the five most accurate approximations to the Colebrook equation are by Vatankhah and Kouchakzadeh from 2008 [START_REF] Vatankhah | Discussion of "Turbulent flow friction factor calculation using a mathematically exact alternative to the Colebrook-White equation[END_REF][START_REF] Vatankhah | Discussion: Exact equations for pipe-flow problems[END_REF], Buzzelli from 2008 [START_REF] Buzzelli | Calculating friction in one step[END_REF],

Romeo et al. from 2002 [START_REF] Romeo | Improved explicit equation for estimation of the friction factor in rough and smooth pipes[END_REF], Serghides from 1984 [START_REF] Serghides | Estimate friction factor accurately[END_REF], and by Zigrang and Sylvester from 1982 [START_REF] Zigrang | Explicit approximations to the solution of Colebrook friction factor equation[END_REF]. They are with the maximal relative error of no more than 0.15% [START_REF] Brkić | Review of explicit approximations to the Colebrook relation for flow friction[END_REF].

Using the existing model for approximations proposed by Serghides in 1984 [START_REF] Serghides | Estimate friction factor accurately[END_REF] and Romeo et al. in 2002 [START_REF] Romeo | Improved explicit equation for estimation of the friction factor in rough and smooth pipes[END_REF], two new approximations with optimized parameters will be introduced.

Respectively, the first one, here labeled as the model A, is now with the relative error of no more than 0.0026% while the second one, labeled as model B, is with the relative error of no more than 0.0083%. This means that the relative error is decreased from 0.1385% to only 0.0026% for the model A, and from 0.1345% to only 0.0083% for the model B. 2) is proposed by Serghides [START_REF] Serghides | Estimate friction factor accurately[END_REF] and his coefficients are changed here using genetic algorithms techniques. His model is with three internal cycles additionally accelerated by Steffensen's method [START_REF] Johnson | On Steffensen's method[END_REF]. Coefficient 12 is changed to 12.585 while 3.7 is changed to 3.71, compared to original approximation [START_REF] Serghides | Estimate friction factor accurately[END_REF]. 
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Distribution of error for the model A approximation is shown in figure 1.

Figure 1. Distribution of error for the model A approximation

Matlab code for the model A with the improved parameters is given between the next two dash lines:

- ------------------------------------------------------------------------------------------ ---------------------------------------------------------------------------------------------3.2. Model B. Model B ( 6) is proposed by Romeo et al. [START_REF] Romeo | Improved explicit equation for estimation of the friction factor in rough and smooth pipes[END_REF] and their coefficients are also changed here using genetic algorithms techniques. Approximation by Romeo et al. [START_REF] Romeo | Improved explicit equation for estimation of the friction factor in rough and smooth pipes[END_REF] is similar with the model proposed by Zigrang and Sylvester [START_REF] Zigrang | Explicit approximations to the solution of Colebrook friction factor equation[END_REF] with three internal cycles and with the model proposed by Chen [START_REF] Chen | An explicit equation for friction factor in pipes[END_REF] with two internal cycles. In model B, coefficient ---------------------------------------------------------------------------------------------------------------- -----------------------------------------------------------------------------------------------------------------As already noted, and as also can be seen from figures 1 and 2, relative error is not uniformly distributed. This fact is characteristic of all available explicit approximations of the Colebrook equation [START_REF] Brkić | Review of explicit approximations to the Colebrook relation for flow friction[END_REF].

Comparative analysis

Using model A and parameters improved by genetic algorithm optimization technique, maximal relative error decreased 53.26 times compared to coefficients proposed by Serghides [START_REF] Serghides | Estimate friction factor accurately[END_REF]. Using model B and the same optimization technique, the relative error decreased 16.2 times compared to the parameters proposed by Romeo et al. [START_REF] Romeo | Improved explicit equation for estimation of the friction factor in rough and smooth pipes[END_REF]. Improvement best can be seen from figure 3. 

Conclusion

Existing approximations of the Colebrook equation are complex by the rule. Some of them even look simple, but essentially they are not since they contain non-integer exponent or many logarithmic expressions [START_REF] Clamond | Efficient resolution of the Colebrook equation[END_REF]. The computation of logarithm in many computer languages is based on series expansions that require several powers of the argument to be computed and added to each other. In particular, all of them require the computation of some logarithms to achieve a sufficiently accurate solution, without caring how such an operation may affect real computer applications [START_REF] Abdolahi | The effect of major parameters on simulation results of gas pipelines[END_REF]. In this paper, observed models were not simplified, but the accuracy of approximations has been increased by improving parameters using genetic optimization technique, namely 53.26 times when the model A is used and 16.2 times when the model B is used (genetic algorithms can be also successfully used in other branches of engineering [START_REF] Ristanović | Intelligent control of DC motor driven electromechanical fin actuator[END_REF][START_REF] Ćojbašić | Computationally intelligent modeling and control of fluidized bed combustion process[END_REF]). In other words, computational burden stays unchanged compared with the approximations by Serghides [START_REF] Serghides | Estimate friction factor accurately[END_REF] and Romeo et al. [START_REF] Romeo | Improved explicit equation for estimation of the friction factor in rough and smooth pipes[END_REF], but accuracy of these model increases with the introduction of here presented new parameters [START_REF] Danish | Approximate explicit analytical expressions of friction factor for flow of Bingham fluids in smooth pipes using Adomian decomposition method[END_REF].

Additionally, curve fitting or surface fitting tool from Matlab can be used for fine tuning of coefficients after improvements made using genetics algorithm optimization techniques [23, 
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 6 Distribution of error for the model B approximation is shown in figure2.
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 2 Figure 2. Distribution of error for the model A approximation

  function Lambda = modelB(Re,RelEpsilon) % Re is Reynolds number and RelEpsilon is relative roughness A = log10((RelEpsilon./7.646).^0.9685+(4.9755./(206.2795+Re)).^0.8759); B = log10((RelEpsilon./3.8597)-(4.795./Re).*A); Lambda = (-2.*log10((RelEpsilon./3.7106)-(5./Re).*B)).^-2;

Figure 3 .

 3 Figure 3. Improvement of coefficients in the existing models A and B using genetic algorithm
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	function Lambda = modelA(Re,RelEpsilon)
	% Re is Reynolds number and RelEpsilon is relative roughness
	S1 = -2*log10(RelEpsilon./3.71+12.585/Re);
	S2 = -2*log10(RelEpsilon./3.71+2.51.*S1./Re);
	S3 = -2*log10(RelEpsilon./3.71+2.51.*S2./Re);
	Lambda = (S1-((S2-S1).^2)/(S3-2.*S2+S1)).^-2;

  3.7065 is changed to 3.7106, coefficient 5.0272 to 5, coefficient 3.827 to 3.8597, coefficient 4.567 to 4.795, coefficient 7.7918 to 7.646, exponent 0.9924 to 0.9685, coefficient 5.3326 to 4.9755, addend 208.815 to 206.2795 and finally exponent 0.9345 to 0.8759, compared to original approximation[START_REF] Romeo | Improved explicit equation for estimation of the friction factor in rough and smooth pipes[END_REF].
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 [START_REF] Vatankhah | Discussion: Exact equations for pipe-flow problems[END_REF]. Using only fitting tool of Matlab (with no use of genetic algorithms), Vatankhah and Kouchakzadeh [START_REF] Vatankhah | Discussion of "Turbulent flow friction factor calculation using a mathematically exact alternative to the Colebrook-White equation[END_REF][START_REF] Vatankhah | Discussion: Exact equations for pipe-flow problems[END_REF] improved coefficients from the approximation of Sonnad and Goudar [START_REF] Sonnad | Turbulent flow friction factor calculation using a mathematically exact alternative to the Colebrook-White equation[END_REF][START_REF] Sonnad | Explicit reformulation of the Colebrook-White equation for turbulent flow friction factor calculation[END_REF] (in that way maximal relative error decrease from 0.8003% to 0.1472%).

Beyond the most accurate optimized approximations that we have presented here, genetic optimization methodology can be applied to the wider set of the approximations for explicit pipe flow friction calculation published to date, in order to offer improved accuracy with possibly other computational benefits.