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is a new journal, and as such, is not yet indexed. However in future we shall consider as a priority task, to reach a significant impact factor for this journal.

Collaborating Academics NGO

Materials and Devices is owned by the non governmental non profit organization COLLABORATING ACAMICS, an international NGO located in France, that works for scientific communication (organization of meetings, workshops, etc) and development of science. During the launching period authors are encouraged to join the NGO Collaborating Academics (admission fee 15€/year) that supports the journal, in order to help reaching financial stability.

Materials and Devices publishes several types of articles :

-A : regular papers, that should present the results of original research, not published or submitted somewhere else.

-L : short papers, written as letters, focusing on one or few particular aspects, representing a very significant progress, for rapid publication.

-R : review papers, that presents a summary of results published in literature, on fields covered by the journal.

-T : technical papers, on the development of laboratory technics and aparatus relevant to studies on materials and related devices. Such papers will present the details of the designed technics, and an example of application in real condition.

-Ur : Unexpected and « negative » results, the journal accepts papers describing unexpected results, or results considered as negative, provided that the original ground arguments are sound, and that a reasonable interpretation can be proposed. Typical examples are : a synthesis process that is generally successful, which aborts in given cases, or give different unexpected but interesting results, results contradicting a theory or a model, etc. The idea to publish such papers is mainly to save time to the scientific community by giving information that is generally not available, except as private communications between researchers. We are happy to announce these innovations : Section T (technical papers) and Ur (Unexpected and « negative » results are original. They correspond to needs in the scientific community.

-Conf: conference papers : Finally, Materials and Devices may also publish conference proceedings and conference papers in special volumes. This service is not free, organizers of conference interested should contact the journal to know details.

Aims and scope of the journal

The topics covered by the journal are wide, it aims at publishing papers on :

-all aspects related to materials, namely according to their chemical formula (oxides, fluorides, carbon compounds, …, organic, inorganic), to their physical properties (conductors, super-conductors, semi-conductors, insulators, dielectrics,...), to their nature (crystalline or amorphous materials, liquid crystals, modulated systems, aperiodic materials, nanomaterials and nanostructured materials)… or environmental type (ecomaterials), or according to some specific applications. Papers on biomaterials, geomaterials, archeomaterials or on studies of ancient materials are also welcome. A particular attention is also paid on environmental studies related with materials. Authors are also encouraged to submit papers on theoretical studies applied to materials, including pure mathematical approaches, physical approaches, models, numerical simulations, etc.

-devices in a wide sense. However, concerning Devices, the scope is restricted to those integrating particular materials (for instance memories based on some specific magnetic materials) or category of materials. Papers on all types of such devices are welcome.

Advertising of free/open source softwares

LibreOffice https://www.libreoffice.org/ LibreOffice is a powerful office suiteits clean interface and feature-rich tools help you unleash your creativity and enhance your productivity. LibreOffice includes several applications that make it the most powerful Free and Open Source office suite on the market: Writer (word processing), Calc (spreadsheets), Impress (presentations), Draw (vector graphics and flowcharts), Base (databases), and Math (formula editing).

Octave https://www.gnu.org/software/octave/ GNU Octave is a high-level interpreted language, primarily intended for numerical computations. It provides capabilities for the numerical solution of linear and nonlinear problems, and for performing other numerical experiments. It also provides extensive graphics capabilities for data visualization and manipulation. Octave is normally used through its interactive command line interface, but it can also be used to write non-interactive programs. The Octave language is quite similar to Matlab so that most programs are easily portable. 

First Transpyrenean Encounter on Advanced

Materials : forewords

The idea to organize an event having as main goal to favour and develop contacts and collaborations on advanced materials on both sides of pyrenean mountains has emerged progressively through informal discussions at the occasion of various meetings between individual scientists. Finally the situation has accelerated few months ago, with a proposition to organize it during the summer 2017, under the aegis of the association COLLABORATING ACADEMICS (http://co-ac.com).

It was a real challenge to succeed to be ready in time : first we had to think to the structure and general organization, then to constitute the local committees, the permanent committee, and the scientific committee. It took time to do this, and when we finally had a complete list of members, we had a rather short time to discuss about the content of TEAM-1.

As a consequence everything was not perfect, but we did our best to launch and organize TEAM-1, which had the advantage to « start the process », to make the original idea real, and to define the basis of further meetings of the series, if there is a continuation, which we hope ! TEAM-1 has gathered less than 40 participants, but a meeting with such a reasonable number of persons is an advantage to interchange, know each other, and discuss about collaborations. Most of participants were of course from France, Portugal, and Spain, but few other countries had representants, like Algeria, Cuba, Poland, and Senegal that we had the pleasure to welcome. We hope to see in future other meetings of the series being organized in various places, and to see the development of initial ideas to allow the setup of scientific networks on various topics on advanced materials.

This first encounter has given the opportunity to exchange about numerous fields on covered topics, having the advantage to attract attention of participants to other research problems than their own, thus favouring contacts between researchers of different specialities. May this series of meetings contribute to meet the challenges and needs of humanity in the next decades, in which the role of advanced materials should be determinant in many respects! Before closing these forewords, I would like to thank all those who made this meeting possible : members of organizing committees, members of the staff of Lycée Charles de Gaulle who did their best to host the encounter, the University Complutense de Madrid for financial support, and all participants for their interesting and good quality communications ! Prof. Pierre Saint-Grégoire

MIPA Laboratory

Universities of Toulon and Nîmes

Transition metal oxalates have very often been used as precursors for the preparation of oxides or metals at moderate temperatures. During the oxalate decomposition, nanoparticles are generally formed. They exhibit a high sinterability, or even lower melting points compared with the bulk state. These properties can be used to form solders at low temperatures, with metals having high bulk melting points, or to directly form oxides or metals by local decomposition of the oxalates in a focused laser beam. This talk details more specifically, the behavior of the silver oxalate and its advantage for the brazing electronic components at low temperature and the shaping of two-dimensional metallic structures, using conventional photolithography machines. Other examples, described and discussed, relate to the production of two-dimensional semiconducing or ferrimagnetic structures based on single or mixed oxides.
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Thermal nano-characterization techniques with high spatial resolution are fundamental to address thermal issues which may compromise the performance of miniaturized devices and materials. Scanning thermal microscopy (SThM) is a probing and acting technique based on atomic force microscopy that uses a nano-probe designed to act as a thermometer and a resistive heater. Using a PARK SYSTEMS XE7 Scanning Thermal Microscopy equipment (tip radius ~ 100 nm, temperature up to ~160ºC, sensitivity ~ 0.1ºC and 50 nm spatial resolution) we present the versatility of the technique taking several approaches to study material properties [1]. SThM's high spatial resolution and ability to perform surface and sub-surface thermal imaging are highlighted in the study of nanocomposite structures with complex inhomogeneities, such as graphene oxide(GO)/poly(lactic acid) (PLA) (Fig. 1). Assisted by the control of the global material's temperature with external heat sources, the nano-probe's thermal sensing and actuating abilities induce local structural transformations in materials such as the ferromagnetic shape memory alloy Ni-Mn-Ga and map the spatial distribution of local martensite-austenite transition temperatures. Piezoelectric energy harvesting [1] is a promising technology for energy recovery from vibration or shock. Although piezoelectric (PZ) materials are used in several applications such as generators, fuel lighters, sensors in automobiles…their use on large scale remains challenging. The main problem relies on the lack of mechanical resistant and efficient materials suitable for new applications.

Herein, we present the hydrothermal synthesis of PZ ZnO nanowires (NWs) with high aspect ratio and the fabrication of ZnO/PVA composite films by embedding the ZnO particles in the polymer matrix. The application of an electrical field allows the alignment of the ZnO NWs giving a strong net macroscopic polarization under stress. Mechanical deformation tests were also performed on the composite films observing the presence of strong voltage peaks that could be related to piezoelectric effects. Other mechanisms related to triboelectric contributions will be discussed.

The combination of the flexible polymer (PVA) with high aspect ratio PZ particles [2] could lead to obtain efficient PZ films with high strength and flexibility. Titanium and its alloys are the most used biomaterials for orthopedic and dental implants thanks to their good biocompatibility. Nevertheless, osseointegration of these implants is long to achieve and that is why surface treatments are applied to promote bone healing and growth. For that purpose, calcium phosphate coatings are commonly prepared [1]. Several coating processes can be used such as plasma spray, sol-gel, laser-deposition or electrodeposition. Among these techniques, electrodeposition is very attractive because it allows to produce thin coating on complex shapes and it is a low temperature process that permits to associate temperature-sensitive molecules of biological and/or therapeutic interest [2]. A second problem linked to the implantation is the bacterial colonization that may lead to implant loosening. The purpose of this study is to create a low temperature calcium phosphate bioactive coating on titanium to enhance osseointegration and also to associate an antibacterial agent with this layer to prevent post-operative infections [3], [4]. In this study, two strategies have been developed:

(5) Calcium phosphate electrodeposition was realized at constant potential and an antibacterial element (ie. Ag, Cu,…) is then introduced by ionic exchange; (6) Calcium phosphate and an antibiotic molecule were co-deposited by pulsed-electrodeposition.

The influence of the process parameters (current density/potential, ton/toff ratios and electrolyte temperature) has been investigated. Scanning electron microscopy, X-ray diffraction, Raman and FTIR spectroscopies were used to characterize the coatings with and without the antibacterial agent. Moreover, adhesion between the substrate and the coating was also investigated. Preliminary antibacterial and drug release tests were also realized.

Coatings prepared by the two different methods were composed of mixed calcium phosphate phases. Changes in the process parameters produced different crystal morphologies. The addition of an antibacterial compound did not seem to influence the coating formation and its chemistry. All the studied coatings had good mechanical stability, in terms of adhesion and shear strength. In vitro antibacterial properties were also demonstrated against E. Coli and S. Aureus.

[ The fast emergence of Nanoscience during the last decades has been favoured by the development of new nanocharacterization tools with unprecedented resolution and sensitivity. In addition to the invention of scanning probe microscopy, traditionally considered the starting signal of Nanotechnology, the development of other types of microscopy techniques have contributed decisively to our understanding of the world at nanometer scale. In the field of Transmission Electron Microscopy (TEM), the most crucial milestone has been the development of aberration correctors. This new technology has offered scientist the possibility of atomically resolved characterization of structural, chemical and electronic properties of a wide range of advanced (nano)materials, with an undeniable impact on the development of novel materials in fields such as oxide thin films, semiconductor nanostructures, carbon based materials, magnetic nanostructures, nanoparticles, etc. This lecture will review several applications of advanced TEM techniques that have been developed in the last years at the LMA, focusing on the work carried out in advanced materials for spintronic applications and the infrastructures available at the LMA to carry out these investigations. One of the subjects will the characterization of multiferroic oxide thin films, particularly the analysis of defects and domain walls that confer these materials unexpected physical properties, by the combination of atomic resolution imaging and spectroscopic techniques. Secondly, the potential of interferometric TEM techniques for the imaging of magnetization states at the nanometer scale will be demonstrated by illustrating the characterization of individual magnetic nanostructures and heterostructures grown by focused electron and ion beam techniques with different architectures.

Flexoelectricity allows inducing polarization by bending (or by any other inhomogeneous deformation) in dielectrics of any symmetry, including centrosymmetric materials such as SrTiO3 and also ferroelectrics such as BaTiO3. While this has been traditionally exploited for making piezoelectric-like sensors using non-piezoelectric materials, there is a much wider variety of functional possibilities that have only recently started being explored. In my talk, I will cover three of them which our laboratory has been very directly involved:

1)

Measuring flexoelectricity not on dielectric insulators but on semiconductors. In the latter, we have seen that the effective flexoelectric coefficient can be orders of magnitude larger than the flexoelectricity of insulators, and in addition it scales with thickness in such a way that it is a relevant effect even at the macroscale.

2)

Using inverse flexoelectricity to make actuators that bend in response to a voltage (as opposed to sensors that generate a voltage in response to bending). These have been made in the form of MEMS cantilevers grown on silicon substrates, and are thus a technologically promising device concept.

3)

Exploiting flexoelectricity not only to mechanically write ferroelectric domains, but also to mechanically read them, enabling the full voltage-free operation of a ferroelectric memory.

Biomimetic nanopore to design "smart" membranes S. Balme (1) In the life science, it is well known that ionic bio-channels insure exchange and communication of living cells. Their properties in terms of ionic permeability, selectivity and response regarding the environment are exceptional.

Unfortunately, the transfer of these properties to artificial set-up whose the mechanical strength is high enough to be useful in many different types of applications has not been made. The limitations of artificial nanopore membranes prepared by track-etched polymer sheets or transmission electron microscopy irradiation of thin silicon nitride film are the weak ionic selectivity and unresponsiveness against stimuli. Thus the main challenge consists of mimicking biological channels properties to design artificial nanopore membrane which is able to modulate their transport. To achieve this goal two strategies will be explored. The first one consists to a solid-state nanopore functionalized with more and less complex systems which permits to improve their properties. The second strategy is based in insertion of protein inside nanopore in order to obtain hybrid biological/artificial system. This strategy aims to combine the advantages of both solid-state nanopores (robustness, number, size and shape control) and biological channels (selectivity, precise structure)

In this talk, we will discuss on the different strategies to functionalize single track-etched nanopore using chemical grafting of (bio)macromolecule, self-assembly of poly-electrolytes or direction insertion of ion channel. Such functionalization permits to obtain nanopore with high ionic selectivity such as ionic-diode as well as design nanovalves which respond to ligand anchoring, pH, light. We will show also the potentialities of functionalized nanopores for specific bio-sensor as well as osmotic energy.

In this talk we will present some results obtained in three directions, namely anti ferroelectric (AFE) thin films for energy storage applications, ferroelectric thin films for microwave applications and lead-free ferroelectric thin films which applications are potentially very large. Anti Ferro Electric (AFE) thin films for energy storage applications. The well known PbZrO3 (PZ) AFE material is deposited by rf magnetron sputtering on silicon substrate. More precisely, highly (001)-oriented pure PZ films and Sn-substituted PZ films are deposited on (001)-LaNiO3 buffered SiO2/Si substrates. Different Sn-substituted PbZrO3 films (PbZr1-xSnxO3, x = 0%, 3%, 5%, 10%) with orthorhombic anti-ferroelectric phase are fabricated. The effects of Sn substitution on the structure and energy performance have been investigated in details. In another topic research, the dielectric properties (relative permittivity and losses) of PZT, PST and BST films were measured up to 60 GHz using coplanar waveguides (CPW). Based on the CPW scattering parameters measurement, the frequency dependence of the complex permittivity has been determined thanks to a homemade numerical code based on finite elements. Even at 60 GHz a large tunability of 47%, 30% and 60% has been measured for PZT, PST and BST respectively. Lead-based piezoelectric materials are well known for their excellent piezoelectric properties. However, due to the effects of lead toxicity, since recently it is desired to reduce lead-based materials usage in electronic devices. Therefore, lead-free materials have gained much interest in the microelectronic industry. In this context we have been working on Lead-free Bi0.5Na0.5TiO3 (BNT) piezoelectric thin films. BNT films were deposited on Pt/TiOx/SiO2/Si substrates by sputtering. a piezoelectric coefficient (d33effmax) of 80 pm/V was obtained. BNT is regarded as an interesting alternative to PZT for MEMS application. They have been shown to improve performance of (opto)electronic devices including solar cells, photoelectrochemical cells, and other applications involving interfacial charge transfer processes. A porous network of CNTs can act as a large-area scaffold for the semiconductor and be used as current collector to harvest carriers generated in the semiconductor by photovoltaic, photochemical and piezoelectric processes.

Energy Harvesting Materials Based on Carbon Nanotube Fibre for Tough Electronics

In the quest for making robust, flexible large-area devices based on nanocarbon/semiconductor hybrids (and other semiconductors) challenges remain in terms of the quality of nanocarbon/semiconductor junction that can be produced using simple large-area processes, and the mechanical robustness of these hybrid materials.

In this work we present a study on the structure and electronic properties of 10 cm 2 scale ZnO/CNT fiber materials. The carbon nanotube fibers (CNTf) combine a high surface area with bulk tensile strength, toughness and in-plane conductivities superior to steel and much greater than those of conventional vacuum-filtered CNT/graphene membranes. They are therefore ideal electrodes/current collectors to be combined with semiconductors, not only to produce new tough and efficient devices, but also as a test system to study lowdimensional properties of CNT/semiconductor junctions on a macroscopic scale. With these objectives in mind, this work presents a detailed characterisation of the electronic properties of bulk Schottky barrier heterojunctions between CNTf and ZnO, from which various parameters of interest are extracted, including junction energy levels, dopant concentration, ideality factor and interfacial resistance. The hybrid material is also shown to be highly piezoresistive and piezoelectric, and as a demonstration of interfacial charge transfer we show piezoelectric energy harvesting.
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The variety of structures and properties provided by oxides offers an important route for the development of new devices integrated on different substrates such as silicon. At the interface of thin films and nanostructures the physical properties can strongly differ from bulk state due to the low dimensionality conditions imposed. In this regard, the control of crystallization mechanism at the nanoscale provided by the chemical solution methods is an affordable alternative to physical deposition techniques. However, the integration of functional oxides on silicon need to be further developed due to the dissimilarities on these materials, i.e. chemical reactivity, structural parameters, and thermal stability.

This work describes the synthesis of high quality epitaxial thin films and heterostructures of different functional oxides by Chemical Solution Deposition (CSD). In combination with Molecular Beam Epitaxy (MBE) these oxides can be epitaxially integrated in Silicon. In particular, complex oxide such as perovskites nanostructured thin films are synthetized by using a CSD method called Polymer Assisted Deposition (PAD) [1,2] supported with the controlled epitaxial growth of SrTiO3 (STO) buffer layer on Si [3]. By this route, La0.7Sr0.3MnO3 (LSMO) ultrathin films with abrupt interfaces and nanopillared BaTiO3 (BTO) on LSMO with good functionalities can be obtained exhibiting a great technological potential. The complementary of physical and chemical deposition techniques may stablish the basis for the development of low cost functional devices compatible with standard microfabrication technologies.

The inclusion of conductive particles into insulating polymer matrices allows the synthesis of nanocomposites with tunable dielectric properties. In particular, giant permittivity is achieved when the conductive inclusions form near percolated networks. The permittivity of such nanocomposites strongly varies when the soft polymer matrix is deformed, giving rise to large electrostriction coefficients as needed in variable capacitors of energy harvesting devices.

Near percolated networks can easily be obtained with particles of anisotropic shape, such as carbon nanotubes, metal nanowires or graphene platelets. Because of their large aspect ratio, the particles exhibit a large excluded volume and a resultant low percolation threshold compared to spherical or quasi-spherical particles. The control of the spatial organization of the particles in the matrix is critical for the control of the material dielectric properties. We will present recent approaches to control the ordering of carbon nanotubes using emulsion templates to obtain enhanced dielectric permittivity and electrostriction coefficients [1]. We will also discuss differences or rod like particles from graphene platelets with giant anisotropy. The percolation behavior of graphene platelets has been recently predicted to be far more complicated than generally anticipated by excluded volume concepts [2]. Here, by characterizing the percolation transition in a liquid crystalline graphene based elastomer composite, we confirm experimentally that graphene flakes self-assemble into nematic liquid crystals (LCs) at concentrations below the percolation threshold [3]. We find that the competition of percolation and LC transition provides a new route towards high-permittivity materials. Near-percolated liquid crystalline graphene based composites display a giant permittivity along with a low loss tangent. The near percolated nanocomposites exhibit large permittivity variations in response to small strain deformations, giving rise to a giant electrostriction coefficients of about M= -5×10-14 m2/V2 at 100 Hz. The present materials are promising for uses in variable capacitors of energy harvesters. Their implementation in actual electronic devices is currently investigated.

Most of pi-conjugated polymers are colorful in their neutral state, i.e. they show characteristic absorption in the visible part of the light spectrum (400-800nm). However, once p-doped (or oxidized), the absorbance spectrum of pi-conjugated polymers shifts to higher wavelengths values (Infra-red domain) and so, become colorless [1]. Among the accessible colors in the visible palette, getting polymers with yellow colors in the neutral state is more specific. Indeed, one absorption peak centered on 450 nm is needed to obtain this kind of yellow electrochromic material. Thus, we have synthesized, a conjugated polymer according to the procedure described in the literature as Suzuki polycondensation to yield a yellow-to transmissive switching electrochromic polymer [1,2]. This polymer is based on alterned propylenedioxythiophene (ProDOT) and 2,7-carbazole (Cbz) units as described in Figure 1. Since this polymer is soluble in common organic solvents, it could be deposited on various conductive substrates by spraycasting method on ITO glass. Thus, the optoelectronic properties have been characterized using UV/VIS spectroscopy, spectrocolorimetry, differential pulse voltammetry (colorimetric study while different potentials were applied), and spectroelectrochemistry. The study shows that this polymer displays vibrantly yellow-colored neutral and a transmissive light-grey oxidized state. These ProDOT-Cbz studies have allowed us to evidence some good colorimetric characteristics as L* values above 85, a* values around -18, and b* values around 80 (The color was assessed by utilizing the CIE 1976 L*a*b* Color Space), these values match with a bright yellow. Furthermore, this study allows us to highlight some issues, notably we have carefully studied the cyclability and aging of the ProDOT-Cbz polymer upon electrochemistry cycling. Modelling based on monomers and trimers with B3LYP and TD-B3LYP have also been carried out in order to be able to explain the different phenomena that have been observed during the optoelectronic characterization. Computational materials modelling is a fundamental tool to perform structure research, materials properties prediction and design, and to assist the interpretation of experimental data. The multi-scale range of studies covers sub-atomic ab-initio electronic structure methods (Density Functional Theory-DFT) up to macroscopic thermodynamic properties.

Our group at Physics Department and CICECO is conducting research on developing and applying computational methods to materials science studies, covering a broad range of situations:

 Multiferroic materials (magnetic and dielectrics): use of DFT to study role of local charge and spin distribution on magnetoelectric coupling and hyperfine properties (magnetic field and electric field gradient)

 Magnetocaloric materials: DFT calculation of magnetic exchange interaction under strain, Monte-Carlo statistical physics methods and mean-field approaches to predict magnetocaloric materials performance in metals, alloys, and oxides  Hydration layer and ad-atoms on graphene, their bonding, magnetic and hyperfine properties

 Local coordination of heavy ions adsorbed on functionalized nanoparticles

We will present some cases where the computational studies were closely related to current experimental work within the group and collaborations. The development of advanced materials -ceramics and refractory metals and alloys -that can withstand high temperatures is increasing as many applications can be encountered particularly in the space and energy fields. Concentrated solar energy is a useful tool to get very high temperatures in a few seconds in reactors under controlled atmospheres that can reproduce severe environments.

Materials and

In this presentation, some examples will be given for space applications with the behavior of heat shields of spacecrafts during their atmospheric reentry such as the IXV one (Intermediate eXperimental Vehicle, ESA) which was successfully launched and recovered on February 2015, of the Solar Probe Plus mission (NASA) that will be launched in 2018, and the problem of space debris with the application of the French law LOS (Loi sur les Opérations Spatiales) mandatory by 2021 will be also presented.

In the field of energy, new ultra high temperature ceramics (UHTC) and coating layers on refractory alloys are under study to be implemented for the receivers of future solar power plants for electricity production in order to increase the temperature of the coolant (air at high pressure) and thus the efficiency.

The experimental reactors coupled to solar furnace facilities such as REHPTS and MESOX (Fig. 1) at the 6 kW solar furnace, and MEDIASE (Fig. 2) at the 1000 kW solar furnace will be presented together with recent original results on oxidation kinetics in air plasma conditions, behavior of materials in high vacuum, emissivity measurement at high temperature… according to the different environments encountered by the selected materials. One of first references to such a compound can be found in Marco Polo´s. In Book of the Marvels of the World, Chapter XXI, Concerning the city of Cobinan and the things that are made there. he refers to zinc oxide "…they also prepare both Tutia (a thing very good for the eyes) and Spodium; and I will tell you the process….". Where the Tutia is the Arabian name for some ZnO compounds and spodium is an ancient name for ZnO obtained by sublimation.

Much later, XIX century we find some references as that of von Döbereiner in Annalen der Physik und Physikalische Chemie, about the green luminescence of ZnO, the so called Rinmann´s Green, and at the end of the same century (1866), Sidot published an extensive study on the good properties of blende.

The advent of electronic devices and the consequent necessity to have homojunctions of good quality, prevented the massive use of compounds which, typically, cannot be prepared in both p and n type, due to the autocompensation phenomena. In this context III-V compounds won the match, until the last part of last century, where again the good properties such as wide band gap, high exciton energy or efficient luminescence were required.

A particular case in the frame of II-VI is ZnO. What are the properties, which make this material so attractive? From phosphors and varistors to nanopiezotronics, we will give an overview of the main applications of this material and the phenomena behind. 

FERROMAGNETISM

Complex oxides are a large arena of functional materials where quantum effects are becoming the main source of unique properties and functionalities. To fully exploit these novel opportunities a deep understanding of the growth mechanisms of ultrathin films, nanostructures and nanocomposites is required, as well as a detailed comprehension of atomic scale structure and its correlation with electronic states and functionalities.

Generation of large area arrays of self-organized oxide nanostructures (nanodots, nanowires) and large area thin and ultrathin films and nanocomposites provides unique opportunities for the development of novel functionalities with a wide range of potential applications (superconducting, electronic, magnetic, ferroelectrics, photovoltaics, resistive switching, etc.). Bottom-up approach based on chemical solution deposition (CSD) offers a high throughput (Ink Jet Printing) and cost-effective route for the generation of complex oxide thin films, multilayers and nanocomposite films while Atomic Layer Deposition (ALD) is very effective in modifying the interfacial properties or to grow ultrathin films at low temperatures.

In this talk I will review recent developments in the understanding of the growth mechanisms of epitaxial oxides derived from chemical solutions when Conventional Thermal Annealing (CTA), Rapid Thermal Annealing (RTA), Pulsed Laser Annealing (PLA) or Transient Liquid Assisted Growth (TLAG) are used. I will also show that CSD and ALD can be combined to prepare oxide multilayers with modified functionalities. The systems investigated include the ionic conductor Ce1-xGdxO2, ferromagnetic-metallic perovskites (La1-xSrxMnO3), perovskites with metalinsulator transitions (RENiO3), ferroelectrics (BaTiO3), multiferroics (BiFeO3) or YBa2Cu3O7 -derived nanocomposite high temperature superconductors. Some outstanding properties of these complex oxides are found to be linked to the nanoscale strain and complex atomic defects deciphered by HRTEM and XMCD. I will stress that to fully develop the strong potential of bottom-up approaches to complex functional materials the growth mechanisms need to be fully disentangled to achieve control of the relevant properties.

Over the last 20 years there has been an enormous effort in developing lead-free ferroelectric systems in order to obtain good dielectric, ferroelectric and piezoelectric properties than those the conventional ferroelectrics based on lead, such as PZT. The Ferroic Group Materials of the Physics Faculty, Havana University, Cuba, has been working since 1983 in the study of ferroelectric and piezoelectric materials, especially modified PZT and PT. An important group of lead-free ferroelectric materials belong to the Aurivillius family, compounds which are layered bismuth [Bi2O2] 2+ [An-1BnO3n+1] 2-(see Figure ). SrBi2Nb2O9 is a member of this family where the divalent Sr 2+ cation can be totally or partially replaced by other cations, most commonly Ba 2+ . A few years ago, we have begun to work on Sr1-xBaxBi2Nb2O9 lead-free ferroelectric materials. The barium concentration dependence of the dielectric behavior has suggested a cation site mixing among atomic positions, which has been supported by the structural analysis. A transition from normal ferroelectric-paraelectric phase transition to a relaxor behavior has been observed when the barium concentration has increased. For the Sr0.70Ba0.30Bi2Nb2O9 composition has been obtained the better piezoelectric, pyroelectric and ferroelectric properties. Ferroelectric thin films have been also obtained for Sr0.70Ba0.30Bi2Nb2O9 and Sr0.15Ba0.85Bi2Nb2O9 compositions. On the other hand, the Aurivillius family systems are potential candidates as multiferroics by doping magnetic elements at the B-site. A magneto-electric four-layered structure (Bi5FeTi3O15) can be obtained by inserting BiFeO3 into Bi4Ti3O12, a classical three layers perovskite. Bi4.2Ln0.8Fe0.5Co0.5Ti3O15 (Ln 3+ = La 3+ , Pr 3+ , Nd 3+ ) multiferroic ceramics have been studied. The Ln 3+ elements have showed an important influence on the characteristic magnetic hysteresis. The presentation will show a general overview of our researches on lead-free ferroelectric and multiferroic systems from the Aurivillius family. In less than fifty years, lithium-ion batteries shifted from scientific discoveries to rapid industrial prototypes, before flooding the market of the electrochemical energy storage. This exceptional achievement escorted the huge explosion of electronical mobile tools such as cell phones, tablets or portable computers. Now lithium-ion batteries also equip hybrid or full electric vehicles and are also considered for grid storage. The lithium-ion technology is mature but there is still room for performance improvements. This can be done by protecting the surface of standardized electrode materials through chemical coating and hence prolonging the life of such batteries. This can also be done by investigating innovative electrode materials. In case of lithium becomes a strategical element, it is also important to investigate post-lithium electrochemical storage systems, such as sodium-ion or magnesiumbased batteries.In this presentation, we will summarize very recent results and ongoing research projects that we carry out at "Institut Charles Gerhardt de Montpellier". After a general introduction that will deal with the concept of rechargeable batteries and the electrode materials requirements, different examples of new materials for Li-, Na-, or Mg-ion batteries will be presented. It embraces the synthesis procedures that may strongly influence the final morphology of the active materials, and the optimization of the electrode formulation to enhance the electrochemical performance (specific capacity, lifetime, etc.) For some electrode materials that are investigated for a long time and already implemented in commercialized cells, the optimization of the electrochemical performance is still possible, for example by protecting the particle by a fluorinated shell that can help in reducing the solidelectrolyte interphase and thus accessing extra capacity. The understanding of the electrochemical process (ion insertion and de-insertion) is possible by performing operando characterizations, like X-ray diffraction, Mössbauer or X-ray absorption spectroscopies. Depending on the chemical nature of the electro-active materials, the electrochemical process might be a reversible intercalation of the cations or can undergo an alloying mechanism with new phases created. The deep investigation of the electrochemical mechanisms that occurs during the battery life may also help in evidencing the failure process. Metallic lustre decorations of glazed ceramics, which appeared in Mesopotamia during the 9 th century AD, are certainly the most famous historical example of controlled nanotechnology for optical devices [1]. Yet, the use of optical properties of metallic particles is older. Actually, the tinting strength of metallic nano-crystal was used earlier for colouring glasses. It was shown that red glasses of Final Bronze Age (1200-1000 BC) from Frattesina di Rovigo in Italy were coloured thanks to crystalline particles of metallic copper dispersed in the surface layer of glassy matrix [2]. Many other examples can be found in literature showing that this glass staining process was widely used worldwide up to present times. Thus, the presence of both copper and cuprite particles was reported in Celtic enamels. Most of the Roman tesserae of red colour were obtained from a glass containing copper nano-crystal. These tesserae were produced massively during the Roman period thanks to a scale production of glass ingots. Outside Europe and Mediterranean basin, copper nanoparticles for colouring glasses and glazes were also massively used in Asia. For instance, the colouring of Japanese Satsuma glasses was obtained in this way. The blue-red Jun glazed porcelains made from Song to Qing Chinese Dynasties were manufactured using a similar process leading to the formation of copper nano-crystals in the red zones during firing. It is also the case for some Vietnamese porcelains and stonewares.

Materials and

Beside metallic nano-crystals exploited for their optical properties, many other nanoscale crystals can be found in ancient ceramics and more specifically in their decorative or coating layers. These crystals can play a major role in the physical properties of these thin layers or merely be an indicator of the manufacturing process. These thin layers are formed during firing and result from physicochemical reactions among the diverse compounds of raw preparation. In general, the firing conditions are not suitable for obtaining large crystals and many of formed phases are in the form of nano or submicrometric crystals. Over time and in other places around the world, the variety of raw preparations and firing conditions used are so diverse that it is not conceivable to give here an exhaustive report. In this presentation, we will focus our attention on decorative layers of Greek and Roman potteries for which oxide nano-crystals play a key role in the optical and/or mechanical properties [3]. We will present also some glazed decorations of Chinese ceramics in which some rare and interesting phases for modern applications were found [4].

In2S3 is a promising material that has been studied in the last years mainly in reason of its potential interest in solar cells as a CdS buffer layer substitute for fabricating Cd-free CIGS solar cells. In 2S3 films of the crystalline  form may be obtained by Chemical Bath Deposition (CBD), physical vapor deposition (PVD) and by spray pyrolysis.

In the literature the oxidation of In2S3 films was described for films obtained by CBD and PVD. Some of us showed that the oxidation process depends on the film microstructure : the temperature region in which the oxidation occurs is strongly dependent on the size of crystals in deposited films, and the temperature of annealing in air determines the composition of the solid solution.

A potential interest of the intermediate compositions is that the band gap varies as a function of composition and can be tailored to intermediate values between the band gap value for In2S3 and that for In2O3, that should influence the efficiency of solar cells built with the corresponding buffer layer. However on the other hand, such nanostructured thin films are fragil with respect to heating or also to chemical attacks. Attempts to deposit p-type semiconducting materials Cu2SnS3 (CTS) and Cu2ZnSnS4 (CZTS) on In2S3 thin films, with a penetration of the ptype semiconductors, are made difficult because of chemical instability of the In2S3 film in the corresponding baths.

This situation motivated us to investigate the possibility to obtain In2S3 films by Dr Blade technique, and to study carefully the behaviour of such films and constitutive crystalline powders, that have grains with a micrometric size as evidenced in the SEM, to be compared with results obtained with nanometric powders resulting from thin films as studied recently.

In this communication we present first the films obtained by Dr Blade, and then results of TGA that show weight losses in nitrogen that correspond to elimination of solvents, and thereafter weight losses in air, accompanying the substitution of sulphur by oxygen in the structure. This mechanism is confirmed by analyses performed by EDX and the obtained materials are also studied by X-ray diffraction (XRD). The variation of bandgap of the obtained materials of different compositions is deduced from UV-visible spectrometry data. Metastable austenitic stainless steels can be considered as TRIP (Transformation Induced Plasticity) steels because plastic deformation leads to transformation from austenite to martensite. On the other hand, during service life of a component manufactured with these steels, fatigue failure may occur. Therefore, shot peening could be used to increase their fatigue resistance. Despite numerous investigations have shown the beneficial effects of shot peening on austenitic stainless steels, scarce information exists related to metastable grades.

In the present work, the relationship between microstructural changes induced by shot peening and fatigue behavior of a commercial AISI 301 LN (corresponding to standard EN 1.4318) metastable steel was studied. Two different steel conditions were selected: annealed (with fully austenitic microstructure) and cold rolled (with a biphasic microstructure composed by austenite and martensite). The deformed microstructure on the subsurface was analyzed on cross-section specimens through the shot peened region by means of 3D-FIB (Focus Ion Beam) tomography collecting around 400 sequential images milled with a Ga+ ion beam current.

Results pointed out that extensive plastic deformation and phase transformation developed in annealed specimens as a consequence of shot peening. However, the increase of roughness and the generation of microcracks led to a limited fatigue limit improvement. In contrast, shot peened cold rolled specimens exhibited enhanced fatigue limit.

In the latter case, the main factor that determined the influence on the fatigue response was the distance from the injector, followed by the exit speed of the shots and the coverage factor.

Synthesis of Co doped Zno thin films by
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  functions. It has a high level programming language allowing access to advanced data structures, 2-D and 3-D graphical functions. A large number of functionalities is included in Scilab. http://www.abinit.org/ ABINIT is a package whose main program allows one to find the total energy, charge density and electronic structure of systems made of electrons and nuclei (molecules and periodic solids) within Density Functional Theory (DFT), using pseudopotentials and a planewave or wavelet basis… learn more in the internet site! https://csc.fi/web/elmer/elmer Elmer is an open source multiphysical simulation software mainly developed by CSC -IT Center for Science (CSC). Elmer development was started 1995 in collaboration with Finnish Universities, research institutes and industry. After its open source publication in 2005, the use and development of Elmer has become international. Elmer includes physical models of fluid dynamics, structural mechanics, electromagnetics, heat transfer and acoustics, for example. These are described by partial differential equations which Elmer solves by the Finite Element Method (FEM).

Figure 1 :

 1 Figure 1 : (a) Illustration of the sensitivity of silver oxalate to decomposition: periodic formation of silver particles under the electron beam of a SEM (b) Formation of Ag nanoparticles inside the oxalate porosity resulting from the thermal decomposition (c) Metallic silver grid obtained by selective laser decomposition of silver oxalate (the remaining oxalate was removed by washing) (d) Copper oxide pattern inside a copper oxalate layer.

Fig. 1

 1 Fig.1 Left: schematic of the SThM thermal nano-probe heating profile when in contact with the sample; Topography (center) and thermal conductivity contrast (TCC) (right) of GO/PLA nanocomposite (TCC scan showing details on entwining of polymeric chains absent from topography scan). Samples provided by Prof. Ana Barros (Univ. Aveiro) [1] M. J. Pereira, J. S. Amaral, N. J. O. Silva, V. S. Amaral, Microscopy and Microanalysis, V 22, Issue 6 (2016) 1270-1280

Fig 1 .

 1 Fig 1. ZnO/PVA freestanding composite film (A) and SEM images of the composite film (B, C). View of the top Au electrode on the composite film (A). Electrical response when the film is mechanically deformed (D).
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  Figure1: ProDOT-Cbz polymer
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 1 Fig. 1 : MESOX faclity at the 6 kW Odeillo solar furnace Fig. 2 : MEDIASE at the 1000 kW Odeillo solar furnace
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  Figures : Crystal structure of Aurivillius type with m=2 (upper, right) ; magnetic hysteresis loop in a multiferroicAurivillius type material (bottom, left).
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 1 Figure 1: SEM micrograph of In2S3 powder Figure 2: Weight loss versus temperature in air atmosphere (TGA measurement)
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  COBALT DOPED ZnO, DIP COATING, THIN FILMS, OPTICAL CONSTANTS In the present work, ZnO and Co:ZnO thin_films with different percentage of Cobalt content were deposited by dip_coating technique. The sol has been prepared by reacting Zinc acetate and Cobalt (II) Nitrate in 2-propanol alcohol. The effect of Cobalt doping concentration on the structural, optical, morphological proprieties of ZnO thin_films was investigated. The Wurtzite structure was observed in all deposited films and the presence of Zinc, Oxygen and Cobalt was confirmed by using EDX analysis. The optical constants (Refraction index, absorption, extinction and dielectric constants) were found to depend on the Cobalt content. The band_gap energy decreased from 3.26 to 3.20 eV with increasing Cobalt concentration. Cobalt effect modified the surface morphology of ZnO thin_films. RMS roughness and crystallite size decreased when Co doping increases from 0 to 8at.%.
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 1 Fig.1: Spectral dependences of refractive index (n) of the undoped and Co-doped ZnO thin films Fig. 2 : AFM images of undoped and Co-doped ZnO thin films

  

  

  

  

high temperature materials for space and energy applications M. Balat-Pichelin

  

Devices, Vol 2, #1, p 21 (2017) -DOI: 10.23647/ca.md20170407 Advanced Procédés, Matériaux et Energie Solaire, PROMES-CNRS laboratory, Font-Romeu Odeillo, France, marianne.balat@promes.cnrs.fr Corresponding author : marianne.balat@promes.cnrs.fr Keywords : HIGH TEMPERATURE, OXIDATION, EMISSIVITY, CERAMICS, REFRACTORY ALLOYS

Acknowledgments: The authors thank the Midi-Pyrénées Region (BIOACTISURF project n°14054394), MAT2015-67183-R(MINECO/FEDER), AGAUR FI-DRG and the Cost Action TD1305 for supporting this research work. Materials and Devices, Vol 2, #1, p 8 (2017) -DOI: 10.23647/ca.md20170407

In the last decades, high pressure (> 1GPa) has been increasingly used in different fields of research ranging from earth science to solid state physics, chemistry and material science. At Institut Néel, Grenoble, a state-of-the-art and unique instrumental park is dedicated to solid-state synthesis, crystal growth and characterization of materials under extreme conditions (Fig. 1).

In this contribution we start with a description of these high pressure (up to 15GPa) and high temperature (up to 1500°C) facilities, with an extension to recent developments and new experimental set-up as DTA (Differential Thermal Analysis) and XRD (X-Ray Diffraction).

In a second part, we will present two studies of HP-HT syntheses in the field of research of new materials that are multiferroic or show magnetic frustration, respectively. The case of a new form of a spin liquid phase 1 Ba3NiSb2O9 obtained under high pressure-high temperature will be presented. The second example will show the stabilization of small rare-earth compounds in the series NaLnCoWO6 (Ln = rare earth), a new class of potentially multiferroic compounds, with the help of HP-HT 2 . Diamond interfaces in power devices: Electron microscopy issues D. Araújo (1) , J.C. Piñero (1) , F. Lloret (1,2) , P. Villar (1) , M. Gutiérrez (1) , M. Florentin (2) , T. Pham (2) , D. Eon (2) , J. Pernot (2) (1) Departamento de ciencias de los materiales IM y QI, Universidad de Cádiz, 11510 Puerto Real (Cádiz), Spain, daniel.araujo@uca.es
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The growing interest on the applications of diamond for power devices relies in its promising properties as a high breakdown field, high carrier mobility and high thermal conductivity. Indeed, diamond-based Schottky diodes, using Zr metal over oxygen-terminated diamond surfaces, showing power figure of merit of 244 MWcm -2 have been recently reported. However, designing reliable diamond Schottky diodes (SBD) or diamond-MOS capacitors are still a technological challenge. Indeed, a lack of knowledge of the bandgap behavior in hydrogen/oxygen-terminated diamond surfaces contacting metal and oxide layers should be first understood to take advantage of the outstanding properties of diamond in the electronic power devices engineering.

To pursue this objective, Scanning Transmission Microscopy (STEM)-based techniques as High Angle Annular Dark Field (HAADF) and Electron Energy Loss Spectroscopy (EELS), joined with X-ray photoelectron spectroscopy (XPS) and cathodoluminescence (CL), are used to analyse the diamond/oxide interfaces of MOSFETs and SBD structures.

The atomic surface configuration related to diamond/Al2O3 interface bandgap levels joined to the ALD-grown oxide bandgap itself are reported. The effect of the Cherenkov and plasmon-related peaks on the Eg determination will be evaluated.

A relationship between nanostructure and energy bandgap in oxide layer at a nanometer-scale will be presented showing the importance of such aspects in the design of either MOSFET or SBD diamond related devices. 

P3MT/VACNT/Al Nanocomposites Electrodes With High Capacitance

SUPERCAPACITORS

Supercapacitors are desirable for applications requiring high power densities. Among the various types of supercapacitors, electrochemical ones based on electronically conducting polymers (ECP) as electrode material are particularly interesting because of their high capacitance (1). However, their energy densities and their electrochemical stability are still limited (2,3).

In order to improve the capacitance and the energy density of such pseudo-capacitive supercapacitors, our strategy consists in making nanocomposite electrodes of poly-3-methylthiophene (P3MT) in ionic liquid media. These depositions were made on the surface of nanostructured electrodes composed of very dense carpet of vertically aligned carbon nanotubes (10 11 -10 12 CNT/cm²) on an aluminium collector (VACNT/Al). In this study, different electropolymerizations methods (cyclic voltammetry, galvanostatic, potentiostatic, pulsed methods (3,4)) were used to optimized the deposition and the storage properties of P3MT. Thus, nanocomposites with weight ratios of P3MT/(P3MT+CNT) ranging from 5 to 90% were obtained and characterized by electrochemistry (CV and EIS) and microscopy. The results show that conformal depositions of polymers were obtained. In the case of the best nanocomposites, the electrodes capacitance increase from 32 mF/cm² to 1300 mF/cm².

Finally, stability tests of electrodes and coin cells assembly were studied and their performances will be presented. Opto-electronic properties of single-walled carbon nanotubes can be significantly modified by chromophore confinement into their hollow core. This presentation deals with quaterthiophene derivatives encapsulated into nanotubes displaying different diameter distributions. We show that the supramolecular organizations of the confined chromophores depend on the nanocontainer size. The Raman radial breathing mode frequency is monitored by both the number of confined molecules into a nanotube section and the competition between dye/dye and dye/tube wall interactions. The confinement properties lead also to an exaltation of the infrared absorption response 1 in single-walled carbon nanotubes from dye molecule interactions due to a symmetry breaking, allowing us, thanks to the complementarity of DFT calculations and experimental IR investigations to study interactions between both subsystems. Significant electron transfer from the confined molecules to the nanotubes is also reported from Raman investigations. This charge transfer leads to an important enhancement of the photoluminescence intensity by a factor of nearly five depending on the tube diameter. In addition, close to the molecule resonance, the magnitude of the Raman G-band shifts is modified and the intensity loss is amplified, indicating a photo-induced electron transfer. Results are discussed in the frame of electron-phonon coupling. Thus, confinement species into nanotubes allow moving the Fermi level and consequently to monitor their opto-electronic properties. This talk is about an alternative approach to the development of the next generation of osteoinductive materials that can repair the body in-situ whilst permitting mobilization. The approach uses piezoelectric biocompatible materials.

Confinement of organic dyes inside

The annual number of new bone fractures in the EU will rise from 3.5 million in 2010 to 4.5 million in 2025, corresponding to an increase of 28% [1]. Factures comprise hip, vertebral, forearm and others. Delayed fracture healing and nonunion occurs in up to 5-10% of all fractures [2]. Diseases such as arthritis, osteoporosis, tumours, and trauma may originate defects in the skeleton demanding a surgical procedure to replace or restore the lost bone. Although the comprehension of bone growth and fracture healing is presently very well advanced, efficacious bone treatments are still timely and of paramount importance.

Piezoelectrics are materials that can create electricity when subjected to a mechanical stress and reversely, generating a strain by the application of an electric field. Piezoelectrics find a wide range of applications as sensors, actuators and motors, in the automobile, aeronautics, computer, military, consumers and medical industry.

The major medical applications of piezoelectrics include ex-vivo imaging; in-vivo tissue growth applications are seldom, if any. Starting from the relatively well known role of electrical stimulation on living tissues and assuming that in-vivo endogenous electric potentials can control cell functions as growth, migration and mitosis rate, in our work we are exploiting the usage of piezoelectrics as smart platforms for biological communication targeted for tissue growth. Our current results demonstrate the effect of polarization of biocompatible piezoelectrics (oxides and polymers) on protein adsorption and cells adhesion viability and proliferation.

[1] International Osteoporosis Foundation (IOF), Facts and Statistics, 2017. New Zn-RE1-5 wt.% alloys (RE=Ce and La) were synthesized by melting under controlled atmosphere and cast in plates. In these materials, rare earth metal are exclusively present in intermetallic phases homogeneously dispersed in the zinc matrix: Zn11Ce, Zn13La.

Effect of Ce and La on the corrosion layer of new alloys Zn-RE

The electrochemical behavior of these new alloys was investigated in a reference corrosive medium. In parallel, the pure intermetallic phases Zn11Ce and Zn13La were synthesized and their electrochemical influence was studied by voltametry and galvanic coupling.

From results of controlled precipitation experiments of cerium and zinc salts performed in carbonated medium, the presence of cerium in the corrosion layer and its protective character could be attributed to the formation of a mixed double lamellar zinc-cerium product. Therefore, addition to zinc of less than 2 wt.% of cerium or lanthanum allow to improve the corrosion resistance of zinc. Cu2ZnS3 (CZS) is certainly one of the most promising materials for photovoltaics. It has a direct band gap that may be tuned between 1.4 and 1.6 eV, and a high absorption coefficient over 10 4 cm -1 . Moreover, the fact that it is composed of earth abundant and non-toxic constituents, and that its synthesis does not involve a polluting or energy consuming process, makes this compound an environment friendly one.

Cross-section corrosion layer of

In the present study, the wurtzite CZS material has been prepared by a sol-gel route. The CZS samples have been characterized structurally by X-ray diffraction (XRD), morphologically by scanning electron microscopy (SEM) and optically using a UV-vis spectrophotometer. The compound appears to be more stable than the quaternary CZTS (Cu2ZnSnS4), also considered promising for photovoltaics. SEM studies reveal that the morphology of the obtained materials -powders or films -depends strongly on the annealing temperature and crystallization process. The structure of films may include agglomerated nanocrystals or intricated fibers, among others (see figures). The study of optical absorption reveals a band gap around 1.55 eV, suitable for photovoltaic applications. The Research′s Group on "Ferroic Materials" of the Physics Faculty Institute of Science and Technology of Materials, Havana University, Cuba, was founded in 1983 (named before "Ferroelectrics Group"). The first researches were realized for search of high efficiency of piezoelectric energy conversion and low dielectric loss for ultrasonic generation. Today, the main research topics are about ferroelectric, antiferroelectric and multiferroic systems. Ceramics systems of high quality have been obtained for several years. Thin films and composites have been also obtained. Structural, dielectric, piezoelectric, pyroelectric, ferroelectric and magnetic analyzes have been carried out in a wide variety of systems such as PbTiO3, Pb(Ti,Zr)O3, Pb(Zn1/3Nb2/3)-PbTiO3-BaTiO3, SrBi2Nb2O9, (Bi0.5Na0.5)TiO3-BaTiO3, BiFeO3, BiFe0.5Co0.5Ti3O15, and others, included several modifications of them. Ferroelectric phase transitions, relaxor behavior, dielectric relaxation and electrical conductivity, thermally stimulated processes and pyroelectricity, ferroelectric-antiferroelectric coexistence, ferroelectric-ferrimagnetic coexistence, electrocaloric effect and energy storage are some of the most important developed topics. The presentation will show a general overview of the group, the principal topics and results, the main scientific collaborations, etc.

SEM Images of Cu2ZnS3 thin layer

First Transpyrenean Encounter on Advanced Materials -TEAM1 -http://team1.co-ac.com We study the correlations between structural and electronic properties in a wide set of solid compounds ranging from 3D bulk materials, thin films at the 2D limit, down to 1D nanoparticles. Our common tools are related to x-ray absorption spectroscopy (XAS) and resonant x-ray scattering (REXS) with large applications in correlated oxides and developments of these technics and analysis tools.

X-ray absorption spectroscopies in correlated oxides and advanced materials

XAS allows to probe the valence and structure of the coordination shells for a target chemical element. In the so called HERFD mode, the specific emission lines (K, Kβ1,3, Kβ2,5..) of the absorbing element are independently collected using crystal analyzer spectrometer. This significantly improves X-ray Absorption Near Edge Structure (XANES) features and the counting statistics, but also gives access to spin, redox and ligand sensitivity.

Surface-REXS couples of the capabilities of surface diffraction and resonant scattering for the investigations of electronic structure in ultrathin films and at surfaces.

Our measurements carried out at the French Collaborating Research Group beamlines at the ESRF, and the analysis is based on ab initio simulations in a mono-electronic approach using the advanced FDMNES code.

(a) (b) (c) (d) (a) Emergence of ferromagnetism in Cr doped LaMnO3 by XANES and XMCD ; (b) Pressure induced insulator to metal transition in LaMnO3 from XANES in the pre-edge range ; (c) Charge order in 7nm Fe3O4 film by SREXS, (d) Platinum-sub nanoparticle catalysts by HERDF XANES.

We present some studies carried out in our group, with focus on XAS study in perovskite oxides and recent results of HERDF-XANES and SXRS in ultrathin magnetite films and Pt nanoclusters. The nano-X platform is a tool dedicated to the characterization of nanomaterials using X-ray scattering and diffraction techniques. This project was initiated in 2013 and is supported by 4 laboratories based in Toulouse (CEMES, CIRIMAT, LCC and LPCNO). The nano-X platform is geographically based in the 4 constituting laboratories, who aim to maintain and develop X-ray techniques at a competitive level.

The instrument pool is constituted of 6 equipment dedicated to X-ray diffraction and scattering techniques, including single crystal X-ray diffraction, powder diffraction, high resolution X-ray diffraction, Wide Angle X-ray scattering, microdiffraction and various sample environments for in-situ investigations. The equipment available allow the analysis of single crystal specimen, polycristalline bulk sample, thin films and multi layers, as well as powders or amorphous materials, under variable condition of temperature, pressure and atmosphere.

The main topics covered by the platform are stress and strain determination, texture measurements, crystal structure, quantitative analysis, sample crystallinity and nanomaterials.

The platform is accessible to physicists, chemists, materials scientists and industrial partners. Inorganic nanostructured solar cells can combine the stability of inorganic materials with the advantages of the 3 rd generation solar cells architecture. These devices are characterized by an extension of the main junction which is obtained through an incremental roughness of the materials, leading to the creation of embedded or inter penetrated junctions. Also, it is important to consider the possibility to exploit the effects of quantum confinement at the nanoscale like carrier multiplication, for achieving better conversion efficiencies. Although the conceptual design in this type of solar cells has a tremendous potential, there are huge experimental challenges to be overcome. Stability can be addressed by focusing in inorganic semiconductor materials, as mentioned before. In our case, we have chosen the ZnO nanorods network because of its friendly environmental impact and wide range of applications in solar cells.

Laser activation of semiconductor nanostructures for

For using a pulsed laser as a local heat source, we follow two different approaches. In the first one we applied the pulsed laser during the process for creating the nucleation points or seeds, before growing the ZnO nanorods by the hydrothermal technique. In the second one, we point out to the in-situ fabrication of semiconductor quantum dots on the ZnO nanorods surfaces, by pulsing the laser at different fluences and pulses number. The results are studied by Scanning electron microscopy (SEM) and Photoluminescence (PL).

On the left, scheme of laser activation of the seeds for the ZnO nanorods. Right, in-situ laser induced growth of semiconductor quantum dots on the ZnO nanorods surfaces. Pulsed laser deposition (PLD) is one of the most efficient techniques to produce epitaxial thin films whose crystallographic orientation is well controlled during the growth process. This method is based on the bombardment of a dense ceramic target by a pulsed laser inside a pressure autoclave in which the substrate is prepared to receive the particles of material torn out during the interaction between the target and the laser.

In this work we show the experimental procedure of a thin film and a superlattice with optimal conditions of elaboration and the characterization by the means of new equipment available in our laboratory (a Lambda Physik 248 nm excimer laser in a MECA 2000 UHV chamber) to carry out this research theme. The materials studied are thin films of multiferroic oxides whose magnetic and transport properties are obtained by a Quantum Design's Physical Properties and Magnetic System (PPMS) equipment. The first results obtained on thin film and superlattice of Perovskite, TTB-type materials and Aurivillius phase doped by magnetic metal rare earths (Gd, Co, Fe, Mn ...) are discussed in view of the crystallographic aspects and magneto-electric properties. Based on the continuity equation which governs transport of carriers in semiconductor material, models of calculation of spectral responses of homo and heterojunctions based on CuInSe2 are proposed. For each structure we have presented the energy band diagram based on the Anderson model [1] and the associated continuity equation. We have established the corresponding boundary conditions between the different layers and determined the expression of the photocurrent. This expression depends on the geometrical, electrical and optical parameters that characterize the photovoltaic cell.

The results obtained show that, in the case of the homojunction (CuInSe2(p)/CuInSe2(n)) the losses of carriers by recombination at the surface of the front layer reduce the influence of the diffusion length and provoke a low internal quantum efficiency. The deposition of a window layer based on CuInS2 on the front face (illuminated face) allows to reduce carrier losses at the surface and enhances the spectral response for radiation energies lower than his energy band gap (1.04 < E <1.57 eV). The substrate allows to enhance the internal quantum efficiency in the range of low energies (1.04 < E <1.4 eV). The structure CuInS2(p + )/CuInSe2(p)/CuInSe2(n)/ CuInSe2(n + ) gives the best theoretical spectral response in the case of the homojunctions. The spectral response curves show that a thin thickness of the window layer (less than 0.1 μm) is sufficient.

For the heterojunction ZnO(n + )/CdS(n)/CuInS2(p)/CuInSe2(p + ) where the materials are arranged with decreasing gap, the internal quantum efficiency shows that a thin thickness of the base is sufficient (on the order of 0.1 to 0.3 μm) when the recombination velocity at the interface base-substrate is lower than 2x10 5 cm.s -1 . For high recombination velocity at the interface base-substrate (greater than 2x10 6 cm.s -1 ) it is preferable to increase the thickness of the base to a value greater than 3 μm. For the structure ZnO(n + )/CdS(n)/ CuInSe2(p)/CuInS2(p + ) the spectral response curves obtained are more elevated in comparison with the previous model. The recombination velocity at the interface base-substrate becomes less influential on the internal quantum efficiency. The spectral response is due to the absorption of the base and the space charge region. A base thickness greater than or equal to 3 μm is better.

Calculation of the theoretical short-circuit photocurrent under the solar spectra (AM 0, AM 1 and AM 1.5) was established for each structure using numerical integration method. We have also determined the saturation current using some essential notions of semiconductor physics. An approximate resolution methods (graphic and numerical) are used to determine the short-circuit current, the open circuit voltage, the maximum power point and allow to evaluate the efficiency of the photovoltaic cell. These results have been applied to the heterojunction models. The calculated values remain in the range of the values reported in the literature [2]. Our results validate the different models established to model the physical phenomena studied. This study is very important to dimension and optimize the different photoconductive layers.