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Dirucotide is a synthetic drug candidate for the treatment of multiple sclerosis. This 17-aminoacid peptide was successfully purified by ion exchange centrifugal partition chromatography. The optimized conditions involved the biphasic methyl tert-butyl ether/acetonitrile/n-butanol/water (2:1:2:5, v/v) solvent system in the descending mode, the di(2-ethylhexyl)phosphoric acid cation-exchanger with an exchanger (di(2-ethylhexyl)phosphoric acid)/dirucotide mole ratio of 100 and Ca 2+ ions in aqueous solution as displacer. Critical impurities were efficiently eliminated and dirucotide was recovered in high yield and purity (69 % and 98 %, respectively) and with a productivity of 2.29 g per liter of stationary phase per hour.

Introduction

Multiple sclerosis (MS) is an inflammatory neurodegenerative disease in which the myelin sheath around the axons of the brain and spinal cord are damaged. [START_REF] Ransohoff | Multiple sclerosis-a quiet revolution[END_REF] MS affects young adults and it is more common in women. Few therapeutic agents such as interferon β-1a and β-1b, natalizumab, mitoxanthrone, tereflunomide, alemtuzumab, dimethylfumarate [START_REF] Totaro | Multiple sclerosis: new treatment modalities[END_REF][START_REF] Cohen | Emerging therapies for relapsing multiple sclerosis[END_REF][START_REF] Giacomini | Antigen-specific therapies in multiple sclerosis[END_REF] have been approved by regulatory agencies to treat MS.

Other drugs, such as dirucotide (figure 1), are under evaluation. [START_REF] Comi | Disease-modifying treatments for progressive multiple sclerosis[END_REF] This synthetic 17-aminoacid peptide, also called MBP8298 and co-developed by BioMS Medical and Eli Lilly Company is an analog of myelin basic protein with a sequence corresponding to its 82-98 residues. [START_REF] Loo | High dose antigen treatment with a peptide epitope of myelin basic protein modulates T cells in multiple sclerosis patients[END_REF] First stages of clinical trials have demonstrated the high potential of this drug for secondary progressive multiple sclerosis treatment [START_REF] Cohen | Emerging therapies for relapsing multiple sclerosis[END_REF][START_REF] Galetta | Optical Coherence Tomography (OCT) Measurements and Visual Function Tests in a Secondary Progressive MS Trial of the Compound Dirucotide[END_REF] but the result of final phases were not satisfactory, due to the lack of efficacy although dirucotide was generally well tolerated. Dirucotide analogues such as citrullinated modified peptide analogues are currently under development. Dirucoted Dirucotide was produced by solid phase synthesis and the last purification steps appeared to be the bottleneck of the process: some critical impurities were partially co-eluted in classical chromatographic processes, such as reversed phase High Performance Liquid Chromatography (HPLC).

Insert here figure 1 In order to improve the final purification of dirucotide, other chromatographic processes were investigated such as support-free liquid/liquid chromatography and particularly Centrifugal Partition Chromatography (CPC) [START_REF] Foucault | Centrifugal Partition Chromatography[END_REF][START_REF] Berthod | Countercurrent Chromatography, The Support-Free Liquid Stationary Phase[END_REF], this technique having emerged as an interesting alternative tool for the purification of natural and synthetic products. For instance, the support-free liquid-liquid chromatography, in its hydrostatic (CPC) and its hydrodynamic (Countercurrent Chromatography or CCC)

variants [START_REF] Foucault | Centrifugal Partition Chromatography[END_REF], has already been applied to peptide purification. In this context, specific biphasic solvent systems were developed for the purification of short or hydrophobic peptides in the elution mode using, for example, the quaternary biphasic system MtBE/acetonitrile/n-butanol/water with 1% TFA. [START_REF] Knight | Separation and purification of peptides by high-speed countercurrent chromatography[END_REF][START_REF] Ma | Recent advances in peptide separation by countercurrent chromatography[END_REF][START_REF] Knight | Separations of hydrophobic synthetic peptides in counter-current chromatography[END_REF] In addition to the common elution mode, the displacement mode was introduced in countercurrent chromatography (CCC) in 1994 [START_REF] Ito | pH-Zone-refining counter-current chromatography: a displacement mode applied to separation of dinitrophenyl amino acids[END_REF] and very early applied to the purification of protected peptides. [START_REF] Ma | Separation of peptide derivatives by pH-zone-refining countercurrent chromatography[END_REF][START_REF] Ma | Peptide separation by pH-zone-refining countercurrent chromatography[END_REF] Displacement mode in CPC encompasses two types of processes: pH-zone refining and ion-exchange. [START_REF] Cramer | Recent advances in the theory and practice of displacement chromatography[END_REF][START_REF] Maciuk | Anion-exchange displacement centrifugal partition chromatography[END_REF][START_REF] Boudesocque | Ion-exchange centrifugal partition chromatography: A methodological approach for peptide separation[END_REF] This is a highly productive and selective purification method that was successfully applied to very diverse classes of organic molecules. The pH-zone refining mode, is dedicated to solutes that show a dramatic difference in polarity, and therefore in solubility, between their neutral and ionized forms. This feature excludes the application of pHzone-refining to ionized, or strictly water-soluble, or to amphoteric molecules such as free peptides. More recently, an efficient purification process was reported for the purification of unprotected peptides by strong ion exchange CPC (IX-CPC). [START_REF] Boudesocque | Ion-exchange centrifugal partition chromatography: A methodological approach for peptide separation[END_REF][START_REF] Boudesocque | Concentration and selective fractionation of an antihypertensive peptide from an alfalfa white proteins hydrolysate by mixed ion-exchange centrifugal partition chromatography[END_REF] It makes use of a very common and cheap lipophilic cation exchanger, di-(2ethylhexyl)phosphoric acid (DEHPA), whose anionic sites are activated by addition of triethylamine (TEA). The activated exchanger is dissolved in the organic stationary phase in order to extract the hydrophilic peptides by ionic association during the injection step. Then, a displacer-containing aqueous mobile phase is pumped through the stationary phase, thus forcing the ionic analytes to be displaced in the aqueous mobile phase and to move along the column. A Ca 2+ aqueous solution was used for this purpose in the present case. As in any other displacement chromatography techniques, the analytes move in the CPC column as an isotachic train, with the ionization state of the analytes being left unchanged throughout the whole chromatographic process. This last point constitutes the main difference between ion exchange and pH-zone refining, which involves multiple changes in the ionization state of the analytes through acid-base reactions.

In addition to dipeptides [START_REF] Boudesocque | Ion-exchange centrifugal partition chromatography: A methodological approach for peptide separation[END_REF], IX-CPC was also applied to the purification of natural products such as glucosinolates, [START_REF] Toribio | Strong ion-exchange centrifugal partition chromatography as an efficient method for the large-scale purification of glucosinolates[END_REF] and organic acids [START_REF] Hamzaoui | Strong ion exchange in centrifugal partition extraction (SIX-CPE): Effect of partition cell design and dimensions on purification process efficiency[END_REF] for instance. In all cases, it demonstrated ease of implementation as well as high selectivity and productivity.

Then, the main aim of this work was to assess the performance of the IXCPC strategy for the purification of a peptide active pharmaceutical ingredients such as dirucotide.

Material and Methods

Reagents

Acetonitrile (CH 3 CN), n-butanol (n-BuOH), methyl-tert-butyl ether (MtBE), methanol (MeOH) and deuterated chloroform (CDCl 3 ) were purchased as chromatographic grade solvents from Carlo Erba (Rodano, Italy). Trifluoroacetic acid (TFA), calcium chloride (CaCl 2 ), di(2-ethylhexyl)phosphoric acid (DEHPA), triethylamine (TEA) were purchased from Acros Organics (Illkirch, France). Water was purified by de-ionization and reverse osmosis. Dirucotide was kindly provided by Lonza (Braine, Belgium).

The HPLC purity of the sample of dirucotide (Lonza lot number 3AH2) was 84.3 %.

Dirucotide is a peptide containing 17 amino acids, with an isoelectric point of 7.5

(according to Emboss emboss.sourceforge.net) and a molecular weight mass of 2012 g.mol -1 . Its sequence is H 2 N-Asp-Glu-Asn-Pro-Val-Val-His-Phe-Phe-Lys-Asn-Ile-Val-Thr-Pro-Arg-Thr-COOH.

CPC Apparatus

The separations were performed on a FCPC Kromaton Technologies apparatus (Annonay, France) using a rotor made of 20 circular partition disks (1320 partition cells: 0.130 mL per cell; total column capacity: 205 mL, dead volume: 32.3 mL).

Rotation speed could be adjusted from 200 to 2000 rpm, producing a centrifugal force field in the partition cell of ~120 g at 1000 rpm and 480 g at 2000 rpm. The solvents were pumped by a Dionex P580HPG 4-way binary high-pressure gradient pump (Sunnyvale, CA, USA).

The samples were introduced into the column through a preparative scale sample injector 3725 (Rheodyne, Rohnert Park, CA, USA) equipped with a 10 mL sample loop. Effluent detection monitoring was controlled by a Dionex UVD 170S detector at λ = 215 nm equipped with a preparative flow cell (6µL internal volume, path length of 2 mm). Fractions (2 mL) were collected by a Pharmacia Superfrac collector (Uppsala, Sweden). The experiments were conducted at room temperature (22 ± 2 °C).

Preparation of biphasic solvent system for CPC runs

Biphasic system (2 L) was prepared by mixing MtBE, CH 3 CN, n-BuOH and water in the suitable proportions in a separatory funnel. They were vigorously shaken and then allowed to settle until the phases became limpid. After phase separation, DEHPA was added to the organic stationary phase. TEA was then added to activate DEHPA at the DEHPA/TEA molar ratio of 46.5. The mobile phase was prepared by adding the appropriate amount of CaCl 2 . The experimental conditions are presented in table 1.

Sample preparation for CPC runs

100, 200 and 400 mg of dirucotide sample were dissolved in 7.5 mL of fresh aqueous phase (without displacer). This aqueous solution was equilibrated with 2.5 mL of DEHPA-free organic phase to restore saturation of the aqueous phase (about 1 mL the organic phase dissolves in the aqueous phase).

1 g of dirucotide was dissolved in 15 mL of fresh aqueous phase, and this solution was equilibrated with 5 mL of fresh organic phase to restore saturation of the aqueous phase and thus the biphasic system. The two phases are then loaded through the injection loop.

CPC experimental conditions

All experimental data are summarized in Table 1 and the overall protocol is shown figure 2. Before any experiment, the column was washed by MeOH/water (50:50, v/v) in the ascending mode (at 20 mL/min and 200 rpm). Then, two column volumes (410 mL) of organic stationary phase (SP) were pumped in the descending mode at the same flow rate and rotation speed. The sample was then injected through the sample loop at 2 mL/min in the descending mode, the rotation speed being increased to 1200 rpm. Afterwards, the displacer-free mobile phase (MP) (50 mL on average) was pumped at 2 mL/min in order to allow column equilibration. Finally, the aqueous mobile phase containing the displacer (Ca 2+ ) was pumped at 2 mL/min, and the fractions were collected every minute. The aqueous effluent was monitored by online UV absorbance measurement at λ = 220 nm. Stationary phase retention and back pressure were about 75 %. 35 bars, respectively. Fractions were lyophilized after HPLC analysis to recover the dirucotide.

Insert here table 1 and figure 2 2.6. Fraction analysis

Quantification was performed on a customized Dionex Summit HPLC system, equipped with a P580 pump, an ASI-100 automated injector, a STH column oven and a UVD340S diode array detector and a Jupiter Proteo (250 x 4.6 i.d., 4 µm particle size) column equipped with Security Guard Analytical Guard cartridge system KJ0-4282 with C12 4 x 3.0 mm cartridge (Phenomenex, Le Pecq, France). The mobile phases were water 0.1% TFA (solvent A) and acetonitrile 0.09% TFA (solvent B).

The water/acetonitrile was set as follows: the starting composition was a mix solvent A/solvent B (85:15, v/v). It was raised to 45% (v/v) acetonitrile in 30 min by applying a linear gradient. Flow rate was 1 mL/min. UV detection was fixed at λ = 220 nm. The temperature of the column oven was set at 40°C. All of the chromatographic data management was ensured by the Chromeleon software 6.0.1 version (Dionex).

Dirucotide retention time was about 21 min, and critical impurities retention time were 20, 20.5 and 22.3 min (respectively impurities C, A and B, see figure 3). Purities are expressed directly on the basis of UV absorbance of dirucotide and impurities on the final pooled fractions.

Insert here figure 3 2

.7. HPLC fractogram construction

A fixed volume of each fraction (10 mL) was analyzed by HPLC, following the protocol described section 2.6. Area under the curve (AUC) of each peak was plotted per time to render the the HPLC fractogram.

Results and Discussion

Dirucotide is assembled by solid phase peptide synthesis starting from preloaded Fmoc-Thr(tBu)-Wang resin and carrying out suitably protected amino acids for Fmoc/tBu synthesis strategy (see electronic supplementary material for the complete protocol). This solid phase synthesis of dirucotide generates peptidic impurities (figure 3) and their level has to meet the final API specifications after purification. Some impurities are critical if they partially co-elute with the main product or if they have a significant impact on the purification yield. Therefore, various purification processes such as elution or displacement CPC were considered, in which different interactions between analytes and the stationary phase may occur. The first step of this study was the selection of the more suitable chromatographic mode, namely elution or displacement. Some biphasic solvent systems are already known for their efficiency in elution mode peptide purification. These systems are compatible with free and protected peptides. [START_REF] Galetta | Optical Coherence Tomography (OCT) Measurements and Visual Function Tests in a Secondary Progressive MS Trial of the Compound Dirucotide[END_REF] Regarding the purification of dirucotide, only the MtBE/CH 3 CN/n-BuOH/water (2:1:2:5, v/v) system fulfilled both solubility and dirucotide partition coefficient criteria, the latter being evaluated by using the shake flask procedure and ninhydrin reagent for TLC visualization.
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As previously published, IX-CPC can be considered as a potentially effective alternative to the elution mode for the preparative purification of small unprotected peptides. [START_REF] Boudesocque | Ion-exchange centrifugal partition chromatography: A methodological approach for peptide separation[END_REF][START_REF] Boudesocque | Concentration and selective fractionation of an antihypertensive peptide from an alfalfa white proteins hydrolysate by mixed ion-exchange centrifugal partition chromatography[END_REF] Indeed, this method was successfully applied to free dipeptide purification [START_REF] Berthod | Countercurrent Chromatography, The Support-Free Liquid Stationary Phase[END_REF] or capture and we proposed here to extend its scope to longer peptides, such as the 17-aminoacid dirucotide. In this work, the aim is to evaluate the interest of the technique for the purification of a large peptide, (i.e. a synthetic 17 amino-acid peptide).

Dirucotide isoelectric point is 7.5 and 7 cationic positions are generated in the presence of DEHPA. These sites allow electrostatic interactions to take place between dirucotide and anionic phosphate groups of the exchanger. The operating conditions were adapted from our previous work on dipeptides. [START_REF] Boudesocque | Ion-exchange centrifugal partition chromatography: A methodological approach for peptide separation[END_REF] They include MtBE/CH 3 CN/n-BuOH/water (2:1:2:5, v/v) as solvent system, DEHPA as exchanger, TEA as DEHPA activator and Ca 2+ (CaCl 2 in water) as strong displacer. The

[DEHPA]/[TEA] and [DEHPA]/[CaCl 2 ] ratios were respectively 46.5 and 10.4 and calculated on the basis of the optimal experimental conditions that were previously reported (Table 1). [START_REF] Boudesocque | Ion-exchange centrifugal partition chromatography: A methodological approach for peptide separation[END_REF] In IX-CPC, the exchanger/analyte ratio plays an important role, especially in the case of peptides, because they may own many ionization sites. In our previous work, we demonstrated that a exchanger/(ionized sites of the analytes) ratio comprised between 5 and 30, depending on the chemical structure of the analyte, provide a good separation. [START_REF] Berthod | Countercurrent Chromatography, The Support-Free Liquid Stationary Phase[END_REF][START_REF] Knight | Separation and purification of peptides by high-speed countercurrent chromatography[END_REF] Thus, a mole ratio n DEHPA /n dirucotide of 100, corresponding to a ratio n DEHPA /n (positive charges of the analyte) ratio of about 25 was initially tested (Table 1).

The injected mass was set at 200 mg in preliminary purification tests. The displacer (Ca 2+ ) containing mobile phase was pumped 5 min after column equilibration. Indeed, a washing step is generally applied at the beginning of the IXCPC run by pumping the aqueous mobile phase without displacer for several minutes. The hydrophilic non-ionic compounds are thus eluted before the displacement process. In our case, a shortened washing step (only 5 min) is made possible by the quite high purity of the crude sample (84 %) and the chemical nature of the impurities, which are all retained by the exchanger. Only few impurities are eluted during this washing step (without any displacer intervention). Experimental conditions are reported in Table 1. The CPC chromatogram and HPLC fractogram that were obtained in these operating conditions are shown in figure 4.

Insert here figure 4 The dirucotide purity was improved to 98 % (Table 1) without any chemical As shown in Table 1, dirucotide purity was about 98 % in all runs and as expected, the recovery was improved from 48 % to 69 % when increasing the injected mass from 200 mg to 1 g.

The positive impact of mass overloading was confirmed by the HPLC fractogram of the 400 mg and 1 g runs (see figure 5).

Insert here figure 5 The isotachic train organization was clearly improved when the injected sample mass was increased while keeping the concentration constant, as usually observed in displacement chromatography. [START_REF] Toribio | Strong ion-exchange centrifugal partition chromatography as an efficient method for the large-scale purification of glucosinolates[END_REF][START_REF] Renault | Isolation of indole alkaloids from Catharanthus roseus by centrifugal partition chromatography in the pH-zone refining mode[END_REF] Indeed, the dirucotide emergence profile became more and more rectangular-shaped while the compressive aspect of the shock layers remained constant despite of the mass overloading, thus leading to an increase of the pure dirucotide zone and therefore to a recovery improvement.

Another specificity of the displacement mode, observed on the figures 64 and 5, is that the impurities accumulated in the shock layers because they were not concentrated enough to form a complete rectangular eluting zone, as dirucotide did.

The resulting productivity was about 2.29 g per liter of stationary phase and per hour.

This productivity is indicative since the limited availability of the starting material did not permit further study on the impact of the mass overload. Moreover, the mobile phase consumption is of 180 L per kg of starting material, knowing that the mobile phase consists of 90 % water. This consumption should be easily reduced by increasing the amount of starting material injected per run.

Conclusion

The IX-CPC process, initially applied to dipeptide purification, succeeded to purifiy dirucotide, a 17-aminoacid peptide, thus demonstrating its versatility. The high purity and recovery (98 % and 69 % respectively) of purified dirucotide confirmed the high selectivity of IX-CPC, since most of critical impurities were eliminated, even though they are usually co-eluted with dirucotide in classical chromatographic separations.

Thus, IX-CPC revealed itself as an inexpensive, efficient and easy-to-implement process for peptidic API polishing. 

CAPTIONS

  degradation and critical impurities were removed by the IX-CPC process. However, after injecting 200 mg of crude extract, a poor dirucotide recovery was obtained (48 %). The same operating conditions -DEHPA/dirucotide molar ratio = 100 (DEHPA/(positive charges of the analyte) = 25), a [DEHPA]/[CaCl 2 ] = 10.4, and [DEHPA]/ [TEA] = 46.5 -were applied for the purification of 402 mg and 1.0 g of dirucotide crude extract.
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 1 Figure 1: The chemical structure of dirucotide.
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 23 Figure 2: Schematic description of the IX-CPC process, DM: descending mode, AMP: aqueous mobile phase, OSP: organic stationary phase, OUP: organic upper phase, ALP: aqueous lower phase Figure 3: HPLC chromatogram of crude synthetic dirucotide (main peak) showing the main critical impurities (arrows) at rt = 20, 20.5 and 22.3 min, respectively impurities C, A and B.
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 4 Figure 4. A-CPC chromatogram of the purification of 197 mg of dirucotide; Bcorresponding HPLC fractogram; C-HPLC analysis of dirucotide before and after CPC purification.

Figure 5 .

 5 Figure 5. HPLC fractograms of dirucotide purification by IX-CPC showing the positive impact of mass-overloading (increase of the compressive aspect of the shock layers and of the "length" of the purified dirucotide zone.
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 1 Experimental conditions and experimental results
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