We theoretically investigate GaN/InGaN/GaN tunnel junctions grown along the wurtzite c-axis. We developed a dedicated quantum electronic transport model based on a 8-band k.p Hamiltonian coupled to the non-equilibrium Green's function formalism.

We rst show that the transmission is dominated by quantum states localized at the heterojunction. We also conrm,for thin InGaN layer, that current strongly increases with doping. On the other hand, for thick InGaN layers (>8 nm), our results show an unexpected low impact of doping on current. In this latter case, the spontaneous and the piezoelectric polarizations reduce the tunnel-barrier width to the InGaN layer thickness. We conclude that quantum electronic transport in such tunnel junctions is mainly controlled by interfaces with both polarizations and localized states.

a) Electronic mail: nicolas.cavassilas@im2np.fr 1 Since the discovery of tunneling in degenerately doped Ge p-n junction reported by Esaki 1 , the tunnel junctions are employed in a broad range of electronic and optoelectronic devices such as light emitting diodes (LED), 2,3 laser diodes, 4 multijunction solar cells, 5 and tunnel eld eect transistors 6 . Particularly, extensive research has led to tunnel junctions in III-As materials which have narrow bandgap and permit high doping. These two characteristics allow to obtain tunnel diodes exhibiting narrow depletion region and then a thin tunnel barrier. Since tunneling transmission depends exponentially on the width of the tunnel-barrier, such tunnel junctions exhibit large current density. On the contrary, in III-N materials, large bandgap and dopant solubility limitations in GaN leads to a wide depletion region that inhibits ecient interband tunneling. However, it has been shown that spontaneous and piezoelectric polarizations along the wurtzite c-axis improve tunneling in the so-called polarization-engineered GaN/III-N/GaN tunnel junctions. 7 Such polarizations can reduce the space charge region (SCR) and therefore the width of tunnel-barrier. However, to date, the fabrication of an ecient tunnel junction using GaN-based materials is still challenging.
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Recently, in spite of these diculties, GaN/InGaN/GaN tunnel junctions have been introduced in LEDs to replace the p-contact which limits the hole injection. 2,3 Indeed, the low ionization eciency of p-type dopants and low hole mobility lead to high parasitic resistances in III-N optoelectronics that cause signicant losses. Such polarization-engineered tunnel junctions improve the eciency and functionality of a variety of III-N emitters for visible and ultra violet. To optimize the design of these complicated junctions few theoretical calculations, based on the common Wentzel-Kramers-Brillouin approximation, have been conducted. 7,8 In this letter, we then propose a theoretical investigation beyond this approximation based on a sophisticated interband quantum transport model, to calculate the electrical current owing through polarization-engineered GaN/InGaN/GaN tunnel junctions.

6,9

In this work we use a 8-band k.p model in the wurtzite symmetry 10 , that explicitly accounts for all the interband couplings between the heavy-hole, the light-hole, the crystal-eld split-o hole, and the rst direct conduction bands. The strain induced eects in InGaN layer are also incorporated. Within this framework, we develop a one-dimensional (1D) description of the heterojunction along the c-axis, assuming the system invariant in the transverse plan. Since the work published by Krishnamoorthy and co-authors, 7 experimental limit of doping in GaN based devices, and particularly the n-doping, has increased. 2,13 In the following we then assume N A = 10 19 cm -3 and N D = 10 20 cm -3 for the case denoted AD. In order to study the impact of the doping reduction we also consider two other cases: Ad with N A = 10 19 cm -3 , N D = 10 19 cm -3 and aD with N A = 10 18 cm -3 , N D = 10 20 cm -3 (capital D and A stand for high impurity concentrations). In all cases, the InGaN layer is undoped. Fig. 2 represents, for the three cases, the current versus the InGaN layer thickness L calculated at -1.0 V for an In content x = 0.33. The case AD exhibits a maximum at 2.8 × 10 6 A/cm 2 for L = 8 nm. For the two other cases, due to the reduced doping, the maxima are reduced but close: 6.4 × 10 5

A/cm 2 at L = 8 nm for Ad and 6.7 × 10 5 A/cm 2 at L = 10 nm for aD.

For thin InGaN layer (< 8 nm) the dierence due to doping is very important. As shown in Fig. 3 where the local density of states and the band diagrams are represented for the three and the InGaN layer thickness is 6 nm. We note the presence of localized states in the CB triangular quantum wells.

cases at L = 6 nm, the SCR reduces when considering a large doping. This expected behavior is particularly critical for the p-doping that remains low. The consequence is a tunnel barrier which increases with a lower doping. Moreover, as shown in Fig. 3, some CB states localized in the triangular wells at the GaN/InGaN interfaces are visible. These states, due to the electronic reection at the interface, cannot be observed without a full-quantum model. Yet, as shown in Fig. 4 where the transmission for Ad is represented, their contributions are essential. Indeed, the transmission prole is very peaked at the energy corresponding to the lower state in the CB triangular potential. It is then crucial to design junctions in order to have such localized states in the energy range of interest, i.e. between the two Fermi levels. Moreover, such a result shows that interfaces are determinant for the performance since the presence of localized states at the interfaces could greatly improve the current transmission. This is the reason why that the interfaces should be as abrupt as possible.

For thick InGaN layers (> 8 nm), as shown Fig. 2, the current density for the three cases AD, aD and Ad are close. Indeed, as shown in Fig. 5 for L = 12 nm, with a thick enough InGaN layer, the SCR is limited to such a layer, independently of the doping. This 
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 92 FIG. 1. Current characteristics of the diode (extracted from Ref. 7): N D = 5 • 10 18 cm -3 , N A = 10 19 cm -3 , the In content x=0.33 and the InGaN layer thickness L=6.4 nm. Crosses represent our calculations.
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 3 FIG. 3. Local density of states versus position (zoomed around the InGaN layer) and energy represented for the three tunnel junctions (a) AD (N A = 10 19 cm -3 , N D = 10 20 cm -3 ), (b) Ad (N A = 10 19 cm -3 , N D = 10 19 cm -3 ) and (c) aD (N A = 10 18 cm -3 , N D = 10 20 cm -3 ). The In content is x = 0.33
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 545 FIG. 4. Transmission with respect to the energy for the tunnel junction Ad with L = 6 nm and x = 0.33. The peak corresponds to the energy of the lower localized state shown by the orange arrow in Fig. 3(a). Almost all the current ows through this localized state.
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