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Introduction

Many ordered three-dimensional (3-D) arrangements of points are neither periodic nor quasi-periodic [START_REF] Senechal | Quasicrystals and geometry[END_REF], where "order" means that the positions of the points are determined. Physical realizations would be structures that are neither crystalline nor quasi-crystalline. We recently reported initial results on a new isotropic Al-Fe-Si alloy, a metallic glass produced by rapid solidification of the melt, which may possess such a structure [START_REF] Long | [END_REF]. Here, we present the complete experimental results and analyses that support this conclusion. and clearly no single approach describes all glasses. For example, the low temperatures reached by eutectic melts occur because there are no stable crystalline phases at the eutectic composition. Frozen eutectic melts nevertheless are achieved, and this occurs not only because there is a large nucleation barrier, but also because crystal growth is slowed by necessary diffusion [3]. The structure of such glasses would not approximate a crystalline phase. We here present an example of a metallic alloy glass (the "q-glass") that does not form as a frozen melt. Its formation, quite remarkably, exhibits many characteristics more typical of crystalline phases. In particular, the q-glass is a solid phase that grows from the melt by means of a nucleation and growth mechanism; there is chemical partitioning and atomic rearrangement at the glass-liquid interface in the manner of a crystalline solid. Despite this classical nucleation and growth, this phase is a glass in the sense that it is isotropic (within measurement uncertainty) and exhibits no translational ordering.

The existence of the q-glass raises many questions that we address below. What is the local structure of the q-glass? How does its structure compare with those of crystalline phases of similar composition? Is it a true glass or a nanocrystalline aggregate? How stable is it? When it devitrifies, what phases form? More fundamentally, is it a true metastable phase in a thermodynamic sense?

Morphological character of the q-glass

We investigated specimens that are 100% q-glass, or nearly so, examined their formation mechanism, and provide a detailed analysis of the q-glass atomic scale structure to uncover possible similarities to neighboring phases. We also followed the q-glass behavior during isothermal annealing to test whether the q-glass might be nanocrystalline.

The first indication that the q-glass is not an undercooled melt that has become kinetically frozen came from the microstructural morphology of the formation of the q-glass [START_REF] Long | [END_REF]. q-Glass nodules are at the center of radiating patterns of crystallization, indicating that the glass was first to solidify from the melt [START_REF] Long | [END_REF]4]. This is in stark contrast to a typical frozen melt glass, which would be the last phase to form. As it grows the q-glass depletes the surrounding melt of iron and silicon, indicating that the q-glass forms from the melt as a primary isotropic phase by nucleation followed by growth. During growth there is a partitioning of the chemical species at the interface between the q-glass and the melt. These factors imply the coexistence of phases, which is a defining feature of a first order phase transition in multicomponent systems. This remarkable behavior was observed in a series of rapid solidification (melt spinning, atomization and e-beam surface melting) studies of the formation of glassy Al-Fe-Si alloy compositions [3,5]. While metallic glasses that are frozen melts appear to tolerate compositional variations as broad as those of the chosen melt compositions, this Al-Fe-Si q-glass behaves instead like a growing crystal, where atomic species that do not 107 fit well into the structure are rejected. Specimens that are 108 100% q-glass (Fig. 1a) can only be grown with a composi-109 tion close to 15 at.% Fe, 20 at.% Si, which is close to the 110 compositions of the a-cubic Al-Fe-Si phase [6,7] and an 111 icosahedral phase. The a-cubic phase is stable in the Al-112 Mn-Si system, and metastable in the Al-Fe-Si system. 113 Further, we note that there is no nearby eutectic in the 114 phase diagram [START_REF] Ghosh | Aluminum-iron-silicon, ternary alloys[END_REF]. Even near the 100% q-glass composition 115 evidence for q-glass formation by a moving interface can be 116 seen in Fig. 1b. A trapped gas bubble between the melt and 117 the cooling wheel has slowed glass formation enough that 118 partitioning begins to occur midway through the foil. High energy (80.725 keV, k = 0.15359 A ˚) X-ray scatter-178 ing data suitable for PDF analysis were collected in the 179 APS beamline 1-ID-C [11] at the Advanced Photon 180 Source, Argonne National Laboratory, on samples of a-Al-Fe-Si, ico-Al-Fe-Si and g-Al-Fe-Si. Square X-ray beams were defined by means of slits with unidirectional focusing of the beam to enhance the flux at the smaller beam sizes. Small beam sizes, 30 Â 30 lm, are a good match to the thickness of the samples ($40 lm). Each foil-like sample was mounted orthogonally to the beam and step scanned along a square grid with dimensions matching that of the beam size to allow diffraction data to be collected at each point (see Fig. 3). The two-dimensional diffraction images (2048 Â 2048 pixels) were measured using an amorphous silicon-based area detector [12] produced by General Electric Healthcare mounted orthogonal to the beam path and centered on the beam.

The sample to detector distance and the tilt of the detector relative to the beam were refined using a LaB 6 standard within the analysis software Fit-2D [START_REF] Hammersley | ESRF98HA01T, FIT2D V9[END_REF]. The raw images were corrected for gain, pixel efficiency, bad pixels and dark current. The corrected two-dimensional (2-D) images were integrated within Fit-2D to obtain the onedimensional powder diffraction pattern, masking areas obscured by the beam stop arm [14]. [START_REF] Ghosh | Aluminum-iron-silicon, ternary alloys[END_REF]). The red region indicates where we find quasi-crystal + Al; the green region indicates where we find the polycrystalline a-cubic approximating the quasi-crystal; the blue region indicates where we find the q-glass + Al. The compositions that were studied are marked with red stars. The composition of the q-glass specimen (15/20) that is the subject of this paper is marked with the red star near the intersection of the red, green, and blue regions. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.) Preliminary X-ray measurements revealed that the a-Al- 

F(Q) = Q[S(Q) À 1] up to Q max 228 % 18 A ˚À1 gave the PDFs G(r). Here G(r) = 4pr[q(r) À q o ],
229 where q(r) and q o are the instantaneous and average densities within the symmetry constraints, yielded a reliable fit (with a weighted profile R-factor, R wp = 13.9%) [16]. The quality of this preliminary fit is comparable to reported refinements of single crystal diffraction data, although the weighting of the PDF by a pre-factor Q (i.e. the Fourier

transform of F(Q) = Q[S(Q) À 1]
), placing an emphasis on high Q data, causes the numerical value of R wp to be inflated relative to a Bragg refinement of equal quality.

As crystalline Al may be within the scattering volume we attempted to fit the experimental data with a-phase plus crystalline Al, but we found no significant Al inclusions in this sample. For comparison the a-cubic Al-Fe-Si model (Fig. 4b) refined against data from the ico-Al-Fe-Si phase yielded a less good fit (R wp = 28.5%, a = 12.06 A ˚).

Recent attempts to model the PDF of nanoparticle samples with uniform size distributions have applied damping From 4 to 6 A ˚more significant differences in the PDFs become apparent. In both the a-cubic Al-Fe-Si and the g-Al-Fe-Si phases a correlation at 4.7 A ˚is resolved from a less intense feature at 5.7 A ˚. In the ico-Al-Fe-Si phase there is a single prominent feature at 4.7 A ˚with a slight shoulder at higher r. We deduce from the partial pair correlations in the cubic a-Al-Fe-Si phase (see Fig. 6) that this feature is due to an Al-Al correlation. At 8 A ˚there is a double peak structure for a-Al-Fe-Si and g-Al-Fe-Si, but only a single peak for ico-Al-Fe-Si.

The peaks in the PDF for the crystalline a-cubic phase and for the icosahedral phase continue to high r, consistent with long-range order. In contrast, the intensity of the atom-atom correlations in the g-Al-Fe-Si phase PDF decrease with increasing r, with no well-defined features beyond $2 A ˚. This damping is consistent with the absence of long-range translational and rotational symmetry in a glassy material, although the peaks in this case persist to significantly longer length scales than for typical oxidebased or metallic glasses [18]. We note that G(r) for from the q-glass decreases in amplitude around 12 A ˚, which indicates that the size of the structural units comprising the glass are comparable in size to the icosahedral clusters in the a-cubic phase.

Heat treatment and phase changes in the solid state

Having determined the local structural ordering in the q-glass, we now turn to differentiating between a glass and a nano-or microcrystalline structure [19,20]. We join Chen and Spaepen in defining a microcrystalline solid as a material in which the grain structure coarsens upon annealing with no phase transition involved. To measure the phase development and their volume fractions we monitored the presence of diffraction peaks, linking directly to For each of the three preliminary isothermal measurements a first-order phase transition was observed. The phases(s) present during this transformation were identified from the in situ synchrotron XRD data obtained during the 330 °C isothermal anneal as described above. We found that the q-glass persisted for about 40 min, after which it shown in Fig. 5c highlight the differences between this phase and the a-phase.

During an extended isothermal anneal at 305 °C the qglass exhibited more complex behavior. is shown in Fig. 10, where we show the structure of the 410 q-glass before the isothermal anneal compared with that 411 of the in situ relaxed q-glass during isothermal annealing.

412

The two structures are nearly identical.

413

Since there is no evidence in the 330 °C data for the for-414 mation of fcc Al (Fig. 8b) and there is no indication of a 415 transformation to a more stable q-glass, we conclude that 416 the q-glass has a larger compositional stability range at 417 the higher temperature. However, even when there is no 418 evolution of the q-glass to a relaxed structure, as during 419 the 305 °C anneal, the product is the same as that of the zones grow they become unstable [23], where the onset of this instability is seen in the undulations in the interface that provide additional evidence for partitioning. The transverse section in Fig. 1b provides evidence that the nearly 100% q-glass samples also form by nucleation and growth.

An alternative explanation for the observed separation into two components is phase separation into two liquids of different composition that, on further cooling, become the q-glass and a eutectic. However, we eliminated this possibility in earlier experiments by varying the composition of the alloy melt and observing that as the overall Al content was reduced the isotropic solid continued to be the first phase to form and eventually became the major phase [START_REF] Long | [END_REF]4]. This ruled out liquid phase separation.

It is always possible to find local atomic arrangements in liquids and glasses that match pieces of crystals and even of quasi-crystals. Whether such pieces are tiny crystals and the glass is a polycrystalline aggregate cannot be decided from structural data. We define a microcrystalline solid as a material in which the grain structure coarsens upon annealing with no phase transition involved. During in situ annealing we found instead that the broad XRD rings from the q-glass remained broad and gradually diminished in intensity, while sharp diffraction peaks from unrelated crystalline phases appeared and grew during the anneal. This is consistent with a first order phase transition.

During the 305 °C anneal the q-glass persisted for more than 1 h before gradual nucleation and growth of a b-phase. This demonstrated that the q-glass is a metastable phase in the classical sense, i.e. stable to small perturbations and unstable only to the appearance of b-phase Fig. 10. The as-prepared q-glass G(r) was derived from an ex situ measurement before the 305 °C thermal anneal, where crystalline Al was not subtracted from these data. The annealed "relaxed" q-glass result was derived by subtracting Al from the summed scans measured during the plateau in Al intensity at 100-160 min during the in situ 305 °C thermal anneal. In this case G(r) above r = 15 A ˚was fitted to crystalline Al, and the result was subtracted from the total G(r) to give the relaxed q-glass component.

"nuclei" particles that are large enough to overcome capillary barriers from the interfaces that have to be created.

The q-glass has strong local chemical ordering, which is common in intermetallic crystalline phases of the same three elements. This ordering should depend upon composition and temperature. We looked for, but could not find, diffraction evidence of relaxation of the q-glass structure (Fig. 10). At 305 °C we observed a steady growth of fcc Al peaks in the diffraction pattern (Fig. 8a) as Al is rejected by the q-glass. As expected for a two phase equilibrium the rate of fcc Al phase formation slows until it is almost undetectable as metastable equilibrium is approached.

During the 330 °C anneal (Fig. 8b) the q-glass persisted for $40 min before gradual nucleation and growth of the b-phase. During this anneal there was no diffraction evidence of Al rejection. We conclude that the solubility of aluminum in the q-glass is broad enough at this temperature to incorporate the Al present.

Eventually annealing at both temperatures resulted in the nucleation and growth of a distinct b-phase that consumed the q-glass. Because of the symmetry change and the lack of structural similarity to the original motifs within the q-glass this is also a first order phase transition.

Because the q-glass is composed of three elements it can coexist at constant pressure with up to two other phases over a range of temperatures. During growth of the b-phase at 305 °C the q-glass coexisted with both the b-phase and the rejected fcc Al. This difference between the two anneals indicates that the solvus of the b-phase for aluminum is also temperature dependent.

Like all thermodynamic phases, the q-glass can participate in heterogeneous coexistence with other phases along interfaces where, away from critical points, the composition and structure change over atomic scale distances. In general such interfaces move to reduce the free energy as phases expand or shrink, compositions adjust, and the area of interfaces changes. The presence of interfaces establishes that the adjoining regions are of different phase. If adjoining regions were of the same phase there would be no interface, only a spreading diffusion zone. We have identified three phases that form interfaces with the q-glass. During formation upon rapid cooling the q-glass forms interfaces with the initial melt and with fcc Al in eutectic structures.

During an isothermal anneal the glass forms interfaces with fcc Al precipitates and the b-phase. These last two are also possible with a glass that is a frozen melt, but the coexisting compositions of these phases in the q-glass are different from what is expected with a frozen melt.

We have demonstrated that the q-glass is a solid solution phase in the thermodynamic sense. It is neither a frozen melt nor nanocrystalline. The large ordering distance of $12 A ˚shown in the PDF results in Fig. 5b demonstrates that a large fraction of the atoms maintain a well-defined positional relationship that, within this range, is consistent with an ordered solid. Nevertheless, the phase is unquestionably homogeneously disordered, e.g. with no preferred growth or structural directionality. To our knowledge this 530 combination of traits has never before been reported, hence 531 the impetus to understand the underlying structural prop-532 erties of this unique phase.

533

The existence of a growth front with the melt implies 534 that the atomic surface of the q-glass forms the template 535 for successive growth. We need to understand why, during 536 growth of the q-glass, the directional order that typifies TEM in the Ti-Mn-Si system [27].

558

A more intriguing possibility is that the q-glass is a fully points that is neither periodic nor quasi-periodic, and even within the limit is not isotropic. The quasi-periodic 2-D tiling with a 19-fold axis shown in Fig. A1A approximates an isotropic structure and its diffraction pattern in Fig. A1B shows glass-like rings, although it is composed of Bragg peaks. We believe that within the limit of infinite rotations the diffraction from such a structure would approximate that from a 2-D glass. Techniques other than diffraction would be required to establish the degree of ordering in such a system.

Computer simulations have identified transitions from liquids to ordered isotropic phases. In 1992 Dzugutov [29] proposed an artificial potential for a single component system in which non-crystalline structures would have lower energies than crystalline structures. Simulations found a first order reversible phase transition between a melt and a non-crystalline isotropic solid that is highly structured and has low entropy. Mendelev [30] found a similar first-order reversible transition in a molecular dynamics simulation that used an early embedded atom potential for Al. He found a melting temperature where the two phases coexist along an interface. Above this temperature melting of the solid occurred heterogeneously by motion of the interface, and not by homogeneous processes throughout the solid. Below the melting temperature the interface moved into the melt. Mendelev [30] reported a latent heat, a volume change and a 10 4 change in diffusivity. Thus our observation that an isotropic solid phase can grow from the melt has some theoretical basis. These simulation studies prove that this can occur with some atomic potential. Our observations prove that it can occur in real systems.

A.2. Fundamental theoretical considerations

For a three component melt there are generally several temperatures at which solids are in equilibrium with melts.

At the liquidus temperature a small amount of solid can coexist with the melt. Generally this will be a solid with a composition different from the melt and its growth will 
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 3 Sample preparation and preliminary characterization120To find concentrations that yield 100% q-glass speci-121 mens of varying alloy composition were prepared from a 122 series of melts subjected to rapid solidification, after which 123 they were characterized by laboratory based X-ray diffrac-124 tion (XRD), transmission electron microscopy (TEM), and 125 selected area electron diffraction (SAED). The Al-Fe-Si 126 phase diagram showing the liquidus projections [8] is given 127 in Fig. 2. The red region indicates the region of stability for 128 the quasi-crystal plus Al, the yellow region indicates the 129 stable compositional range for the polycrystalline a-cubic 130 approximating the quasi-crystal, and the blue region indi-131 cates the compositional range where the q-glass plus Al is 132 stable. The composition of the q-glass specimen that is 133 the subject of this paper is marked with a red star near 134 the 15/20 composition. We note that the b-phase is desig-135 nated b-Al 4.5 FeSi in Fig. 2, in agreement with both this 136 paper and other papers in the literature, such as Liu and 137 Chang [9]. This phase is sometimes referred to as s 6 . 138 For the research reported here rapidly solidified samples 139 were prepared by melt spinning in a helium environment 140 using a 40 cm diameter Cu wheel rotating at 3000 r.p.m. 141 The quenched ribbons were typically 5-10 mm long, by 142 5 mm wide, by 30-50 lm thick. Samples were screened by 143 means of XRD and TEM. XRD was used as a primary tool 144 to identify samples that were close to 100% of the phase of 145 interest. The samples that consisted of nearly 100% q-glass 146 (g-Al-Fe-Si) had the composition Al-15Fe-20Si, those of 147 nearly 100% a-cubic Al-Fe-Si (a-Al-Fe-Si) had the com-148 position Al-18Fe-8Si, and the predominantly icosahedral 149 phase (ico-Al-Fe-Si) had the composition Al-18Fe-22Si. 150 TEM and ultra-small angle X-ray scattering (in sector 151 32-ID at the Advanced Photon Source, Argonne National 152 Laboratory) analyses of the selected samples confirmed the 153 XRD measurements.

154 4 .

 4 High energy X-ray scattering and determination of the 155 static structure 156 To probe the short-range and medium-range order of 157 the q-glass we performed high energy X-ray scattering to 158 large values of momentum transfer Q. This enables accu-159 rate Fourier transformation of the data to recover the pair distribution function (PDF) [10]. The PDF formalism 161 enables the derivation of structural information in real 162 space in the form of a probability distribution of atom-163 atom correlations. The method is widely used to study 164 the structure of glasses and other disordered materials, 165 where interest typically lies in the first, second and third 166 coordination shells of the structure, and the information 167 extracted usually consists of bond lengths and coordination 168 numbers. Elucidating the nature of g-Al-Fe-Si requires 169 further identification of the intermediate-range structure, 170 as will be seen in what follows. Fitting complex structural 171 models solely to one-dimensional PDF data can be chal-172 lenging and often must make use of careful analogies to 173 known crystalline forms. To address this we analyzed the 174 local structure of g-Al-Fe-Si, and investigated its relation-175 ship to a-Al-Fe-Si and ico-Al-Fe-Si. The samples are 176 listed in Table 1

  .

  177

Fig. 1 .

 1 Fig. 1. (a) SEM image of a cross-section of a melt spun ribbon of the Al-15Fe-20Si at.% alloy showing a uniform glassy structure throughout the thickness and (b) SEM image of a cross-section of the same alloy near a bubble which slowed cooling, showing a uniform glassy structure on the cooling wheel (right) side, which develops into a heterogeneous glass + Al structure to the left of a clearly marked boundary.

Fig. 2 .

 2 Fig.2. Al-Fe-Si diagram showing the liquidus projections (after Ghosh[START_REF] Ghosh | Aluminum-iron-silicon, ternary alloys[END_REF]). The red region indicates where we find quasi-crystal + Al; the green region indicates where we find the polycrystalline a-cubic approximating the quasi-crystal; the blue region indicates where we find the q-glass + Al. The compositions that were studied are marked with red stars. The composition of the q-glass specimen (15/20) that is the subject of this paper is marked with the red star near the intersection of the red, green, and blue regions. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.)

203Fe-

  Si and the ico-Al-Fe-Si samples included a degree of 204 diffraction texture (i.e. made visible by the non-uniformity 205 of the diffraction rings) over the 500 Â 500 and 30 Â 30 lm 206 length scales, where these varied across the sample regions 207 examined. The g-Al-Fe-Si sample was not entirely uni-208 form, with isolated inclusions of face-centered cubic (fcc) 209 Al crystallites. Even within apparently uniform regions 210 such as that shown in Fig. 3c there was occasional evi-211 dence, in the form of slight diffraction texture, of very fine 212 non-uniformities. To identify the most uniform glassy 213 regions areas of the sample with minimal diffraction texture 214 were selected in the 30 Â 30 lm scans and used for the finer 215 scale 10 Â 10 lm scans. The spatially resolved mapping 216 allowed us to isolate diffraction patterns from each of the 217 samples that were free of significant texture and/or of sin-218 gle crystal spots, and it enabled us to obtain data suitable 219 for PDF analysis for each of the three phases of interest. 220 The PDF analysis made use of the diffraction data col-221 lected with the smallest (10 Â 10) lm beam. Contributions 222 to the scattering from the sample environment and back-223 ground were subtracted. Corrections for multiple scattering, 224 X-ray polarization, sample absorption, and Compton scatter-225 ing were applied to the diffraction patterns to obtain the struc-226 ture function S(Q). Direct Fourier transformation of the 227 reduced structure function

  230and r is the radial distance between atom pairs. The extraction 231 of G(r) and the structural refinement were conducted within 232 the analysis software PDFFIT[15]. Particular care was required to quantitatively fit a structural model to the experimental PDF data, due to the complexity of the a-cubic crystalline structure (Pm 3, a % 12.5 A ˚, 11 Wyckoff positions (i.e. unique atom sites) and 138 atoms per unit cell) compared with structures typically refined using PDF methods. It proved useful to compare the fit of the crystalline a-cubic phase model with the PDFs for each sample applying crystallographic symmetry constraints. While unconstrained refinement may yield a model that appears to better fit the data, this is unlikely to offer a unique solution and does not necessarily provide a reliable representation of the structure. Refinement of the structural model against the PDF data for a-cubic Al-Fe-Si (Fig. 4a), refining the lattice parameter (a = 12.55 A ˚), atomic displacement parameters, and atomic positions

Fig. 3 .

 3 Fig. 3. The spatially resolved diffraction measurements performed on the g-Al-Fe-Si sample. (a) The shape of the g-Al-Fe-Si sample. Spatially resolved measurements using (b) a 500 Â 500 lm beam, (c) a 30 Â 30 lm beam, and (d) a 10 Â 10 lm beam. A quadrant of the 2-D diffraction pattern is shown in each square of the grids. Areas with texture are evident on length scales of 30 lm. We used the red and blue circled diffraction patterns on the 10 lm scale to extract the PDFs. Since these PDFs, shown below the 10 lm grid, are equivalent within error they demonstrate the uniformity of the sample on the 10 lm length scale. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.)

Fig. 4 .

 4 Fig. 4. The refinement profiles of the fits applying the a-cubic crystalline structure to the PDFs of the three samples. The experimental G(r) (solid line), calculated G(r) (dotted line) and the corresponding difference (black lower line) are shown for (a) a-Al-Fe-Si (lattice parameter a = 12.55 A ˚), (b) ico-Al-Fe-Si (a = 12.06 A ˚) and (c) g-Al-Fe-Si (a = 12.26 A ˚).

Fig. 5 .

 5 Fig. 5. (a) S(Q) of the a-phase, icosahedral phase and glass phase, offset vertically for clarity. (b) G(r) of the a-phase, icosahedral phase and glass phase overlaid for comparison. To improve the overlay of the general features of the PDFs and to account for the different lattice parameters of the different phases the data have been scaled (by 1.024r) for the glass and (by 1.041r) for the icosahedral phase. (c) G(r) of the a-phase and the bphases overlaid for comparison.

Fig. 6 .

 6 Fig.6. Partial pair distributions of the six possible interatomic pairings in a-cubic Al-Fe-Si. The topmost shows a sum of all of the pairings. The known partial pair distributions within the a-cubic Al-Fe-Si phase enables the comparison of the total G(r) of this phase with the total G(r) of g-Al-Fe-Si to serve as a guide to the likely atomic pairings in the q-glass.

Fig. 7

 7 shows the appearance of reflections indicative of fcc Al in the early in situ data. Since we required a 200 Â 200 lm X-ray beam for in situ annealing data collection, compared with the 10 Â 10 lm X-ray beam for static data collection, the presence of fine scale Al texture could not be entirely avoided in the q-glass data. By following the growth of the intensity of the crystalline Al diffraction peaks as a function of time we discovered that q-glass rejects excess Al, producing fcc Al. This is the solid-solid equivalent of the solid-liquid process during rapid solidification, and indicates that the glass has solubility limits that are temperature dependent. After the q-glass rejected Al this two-phase mixture persisted for approximately 1 h until a new phase, again b-Al 4.5 FeSi, grew in, consuming both the remaining q-glass and most, but not all, of the fcc Al. This is a classical peritectoid reaction in which two phases, in our case the fcc Al and the q-glass, react to form another phase, b-Al 4.5 FeSi. We see in Fig.8a, where the crystalline Al and b-Al 4.5 FeSi peak intensities are plotted as a function of time, that after this peritectoid phase transformation is complete there is another stable period during which polycrystalline Al and b-Al 4.5 FeSi coexist. Analyses of the product by means of PDF methods, where the scans from the long stable period 403 are summed, and Rietveld refinement of a higher resolution 404 diffraction pattern, agree to within 1% that the product is 405 90 wt.% b-Al 4.5 FeSi and 10 wt.% fcc Al (Fig. 9). Clearly, 406 the fcc Al is not entirely consumed, and furthermore no 407 additional phases are formed. We next subtracted the Al 408 to derive the structure of the "relaxed" glass. The result 409

  420 higher temperature anneal, namely b-Al 4.5 FeSi, which is 421 quite different from the structure of the original q-glass.

Fig. 7 .Fig. 8 .

 78 Fig.7. Diffraction from g-Al-Fe-Si (red) and g-Al-Fe-Si with Al inclusions (blue). Note that some of the Al diffraction peaks fall on the broad g-Al-Fe-Si rings. A small amount of nano-crystalline Al texture is evident in the q-glass measurement due to the larger slit size required for the isothermal annealing measurements. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.)

Fig. 9 .

 9 Fig. 9. Analysis of the product of the 305 °C anneal. (A) Model of the summed PDF data from 600 to 1200 min, indicating an excellent fit to 11 wt.% Al and 89 wt.% b-Al 4.5 FeSi. (B) Rietveld refinement of XRD results for the product of the 305 °C anneal. Tick marks indicate calculated peak positions for b-phase (lower marks) and Al (upper marks). k = 0.2128 A ˚. The analysis finds 90 wt.% b-Al 4.5 FeSi and 10 wt.% crystalline Al. The data prove that b-Al 4.5 FeSi and Al remain at the end of anneal.

  537 crystals and quasi-crystals is lost. This behavior must also 538 be reconciled with the high degree of local ordering demon-539 strated by the PDF results. 540 The PDF data indicate that the local structure of the 541 glass closely resembles that of the a-cubic Al-Fe-Si phase, 542 which is composed of concentric shell Mackay icosahedra 543 that maintain their orientation by packing along specific 544 3-fold icosahedral directions [23]. Similar clusters are found 545 with a variety of different packing configurations [24] in 546 other systems. Additional evidence of unexpected direc-547 tional order of these structural units has been observed in 548 TEM studies of polycrystalline aggregates. Although the 549 axes of adjacent crystals differ by 5-fold rotations the struc-550 tural units maintain the same orientation [26]. 551 One possible explanation for the loss of orientational 552 order is the presence of local frustration during growth. 553 If incompatible packing configurations grow from the same 554 seed cluster local frustration would likely disrupt the long-555 range ordering. Such disordered packings of Mackay-556 based clusters in two dimensions have been observed using 557

  559 ordered atomic structure that possesses no long-range 560 translational symmetry and is isotropic. This too is consis-561 tent with the PDF results. As mentioned in the Introduc-562 tion, there are many 3-D configurations of points that 563 exhibit these properties [1]. The aperiodic zoo discussed 564 in the Appendix describes some 2-D examples. The Appen-565 dix also offers additional theoretical considerations regard-566 ing fully ordered isotropic structures. The quasi-crystalline 567 phases taught us that perfect atomic ordering does not 568 require translational symmetry. If the q-glass turns out to 569 be fully ordered then the requirement for finite rotational 570 symmetry in an ordered solid would also prove incorrect. 571 We know of no experimental measurement that can dis-572 tinguish between these two models. Diffraction is a stan-573 dard probe of atomic structure and the presence of sharp 574 diffraction peaks proves the existence of long-range order-575 ing. However, we are faced with the possibility that the 576 reverse may not be true, that glass-like scattering may 577 result from highly ordered atomic arrangements. 578 Disclaimer 579 Certain commercial instruments are identified in this 580 paper to foster understanding. Such identification does 581 not imply recommendation or endorsement by the Depart-582 ment of Commerce or the National Institute of Standards 583 and Technology, nor does it imply that the equipments 584 identified are necessarily the best available for the purpose.

  tions and is an example of an ordered 2-D arrangement of

Fig

  Fig. A1. (A) The quasi-periodic 2-D tiling with a 19-fold axis approximates an isotropic structure. (B) Its diffraction pattern shows glass-like rings, although it is composed of Bragg peaks. In the limit of infinite rotations the diffraction from such a structure would approximate that from a 2-D glass. (Calculated results from Steffen Weber's website at http://jcrystal.com/steffenweber/JAVA/jtiling/jtiling.html.)

Table 1

 1 List of samples and fitted lattice parameters.

	Sample	Phase	Composition (at.%)	Lattice parameter a (A ˚)
	a-Al-Fe-Si	Crystalline a-cubic	Al-18Fe-8Si	12.55
	ico-Al-Fe-Si	Quasi-crystalline icosahedral	Al-18Fe-22Si	12.06
	g-Al-Fe-Si	q-Glass	Al-15Fe-20Si	12.26
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