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In situ investigation of mesoporous silicon oxidation kinetics using infrared emittance spectroscopy

In this paper, we study the thermal oxidation kinetics of mesoporous silicon layers, synthesized by electrochemical anodization, from 260°C up to 1100°C. A specific apparatus is employed to heat the mesoporous samples in air and to record at the same time their infrared emittance. Based on Bruggeman effective medium approximation, an optical model is set up to realistically approximate the dielectric function of the porous material with an emphasis on the surface chemistry and oxide content. A transition temperature of 600°C is evidenced from data processing which gives evidence of two oxidation mechanisms with distinct kinetics. Between 260°C -600°C, the oxidation is surface-limited with kinetics dependent on the hydrogen desorption rate. However, above 600°C, the oxide growth is limited by oxygen diffusion through the existing oxide layer. A parabolic law is employed to fit the oxidation rate and to extract the high-temperature activation energy (EA=1.5 eV). A precise control of the oxide growth can thus be achieved.

Introduction

Mesoporous silicon (PS) is an attractive material owing to its highly-tunable nanostructure and its chemically modifiable surface. [1][START_REF] Michael | Handbook of Porous Silicon[END_REF][START_REF] Gao | [END_REF] Initially studied in the 70's to create deep silicon oxide wells for electronic applications, 4 oxidized PS is nowadays widely under investigation in the field of sensors, 5 lithium-ion batteries, [6][7][8] and drug delivery. [9][10][11][12][13] In the field of high-frequency electronics, oxidation of PS is expected to stabilize and enhance the semi-insulating properties of PS. [14][START_REF] Sarafis | Electron Devices[END_REF][16][17] Good quality oxides can be formed at high-temperature though low-temperature oxidation can also be employed depending on the specifications of the application, ie. thermal budget, surface chemistry or oxidation level. A precise control of the stoichiometry of oxidized porous silicon (OPS) must be achieved. In general, by comparing the initial state (before oxidation) and the final state (after oxidation), a quantification of the oxygen concentration in the structure can be assessed. The degree of oxidation in OPS layers can be characterized by various techniques, including weight measurements, 18 energy dispersive x-ray spectroscopy (EDX), 19,20 ellipsometry 21,22 and Fourier transform infrared spectroscopy. 23,[START_REF] Sailor | Porous Silicon in Practice[END_REF] In fact, oxidation temperature directly governs the surface chemistry and oxidation degree of PS which consequently tends to modify its properties. 20,[START_REF] Moller | [END_REF] In the early 80's, Unagami used the mass variation as a kinetics criteria to evaluate the degree of oxidation, but he did not take into account the transient state. 18 On another hand, Pap and coworkers quantified the relative change in oxidation degree at various temperatures by estimating the oxygen content using EDX. 19 However, using this method, only a rough estimation of activation energies was made depending on porosity. In the present study, an in situ characterization technique is developed to measure the emittance of PS while it is getting oxidized. The main benefit of this technique is the direct observation of the oxidation rate with temperature and time which allow us to analyze the kinetics of PS oxidation.

Experimental PS formation

PS was obtained by anodization of a p-type (111) silicon wafer with a resistivity of 20-22 mΩ.cm. The anodization took place in a double-tank electrochemical cell filled with an aqueous electrolyte composed of 30 wt. % hydrofluoric acid and 25 wt. % acetic acid. The current density was fixed at 15 mA/cm² during 90 minutes. The sample was then thoroughly rinsed in deionized water and dried on a hot plate at 120°C. The resulting PS average thickness, measured by scanning electron microscopy (SEM), is 81 µm. The porosity was estimated at 30 % by weight measurements. Two additional PS layers with thicknesses of 20 µm and 50 µm and similar average porosity were also investigated to check the reliability of the Please do not adjust margins Please do not adjust margins characterization technique. The experimental etching conditions of these two samples are reported in Supplementary Information.

Emissivity apparatus

Measurement of PS emissivity requires a simultaneous acquisition of a reference flux (blackbody reference) and the sample flux. To address this purpose, a specific apparatus has been set up combining a CO2 laser, a rotating turntable and two spectrometers. A detailed description of this characterization bench is given in a previous publication. 26 Figure 1 is a schematic representation of the configuration of the emissivity measurement apparatus used to acquire the flux emitted by the PS wafer. The heating of the sample was adjusted by controlling the power of a (Coherent K500) CO2 laser. In order to ensure temperature homogeneity inside the participating volume, the beam of the CO2 laser is separated in two parts by a splitter to enable the heating of both sides of the sample at the same time. The selected spot on the PS sample is fixed by an aperture of 1 mm of diameter located inside the Bruker Vertex 80v spectrometer at an image point of the optical path. The whole system is placed within an enclosure that is continuously purged with dry air. For a fixed laser power, the temperature of the sample is considered as constant (oscillations amplitude are less than 20°C). Therefore, the temperatures given in the next sections are average of the estimated values for a given laser power. Eight temperature plateaus from 260°C to 1100°C have been studied successively. Thus, the oxidation rate can be followed on the same sample and the first oxidation steps (T~300°C) stabilize the porous structure against pore coarsening. 27 For each temperature step, the duration was fixed to 100 minutes for low temperatures (T < 550°C) and 50 minutes for higher temperatures. To get high data density, measurements in the range 400-4000 cm -1 were acquired with a sampling rate of one scan per minute. The instrumental resolution was set to 4 cm -1 .

Temperature extraction and normalization of emissivity curves

The emitted flux is temperature-dependent and data need to be normalized. An accurate estimation of the temperature is thus required. Normalization is usually performed at Christiansen point, at which the material emittance is equal to one. In the case of PS, such a point does not exist. However, the relative flatness of emissivity between 2000 cm -1 and 4000 cm -1 was exploited as a criteria to extract the sample temperature with a relatively good accuracy. The gray body hypothesis enables to use the spectrometer as a bichromatic pyrometer to determine the sample temperature. The normal emittance spectra of PS were determined by correcting the samples fluxes, acquired on the sample and the blackbody reference, by the instrumental background flux and then by computing their ratio after a temperature correction of the sample flux using the Planck function.

Model development

The optical properties of OPS directly depend on the relative volumes of silicon, air, and silicon dioxide. To estimate its effective dielectric function , a two stage application of the Bruggeman effective-medium-approximation (EMA) has been employed (1). 28 EMA is adapted to model mesoporous silicon in the infrared range because the dimensions of void and silicon are very small compared to the wavelength. 29,30

1 0 (1)
Where is the volumetric fraction of silicon whose dielectric function is . is computed in a first step using also EMA and represents the effective dielectric function of a mixed medium made of air and silicon dioxide with adequate contents. The optical response at room temperature of the doped silicon substrate was obtained by fitting its reflectance with a piecewise polynomial dielectric function model able to reproduce adequately the contribution of free carriers present in doped silicon. [START_REF] Sousa Meneses | [END_REF] The temperature dependence of the dielectric function of silicon dioxide has been acquired on a vitreous silica sample having less than 20 ppm of hydroxyl. The absorption bands induced by vibrational motions of Si-O bonds were taken into account by adding several causal Gaussian components to the dielectric function model. 32 Finally, the effective dielectric function model of OPS has been used with an optical model involving a thin film on a thick substrate to fit the emittance spectra. 33 During oxidation, silicon and air volume decrease due to the oxide volume expansion. Indeed, correlations exist between the values of the three-phase ratio which are related to the oxidation mechanism. Considering the respective densities and atomic weights of Si and SiO2, a simple calculation shows that a volumetric expansion of 2.27 occurs during the transformation of silicon into silicon oxide. 34,27,35 By means of spectroscopic ellipsometry in the infrared range, we recently demonstrated the validity of this assumption for similar mesoporous silicon samples. 36 As a result, the following relationships were added to constrain the model:
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With , , corresponding respectively to volumetric fractions of silicon, air and silicon oxide at each instant t. is fixed at 0.30 (initial porosity) and was measured before the experiment. The silicon dioxide content was quantified in respect with the intensity of its main absorption band Please do not adjust margins Please do not adjust margins associated with vibrations of Si-O-Si around 1080 cm -1 at each instant t. However, the optical behavior of back-bonded oxide formed at low temperature differs from the silica reference. As a result, the modeling of the effective dielectric function of OPS was obtained by addition of the corresponding Gaussian profiles of the absorption peaks related to the surface chemistry of the material (see Table 1).

Results

Morphology of the porous silicon layer

The structure is composed of a PS layer on top of a monocrystalline silicon wafer. SEM images of the porous layer are shown in Figure 2. Due to the (111) orientation of the silicon substrate, pores are highly disoriented and the morphology is branched. The magnification is not high enough to estimate the pore size. Low-porosity mesoporous layers obtained from highly-doped p-type silicon wafers usually contain pores with a mean diameter of 4 to 10 nm. 1,37 Figure 2 -SEM cross-section views of the PS layer at low magnification (left) and high magnification (right).

Evolution of PS surface chemistry with oxidation temperature

PS sample was in situ monitored during its oxidation in air. After a proper estimation of temperature, emissivity curves were normalized as previously described. Figure 3 is a superposition of normal spectral emissivity (NSE) of the 81 µm thick sample from 260°C to 1100°C after a constant heating period of 5 minutes (approximate duration needed for the heat to be homogeneously distributed). The monitoring measurement system was started at 260°C. As divergence occurred around 4000 cm -1 , it seems that is the minimal temperature at which emissivity curves can be studied with good accuracy. Table 1 summarizes the assignment of the different absorption peaks. At low temperatures, oscillations also known as Fabry-Perot fringes 23 , are present between 1500 cm -1 and 3500 cm -1 and completely vanish at temperatures close to 1000°C. These interference fringes are directly linked to the optical thickness of the porous layer, i.e. refractive index times sample thickness. Whenever possible, these fringes were used to approximate the emissivity curves. Between 2000 cm -1 and 2300 cm -1 , absorption peaks of hydrides species can be discerned from the attenuation of the interference fringes. These peaks are respectively related to silicon hydrides in the form of Si-Hx and Oy-Si-Hx. A deconvolution of these peaks has been extensively done in the literature as it relates to the back-bond oxidation of PS (see Table 1 and Figure 4). 39,41,43,44 Finally, the evolution of oxidation is clearly distinguishable by the two prominent absorption peaks of silicon dioxide located around 490 cm -1 and 1080 cm -1 in Figure 3. The intensity of these peaks is specifically analyzed in the next section, as we focus on the determination of oxygen concentration in the structure. This journal is © The Royal Society of Chemistry 20xx

Please do not adjust margins

Please do not adjust margins A detailed analysis of the silicon hydrides evolution from 260°C to 555°C is shown in Figure 4. NSE evolution was fitted using EMA. Gaussian-shaped components are used to fit the silicon hydrides absorption peaks (see Table 1). At 260°C, hydrogen bonding is present in the form of Si-Hx, x= [1,3] and Ox-Si-H4-x, x= [1,3]. 45 A precise analysis of each specific mode cannot be done in the present study. The presence of oxygen is a sign of back-bond oxidation that occurs after the PS sample drying in air. When the temperature reaches 380°C, the peaks related to Si-Hx stretching modes shift to higher wavenumber. At this temperature, two peaks assigned to O2-Si-H2 (2192 cm -1 ) and O3-Si-H (2246 cm -1 ) can be distinguished. From 380°C to 550°C, the peak related to O2-Si-H2 tends to disappear while the peak related to O3-Si-H is still present. The latter also disappears when the temperature reaches 710°C. Finally, Si-OH bands are visible around 3600 cm -1 from 260°C to 710°C. However, a quantitative analysis of the silicon hydrides evolution with oxidation cannot be performed because of interference fringes. The consistency of these observations was verified on two additional samples with thicknesses of 20 µm and 50 µm respectively. The evolution of their respective normal spectral emissivity is plotted in Figure S1. The evolution of the oxidation peak intensity around 1080 cm -1 is very similar on the three samples. The amplitude of the Fabry Perot fringes is lower on the 81 µm-thick sample than on the thinner ones. Therefore, it was easier to distinguish the absorption peaks. A computational analysis of the peak intensity was thus more precise on the 81 µm-thick layer. As a result, this sample was specifically chosen to investigate the oxidation kinetics and discuss about the related mechanisms.

Refractive index of OPS

The normal spectral emissivity of the sample was fitted using a Bruggeman EMA according to the procedure described in the experimental section. This method was found to be very effective to approximate the dielectric function of PS at each oxidation stage. Figure S2 shows the good correlation between the experimental data and the fit. This procedure allows a precise determination of the dielectric function of the effective medium defined by its real part ε' and its imaginary part ε" according to equation (4).

"

# " (4)

With j the imaginary unit. The dielectric function of the sample tends to reach the one of the silica sample as it is shown in Figure S3. The imaginary part of the dielectric function (ε") being null at high wavenumber, the high frequency refractive index n can be extracted from ε' according to equation (5). The evolution of n with oxidation temperature is drawn in Figure 5.

It was extracted from the 81 µm-thick sample. A similar evolution is observed for thinner PS layers. Uncertainties coming from the NSE normalization and the fitting procedure are estimated to be less than 5%.

" % (5) 
Figure 5 -Decrease of the refractive index n with oxidation. n is extracted from ε' at 4000 cm -1 (wavelength λ = 2.5 µm).

The refractive index is quite stable when the oxidation is performed between 260°C and 710°C. A strong decrease of n from 2.5 to 1.5 is observed at higher temperatures. At 1100°C, the refractive index of OPS is close to the one of the reference silica (n = 1.44) meaning that PS was almost fully oxidized.

Oxidation kinetics

A computational analysis of the silicon dioxide absorption peak allowed the determination of the silicon dioxide volumetric content at each instant t. To estimate the oxidation kinetics, the evolution of SiO2 volumetric content is put in perspective with the oxidation time for different temperatures in Figure 6. Before laser heating, the structure already contains a small amount of silicon dioxide (~ 3%) due to room-temperature oxidation, also known as native oxide. 46 Starting at about 5%, the oxide content Please do not adjust margins Please do not adjust margins reaches a maximum value of 94% at 1040°C. An increase of the temperature from 1040°C up to 1100°C did not increase the oxide content, meaning that silicon was almost totally consumed. For a constant CO2 laser power, small variations of temperatures are observed. The maximum temperature disparity is found to be 35 °C for the 380°C plateau. The evolution of the oxide content is not linear with temperature. At low temperatures, the rise of the oxide content is very slow. Oxidation becomes more intense beyond 700°C as we observe a rapid increase of the oxide content. In order to describe reaction kinetics, the oxidation degree & is a convenient parameter defined as the ratio between consumed silicon and the initial silicon content (equation ( 6)). 

The fraction 7 ,8 is defined as the initial fraction of compound

x (x being Si or SiO2) when the temperature starts to increase to T. The evolution of & * with oxidation time is shown in Figure 7 for each temperature. For temperatures lower than 555°C, oxidation evolves at a relative slow rate (& * < 3%). Temperature does not have a significant impact on oxidation kinetics. Surprisingly, oxidation seems to be more intense at 380°C than at 470°C or 555°C. In the 710°C-980°C range, it is considerably heightened at each temperature plateau. However, at 1040°C, the increase of & * tends to slow down with time compared with the one at 980°C, presumably due to the full oxidation of the porous framework. Oxidation kinetics of monocrystalline silicon is well described by the Deal-Grove model 47 taking into account a linear-parabolic rate. Diffusion of oxygen from the surface to the interface is governed by a Fick's law. The relation between the oxide thickness X and time t is given by equation (8).

: ;: < ' ' (8) 
Where A and B are constants, ant t0 accounts for the oxide already present at t = 0. The ratio B/A is called the linear rate constant and B is referred as the parabolic rate constant. Equation ( 8) can be reduced to a linear rate or a quadratic rate depending on the oxide thickness. For a thick film (X>>A), the model tends to a parabolic rate. We thus suggest the equation ( 9) to fit the evolution of & * with time. The corresponding fitted graphs are reported in Figure S4.

& * = ' (9) 
With k, the parabolic rate constant. The evolution of k with temperature in an Arrhenius representation is shown in Figure 8. Two distinct behaviors are highlighted with a transition temperature around 600°C. At low temperature (i.e. below 600°C), no obvious tendency is evidenced to correlate oxidation rate and temperature. The oxidation constant k is lower at 555°C than at 470°C. However, a significant increase of k is observed in the high temperature range. Between 710°C and 980°C, an activation energy of 1.5 eV was extracted from a linear fit (Figure 8). Beyond 980°C, the parabolic rate constant decreases. It is likely that the oxidation reaction becomes limited by the low quantity of remaining silicon to be oxidized.

Discussion

Oxidation of PS depends on physical and chemical mechanisms occurring at various temperatures. A transition temperature around 600°C is suggested in this part to discuss the different mechanisms affecting the oxidation kinetics. 

Low-temperature -a surface-limited reaction

Under 600°C, the temperature is too low to activate diffusion of oxygen through silicon dioxide. Thus, the oxidation is limited to the surface and occurs at a slow rate. At low temperature, it is well known that back-bond oxidation occurs due to the weaker Si-Si bond compared to Si-H bond. 48 A few oxide layers are expected to grow under the hydrogen passivated PS surface. A schematic of this passivation mechanism is illustrated in Figure 9b.

Once the first oxide layer is grown, the oxidation rate is limited by oxygen diffusion. However, the increase of temperature induces hydrogen desorption that tends to create new oxidation sites. This process is known to be thermally activated. 39,44,49 The desorption temperatures observed in this study (Figure 4) are in very good agreement with the literature: temperatures at which hydrogen desorbs lie in the range 200-600°C. 39,50,51 A first desorption step occurs around 200°C for hydrogen trapped in defects. 52 Desorption of hydrogen from Si-H2 (O2-Si-H2) occurs in the range 340-420°C whereas it desorbs between 440°C and 590°C for Si-H (O3-Si-H) depending on the initial oxidation state of the PS layer. Passivation of dangling bonds by oxygen follows hydrogen desorption. The relative decrease of k parameter (Figure 8) between 380°C and 555°C can thus be put in perspective with the decrease of the intensity of O2-Si-H2 modes observed in Figure 4. When temperature increases to 555°C, the density of available surface oxidation sites is thus lower than at 380°C. As a result, the model does not allow the extraction of activation energy in this temperature range. Moreover, it would be meaningless to extract a single value of activation energy between 260°C and 555°C because low-temperature oxidation is related to multiple desorption processes. At these low temperatures, while surface oxidation is the main mechanism, the best way to expand the oxidation rate would be to increase the specific surface area of PS (while increasing the pore density together with decreasing the pore size). 52 For a PS sample containing very thin pore walls (less than a few nanometers) it seems realistic to achieve a complete oxidation in low-temperature annealing conditions. In this study, it is not applicable as the starting crystallite size is too large.

High-temperature oxidation -a diffusion-controlled process

Once hydrogen is totally desorbed, a SiOx layer covers the entire surface of PS (Figure 9c). To thicken the oxide, oxygen must diffuse through the previously formed oxide. Diffusion mechanisms are known to be strongly activated by temperature. As a result, the oxide on pore walls grows at a higher rate when temperature is increased above 600°C. PS oxidation activation energy of 1.5 eV obtained in the present work is a bit larger than for the oxygen diffusion constant in vitreous silica (EA = 1.17 eV) 53 or for the parabolic rate constant of planar "bulk" silicon dry oxidation from the Deal-Grove model (EA = 1.24 eV) 47 .Due to the decrease of pore diameter with oxidation, 45 the limited renewal of oxygen at the interface could also decrease the oxidation rate. However, the monotonic increase of k from 555°C to 980°C (Figure 8) implies that this effect is not predominant. In fact, oxidation of both PS and bulk monocrystalline silicon seems to occur in a very similar way at high temperature, ie. oxygen diffusion through silicon dioxide is the limiting mechanism. This work is somehow in discrepancy with previous characterizations of PS oxidation. Dealing with the oxidation of high porosity samples (70%-83%), activation energies in the range 0.46-0.57 eV were extracted by Pap et al. between 400°C and 800°C even though a linear tendency was not clearly evidenced. 19 Their activation energy was necessarily underestimated by the surface oxidation process occurring at T<600°C. Finally, the influence of very high temperature annealing (T> 1000°C) on PS oxidation rate has not been clearly evidenced in the present study as the PS layer was almost fully oxidized beforehand. However, if the pore walls (i.e. silicon nanocrystallites) are sufficiently thick, it seems reasonable to expect an activation energy close to bulk silicon.

Conclusion

The kinetics of mesoporous silicon oxidation was investigated by means of infrared emittance spectroscopy. This technique Please do not adjust margins Please do not adjust margins allows an in situ monitoring of the dielectric response of PS while it is getting oxidized in air with a CO2 laser heating. This work covers a wide temperature range from 260°C to 1100°C. The dielectric function of PS with time was approximated using a three-phase Bruggeman EMA. The oxide volumetric content and the refractive index were put in perspective with temperature.

The oxidation rate was used as a parameter to quantify the oxidation kinetics. A transition temperature of 600°C was evidenced from this study. At low temperatures (T<600°C), oxidation is limited to the surface. Oxide growth occurs initially in a back-bonded form and then increases around 380°C due to the thermal desorption of hydrogen from SiH2. An overall activation energy could not be extracted for low-temperature oxidation as it is a cumulative effect of distinct processes: backbond oxidation and hydrogen desorption from silicon hydrides.

To increase the oxide content, it was necessary to provide more energy by increasing the temperature beyond 600°C in order to activate the diffusion of oxygen through the oxide. From 710°C to 980°C, the activation energy for PS oxidation is close to the one of a thermally grown oxide on planar silicon suggesting that oxygen diffusion through the existing oxide layer is the limiting mechanism. As a result, oxidation kinetics of PS would be directly dependent on the size and the density of silicon crystallites rather than on the pore diameter.
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Figure 1 -

 1 Figure 1 -Apparatus configuration for the measurement of the flux emitted by the PS sample.

Figure 3 -

 3 Figure 3 -Normal spectral emissivity evolution for the 81 µm-thick sample with temperature from 260°C to 1100°C after a heating duration of five minutes.

Figure 4 -

 4 Figure 4 -Evolution of normal spectral emissivity and the imaginary part of permittivity extracted from the fitting procedure between 1900 cm -1 and 2400 cm -1 . Data are extracted after a heating duration of five minutes. The intensity of hydrides modes decreases due to hydrogen desorption.

Figure 6 -

 6 Figure 6 -Evolution of SiO2 content with time and temperature from 260°C to 1100°C.

  is increased to the next stage, PS already contains certain amount of silicon dioxide and the silicon fraction of the structure is lower than if oxidation started on a fresh silicon surface. Therefore, another parameter, ie. & * , is introduced to take into account this cumulative phenomenon. The value of & * depends on both time and temperature and is defined in equation (7) as the volume of consumed silicon per volume of pre-existing silicon.

Figure 7 -

 7 Figure 7 -Evolution of 9 * ratio as a function of time for each temperature step. The given temperature is an average of the estimated values for a given laser power.

Figure 8 -

 8 Figure 8 -Evolution of the natural logarithm of the parabolic rate constant k with -1/kB.T (red symbol). = > is the Boltzmann constant (= > 8.62 10 A BC. D ) and T is the

Figure 9 -

 9 Figure 9 -Illustration of the incorporation of oxygen into PS structure depending on oxidation temperature. Two mechanisms are highlighted. Surface oxidation takes place at T<600°C with a back-bond oxidation and H2 desorption (b). Bulk oxidation (oxygen diffusion in silica) prevails at T>600°C (c).

Table 1 -

 1 Infrared band assignment taken from references.[38][39][40][41][42] 

	Wavenumber (cm -1 )	Assignment
	490	Si-O-Si rocking
	800	Si-O-Si bending
	1075	Si-O-Si stretching
	1150	Si-O-Si stretching
	2087	SiH stretching
	2106	SiH2 stretching
	2139	SiH3 stretching
	2160	OSiH3 stretching
	2192	O2SiH2 stretching
	2246	O3SiH stretching
	3500-3700	Si-OH stretching
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