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To increase the competitiveness of manufacturing processes, numerical approaches are unavoidable. Nevertheless, a precise knowledge of the thermo-mechanical behaviour of the materials is necessary to simulate accurately these processes. Previous experimental studies have provided a limited information concerning dynamic recrystallization of spheroidal graphite iron under hot cutting operations. The purpose of this paper is to develop a constitutive model able to describe accurately the occurrence of this phenomenon. Compression tests are carried out using a Gleeble 3500 thermo-mechanical simulator to determine the hot deformation behaviour of spheroidal graphite iron at high strains. Once the activation range of the dynamic recrystallization process is assessed, a constitutive model taking into account this phenomenon is developed and implemented in the Abaqus/Explicit software.

Finally, a specific cutting test and its finite element model are introduced. The ability of the numerical model to predict the occurrence of dynamic recrystallization is then compared to experimental observations.

Over the past few years, austempered ductile iron emerged for its application in several fields such as automotive and railway industries. This specific spheroidal graphite iron provides an efficient compromise between specific mechanical strength, fracture toughness and resistance to abrasive wear. Therefore, this material is intended to substitute forged steels for the weight reduction of numerous manufactured components [START_REF] Kovacs | Development of austempered ductile iron (ADI) for automobile crankshafts[END_REF]. To reach these enhanced mechanical properties, austempered ductile iron is obtained by a specific thermo-mechanical treatment (Figure 1). This consists in an austenitization of the cast iron in the temperature range 1123 -1223 K followed by quenching to an austempering temperature of 523 to 623 K causing the transformation of the austenite phase into ausferrite. A combined casting and forging process prior to this specific quenching is often performed to reduce manufacturing costs [START_REF] Meena | Drilling performance of green austempered ductile iron (ADI) grade produced by novel manufacturing technology[END_REF]. Also, with the aim of increasing the competitiveness, the removal of risers and feeder head is then performed at about 1273 K just after the casting operation. However, this stage can give rise to severe surface degradations under the cut surface, compromising the process viability.

A recent experimental investigation, performed by [START_REF] Fouilland | Experimental study of the brittle ductile transition in hot cutting of SG iron specimens[END_REF], The plastic flow stress evolution of a material which undergoes DRX is shown schematically in Figure 2. At stresses less than the critical stress for the onset of DRX (σ c ), the material undergoes both WH and DRV. However, once σ c is exceeded DRX will become operative and the three processes will occur simultaneously. As the strain applied to the material increases, the volume fraction recrystallized dynamically (X v ) will also increase In numerical cutting models, the [START_REF] Johnson | A constitutive model and data for metals subjected to large strains, high strain rates and high temperatures[END_REF] constitutive formulation is generally implemented because of its simplicity and numerical robustness [START_REF] Limido | SPH method applied to high speed cutting modelling[END_REF]. However, this empirical law describes the flow stress as a function of the total strain applied to the material, which is not a valid state parameter, by means of a simple parametric power-law relationship. Such a description would be incompatible with the evolution of flow stress mentioned above. Therefore, the present paper deals with the development of a specific constitutive model which not only allows the DRX process to be considered, but also that expresses the flow stress in terms of valid state parameters. Thus, the first challenge is to determine the activation range in which DRX occurs, by means of hot compression tests. Then, the selected model is implemented in the finite element analysis of a specific cutting operation. Finally, the prediction of the numerical model concerning the occurrence of DRX is discussed in relation to the experimental observations.

Experimental techniques

Material

The material employed for the present study is an ASTM A536 100-70-03 iron similar to that employed by [START_REF] Fouilland | Experimental study of the brittle ductile transition in hot cutting of SG iron specimens[END_REF]. This spheroidal graphite iron (SGI) exhibits a pearlitic matrix at room temperature and a small amount of ferrite surrounding the graphite nodules, called bullseye ferrite (Figure 3). Its chemical composition is given in Table 1.
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Mechanical characterization

The experiments were performed on a Gleeble 3500 thermo-mechanical testing machine.

Compression specimens of 10 mm in diameter and 12 mm in length were tested under constant deformation conditions in a vacuum chamber. The samples were heated at 5 K.s -1 to the testing temperature and then held for one minute at the test temperature. A K-thermocouple was welded at the half height of the specimen to ensure the temperature measurement. The tests were conducted at mean effective strain rates of 0.5, 1 and 5 s -1 , at nominal temperatures of 1073, 1173 and 1273 K. At the end of the tests, the specimens were air cooled. At least two tests were conducted for each deformation condition.

Cutting operation

These experiments were conducted on an orthogonal cutting test bench. The SGI specimens replicated the feeder head obtained just after casting. These were cylindrical 
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Experimental

Figure 5: Effective-stress-effective strain curves obtained at different temperatures and strain rates.

The samples tested at 5 s -1 were observed using optical microscopy. Figures 6a and6b show the optical micrographs of the samples deformed at 1073 K and 1173 K. These microstructures present a significant variation in their pearlitic matrix from the original state (Figure 3). Indeed, ferrite grains are more prominent and their size is finer. The microstructure of the sample deformed at 1273 K, exhibited in Figure 6c, has a pearlitic matrix and the crushed graphite nodules are surrounded by ferrite grains to a lesser extent.

A c c e p t e d M a n u s c r i p t

The predominant change is observed with the pearlite grains, which have a finer size than in the original state. Figure 8 shows the experimental cutting forces and also multiple pictures extracted from the recording of the cutting operation, whose main steps are described below.

1. The pin is in full contact with the tool and its base is deformed plastically, 2. A shear band is detected on the pin base, the cutting forces reach a maximum, 

Constitutive model employed for the description of the flow stress curves

In the past few years, several constitutive relations including DRX effects have been developed to describe the behaviour of austenite under hot working conditions. Most of these constitutive models are based on the dependence of different variables on the Zener-Hollomon parameter [START_REF] Kim | Study on constitutive relation of AISI 4140 steel subject to large strain at elevated temperatures[END_REF][START_REF] Lin | Constitutive modeling for elevated temperature flow behavior of 42CrMo steel[END_REF][START_REF] Lurdos | Empirical and physically based flow rules relevant to high speed processing of 304L steel[END_REF]Wang et al., 2012).

Description of the constitutive model

In the present work, the description of the flow stress curves corresponding to the SGI samples deformed under hot-working conditions has been carried out on the basis of the models earlier advanced by Puchi-Cabrera et al. for structural steels deformed under hotworking conditions [2011; 2013a; 2013b; 2014a; 2014b; 2015]. Accordingly, the flow stress data is employed for determining the main stress parameters characteristic of the deformation of the material under these conditions, which include: yield stress, critical stress for the onset of DRX, actual or hypothetical saturation stress (depending on deformation conditions) and actual steady-state stress. Additionally, both the Avrami exponent and the time required to achieve 50% DRX are determined from the work-softening transients present in some of the stress-strain curves. However, the model can be simplified on the ba- Thus, the work-hardening (WH) and dynamic recovery (DRV) transient of each stressstrain curve is described by means of the evolution equation derived from the workhardening law advanced by [START_REF] Sah | Recrystallization during hot deformation of nickel[END_REF], which is expressed as:

dσ ε dε = µ(T ) A 1 - σ ε -σ y (T, ε) σ sat (T, ε) -σ y (T, ε) 2 σ sat (T, ε) -σ y (T, ε) σ ε -σ y (T, ε) (1) 
In the above evolution equation, σ ε represents the current flow stress, σ y the yield stress, σ sat the hypothetical saturation stress, µ(T ) the temperature-dependent shear modulus, ε the effective strain rate, T the deformation temperature and A a material parameter that could either be a constant or a function of deformation conditions through the Zener-Hollomon parameter, which is defined as

Z = ε exp Q RT
where Q is an apparent activation energy for hot deformation and R is the universal gas constant. As shown in the forthcoming, the constant A in the above equation is computed from the experimental stress-strain data corresponding to each stress-strain curve determined under constant deformation conditions.

Regarding the temperature-dependent shear modulus, it can be confidently computed from the equation [START_REF] Kocks | Laws for work-hardening and low-temperature creep[END_REF]:

µ(T ) = 88884.6 -37.3T , MPa (2) 
The two stress parameters present in eq.( 1) can also be expressed in terms 

σ y (T, ε) = δ y sinh -1          ε exp Q RT B y     1/my      (3)
Whereas, for the hypothetical saturation stress:

σ sat (T, ε) = δ s sinh -1          ε exp Q RT B s     1/ms      (4)
In eqs. 3 and 4, δ y , B y and m y , as well as δ s , B s and m s represent material parameters and Q an apparent activation energy for hot deformation.

The actual steady-state stress (σ ss ), which as indicated above is considered to be equal to the critical stress for the onset of DRX (σ c ), can also be correlated with Z by means of the STG model, according to the following expression:

σ ss (T, ε) = δ ss sinh -1          ε exp Q RT B ss     1/mss      (5)
As in equation 4, δ ss , B ss and m ss represent material parameters.

From the computational point of view, equation 1 is firstly integrated numerically. If the resulting value of σ ε is less than σ c (σ c = σ ss ), the flow stress is determined by σ ε (σ = σ ε ), otherwise, the flow stress should be computed from a second evolution equation, which includes the description of the work-softening transient associated to DRX. This second evolution law is expressed as:

dσ dε = µ(T ) A 1 - σ -σ y + ∆σX v σ sat -σ y 2 σ -σ y + ∆σX v σ sat -σ y - n Av ∆σ(1 -X v ) ln 2 ε t n Av 0.5 -t n Av 0.5 ln (1 -X v ) ln 2 1-1 n Av (6) 
A c c e p t e d M a n u s c r i p t

Thus, the incremental change in the flow stress with strain, once DRX becomes operative, is observed to depend on σ, σ y , σ sat , σ ss , the dynamically recrystallized volume fraction, X v , the Avrami exponent, n Av , the time for 50% DRX, t 0.5 , µ(T ), ε, T and constant A.

Since plastic deformation of the material can occur under transient conditions involving arbitrary changes in temperature and strain rate, X v should also be computed from the Johnson-Mehl-Avrami-Kolmogorov (JMAK) equation expressed in differential form:

dX v dt = n Av (1 -X v ) ln 2 t n Av 0.5 -t n Av 0.5 ln (1 -X v ) ln 2 1-1 n Av (7)
However, in this case the change in the volume fraction recrystallized with time is also expressed in terms of the time required to achieved 50% DRX, t 0.5 , which can be conveniently computed by means of the simple parametric relationship proposed by Jonas et al.

(2009), expressed as:

t 0.5 = D ε exp Q RT -q exp Q DRX RT , s (8) 
In the above equation, D represents a material constant weakly dependent on the austenitic grain size, whereas q and Q DRX represent a material parameter and the apparent activation energy for dynamic recrystallization, respectively. Thus, the constitutive description of the material is represented by equations 1 through 8. Clearly, two important features can be observed. Firstly, the flow stress is absolutely independent of the total strain (ε) applied to the material. Secondly, that given the determination of the flow stress from the numerical integration of two evolution laws, such a parameter can be readily evaluated and ( 6) of the constitutive formulation presented in the previous section. The accurate description of the experimental curves suggests that their individual modelling allows a precise and reliable identification of all the parameters of interest indicated above. Table 2 summarizes the value of the relevant parameters that were determined for each deformation condition. However, in order to formulate a global constitutive equation able to predict the flow stress of the material under arbitrary deformation conditions, the functional dependence of σ y , σ sat , σ ss , t 0.5 and A (if any) on ε, T should also be accurately established.

Previous studies conducted on 20MnCr5 steel deformed under hot-working conditions (Puchi-Cabrera et al., 2014a) indicated that a single activation energy value of approximately 283.3 kJ.mol -1 could be satisfactorily employed for the computation of the Zener-Hollomon parameter (Z), as well as for the corresponding description of σ y , σ sat , σ ss and t 0.5 as a function of deformation temperature and strain rate. Therefore, in the present work the same value will be employed for both purposes. Thus, Figure 13 illustrates the change in σ y , σ sat and σ ss as a function of Z, as well as their corresponding description according to the STG model (eqs. 3 through 5). Table 3 
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As can be observed from Figure 13, the predicted change in each parameter with Z, indicated by the solid lines, describes quite satisfactorily the experimental data, which provides a reliable formulation for modelling purposes. An interesting feature that can be observed from this figure is that related to the behaviour exhibited by σ sat and σ ss .

The curve corresponding to the change in σ sat with Z, in the temperature and strain rate intervals explored in the present work, is always above that corresponding to the change in σ ss . However, as Z increases above a value of approximately 10 16 s -1 , both curves tend to approach each other, which suggests that DRX will occur to a lesser extent and therefore, that DRV will be the only operative dynamic restoration process. cutting operation. However, it also shows that as the temperature decreases and the strain rate increases, the extent to which DRX continues to occur is more limited.

Regarding the temperature and strain rate description of t 0.5 , Figure 14 clearly illustrates that the simple parametric relationship given in eq.( 8) constitutes a quite satisfactory approach for the computation of such a parameter under arbitrary deformation conditions.

1E-17 1E-16 1E-15 1E-14 1E-13 1E-12 1E-1 1 1E-10 1E+10 1E+11 1E+12 1E+13 1E+14 1E+15 1E+16 t 0.5 exp(-283300/RT) , s -1 283300 ε exp , s RT        -0.85 0.5 283300 Z = ε exp RT 283300 t = 0.0032 Z exp RT             
Figure 14: Evolution of the time required to achieve 50% DRX as function of Z.

As indicated on the plot, this relationship can be simplified further by assuming that the apparent activation energy for DRX has the same magnitude than that for hot deformation, which reduces the number of material parameters in the global constitutive formulation without compromising the accuracy of the model prediction. The values of the different constants involved in eq.( 8) are shown on the plot.

Another important consideration of the proposed constitutive formulation involves the temperature and strain rate dependence of constant A, as can be clearly observed from

A c c e p t e d M a n u s c r i p t

Table 2. Previous work conducted both on C-Mn, 20MnCr5 and Fe-Mn23-C0.6 steels [START_REF] Puchi-Cabrera | Constitutive description of a low C-Mn steel deformed under hot-working conditions[END_REF]2013a;2013b;2014a;2014b;[START_REF] Puchi-Cabrera | Constitutive description of FeMn23C0.6 steel deformed under hot-working conditions[END_REF] indicates that this constant in general does not exhibit any significant dependence on T and ε. However, in the present case it can be clearly observed that such a constant exhibits a significant dependence on deformation conditions, which should be taken into consideration into the global constitutive formulation. Thus, Figure 15 highlights the change in A as a function of Z, which clearly indicates that an increase in Zener-Hollomon parameter value leads to a significant and unexpected increase in the athermal work-hardening rate of the material, θ 0 = µ/A. 

Finite element modelling of the cutting operation

Finite element model description

Finite element modelling and analysis of the cutting operation were performed with the Abaqus/Explicit software. Figure 20 shows the initial mesh of the workpiece and the cutting tool. The specimen was meshed using 8-nodes 3D solid elements (C3D8RT). A higher mesh density was applied to the pin, as compared to the rest of the model. In order to reduce the computing time of this analysis, only half of both the specimen and the tool were modelled. This results in 9710 elements. A symmetry condition on the z-axis was applied to both right faces of the workpiece and the tool. Appropriate boundary conditions were applied to constrain the bottom, front and left faces of the specimen. The tool, which is considered as a rigid surface, was constrained to move in the cutting direction, at a speed, which varies with time, as shown in Figure 7. No other displacements were allowed. The contact between the tool and the workpiece was modelled using a Coulomb's friction law. The friction coefficient has been identified by an inverse method and set to an almost constant value of 0.2. The workpiece was modelled as an elastic-plastic material A c c e p t e d M a n u s c r i p t with isotropic hardening.

Implementation of the constitutive model

Since the cutting operation is assumed to be performed at a mean constant temperature and strain rate, the integrated version of the constitutive formulation presented in section 4 was implemented using a VUHARD user subroutine (Figure 21). The variables to be defined in the subroutine are the flow stress, Σ, and its variations with respect to the total effective strain, the effective strain rate and the temperature.

ε r = 1 2 A µ(T ) (σ sat (T, ε) -σ y (T, ε)) ε c = -ε r ln 1 - σ ss (T, ε) -σ y (T, ε) σ sat (T, ε) -σ y (T, ε) 2 If ε < ε c σ ε = σ y (T, ε) + (σ sat (T, ε) -σ y (T, ε)) 1 -exp - ε ε r 1/2 Required variables Σ = σ ε ∂Σ ∂ε (T, ε) , ∂Σ ∂ ε (T,ε) , ∂Σ ∂T (ε, ε) Else t = ε -ε c ε X v = 1 -exp -ln(2) t t 0.5 n Av ∆σ = X v (σ sat (T, ε) -σ ss (T, ε)) Required variables Σ = σ ε -∆σ ∂Σ ∂ε (T, ε) , ∂Σ ∂ ε (T,ε) , ∂Σ ∂T (ε, ε)
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The volume fraction recrystallized, X v , was set as a solution-dependent variable within the subroutine. The critical strain for the onset of DRX (ε c ), the relaxation strain (ε r ) and the time during which DRX occurs (t) were introduced.

As mentioned in the previous section, the cutting operation is conducted at a mean temperature of 1273 K and a mean strain rate of approximately 200 s -1 . Furthermore, the high cutting speed allows no time for heat transfer between the tool and the workpiece material. Thus, the model was assumed to be adiabatic. According to [START_REF] Soo | 3D FE modelling of the cutting of Inconel 718[END_REF],

this assumption is generally used for the simulation of high-speed manufacturing processes.

The initial temperature of the test was applied to the specimen. No fracture criterion is introduced in this simulation as the emphasis is put on the beginning of the hot cutting operation corresponding to the first 4 ms. Since the constitutive law has been implemented in its integrated form, it assumes that during the cutting operation the mean strain rate remains constant and therefore, no effect of crack propagation has been taken into consideration concerning the evolution of the volume fraction recrystallized dynamically. In order to take into account changes in temperature and strain rate during the cutting operation, the constitutive law should be implemented in its differential formulation.
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Simulation results

Figure 22 illustrates the comparison between the predicted forces before the crack initiation and the experimental forces. The normal force is predicted quite satisfactorily, whereas the cutting force is clearly overestimated between the steps 1 and 2. However at 4 ms, the prediction errors are respectively about 2.8 percent and 1.8 percent for the cutting and normal forces. The gap between the finite element model and the experimental results can be explained by the fact that the SGI specimen is not perfectly clamped in its insert. The relative velocity between the tool and the pin is then less than expected at the beginning of the test. This, results in a time lag between the predicted cutting force and the actual one. 

DRT

  Abbreviations DIC Digital image correlation DRV Dynamic recovery DRX Dynamic recrystallization JMAK Johnson-Mehl-Avrami-Kolmogorov model SGI Spheroidal graphite iron STG Sellars-Tegard-Garofalo model WH Work hardening Arabic symbols A Material parameter B s , B ss , B y Material parameters in the STG model, s -1 D Material parameter, s m s , m ss , m y Material parameters in the STG model n Av Avrami exponent Q Apparent activation energy for hot-working, kJ.mol -1 q Material parameter Q DRX Apparent activation energy for dynamic recrystallization, kJ.mol -1 R Universal gas constant, J.mol -1 .K -1 T Absolute temperature, K t Time during which DRX occurs, s t 0.5 Time for 50 percent recrystallization, s X v Volume fraction recrystallized Z Zener-Hollomon parameter, s -1 Greek symbols δ s , δ ss , δ y Material parameters in the STG model, MPa ε Total effective strain

Figure 1 :

 1 Figure 1: Heat treatment example for austempered ductile iron.

Figure 2 :

 2 Figure 2: Typical dynamic recrystallization hardening curve.

  effect of WH and DRV. As a consequence, a work softening transient will occur, leading to the presence of a peak stress (σ p ) on the flow stress curve. As the strain applied to the material continuous to increase, the balance among WH, DRV and DRX will lead to the achievement of a steady-state stress (σ ss ), whose magnitude is equal to σ c .

Figure 3 :

 3 Figure 3: Optical micrograph of the ASTM A536 100-70-03 iron in its original state (etched with saturated nitric acid).

  mm in height and 10 mm in diameter. Also, the fillet radius on the pin base was of 2.5 mm. At the beginning of the test, the specimens were heated in a furnace up to the required temperature. Then, they were clamped in a refractory insert bed, which prevented from heat losses. Finally, during the cutting operation, the high strength steel cutting tool moves against the cylinder, as shown in Figure4. This experimental device includes a piezoelectric sensor for measuring cutting loads. A high speed camera records the cutting operation at a frequency of 15000 frames per second with a resolution of 768 x 648 pixels. A speckle pattern covering the tool allows the determination of the effective cutting velocity by means of a digital image correlation (DIC). The tests were performed three times at a temperature of 1273 K with a tool rake angle of -10˚and an initial cutting speed of 1.2 m.s -1 . The choice of the negative rake angle was based on the results of the study conducted by[START_REF] Fouilland | Experimental study of the brittle ductile transition in hot cutting of SG iron specimens[END_REF], which revealed that such rake angle allows the observation of the brittle-ductile transition.

Figure 4 :

 4 Figure 4: Clamped specimen and cutting tool.

Figure 5

 5 Figure5illustrates the mean effective stress-effective strain curves obtained at different temperatures and strain rates. It was observed that the typical deviation of the flow stress values from the mean curve was about + or -2 MPa. The experimental stress-strain curves exhibit the same shape as that portrayed in Figure2, highlighting the occurrence of DRX during the compression tests.

Figure 6 :Figure 7 :

 67 Figure 6: Optical micrographs of the ASTM A536 100-70-03 iron deformed at 5 s -1 and different temperatures (etched with saturated nitric acid).

Figure 8 :Figure 9 :

 89 Figure 8: Axial and normal forces with the corresponding pictures recorded by the high speed camera.

  A c c e p t e d M a n u s c r i p t sis of the experimental results reported by Jonas et al. (2009) and Quelennec et al. (2011), who demonstrated that, for a broad range of steel grades, the steady state stress is equal to the critical stress for the nucleation of DRX.

  of T and ε by means of the well established Sellars-Tegart-Garofalo (STG) model [1966]. For the Page 15 of 35 A c c e p t e d M a n u s c r i p t yield stress, its functional dependence on T and ε is expressed as:

  when the deformation of the material occurs under transient deformation conditions, which are characteristic of actual industrial hot deformation processes. The experimental flow stress data determined at different deformation temperatures and strain rates constitutes the raw data for the rational computation of the different material parameters involved Identification of the different parameters involved in the constitutive modelThe precise determination of the different stress parameters involved in the constitutive description of material, as well as the time required to achieve 50% DRX, can be conducted by means of the individual modelling of each stress-strain curve determined under constant conditions of temperature and strain rate. Figures 10 through 12 illustrate the comparison of the experimental stress-strain curves and the predicted ones employing equations (1)

Figure 10 :

 10 Figure 10: Comparison of the experimental stress-strain curves and the constitutive formulation at 1073 K.

Figure 11 :Figure 12 :

 1112 Figure 11: Comparison of the experimental stress-strain curves and the constitutive formulation at 1173 K.

Figure 13 :

 13 Figure 13: σy, σsat and σss as a function of Z.

Figure 15 :Figure 16 :

 1516 Figure 15: A as a function of Z.

Figure 17 :

 17 Figure 17: Comparison between predicted and experimental stress-strain curves at 1173 K.

Figure 18 :

 18 Figure 18: Comparison between predicted and experimental stress-strain curves at 1273 K.

Figure 19 :

 19 Figure 19: Maximum relative error between the computed and predicted values of the flow stress.

Figure 20 :

 20 Figure 20: Isometric view of the initial mesh configuration.

Figure 21 :

 21 Figure 21: Algorithm defined in the VUHARD subroutine.

Figure 22 :

 22 Figure 22: Comparison between experimental and predicted forces.

Figure 23 :Figure 24 :

 2324 Figure23shows the von Mises stress (σ eq ) distribution within the specimen during the cutting operation. The fillet radius on the pin base is an area of stress concentration. The average value of von Mises stresses in the fillet radius at 4 ms is about 250 MPa. Under these deformation conditions, DRX is then operative as the effective stress associated to the WH and DRV curve is greater than the critical stress for the onset of DRX.

Table 1 :

 1 Chemical composition of the ASTM A536 100-70-03 iron.

	Element	C	Si	Mn	S	Cu	Ni	Cr	Mo	Mg
	Composition (wt%) 3.35 2.72 0.16 0.009 0.87 0.71 <0.03 0.21 0.043

Table 2 :

 2 Relevant parameters involved in the description of the individual stress-stain curves.

	T , K

  summarizes the value of the different material parameters involved.

	δ y , MPa	B y , s -1	m y δ s , MPa	B s , s -1	m s δ ss , MPa B ss , s -1	m ss
	19.0	1.77E+08	3	104.2	3.47E+10 4.96	88.3	1.13E+11 3.74

Table 3 :

 3 Materials parameters involved in description of σy, σsat and σss as a function of Z, according to the STG model.

A c c e p t e d M a n u s c r i p t of dynamic recrystallization has been determined. A typical cutting process has been modelled both from the experimental and numerical point of view. The numerical predictions agree with the experimental results and highlighted some explanations concerning the occurrence of dynamic recrystallization within the shear zone. Currently, further investigations are being carried out in order to validate the proposed constitutive description, by modelling other cutting configurations. Also, a fracture criterion is being characterized for the spheroidal graphite iron, in order to investigate the competition between the material fracture and the occurrence of DRX during the cutting operation.
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