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A B S T R A C T

The development of natural fibres in engineering applications requires the reliable and accurate assessment of
their dimensional characteristics and mechanical properties. Fibre cross-sectional area (CSA) obtained from
lateral dimensional measurements should consider the specific cross-sectional shape of natural fibres and its
wide lengthwise morphometric variations. In this study, a detailed dimensional analysis was conducted on a
selected panel of natural fibres with contrasted morphometric characteristics belonging to various phylogenetic
plant species with dissimilar functions in planta. An automated laser scanning technique was used, and geo-
metrical models and filtering data method were developed for calculation of reliable CSAs adapted to each plant
fibre species. Results show that CSAs of palm and sisal fibre bundles can be satisfactorily assessed by a circular
model with minimal data processing, whereas hemp, flax and nettle fibre bundles require specific data filtering
due to partial splicing, and can be better assessed by an elliptic model.

1. Introduction

Composite industry shows growing interest in the development of
biocomposites. Natural fibres of various botanical origins, such as
hemp, flax or sisal, have been used as reinforcement in polymer com-
posites [1–7] in substitution for glass fibres [8]. They offer a solution to
current environmental issues, such as the reduction of greenhouse gas
emissions and pollution, through the use of renewable and biodegrad-
able resources for the development of lightweight materials [9]. How-
ever, natural fibres do not yet benefit from a sufficient scientific and
technological background to offer a controlled and constant level of
performances adapted to engineering applications as is the case of
synthetic fibres [10–13]. In this regard, researchers, industrials and
natural fibre producers investigate potential solutions to better control,
model and predict the mechanical behaviour of biocomposites, by im-
proving the extraction of technical natural fibres, the manufacturing of
biocomposites and their conditions of service use [4]. This requires a
thorough knowledge of the morphological characteristics of natural
fibres, in particular their cross-sectional area (CSA) [14–20]. Indeed,
the accuracy of the CSA measurements is crucial since the evaluation of
the mechanical properties of natural fibres directly relies on the

collected dimensional data and the data processing methods used to
calculate their CSAs [21].

Several measurement methods based on Scanning Electron
Microscopy (SEM) observations, optical microscopy and scanner mea-
surements and observations of polished cross-section have been used to
assess the dimensions of natural fibres [22–31]. Some authors
[10,12,21,32,33] also related the measurement of the length, width and
CSA of various natural fibre species with their mechanical properties.
They evidenced wide variations both in terms of morphometric char-
acteristics and resulting mechanical properties. However, several of
these studies are based on simplified assumptions of the cross-sectional
shape that could be valid for synthetic fibres but not for the specific
shape and dimensional irregularities of natural fibres [10]. Indeed, in
many cases, an assumption considering cross-section of natural fibres as
circular and homogeneous is used, though natural fibres, whatever their
botanical origin and the scale considered (i.e. elementary fibre cells or
fibre bundles), show wide variations in their dimensional and mor-
phometric features. Besides, their cross-sectional shape can vary from
fibre to fibre and along their length [12,33–38]. This partly explains the
large scattering in fibre mechanical properties reported in literature
since many years [1,6,10,20]. Studying the tensile properties of flax
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2.2. Methods for the measurement of fibre bundle cross-section

2.2.1. Automated laser scanning measurements
For the automated laser scanning measurement, twelve fibre bun-

dles of each plant species were cut to a length of roughly 3mm. Then,
each fibre bundle was positioned in a plastic tab before being fixed
quickly (approximately 5 s) with a photo-curing glue (DYMAX,
Wiesbaden, Germany). This step prevents fibre bundles from slipping
out of the support due to gentle tension applied during measurements.
Before automated laser scanning measurements, fibre bundles were
conditioned at 23 °C and 50% RH overnight (12 h).

The automated laser scanning method used the Fibre Dimensional
Analysis System (FDAS) device controlled by UvWin 3.60® software
(Diastron Ltd., Hampshire, UK). This apparatus allows measuring ap-
parent transverse dimensions of the fibre bundles with a resolution of
0.01 µm, thanks to a high accuracy non-contact laser measuring system
(LSM 500S, Mitutoyo, Japan). Fibre bundles fixed on plastic tabs are
maintained by a pneumatic system which allows 360° rotative scanning
all along their length (Fig. 2a). For each scan position with a pitch of
40 µm along the fibre, up to 600 apparent diameters were measured on
the rotating fibre bundle. This leads to more than 45.000 values of
apparent diameter for a fibre bundle of 3mm length. Then, apparent
transverse dimensions such as maximum, minimum and average dia-
meters can be deduced for each cross-section and along the fibre bundle
(Fig. 2b). It should be pointed out that considering the measurement
principle which is based on laser ombroscopy; concave surfaces cannot
be measured with this device.

2.2.2. Optical microscopy measurements
Direct optical microscopy observations of the fibre bundles cross-

sections were performed with a Leica Laborlux 12 POL S optical mi-
croscope in reflection mode equipped with a 1600×1200 pixels mono-
CDD Sony digital camera. This method was used by Virk [25] for jute
fibres, by Müssig et al. [10] and Thomason et al. [33] for flax and sisal
fibres and by Navarro et al. [22] for less common plant fibre bundles.
The fibre bundles analysed by the automated laser scanning technique
beforehand were then embedded vertically in an epoxy resin-pad. The
Geofix® resin (ESCIL, Chassieu, France) was used. It is a transparent
resin specially formulated to impregnate samples (high fluidity and low
shrinkage) with a curing time at room temperature of 24 h. Fibre

Fig. 1. Typical cross-sections of (a) sisal Agave sisalana, (b) palm Phoenix dactylifera, (c) flax Linium usitatissimum, (d) nettle Urtica dioica, and (e) hemp Canabis sativa drawn from optical
microscopy observations.

fibre bundles, Haag and Müssig [21] proposed an advanced measure-
ment technique of the CSA based on an automated laser scanning that 
has the advantage to measure the cross-sections dimensions all along 
the fibre and to be highly reproducible and not influenced by user. 
Nevertheless, the authors pointed out that errors can occur during laser 
measurements if partly spliced fibre bundles are measured instead of 
the whole element. They assume that filtering procedures can be ne-
cessary to exclude falsified data from the evaluation.

The purpose of this study is to develop a methodology to better 
assess the dimensional and morphometric characteristics of natural fi-
bres from various botanical origin. Cross-sectional measurements ob-
tained from optical microscopy observations are correlated with mea-
surements recorded with an automated laser scanning technique. Based 
on these measurements, data processing approaches adapted to the 
morphometric characteristics of each plant fibre species are proposed 
for the reliable calculation of natural fibres CSAs.

2. Experimental section

2.1. Materials

The dimensional and morphometric analysis of natural fibres was 
conducted on fibre bundles from five different plant species, three of 
them belonging to Eudicots and are commonly called ‘bast fiber’, poorly 
lignified, with a support function of the stem in planta: flax (Linum 
usitatissimum) and hemp (Canabis sativa) as annual fibre crop (after 
retting step) and nettle (Urtica dioica) as an perennial herbaceous plant. 
The other two species are from perennial Monocots, highly lignified, 
with a dominant conducting tissues function in planta: sisal (Agave si-
salana) coming from the leaf of agave and Palm (Phoenix dactylifera) are 
mats of leaf sheath surrounding the palm tree stems.

Due to either their various botanical origins and functions in plant 
(strength versus conducting), these fibre bundles are likely to show 
contrasted dimensional and morphometric characteristics as described 
in literature [4,10,39] and observed in Fig. 1. Wide variations in their 
cross-sectional dimensions as well as variations in their cross-sectional 
shape in terms of ellipticity and concavity are clearly observed.



bundles axial position within the epoxy resin-pad was precisely de-
termined so that the cross-sections measured by optical microscopy can
be directly compared one to one with those measured by the automated
laser scanning technique. The resin-pads containing the fibre bundles
were gradually sanded with a pitch of roughly 300 µm. A ten-polishing
sequences procedure using different fine polishing papers (600, 2400,
4000 grade) wetted with ethanol was achieved to ensure optimum
observation quality (Fig. 3a). After each sanding and polishing step, the
cross-section of each fibre bundle was observed under the optical mi-
croscope and their cross-sectional areas (CSAOM) were measured with
the image acquisition and processing software (Archimede®, Microvi-
sion Instruments, France). As shown in Fig. 3b and c, the outline of the
fibre bundle cross-section was cropped manually to calculate its area.
With 12 fibre bundle samples and 10 successive sanding and polishing
sequences, this leads to approximately 120 CSAOM measurements for
each of the five plant species.

3. Results and discussion

3.1. Lengthwise morphometric variations in fibre bundles from various plant
species

Based on the FDAS measurements, two main morphotypes among
the five plant species were observed. Palm and sisal fibre bundles ap-
pear relatively uniform and regular with low intra-fibre variability, i.e.
the minimum, maximum and average diameters are relatively constant
along the fibre bundles (Fig. 4a). Moreover, the average diameter and
maximum and minimum diameters are relatively close, suggesting that
their cross-sectional shape is almost circular (Fig. 4b and c). Similar

results were obtained for each fibre bundles samples from the same
plant species, suggesting that, for the tested batch of sisal and palm
fibre bundles, low inter-fibre bundles variability occurred. It should be
pointed out that the cross-sections of sisal fibre bundles always showed
a kidney shape which should be taken into account as the concave
surfaces cannot be measured with the FDAS device (see Section 2.2.1.).
Besides, palm and sisal fibre bundles are composed of many strongly
packed elementary fibres, reported as highly lignified, with large lumen
for some of them.

Flax, hemp and nettle fibre bundles are much more irregular with
wide variations in the minimum, maximum and average diameters
along their length, i.e. high intra-fibre variability (Fig. 5a). The large
difference measured between their maximum and minimum diameters
confirms their non-circularity, as can be evidently concluded from op-
tical microscopy observations (Fig. 5b–d). Besides, the analysis of the
whole data set available for flax, hemp and nettle fibre bundles showed
that there is more inter-fibre bundles variability for these plant species.
This has to be related to their botanical origin but also their harvesting
and extraction conditions. In particular, the presence of elementary
fibres detached from the main bundle was observed for retted flax fibres
due to their lower intercellular cohesion that favoured fibre bundles
splicing.

Based on these first observations, it is obvious that the simplifying
geometrical assumption that considers natural fibre bundle cross-sec-
tions as being purely circular and uniform is not appropriate. In the
following, a correlation between the data obtained from optical mi-
croscopy measurements and those measured by the automated laser
scanning is carried on.

Fig. 2. (a) FDAS device principle and (b) minimum, maximum and average diameters along a palm fibre bundle as measured with the FDAS device.

Fig. 3. (a) Scheme of an embedded fibre bundle in an epoxy resin-pad; Manual outline of the fibre bundle perimeter with the image processing software (Archimede®, Microvision
Instruments, France) for (b) sisal and (c) nettle.



3.2. Morphometric indicators of the (non-)circularity of natural fibre cross-
section

Fig. 6 correlates the apparent median diameter Dmedian measured
with the FDAS for each cross-sections of each fibre bundle sample and
the CSAOM of the corresponding cross-section (as determined by optical
microscopy measurements). A data table gives the minimum, maximum
and median apparent diameters and CSAOM of the tested fibre bundles
for the five plant species. For each plant species, the set of data pairs,
i.e. CSAOM from optical microscopy and corresponding Dmedian from
FDAS, was fitted with a circular-like model by least squares method
according to Equation 1:

= ×CSA k DOM median
2 (1)

Where, k is an adjustable parameter that equals to π/4 (i.e. 0.785)
for a perfect circular shape. The typical curve that should be obtained
for a perfect circular shape was superimposed.

As seen in Table 1, a good correlation to the circular model was
obtained for palm and sisal fibre bundles with k parameters equal to
0.778 and 0.702 respectively, very close to that of a perfect circular
shape (0.785), and good coefficients of determination R2 of 0.94 and
0.93 respectively. For the other plant species, k parameters were much
lower, 0.605, 0.660 and 0.485 for hemp, flax and nettle fibre bundles,
respectively, suggesting a strong deviation to the circular shape for
these fibre bundles. Larger scattering to the best fit obtained with k was
also observed with coefficients of determination R2 of 0.88, 0.68 and
0.79, respectively. It should be pointed out that deviations to the cir-
cular model do not seem to be diameter dependent because there is
substantial overlapping of apparent median diameter values between
the different plant species considered in this study.

To complete this first approach and determine if morphometric in-
dicators can be attributed to each plant fibre species, shape factors α
were calculated based on the ratio of the maximum to the minimum
diameters obtained by FDAS measurement for each fibre bundle cross-
section of the different plant species (Equation 2):

=α D
D
max

min (2)

Exhibiting median shape factors of 1.17 and 1.24, respectively,
cross-sectional shapes of palm and sisal fibre bundles appear to be close
to a circular shape (Fig. 7). In contrast, hemp, flax and nettle fibre
bundles present median shape factors of 2.35, 2.58 and 2.74,

respectively, with a wider dispersion. These results are in agreement
with previous observations and conclusions made from the results
presented in Fig. 5 and Fig. 6, and suggest that a geometrical model
based on the assumption of an elliptical cross-sectional shape would be
more suitable for the calculation of CSAs for hemp, flax and nettle fibre
bundles. Furthermore, the determination of shape factors from FDAS
measurements appears as an easy-to-calculate and robust morpho-
metric indicator to assess the circularity of cross-sections in natural
fibre bundles, whatever the diameter considered (Fig. 6).

3.3. Geometrical models and filtering method for the determination of CSAs
in natural fibre bundles

Several studies have been conducted on natural fibre dimensional
measurements, i.e. diameters and sections. Many studies considered
natural fibres as circular and regular objects [25,40]. This hypothesis
does not take into account the non-circularity of the fibre cross-section,
neither does the variability of the fibre cross-section along their length
[12]. Other authors took into account the irregularity of the section and
considered the cross-section as elliptic [12,21], hexagonal [41] or as a
convex hull [42], to better assess the real cross-sectional shape of nat-
ural fibres. It should be pointed out that all these assumptions on the
cross-sectional shape of the fibres directly influence the evaluation of
their mechanical properties and can contribute to the large scattering
found in literature for tensile strength and elastic modulus of natural
fibres.

Because of the considerable number of apparent diameter values
that can be collected in a reasonable time, the use of an automated laser
scanning device appears as a relevant and robust method which should
allow taking into account apparent dimensional irregularities of natural
fibre bundles. Based on the morphometric analysis, two morphotypes
have been identified: (i) palm and sisal fibre bundles which present a
lengthwise regular cross-sectional shape and low shape factors close to
1, and (ii) hemp, flax and nettle fibre bundles which present wide
lengthwise dimensional variations as well as irregular cross-sectional
shapes with high shape factors up to 2.74. According to these mor-
phometric features, different approaches of data processing and geo-
metrical models were applied to FDAS data for CSA calculation as
shown in Table 2.

The simplest approach is the circular model (Eq. (3)) which con-
siders the apparent median diameter of each cross-section, determined

Fig. 4. (a) Lengthwise morphometric variations for palm and sisal fibre bundles from the FDAS, and typical cross-section of (b) palm and (c) sisal fibre bundles embedded in epoxy resin-
pad as observed by optical microscopy.



from 600 diameter values, to calculate the CSA. It is valid for fibre
bundles having a nearly circular cross-sectional shape. The elliptic
model (Eq. (4)) uses the maximum and minimum apparent diameters of
each cross-section, extracted from 600 values, to calculate the CSA. The
filtered elliptic model (Eq. (5)) has been developed in this work to
exclude wrong data obtained with FDAS device, due to partly spliced
fibre bundles with detached elementary fibres (Fig. 8a) that can greatly
mislead the determination of the maximum and minimum diameters.
This model is based on a statistical approach that considers the occur-
rence frequency of apparent diameters during the data acquisition. As
shown in Fig. 8 for the scan of a flax fibre bundle cross-section, the
presence of detached elementary fibres can be identified by the ap-
pearance of peaks of low frequency (< 0.5%), generally located at
small diameter range of the order of the elementary fibre cell (Fig. 8b).

It is then possible to identify, for each cross-section scan, the wrong
values and exclude them from the statistical dataset. Filtered minimum
′Dmin and maximum ′Dmax diameters can be identified and used for the

calculation of the CSA (Eq. (5)).
The three methods of data processing described in Table 2 to de-

termine CSA from FDAS measurements were applied to the five plant
fibre species, and the resulting CSAFDAS were compared to the CSAOM

measured by optical microscopy.

3.3.1. Natural fibres with regular cross-sectional shape and low shape
factor

Fig. 9 shows a radar graph of the apparent diameters obtained from
FDAS measurements for one specific cross-section of a palm (a) and
sisal (b) fibre bundle. For palm, the radar pattern appears relatively

Fig. 5. Lengthwise morphometric variations (minimum, maximum and average diameters) for (a) hemp, (b) flax and (c) nettle fibre bundles, and typical cross-section of (d) hemp, (e) flax
and (f) nettle fibre bundles embedded in epoxy resin-pad as observed by optical microscopy.



circular, with a low deviation to the three models, and CSAOM is very
close to CSAs obtained from the models (23,460 µm2 versus 25,522 µm2

and 23,297 µm2 for circular and elliptic models, respectively). For sisal,
the deviation is slightly increased because of its particular kidney shape
cross-section (Fig. 1a).

Considering now the whole data set, a good correlation was found
between CSAOM and CSAFDAS values for palm fibre bundles (Fig. 10a),

whatever the model used, with coefficients of determination higher
than 0.95. Moreover, the correction factor C defined by

= ×CSA C CSAFDAS OM was close to 1, attesting for a very good esti-
mation of the CSA with the automated laser scanning method.

For sisal fibre bundles (Fig. 10b), only slight differences between the
three models are observed. Coefficients of determination are roughly

Fig. 6. Correlation between CSAOM measured by optical microscopy and corresponding apparent median diameters (D )median measured by FDAS for sisal, palm, hemp, nettle and flax
fibre bundles. (Full line corresponds to the curve obtained for a perfect circular shape).

Table 1
Fibre cross-sectional shape analysis based on a circular model.

Fibre bundles Number of data pairs (CSAOM – Dmedian) k R2

Perfect cylinder – 0.785 1
Palm 140 0.778 0.94
Sisal 138 0.702 0.93
Hemp 125 0.605 0.88
Flax 130 0.660 0.68
Nettle 120 0.485 0.79

Fig. 7. Boxplots of fibre bundles shape factors α for the different plant species (palm,
sisal, hemp, flax, nettle).

Table 2
Geometrical models and data processing approaches used to calculate the CSA from FDAS
measurements.

Method Geometric representation Calculation formula

Circular model = ×CSA Dπ
median4
2

(Eq. (3))

Elliptic model = × ×CSA D Dπ
min max4

(Eq. (4))

Filtered elliptic
model

= × ′ × ′CSA D Dπ
min max4

(Eq. (5))



0.9, and the analysis of correction factors C showed that the circular
model slightly overestimates CSAOM with a C value of 1.02, whereas
both elliptical models slightly underestimate CSAOM with a C value of
0.97. The kidney shape of sisal fibre bundles and the resulting concave
surfaces do not seem to hamper the reliable and accurate determination
of their CSA.

Our results thus show that CSAs of regular palm and sisal fibre
bundles can be satisfactorily approached from the FDAS measurements
using a circular model with minimal data processing. Indeed, the fil-
tered elliptic model does not enhance accuracy since the intercellular
cohesion within the fibre bundles is sufficient to avoid any fibre bundle
splicing. It should be pointed out that no fibre sample pre-treatments
aiming at fibre individualization were used for sisal or palm fibre
bundles. Also, both bundles are reported to be highly cohesive thanks to
a high lignin amount, arguably in their middle lamellas.

3.3.2. Natural fibres with irregular cross-sectional shape and high shape
factor

For hemp, flax and nettle fibre bundles, an important deviation from
circularity characterised by high shape factors was found (Fig. 7).
Moreover, large lengthwise morphometric variations were highlighted.

Fig. 8. (a) Optical micrograph of a flax fibre bundle with a detached elementary fibre, (b) corresponding occurrence frequency of diameters (interval unit: 1 µm) for one cross-section
scan.

Fig. 9. Radar of the apparent diameters from FDAS and corresponding modelled cross-
sections for one palm (a) and sisal (b) fibre bundle cross-section.

Fig. 10. Correlation between CSAFDAS and CSAOM for circular, elliptic and filtered elliptic models for (a) palm and (b) sisal fibre bundles.



In this regard, the use of an elliptical model appears more appropriate
to determine the CSA.

Fig. 11 shows the radar of the apparent diameter obtained from

FDAS measurements for one flax cross-section with fibre bundle spli-
cing and one without. In both cases, the radar patterns are close to that
of an ellipse. In the absence of measurement defects, the elliptic model
is appropriate with CSA of 9057 µm2 compared to CSAOM of 8950 µm2

(Fig. 11b). On the other hand, the use of a filtered elliptic model is
mandatory to identify and eliminate wrong apparent diameter values,
responsible for the large deviation of the simple elliptic model as evi-
denced in Fig. 11a with a large error in the CSA determination
(1389 µm2 versus 8179 µm2 for the CSAOM).

Considering the whole data set for hemp and flax fibre bundles
(Fig. 12a and b), the circular model gives higher coefficients of de-
termination. However, this model significantly overestimates the CSA.
For nettle fibre bundles (Fig. 12c), the elliptic model is better with a
slightly higher coefficient of determination and a correction factor C of
1.01.

For all these fibre bundles, the filtered elliptic model appears to
greatly enhance the quality of the correlation with CSAOM . Coefficients
of determination are indeed greatly increased and correction factors are
closer to 1. This is explained by the numerous splicing of fibre bundles
related to lower intercellular cohesion, that produce wrong data for
these plant fibres, especially low apparent diameter values originating
from detached elementary fibres. These wrong data must be excluded
from the analysis, and the filtered elliptic model developed in this study
greatly enhances the determination of the CSA for the irregular cross-

Fig. 11. Radar of the apparent diameters from FDAS and corresponding modelled cross-
sections for one flax fibre bundle cross-section, (a) with fibre bundle splicing, and (b)
without fibre bundle splicing.

Fig. 12. Correlation between CSAFDAS and CSAOM for circular, elliptic and filtered elliptic models for (a) hemp, (b) flax and (c) nettle fibre bundles.



4. Conclusions

The morphometric variations occurring in natural fibres have been
investigated. Various plant fibre species (sisal, palm, flax, hemp, and
nettle) having contrasted morphometric characteristics were analysed
by optical microscopy and automated laser scanning (FDAS) measure-
ments. Two main morphotypes have been identified: (i) monocots palm
and sisal fibre bundles from leaves which presented a lengthwise reg-
ular cross-sectional shape and low shape factor close to 1, and in con-
trast (ii) eudicots hemp, flax and nettle fibre bundles from bast fibres
which presented wide lengthwise dimensional variations as well as ir-
regular cross-sectional shape and high shape factors up to 2.74. Based
on these observations, geometrical models and a filtering method were
applied to the FDAS data so as to determine the best approach to cal-
culate the cross-sectional area (CSA) of each plant fibre species. Our
results show that CSAs of regular palm and sisal fibre bundles can be
satisfactorily assessed from the FDAS measurements using a circular
model with minimal data processing. For more irregular cross-sectional
shape encountered in natural fibres such as hemp, flax and nettle, the
filtered elliptic model developed in the present study greatly enhances
the determination of the CSA. This filtering method can be im-
plemented in routine as an automated post-processing of the data ob-
tained from the FDAS. Furthermore, based on the CSA measured by
optical microscopy, CSA correction factors were determined for each
plant fibre species and the applied geometrical models so that an ac-
curate CSA can be calculated from the automated laser scanning data.
The methodology developed in this study appears as a fast, efficient and
reliable approach for the assessment of the cross-sectional area in nat-
ural fibres. This opens interesting perspectives for a better assessment of
natural fibre tensile properties both for research and quality control
purposes in industry.
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