Model-based strategy oriented to PEMFC system prognostic for Bus transportation applications based on EMR formalism.

Raffaele Petrone, Nadia Yousfi Steiner, Samir Jemei, Fabien Harel, Daniel Hissel, Marie-Cécile Pera

To cite this version:

Raffaele Petrone, Nadia Yousfi Steiner, Samir Jemei, Fabien Harel, Daniel Hissel, et al.. Model-based strategy oriented to PEMFC system prognostic for Bus transportation applications based on EMR formalism.. FDFC 2017, 7th International Conference on Fundamentals & Development of Fuel Cells,, Jan 2017, STUTTGART, Germany. hal-01832026

HAL Id: hal-01832026
https://hal.science/hal-01832026
Submitted on 6 Jul 2018

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.
Model-based strategy oriented to PEMFC system prognostic for Bus transportation applications based on EMR formalism.

R. PETRONE\textsuperscript{1,2}, N. YOUSFI STEINER\textsuperscript{1,2,3}, S. JEMEI\textsuperscript{1,2}, F. HAREL\textsuperscript{2,4}, D. HISSEL\textsuperscript{1,2}, M-C. PERA\textsuperscript{1,2}

\textsuperscript{1}FEMTO-ST, CNRS, Univ. Bourgogne Franche-Comte, rue Thierry Mieg, F-90010 Belfort Cedex, France
\textsuperscript{2}FCLAB, CNRS, Univ. Bourgogne Franche-Comte, rue Thierry Mieg, F-90010 Belfort Cedex, France
\textsuperscript{3}Labex ACTION, CNRS, Belfort, France.
\textsuperscript{4}Université de Lyon, IFSTTAR / AME / LTE, France

Proton exchange membrane fuel cells (PEMFCs) appear nowadays to be a promising solution to face energy transition challenges in automotive applications. In this scenario, PEMFCs lifespan and their remaining Useful Life (RUL) under dynamic operations is currently object of main interest.

This work introduces the fundamentals to design a generic strategy to support PEMFC durability enhancement in case of bus transportation applications. To this purpose, the energetic macroscopic formalism (EMR) is used to represent and model both the stack and the balance of plant (BoP) interactions. Based on power exchanges, each element will be related to another according to the action-reaction principle. The expected model will be able to simulate the system's response under a given load mission profile. Ageing behavior will be also considered in the model development. The model is expected to predict the voltage degradation profile with respect to the operating time and/or the produced energy. The voltage trend will be subsequently exploited by prognostic techniques to evaluate the PEMFC and BOP RUL and support their maintenance. This kind of approach is useful to integrate the existing diagnostic algorithms and support PEMFC makers in control decisions and maintenance scheduling as illustrated below.

The research leading to these results has received funding from the European Union’s Horizon2020 Programme (H2020-JTI-FCH-2015-1) for the Fuel Cells and Hydrogen Joint Undertaking, under grant agreement n° 700101 – Project : GIANTLEAP (Giantleap Improves Automation of Non-polluting Transportation with Lifetime Extension of Automotive PEM fuel cells). The work is performed in collaboration with the Labex ACTION Program (contract N° ANR-11-LABX-0001-01).