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In this paper, we present the effect of different sub-mm and mm-wave probe geometry and topology on the measurement results of dedicated test-structures calibrated with on-wafer TRL. These results are compared against 3D EM simulation of the intrinsic test-structures. To analyze difference between the measured and intrinsic EM simulation results, onwafer TRL calibration performed on EM simulation results of a dedicated test-structure is also presented.

I. INTRODUCTION

With time, millimeter-wave and sub-millimeter wave are found suitable for diverse applications [START_REF] Crowe | Terahertz RF Electronics and System Integration [Scanning the Issue[END_REF], [START_REF] Tonouchi | Cutting-edge terahertz technology[END_REF] and require extensive research focus from high speed integrated devices to the system level design for full utilization of these frequency bands. To design a system working in the mm-and sub-mm range, development of an accurate SPICE model of the elementary devices is required. In development of a robust and precise SPICE model for the state-of-the-art high speed devices, its validation against device experimental data is indispensable. Accuracy of the used experimental data is essential to extract correct values of the compact model parameters and to use them further for circuit design. To obtain accurate experimental data, design of test-structures, de-embedding/calibration methods along with characterization techniques play a very important role at the sub-THz frequencies [START_REF] Mangan | De-embedding transmission line measurements for accurate modeling of IC designs[END_REF][START_REF] Issaoun | On the Deembedding Issue of CMOS Multigigahertz Measurements[END_REF][START_REF] Manuel | New 3D-TRL structures for on-wafer calibration For high frequency Sparameter measurement[END_REF].

Calibration on Impedance Standard Substrate (ISS)standard combined with Open-Short de-embedding method is an industry de-facto standard but it becomes less accurate above 30 to 40 GHz [START_REF] Potereau | Limitations of On-Wafer Calibration and De-embedding Methods in the Sub-THz Range[END_REF][START_REF] Raya | Méthodes de caractérisation en hautes fréquences des technologies de circuits intégrés en silicium dédiées aux applications Téra hertz et sub-Téra hertz[END_REF]. More advanced de-embedding methods can be adopted to improve the accuracy [START_REF] Pourchon | From measurement to intrinsic device characteristics: Test structures and parasitic determination[END_REF][START_REF] Derrier | State-of-the-art and future perspectives in calibration and de-embedding techniques for characterization of advanced SiGe HBTs featuring sub-THz fT/fMAX[END_REF][START_REF] Potéreau | Meander type transmission line design for on-wafer TRL calibration[END_REF] in cost of the complexity. To reduce reliance from less accurate offwafer calibrations, to improve accuracy and repeatability of the measured data, on-wafer calibration technique enabling accurate characterization of high speed devices in sub-THz frequency range is highly desirable [START_REF] Rumiantsev | Comparison of onwafer multiline TRL and LRM+ calibrations for RF CMOS applications[END_REF]. In this work, we have adopted thru-reflect-line (TRL) method for the on-wafer calibration of device-under-test (DUT), which is the reference for on-wafer measurements at sub-mm wave and mm wave frequencies [START_REF] Williams | Calibration-Kit Design for Millimeter-Wave Silicon Integrated Circuits[END_REF].

II. ON-WAFER CALIBRATION AND VERIFICATION STANDARDS

In order to perform on-wafer TRL calibrations, STMicroelectronics BiCMOS55 (B55) technology is used to design and fabricate all the test-structures [START_REF] Chevalier | A 55 nm triple gate oxide 9 metal layers SiGe BiCMOS technology featuring 320 GHz fT / 370 GHz fMAX HBT and high-Q millimeter-wave passives[END_REF]. The developed test-structures consist of nine metallic layers (copper in M1-M8 + Aluminum layer on top of M8 to realize contact pads) in back-end-of-line (BEOL). Our test-structures are compatible to perform characterization using 50 µm pitch probes and 100 µm pitch probes. In this work, used on-wafer test-structures (see Fig. 1 -Fig. 3) are as follows:

 condition is assigned on the symmetry plane to obtain solution equivalent to complete structure. To perform EM simulation on intrinsic structures, only intrinsic parts of structures are taken into account (e.g. see intrinsic structure of Open-M1 shown in Fig. 4 in comparison to its complete structure shown in Fig. 3).

IV. RESULTS AND DISCUSSION

Using fabricated test-standards on the silicon wafer, first onwafer TRL calibration is performed and the reference plane is -ved. In particular, the combination of Picoprobe with 50 µm pitch and TRL on-wafer calibration seems to be not sufficient for accurate representation of the DUT's intrinsic behavior.

The magnitude and phase of transmission coefficient S21 of a meander-line is shown in Fig. 9 and Fig. 10 up 220 GHz. For this DUT, the different measurement configurations give similar results except in the low frequency range for the Picoprobe with 100 µm pitch. A coupling with neighboring structures may be the origin of this non-ideal behavior. Inductance of the Short-M1 w.r.t. frequency is shown in Fig. 11. From 50 to 110 GHz, the Picoprobe with 100 µm pitch, and from 140-220 GHz, the Cascade-probe with 100 µm pitch, are matching well the theoretically predicted intrinsic DUT characteristic. In order to analyze differences between the intrinsic HFSS simulation results and measured data, we prepared 100 μm pitch probe model in HFSS based on the coplanar + coaxial topology (similar to Picoprobe with 100 µm pitch). Using the probe model, 3D EM simulations with and without neighboring structures are carried out on test-structures shown in Figs. 123. After performing on-wafer TRL calibration on EM simulation data, magnitude of reflection coefficient S11 of Open-M1 is shown in Fig. 12. From Fig. 12, it can be observed that HFSS probe model gives different results than the intrinsic simulation and upto some extend mimic behavior of measurement data of Fig. 7. From Fig. 12, it can also be observed that measurement results are more prone to probe design and presence of neighboring structures around DUTs at higher frequencies. Therefore, effects predicted by calibrated EM simulation results shown in Fig. 12 could be the possible reasons behind difference between the intrinsic simulation and measured data visible in Fig. 7 -Fig. 11. In addition, these results also show importance of the complete characterization setup in the on-wafer TRL calibration.

V. CONCLUSION

In conclusion, we want to point out that considering intrinsic simulation data as a reference, we observe that after on-wafer TRL calibration the measurements of dedicated test-structures using different probes topologies (i.e. based on coplanar and microstrip) give different results. It is interesting to see that after on-wafer TRL calibration the measurements done on the same DUT with same probe topology but with different pitch also shows variation in results as frequency increases. These results show the importance to take into account the complete characterization setup when performing on-wafer TRL calibration. In particular, depending on the design of the teststructures together with the probe geometry, on-wafer TRL calibration is not sufficient for some particular cases and coupling correction becomes mandatory.
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 12 Fig 1: 3D view of THRU, OPEN and SHORT standards used in on-wafer TRL calibration are shown in panel (a), (b), and (c), respectively. Length of the THRU standard is 35 µm.
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 3 Fig 3: 3D view of the Open-M1 where metal-1 (M1) does not have connection with ground as shown in the enlarged view.
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 4 Fig 4: 3D view of intrinsic structure of Open-M1. Complete structure of Open-M1 including signal and ground pads is shown in Fig. 3.
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 5 Fig 5: Image of the Picoprobe 50 µm pitch with waveguide used in G-band (140 GHz-220 GHz) measurement. Note that two other Picoprobes are also used in measurement but their images are not shown.
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 6 Fig 6: Image of the Cascade Infinity probe used in G-band (140 GHz -220 GHz) measurement.
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 7 Fig 7: Magnitude of reflection coefficient S11 of Open-M1 w.r.t. frequency. Symbols are used to represent the measurement data and line is used for representation of intrinsic simulation performed in HFSS.
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 8 Fig 8: Phase of S11 of Open-M1 w.r.t. frequency. Symbols are used to represent the measurement data and line is used for representation of intrinsic simulation performed in HFSS.
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 9 Fig 9: Magnitude of transmission coefficient S21 of meander-line w.r.t. frequency. Symbols are used to represent the measurement data and line is used for representation of intrinsic simulation.
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 10 Fig 10: Phase of transmission coefficient S21 of Meander-LINE w.r.t. frequency. Symbols are used to represent the measurement data and line is used for representation of intrinsic simulation performed in HFSS.

Fig 11 :

 11 Fig 11: Inductance of the Short-M1 with respect to frequency. Symbols are used to represent the measurement data and line is used for representation of intrinsic simulation performed in HFSS.

Fig 12 :

 12 Fig 12: Comparison of reflection coefficient S11 of Open-M1 w.r.t. frequency. These results are obtained from EM simulation of intrinsic structure and onwafer calibration performed on EM simulation of complete structure. Differences between intrinsic simulation and simulation using probe model has very similar pattern as observed in Fig. 7 between the measured data and intrinsic simulation. Simulation with and without neighboring structure around DUT indicates surrounding condition can impact the measurement.
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