Editorial for special collection on the estimation and control of MAV navigation in GPS-denied cluttered environments

Julien Marzat, Guido de Croon, Friedrich Fraundorfer, Pascal Morin, Antonios Tsourdos

To cite this version:


HAL Id: hal-01842372
https://hal.science/hal-01842372
Submitted on 18 Jul 2018

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.
Editorial for special collection on the estimation and control of MAV navigation in GPS-denied cluttered environments

Julien Marzat\(^1\), Guido de Croon\(^2\), Friedrich Fraundorfer\(^3\), Pascal Morin\(^4\) and Antonios Tsourdos\(^5\)

New types of missions are being addressed by micro air vehicles (MAVs) in GPS-denied environments, which can be either indoor buildings or plants or outdoor facilities such as electrical substations or forests. These places can be highly uncertain with no previous mapping available and with little prior information, as well as highly cluttered and possibly containing dynamical objects.

Progress in technology and automation has made it possible to embed cameras (monocular, stereo or more) or laser scanners as main sensors on MAVs, which can be associated in a sensor fusion scheme with an inertial measurement unit and – depending on payload mass allowed – small-scale sonar or depth sensors.

However, safe navigation for autonomous surveillance or inspection missions in this type of challenging environment still requires the development of new sensor-based estimation and control algorithms that can be embedded on multi-rotor or flapping-wing MAVs with limited on-board computational capabilities.

This special issue covers several aspects of the research effort on this topic, ranging from localization issue using a limited number of sensors to control or learning-based approaches for achieving specific tasks.

Vina and Morin\(^1\) present a methodology to obtain complete 3D local pose estimates in electric tower inspection tasks (where GPS localization is disturbed) with MAVs, using an on-board sensor setup consisting of a 2D LiDAR, a barometer sensor and an inertial measurement unit (IMU).

Chojnacki and Indelman\(^2\) present a vision-based method using a light bundle adjustment procedure for simultaneous robot motion estimation and dynamic target tracking, while operating in GPS-denied unknown or uncertain environments.

Yu et al.\(^3\) propose an end-to-end landmark detection system based on a deep convolutional neural network and an associated embedded implementation on a graphics implementation processing unit to perform vision-based autonomous landing.

In van Hecke et al.\(^4\), a self-supervised learning strategy is proposed for the safe navigation among obstacles of a flying robot using very light embedded vision sensors. The proposed learning mechanism relies on distance estimates provided by stereo vision and then learns how to perform this estimation using only monocular information.

Tripicchio et al.\(^5\) address the problem of semi-automatic navigation in confined environments using laser-based localization, with application to the inspection of an industrial combustion chamber with poor lighting conditions, in the presence of magnetic and communication disturbances, iron dust and repetitive patterns on the structure walls.

Sarras et al.\(^6\) treat the problem of simultaneous collaborative localization and control for a fleet of MAVs tracking a common target using only range and velocity measurements. The proposed solution combines local filters for each agent and cooperative filters to estimate all positions, which are then used in a dynamic consensus control law to track the target without any

---

\(^1\)DTIS, ONERA, Université Paris-Saclay, Palaiseau, France
\(^2\)Micro Air Vehicle Laboratory, Faculty of Aerospace Engineering, Delft University of Technology, Delft, The Netherlands
\(^3\)Institute of Computer Graphics and Vision, TU Graz, Austria
\(^4\)Institut des Systèmes Intelligents et de Robotique (ISIR), Sorbonne Universités, Paris, France
\(^5\)School of Aerospace, Transport and Manufacturing, Cranfield University, Cranfield, England, United Kingdom

The first author is an Invited Lead Editor; other authors are Guest Editors.

Corresponding author: Guido de Croon, Delft University of Technology, Delft, the Netherlands. Email: g.c.h.e.decroon@tudelft.nl

Creative Commons CC BY: This article is distributed under the terms of the Creative Commons Attribution 4.0 License (http://www.creativecommons.org/licenses/by/4.0/) which permits any use, reproduction and distribution of the work without further permission provided the original work is attributed as specified on the SAGE and Open Access pages (https://us.sagepub.com/en-us/nam/open-access-at-sage).
external reference which makes it applicable in GPS-denied environments.

In summary, these papers report a number of contributions on sensor integration, signal processing and control algorithms associated to validations based on simulations and experimental data, which should pave the way to future developments and widespread use of MAV technology in future applicative scenarios involving indoor and cluttered environments.

References
1. Vina C and Morin P. MAV local pose estimation with a 2D laser scanner: a case study for electric tower inspection.