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Manufacturing of ceramic matrix composite using a hybrid process combining TiSi2 active filler infiltration and preceramic impregnation and pyrolysis

Infiltration and Hot Processing (SI-HP) or using several other techniques [START_REF] Naslain | Design, preparation and properties of non-oxide CMCs for application in engines and nuclear reactors: an overview[END_REF][START_REF] Naslain | SiC-matrix composites: Nonbrittle ceramics for thermo-structural application[END_REF][START_REF] Rosso | Ceramic and metal matrix composites: Routes and properties[END_REF][START_REF] Magnant | Carbon fiber/reaction-bonded carbide matrix for composite materials -Manufacture and characterization[END_REF][START_REF] Magnant | Fiber-reinforced ceramic matrix composites processed by a hybrid technique based on chemical vapor infiltration, slurry impregnation and spark plasma sintering[END_REF][START_REF] Gonon | Comparison of two processes for manufacturing ceramic matrix composites from organometallic precursors[END_REF] . In order to be competitive on the civil aeronautics market, low cost CMC processing such as liquid phase routes including polymer impregnation/pyrolysis are particularly developed. Using complementary methods of densification such as slurry impregnation with filler powder and liquid polymer impregnation enables to obtain an effective process with a low price/performance ratio. Adding fillers to the polymer allows modulating certain properties of the final ceramic, such as mechanical behaviour, electrical or thermal properties. However, an inherent shrinkage is observed after pyrolysis of the polymer, even when inert powders are inserted in the matrix. The repetition of numerous impregnation and pyrolysis cycles is then necessary to obtain a dense material [START_REF] Jones | Polymer derived ceramic matrix composites[END_REF] . P. Greil suggested overcoming this problem with the addition of active fillers, which react during pyrolysis under reactive atmosphere to form oxides, carbides or nitrides leading to significant volume expansions [START_REF] Greil | Active-filler-controlled pyrolysis of preceramic polymers[END_REF][START_REF] Greil | Near net shape manufacturing of polymer derived ceramics[END_REF][START_REF] Suttor | Fiber-reinforced ceramic-matrix composites with a polysiloxane/boron-derived matrix[END_REF][START_REF] Greil | Near net shape manufacturing of ceramics[END_REF][START_REF] Greil | Pyrolysis of Active and Passive Filler-loaded Preceramic Polymers, Handbook of Advanced Ceramics[END_REF][START_REF] Erny | Microstructure development of oxycarbide composites during active-filler-controlled polymer[END_REF][START_REF] Ma | Processing and characterization of particles reinforced Si-O-C composites via pyrolysis of polysiloxane with SiC or/and Al fillers[END_REF][START_REF] Akkas | Silicon oxycarbide-based composites produced from pyrolysis of polysiloxanes with active Ti filler[END_REF][START_REF] Xie | Active filler (aluminum-aluminum nitride) controlled polycarbosilane pyrolysis[END_REF][START_REF] Ade | Electroconductive ceramic composites with low-to-zero shrinkage during sintering[END_REF][START_REF] Torrey | Composite polymer derived ceramic system for oxidizing environments[END_REF] . These reactions occur with a volume expansion that can compensate for the polymer shrinkage. However, most active fillers react only at high temperatures (T > 1400°C). This can be a major drawback if the fibres are damaged during the heating at high temperatures.

Titanium disilicide powder (TiSi 2 , density = 4.01 g/cm [START_REF] Rosso | Ceramic and metal matrix composites: Routes and properties[END_REF] ) is identified as an interesting active filler [START_REF] Vojtech | High temperature oxidation of titanium-silicon alloys[END_REF] . Under nitrogen atmosphere, the nitridation of TiSi 2 starts around 1000°C, and leads to the formation of TiN (d = 5.43 g/cm 3 ) and Si 3 N 4 (d = 3.19 g/cm [START_REF] Rosso | Ceramic and metal matrix composites: Routes and properties[END_REF] ) with a 57 volume percent increase when the reaction is complete. It is well-known that the powder size can influence the reaction rate; therefore several studies were performed to prepare ceramic composites with a small size powder obtained by ball-milling [START_REF] Ber | An accurate approach of the nitridation process of TiSi 2 Powder[END_REF][START_REF] Ber | Ceramic matrix composites densification by active filler impregnation followed by a P.I.P. process[END_REF][START_REF] Maillé | Study of the nitridation process of TiSi 2 powder[END_REF] . To control the process, the nitridation of TiSi 2 must be well understood. In the first part of this paper, we explore the influence of temperature and time on the nitridation rate of micron and submicron TiSi 2 powders. The preparation of the composites and the mechanical behaviour (3-point bending tests) of CMC containing powders of TiSi 2 or TiSi 2 nitrided within their matrices are then presented.

Materials and experimental procedure

A high purity micrometer-sized TiSi 2 powder (C-54 stable phase, 99.95% in purity, ~ 45 µm, Neyco) is used during this work. A study of XRD patterns by Rietveld method (fullprof 2K [START_REF] Rodriguez-Carvajal | Recent advances in magnetic structure determination by neutron powder diffraction[END_REF] ) shows the presence of 8.6%wt of free silicon and of 91.4%wt of TiSi 2 phase. This raw powder is milled with a planetary ball mill (Retsch PM200 Composites are fabricated from 2D fibre preforms (~ 2 mm thickness) made of woven Nicalon fibres (Nippon Carbon Co.) and they are covered by PyC interphase. These SiCbased fibres are unstable at high temperatures because of the silicon oxycarbide phase they contain, which decomposes beyond 1150 °C; the manufacturing of CMC is therefore limited to this maximum temperature when using these fibres.

To prepare the CMC, the fibre preforms are first consolidated by one PIP cycle with a phenylcontaining polysiloxane (resin 1 -Table 1), then impregnated with a slurry containing the TiSi 2 powder.

The active filler powders are mechanically mixed with ethanol in order to obtain slurry. The is calculated according to the equation ( 1):

σ R = 3 F L / 2 w t² ( 1 
)
where F is the maximal applied force, L the support span (50 mm), w the width (~ 10 mm) and t the thickness (~ 2 mm) of the specimen. We used a universal testing machine (Instron 5860) at a cross-head speed of 0.5 mm/min at room temperature.

Results and discussion

Nitridation process

3.1.a. Commercial TiSi 2 powder

According to the Ti-Si-N phase diagram [START_REF] Sambasivan | Phase chemistry in the Ti-Si-N system -Thermochemical stability diagrams[END_REF][START_REF] Paulasto | Interfacial reactions in Ti/Si 3 N 4 and TiN/Si diffusion couples[END_REF][START_REF] Ma | The thermodynamic assessment of the Ti-Si-N system and the interfacial reaction analysis[END_REF][START_REF] Beyers | Phase-equilibria in thin-film metallizations[END_REF] , the nitridation of TiSi 2 is described by equations 1 and 2 depending whether it is partial or complete.

2 TiSi 2 (s) + N 2 (g) = 2 TiN (s) + 4 Si (s) W/Wo = 13.5% (Equation 1)

6 TiSi 2 (s) + 11 N 2 (g) = 6 TiN (s) + 4 Si 3 N 4 (s) W/Wo = 49.4% (Equation 2)

In order to study the phenomenon of nitridation as a function of temperature, a non-isothermal nitridation of as received TiSi 2 powder (d 50 ~ 10 µm -Table 2) is first performed. The sample is heated from 20 to 1300°C at a low rate of 1°C/min in pure flowing nitrogen gas. The weight gain and its derivative are plotted as a function of the temperature in Figure 1.

From those measurements, it appears that no significant weight gain is obtained until the temperature reaches 900°C. In Figure 1, it is possible to observe two phenomena on the curve of thermogravimetric analysis. The first began at 1130°C until 1250°C. It is attributed to the transformation of TiSi 2 into free silicon and TiN according the Equation 1 (partial nitridation), into the surface and inside the grains. The mass gain corresponds to around 14 % that is expected [START_REF] Maillé | Study of the nitridation process of TiSi 2 powder[END_REF] .

The second phenomenon corresponds to the transformation of free silicon on Si 3 N 4 according the Equation 2 (complete nitridation) as it is described by Cordoba et al. [START_REF] Cordoba | Nitriding study of titanium silicide intermetallics obtained by mechanical alloying[END_REF] .

Our studies are oriented on CMC prepared with Nicalon fibre for aeronautic applications.

These SiC based fibres are unstable at high temperature (>1150°C). The manufacturing of CMC is therefore limited to temperature of 1100°C.

Sections of nitrided TiSi 2 grains are observed by SEM (Figure 2). EDX of TiSi 2 nitrided during 5 hours at 1100°C reveals the formation of TiN and Si when TiSi 2 reacts with nitrogen (Figure 2a). XRD patterns confirm the presence of TiN (JCPDS 38-1420) and Si (JCPDS 27-1402) phases, and the absence of Si 3 N 4 . Only the 3 µm in diameter grains would completely react with nitrogen according to the equation 1. In the middle of the grain, the TiSi 2 phase is still present, with the expected stoichiometry. The process of nitridation explored at 1100°C during 5 hours is in good agreement both with the equation 1, and the data published previously [START_REF] Maillé | Study of the nitridation process of TiSi 2 powder[END_REF] , inducing a maximum weight gain of 13.5% (ΔW/W 0 ) and a maximum volume gain of 36.9% (ΔV/V 0 ). Some thermodynamic studies in the Ti-Si-N ternary system indicate that TiSi 2 can be nitrided into TiN and Si 3 N 4 at 1100°C. [START_REF] Paulasto | Interfacial reactions in Ti/Si 3 N 4 and TiN/Si diffusion couples[END_REF][START_REF] Ma | The thermodynamic assessment of the Ti-Si-N system and the interfacial reaction analysis[END_REF][START_REF] Beyers | Phase-equilibria in thin-film metallizations[END_REF] This assertion is not confirmed by our first experiments, even after 8 hours of nitridation at 1100°C. In order to verify the existence of the Si 3 N 4 phase, a TiSi 2 powder was nitrided at 1100°C during 50 h. The Figure 2b presents transverse sections of a TiSi 2 grain observed by SEM after such a treatment. EDX confirms the presence of the TiN phase and demonstrates the formation of a slight quantity of the Si 3 N 4 phase. XRD pattern confirms this assertion. The reaction kinetics of free silicon with nitrogen to form Si 3 N 4 is very low.

It was decided to mill the starting powder with the intention to increase the specific area and to promote the reaction mechanism corresponding to the equation 2.

3.1.b. Influence of milling conditions on nitridation

A high-energy planetary milling with ethanol as solvent is performed in order to increase the efficiency of the nitridation reaction [START_REF] Suryanarayana | Mechanical alloying and milling[END_REF] . Milling conditions and characteristics of sub-micron powders obtained are reported in Table 2.

Thermogravimetric analyses are performed on milled powders at 1100°C (Figure 3).

As expected, the nitridation of planetary milled powders begins clearly at a lower temperature of 650°C, with much steeper slopes during the heating stage. Furthermore, the weight gain exceeds 29.5 weight percent after 5 h at 1100°C. Such a high value implies the formation of Si 3 N 4 .

After 5 h at 1100°C in N 2 , XRD patterns of all nitrided powders indicated the presence of TiN and Si (Figure 4). Only raw nitrided powders still exhibits peaks of TiSi 2 . The XRD pattern of the TiSi 2 powder nitrided after planetary milling included also small peaks corresponding to the β-Si 3 N 4 phase.

Flexural strength of composites

Using infiltration of the milled TiSi 2 powder (25 ± 4 weight %), nitridation and PIP with the resin 2 (27 ± 5 weight % for the first impregnation), and different conditions of thermal treatments, various composites are produced and their mechanical properties are determined (Table 3). More particularly, the influence of (i) the presence of TiSi 2 powder, (ii) the nitridation conditions and (iii) the repetition of the impregnation and pyrolysis cycles are studied. The flexural properties are obtained using 3-point bending tests. The strengths are distributed between 35 and 160 MPa with only one PIP cycle and reach 215 MPa with three PIP cycles. The same range of the higher flexural strength value is reported in literature for CMCs processed by liquid routes. Authors often choose to multiply PIP cycles [START_REF] Ziegler | Fiber-reinforced composites with polymer-derived matrix: processing, matrix formation and properties[END_REF][START_REF] Dong | Microstructural evolution and mechanical performances of SiC/SiC composites by polymer impregnation/microwave pyrolysis (PIMP) process[END_REF][START_REF] Lu | Fabrication of a Nicalon (TM) fiber/Si 3 N 4 -based ceramic-matrix composite by the polymer pyrolysis method[END_REF][START_REF] Shin | Low-temperature processing of ceramic woven fabric ceramicmatrix composites[END_REF] , and sometimes introduce passive or active fillers [START_REF] Nakano | Fabrication and characterization of 3-dimentional carbon-fiber-reinforced silicon-carbide and siliconnitride composites[END_REF][START_REF] Stantschev | Long fibre reinforced ceramics with active fillers and a modified intra-matrix bond based on the LPI process[END_REF] . As it was expected, the values of strengths depend particularly on the nature of the initial powder, the degree of advancement (progression) of in-situ reaction of nitridation and the number of PIP cycles. The last point can be explained regarding the final porosity of CMC measured as 15.5% for CMC2 and 7.3% for CMC5. Results are presented in more detail in the following paragraph. The ultimate flexural strength of CMC5 corresponds to the higher value, and it is obtained when 3 PIP cycles are performed.

3.2.b. Impact of the completion of the nitridation reaction

In order to show the influence of the total nitridation of TiSi 2 powder on the mechanical properties of CMC, carbon fibres guipex preform (ex-PAN) were used instead of Nicalon ones because carbon fibres are stable under heat treatments; filled preforms can be treated up to 1300°C without degradation of carbon fibres. The same dimensions of samples are used to study the mechanical properties. CMC6 and CMC7 were fabricated in the same way than the others composites with only one PIP cycle and thermal treatment up to 1100°C and 1300°C respectively. Figure 7 shows the importance of completing the nitridation of the TiSi 2 according to mechanism corresponding to the Equation 2, leading to the presence of TiN and Si 3 N 4 . The completion of the nitridation reaction obtained after treatment up to 1300°C improves both the stiffness and the ultimate flexural strength of the composite CMC7 compared to CMC6.

Figure 8 shows the overall microstructure of a CMC with totally nitride TiSi 2 (CMC7). It can be observed that with nitridation at 1300°C, the grains fill the inter-bundle porosity efficiently.

These results show the influence of complete nitridation of TiSi 2 powder filled in a preform. It can be proposed that this step in the preparation of composites by a hybrid process is of major importance since that can improve the mechanical behavior of CMC.

Conclusion

A new hybrid process of CMC manufacturing involving a first step of infiltration and nitridation of TiSi 2 powders under nitrogen atmosphere was performed. First the influence of sized of active filler has been studied. The increase of the specific surface area of the TiSi 2 powder improves the nitridation kinetics and leads to facilitate the formation of Si 3 N 4 at low temperature (1100°C). Secondly, relatively dense composites are produced by a process combining (i) the active filler impregnation, (ii) the in-situ nitridation process of this active filler, (iii) the impregnation and pyrolysis of a preceramic polymer. Choosing this liquid route and SiC Nicalon fibre preforms have enabled to develop a low-cost process performed at temperatures below 1100°C. The flexural strength of prepared composites depends on the composition of fillers. The better mechanical properties are obtained when the filler is all active. The presence of a larger proportion of Si 3 N 4 in the matrix is associated with an increase of the ultimate flexural strength and of the Young's modulus as it was proved using C fibres reinforcement and at 1300°C as treatment temperature.
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 56 Figures 5 show the distribution of different constituents inside the composite CMC5. The
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  of active filler powder could be obtained with an optimum concentration of 2.5 mg of PEI per square meter of powder. The fibre preforms are immersed in a beaker of suspension and the impregnation is performed under vacuum for one hour. The samples are then removed from the suspension, and the solvent is evaporated by heating at 100°C under vacuum for one hour. The composites impregnated with the active filler are then nitrided under a flow of nitrogen gas at a ramping rate of 10°C/min up to 1100°C, and maintained at this temperature for 5 h. It is important to notice that the nitridation is performed before impregnation of polymer. To suppress the contact with oxygen during pyrolysis an oxygen scavenger is used. Treatments are carried out in a furnace using alumina crucibles. A methyl-polysiloxane (resin 2 -Table1) requiring no solvent is chosen as preceramic polymer to perform the final PIP process. Impregnation is carried out in a beaker

addition of poly-ethylene imine (PEI) enabled to stabilize the colloidal suspension. A concentration of 15%V under vacuum during one hour. The samples are cured by a thermal treatment of 1 h at 60°C under vacuum and pyrolysis is achieved by heat treatment up to 1000°C. The mechanical behaviour of CMC samples is explored using bending test. The ultimate flexural strength (σ R )
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