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Elastoplastic behaviour of zirconium alloy cladding tubes after cold rolling

Complementary methods have been used to analyse residual stresses in zirconium alloy tubes which were manufactured by cold rolling: X-ray diffraction and scale transition model. A modified elasto-plastic self-consistent model (EPSC) has been used to simulate the experiments and exhibits agreement with experimental data. X-ray diffraction analysis in rolling direction shows different stress values for the analysed planes respectively. The measured strains were generated by an anisotropic plastic deformation. Plastic incompatibility stress on X-ray measurements should be taken into account so as to make a correct interpretation of the experimental data.

I. Introduction

Pressurized heavy water reactors use zirconium alloys due to their low neutron absorption cross-section, low irradiation creep and high corrosion resistance in reactor atmosphere. Due to their hcp structure, Zr single crystals are usually highly anisotropic. Consequently, strong residual stresses are generated in fabricated components of Zr alloy during mechanical treatments. These stresses play an important role in subsequent deformation and modify the mechanical properties of the reactor core components. This work concerns the manufacturing process of Zr alloy cladding tubes. These tubes are manufactured by cold rolling. To reach its final size, the material undergoes three cold-rolling passes in a particular mode called cold pilgering. To understand the influence of plastic anisotropy on the mechanical properties, the last rolling pass has been completely studied. X-ray diffraction techniques are used to characterize the mechanical state at the macro-and mesoscopic levels of the specimens. The experimental data show the appearance of important second order stresses which depend on crystallographic planes. A modified EPSC approach is adopted to describe the plasticity evolution and determine the active deformation systems. A formulation of the crystal behaviour is proposed. Experimental results have been compared with those given by the modified model for Zr alloy tubes. The EPSC formulation provides an accurate description of the intergranular plastic residual stresses induced by the anisotropic plastic behaviour of single crystals. An estimation of the first-order stresses is also proposed.

II. Modified self-consistent approach

The plastic flow can take place when the Schmid criterion is verified, i.e. slip occurs if the resolved shear stress g τ on a system g is equal to the critical value g c τ depending on the hardening state of the slip system. A complementary condition which states that the increment of the resolved shear stress must be equal to the incremental rate of the critical resolved shear stress (CRSS) has to be verified simultaneously. In small strain formulation, one has:
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where g R is the Schmid tensor on a system g is the double scalar product. If g γ & denotes the slip rate on a system g, the Schmid criterion is thus given by:
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The main problem is to determine which combination of slip systems will be really activated at each step of the plastic deformation path. In this case, all possible combinations of potentially active systems must to be scanned to find one that satisfies the two preceding conditions simultaneously. Running time considerations become the main task of the model. Base on the work of Ben Zineb et al. [START_REF] Ben Zineb | fifteenth French conference of mechanic[END_REF], the relations (2a), (2b) and (2c) can be expressed with the following equation:

g g g M τ = γ & & (3) 
The slip rate is linked to the resolved shear stress through a function g M . This formulation is based on the crystalline rate-dependent flow rule. On the other hand, the temporal variable does not play any role in this approach. The hardening parameter g M is given by:
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With equation ( 4) and after some algebric calculations, the constitutive relation which links the overall stress rate and strain rate in the grain is then given by: ( )
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l is the elastoplastic consistent tangent moduli tensor. The other mechanical variables are determined by the usual relations given by the EPSC model [START_REF] Lipinski | [END_REF], taking into account the equations ( 3) and (5).

III. Experimental procedure III.1 Crystallographic texture analysis

X-ray diffraction analysis has been performed with a four circles XRD3003PTS SEIFERT goniometer. The K α copper radiation has been used as the X-ray The study of samples having a curved geometry not only requires an acurrate positioning of the samples but also take into account the geometric effects induced by XRD directional feature. A theoretical model based on a ray-tracing method was used to take into account the geometric effects which modify the collected intensities [3]. Correction coefficients accounting for the "geometrical texture" of the samples as well as absorption corrections are calculated for each measurement point. Figure 1 presents the initial and final textures. In the final state, the {0002} PF shows a bimodal ditribution of the intensity maxima in the NT-TD plane at about 30° of the ND axis. This is typical for this kind of sample. 

III.2 Evaluation of residual stresses

The average strain for diffracting grains can be written as [4]: incompatibilities between the diffracting and the non diffraction volumes. σ I is the macroscopic stress tensor. The second term in the above equation can be approximated by :
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is calculated from the EPSC model and averaged for crystallites having the (hkil) normal to the orientation characterized by the ψ and φ angles. q is a constant factor (a fitting parameter) introduced in order to find the real magnitude of plastic strains. In this case, it is possible to evaluate the magnitude of the first as well as the second order residual stresses using eqs. (6,7) with a nonlinear fitting procedure associated with the scale transition model. The relation (6) shows clearly that the measured strain cannot be identified to the macroscopic strain if the material presents anisotropic properties. The presence of intergranular strain after a mechanical solicitation influences the measured strain. Generally, the interpretation of experimental data is based on the unjustified assumption

that d V IIpi ) hkil , , ( ψ φ ε = 0.
We have determinated the evolution of internal stresses due to plastic anisotropy in deformed samples along the rolling direction for the last rolling step at different total strain. These experiments were carried out on a XRD3003PTS SEIFERT goniometer with Cr K α and Cu K α radiations. An Ω goniometric assembly with a position Sensitive Detector were used. Three plane families were studied with Cr radiation: { 

IV. Simulation data

The texture was introduced in the model by a set of 1000 grains characterized by Euler angles and by weights which represent their volume fraction. The main active slip systems are assumed to be: the prismatic systems, the firstorder pyramidal slip (pyr<c+a> and pyr<a>) and { } 2 1 10 twinning. The critical resolved shear stresses (CRSS) used here, τ = 95 MPa for prismatic mode, τ = 175 MPa for pyr<a>mode, τ = 310 MPa for pyr<c+a> slip system and τ = 180 MPa for tensile twinning, give a correct description of the experimental data. We considered a linear hardening law [5], the coefficient H gr is equal to H gg for any deformation mode r:
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. The hardening coefficients were found to be 80 MPa for prismatic slip, 170 MPa and 300 MPa for pyramidal slip (pyr<a>and pyr<c+a> respectively) and 180 MPa for twin mode.

V. Results

Applying eq. ( 6) and ( 7) and fitting the results from the model to the experimental data, the longitudinal stress I 11 σ and the q factor have been found for each step of the rolling process. plane. X-ray measurements show the effective existence of plastic anisotropy. As can be seen from eq. ( 6), the measured stress depends on a function of the analysed plane family. Strain incompatibilities are present at the mesoscopic level in the material and consequently, the stresses obtained by XRD depend on the plane. The diffracting crystals are not the same for each case, which allows us to deduce that different second order stresses exist, linked to a strong anisotropic plastic deformation for these two plane families. The term The method employed in this study enables the magnitude of the macro-and meso-scopique residual stresses to be evaluated using information from an EPSC approach.

VI. Conclusions

A modified algorithm has been used for computing the mechanical response of a single crystal. Numerical results, obtained at the different scales, show the relevance of this approach. This approach has been developed in order to simulate the mechanical response of Zr alloy tube after cold pilgering. Stresses observed by X-ray diffraction are significantly different from one plane family to another. These results can be explained by the presence of mesoscopic stresses of plastic in the material. Self-consistent model had been used to quantify the stress differences between these plane families. The choice of prismatic slip as principal deformation mode can explain the opposite pseudomacrostresses values for the two studied planes. These predicted results can only be obtained for a single set of slip modes and hardening parameters. This analysis shows that X-ray diffraction stress analysis could constitute an effective validation or identification of a model. Nevertheless, the influence of second order strain must be taken into account to get a correct interpretation of X-ray diffraction results for hexagonal material.
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 1 Figure 1: Initial (a) and final (b) { } 0002 and { } 0 1 10 PF.

  is the average over diffracting grains for the hkil reflection. F ij (φ,ψ,hkil) are the X-ray elastic constants and

  2θ = 137.2° and { 0004 } at 2θ = 125.6°. With Cu radiation, the three plane analysed were: 117.8°. The direction φ = 0°c orresponds to the rolling direction (parallel to the tube axis).

  Figure2shows the evolution of residual stress for each plane as a function of the axial position z along the rolling direction (z varies between 0 and 300 mm).

  role in a correct interpretation of different measurements of residual stresses.
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						gives the result for the final tube (195%
	total deformation). I 11 σ value reaches 60 MPa.
							q	I 11 σ (MPa)
	ε	IIpi	, ( ψ φ	,	) hkil	d V	0.081 0.202 ±	60 ± 30
	ε	IIpi	≠ 0 hkil ) , ( ψ , φ	d V	-	{ } 4 1 10 plane	{ } 2 2 20 plane
			= 0			189± 16	-226±24
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 1 results of evaluation of σ I and q parameter with two different assumptions, i.e.

		ε	IIpi	, ( ψ φ	,	hkil	)	d V	= 0 or
	≠ 0							
	In order to express the influence of the second order plastic
	strain on the correct interpretation of experimental data an
	additional test has been performed. The procedure
	presented above was applied for the X-ray measurements
	but with the assumption that	ε	IIpi	, ( ψ φ	,	) hkil	d V	= 0. The
	results are presented in table 1. For σ 11 , the two planes exhibit an opposite behaviour: traction for { } 4 1 10 plane and compression for { } 2 2 20
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