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Contribution of passive actions to the lower limb joint moments and powers during gait: A comparison of models

Xavier Gasparutto, Eric Jacquelin, Raphaël

The lower limb passive actions representing the actions of all the passive periarticular structures have been shown to have a significant contribution to the power generation and absorption during gait. However, the respective magnitude of its different components was not established, although models of ligament moment were implemented in some musculoskeletal models. These ligament moments have shown to have an influence on the musculo-tendon forces and contact forces but the models used were never specifically evaluated, i.e. compared to the passive and net joint moments. Two models of passive joint moments and three models of ligament moments were selected from the literature. Ten subjects (23 to 29 years old, 79.8±9.5kg, 1.85±0.06m) participated in the study. Each subject performed three gait cycles in a gait laboratory to acquire the kinematics and ground reaction forces and to compute the ligament, passive, and net moments of the right lower limb joints. The contributions of passive joint moments to the net joint moments were in accordance with the literature although time-shifts appeared for peaks in the hip and knee powers. Two of the models of ligament moments seemed, in fact, to represent the passive joint moments as their contributions were very similar whilst the third model of ligament moments seemed to represent only penalty-based joint limits. As a conclusion, this study showed that the models of ligament moments existing in the literature do not seem reliable. This study also demonstrated that the use of non subject-specific models of the passive joint moments could be a valid approach for healthy subjects.

Introduction

The assessment of the contributions of the joint passive actions to the net joint moment and power can help understanding the underlying mechanisms of locomotion. The passive actions at the hip, knee and ankle joints have been shown to have a significant contribution to the power generation and absorption during gait [START_REF] Silder | Active and passive contributions to joint kinetics during walking in older adults[END_REF][START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF][START_REF] Mansour | The passive elastic moment at the knee and its influence on human gait[END_REF][START_REF] Sasaki | The relationships between muscle, external, internal and joint mechanical work during normal walking[END_REF][START_REF] Yoon | The passive elastic moment at the hip[END_REF]. These passive joint actions represent the actions of all of the passive structures crossing the joint, including the passive components of the muscle-tendon complex and ligaments. However, the respective contribution of these components within the passive joint moments was not established although models of ligaments moments were implemented in some musculo-skeletal models [START_REF] Nazer | Flexible multibody simulation approach in the analysis of tibial strain during walking[END_REF][START_REF] Neptune | The effect of walking speed on muscle function and mechanical energetics[END_REF][START_REF] Anderson | A dynamic optimization solution for vertical jumping in three dimensions[END_REF]. When taken into account in musculoskeletal models, the ligament moments have shown to have a moderate influence on the muscle forces estimation and to tend to reduce the joint reaction forces during gait [START_REF] Dumas | Influence of joint models on lower-limb musculotendon forces and three-dimensional joint reaction forces during gait[END_REF]. [START_REF] Sasaki | The relationships between muscle, external, internal and joint mechanical work during normal walking[END_REF] To understand the contribution of the ligaments to the passive moments, we propose to implement, within an inverse dynamics framework, the models of the ligament moments that were used in musculo-skeletal modelling [START_REF] Nazer | Flexible multibody simulation approach in the analysis of tibial strain during walking[END_REF][START_REF] Anderson | A dynamic optimization solution for vertical jumping in three dimensions[END_REF][START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF][START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] and to compare them to the passive and net joint moments. The net joint moments represent the moments applied by the proximal segment on the distal segment at a point taken as the joint centre and include all mechanical actions of the periarticular structures, both active and passive. The models of passive joint moment give an estimate of the moment resulting from the actions of the passive structures around one joint axis as a function of the joint angles. The ligament moment models are similar but give an estimate of the moment resulting from the ligament action. Thus, the ligament moments are a component of the passive joint moments which are themselves a component of the net joint moments. This definition will allow us to assess qualitatively the reliability of the different models with the following assumptions: the modelled ligament moment should be lower than the modelled passive joint moments and the modelled passive joint moment should be lower than the net joint moment computed by an inverse dynamics method. Protocols to define patient specific models of passive joint moments have been defined [START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF][START_REF] Silder | Identification of passive elastic joint moment-angle relationships in the lower extremity[END_REF]. However, the procedure can be costly in a clinical environment, therefore, we preferred to select and assess generic models from the literature. Two generic models of passive joint moments [13, 14] and three models of ligament moments [START_REF] Nazer | Flexible multibody simulation approach in the analysis of tibial strain during walking[END_REF][START_REF] Anderson | A dynamic optimization solution for vertical jumping in three dimensions[END_REF][START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF][START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] were adapted to the joint coordinate systems (JCS) standard of the International Society of Biomechanics (ISB) [START_REF] Wu | ISB recommendation on definitions of joint coordinate system of various joints for the reporting of human joint motion-part I: ankle, hip, and spine[END_REF][START_REF] Wu | ISB Recommendations in the Reporting for Standardization of Kinematic Data[END_REF]. The ligament, passive, and net joint moments were evaluated through an inverse dynamics analysis on ten healthy male subjects. The contribution of the passive joint moments to the net joint moments were compared to previous results [START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF] obtained with subject specific models.

We hypothesize that the contribution of the ligament moments to the passive joint 5 moments will be negligible apart when the joints reach the end of their range of motion.

Materials & Methods

Measurements

This study was retrospective and used data previously published [START_REF] Duprey | Influence of joint constraints on lower limb kinematics estimation from skin markers using global optimization[END_REF][START_REF] Dumas | Hip and knee joints are more stabilized than driven during the stance phase of gait : An analysis of the 3D angle between joint moment and joint angular velocity[END_REF][START_REF] Dumas | 3D inverse dynamics in non-orthonormal segment coordinate system[END_REF]. The measurements were done under the Helsinki accord and every subjects gave an informed consent. Ten healthy male subjects (26±2.4 years, 73.5±15 kg, 1.75±0.06 m) performed 3 gait cycles each at their self-selected speed. Their right lower limb was analysed. The gait cycle was defined from heel contact to the next heel contact of the right foot. The subjects were equipped with 14 reflective markers taped on anatomical landmarks of the right lower limb and pelvis (Right/Left Anterior Superior Iliac Spines, Right/Left Posterior Superior Iliac Spines, Greater Trochanter, Medial/Lateral Femoral Epicondyle, Tibial Tuberosity Advancement, Fibula Head, Medial/Lateral Malleoli, Calcaneous, 1 st and 5 th Metatarsal Heads). The trajectories of the skin markers were recorded at 100 Hz by 8 Eagle® cameras (Motion Analysis Corporation, Santa Rosa, CA, USA) and the ground reaction forces and moments were recorded by two force plates (Bertec Corporation, Columbus, OH, USA) embedded in the walkway. These measurements were used to acquire the kinematics of the right lower limb joints during gait and to compute the net joint moments and powers.

Models of passive joint moment and ligament moment

Passive joint moment

The generic models of passive joint moment were chosen on their capacity to model some specifications due to the characteristics of the passive structures described in the literature [START_REF] Yoon | The passive elastic moment at the hip[END_REF][START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF][START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF]13,[START_REF] Lee | Passive moment about the hip in straight leg raising[END_REF][START_REF] Silder | Identification of passive elastic joint moment-angle relationships in the lower extremity[END_REF][START_REF] Vrahas | Contribution of passive tissues to the intersegmental moments at the hip[END_REF][START_REF] Mcfaull | In vivo measurement of the passive viscoelastic properties of the human knee joint[END_REF][START_REF] Piziali | Measurement of the nonlinear, coupled stiffness characteristics of the human knee[END_REF][START_REF] Hajrasouliha A | Abnormal viscoelastic behaviour of passive ankle joint movement in diabetic patients: an early or a late complication?[END_REF][START_REF] Heerkens | Inter-individual differences in the passive resistance of the human knee[END_REF]: taking into account bi-articular muscles, having a 6 pattern in double exponentials, being based on in vivo measurements and, to have all the parameters of the model available. To the authors' knowledge, the model of Riener et al. [13] and the model of Amankwah et al. [14] are the only one fitting these specifications.

Model P 1 : The parameters of the first model of passive joint moment (P 1 ) were identified by Riener et al. in a previous study [13] on 10 subjects (23 to 29 years old, 79.8±9.5kg, 1.85±0.06 m). This model describes the passive flexion-extension (FE) moment of the three main joints of the lower limb (hip, knee, and ankle, i.e., both tibiotalar and subtalar joints). It needed slight adaptation (i.e., axes permutation) to fit the standard of the ISB [START_REF] Wu | ISB recommendation on definitions of joint coordinate system of various joints for the reporting of human joint motion-part I: ankle, hip, and spine[END_REF][START_REF] Wu | ISB Recommendations in the Reporting for Standardization of Kinematic Data[END_REF]. Indeed, the FE axis directions were different from the ISB standards. The adjusted model behaviour is depicted in Figure 1. The curves of the passive ankle, knee, and hip moments were exponentials depending on two (or three) of the corresponding joint angles. The equation to obtain the amplitude of the passive joint moment is written below (Eqs. (1) and ( 2)) and the adjusted parameters can be found in Table 1.

1 1 1 2 2 2 ( . . . ) ( . . . ) 1 i i H i K i A i i H i K i A h k a h k a i i P e e C α θ θ θ β θ θ θ + + + + + + = - + (1) 
where i θ is the FE angle of the joint (i = H for hip, K for knee, and A for ankle). 

+ + + + = + (3) 
where 1 8 a → are the model parameter, θ is the angle of the considered joint, p θ is the angle of the proximal joint and d θ is the angle of the distal joint. The angles are defined in degree and the proximal and distal joint for each degree of freedom are defined in Table 2. The corresponding hip, knee, and ankle axes are presented the section Joint angles and moments axes.

Ligament moment

Only three models [START_REF] Anderson | A dynamic optimization solution for vertical jumping in three dimensions[END_REF][START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF][START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] that describe the action of the ligaments at the three main joints of the lower limb were found in the literature. These models were used in musculoskeletal models [START_REF] Nazer | Flexible multibody simulation approach in the analysis of tibial strain during walking[END_REF][START_REF] Neptune | The effect of walking speed on muscle function and mechanical energetics[END_REF][START_REF] Anderson | A dynamic optimization solution for vertical jumping in three dimensions[END_REF] and described 2D [START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF][START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] or 3D actions [START_REF] Nazer | Flexible multibody simulation approach in the analysis of tibial strain during walking[END_REF][START_REF] Anderson | A dynamic optimization solution for vertical jumping in three dimensions[END_REF] of the ligaments. They were adapted in the present study to match the ISB standards and to 8 present patterns consistent with the functional anatomy of the joints [START_REF] Kapandji | The physiology of the joints: Lower limb[END_REF]. The patterns of the ligament moments as a function of the joint angles were presented in Figure 3.

For the three models, the curves of the ligament ankle, knee, and hip moments were exponentials (or lines) depending only on the corresponding joint angle.

Linear model: The passive joint moments, representing either the ligament or all periarticular structures, are known to behave as double exponential [START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF]13]. However, Al Nazer et al. [START_REF] Nazer | Flexible multibody simulation approach in the analysis of tibial strain during walking[END_REF] presented a linear model of ligament moment. It might seem irrelevant with regard to the physiological behaviour of those structure. Nevertheless, it was tested in the present study to assess the validity of a linear model for the estimation of ligament actions. This model was based on in-vivo measurements [14]. It was adjusted (i.e., axes permutation) in the present study to fit the ISB standards [START_REF] Wu | ISB recommendation on definitions of joint coordinate system of various joints for the reporting of human joint motion-part I: ankle, hip, and spine[END_REF][START_REF] Wu | ISB Recommendations in the Reporting for Standardization of Kinematic Data[END_REF] and a neutral angle 0 θ (where the ligament moment is null) was added. Its value was chosen to be consistent with the functional anatomy of the joint [START_REF] Kapandji | The physiology of the joints: Lower limb[END_REF] and the general patterns of passive actions [5, 10, 11, 13, 21-23, 25, 26]. The equation to obtain the amplitude of the ligament moment L 1 is written below (4). The linear model considered three joint angles at the hip, namely FE, AA, and internal-external rotation (IER) and only the FE angle at the knee and ankle. The moment axes are presented in the section Joint angles and moments axes.

( )

1 0 i i i i L k θ θ = - - (4) 
where i indicates the joint (i = H for hip, K for knee, and A for ankle), i k is the passive stiffness in Nm/deg, i θ is the joint angle in degree and 0 i θ is the neutral joint angle in degree. The adjusted parameters can be found in Table 2.

Exponential models: Two exponential models were considered and adjusted (i.e., axes permutation) to the ISB standards. A first double exponential model (L 2 ) was adjusted in 9 the present study from two papers of Audu and Davy [START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF][START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] based on the in vivo measurements of Hatze [START_REF] Hatze | The complete optimization of a human motion[END_REF]. The hip and knee models were based on their 1985 study [START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] and the ankle model was based on their 1987 study [START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF]. The general equation to obtain the amplitude of the ligament moment is written below [START_REF] Yoon | The passive elastic moment at the hip[END_REF]. The moment axes are presented in the section Joint angles and moments axes.
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where i represent the joint (i = H for hip, K for knee, and A for ankle), i c and i d are scaling parameters in Nm that manage the magnitude of the moment, i a and i b are parameters linked to the stiffness, the higher they are, the higher the stiffness of the joint will be, i θ is the joint angle in degree and [ ]

, i i
α β is the neutral zone of the angular range of motion of the joint, where the passive moments are minimal. The parameters adjusted to the ISB standards can be found in Table 3.

The second double exponential model (L 3 ) [START_REF] Anderson | A dynamic optimization solution for vertical jumping in three dimensions[END_REF] was developed by Anderson et al. for forward dynamic simulations. The formulation was similar to the formulation of L 2 .

Some adjustments had to be made in the present study: the angular range of the neutral zone at the knee and ankle were too wide in the initial model when compared to literature [START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF][START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF][START_REF] Imhauser | Subject-specific models of the hindfoot reveal a relationship between morphology and passive mechanical properties[END_REF]. As an example, the knee ligament moment started increasing at 7.5deg of extension, an angle rarely seen for healthy subjects. Thus the neutral zone of the knee and ankle L 3 were modified to match, respectively, the neutral zone of the model L 2 and of the simulation study by Imhauser et al. [START_REF] Imhauser | Subject-specific models of the hindfoot reveal a relationship between morphology and passive mechanical properties[END_REF] . The general equation to obtain the amplitude of the ligament moment is written below [START_REF] Nazer | Flexible multibody simulation approach in the analysis of tibial strain during walking[END_REF]. The moment axes are presented in the section Joint angles and moments axes.

( ) ( ) 
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The parameter definitions are the same as for 2 i L even if the formulation is slightly 10 different. The adjusted parameters can be found in Table 4.

Joint angles and moment axes

As the amplitude of the passive joint moments and ligament moments are function of the joint angles, it seemed appropriate to express both the moments and angles according to the joint coordinate system (JCS). Therefore, the joint angles were expressed about the axes e 1 , e 2 , e 3 of the JCS while the passive joint moments and ligament moments were expressed about the dual axes e 1 , e 2 , e 3 defined in (7) [START_REF] O'reilly | On representations for joint moments using a joint coordinate system[END_REF][START_REF] Dumas | Letter to the Editor: Joint Moments in the Joint Coordinate System, Euler or Dual Euler Basis[END_REF]:

( ) ( ) 
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and 1 and 1 As a consequence, the joint angular velocity, for instance for the hip, was the vector For the passive joint moments and ligament moments, this means that the FE passive moment amplitude was not applied on the FE axis 1 e but on the axis 1 e (i.e., orthogonal to both 2 e and 3 e ). This applied as well for the other degrees of freedom, leading, as an example, to the following expression for the linear ligament moment at the hip (9) and the exponential ligament moment at the knee (10):
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Note that,

j j i i δ = e e
(i.e., Kronecker symbol) [START_REF] O'reilly | On representations for joint moments using a joint coordinate system[END_REF]. This property was used for the computation of the powers corresponding to the passive joint moments and ligament 11 moments, i.e., the dot products P ω and L ω .

Inverse dynamics

Inverse dynamics was performed by using natural coordinates [START_REF] Dumas | 3D inverse dynamics in non-orthonormal segment coordinate system[END_REF] to compute the net joint moments at the main three joints of the lower limb: hip, knee and ankle. The net moment at a joint was defined as the moment applied by the proximal segment on the distal segment computed at a point defined as the proximal joint centre. The components of net joint moment in the JCS were computed by projection (i.e. dot product with the axes e 1 , e 2 , e 3 ). The passive moments and ligament moments were computed based on the lower limb kinematics, separately from the inverse dynamics.

The joint powers were computed as the dot products of the moments and the joint angular velocities (e.g. angular velocities of the distal segments with respect to the proximal segments).

Dimensionless moments and powers were then computed [START_REF] Hof | Scaling gait data to body size[END_REF] to compare moments and powers between subjects. Moments and powers were respectively divided by M η and P η defined in [START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF]:

1/2 3 . . 2 . . 2 
M P T m g T m g η η = =              ( 11 
)
where m is the mass of the subject in kg, g the acceleration of gravity (meters.seconds -2 ) and T the height of the subject in meters. The height was divided by two to have an estimation of the length of the lower limb of the subject.

Results

The joint angles, net joint moments and powers, passive joint moments and powers, and 12 ligaments moments and powers at the hip, knee and ankle are presented in Figure 4 to 7.

The main contributions of the passive joint moments and powers, and of the ligament moments and powers to the net joint moments and powers are reported in Table 6. The contributions obtained by Whittington et al. [START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF] are given for comparison. A negative contribution represents an action opposite to the net joint moment or power.

The main contributions of P 1 were at the hip, knee and ankle during the single support phase and the push off phase and at the knee during the late swing. Time-shifts were observed between the net peaks and the corresponding P 1 peaks at HP 3 (Fig. 4) and KP 5 (Fig. 6). At the ankle, during the swing phase, a passive joint moment peak (AM 2 ) and two peaks of passive joint power (AP 4 , AP 5 ) were observed without any corresponding net joint moment or power.

The main contributions of P 2 at the hip were during the double support and push-off phase. A peak extension moment accounting for 80% of HM 3 FE was observed with a time-shift of 20% responsible for a resistive power peak during the swing phase. The hip passive AA joint moment of P 2 had a similar pattern as the ligament moment L 1 but with an offset resulting in an adduction moment during the whole gait cycle. The main contributions to the knee net joint moment were during the single support phase and late swing. At the ankle, the contribution to the net joint moment and power was below 10% during the push-off phase and above 10% during the opposite toe-off phase.

The main contributions of L 1 were at the hip and knee during the double support phase, the single support phase, the push off, the toe-off and the late swing. During the main part of the swing phase, the moment and power generated by L 1 were contrary to the FE net joint moment and power at the knee but with similar patterns. Time-shifts were observed between the net peaks and the corresponding L 1 peaks at HP 3 (Fig. 2) and KP 5 13 (Fig 6). At the ankle, the contributions were below 10% except for the net joint power during the opposite toe-off. During the swing phase, a peak ligament moment (AM 2 ) and peak ligament power (AP 4 ) were observed without any corresponding net joint moment or power.

The main contributions of L 2 were at the hip and knee during the single support phase, the push off, the toe-off, and the late swing. The contribution to the net joint moment and power at the ankle were below 10%. Time-shifts were observed between the net peaks and the corresponding L 2 peaks at HP 3 (Fig. 4). At the ankle, during the swing phase, a peak ligament moment (AM 2 ) was observed without any corresponding net joint moment.

L 3 had no substantial contribution.

Discussion

This study compared the models of ligament moments used in musculoskeletal modelling to passive and net moments. To that end, five existing models, two representing the actions of all anatomical structures spanning the ankle, knee, and hip joints and three representing only the actions of the ligaments, were adjusted to fit the ISB standards for the joint axes definition and, for some models, to fit the neutral range (i.e. range of minimal passive moments) described in functional anatomy. The main limitation of this study was the use of generic models instead of subject specific models as in Whittington et al. [START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF]. This will be discussed hereafter, especially regarding the validity of using generic models to estimate the passive joint moments for healthy subjects.

14

Passive joint moment

To the author's knowledge, the selected generic passive joint moments were never assessed during gait. Although time-shifts were observed for several peaks (HP 3 and KP 5 ), the results obtained with the passive joint models P 1 and P 2 were consistent with the literature that showed a substantial role of the passive periarticular structure during gait [START_REF] Silder | Active and passive contributions to joint kinetics during walking in older adults[END_REF][START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF][START_REF] Mansour | The passive elastic moment at the knee and its influence on human gait[END_REF][START_REF] Sasaki | The relationships between muscle, external, internal and joint mechanical work during normal walking[END_REF][START_REF] Yoon | The passive elastic moment at the hip[END_REF] at the hip, knee and ankle. The results with model P 1 were closer to the results of Whittington et al. [START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF] than the results with the model P 2 at both the hip and ankle (Table 6). For instance, the contributions at peak HM 3 FE were 0% with model P 1 and in [START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF] but were 80% with model P 2 . The contributions at peak AM 1 were 20% and 19%

with model P 1 and in [START_REF] Whittington | The contribution of passive-elastic mechanisms to lower extremity joint kinetics during human walking[END_REF] and were 6% with model P 2 . This could be explained by the fact that the subjects of the present study were in the same range of age, size, and weight and had the same sex as the population of Riener and Edrich [13] used to establish model P 1 . Moreover, the model P 2 was based on 5 subjects with large anthropometric variation where model P 1 was based on 10 subjects with smaller anthropometric variations. Nevertheless, the differences between the present results and the literature as well as the time-shifts could be attributed to the different methods used to compute the net joint moments and powers [START_REF] Dumas | Influence of 3D Inverse Dynamics Method on the Joint Forces and Moments During Gait[END_REF].

At the hip, to the authors' knowledge, the AA passive joint moment during gait was not evaluated previously. The model P 2 presented a similar pattern to L 1 with an offset leading to a passive adduction moment during the whole gait cycle. However, this result should be taken with care as Amankwah et al. [14] stated that the hip model had a poor fit with their experimental data.

Generic models 15

The results of the joint passive moments taken from the literature show the practicality of using a generic model when studying non-pathological subjects. The model from Riener and Edrich [13] seems to give consistent results and has been used as a reference for validation of musculoskeletal models in previous studies [START_REF] Arnold | A model of the lower limb for analysis of human movement[END_REF][START_REF] Rajagopal | Full body musculoskeletal model for muscle-driven simulation of human gait[END_REF].

Consistently, the contribution of the muscle-generated passive joint moments to the total (i.e., both passive and active) muscle-generated joint moments at the hip, knee and ankle during gait, as reported by Rajagopal et al., [START_REF] Rajagopal | Full body musculoskeletal model for muscle-driven simulation of human gait[END_REF], revealed patterns very similar to the results obtained in the present study with model P 1 .

It might be necessary to define models for different groups defined by age, sex, weight or size as the model P 2 showed lower contributions at the ankle and knee.

However, the few studies that looked at the influence of age or sex on passive joint moments [START_REF] Silder | Active and passive contributions to joint kinetics during walking in older adults[END_REF][START_REF] Anderson | Maximum voluntary joint torque as a function of joint angle and angular velocity: model development and application to the lower limb[END_REF] showed no significant differences across groups for non-pathological subjects.

Ligament moment

Concerning the ligament moments, the models L 1 and L 2 seemed to overestimate the actions of the ligaments as, most of the time, those actions were comparable or superior to the passive joint moment and power at HP 2 and HP 3 for L 1 and at KM 2 and KM 3 for

L 2 .
As the passive joint moment regroups the actions of all the passive components of the joint including the inactive muscles and the ligaments, it is very unlikely that the magnitude of the moment generated by the ligaments only would be equal or superior to that moment. This issue might come from a confusion made by the authors in the definition of the models. Indeed, for the model L 1 , Al Nazer et al. [START_REF] Nazer | Flexible multibody simulation approach in the analysis of tibial strain during walking[END_REF] stated that his model was based on experimentations and cited a study measuring the passive joint moments [14] although the model is presented and used in their musculoskeletal model 16 as a ligament model. The model L 2 [START_REF] Davy | A dynamic optimization technique for predicting muscle forces in the swing phase of gait[END_REF] was also presented as a model of ligament actions and used in a musculoskeletal model [START_REF] Piazza | The influence of muscles on knee flexion during the swing phase of gait[END_REF]. However, the authors only modified the neutral range of their model developed in Audu and Davy [START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] without modifying the magnitude and added new parameters for the ankle model without explaining their origin. In addition, the model from Audu and Davy [START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] was presented as a ligament model but was based on a study by Hatze [START_REF] Hatze | The complete optimization of a human motion[END_REF] that took into account all the periarticular structures. The fact that that Piazza and Delp [START_REF] Piazza | The influence of muscles on knee flexion during the swing phase of gait[END_REF] scaled L 2 at the hip to 75% of the value reported by Audu and Davy [START_REF] Audu | The influence of muscle model complexity in musculoskeletal motion modeling[END_REF] also indicates that this model might overestimate the ligament actions. Therefore, it looks like L 1 and L 2 are taking into account all passive actions and not only the ligament actions. This could lead to a redundancy of passive actions when these models were implemented in musculoskeletal models such as in Dumas et al. [START_REF] Dumas | Influence of joint models on lower-limb musculotendon forces and three-dimensional joint reaction forces during gait[END_REF] for L 1 and in Piazza and Delp [START_REF] Piazza | The influence of muscles on knee flexion during the swing phase of gait[END_REF] at the hip and knee joints for

L 2 .
Assuming that the linear model L 1 in fact represented the passive actions of the whole periarticular structures, it was able to replicate the pattern of P 1 and P 2 but seemed to overestimate passive actions for high extension at the hip and high flexion at the knee.

Therefore, as expected, this linear model of passive actions does not seem adapted to describe the behaviour of the passive structures at the hip and knee. Nevertheless, at the ankle, the amplitude and pattern of L 1 and P 2 were similar and L 1 had the same pattern as P 1 with a lower amplitude. Therefore, a linear model could eventually be adequate to describe the ankle passive actions.

The model L 3 did not have a major influence except for the late swing at the knee and for the net joint moment of extension at the ankle. However, these net joint moments led to negligible powers. Thus, as this model was developed for forward dynamic 17 musculoskeletal simulations, it can be assumed that its purpose was mainly to limit the joint range of motion and not to describe the physiological behaviour of the ligaments.

This was confirmed by its pattern in Fig. 3 as it is null on the whole neutral range of FE of a healthy knee and shows a very steep increase of ligament moments near the joint limits. Moreover, no information was available on the origin of the model parameters.

Thus, this model did not seem adapted to describe the actions of the ligaments. This was somewhat contradictory with the statement reported by Correa et al. that the model L 3

"included the effects of ligament action at the hip, knee, and ankle joints" [START_REF] Correa | Response to comment on 'Contributions of individual muscles to hip joint contact force in normal walking[END_REF].

From one model of ligament moment to another, the behaviour varied a lot, from an observed overestimation of the actions to an absence of action. Therefore, it seems that a simple and reliable model of ligament moment that could be implemented in musculoskeletal models is not presently available in the literature. Such models could be defined by identifying the resultant action of the ligament with computational models including the ligament properties [START_REF] Smith | Influence of Ligament Properties on Tibiofemoral Mechanics in Walking[END_REF][START_REF] Razu | EMG-driven Forward Dynamics Simulation to Estimate in Vivo Joint Contact Forces During Normal , Smooth , and Bouncy Gait[END_REF][START_REF] Marouane | Knee joint passive stiffness and moment in sagittal and frontal planes markedly increase with compression[END_REF] as it was done at the ankle by Imhauser et al. [START_REF] Imhauser | Subject-specific models of the hindfoot reveal a relationship between morphology and passive mechanical properties[END_REF]. A second method could be through ex-vivo measurements [START_REF] Lamberto | Modeling the human tibio-femoral joint using ex vivo determined compliance matrices[END_REF]. Further study is needed to assess the passive actions of the ligament and articular capsule during gait.

As a conclusion, the present study is the first to assess the models of ligament moment used in musculoskeletal modelling by comparing them to passive and net joint moments. The models of ligament moment currently available in the literature were not found reliable, and thus, no conclusion could be drawn on their contributions to the net joint moments and powers. Further study should look specifically into the passive actions of the ligaments, especially at the knee, to get a better understanding of their contributions. Regarding the joint passive moments models, although time-shifts between peaks could be observed, the generic models showed contributions to the net 21 

Figure 1 :

 1 Figure 1: Passive joint moments of model L1 in function of joint angles on typical gait joint range of motion, the colour variation from red to yellow indicates the angle variation between the extreme values defined in the legend of the graph.

Figure 2 :

 2 Figure 2: Passive joint moments of model L2 in function of joint angles on typical gait joint range of motion, the colour variation from red to yellow indicates the angle variation between the extreme values defined in the legend of the graph.

Figure 3 :Figure 4 :Figure 5 :Figure 6 :Figure 7 :

 34567 Figure 3: Ligaments moments of models L1, L2 and L3 in function of joint flexion
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 1234567 Figure 1. Passive joint moments of model L1 in function of joint angles on typical gait joint range of motion, the colour variation from red to yellow indicates the angle variation between the extreme values defined in the legend of the graph. 356x116mm (120 x 120 DPI)

  , of the knee in FE and of the ankle in FE and inversion-eversion. As the present paper focus on the elastic passive joint moment, only the exponential elastic components of this model was used. The parameters sign of the model have been adjusted (i.e., axes permutation) to match

	Model P 2 : The parameters of the second model of passive joint moment (P 2 ) were
	identified by Amankwah et al. in a previous study [14] on 5 able-bodied subjects (2
	females and 3 males, 23 to 29 years old, 67.7±13.3kg, 1.74±0.16 m). This model
	describes the viscoelastic passive moments of the hip in FE and adduction-abduction
	(AA)2 ( . 2 1 . a i P a e θ	3 a	. θ	p	4 a	. ). /180 d θ π	6 ( . a a e 5 . θ	7 a	. θ	p	8 a	. ). /180 d θ π
	Parameters j i h , j i k and j i a (j=1, 2) are related to the bi-articular muscle passive actions,
	i α and i β are scaling factors and i C is a constant. The corresponding hip, knee, and
	ankle FE axes are presented in the section Joint angles and moments axes.
	At the knee, a third term * K p needs to be added to K P to have the final total passive
	moment:											
				p	* K	= -	e	( 2 ,22 0,15. ) K θ +				(2)
													7

the ISB standards

[START_REF] Wu | ISB recommendation on definitions of joint coordinate system of various joints for the reporting of human joint motion-part I: ankle, hip, and spine[END_REF][START_REF] Wu | ISB Recommendations in the Reporting for Standardization of Kinematic Data[END_REF]

. The adjusted model is depicted in Figure

2

. As for model P 1 , the curves of the passive ankle, knee, and hip moments were exponentials depending on two (or three) of the corresponding joint angles. The model equation is presented in equation (

3

) and the adjusted parameters in Table

2:

Table Caption :Table 1 :

 Caption1 Parameters of passive joint model P 1 following ISB standards for the joint axes

Table 2 :

 2 Parameters of passive joint model P 2 following ISB standards for the joint axes

Table 3 :

 3 Parameters of ligament model L 1 following ISB standards for the joint axes

Table 4 :

 4 Parameters of ligament model L 2 following ISB standards for the joint axes

Table 5 :

 5 Parameters of ligament model L 3 following ISB standards for the joint axes

Table 6 :

 6 Contribution of the passive and ligament actions to the net joint moments and powers at the three joints of the lower limb. The contributions obtained by Whittington et al. (2008) [2] are given for comparison.

Table 1

 1 

		Hip	Knee	Ankle
		FE	FE	FE
	i α	1.4655	-3.9710	-7.9763
	i β	1.3403	1.8000	2.1016
	1 i h (deg -1 )	-0.0750	-0.0128	0
	2 i h (deg -1 )	0.0305	0.0217	0
	1 i k (deg -1 )	0.0034	-0.0495	-0.0008
	2 i k (deg -1 )	0.0226	0.0352	0.0176
	1 i a (deg -1 )	0	0.0004	-0.1949
	2 i a (deg -1 )	0	0.0460	0.0843
	C i (N.m)	8.072	4.820	1.792

Table 2

 2 

		Hip		Knee	Ankle	
		FE	AA	FE	FE	IE
	a 1	-13	16	-6.1	-2.8	0.65
	a 2	0.87	-4.5	2.3	3.9	-2.8
	a 3	0.45	-	-1.1	0.49	0.89
	a 4	-0.051	0.27	0.82	0.22	-
	a 5	6.3	-4.8	2	0.2	-0.63
	a 6	-1.3	2.3	-0.5	-4.1	3
	a 7	-0.11	-	0.15	0.14	0.019
	a 8	0.65	0.021	0.47	1.5	-
	θ d	Knee FE	Hip FE	Ankle FE	Ankle IE	-
	θ p	Hip AA	-	Hip FE	Knee FE	Ankle FE

Table 3

 3 

		Hip			Knee	Ankle
		FE	AA	IER	FE	FE
	i k (N.m/°)	0.7	1.5	0.8	0.27	0.21
	0 i θ (°)	20	0	0	-25	-15

Table 4

 4 

		Hip	Knee	Ankle
		FE	FE	FE
	a (rad -1 )	5.8	5.9	5.0
	b (rad -1 )	1.3	11.8	5.0
	α (rad)	0.174	-1.22	-0.34
	β (rad)	0.95	-0.09	0.34
	c (N.m)	2.6	3.1	2.0
	d (N.m)	8.7	10.5	5.0

Table 5

 5 

		Hip			Knee	Ankle
		FE	AA	IER	FE	FE
	a (rad -1 )	5.05	14.94	14.94	33.94	38.11
	b (rad -1 )	-21.88	-14.94	-14.94	-11.33	-42.12
	α (rad)	1.81	0.5	0.92	0.0	0.26
	β (rad)	-0.47	-0.5	-0.92	-2.4	-0.52
	c (N.m)	-2.44	-0.03	-0.03	-6.09	-2.03
	d (N.m)	1.51	0.03	0.03	11.03	0.18

Table 6

 6 

	Joint		Peak		P 1	P 2	L 1	L 2	L 3	[2] Gait cycle phase
	Hip	Moment	1 HM FE 2 HM FE HM FE 3	0% 34% 0%	16% 14% 20% 50% 80% 48%	9% 0% 27% 0% 34% Toe-off 0% Double support 27% 0% 0% Late swing
			HM AA HM AA	1 3		-7% 10% -8% 7%		0% 0%	Opposite toe off Opposite foot contact
			2 HM IER HM IER 5			20% 11%		0% 0%	Single Support Late swing
		Power	HP 2		47%	37% 78%	20% 0% 34% Single support
			HP 3		37%	42% 79%		13% 0% 53% Push off
	Knee	Moment	KM 2		23%	10% 13%	28% 0% -4% Single support
			KM 3		98%	53% 35% 115% 0% 46% Late swing
		Power	KP 3		47%	29% 36%	28% 0%	Single support
			KP 4		25%	12% 26%	22% 0%	Push off
			KP 5		65%	25% 88%		7% 0% 13% Toe-off
			KP 6		62%	36% 24%	42% 0% 27% Late swing
	Ankle	Moment	AM 1		20%	6%	5%	3% 0% 19% Push-off
		Power	AP 1		27%	12% 16%		8% 0% 55% Opposite toe off
			AP 2		30%	9%	8%	7% 0% 27% Opposite foot contact
			AP 3		13%	5%	6%		4% 3% 11% Push off

Riener R, Edrich T. Identification of passive elastic joint moments in the lower extremities. J Biomech 1999; 32: 539-44.

moments that were previously observed with personalized models. This suggest the validity of the generic models approach for the estimation of joint passive moments in the lower limb of healthy subjects.