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• Context : control of the stored energy of the MMC (Modular Multilevel Converter) • Objectives : Study the impact of two control variants (compensation of the average or the instantaneous AC grid power) : differential and AC grid

currents, capacitor voltages ripple, losses.

• The impact of two control variants (compensation of the average or the instantaneous AC grid power) : differential and AC grid currents, capacitor voltages ripple, losses. ; , , (
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) ĉli it may have sense to use a control inducing a slightly larger current if this current passes through more diodes.
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AC AC i P p with i a b c    introducing
-IGBT conduction losses>diode conduction losses the hypothesis of limiting the RMS current can be questionable.
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• compensation of the average AC grid power:

• differential currents are constant • V ci_tot ripple are 4% higher

• compensation of the instantaneous AC grid power:

• differential currents have DC and AC components at 2ω

• RMS differential currents is 11% higher • Losses Usual assumption is not every time validate the MMC converter using considerable number of semiconductor; the losses are not only related to the RMS current value but also to the way of this current (diode or IGBT)  therefore to the control Usual assumption: To Limit the losses, the I diff-i value is limited by considering only the average power of the AC grid (P ac ) in the stored energy control (p AC ≠ p DC ) 

  This converter has 11 independent state variables Requires 11 control loops to achieve the global control Current control  5 control loops   Stored Energy Control  6 other control loops (3*sum+3*difference) Stored Energy Control of the MMC Converter

  the AC fluctuating power term -Reduce the ripples in the v c_tot since p AC = p DC The choice of introducing or not the fluctuating part of the AC power modifies the control  -different quantity of activated sub-modules -current passes through a different number of IGBT and diodes.