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Rigid piles are used to reinforce soft soil base and increase embankment stability. This technique is improved by placing one or more geosynthetic reinforcement (GR) layers inside or at the base of the embankment. A series of 33 small scale models has been tested using a geotechnical centrifuge. Soft soil settlement is imposed by the downward displacement of a tray. First, a series of models is prepared to examine how the load transmitted to the pile network increases with the embankment thickness. For a same configuration, two identical models are prepared to test successively two different types of GR (Geosynthetic Reinforcement). Another approach consists in studying how the external surcharges applied on the embankment affect load transfer. The results show that, in comparison with the piled embankment, the load transfer is increased in the case of the Geosynthetic-Reinforced Pile-Supported Embankment (GRPSE) due to the membrane effect. The membrane effect is higher when the GR is stiff and its vertical distance from the pile is reduced. Numerical modelling reveals that, when adding a GR layer, the second GR has an effect only if punching is sufficient. However, the benefits of it could not be highlighted here.

INTRODUCTION

One technique for the safe building of embankments on soft to very soft soils consists in driving a network of rigid piles into the soft soil until they reach harder surfaces. Part of the load is transferred within the embankment towards the piles through shearing and arching effects.

In order to enhance the efficiency of this composite foundation, a Geosynthetic Reinforcement (GR) can be added (Fig. 1a). The deformation of the GR acts as a horizontal reinforcement through membrane effect [START_REF] Villard | Three-Dimensional Modelling of the Behaviour of Geotextile Sheets as Membranes[END_REF]. The presence of the GR within the embankments also allows for the reduction of the post-construction final settlements. To this day, Geosynthetic-Reinforced Pile-Supported Embankment (GRPSE) is a technique, which is studied using field or full-scale experimental cases [START_REF] Hello | Renforcement par géosynthetiques des remblais sur inclusions rigides, étude expérimentale en vraie grandeur et analyse numérique[END_REF][START_REF] Briançon | Performance of Pile-Supported Embankment over Soft Soil: Full-Scale Experiment[END_REF][START_REF] Briançon | Monitoring and numerical investigation of rigid inclusions reinforced industrial building[END_REF][START_REF] Nunez | Analyses of a pile-supported embankment over soft clay: Full-scale experiment, analytical and numerical approaches[END_REF][START_REF] Xing | Large-scale tests of pile-supported earth platform with and without geogrid[END_REF][START_REF] Chen | Tensile Force of Geogrids Embedded in Pile-Supported Reinforced Embankment: A Full-Scale Experimental Study[END_REF], 1×g small-scale models at a scale of 1/N [START_REF] Jenck | Soft Ground improvement by vertical rigid piles-Twodimensional physical modelling and comparison with current design methods[END_REF][START_REF] Jenck | Two-dimensional physical and numerical modelling of a pile supported earth platform over soft soil[END_REF][START_REF] Eskişar | Visualization of soil arching on reinforced embankment with rigid pile foundation using X-ray CT[END_REF], Van Eekelen et al. (2012a, b, 2015)) and centrifuge modelling at a scale1/N and a g-level equals to N [START_REF] Ellis | Arching in piled embankments: comparison of centrifuge tests and predictive methods -part 2 of 2[END_REF][START_REF] Blanc | Centrifuge investigation of load transfer mechanisms in a granular mattress above a rigid inclusions network[END_REF][START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF]. These physical modelling tests have been often supplemented by numerical analyses (Le [START_REF] Hello | Embankments reinforced by piles and geosynthetics -Numerical and experimental studies with the transfer of load on the soil embankment[END_REF][START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF][START_REF] Han-Jiang | DEM analysis of soilarching within geogrid -reinforced and unreinforced pile-supported embankments[END_REF]Zhuang and Ellis, 2016;Zhuang and Wang, 2015;2016) . Some standard and design guidelines like [START_REF] Ebgeo | Recommendations for Design and Analysis of Earth Structures using Geosynthetic Reinforcements -EBGEO[END_REF] have been examined by [START_REF] Blanc | Geosynthetic reinforcement of a granular load transfer platform above rigid inclusions: comparison between centrifuge testing and analytical modelling[END_REF], for which the vertical displacement of a GR strip between two piles is compared with the physical modelling results. [START_REF] Girout | Arching and deformation in a piled embankment: centrifuge tests compared to analytical calculations[END_REF] have carried out this comparison in the case of unreinforced piled embankment. [START_REF] Van Eekelen | Validation of analytical models for the design of basal reinforced piled embankments[END_REF] have validated their concentric arching model through a comparison between seven field tests and four small scale models. A recent analytical computation (not compared in the present study) proposed by [START_REF] King | Serviceability Design for Geosynthetic Reinforced Column Supported Embankments[END_REF] demonstrates the need for some models coupling arching and stress-deformation to describe embankment behaviour reliably.

Different in-situ studies have been conducted to carry out a comparison between piledembankment and GRPSE, including a multi-layer GRPSE [START_REF] Bhasi | Geosynthetic-Reinforced Piled Embankments: Comparison of Numerical and Analytical Methods[END_REF][START_REF] Girout | Prise en compte des géosynthétiques dans les mécanismes de transfert de charge d'un matelas granulaire renforcés par inclusions rigides: Modélisation physique et numérique[END_REF][START_REF] Briançon | Pile-Supported Embankment over Soft Soil for a High-Speed Line[END_REF] to examine load transfer toward the piles, settlement and GR deformation. [START_REF] Okyay | Centrifuge Modelling of a Pile-Supported Granular Earth-Platform[END_REF] and [START_REF] Fagundes | Behaviour of piled embankment without reinforcement[END_REF] have conducted their tests using the Mobile Tray (MT) presented in Fig. 2. This device principle consists in simulating, through the tray displacement, the settlement due to the compressibility of the soft soil instead of modelling soft soil. Using the same MT device, [START_REF] Blanc | Centrifuge investigation of load transfer mechanisms in a granular mattress above a rigid inclusions network[END_REF] have carried out tests on thin granular embankments, with a surcharge applied on the surface in order to examine GR improvement (Fig. 1b). As a conclusion of this study, it appears that a pre-tension applied to the GR does not increase significantly load transfer toward the piles. The same observation is made for the tests conducted with two layers of GR instead of one. This research has also led to the conclusion that the stiffer the GR is, the lower the final deformation of the GR. The embankment thickness never exceeds more than 1.8m. Only one secant stiffness is tested for the geosynthetic reinforcement. The hydraulic load is kept constant and the geosynthetic reinforcement is placed below the embankment. [START_REF] Girout | Arching and deformation in a piled embankment: centrifuge tests compared to analytical calculations[END_REF] and [START_REF] Fagundes | Behaviour of piled embankment without reinforcement[END_REF] have used the MT device only for unreinforced piled embankment studies (e.g., without GR) and performed many tests to investigate embankment behaviour by varying the characteristics of the piled-embankment (thickness H, spacing s between the piles axis, and pile diameter d). The measurements obtained from the load sensors, placed inside the piles at the network center and used to obtain the mean load Fm, have been analyzed using the load transfer efficiency equation [START_REF] Hewlett | Analysis of piled embankments[END_REF] as:
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where Fm is the average load measured per pile unit, d ρ g N H    is the vertical stress due to the embankment thickness with ρd the embankment density, g the earth acceleration and N the scale of model, q0 is the additional homogeneous stress resulting from the hydraulic load applied on the embankment surface with a membrane that separates the water from the soil.

The nine load sensors are placed on the inside of the top of the piles. For a piled embankment, this measurement corresponds to the arching effect (called A in the literature). For a GRPSE, it corresponds to the sum A + B, where B is the load transferred by membrane effect.

Considering the difficulty of calibrating total stress cells dealing with scaling law issues in small-scale model samples, it was not possible to install load cells inside the embankment above the geosynthetic reinforcement to measure B separately. For this reason, the results are analyzed considering the efficiency EF.

The aim of this paper is to present the findings of the experimental investigation carried out to examine the GR layer (s) reinforcement of a piled-embankment using the MT device. The spacing and the pile diameter are kept constant and are equal to 2.0 m and 0.5m, respectively.

First, some tests are conducted to examine the load transfer as a function of the embankment thickness for unreinforced and reinforced piled-embankments. These investigations are carried out by considering the geosynthetic reinforcement with different secant stiffness values (4.0 MN/m and 16.8 MN/m). Then, the impact on the arching effect of the distance between the piled embankment basal and the horizontal GR is studied through a series of tests conducted on a 7.2-m thick embankment by increasing the GR elevation within the embankment. Finally, the results of the tests carried out with the same initial load on the mobile tray, though applied differently (by using water tank or embankment thickness), are compared in terms of efficiency.

PHYSICAL MODELLING IN GEOTECHNICS

By increasing artificially the standard earth gravity, g, by a factor N, centrifuge modelling makes it possible to study a 1/N small scale model using the same stress and deformation levels than a full scale prototype [START_REF] Garnier | Catalogue of scaling laws and similitude questions in geotechnical centrifuge modelling[END_REF]. In this study, N is equal to 20. Table 1 presents the different scaling factors linking both model and corresponding prototype. The scale factors for the geosynthetic secant stiffness and the length here are equal to 1/N.

EXPERIMENTAL DEVICE

Description

The Mobile Tray method, used by [START_REF] Blanc | Centrifuge investigation of load transfer mechanisms in a granular mattress above a rigid inclusions network[END_REF] for the investigation of GR insertions, consists in imposing some displacements Δω to a perforated steel tray above a rigid pile network to simulate soft soil settlement (Fig. 2a). A model embankment is installed on the tray using a varying number of steel rings depending on the chosen thicknesses (Fig. 2b). The embankment sand material is poured manually until the desired total height is reached and the density is ρd = 1.62 kg/m 3 . The pile network and the granular embankment main characteristics (spacing and thickness) can be modified. Depending on the tests, one or two GR layers are optionally inserted beneath the model embankment on the MT surface. A surcharge can also be applied on the embankment top surface using a tank filled with water. The tank bottom is made of a soft membrane resting on the top of the embankment [START_REF] Blanc | Centrifuge investigation of load transfer mechanisms in a granular mattress above a rigid inclusions network[END_REF].

Materials

The embankment is made of a mix of five Hostun sand fractions used to model the full scale gravel [START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF]. In order to avoid scale effects, the mix is cut at 1 mm (the pile diameter considered here being equal to 25mm). The characteristics of the Hostun sand mix are summarized in Table 2.

As the secant stiffness for the small scale GR has to be N times lower than the prototype, a woven polypropylene geosynthetic has been selected to simulate prototype geogrids. The GR is characterized by the stiffness in the machine direction (i.e., the direction in paper and board that coincides with the longitudinal direction of the web) and the stiffness in the cross machine direction (direction perpendicular to the machine direction). The characteristic values (Tmax and εmax, which are the maximum tensile load and deformation, respectively) are presented in Table 3 for PP25 and PP60 materials. As an illustration, PP25 basal GR results are displayed in Fig. 3. The test begins when the MT is placed into the swinging basket of the centrifuge. The entire process is described in [START_REF] Blanc | Centrifuge investigation of load transfer mechanisms in a granular mattress above a rigid inclusions network[END_REF] as regards the tests including a surcharge, for which the water tank is filled until the expected stress level is reached. The tests conducted without surcharge are quicker because the tank does not need to be filled with water. Then, the test procedure only consists in prescribing a displacement Δω to the tray up to 30mm (i.e., a soft soil displacement equal to 600 mm on prototype scale).

Experimental campaign

In situ, the pile network is designed by the ratio of the pile area π.d 2 /4 to the mesh area s 2 (for a square pattern), called the area replacement ratio, α. The tests are conducted for one single area replacement ratio: α = 4.91 % and four thicknesses: H = 1.8 m, 3.2 m, 5.0 m and 7.2 m on prototype scale. In order to establish the relationship between H, s and d, the authors use the parameter Harch, defined as half the length of the diagonal between the pile edges as described by:

  arch H = s 2-d 2 (2)
The tests and their characteristics are presented in Table 4. The tests written in bold (17 tests)

have already been published in [START_REF] Fagundes | Load transfer mechanism and deformation of reinforced piled embankments[END_REF], [START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF] or [START_REF] Girout | Arching and deformation in a piled embankment: centrifuge tests compared to analytical calculations[END_REF]. Initially developed during the French national project A.S.I.Ri (IREX, 2012), the MT device is used to investigate load transfer towards rigid inclusions either within embankments toward the rigid piles, into granular mattresses below a slab or into lime and cement treated soils [START_REF] Okyay | Etude expérimentale et numérique des transferts de charge dans un massif renforcé par inclusions rigides. Applications à des cas de chargements statiques et dynamiques[END_REF]Okyay and Dias, 2010). To this a GR material can be added [START_REF] Blanc | Geosynthetic reinforcement of a granular load transfer platform above rigid inclusions: comparison between centrifuge testing and analytical modelling[END_REF]. The influence of the different types of surcharge loads on the stress applied on the mobile tray surface is investigated. As illustrated in Fig. 4, different configurations can be used to obtain the same initial stress applied on the tray. Considering ρd = 1.62 kg/m 3 , the initial stress applied on the GR is equal to the sum of the hydraulic column and the granular column, i.e., 80kPa + 1.62•9.81•1.8 = 109 kPa, to which the weight of the soft membrane (4 kPa) must be added [START_REF] Okyay | Etude expérimentale et numérique des transferts de charge dans un massif renforcé par inclusions rigides. Applications à des cas de chargements statiques et dynamiques[END_REF]. We then obtain 113kPa. As a comparison, the stress induced by a 7.2-m high embankment (T10 and T17 test models) is 114kPa.

TESTS ANALYSIS

The test series is conducted to examine how a GR insertion influences piled embankment behaviour for different thicknesses H and surcharges q0. With this aim in view, different types of models are prepared: with basal GR (i.e., at the soft soil/embankment interface) and without GR. Two different GR stiffness values are tested, characterized by their secant stiffness Ja: first, Ja = 4.0 MN/m and then, Ja = 16.8 MN/m.

The efficiency EF is plotted as a function of Δω, of H (Fig. 5, Fig. 7a, Fig. 8a, b and Fig. 9) and of hgx/H (Fig. 7b), where hgx is the elevation of the GR within the embankment. In order to address the influence of the thickness, the efficiency is compared as a function of H for different Δω (0.02, 0.08 and 0.56m) in Fig. 5b. We consider both non-reinforced and geosynthetic-reinforced pile-supported embankments. The displacement values are chosen in order to compare efficiency values ranging from very small displacements (just before the maximum efficiency is reached), to maximum displacement values imposed to the tray. When the efficiency reaches its maximum value, the particular value of the tray displacement is plotted as a function of the embankment thickness (Fig. 5b). For the reinforced case, this corresponds to the vertical displacement δg of the GR at the center of the mesh.

Unreinforced piled embankments

The load transfer efficiency versus embankment thickness is first investigated for four different thickness values (H= 1.8m, 3.2m, 5.0m and 7.2m, respectively). First, no surcharge is considered (i.e., q0 = 0 kPa).

Considering the curves EF -Δω in Fig. 5a for the unreinforced piled embankment model (tests T1-4-7 and 10, No GR), the efficiency increases with the tray displacement. All the curves are asymptotic save for the case H = 1.8m. The maximum value reached by the efficiency EF clearly increases with the thickness. However, for large tray displacements (Δω = 0.56m), the efficiency for a thin embankment (H = 1.8m) decreases up to its initial value.

This behaviour is similar to that of the stress deviator for a dense sample in triaxial tests. In other words, the decrease of the efficiency only is due to the high displacement induced by the tray. As regards in-situ embankments, settlement is lower and results from the stress applied on its surface. The difference in results between the test in the case H = 1.8 m and the other tests is due only to the fact that it is not possible to impose sufficient displacement.

Fig. 5b presents the comparison for the same tray displacement levels: low (0.02m), medium and high (0.56m). The curves with the circular marker (case No GR) show that when the thickness is low (H = 1.8m), the efficiency is less dependent upon soft soil settlement because, contrary to thick embankments (H = 7.2m), the arching effect is low.

Fig. 5 (case No GR), on the other hand, displays the tray displacement values when the efficiency reaches its maximum (i.e., EF = EFmax). The curves increase linearly up to an embankment thickness equal to 5 m and then plateau for the higher thicknesses studied.

Considering that the efficiency reaches a maximum value (approximately 65% for H = 7.2m

and α = 4.91%) and that it increases with the tray displacement, it is consistent that the settlement itself reaches a maximum value. In other words, above a certain thickness (related to the area replacement ratio), the efficiency does not increase any more. Because of a lower total embankment weight, the thinner the embankment, the smaller the displacement required to reach the maximum efficiency.

It can, therefore, be concluded that the load transfer efficiency increases with the embankment thickness by arching effect. In the modelling study presented here, it reaches 65% for H = 7.2m (with α = 4.91%). The arching effect occurs with the prescribed displacement (i.e., soft soil displacement) whereas settlement increases with embankment thickness.

4.2.Geosynthetic-Reinforced Pile-Supported Embankments

The aim of this section is to investigate how the GR decreases the stress applied on soft soil with relation to embankment thickness and GR stiffness. The same models as those already used are then reinforced with a basal horizontal GR. We first examine how the secant stiffness of the GR layer affects load transfer. Two different GR stiffness values are tested (4.0 MN/m and 16.8 MN/m, respectively). According to Fig. 5a, in which the efficiency versus the tray displacement is plotted for the 4.0 MN/m stiff GR, the efficiency increases because of the membrane effect when the soft soil settlement is high enough. For very small displacements (Δω < 0.05m), unreinforced and 4.0-MN/m stiff GR reinforced embankments are very close (Fig. 5b), even equal for thick embankments. This may be accounted for by the fact that the GR must be subjected to stress to "act" and because the stress applied on the soft soil in the case of thick embankments is higher (i.e., in case of lower efficiency). The lower the tray, the higher the GR is in tension (Fig. 3). For larger displacements (Δω > 0.23m), the efficiency reaches 100% whatever the thicknesses considered.

In the present case, it is possible to lower the tray until the GR loses its contact with the tray (δg = Δω for EF = 100%). This point is equivalent to the conservative case used in standards to design GR, for which the soft soil strength is not taken into account to calculate the stability of this composite foundation.

Fig. 6 displays a comparison of the tray displacements, for which the efficiency is highest (Δωmax = Δω red on the y-axis to the left when unreinforced piled embankments are considered) with the case, for which the GR displacement is at its maximum (case GR, corresponding to the point where EF reaches its maximum value). Fig. 6 shows that δg (GR deflection, red on the y-axis to the right) increases with the stress applied on the tray (i.e., the embankment thickness) whatever the thickness studied. The load transferred inside the embankment by shearing effect increases with the embankment thickness. The difference between this particular value Δω and the deflection value δg increases with the thickness until full arching effect occurs. Regarding thin non-reinforced embankments, the GR supports fewer loads and its maximum deformation is nearly reached when the maximum efficiency is obtained. Fig. 6 presents the results for both GR stiffness values (4.0 MN/m and stiffer 16.8

MN/m). The slope of the trend line for Ja = 4.0 MN/m is approximately twice that for Ja = 16.8 MN/m. This can be accounted for by the fact that the GR is tensioned according to its stiffness and to the load applied on its surface. As a result, the deflection of the geosynthetic depends mainly on the load applied on the geosynthetic, therefore on the thickness H and consequently also on its stiffness.

The interesting finding of this work is the fact that, with a GRPSE, the membrane effect permits the improvement of the total load transfer toward the piles. The stiffer the geosynthetic is, the lower the deflection.

4.3.Elevation of geosynthetic layers within the embankment

Commonly, piled-embankments are reinforced using a geosynthetic layer placed close to the embankment/soft soil interface. As recommended by the EBGEO design guide (2011) in order to prevent the stress concentration at the pile cap corner from damaging the GR, a thin granular layer can be laid between GR and soft soil, as was also implemented on an experimental in situ embankment [START_REF] Briançon | Pile-Supported Embankment over Soft Soil for a High-Speed Line[END_REF]. The aim of this section is to examine how the load transfer efficiency depends on the thickness of the interface layer. The influence of the GR height hgx within the embankment is studied using a 7.2-m high embankment and a pile network spacing of s = 2.0m.

Fig. 7a shows the efficiency for one GR layer at the following altitudes: 0m (like in the models presented in Fig. 6), 0.2, 0.4, 0.8, 1.2 and 1.8m, respectively. The case model without GR is also displayed here for comparison purposes. Both the reference model (i.e., hgx = 0m) and the one with a small altitude (hgx = 0.2m) obtain an efficiency EF = 100%. However, the efficiency with hgx = 0.2m is lower than in the reference case until the tray displacement Δω reaches 0.28m. In both cases, the GR has been subjected to irreversible plastic strain (as shown in Fig. 3). In the next tests conducted with increasing geosynthetic altitudes (hgx = 0.4, 0.8, 1.2 and 1.8m), the efficiency is lower than in the reference case (hgx = 0m). Compared with the case without GR, the efficiency is higher for small displacements. For settlement higher than 0.35m, the efficiency is even lower for hgx equal or higher than 0.8m. The reason for that is that the GR "breaks" the arching effect occurring within the embankment. The consequence is that the soil below the GR transmits a load directly to the tray, the value of which is much higher than the stress transferred towards piles. Because of this the efficiency can be even lower than in the case without GR. For hgx = 0.4m, the efficiency increases again for a displacement equal to 0.45m. This is due to the fact that, as soon as the embankment has been sufficiently punched by the pile (i.e., Δω equal to the geosynthetic level), the tension force in the GR increases and the membrane effect increases. Moreover, the arching effect is produced again above the GR.

For hgx ≥ 0.4m, the GR strain does not reached plastic yield.

The load transferred towards the piles depends on the stiffness and position of the GR within the embankment. A stiff and basal GR produces higher transfer for low soft soil settlement because of maximum membrane and arching effects. In other words, the GR has no effect in terms of load transfer if it is placed too high within the embankment. In this case, indeed, load transfer is even lower than the value achieved for the same embankment without GR.

4.4.Surcharge applied on the embankment

Water tank

Until now only load transfers due to the embankment weight itself have been considered. In this section, we examine how an external surcharge applied here using a water tank can modify the load transfer efficiency.

Using an additional device, it is possible to apply a surcharge at the top of the embankment to investigate how the load transfer can be affected by a homogeneous and static surcharge (Fig. for the case q0 = 80kPa and for displacements larger than 0.2m. For a thicker embankment, the hydraulic stress causes a relatively lower increase in effective stress. Therefore, the same hydraulic load has less influence on the efficiency for H = 3.2m than for H = 1.8m. With a geosynthetic reinforcement, the efficiency is very similar for all cases (no surcharge, q0 = 40kPa or 80kPa). The decreasing efficiency observed for test T27 and T30 is due to the heterogeneity of the load sensors and provides an underestimated mean load inside the piles.

Only the tests without surcharge and with H = 3.2m reveal a small difference. If we consider that, for a GRPSE, the efficiency is due to both arching and membrane effects, applying a stress does not modify the behaviour of the GR, and thus the efficiency value.

The interesting finding of this section is that the water tank by applying a homogeneous stress increases arching significantly, particularly in the case of unreinforced piled embankments.

This increase is particularly noticeable in case of thin embankments because they have relatively low stress levels due to their weight. In GRPSE, however, the membrane effect almost entirely conceals the benefits of external loading.

Nature of the surcharge

Different loads can be applied on an embankment of constant thickness (here 1.8m). The aim of this section is to compare the embankment behaviour for different model configurations (i.e., different models corresponding to a hydraulic surcharge or a granular additional thickness).

A thin embankment model is then considered (i.e., H/Harch = 1.4 with H = 1.8m) and three different configurations are adopted (Fig. 4):

(i) Thick embankments (7.2m) without surcharge, (ii) Thin embankments (1.8m) supporting the weight of an additional 5.4m one separated by a PP25 GR, (iii) Thin embankments (1.8m) with some hydraulic surcharges applied via a soft membrane.

All the configurations are tested for piled embankments without (T10, T17 and T20) and with (T11, T19 and T21) geosynthetic basal reinforcement (PP25: Ja = 4.0 MN/m). For instance, T17 corresponds to an embankment with no basal GR and a PP60 geosynthetic layer (Ja = 16.8MN/m) placed at hgx = 1.8m. T19 corresponds to a 7.2m thick embankment, within which two PP25 geosynthetic layers (Ja = 4 MN/m) are placed (one at basal level and the second at hgx = 1.8m) as schematically shown in Fig. 4b.

For the configurations without basal reinforcement (Fig. 9a), the load transfer increases with the tray displacement and reaches approximately the same value (around 65%). We observe that the surcharge applied using the water tank (test T20) produces a uniform pressure whereas some arching effects appear within the granular thickness above the PP60 geosynthetic (test T17). For the T17 model, the GR is located at a height of 1.8m and presents some higher efficiencies due to the membrane effect. The difference observed between the T17 and T20 curves can be explained by the fact that the total embankment thickness is larger resulting in some additional arching effect. This is also the case when the water surcharge produces an increasing effective stress at the embankment top surface in the case of test T20.

As regards arching effect within a thick embankment, the granular thickness is more relevant than the effective stress at its base.

The curves EF -Δω of the tests conducted with the basal GR are plotted in Fig. 9(b). The efficiencies are very similar save for the case with a single embankment (T11), for which they are lower. For the two other cases, the 1.8-m thick layer between the basal GR and the membrane/second GR is stressed and may generate some higher load transfer efficiencies.

The difference observed between curve T11 and the other curves can be accounted for by test variability.

We can then conclude that the load transfer efficiency is slightly higher for thicker embankments because of arching/shearing effects occurring within the whole thickness and not only at the bottom of the embankment (case without GR). As for GRPSE, on the other hand, the impact of the surcharge load type on efficiency is negligible.

NUMERICAL MODELLING

Physical modelling is combined to numerical calculation to obtain the stress and deformation distributions inside the embankment and on the GR.

5.1.Definition of the numerical model

A previous numerical model has been developed by [START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF] using the finite element software Plaxis for a two-dimensional (2D) model in an axisymmetrical unit-cell approach (corresponding to one pile of a network situated far from the embankment slope). This study has also demonstrated that a three-dimensional (3D) model is not required in this case because no better fitting with the experimental results is obtained.

Geometry

The equivalent radius Req of the unit-cell is given by:

2 eq R s   (3)
The mesh is built automatically with 15-nodes elements. Each model contains three distinctive parts as shown in Fig. 10: (i) the embankment, on which the surcharge load q0 is applied, (ii) the pile, (iii) the tray, at the bottom of which the downward vertical displacement Δω is applied.

Pile/tray, GR/tray and pile/embankment interactions are modelled using some interfaces. The interface on top of the GR is associated to a material whose characteristics are equal to that of the embankment. The other interface characteristics are found in [START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF]. The geosynthetic reinforcement is modeled as a beam working under tension only. The beam mean secant stiffness is chosen to model the PP25 GR (Ja (p) = 4000kN/m).

Constitutive models

In order to model the embankment behaviour, a hypoplastic model is chosen. This hypoplastic model, indeed, takes the change in the embankment void ratio during the tray downward displacement into account, as showed by [START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF]. The pile and the tray are modelled considering an elastic law with an infinite stiffness in contrast to the embankment material stiffness.

Process

Numerical modelling follows the same process as that for centrifuge testing. The first step consists in numerically applying macro-gravity by increasing earth standard gravity 20 times (N = 20). Then, the surcharge load is applied. Finally, the tray downward displacement is initiated with a 1-mm step until the GR comes loose from the tray. Additional information is found in [START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF].

5.2.Results

This study focuses on stress and displacement/deformation distributions within embankments.

It is also interesting in pointing up GR displacements and tensile loads, which is impossible with the centrifuge at the scale used (N = 20). The authors have chosen here to discuss the results for the GRPSE case. Two reinforcement layers are considered (one basal and the second at hgx = 0.2m) within a thin embankment (H = 1.0m), on which a hydraulic surcharge (q0 = 80kPa) is applied and with the same spacing that the centrifuged tests (s = 2.0m). This configuration is compared with a previous case used as the reference case by [START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF] in order to investigate how the second GR behaves within the embankment. These configurations have also been experimentally tested using the geotechnical centrifuge and are listed in Table 4 as TA (one GR) and TB (two GR).

Fig. 11 presents the load transfer efficiency for both configurations. The numerical and experimental efficiencies obtained are quite similar, or even lower for the case with two GR.

This trend is also observed with the numerical calculation. As observed previously by the authors, the total displacement requires for the GR to come loose from the tray (i.e., Δω = δg) is numerically underestimated.

Fig. 12 shows the distribution of four parameters within the embankment at their final state (i.e., Δω higher than δg): the vertical stress σzz (Fig. 12a), the vertical displacement Uzz (Fig. 12b), the shear stress σrz (Fig. 12c) and the void ratio e (Fig. 12d). Before the beginning of the tray displacement, the initial vertical stress σss is the sum of the embankment column weight plus the hydraulic load, i.e., 95kPa. After the downward displacement, three distinctive areas for the σzz distribution are noticeable (Fig. 12a): 1) above the pile head (σzz higher than 600 kPa),

2) above the center between the piles (σzz lower than 50 kPa) and 3) a transitional area (σzz value decreasing in intensity but increasing in volume). The σzz isovalues of the two GR case are similar to the single GR case presented by [START_REF] Girout | Numerical analysis of a geosyntheticreinforced piled load transfer platform -Validation on centrifuge test[END_REF]. Higher stresses are applied on the pile and part of the GR. The installation of the GR increases pile head loading by membrane effect. The embankment column in the half-space between both piles is under-stressed. During the downward displacement, the granular material layer between both GR is compressed, especially above the pile (which is much stiffer than the GR). Uzz (Fig. 12b) makes it possible to locate the second GR layer location with a small lateral displacement of the iso-value at hgx = 0.2m. σrz (Fig. 12c) shows a similar trend than in the single basal GR case, except that some higher values are obtained above the pile edge because of the stress concentration below the top GR layer. The void ratio distribution (Fig. 12d) also reveals a fragmented shear band (characterized by lower void ratio) because of the presence of the second GR layer.

Nevertheless, the other bands occurring above the embankment suggest that arching is well developed.

The tensile load T and the vertical displacement Uzz g in the GR are displayed in Fig. 13.

Considering TB (the 2 GR case), T reaches its maximum value at the pile edge (as shown in Fig. 13a) and decreases until the equivalent radius, Req. In Fig. 13b Uzz is nil above the pile and increases until reaching a maximum value δg at r = Req. The basal GR layer shows that the behaviour is very similar to TA (single basal GR). The only difference is a peak at 220kN/m (instead of 230kN/m in the single basal GR case). The second GR (hgx = 0.2m) has a tensile load equal to 65kN/m, which is maximum at the pile center. This value is much lower than the value obtained in the basal GR case. The same observation is made in situ as, for example, in [START_REF] Briançon | Performance of Pile-Supported Embankment over Soft Soil: Full-Scale Experiment[END_REF]. The tensile load is reduced when the spacing r exceeds 0.25m (i.e., the pile radius, Req) reaching its minimum value at the center.

The vertical displacement of the basal GR (Fig. 13 b) is no different from the single GR case except above the pile. Above the pile, indeed, the second GR descends vertically some 0.02m because of the densification of the granular material. Above the tray, the second GR behaves like the basal GR. The second GR also introduces a membrane effect, whose impact on the tests, however, is negligible.

CONCLUSIONS

The present study has been conducted to examine the behaviour of a piled embankment system implemented with and without basal geosynthetic reinforcement. 33 tests have been performed using a geotechnical centrifuge to determine the influence of the embankment thickness, the geosynthetic altitude within the embankment, the secant stiffness of the geosynthetic layers and the surcharge applied on the surface.

Different findings are obtained:

(i)

The load transferred towards the piles increases with the embankment thickness, in the same way as the load applied on the soft soil. For a 7.2-m high embankment and an area replacement ratio of 4.91%, the maximum load transfer efficiency is equal to 65%.

Some arching effects appear within the embankment, the extent of which depends on the prescribed tray displacement.

(ii)

The presence of geosynthetic reinforcements enhances the efficiency of load transfer towards the piles. The membrane effect is more noticeable as the prescribed tray displacement increases. For the area replacement ratio studied here (α = 4.91 %) and because of the prescribed settlement of the soft soil, the efficiency reaches 100%. The stiffer the geosynthetic, the lower the deflection.

(iii) The part of the load transferred towards the piles depends on the stiffness and position of the GR within the embankment. A stiff and basal GR generates higher transfers for low soft soil settlements because of maximum membrane and arching effects. Two geosynthetic reinforcement layers are used for the same model geometry. The total vertical displacement of the geosynthetic decreases when its secant stiffness increases.

The membrane effect is at the maximum when the geosynthetic layer is located close to the pile top. In order to reduce plastic strain within the geosynthetic, a thin granular layer can be laid under the geosynthetic, which is no thicker than 0.2m. According to the test results, the efficiency is similar for very high soft soil settlement with the geosynthetic layer no thicker than 0.2m.

(iv)

Considering the results available (embankment thicknesses of 1.8m and 3.2m, respectively, area replacement ratio of 4.91%, surcharge of 40 and 80 kPa), applying a temporary surcharge results in some quite different load transfer efficiencies for thinner embankments. The main finding here is that the water tank exerts a homogeneous stress.

Consequently, arching, which is stress dependent, is significantly increased and improves the efficiency. Improvement is limited in the case of thick embankments because of a relatively lower increase in the effective stress. GRPSE is largely unaffected because of an additional load transfer at the embankment bottom due to the membrane effect.

(v) Considering the same average stress applied at the bottom of pile-supported embankments, the key feature as regards load transfer is arching, which can be improved by applying an external surcharge. As for GRPSE, arching and external surcharge have similar effects.

(vi) Numerical modelling demonstrates that the addition of a second GR within embankments does not enhance GR deflection reduction. Although the presence of a second GR layer breaks the arching mechanisms at the bottom, it, however, does not stop these mechanisms in the embankment areas situated above this GR and even enhances load transfer through its membrane effect. 

NOTATION

  Fig.8(a) displays the efficiency versus the tray displacement for the case where H is equal to 1.8m. Without GR, the surcharge (40kPa for T20 & 80kPa for T23) improves the load transfer efficiency in comparison with the case where no surcharge is applied (T1). In fact, applying an increased average pressure on the embankment top surface increases effective stress significantly. As a result the arching effect, which is stress dependent, increases. It means that the load transferred towards the piles increases when a hydraulic load is applied on the embankment top. The case of a 3.2-m thick embankment where the intensity of q0 has less influence than for the case H=1.8m is presented in Fig.8 (b). The efficiency is increased only

Basice

  SI units are shown in parentheses. A Load transferred towards the pile by arching effect (N) B Load transferred towards the pile by membrane effect (N) Void ratio of the embankment material Fm Mean load transferred toward the rigid pile network (N) g Standard earth acceleration (m.s -2 ) H Embankment thickness (m) Harch Radius of the arching effect for the analytical calculation defined in Equation (2) (m) hgx Altitude of the geosynthetic layer inside the embankment (m) Ja Average Secant stiffness for the geosynthetic reinforcement (N/m) q0 Surcharge applied via the water tank (Pa) N Scale factor Req Equivalent radius in numerical modelling (m) defined in Equation (3) r Radial spacing from pile axis in axisymmetrical configuration (m) s Spacing between pile-axis (m) T(max) (Maximum) tensile load of the geosynthetic (N/m) Uzz Numerically obtained vertical displacement in the embankment (m) Uzz g Numerically obtained vertical displacement in the geogrid (m) z Height within embankment (m) X (m)/(p) Parameter X given at model/prototype scale α Area replacement ratio of the pile network (%) εg max Geosynthetic deformation at Tmax (%) Δω(max) (Maximum)Tray displacement in its center (m) δg Deflection of the geosynthetic layer (m) ϕp Friction angle of the Hostun sand mix (°) ρd Embankment density (kg/m 3 ) ρs Volumic mass of solids (kg/m 3 ) Geotextile with T = 25 kN/m PP60 Polypropylene Woven Geotextile with 62 kN/m < T < 66 kN/m
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Table 2 Characteristics of the mix Hostun sand (γ d = 15.8 kN/m 3 and ϕ p = 38°)

 2 

	d50 (mm)	CU	CC	ρd min (g/cm 3 )	ρd max (g/cm 3 )	ρs (g/cm 3 )
	0.32	3.52	0.88	1.40	1.73	2.65

Table 4 List of the experimental test campaign (s = 2.0 m, d = 0.5 m, H arch = 1.2m (as defined in 676 Equation (2), α = 4.91 %, ρ d = 1.62kg/m 3 ) 677

 4 

	Tests (TX)	H (m)	H/H arch	J a (MN/m)	hgx (m)	q 0 (kPa)
	TA/TB	1.0	0.78	4	0/0;0.2	80
	T1/T2/T3	1.8	1.5	-/4/16.8	0	
	T4/T5/T6	3.2	2.7	-/4/16.8	0	
	T7/T8/T9	5	4.3	-/4/16.8	0	
	T10/T11/T12	7.2	6.2	-/4/16.8	0	
	T13/T14/T15/T16/T17	7.2	6.2	16.8	0.2/0.4/0.8/1.2/1.8	
	T18 /T19 (2 PP25 GR)	7.2	6.2	4	1.8 / 0;1.8	
	T20/T21/T22	1.8	1.5	-/4/16.8	0	80
	T23/T24/T25	1.8	1.5	-/4/16.8	0	40
	T26/T27/T28	3.2	2.75	-/4/16.8	0	40
	T29/T30/T31	3.2	2.75	-/4/16.8	0	80
	678					
	679					

TABLES Table 1 Scaling factors

Prototype

Small-scale model