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Realistic Braking Operation Simulation of Ventilated Disk Brakes

A three-dimensional numerical method for the prediction of transient temperatures reached during realistic braking operations in a ventilated disk brake assembly is presented in this paper. This Layered FFT�FEM numerical method (Fast Fourier Transform-Finite Element Method) takes advantage of the high Peclet number "skin effect'' to decouple the moving boundary contact problem from the spatially periodic but non-axisymmetric cooling associated with the vents. The first problem is modeled according to the FFT-FEM method developed previously by the authors. This tech nique succeeded in using high Peclet numbers for axisymmetric moving solids submit ted to general loading conditions. No numerical convergence problems are encoun tered and short computer time is required. The second problem is modeled according to traditional three-dimensional finite element techniques. The Layered FFT-FEM results are compared with analytical results. A braking operation is simulated for an industrial ventilated disk brake.

I Introduction

Different phenomena limit the life of disk brakes: temperature rise modifies the thermal and mechanical characteristics of ma terials, thermomechanical distortions [START_REF] Lee | Frictionally-Exited Thermoelastic Instability in Automotive Disk Brakes[END_REF] give rise to instabilities and loss of efficiency and thermal craz ing limits the lifetime. The complete simulation of a disk brake system requires the determination of: 1: the temperature field at every point of the component as a function of time, 2: the corresponding thermal and mechanical stresses, 3: the stress intensity factors ( SIFs) at crack tips, 4: the crack growth prediction.

Such an overall project has never been undertaken for differ ent reasons. High Peclet numbers such as those encountered in disk brakes cause numerical convergence problems in tradi tional finite element thermal simulations. Very fine meshes both in time and space are required to overcome these numerical instabilities [START_REF] Kennedy | Improved techniques for finite element analysis of sliding surface temperatures. Numerical and experimental methods applied to Tribology[END_REF] but involve very extensive computer times. The loading conditions are not axisymmetric, but for economic reasons, classical thermomechanical analyses are limited to a meridian plane. A false axisymmetric hat shaped distortion of the disk [START_REF] Floquet | Moctelisation thermique bidimensionnelle des instabilites du freinage[END_REF] is obtained. Pr ediction of crack behaviour (crack path, crack growth rate, etc) cannot be formulated on such a basis. A new method, called FFT-FEM, was presented in a previous paper [START_REF] Floquet | Nonaxisymmetric effects for three dimensional analysis of a brake[END_REF] dealing with 3-D axisymmetric moving solids subjected to a transient thermal load with variable heat flux, speed, convection, etc. Furthermore, the material characteristics are temperature dependent. This hybrid method combines Fast Fourier Trans form techniques (FFT) with Finite Element methods (FEM). The prediction of the transient temperatures reached during real istic braking operations is simulated for short computer time. Therefore the 2-D thermomechanical modelling limitation is now removed. Here this FFT-FEM model is extended to deter mine the temperature field in a ventilated disk brake assembly which geometry is spatially periodic but non-axisymmetric.

II Ventilated Moving Solid Under Nonaxisymmetric

Transient Heat Conditions: The Thermal Analysis 11.1 Brief Description of the FFT-FEM Technique. An original method for the analysis of three dimensional axisymme tric moving solids submitted to nonaxisymmetric transient heat conditions was presented in a previous paper by Floquet and Dubourg. This FFT-FEM method combines Fourier Integral Transform techniques and finite element methods. The method is based on Fourier Transform with respect to the space variable B corresponding to the disk sliding speed direction. In practice, this is done by the Fast Fourier Transform (FFT) technique [START_REF] Brigham | The Fast Fourier Transform[END_REF]. This FFT technique is combined with the Singleton method [START_REF] Singleton | An Algorithm for Computing the Mixed Radix Fast Fourier Transform[END_REF] .

Any axisymmetric geometry can be considered. The heat conduction equation considered in the cylindrical coordinates system ( r, B, z) attached to a fixed reference axis is (cf. The Fourier Integral Transform with respect to the () variable for a cyclic function g(x) with a period of 2L, is defi ned by g(f)

g(f ) = I: g(x) exp(-2)7rfx)dx (2) with f = n/L, n E N,j is a pure imaginary number.
The inverse transform is done by Fast Fourier Transform algorithm [START_REF] Brigham | The Fast Fourier Transform[END_REF][START_REF] Singleton | An Algorithm for Computing the Mixed Radix Fast Fourier Transform[END_REF].

The integral transformation of the system ( 1) by the applica T(r, z, t) = Tc(r, z, t)
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The speed effect is no longer associated with the temperature derivative with respect to(), but with the function itself. Further more the oscillations associated with high Peclet numbers are removed. The finite element technique is applied directly. The weak formulation of the problem is given by:
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(1) f(r, z, t) = 'fc(r, z, t) on r1

T(r, z, t = 0) = f;(r, z, 0) on !1

D is a linear piecewise function of the temperature. h is a bilinear piecewise function of temperature and speed. Their values over a finite element are constant during a time step and are determined according to the average value at the previous time step of the temperature for D and to the average values of the temperature and speed for h.

The transformed quantities are complex variables with real and imaginary parts. The transformed system ( 4) is solved using two-dimensional finite elements with two degrees of freedom per node (real and imaginary parts). It finally leads to a differen tial equation system solved here by an explicit Euler classical method.

The FFT-FEM results were compared with analytical results and the comparison showed an excellent agreement [START_REF] Floquet | Nonaxisymmetric effects for three dimensional analysis of a brake[END_REF][START_REF] Floquet | Les temperatures eclairs en systeme multicouche[END_REF]. Furthermore, the efficiency of the method was demonstrated in a 3-D simulation problem: the temperature distribution in a disk brake assembly was predicted during a realistic braking operation.

II.2

The Layered FFT-FEM Technique. The axisym metrical property no longer holds for ventilated disk brakes. A correct model requires consideration of a mobile reference axis, linked to the disk. The initial problems related to the existence of numerical instabilities when the Peclet number is greater than 2 arise again. In this paper, the Layered FFT-FEM method, based on the pioneering FFT-FEM method, is proposed to pre dict the temperature distribution in spatially periodic but nonaxi symmetric moving solids.

High Peclet numbers in practical systems and particularly in brake systems induce surface heating in a thin layer adjacent to the surface [START_REF] Archard | The Temperature of Rubbing Surfaces[END_REF][START_REF] Colin | Thermal Contact Simulation in 2-D and 3-D Mechanisms[END_REF], points at greater depth responding to the time-average heat input only [START_REF] Floquet | Les temperatures eclairs en systeme multicouche[END_REF]. The new model rests on this basic result.

The complete system is therefore divided into different parts. Each part is analyzed either with the FFT-FEM method or with the 3-D finite element technique (3-D FEM), according to geo metrical and boundary conditions. The ventilated disk brake system is divided into (cf. In practice, the thickness of the central part is greater than the effective vent diameter in order to enhance the heat ex change. The matching point between the FFT-FEM and 3-D FEM regions is located at a much greater depth than the depth of the thin heating layer corresponding to the speed effect. Thus it is not necessary to recreate a finite element mesh at each time step for each Peclet number. This matching point can be as sumed to be axisymmetric, as the temperature field and the temperature gradients are practically independent of (} at this depth leading to axisymmetric boundary conditions. Further, the cooling phenomenon associated with the vents schematically corresponds to a pulsed cooling flux at a frequency f = nc *w, where nc is the number of vents and w the rotational speed.

According to [START_REF] Carslaw | Conduction of Heat in Solids[END_REF] The time offset considered here leads to very minor errors. This heat flux will be imposed as boundary conditions at time step i + 1 for the temperature solution in the hub caps. At time step i + l, the complete procedure is performed again.

Transfer loops for the contact and internal links are oppositely organized. This is done to avoid convergence problems. Tem perature variations are more important in the hub caps than in the central part. It is therefore logical to impose the hub cap temperature gradients as boundary conditions for determining the temperature field in the central part. The hub cap/pad con nection cannot be performed in a similar way due to numerical instabilities. An opposite procedure is adopted. The braking energy decreased by the pad absorbed energy is imposed to the hub caps that give back a temperature field at the connection surface.

III Comparisons With Analytical Results

The validation of the FFT-FEM method was performed pre viously for cases with and without speed effects [START_REF] Floquet | Nonaxisymmetric effects for three dimensional analysis of a brake[END_REF]. The heat transfer between the FFf-FEM and 3-D FEM re gions is the main point to check in the Layered FFf-FEM method. The temperature field at the matching point between the two regions is roughly independent of 8. The speed effect has there no influence on the heat transfer and will moreover smooth possible discrepancies. Thus a very simple case without speed effects is considered to compare the Layered FFT-FEM A ring is considered (cf. Fig. 3 (a)). The meridian plane is a rectangular (cf. Figure 3 ( b)). This region is initially at zero temperature. For times t greater than 0, a zero temperature is imposed to boundary z = 0, a constant heat flux is applied at T"C Fig. 10 Top view of the disk brake temperature map at t = 7 s boundary z = e, q = qo, qo = 10 6 W Im 2 • The side boundaries are insulated. Height e is equal to 0.036 m. The thermal material properties considered are h = 100 W Im 2 °C, k = 50 W Im 0c, p = 7800 kglm 3, C = 500 J lkg°C. The analytical solution of this problem is ( Oziski, 1980). ,Bm = (2m -l)- 2e
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The meridian plane of the ring is divided into two parts (cf. Fig. 4(a)):

Part 1 is analyzed using the FFT.FEM method. Two dimen sional four nodes finite elements are used. The thickness of the last layer of finite elements of the FFT-FEM grid is small in order to determine accurately the outgoing temperature gradi ents. Taking an identical standard thickness for these elements would lead to an overestimation of the temperature gradients and thus of the interface temperature field by roughly 10 to 20 percent. The optimum ratio between the thicknesses of the last two layers of finite elements is found to be 0.25.

Part 2 is modeled with the 3-D FEM method. Twenty four hexaedric finite elements are considered ( 8 in the meridian plane, 3 in the circumferential direction). As this problem is axisymmetric (geometrically and running conditions), it is not necessary to model the whole annulus.

The ring partition into FFT-FEM and 3-D FEM regions is presented Fig. 4(a). are presented in Figs. 5 and6. Figure 5 shows the temperature variations versus time at z = e (where the heat-flux is applied) and at z = 5el9 corresponding to the internal link location. Excellent agreement is obtained both at z = e, mostly validating the FFT FEM technique, and at z = 5el9 justifying the FFT-FEM and 3- D FEM combination. Figure 6 shows the temperature variations versus z at times t = 5 and 20 seconds. The Layered FFT-FEM and 3-D FEM results are in good agreement. Further no discontinuity in the Layered FFT-FEM temperature profile at the internal link location is observed. The heat transfer between the FFT-FEM and 3-D FEM regions is therefore correctly performed.

This simple test has permitted to verify the connection be tween FFT.FEM and the 3-D FEM methods, which was the main point to check in the Layered FFT-FEM technique. Tests were also performed on axisymmetric solids submitted to tran sient heat-flux conditions. The thermal analysis was performed by the FFT-FEM and by the Layered FFT-FEM techniques. Results were in good agreement.

IV Prediction of the Temperature Field During a Braking Operation in an Automotive Vehicle Venti lated Disk Brake An industrial ventilated disk brake is presented in Fig. 7. the braking operation lasts 7.5 seconds, the speed decreases linearly from 105 km/h (561s) to 70 km/h (37, l/ s) and the energy dissipated is 1200 kJ. The heat flux is assumed to be constant over the pads. More realistic contact conditions between pads and disk and consequently heat input distribution will be taken into account in the future. The initial temperature field is con stant and equal to 120°C. The boundary conditions are the fol lowing: environment temperature 50°C, imposed temperature in the region close to the rim 100°C, different convection conditions: on hub cap tracks, vents and elsewhere, pads correspond to a 60° degree arc length sector,

The thermal properties are temperature related. They are basi cally those of a classical cast iron.

The disk brake is divided into three parts, two hub caps and a central part. This particular design even increases the heat energy dissipa tion and leads to symmetrical temperature distribution be tween the hub caps. This portion of the central part is de scribed with 948 three-dimensional elements (both hexae dric and prismatic) with one degree of freedom leading to 1533 nodes. The Layered FFT-FEM method requires there-:w1.u: IOll.llO Fig. 11 Temperature map in the meridian plane corresponding to cross section A at t = 7 s fore the solution of 60 ( 2 * 30 frequencies) two-dimensional problems with 96 ( 48 * 2) degrees of freedom for both hub caps and the central part three-dimensional problem with 1533 degrees of freedom for one time step. This Layered FFT-FEM grid correspond to classical 3-D finite element mesh of 28608 elements and 34560 nodes, divided into 13440 elements for both hub caps (192 frequencies* 35 ele ments* 2 hub caps) and 15168 elements (948 elements*16 angular sectors) for the central part!

The braking operation is studied during 30 seconds corre sponding to 600 time steps. The temperature contours at t equals 7 seconds are presented in Figs. 9, 10, and 11. The disk brake temperature map shown in Figure 9 highlights different points: the temperature is a function of fJ, its maxi mum is localised at the surface over the pad domain, the temperature variations around each vent clearly identify its location. Figure 10 is a top view of the disk brake tempera ture distribution. The maximum temperature is located at the end of the pad domain. Finally a temperature map in merid ian plane corresponding to cross section A indicated in Fig.

IO is presented in Fig. 11. The temperature decreases through the thickness of the hub caps, from the upper surface where the heat-flux is applied to the interface with the central part.

A slight dissymmetry in the temperature field is observed.

This is due to a difference in the heat-flux distribution over the hub caps. This transient thermal simulation takes 20 CPU minutes on a Digital Alpha 400 ( 2 seconds per time step). The classical 3-D finite element elastic calculation of the same geometry configuration ( 34560 nodes and 103680 degrees of freedom) takes 100 CPU minutes for one time step.

Conclusion

The Layered FFT-FEM method is presented here to deal with geometrically periodic but nonaxisymmetric moving solids such as ventilated disk brakes. This method is based on a partition of the system between moving axisymmetrical parts (hub caps) and repetitive non axisymmetric part (vents). The former part is analyzed using the FFT-FEM method and the latter one with the 3-D FEM technique. The accuracy of the FFT-FEM method was verified in previous work using an axisymmetric disk brake system. Validation tests focusing on the continuity and the accu racy of the temperature variations at the interface between the FFT-FEM and 3-D finite element methods are presented for the Layered FFT-FEM method. Comparisons with analytical results show very good agreement. Finally an industrial case is calcu lated. The temperature distribution in a ventilated disk brake system during a realistic braking operation ( 30 seconds) is obtained for 600 time steps. It requires only 20 CPU minutes. This permits a complete 3-D thermal modeling and in particular a simulation of temperature progression during successive real istic brakings.
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  Fig. 1 Axisymmetric disk brake assembly. Meridian plane (z, r)

  Fig. 2 Schematic partition of a ventilated disk brake assembly into 5 regions depending on the use of FFT-FEM or 3-D FEM techniques. Heat transfer methodologies from FFT-FEM to 3-D FEM regions (internal link) and 3-D FEM to FFT-FEM regions (contact link). •indicates boundary conditions between regions. -.. indicates the direction of the loop. 1, 2, 3 are the stages of the loop. ---indicates change of time step.
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 356 Fig. 3 (a) Axisymmetric ring geometry
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  results with analytical ones and to check the heat transfer in the z direction. The attention is directed to the temperature distribution at the internal link location.

At

  

Fig. 9

 9 Fig.9Disk brake temperature map at t ; 7 s

  Figure 4(b) gives the FFT-FEM and 3-D FEM grids of the meridian plane. The location of the internal link (z = 5el9 = 20 mm) is specified. The thickness of the last two elements of the FFT-FEM grid (numbered 7 and 8) is effectively small.Comparisons between Layered FFT-FEM and analytical results

  Figure 8 (a) shows meridian plane xOz . This plane crosses a vent. The central part and both hub caps are meshed. The internal link locations and also the heat flux distribution are indicated. Each hub cap is modeled with 35 quadrangle elements with two degrees of freedom re sulting in 48 nodes. 192 frequencies are considered but only 30 are used for the calculation. The 3-D mesh. of the central part is presented in figure Sb. A 22.5 degree angular sector only is modeled containing six vents: 3 are attached to the upper hub cap and the three others to the lower hub cap.
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