Chin Joo Tan 
  
Andri Andriyana 
email: andri.andriyana@um.edu.my
  
Bee Chin Ang 
  
Grégory Chagnon 
  
Inelastic deformation of highly aligned dry-spun thermoplastic polyurethane elastomer microfibres

Keywords: fibre, mechanical response, spinning, thermoplastic elastomer

published or not. The documents may come    

Inelastic deformation of highly aligned dry-spun thermoplastic polyurethane elastomer microfibres

Introduction

Thermoplastic polyurethane elastomer is a biphasic polymer possessing both thermoplastic properties and elastomeric behaviours [START_REF] Drobny | Handbook of thermoplastic elastomers[END_REF]. Owing to this thermoplastic property, polyurethane can be processed into articles with various shapes and structures while maintaining the elastomeric behaviours for many useful applications. Among all these shapes and structures, polyurethane fibres with high aspect ratio are gaining more and more interest and attention in many applications. As a matter of fact. polyurethane fibrous membranes are found to be suitable for water filtration [START_REF] Lee | Most simple preparation of an inkjet printing of silver nanoparticles on fibrous membrane for water purification: Technological and commercial application[END_REF][START_REF] Zhu | Design and fabrication of imidazolium ionimmobilized electrospun polyurethane membranes with antibacterial activity[END_REF] and biomedical applications [START_REF] Tonda-Turo | Biomimetic polyurethanebased fibrous scaffolds[END_REF][START_REF] Han | Electrospun rapamycin-eluting polyurethane fibers for vascular grafts[END_REF][START_REF] Marycz | Polyurethane/polylactidebased electrospun nonwovens as carriers for human adipose-derived stromal stem cells and chondrogenic progenitor cells[END_REF] due to the high porosity and surface area to volume ratio. Other applications of polyurethane fibres include energy storage [START_REF] Ke | Ag-coated polyurethane fibers membranes absorbed with quinary fatty acid eutectics solid-liquid phase change materials for storage and retrieval of thermal energy[END_REF],

polymer electrolyte [START_REF] Peng | A high-performance electrospun thermoplastic polyurethane/poly(vinylidene fluoride-co-hexafluoropropylene) gel polymer electrolyte for Li-ion batteries[END_REF][START_REF] Dagli | Covalent immobilization of Tyrosinase on electrospun polyacrylonitrile/polyurethane/poly(m-anthranilic acid) nanofibers: An electrochemical impedance study[END_REF], protective clothing [START_REF] Sheng | Thermally induced chemical cross-linking reinforced fluorinated polyurethane/polyacrylonitrile/polyvinyl butyral nanofibers for waterproof-breathable application[END_REF] and shape memory polymer [START_REF] Safranski | Thermo-mechanical behavior and structure of melt blown shape-memory polyurethane nonwovens[END_REF].

The mechanical properties of polyurethane are widely studied since different forms or structures of polyurethane may exhibit different mechanical properties. For instance, polyurethane foams, films, and fibres are found to have dissimilar mechanical properties due to different microstructures [START_REF] Stirna | Structure and properties of the polyurethane and polyurethane foam synthesized from castor oil polyols[END_REF][START_REF] Sunada | Influence of domain structure on the mechanical properties of thermoplastic polyurethane materials[END_REF][START_REF] Pedicini | Mechanical behavior of electrospun polyurethane[END_REF]. While there are many studies on the mechanical behaviour of polyurethane in the literature, the focus is usually on polyurethane foams for their crashworthiness property [START_REF] Briody | Prediction of compressive creep behaviour in flexible polyurethane foam over long time scales and at elevated temperatures[END_REF][START_REF] Marsavina | A comparison between dynamic and static fracture toughness of polyurethane foams[END_REF][START_REF] Whisler | Experimental and simulated high strain dynamic loading of polyurethane foam[END_REF][START_REF] Weißenborn | Modelling of the strain rate dependent deformation behaviour of rigid polyurethane foams[END_REF] and mainly in the form of non-woven fibrous membranes [START_REF] Lee | Stress-strain behavior of the electrospun thermoplastic polyurethane elastomer fiber mats[END_REF][START_REF] Meng | Morphology, phase separation, thermal and mechanical property differences of shape memory fibres prepared by different spinning methods[END_REF][START_REF] Amoroso | Elastomeric electrospun polyurethane scaffolds: The interrelationship between fabrication conditions, fiber topology, and mechanical properties[END_REF]. Moreover, only simple mechanical tests are usually conducted to evaluate the elastic properties, such as elastic modulus and ultimate tensile strength of the fibres. In the case of highly aligned polyurethane fibres, fewer studies are found due to the complexity of their fabrication as compared to non-woven fibrous membranes [START_REF] Liao | Effect of electromechanical stimulation on the maturation of myotubes on aligned electrospun fibers[END_REF][START_REF] Huang | Highly aligned and single-layered hollow fibrous membranes prepared from polyurethane and silica blends through a two-fluid coaxial electrospun process[END_REF].

As reported in many studies, non-woven polyurethane fibrous membranes can be fabricated through electrospinning [START_REF] Scholten | Electrospun polyurethane fibers for absorption of volatile organic compounds from air[END_REF][START_REF] Zandén | Surface characterisation of oxygen plasma treated electrospun polyurethane fibres and their interaction with red blood cells[END_REF][START_REF] Lee | Use of electrospun nanofiber web for protective textile materials as barriers to liquid penetration[END_REF][START_REF] Lee | Fabrication of PMMA/zeolite nanofibrous membrane through electrospinning and its adsorption behavior[END_REF][START_REF] Wong | Surface morphology analysis and mechanical characterization of electrospun nanofibrous structure[END_REF][START_REF] Homeira Emad | Fabrication of polyurethane and thermoplastic polyurethane nanofiber by controlling the electrospinning parameters[END_REF]. However, the chaotic motion of the electrospinning polymer jet hinders the controlled deposition of the fibres on the collector and thus preventing the alignment of the fibres on the collector [START_REF] Reneker | Bending instability of electrically charged liquid jets of polymer solutions in electrospinning[END_REF][START_REF] Teo | Porous tubular structures with controlled fibre orientation using a modified electrospinning method[END_REF]. In order to fabricate highly aligned fibres, the conventional electrospinning set up needs to be modified. High speed rotating collectors [START_REF] Theron | Electrostatic field-assisted alignment of electrospun nanofibres[END_REF] and parallel electrodes [START_REF] Li | Electrospinning nanofibers as uniaxially aligned arrays and layerby-layer stacked films[END_REF] are two common methods to fabricate highly aligned fibres in electrospinning.

However, highly aligned fibres can only be fabricated in between the narrow gap of parallel electrodes with distance only about a few centimetres. These samples are often too small to handle for mechanical testing in conventional universal tensile machines. Similarly, a bundle of highly aligned fibres with 3 cm length fabricated using electrospinning over two fixed points [START_REF] Teo | Electrospun fibre bundle made of aligned nanofibres over two fixed points[END_REF] is also not suitable for mechanical testing in conventional universal tensile machines. Some researchers have also come out with special modifications to the electrospinning technique with good result in aligning the fibres [START_REF] Bueche | Molecular basis for the mullins effect[END_REF][START_REF] Chang | The combination of electrospinning and forcespinning: Effects on a viscoelastic jet and a single nanofiber[END_REF][START_REF] Stocco | Design of a novel electrospinning setup for the fabrication of biomimetic scaffolds for meniscus tissue engineering applications[END_REF]. Nevertheless, no study on the mechanical behaviour of their samples was conducted. Although increasing the rotational speed of the rotating collector in electrospinning generally increases the alignment of the fibres, the optimum speed is frequently affected by polymer types and other processing parameters. Thus, tedious parameters optimization is often needed to fabricate highly aligned fibres [START_REF] Bashur | Effect of fiber diameter and alignment of electrospun polyurethane meshes on mesenchymal progenitor cells[END_REF][START_REF] Haider | Highly aligned narrow diameter chitosan electrospun nanofibers[END_REF][START_REF] Meng | Electrospinning of PLGA/gelatin randomly-oriented and aligned nanofibers as potential scaffold in tissue engineering[END_REF][START_REF] Tong | An investigation into the influence of electrospinning parameters on the diameter and alignment of poly(hydroxybutyrate-co-hydroxyvalerate) fibers[END_REF].

To overcome the electrospinning limitations, a simple dry spinning technique will be used to fabricate highly aligned polyurethane fibres in this study. Indeed, dry spinning would not have chaotic polymer jet path like electrospinning. The fibres drawn from dry spinning would follow a straight path to reach the rotating collector and winded on the rotating collector as long fibres in a bundle. To promote further polymeric chains alignment and fibre stretch, a relatively weak voltage is applied between the collector and the polymer solution reservoir [START_REF] Kakade | Electric field induced orientation of polymer chains in macroscopically aligned electrospun polymer nanofibers[END_REF]. Both fibre stretching and polymeric chains alignment along stretching direction would enhance the mechanical strength of the fibres.

The mechanical properties of fibrous membranes are often dictated by their extrinsic surface morphology such as fibres alignment, beads, and fusion between the fibres. Indeed, during stretching, randomly orientated fibres are found to align in the direction of tensile force by sliding against each other and unfolding from the entanglement [START_REF] Lee | Stress-strain behavior of the electrospun thermoplastic polyurethane elastomer fiber mats[END_REF][START_REF] Wong | Surface morphology and mechanical response of randomly oriented electrospun nanofibrous membrane[END_REF][START_REF] Lu | High-elongation fiber mats by electrospinning of polyoxymethylene[END_REF][START_REF] Kumar | Understanding the relation between structural and mechanical properties of electrospun fiber mesh through uni-axial tensile testing[END_REF][START_REF] Guo | Mechanical enhancement of bi-phasic electrospun nanofibrous films by optimizing composition and configuration[END_REF][START_REF] Li | Electrospun PMMA polymer blend nanofibrous membrane: Electrospinability, surface morphology and mechanical response[END_REF]. This fibre realignment due to stretching would modify the membrane properties [START_REF] Wong | Surface morphology and mechanical response of randomly oriented electrospun nanofibrous membrane[END_REF]. Beaded fibres are found to have lower mechanical strength as compared to fibres with no beads [START_REF] Inai | Deformation behavior of electrospun poly(L-lactide-coe-caprolactone) nonwoven membranes under uniaxial tensile loading[END_REF] whereas fibres fusion improve fibres load bearing capacity [START_REF] Lee | Stress-strain behavior of the electrospun thermoplastic polyurethane elastomer fiber mats[END_REF][START_REF] Guo | Mechanical enhancement of bi-phasic electrospun nanofibrous films by optimizing composition and configuration[END_REF].

In addition to the above aspects, the characteristics of fibres are strongly affected by their diameter. In order to study the effect of diameter on the mechanical behaviour, a single fibre has to be isolated and sophisticated mechanical testing equipment is needed. The isolation of the microfibres or nanofibers is a daunting task and thus, only simple mechanical testing can be conducted even with the use of atomic force microscope [START_REF] Papkov | Simultaneously strong and tough ultrafine continuous nanofibers[END_REF][START_REF] Shin | Size-dependent elastic modulus of single electroactive polymer nanofibers[END_REF][START_REF] Tan | Physical properties of a single polymeric nanofiber[END_REF].

In this study, the macroscopic mechanical behaviour of thermoplastic polyurethane microfibres under complex loading conditions are addressed. To this end, highly aligned thermoplastic polyurethane fibres are fabricated using a simple dry spinning technique assisted by a weak electrical field. Since the resulting fibres will be loaded along their axis during the mechanical tests, no fibre re-orientation is expected. Three loading sequences are considered: monotonic tensile loading, cyclic loading with increasing maximum strain and stress relaxation. Moreover, two different strain rates are investigated: 0.001 s -1 and 0.1 s -1 . As can be seen in the following, the determination of the stress-strain curve is challenging due to peculiar characteristics of microfibres produced by dry spinning technique. It is to note that attention is given to the inelastic responses exhibited by the fibres including stress-softening, hysteresis, residual deformation and time-dependent responses in the view of providing a basic understanding on the modelling of the mechanical behaviours of elastomer fibres in the future.

Experimental section

Materials

MDI-polyester/polyether polyurethane (a thermoplastic elastomer) pellets with CAS number of 68084-39-9 were used as the base material to fabricate the polymeric fibres. These thermoplastic elastomer pellets have the density of 1.18 g/ml and glass transition temperature of -40 o C as stated in the specification sheet. The chemical structure of the polyurethane is shown in the Figure 1. Soft domains of the polyurethane are comprised of the polyester [START_REF] Chen | Soft-and hard-segment phase segregation of polyester-based polyurethane[END_REF] and polyether [START_REF] Gallagher | Environmental stress cracking performance of polyether and PDMS-based polyurethanes in an in vitro oxidation model[END_REF] groups, whereas the hard domains are comprised of the methylene diphenyl diisocyanate (MDI) [START_REF] Chen | Soft-and hard-segment phase segregation of polyester-based polyurethane[END_REF] groups. N,N-Dimethylformamide (DMF) and Tetrahydrofuran (THF) with purity more than 99 % were used as solvents to dissolve the MDI-polyester/polyether polyurethane pellets. The base material and all chemicals were purchased from Sigma Aldrich. They were used as received without further processing.

Fabrication of highly aligned fibres

The 15 wt % polyurethane solution was prepared by dissolving the polyurethane pellets in a mixture of DMF and THF in the ratio of 1:1 at ambient condition. Polyurethane fibres fabricated from this solvent ratio is found to have the best morphology and mechanical properties [START_REF] Erdem | The impact of solvent type and mixing ratios of solvents on the properties of polyurethane based electrospun nanofibers[END_REF].

Then, the solution was filled into a syringe with a needle gauge size of 27 G. A syringe pump was used to control the solution feed rate at 0.05 ml/hr. Fibres were subsequently towed to a rotating drum at a distance of 15 cm to initiate the dry spinning process in the ambient condition. This 8 cm-diameter drum rotated at the speed of around 100 rpm. Finally, a positive voltage supply of 1 kV was applied between the needle and the rotating drum to further elongate the fibres. An illustration of the fabrication is shown in Figure 2. It is to note that despite of the effort in maintaining the consistency of the fabrication process, for a given fabrication duration, it was difficult to obtain the same amount of fibres in a sample between batches of fabrication. Indeed, for the same fabrication condition, the resulting masses of the fibres are not necessarily the same. Consequently, as will be elaborated further in the next section, careful consideration should be given when treating the data obtained from mechanical tests.

Figure 2. Illustration of the fibres fabrication technique

Surface morphology characterisation

The fibres surface morphology was observed under the Phenom ProX desktop scanning electron microscope (SEM) with 1000 × magnification and 5000 × magnification. The micrographs with the magnification of 1000 × were used for fibres orientation analysis. Similarly to the work of Wong et al. [START_REF] Wong | Surface morphology and mechanical response of randomly oriented electrospun nanofibrous membrane[END_REF], two assumptions were made: the fibre orientation was in plane and the orientation at the top layer was considered to represent the average fibre orientation of the whole sample. The diameter of 100 fibres from the 5000 × magnification micrographs were measured to get the mean value and the standard error. Both the orientation analysis and diameter measurement were done using the ImageJ 1.48v software. OrientationJ Distribution processing method in OrientationJ plugin was used for orientation analysis, whereas the diameter measurement was evaluated using the measuring tools in the software.

Estimation of initial sample cross-sectional area

In view of analysing the mechanical test results, information on tensile specimen cross-sectional area is needed. Due to the irregular shape and small size of fibres, obtaining a precise sample cross-sectional area is a daunting task. Furthermore, since thermoplastic polyurethane elastomeric fibres are soft materials, the cross-sectional shape may be easily distorted under slight excessive force which might occur during the measurement. To overcome this difficulty, indirect measurement was conducted. First, the fabricated bundles of fibres were cut into 6 cm length, with 4 cm as the gauge length and 1 cm each at both ends of the sample to be clamped during the tensile test. Then, the mass of the sample was measured before clamping it to the uniaxial tensile machine. Additional precaution was taken by casting water soluble poly(vinyl alcohol) at the clamping region of the sample to prevent premature failure and slipping of the sample through the grip of the tensile machine during the test. After properly clamping the sample as shown in Figure 3(a), dino-lite digital microscope was used to capture perpendicularly the image at the middle of the gauge length of the samples. For each sample, an image was taken from every 30 o angle of viewing, starting from 0 o to 360 o . Thus, a total of 12 images were obtained from each sample. An example of image taking at several angles of 0 o , 30 o , 90 o and 120 o is illustrated in Figure 3(b). By assuming circular cross-sectional area, diameters measurement was done in these 12 images. The equivalent diameter, 𝐷 for the irregular crosssectional area was calculated to compensate for the lack of circularity of the sample using equation 𝐷 = √𝐷 1 𝐷 2 , where 𝐷 1 and 𝐷 2 are two perpendicular diameters as previously measured [START_REF] Sun | Modeling the size-dependent elastic properties of polymeric nanofibers[END_REF]. A total of 12 equivalent circular diameters were measured for each sample and the average value was computed. As highlighted in Section 2.2, the same fibre fabrication condition did not necessarily lead to the same number of fibres, i.e. cross-sectional area may differs from one sample to another. Thus, the indirect measurement method described in the previous paragraph must be repeated for all samples of mechanical test. For the sake of simplicity, the indirect measurements of initial crosssectional area were only conducted on 8 representative samples used for monotonic tensile test.

The ratio between initial cross-sectional area and mass was subsequently calculated for each sample and the corresponding average over 8 samples was computed. It was found that the average cross-sectional area to mass ratio, denoted α, was 93.4 mm 2 g -1 . Finally, since all the samples are produced from the same precursor, by assuming that all samples have the same density, the initial cross-sectional area, 𝐴 of any other tensile sample can be easily estimated by multiplying the above average ratio with the sample mass, 𝑚, i.e. 𝐴 = α𝑚.

Mechanical testing

The mechanical tests were conducted using Shimadzu AGS-X Series Universal Tensile Testing Machine equipped with a 5 kN load cell. Three mechanical tests were conducted: uniaxial monotonic tensile test, cyclic tensile test with increasing maximum strain and relaxation tensile test. They were performed at two different strain rates: 0.1 s -1 and 0.001 s -1 . The loading profiles for the uniaxial cyclic tensile test and relaxation tensile test are illustrated in Figure 4. During the cyclic test, the unloading was set to stop when the force was 0 N instead of 0% strain before starting the next cycle as shown in Figure 4(a) in order to prevent the sample from buckling. In the case of relaxation tensile test, the samples were held at strains of 20% and 40% as shown in Figure 4(b). Please note that only uniaxial monotonic tensile test at 0.001 s -1 were conducted for 

Results and discussion

Surface morphology characterisation

The bundles of fibres with length of 21.4 cm fabricated from the dry spinning technique assisted by electrical field were observed under SEM. The micrographs of the fibres are shown in Figure 5. The fibre diameter and orientation distribution are shown in Figure 6. The mean fibre diameter is 2.80 ± 0.06 µm with the alignment of the fibre axis concentrated in the angle of -3º as indicated in the orientation distribution curve in Figure 6(b). A sharp peak is observed for highly aligned fibres, unlike the broad peak or no peak found in previous studies on non-woven fibres [START_REF] Wong | Surface morphology and mechanical response of randomly oriented electrospun nanofibrous membrane[END_REF][START_REF] Li | Electrospun PMMA polymer blend nanofibrous membrane: Electrospinability, surface morphology and mechanical response[END_REF]. 

Uniaxial monotonic tensile test

Monotonic tensile test with the strain rate of 0.001 s -1 was carried out on 8 samples fabricated from different batches of production. The force-displacement curves are presented in Figure 7(a) in order to study the consistency among different batches of samples. It is observed that the 8 curves do not coincide with each other which suggests that each tensile sample does not contain the same number of fibres, i.e. the mass varies from one sample to another. Nevertheless, their diameters are found to be similar. Consequently, samples with different masses will have different amount of fibres and sustain different magnitude of load although undergoing the same condition of mechanical test.

Using the estimation of sample initial cross-sectional area as detailed in Section 2.4, the engineering stress-strain curves of 8 samples are plotted in Figure 7(b), showing closer agreement between them. In the following discussion, for the sake of simplicity, the terms "stress" and "strain" refer to "engineering stress" and "engineering strain" respectively. According to Figure 7, the samples fail or fracture gradually rather than abruptly after reaching the ultimate tensile strength. An illustration of the gradual fracture of the samples is shown in Figure 8, transitioning from a to d. Initially, the width of the sample continuously decreases, changing from a to b. After reaching the ultimate tensile strength, the sample starts to fracture bit by bit as shown by c and d. This may be due to the fact that all the fibres in a bundle do not have the same diameter but instead a distribution of diameters as indicated in Figure 6(a). Thus, the fibres fail according to the size of diameter as small diameter fibres can withstand lower load than large diameter fibres. This gradual fibre failure is in line with the work of Wei et al. [START_REF] Brown | Multiscale Mechanics of Fibrin Polymer: Gel Stretching with Protein Unfolding and Loss of Water[END_REF].

The ultimate tensile strength, defined as the highest stress level achieved during the monotonic tensile test, is found to be 6.77 ± 0.17 MPa at the strain rate of 0.001 s -1 . A small curvature at the beginning of every stress-strain curves before the strain of 20% can be observed and labelled in Figure 8. This non-linear phenomenon before the linear stress-strain behaviour of the samples is similar to the crimped collagen fibres in tendons and ligaments [START_REF] Szczesny | Crimped nanofibrous biomaterials mimic microstructure and mechanics of native tissue and alter strain transfer to cells[END_REF].

Nevertheless, the nature of this non-linearity or toe region of these crimped collagen fibres is different from the polyurethane fibres in the present study. The toe region of the collagen fibres is originated from the straightening of the fibres [START_REF] Johnson | Tensile and viscoelastic properties of human patellar tendon[END_REF][START_REF] Shah | Mechanical implications of crimping in collagen fibres of human spinal ligaments[END_REF]. By referring to Figure 5, the fabricated polyurethane fibres have straight structure instead of crimp one. In fact, due to the nature of dry spinning process, the fibres are subjected to a pre-stretch during the processing, marked by the shrinkage of the fibres during the removal from the collector. The corresponding pre-stretch yields to a stress-softening in the materials as can be observed during the tensile test. The stresssoftening is commonly found in an elastomer [START_REF] Qi | Stress-strain behavior of thermoplastic polyurethanes[END_REF][START_REF] Mullins | Softening of rubber by deformation[END_REF]. Extrapolation is done as illustrated in Figure 8 (represented by a dashed line in the beginning of stress-strain curve) to compensate for the stress-softening effect. Ignoring the corresponding stress-softening due to pre-stretch during fibre fabrication, the initial modulus is found to be 7.76 ± 0.15 MPa.

The stress-strain curve of polyurethane fibres in Figure 8 does not show a sigmoidal shape like a typical elastomer. It is known that sigmoidal shape stress-strain curve of bulk polyurethane will change to nearly linear trend once processed into fibres [START_REF] Pedicini | Mechanical behavior of electrospun polyurethane[END_REF].

Monotonic tensile test with higher strain rate of 0.1 s -1 were also conducted. Figure 9 shows the representative stress-strain curves taken from two samples for strain rates of 0.001 s -1 and 0.1 s -1 respectively. It is found that the sample tested with the higher strain rate has higher initial modulus and ultimate tensile strength of 8.15 ± 0.21 MPa and 9.32 ± 0.85 MPa respectively. This finding is similar to a study on a bulk polyurethane by Fan et al. in which the transition of rubbery to glassy state occurs as the strain rate increases [START_REF] Fan | High-strain-rate tensile mechanical response of a polyurethane elastomeric material[END_REF]. Another study by Yi et al. shows that polyurethane will mechanically recognise higher glass transition temperature under higher strain rate making it stiffer and stronger [START_REF] Yi | Large deformation rate-dependent stress-strain behavior of polyurea and polyurethanes[END_REF]. The mechanical strength of polyurethane is generally attributed to the hard domains of polyurethane [START_REF] Qi | Stress-strain behavior of thermoplastic polyurethanes[END_REF]. In our study, the hard domains correspond to the MDI groups. According to Buckley et al. [START_REF] Buckley | Elasticity and inelasticity of thermoplastic polyurethane elastomers: Sensitivity to chemical and physical structure[END_REF], the tensile moduli of bulk MDI based polyurethanes range from 39.2 MPa to 85.7 MPa at the strain rate of 0.03 s -1 , much higher than the initial moduli of the MDI based polyurethane fibres fabricated in this study, which are 7.76 ± 0.15 MPa and 8.15 ± 0.21 MPa at 0.001 s -1 and 0.1 s -1 respectively. This may be due to the overestimation of the effective cross sectional area where the porosity within the fibres and the voids between the fibres in the bundles were considered in the measurements of this study.

Uniaxial cyclic tensile test

Figure 10 shows the representative stress-strain curves of materials under cyclic tensile loading at 0.1 s -1 and 0.001 s -1 strain rates. For each curve, a hypothetical 1 st cycle curve is extrapolated to remove the effect of softening due to pre-stretch during processing. Similarly to the monotonic tensile test, cyclic tensile tests with higher strain rate yield to stiffer and stronger material responses than those at lower strain rate. Obvious inelastic responses, such as stress-softening, hysteresis, and residual deformation are observed. Another inelastic mechanical behaviour can be observed at the cycles to maximum strain of 40%. For the same maximum strain, lower maximum stress level is observed at the 2 nd cycle than the 1 st cycle. This phenomenon is named as permanent stress set [START_REF] Cheng | Experimental investigation of the stress-stretch behavior of EPDM rubber with loading rate effects[END_REF]. In the literature, these unique mechanical behaviours of polyurethane are attributed to the microstructural changes during the cyclic test. Indeed, the restructuring of the hard domains is found to impart the inelastic mechanical properties to polyurethane in cyclic mechanical loading [START_REF] Christenson | Relationship between nanoscale deformation processes and elastic behavior of polyurethane elastomers[END_REF]. 

Residual deformation

During unloading, polyurethane fibres do not completely return to 0% strain. Instead, they retain certain amount of residual strain after unloading the material to 0 N force during uniaxial cyclic tensile tests. These residual strains or deformations are tabulated in Table 1. The extrapolated first cycle is assumed to have no residual strain since no experimental data is available as the pre-stretch occurred during the fabrication process before the mechanical test. The results in Table 1 suggest that the residual deformation depends on maximum strain and strain-rate. The residual strain increases with the maximum strain and decreases as the strain rate increases. Nonetheless, the residual strain remains almost constant if the loading does not exceed the previous cycle's maximum strain.

Hysteresis

Hysteresis formed when the unloading path does not follow the loading path in a cyclic loading.

The cycles in the cyclic test are separated individually for better illustration of hysteresis in Figure 11. Polyurethane fibres have significant hysteresis as shown in Figure 11(a)-(c). However, it is noteworthy that the hysteresis is very small if the maximum strain of the cycle does not exceed the maximum strain of the previous cycle as shown in Figure 11(d). Based on Figure 11 also, the unloading curves are found to be identical irrespective to the strain rate, consistent with the unloading behaviour found in the compressive cyclic loading of bulk polyurethane [START_REF] Qi | Stress-strain behavior of thermoplastic polyurethanes[END_REF]. The hysteresis loss ratio is calculated following the work of Bergstrom and Boyce [START_REF] Bergstrom | Constitutive modeling of the large strain time-dependent behavior of elastomers[END_REF] and plotted against maximum strain in Figure 12. It is the ratio of stabilised hysteresis after 5 or more cycles (area of the hysteresis) and the energy supplied during loading (area under the loading curve). However, only one cycle is considered into the calculation in this study. All cycles are treated as if the stress-softening effect from prior loading is not existed as extrapolated in Figure 11(a)-(c). Generally, the hysteresis and hysteresis lost ratio increase as the maximum strain increases. Nevertheless, the hysteresis lost ratio is higher at lower strain rate at any strain, attributed to the similar amount of hysteresis but higher energy supplied during loading. As for the 2 nd cycle with same maximum strain with the 1 st cycle, 40%, the hysteresis is considerably small, having low hysteresis loss ratios of 0.221 ± 0.007 at 0.001 s -1 and 0.157 ± 0.003 at 0.1 s -1 strain rate respectively. In this study, the hysteresis property of this particular polyurethane is opposite to the typical elastomers, such as natural rubber and styrene-butadiene rubber where the hysteresis loss ratio increases with strain rate [START_REF] Kar | High-strain hysteresis of rubber vulcanizates over a range of compositions, rates, and temperatures[END_REF].

Figure 12. Hysteresis lost ratio and hysteresis against maximum engineering strain

It is observed that almost same amount of hysteresis at the two strain rates, except for 40% strain, where the amount of hysteresis is slightly higher at 0.1 s -1 strain rate. As for the energy supplied during the loading, it is higher at higher strain rate due to the higher stiffness and strength as shown in Figure 9 and 10. Mechanical properties of the polyurethane can be altered by changing the chemical formulation and morphology, allowing greater flexibility in hysteresis and other mechanical properties. The amount and shape of hysteresis may vary even from one and another [START_REF] Yi | Large deformation rate-dependent stress-strain behavior of polyurea and polyurethanes[END_REF]. This existence of hysteresis is often related to the irreversible damage to the hard domains and weakening of the hydrogen bonds in the microstructure of thermoplastic polyurethane elastomer [START_REF] Christenson | Relationship between nanoscale deformation processes and elastic behavior of polyurethane elastomers[END_REF][START_REF] Gorce | Mechanical hysteresis of a polyether polyurethane thermoplastic elastomer[END_REF].

Stress-softening

The stress softening of the polyurethane fibres is clearly noticeable after every cycle as shown in Figure 11. In order to evaluate the extent of stress-softening, only the loading curves to the same strain are considered as shown in Figure 13. The degree of stress-softening is evaluated in two ways: overall and instantaneously. Overall stress-softening is computed by finding the ratio of the difference between supplied energy during the 1 st uploading curve and the 2 nd uploading curve to the energy supplied during the 1 st uploading curve. Energy supplied is defined as the area under the uploading curve. As for the instantaneous stress-softening, it is defined as the ratio of the difference between the two stress level at the 1 st and 2 nd loading curves to the stress level at the 1 st loading curve during every strain level, adopted from the study of Chai et al. [START_REF] Chai | Mechanical characteristics of swollen elastomers under cyclic loading[END_REF]. The overall and instantaneous stress-softening effects are shown in Figure 14. In general, the stress-softening appears to be strongly dependent on the maximum strain but nearly independent of the strain rate. Stress-softening in elastomers is often associated to the polymeric chains disentanglement, bond or cross-linking and filler rupture [START_REF] Bueche | Molecular basis for the mullins effect[END_REF][START_REF] Hanson | Stress softening experiments in silica-filled polydimethylsiloxane provide insight into a mechanism for the Mullins effect[END_REF][START_REF] Kraus | Stress softening in carbon black-reinforced vulcanizates. Strain rate and temperature effects[END_REF][START_REF] Diani | A review on the Mullins effect[END_REF]. Hard domains and the hydrogen bonding in thermoplastic polyurethane elastomer are analogous to the typical fillers and chemical cross-linking in elastomers respectively [START_REF] Sui | Multiple-length-scale deformation analysis in a thermoplastic polyurethane[END_REF]. Thus, stress-softening and hysteresis are actually similar in nature since both phenomena in polyurethane fibres are nearly unaffected by strain rate as shown in Figure 12 and Figure 14. In the case of instantaneous softening, its value is initially high before decreases significantly as the strain approach its maximum independently of strain-rate or maximum strain. This suggests that most instantaneous stress-softening occurs at the beginning of the 2 nd uploading. In addition, the rate of instantaneous stress-softening appears to become lower when the maximum strain increases as shown in Figure 14(b). Very distinctive reduction in the instantaneous stresssoftening rate along to the maximum strain of approximately 40% can be seen at the region around strain of 15% to 30% strain. As for the maximum strain of approximately 20%, this region where the reduction of the rate of instantaneous stress softening occurs is still observable but not as obvious as in the case of 40% maximum strain. Finally, this phenomenon is not observed at 10% maximum strain.

Stress relaxation tensile test

Two steps stress relaxation tensile test was held at 20% and 40% strain at 0.1 s -1 and 0.001 s -1 strain rates respectively for the duration of 3600 s. The representative stress-strain curves from two samples are shown in Figure 15(a). As expected, the sample with higher strain rate shows higher stiffness and strength. During the relaxation, the evolution of normalized stress with respect to the holding duration is also plotted in Figure 15 Sample tested under higher strain rate are further from the relaxation equilibrium path regardless of the holding strain. At lower strain rate, sample with holding strain of 40% are further from the relaxation equilibrium state than the 20% holding strain, similar to bulk polyurethane [START_REF] Abouzahr | Structure property studies of polyester-and polyether-based MDI-BD segmented polyurethanes: Effect of one-vs. two-stage polymerization conditions[END_REF].

Nonetheless, sample with the higher strain rate is having similar distance from the relaxation equilibrium state independent of holding strain. The holding strain effects on the distance from the equilibrium path seem to diminish at higher strain rate. 

Conclusions

In this study, the mechanical responses of highly aligned thermoplastic polyurethane elastomer microfibres were studied. The fibres were fabricated using a simple dry spinning technique assisted by an electrical field. Surface Morphology study shows that the fibres are highly aligned.

Subsequently, the mechanical responses of the fibres were investigated under uniaxial monotonic, cyclic and relaxation tensile test.

In the uniaxial monotonic tensile test, the stress-strain behaviour of the fibres is nearly linear before reaching the ultimate tensile strength, which is different from the sigmoidal shaped stressstrain behaviour found in typical bulk elastomers. This shows that the mechanical property changes when bulk polyurethane is fabricated into microfibers. Higher stiffness or initial modulus is also observed when the fibres are under higher strain rate.

Inelastic mechanical responses, such as the hysteresis, stress softening and residual deformation are revealed in the uniaxial cyclic tensile test. The effect of maximum strain and strain rate on these mechanical responses was studied. Generally, hysteresis increases as the maximum strain increases. However, hysteresis remains almost constant and hysteresis loss ratio decreases as the strain rate increases. As for the stress softening, strain rate seems to have no obvious effect on it.

Both hysteresis and stress softening appear to be strain rate independent.

Lastly, two steps uniaxial tensile test with two holding strains was conducted on the fibres. At higher strain rate, the distance from the relaxation equilibrium state is further than the lower strain rate. Nevertheless, similar distance from the relaxation equilibrium state is found at higher strain rate despite having different holding strain.
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 3 Figure 3. Illustration of (a) front view of the sample gripped at the tensile machine and (b) top
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 5 Figure 5. SEM micrograph of polyurethane fibres under the magnification of (a) 1000 × and (b)
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 6 Figure 6. (a) Diameter distribution and (b) orientation distribution of polyurethane fibres
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 9 Figure 9. Representative engineering stress-strain curves of tensile samples undergoing
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 10 Figure 10. Representative engineering stress-strain curves of tensile samples undergoing cyclic
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 11 Figure 11. Hysteresis of sample under cyclic loading at: (a) hypothetical 1 st cycle due to prestretch during processing, (b) 1 st cycle of 20% maximum strain, (c) 1 st cycle of 40% maximum strain, (d) 2 nd cycle of 40% maximum strain
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 13 Figure 13. 1 st and 2 nd loading curves at (a) 10% strain, (b) 20% strain and (c) 40% strain
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 14 Figure 14. (a) Overall and (b) representative instantaneous stress softening at maximum strain

  (b). Similarly to the work of Xia et al. and Abouzahr et al. on bulk polyurethane [75, 76], it appears that most stress relaxation happens before the 500 s of holding period, indicated by a steep curvature as shown in Figure 15(b).

Figure. 15

 15 Figure. 15 Stress relaxation tensile test: Representative (a) Engineering stress-strain curve (b)

  

  

Table 1 .

 1 Residual deformation of the samples at different strain rate and maximum strain

Strain Rate / s -1 Maximum Engineering Strain / % Residual Deformation / %

  

	20	1.05 ± 0.12
	0.1	
	40	3.45 ± 0.12
	20	2.61 ± 0.14
	0.001	
	40	5.29 ± 0.27
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