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A rhombohedral ferroelectric phase in epitaxially strained Hf0.5Zr0.5O2 thin films
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Ferroelectric (FE) materials, exhibit switchable spontaneous polarization, and are of great technological interest for a myriad of applications, notably as memories and field-effect transistors in microelectronics [START_REF] Scott | Applications of modern ferroelectrics[END_REF] , spintronics [START_REF] Ramesh | Ferroelectrics: A new spin on spintronics[END_REF] , and micro/nano electro-mechanical systems [START_REF] Eom | Thin-film piezoelectric MEMS[END_REF] . However, miniaturizing ferroelectrics is not an easy task, since depolarization fields become increasingly important at reduced sizes. [START_REF] Batra | Phase transition, stability, and depolarization field in ferroelectric thin films[END_REF][START_REF] Wurfel | Depolarization-Field-Induced Instability in Thin Ferroelectric Film-Experiment and Theory[END_REF] Searching for robust FE properties at the nanoscale has been, therefore, a recurrent challenge over the past decades. Thus, the recent discovery of ferroelectricity in ultrathin layers of the HfO 2 -based materials [START_REF] Park | Ferroelectricity and Antiferroelectricity of Doped Thin HfO2 -Based Films[END_REF] represents a real breakthrough in the field, and seems to expose a new type of ferroelectricity: one that only appears at the nanoscale and becomes better at smaller dimensions. In addition, silicon compatibility, the simplicity of their chemistry and low toxicity make them very attractive compared to the other commonly used FE layers.

In bulk, the stable form of HfO2 (and ZrO2) based compounds is a monoclinic phase (P21/c, m-phase) at room temperature. [START_REF] Ohtaka | Phase Relations and Volume Changes of Hafnia under High Pressure and High Temperature[END_REF][START_REF] Ohtaka | Phase relations and equations of state of ZrO2 under high temperature and high pressure[END_REF] Other common high-temperature and high-pressure phases, namely, tetragonal (P42/nmc, t-phase) and cubic (Fm-3m, c-phase) phases, [START_REF] Ohtaka | Phase Relations and Volume Changes of Hafnia under High Pressure and High Temperature[END_REF][START_REF] Ohtaka | Phase relations and equations of state of ZrO2 under high temperature and high pressure[END_REF] can be stabilized at room temperature via doping or nano-structuring. [START_REF] Lee | First-principles study on doping and phase stability of HfO2[END_REF][START_REF] Shandalov | Size-dependent polymorphism in HfO2 nanotubes and nanoscale thin films[END_REF][START_REF] Tsunekawa | Critical size of the phase transition from cubic to tetragonal in pure zirconia nanoparticles[END_REF] In addition, rhombohedral phases (r-phase) have also been obtained by doping and applying mechanical stress. [START_REF] Hasegawa | Rhombohedral phase produced in abraded surfaces of partially stabilized zirconia (PSZ)[END_REF][START_REF] Hasegawa | Cubic-to-rhombohedral phase transformation in zirconia by ion implantation As-implanted[END_REF][START_REF] Zhao | Phase equilibria in the system[END_REF][START_REF] Burke | Intermediate rhombohedral (r-ZrO2) phase formation at the surface of sintered Y-TZP's[END_REF] The tand r-phases are distortions from the fluorite structure (c-phase) and differ from the m-phase in their significantly smaller volume and higher cation coordination (8 instead of 7). None of the abovementioned phases are reported to be polar.

A polar orthorhombic phase (Pca21, o-phase) was first reported for Mg-doped ZrO2 when cooling to cryogenic temperatures. [START_REF] Howard | Crystal Structures of Two Orthorhombic Zirconias[END_REF] This polar phase is now believed to be the structural origin for the recently reported ferroelectricity in HfO2-based thin films. [START_REF] Park | Ferroelectricity and Antiferroelectricity of Doped Thin HfO2 -Based Films[END_REF] Recent literature has gathered examples of these FE films with different dopants (i.e Al [START_REF] Mueller | Incipient ferroelectricity in Al-doped HfO2 thin films[END_REF] , La [START_REF] Chernikova | Ferroelectric properties of full plasma-enhanced ALD TiN/La:HfO2/TiN stacks[END_REF] , Zr [START_REF] Müller | Ferroelectricity in Simple Binary ZrO2 and HfO2[END_REF] , Si [START_REF] Böscke | Ferroelectricity in hafnium oxide thin films[END_REF][START_REF] Martin | Ferroelectricity in Si-Doped HfO2 revealed: A binary lead-free ferroelectric[END_REF] , Gd [START_REF] Hoffmann | Stabilizing the ferroelectric phase in doped hafnium oxide[END_REF] , Sr [START_REF] Schenk | Strontium doped hafnium oxide thin films: Wide process window for ferroelectric memories[END_REF] , Y [START_REF] Shimizu | The demonstration of significant ferroelectricity in epitaxial Y-doped HfO2 film[END_REF] ), on different substrates (i.e Si 6 , Y-ZrO2 [START_REF] Shimizu | The demonstration of significant ferroelectricity in epitaxial Y-doped HfO2 film[END_REF] ), with different electrodes (i.e TiN [START_REF] Park | The effects of crystallographic orientation and strain of thin Hf 0.5Zr0.5O2 film on its ferroelectricity[END_REF] , Pt [START_REF] Park | Effect of forming gas annealing on the ferroelectric properties of Hf0.5Zr0.5O2 thin films with and without Pt electrodes[END_REF] , Ir [START_REF] Park | Study on the degradation mechanism of the ferroelectric properties of thin Hf0.5Zr0.5O2 films on TiN and Ir electrodes[END_REF] , TaN [START_REF] Hoffmann | Stabilizing the ferroelectric phase in doped hafnium oxide[END_REF] ), and by different growth methods, such as atomic layer deposition (ALD) [START_REF] Park | The effects of crystallographic orientation and strain of thin Hf 0.5Zr0.5O2 film on its ferroelectricity[END_REF] , chemical solution deposition (CSD) [START_REF] Starschich | Ferroelectric and piezoelectric properties of Hf1-xZrxO2 and pure ZrO2 films[END_REF] , pulsed laser deposition (PLD) [START_REF] Shimizu | The demonstration of significant ferroelectricity in epitaxial Y-doped HfO2 film[END_REF] , and chemical vapor deposition (CVD) [START_REF] Shimizu | Study on the effect of heat treatment conditions on metalorganicchemical-vapor-deposited ferroelectric Hf0.5Zr0.5O2 thin film on Ir electrode[END_REF] . Various possible mechanisms, such as stress [START_REF] Park | The effects of crystallographic orientation and strain of thin Hf 0.5Zr0.5O2 film on its ferroelectricity[END_REF][START_REF] Shiraishi | Impact of mechanical stress on ferroelectricity in (Hf0.5Zr0.5)O2 thin films[END_REF] , doping [START_REF] Hoffmann | Stabilizing the ferroelectric phase in doped hafnium oxide[END_REF] , confinement by the top electrode [START_REF] Kim | Large ferroelectric polarization of TiN/Hf0.5Zr0.5O2/TiN capacitors due to stress-induced crystallization at low thermal budget[END_REF] , interface diffusion [START_REF] Müller | Ferroelectricity in Simple Binary ZrO2 and HfO2[END_REF] or surface energy [START_REF] Materlik | The origin of ferroelectricity in Hf1-xZrxO2: A computational investigation and a surface energy model[END_REF][START_REF] Park | Surface and grain boundary energy as the key enabler of ferroelectricity in nanoscale hafnia-zirconia: a comparison of model and experiment[END_REF] , have been put forward as stabilizing factors for the FE phase.

Initially, the best FE properties were only reported in ultra-thin films (usually around 10 nm thick). [START_REF] Böscke | Ferroelectricity in hafnium oxide thin films[END_REF][START_REF] Müller | Ferroelectric Zr0.5Hf0.5O2 thin films for nonvolatile memory applications[END_REF][START_REF] Park | Evolution of phases and ferroelectric properties of thin Hf0.5Zr0.5O2 films according to the thickness and annealing temperature according to the thickness and annealing temperature[END_REF] The polarization declined significantly with the non-polar monoclinic phase appearing, when the film thickness increases. [START_REF] Park | Evolution of phases and ferroelectric properties of thin Hf0.5Zr0.5O2 films according to the thickness and annealing temperature according to the thickness and annealing temperature[END_REF] Later on, FE films with a thickness of 50 nm have been achieved by laminating the HZO (each layer being 5 nm thick) with interlayer Al2O3. [START_REF] Riedel | A thermally robust and thickness independent ferroelectric phase in laminated hafnium zirconium oxide[END_REF] Ferroelectricity has also been found in very thick films (390 nm), where the average grain size is below 10 nm. [START_REF] Starschich | Ferroelectric and piezoelectric properties of Hf1-xZrxO2 and pure ZrO2 films[END_REF] Thus, all reported FE hafnia-based films have in common that they are formed by small crystallites, which shows clear evidence of the crucial role played by size effects in stabilizing the FE phase. [START_REF] Müller | Ferroelectricity in Simple Binary ZrO2 and HfO2[END_REF][START_REF] Shen | 111)-Specific Coalescence Twinning and Martensitic Transformation of Tetragonal ZrO2 Condensates[END_REF] Indeed, it is known that in nanoparticles of radius 𝑟, the surface energy (𝜎) can produce large internal pressures (P= 2𝜎 𝑟 ⁄ ) of the order of GPa. [START_REF] Morozovska | Phase transitions induced by confinement of ferroic nanoparticles[END_REF][START_REF] Polking | Size-dependent polar ordering in colloidal GeTe nanocrystals[END_REF] Thus, small crystal grains will prefer the room temperature stability of lower volume c-or tphases than the m-phase. [START_REF] Shen | 111)-Specific Coalescence Twinning and Martensitic Transformation of Tetragonal ZrO2 Condensates[END_REF][START_REF] Lu | Cubic phase stabilization in nanoparticles of hafnia-zirconia oxides: Particle-size and annealing environment effects[END_REF][START_REF] Vollath | Phases and phase transformations in nanocrystalline ZrO2[END_REF] For thicker films, usually above 10 nm (where the crystals have the possibility to grow further), the monoclinic bulk phase is always present. The polar o-phase has been postulated as the transformation phase between the t-phase and the m-phase. [START_REF] Howard | Crystal Structures of Two Orthorhombic Zirconias[END_REF][START_REF] Hoffmann | Stabilizing the ferroelectric phase in doped hafnium oxide[END_REF][START_REF] Huan | Pathways towards ferroelectricity in hafnia[END_REF] Most works report on ALD-grown films, which are polycrystalline and contain multiple phases (m-, t-, o-phases). In addition, the similarity of these structures and the small size of crystallites make a complete structural characterization even more challenging. Therefore, welloriented samples, preferably in a single-phase are desired to study the factors responsible for ferroelectricity. Single-crystal, epitaxial Y-doped HfO2 films have been achieved by PLD on yttrium oxide-stabilized zirconium oxide (YSZ) substrates with the polar o-phase, [START_REF] Shimizu | The demonstration of significant ferroelectricity in epitaxial Y-doped HfO2 film[END_REF] reaching a polarization of 16 μC/cm 2 . Here, we also utilize PLD to grow highly-oriented FE HZO films on a perovskite SrTiO 3 (STO) substrate with La0.7Sr0.3MnO3 (LSMO) as a back-electrode, in order to gain insights into the precise role of strain (imposed by the substrate) on the ferroelectricity in hafnia-based systems. A polar rhombohedral phase has been discovered as the origin of ferroelectricity. In addition, we show that this phase solved one of the issues around the utilization of this material in devices: the need of "wake-up" pre-cycling.

X-ray diffraction (XRD) θ-2θ patterns along the crystal truncation rod of HZO films with different thicknesses are shown in Fig. 1a. Next to the (001) specular Bragg reflection of the STO substrate and the epitaxially-grown LSMO bottom electrode with thickness of ~30 nm, the main Bragg peak of the HZO films appears at around 30 o . The crystal truncation rods are visible in the form of thickness oscillations, which demonstrates the good crystalline quality and interfaces of the films. This 2θ value is slightly lower than that corresponding to the (111) reflection in the commonly reported polar o-phase in HZO, which appears at around 30.5 o as shown by the black dashed line. [START_REF] Park | Evolution of phases and ferroelectric properties of thin Hf0.5Zr0.5O2 films according to the thickness and annealing temperature according to the thickness and annealing temperature[END_REF] This indicates an expanded (111)-spacing (d111) in the outof-plane direction. In particular, extremely thin films below 4 nm (Fig. 1b) display highly elongated unit cells with the (111) reflection appearing at 2θ well below 30 o . As the thickness decreases, the HZO (111) peaks shift rapidly to smaller angles (larger d-spacing), which indicates a huge compressive in-plane strain for the thinnest layers. For films thicker than 9 nm, new peaks appear (at 28.3 o and 34 o ), which can be assigned to the m-phase, consistent with the stabilization of the m-phase with increasing crystal size (while increasing thickness). [START_REF] Park | Evolution of phases and ferroelectric properties of thin Hf0.5Zr0.5O2 films according to the thickness and annealing temperature according to the thickness and annealing temperature[END_REF] According to XRD, the films are (111)-oriented (Fig. 1). Pole figure (texture) measurements were performed around the {111} peaks in a 9 nm-thick film. In a (111)-oriented single domain film, the other three reflections, (-111), (11-1) and (1-11) are expected at an (χ) angle of ~71 o from the out-of-plane direction, with azimuthal angles (φ) differing by 120 o . As seen in Fig. 2a, 12 reflections instead of 3 are found at χ~71 o , revealing four crystallographic domains with different but well-defined in-plane orientations. The crystal domains are rotated 90 o with respect to each other, following the four-fold symmetry of the (001)-oriented cubic substrate. In addition, four weak reflections at χ~55 o reveal a small amount of (001)-oriented component in the film. Synchrotron x-ray diffraction was used to scan all 13 reflections in the pole figure, revealing that the 12 peaks with in-plane components of the scattering vector (at χ~71 0 ) share the exact same 2θ =27.13 o (Fig. 2b), giving rise to a d-spacing (d11-1=d1-11=d-111=2.94 Å) that is significantly smaller than that of the out-of-plane (111) reflection (d111= 2.98 Å). Thus, these measurements reveal a multiplicity that is only consistent with a rhombohedral unit cell (Fig. 2c) and a polar (three-fold) axis out of the plane of the sample.

To gain further understanding of the structure, we performed transmission electron microscopy (TEM) and local spectroscopy studies. Plane-view selected area electron diffraction (SAED), shown in Fig. 3a for a 9 nm thick film, displays a superposition of diffraction patterns from at least two domains of HZO. {220} spots from both domains occur at φ=45 o +60n (yellow circles in Fig. 3a) and at φ=15 o +60n (blue circles), with n being an integer from 0 to 5 (the φ=0 o direction is defined as the [100]STO direction). HZO domains rotated 180 o about the [111]HZO (//

[001]STO) direction give identical plane-view diffraction patterns ({220} spots with d220=1.79 Å in Fig. 3a). Thus, the SAED results are consistent with the existence of four domains rotated S2).

We analyzed the chemistry and structure of the interface between HZO and LSMO through energy dispersive spectroscopy (EDS) performed in conjunction with HAADF-STEM.

Comparison of the EDS chemical maps with the HAADF-STEM image (ZA, φ=0 o ), reveals the presence, at the interface with LSMO, of 2-3 monolayers of HZO that are in a different phase in comparison with the rest of the HZO film (Supplementary Fig. S3). This interfacial HZO phase is completely strained to the substrate (a=3.91 Å), which corresponds to a huge (~8%) in-plane tensile strained t-phase (a=3.60 Å in unstrained t-phase), as shown in Fig. 3d (see also Supplementary Fig. S3c for HAADF simulations). This in-plane tensile strain results in a much lower out-of-plane parameter measured as c/2=2.31-2.44 Å (across several images), compared to the unstrained t-phase (c=5.12 Å). An interfacial t-phase has previously been observed in ALD-synthesized doped-HfO2 samples with TiN electrodes [START_REF] Pešić | Physical Mechanisms behind the Field-Cycling Behavior of HfO2-Based Ferroelectric Capacitors[END_REF] , and also on epitaxially strained Y-doped ZrO2 (YSZ) films grown on STO [START_REF] Garcia-Barriocanal | Colossal Ionic Conductivity at Interfaces of Epitaxial ZrO2:Y2O3/SrTiO3 Heterostructures[END_REF] . After the above-mentioned two atomic layers at the interface, the r-phase grows under compressive strain. With increasing thickness, the mphase in the [001]-orientation appears (Supplementary Fig. S4), also in agreement with the xray diffraction data.

In order to test the FE behavior of the films, we obtained polarization versus voltage (P-V) loops through PUND (positive up negative down) measurements (Supplementary Fig. S5). [START_REF] Rabe | Physics of Ferroelectrics: A Modern Perspective[END_REF] Bi-stable switching and hysteresis loops can be observed in Fig. 4 for 5 nm and 9 nm-thick films. After subtracting the non-switching dielectric contribution, the blue lines only show the FE switching current with coercive field, Ec, around 5 MV/cm and 3 MV/cm, respectively, consistent with the expected dependence of Ec with thickness (d) as 𝐸 𝑐 ~𝑑-2/3 . The coercive fields are larger than the 1 MV/cm reported in ALD-grown films [START_REF] Kim | Large ferroelectric polarization of TiN/Hf0.5Zr0.5O2/TiN capacitors due to stress-induced crystallization at low thermal budget[END_REF] . This could be due to the dead layers at the interface with the LSMO electrodes as discussed previously.

According to our knowledge, the highest remanent polarization (Pr) reported in HZO is 26 μC/cm 2 (with switching polarization of 45 μC/cm 2 ), using a TiN capping layer of at least 90 nm. [START_REF] Kim | Large ferroelectric polarization of TiN/Hf0.5Zr0.5O2/TiN capacitors due to stress-induced crystallization at low thermal budget[END_REF] In our 5 nm-thick HZO films, Pr also reaches record values of around 34 μC/cm 2 compared to other epitaxial PLD films [START_REF] Shimizu | The demonstration of significant ferroelectricity in epitaxial Y-doped HfO2 film[END_REF] . These values are large even when compared with very good conventional perovskites, such as unstrained BaTiO 3 [START_REF] Lee | Strong polarization enhancement in asymmetric three-component ferroelectric superlattices[END_REF] . However, for the thicker 9 nm film, Pr drops significantly to 18 μC/cm 2 . This finding can be rationalized by our TEM observations showing that the minority (001)-oriented domains (Fig. 3b) and m-phase (non-FE), which are absent or very rarely found in the thinnest sample, gradually appear with increasing thickness (Supplementary Fig. S4). It is interesting to note that the FE loops to be obtained readily after growth, without the technologically inconvenient wake-up cycling required for other HZO systems [START_REF] Park | Study on the size effect in Hf0.5Zr0.5O2 films thinner than 8 nm before and after wake-up field cycling[END_REF][START_REF] Kim | A study on the wake-up effect of ferroelectric Hf0.5Zr0.5O2 films by pulse-switching measurement[END_REF] indicating that the FE rhombohedral phase is stabilized by the compressive epitaxial strain.

Finally, we resorted to first-principles simulations to try to identify the rhombohedral HZO phase observed in our films. Since we are not aware of any previous report on a polar rhombohedral polymorph of HZO, we ran a blind search for (meta)stable structures, using the genetic-algorithm approach implemented in USPEX [START_REF] Lyakhov | New developments in evolutionary structure prediction algorithm USPEX[END_REF][START_REF] Oganov | Crystal structure prediction using ab initio evolutionary techniques: Principles and applications[END_REF][START_REF] Glass | USPEX-Evolutionary crystal structure prediction[END_REF] . For this we employed standard first-principles methods [START_REF] Kresse | Efficient iterative schemes for ab initio total-energy calculations using a plane-wave basis set[END_REF][START_REF] Perdew | Atoms, molecules, solids, and surfaces: Applications of the generalized gradient approximation for exchange and correlation[END_REF][START_REF] Joubert | From ultrasoft pseudopotentials to the projector augmented-wave method[END_REF] , based on density functional theory, and a simulation supercell of 12 atoms (see Methods for details). We ran our search for pure HfO2 and pure ZrO2 compositions in bulk-like conditions. We obtained in both cases an R3m structure with a small polarization of the order of 0.1 μC/cm 2 . Furthermore, for the HfO2 composition we also found a second polymorph with R3 symmetry and a polarization of 41 μC/cm 2 . These rhombohedral phases lie above the P21/c bulk ground state that is usually discussed in the literature on HfO2, which explains why they have not been previously reported or observed. More precisely, from our calculations we obtain E(R3m)-E(P21/c) = 158 meV/f.u. and E(R3)-E(P21/c) = 195 meV/f.u.

for HfO2. Note that the polar Pca21 phase of hafnia discussed in the literature is also more stable than these rhombohedral polymorphs, as we obtain E(Pca21)-E(P21/c) = 64 meV/f.u. (in agreement with Ref. 33, which reports 62 meV/f.u. for this energy gap). More details on these structures are provided as Supplementary Information.

We then considered these two rhombohedral structures with the HZO composition, to discover that, upon substitution of Hf by Zr, the R3 phase loses its stability in favor of the weakly-polar R3m polymorph. We studied several Hf-Zr arrangements compatible with the 3fold symmetry, and observed that the R3 destabilization occurs in all cases. The R3m phase of bulk-like HZO is characterized by d111 ~ 2.94 Å and P ~ 1 μC/cm 2 . Then, we examined the effect of epitaxial compression by running simulations for a number of fixed values of the lattice constants in the (111) plane of the HZO R3m structure, allowing for the relaxation of atoms and the out-of-plane lattice vector. As shown in Fig. 5, for an epitaxial compression corresponding to an out-of-plane d111 ~ 3.25 Å, we observe a clear structural transition to a phase that retains the R3m symmetry but is strongly polar, with P ~ 15 μC/cm 2 . Note that this d111 value is within the range of what we observe in our thinnest HZO films (for our films with thickness between 1.5 nm and 9 nm, we estimate d111 values ranging between ~ 3.27 Å and 2.98 Å, respectively, from the XRD measurements in Fig. 1b). A definite comparison between theory and experiment

is not yet possible because of possible phase coexistence in our films as they become thicker.

Nevertheless, although our computational models do not include effects (crystallite size; surfaces and interfaces; local deviations from the average composition) that could help to stabilize particular phases, our results do suggest that our predicted R3m phase under epitaxial compression, and even the R3 polymorph predicted in the Hf-rich limit (see Supplementary Fig. S6), may be approximate representations of the rhombohedral structure in our actual samples.

It is important to note that, in general, we can expect epitaxial strain to lower the symmetry of the films; thus, obtaining a rhombohedral unit cell under isotropic epitaxial strain would imply an initially cubic or rhombohedral crystallite. Therefore, the present results allow us to propose a model for the formation of the as-grown FE phase reported here, as follows.

PLD growth of the thin films at high temperature enables the in-situ crystallization of HZO. As previously proposed for hafnia-based ferroelectrics, the small particle sizes induce the formation of low-volume fluorite-like phases (either tetragonal or cubic). [START_REF] Shen | 111)-Specific Coalescence Twinning and Martensitic Transformation of Tetragonal ZrO2 Condensates[END_REF][START_REF] Lu | Cubic phase stabilization in nanoparticles of hafnia-zirconia oxides: Particle-size and annealing environment effects[END_REF][START_REF] Vollath | Phases and phase transformations in nanocrystalline ZrO2[END_REF] A plane-view bright field TEM image (supplementary Fig. S7) from a 9 nm HZO film shows an average grain size of ~10 nm. Our experiments strongly suggest that in the initial stages of the growth, after the formation of a fully coherent, atomically thin, interfacial layer, the internal pressure due to the small particle size favors the undistorted cubic phase. As established by Navrostky et al. [START_REF] Demkov | Materials Fundamentals of Gate Dielectrics[END_REF] , the (111) crystal face of ZrO2 and HfO2 is energetically favorable, so cubic crystallites growing with that orientation are expected. Due to the favorable epitaxial relationships induced by the STO/LSMO stack (see Fig. 3a), the growing crystallites are subjected to a large epitaxial compressive strain that elongates the cubic unit cell along the out-of-plane [111] direction, inducing rhombohedral symmetry with a polar unit cell (as shown by the synchrotron XRD and FE characterization).

Increasing the thickness allows the crystal size to grow, relieving the internal pressure, thus favoring the monoclinic bulk structure. At the same time, the presence of the secondary m-phase also helps to release the elastic energy of the compressively strained structure. Even though XRD only shows traces of the m-phase for thicknesses above ~10 nm, the TEM analysis shows that monoclinic (001)-oriented crystallites are already present in the 9 nm thick film (Supplementary Fig. S4).

To conclude, we show that strain engineering can be used in very thin films of HZO to induce a previously unreported ferroelectric rhombohedral phase, with a large Pr of up to 34

μC/cm 2 . The insight gained in this work provides the missing clues in the understanding of robust ferroelectricity in thin hafnia-based systems and also helps to overcome one of the main issues for their device utilization: the so-called wake-up cycling. Our theoretical calculations predict an even larger polarization for the rhombohedral phases of Hf-rich compositions, and comparable values for epitaxially compressed HZO structures. In addition, this work suggests a pathway to generate large FE polarization in nano-crystallites of simple oxides, whose rich phase diagrams include low volume cubic, tetragonal and rhombohedral phases, and in particular in materials with a clear preference for one specific crystal orientation. These highlyoriented cubic phases can be stabilized during growth and deformed into a polar structure via epitaxial strain. Furthermore, the highly epitaxial growth of ultra-thin FE hafnia-based films on LSMO has great potential for multiferroic tunnel junctions.

Methods

Thin-film synthesis: Thin films of Hf0.5Zr0.5O2 (HZO) with thicknesses in the range of 1.5-27 nm were grown by pulsed laser deposition (PLD) on La 0.7 Sr 0.3 MnO 3 (LSMO)-buffered (001)-SrTiO 3 substrates. A KrF excimer laser with wavelength 248 nm was used to ablate polycrystalline targets of LSMO (purchased by PI-KEM, as bottom electrode) and sequentially, Hf0.5Zr0.5O2 (home made). LSMO was deposited using a laser fluence of 1 J/cm 2 and a laser frequency of 1 Hz under a 0.15 mbar oxygen atmosphere and a substrate temperature of 775 o C. A ceramic HZO target (monoclinic P21/c phase) was synthesized at 1400 o C by solid state reaction, starting from HfO 2 (99% purity) and ZrO2 (99.5% purity) powders. A fluence of 1.1 J/cm 2 and repetition rate of 2 Hz was employed to grow the HZO films. The deposition was performed in an oxygen pressure of 0.1 mbar while keeping the substrates at a temperature of 800 o C. After deposition, the film was cooled down to room temperature at a rate of 5 o C/min under an oxygen pressure of 300 mbar.

X-ray structural charactetrization:

The structure and orientation of the films was characterized by X-ray diffraction (XRD), using a Panalytical X'pert Pro diffractometer operating in two modes: 1) using the line focus of the incident beam for high-resolution θ-2θ specular scans, which provide the lattice parameters; 2) using the point focus of the incident beam, for high-intensity/medium-resolution measurements of pole figures, which involve scanning φ (azimuthal angle) and χ (tilt of the sample plane around the incident beam direction), while the detector is fixed at a particular Bragg reflection. Synchrotron diffraction measurements are performed at the P08 High Resolution Diffraction Beamline in PETRA III, with a wavelength of λ=1.378 Å, using a Kohzu 6-circle diffractometer and a two-dimensional

Pilatus100k detector

Electron microscopy and energy dispersive spectroscopy: Cross-sectional and plan-view specimens for electron microscopy were prepared via the standard procedure of mechanical grinding and polishing the samples down to 100 μm, dimpling (Gatan) followed by ion milling (PIPS II) to electron transparency. Electron microcopy and energy dispersive spectroscopy (EDS) were performed on a Titan G2, Cs corrected TEM equipped with an X-FEG and a Super X EDS system with four solid state detectors placed symmetrically along the optical axes.

Atomic resolution imaging was performed in the High Angle Annular Dark Field STEM (HAADF-STEM) mode-where the intensity in the image ~ Z 2 , thus yielding a clear atomic number contrast. Images were analyzed using Image J, TIA-ES Vision and Digital micrograph.

EDS was performed simultaneously with image acquisition in the HAADF-STEM mode.

Chemical maps were acquired for 30 minutes with conditions optimized and collected at thousands of x-ray photons per second, and analyzed using Bruker e-spirit software.

Electrical measurements: LSMO top electrodes were deposited by PLD with the same growth condition as the bottom LSMO electrodes, as described in the synthesis section. LSMO top electrode pads with different sizes were processed by physical etching (ion milling). Planar LSMO/HZO/LSMO capacitors were measured using a ferroelectric tester (AiXACCT, TF analyzer 2000). The ferroelectric response of the films was tested via PUND (positive up negative down) measurements, which are able to separate switching currents from other contributions.

Simulation methods: For our structural predictions, we used the USPEX code [START_REF] Lyakhov | New developments in evolutionary structure prediction algorithm USPEX[END_REF][START_REF] Glass | USPEX-Evolutionary crystal structure prediction[END_REF][START_REF] Oganov | Evolutionary Crystal Structure Prediction as a Method for the Discovery of Minerals and Materials[END_REF][START_REF] Lyakhov | How to predict very large and complex crystal structures[END_REF][START_REF] Oganov | How evolutionary crystal structure prediction works-and why[END_REF] , which is based on genetic algorithms. We applied this method to search for possible rhombohedral phases of HfO2 and ZrO2 in bulk-like conditions. We considered 12-atom cells for HfO2 and ZrO2. After the blind structural search, we ran additional first-principles simulations for HfO2, ZrO2 as well as Hf0.5Zr0.5O2 compositions focusing on the discovered R3 and R3m phases. For the Hf0.5Zr0.5O2 composition, we considered several representative Hf/Zr arrangements that preserve the three-fold rotation axis, using a 72-atom cell.

Our first-principles were carried out using the VASP code [START_REF] Kresse | Efficient iterative schemes for ab initio total-energy calculations using a plane-wave basis set[END_REF][START_REF] Joubert | From ultrasoft pseudopotentials to the projector augmented-wave method[END_REF] . We used the PBEsol approximation to density functional theory [START_REF] Perdew | Atoms, molecules, solids, and surfaces: Applications of the generalized gradient approximation for exchange and correlation[END_REF] . Atomic cores were treated within the projectoraugmented wave (PAW) approach [START_REF] Blöchl | Projector augmented-wave method[END_REF] , and we solved explicitly for the following electrons: 5p, 6s, 5d for Hf; 4s,4p,5s and 5d electrons for Zr; 2s and 2p electrons for O. We represented the electronic wave functions in a plane-wave basis, cut-off at 500 eV. For the ground state of the bulk HfO2 (P21/c) with lattice parameters (a, b, c) of about (5.1, 5.2, 5.2) Å, a mesh of 8x8x8 k-points was used for Brillouin zone integrations; similarly-dense grids were used in all other simulations in this work. When doing the structural relaxation, the calculations were stopped for residual forces below 0.005 eV/A. To simulate the effect of epitaxial strain, we used a hexagonal-like cell with in-plane lattice vectors forming an angle of 120 o , and the third lattice vector perpendicular to the plane. The in-plane vectors were fixed at a series of values, smaller ones corresponding to stronger in-plane compression; then, the out-of-plane vector, as well as the atomic positions, were relaxed.

We made extensive use of crystallographic servers [START_REF] Stokes | Program for identifying the space-group symmetry of a crystal[END_REF][START_REF] Capillas | A new computer tool at the Bilbao Crystallographic Server to detect and characterize pseudosymmetry[END_REF][START_REF] Orobengoa | research papers AMPLIMODES : Symmetry mode analysis on the Bilbao Crystallographic Server research papers[END_REF] and the VESTA 64 visualization program. We computed polarizations by comparing the polar structures with properly symmetrized, paraelectric states that we use as reference. Initially we used the Berry phase formalism to compute the polarization from first principles [START_REF] King-Smith | Theory of polarization of crystalline solids[END_REF] , and acquired essentially identical results to those obtained by computing the total dipole based on nominal ionic charges; hence, we used the latter method for most of our later calculations. 

  by 90 o from each other around [111]HZO shown in the pole figure in Fig. 2a. Furthermore, an epitaxial relation between the substrate and the film with [1-10]HZO//[1-10]STO, and [11-2]HZO//[110]STO, can be clearly identified. Next, we performed cross-sectional high-angle annular dark-field scanning TEM (HAADF-STEM) analyses on 4 nm and 9 nm thick films, along zone-axes (ZA) defined by φ=0 o ([100]STO), φ=15 o and φ=45 o ([110]STO). Fig. 3b displays a HAADF-STEM image from a 9 nm thick sample (ZA, φ=45 o ), clearly showing the coexistence of majority and minority HZO domains with the [111]HZO and [001]HZO out-of-plane, respectively, in agreement with the xray diffraction data. From the fast Fourier transform (FFT) (inset, Fig 3b) across many images, we deduce that d111=2.95-3.01 Å and d11-1=2.92-2.96 Å. These values (d111 ≠ d11-1) provide a clear confirmation of the non-orthorhombic nature of this phase (see Supplementary Fig. S1 for analysis based on forbidden spots) and support the rhombohedral phase revealed by the synchrotron XRD measurements (Fig. 2b). Fig. 3c displays a HAADF-STEM image from a 4 nm thick sample (ZA, φ=15 o ), where we observe the coexistence of different (111)-oriented domains. Notably, (001)-oriented areas are only rarely found at these low thicknesses. (See Supplementary Fig.
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Supplementary information

A rhombohedral ferroelectric phase in epitaxially-strained Hf0.5Zr0.5O2 thin films Yingfen Wei 1 , Pavan Nukala 2 , Mart Salverda 1 , Sylvia Matzen 3 , Hong Jian Zhao [START_REF] Batra | Phase transition, stability, and depolarization field in ferroelectric thin films[END_REF] , Jamo Momand 1 , Arnoud Everhardt 1 , Graeme R. Blake 1 , Philippe Lecoeur 3 , Bart J. Kooi 1 , Jorge Íñiguez 4 , Brahim Dkhil 2 , Beatriz Noheda 1, * [START_REF] Scott | Applications of modern ferroelectrics[END_REF] Zernike Institute for Advanced Materials, University of Groningen, 9747 AG Groningen,The 1. SAED simulations of the polar orthorhombic phase (Pca21): SAED simulations of the orthorhombic phase commonly reported in literature were obtained through multislice methods using JEMS software. From these simulations (Fig. S1a), we note that in the <110> zone, one of the {001} or {1-10} spots are forbidden. However, in Fig S1b , when compared with the fast-Fourier transform of the cross-sectional HAADF-STEM image of a [001] domain, we see that both the {001} and the {1-10} spots are present, reinforcing the conclusion that our films, which are polar, exhibit a different symmetry to the commonly reported polar o-phase.

Interfacial tetragonal phase:

Using a combination of EDS and HAADF-STEM (Fig. S3, HAADF-simulation in Fig. S3c), we deduced that the first couple of monolayers belong to a tensile strained tetragonal phase.

Evolution to a monoclinic (bulk) phase with thickness:

HAADF image simulations were performed on all the phases (P21/c, rhombohedral phases obtained from our theoretical results, Pca21). On the 9 nm thick sample, using these simulations, we could clearly deduce the evolution from an r-phase to a bulk m-phase with increasing thickness (Fig. S4). Thus, our TEM results indicate the existence of non-polar monoclinic crystals in the 9 nm thick samples, rationalizing our observations of lower polarization values as compared to thinner films .

PUND measurement (positive up negative down):

As shown in Fig. S5, the first pulse is the pre-write pulse. After the preset pulse, the first read pulse is a positive switching pulse, the second is an unswitched pulse, the third is a negative switched pulse, and the last is a negative unswitched pulse. IrealFE (the current from the real ferroelectricity switching) = Is (the current from the switching pulse) -Inon (the current from the unswitched pulse). The current (blue) in Fig. 4 combines positive (I1-I2) and negative (I3-I4) parts and is plotted as a function of electric field. Polarization (P) is calculated from the formula ∫ 𝐼𝑑𝑡 𝐴 ⁄ (I :current; t: time; A: electrode area).

Additional details on the predicted rhombohedral phases:

In the table below we detail the crystallographic structures that were obtained from our first-principles simulations and are representative of the polar rhombohedral phases discussed in this work. We give the structures obtained from HfO2 simulations; obtaining the corresponding structures for the HZO composition is trivial, by performing the corresponding substitution of atoms and completing a further structural relaxation. Finally, Fig. S6 

Particle size estimation:

Particle size statistics on the 9 nm thick HZO film were estimated from a bright-field TEM image obtained in plane view (Fig. S7a). We utilized the particle analysis procedure prescribed by digital micrograph to obtain a median particle area of 84 nm 2

(or diameter of ~10 nm), similar to the film thickness. Similarly, in a 4 nm film, we found grain sizes of 3-4 nm (Fig. 3c in the main manuscript). 
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