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Aortic dissection is the most common catastrophe of the thoracic aorta, with a very high rate of mortality. Type A dissection is often associated with an ascending thoracic aortic aneurysm (ATAA). However, it is widely acknowledged that the risk of type A dissection cannot be reliably predicted simply by measuring the ATAA diameter and there is a pressing need for more reliable risk predictors.

It was previously shown that there is a signicant correlation between a rupture criterion based on the ultimate stretch of the ATAA and the local membrane stiness of the aorta. Therefore, reconstructing regional variations of the membrane stiness across the aorta appears highly important. In this paper, we present a novel noninvasive inverse method to identify the patientspecic local membrane stiness of aortic walls based on preoperative gated CT scans. Using these scans, a structural mesh is dened across the aorta with a set of nodes attached to the same material points at dierent time steps throughout the cardiac cycle. For each node, time variations of the position are analyzed using Fourier series, permitting the reconstruction of the local strain distribution (fundamental term).

of strain energy functions or linearized elastic moduli of the aneurysmal walls at ## dierent stages of loading [50]. Several studies have characterized the mechanical #$ properties of ATAA via strain energy functions and elastic moduli indicating that #% ATAA causes stiening and extensibility reduction of tissue while having no eect #& on strength reduction. To assess rupture risk on a patientspecic level, their #' results imply decreased tissue compliance as a rupture risk factor [START_REF] Sokolis | Biomechanical response of ascending thoracic aortic aneurysms: associa-$'# tion with structural remodelling[END_REF][START_REF] Martin | Predictive biomechanical analysis of $$# ascending aortic aneurysm rupture potential[END_REF].

$

To our best knowledge no study has ever identied regional variations of mate-$ rial properties in ATAAs on a patientspecic basis using a non-invasive methodol-$ ogy. Therefore, the main objective of this work is to present a novel methodology $! based on gated CT images for the identication of local stiness properties in $"

ATAAs under assumptions of linearized and isotropic elasticity. After a compre-$# hensive presentation, we show exemplary results on three patients for the proof of information of these patients is recorded in Table 1. For each patient, images were %# recorded at ten phases of their cardiac cycle. These images were used to reconstruct %$ the geometry of their whole aorta, including diastolic and systolic phases. Semi-%% automatic segmentation of the CT image slices was done using MIMICS (v.10.01, %& Materialise NV). The three-dimensional (3D) surface of the aorta was generated %'

for each phase and exported as STL format. All phases were cut by the same cross the surface. Identical smoothing factor was applied at all phases. To recognize the &# systolic and diastolic phases, the luminal volumes of all phases were compared.

&$

The systolic scan was dened as the one with the largest volume and the diastolic &% scan as the one with the smallest volume. See Fig. 1 in which each phase is shown && using a dierent color. &'

Theory of the inverse approach

The approach for mapping the surface of bifurcations consisted of several steps: " calculation of centerlines, denition of the reference system, decomposition of the # bifurcation into its branches and their parameterization. VMTK provides a tech-$ nique based on objective criteria capable of generating consistent parameteriza-% tions over a wide range of bifurcating geometries. Let ∂Ω i be the surface of the & ith branch which is delimited by two topological circles ψ i0 and ψ iL . Considering ' u ∈ [0, L i ] is the longitudinal parametric coordinate and v ∈ [ -π, π] is the periodic circumferential parametric coordinate, over the parametric space of U ⊂ R 2 in the coordinates U = (u, v), a bijective mapping is derived as [START_REF] Antiga | Robust and objective decomposition and mapping of bi-#%$ furcating vessels[END_REF] [START_REF] Antiga | Robust and objective decomposition and mapping of bi-#%$ furcating vessels[END_REF] such that Φ(x) = (0, v) on ψ i0 and Φ(x) = (L i , v) on ψ iL . Longitudinal mapping ! in VMTK is created by a harmonic and a stretch function to achieve localization " with respect to centerline abcissa and reference system [START_REF] Haker | Nondistorting atting maps and $!" the 3-D visualization of colon ct images[END_REF]. The harmonic function # f = f (x) with x ∈ ∂Ω i is computed by solving the elliptic partial dierential $ equation as

Φ : ∂ x Ω i → U u
% ∆ B f = 0 (2)
where ∆ B is the Laplace-Beltrami operator. The longitudinal parametric coordi

- & nate is expressed by ' u(x) = s • f (x) (3) 
where s is the stretch function and can be dened as

s(f ) = 1 |λ(f )| ∫ λ(f ) g(x)dλ ( 4 
)
where λ(f ) indicates a level-set of f . The angular position of each node is determined by a set of normals along the curve of frame τ , named n(τ ) (which is directed towards the center of the osculating circle of the curve at each point), and ! its nearest point on the centerline, c(τ ), as

" v(x) = arccos((x -c(τ )) • n(τ )) (5) 
where τ indicates the dierent time frames. proximation was implemented around each node of the template meshgrid. For

!# instance, let (u i temp , v i temp ) denote the parametric coordinates of node X i . Let !$
(u nb , v nb ) be the parametric coordinates of the nodes of the reconstructed STL !% surface around X i . These nodes were selected such that

du j = (u j nb -u i temp ) < δ u !&
and dv j = (v j nb -v i temp ) < δ v , δ u and δ v dening the size of the neighborhood. We !' assumed δ u =8 mm and δ v =π/5 rad. Therefore using the least-squares method, " the polynomial approximation was written such as " AX = X nb [START_REF] Chau | Natural history of thoracic aortic aneurysms: size matters #' and plus moving beyond size[END_REF] with 

" A =             1 du 1 dv 1 du 1 dv 1 du 1 2 dv 1 2 du 1 2 dv 1 du
            "! (7) 
""

X =         X 1 Y 1 Z 1 X 2 Y 2 Z 2 . . . . . . . . . X 8 Y 8 Z 8         (8) and " 
# X nb =             X 1 nb Y 1 nb Z 1 nb . . . . . . . . . X k nb Y k nb Z k nb . . . . . . . . . X n nb Y n nb Z n nb             (9) 
Based on a mesh sensitivity analysis, an average mesh size of 1×1 mm was used. discrete Fourier transform was employed such as

$ x(t) = a 0 + ∞ ∑ n=1 ( a n cos(nf t) + b n sin(nf t) ) ( 10 
)
Where a 0 is the Direct Current (DC) term and the sum is the fundamental mag-$ nitude of the timevarying node positions when n=1 while f is the fundamental $ frequency. A strain analysis was performed on the average geometry (dened by $! using the DC terms of all nodal positions) by applying displacements (including $" torsion) at each node corresponding to the fundamental term obtained from the $# Fourier transform in Eq. 10. As the fundamental term is complex, the real and $$ the imaginary parts are applied separately at the corresponding nodes (in their $% average position, dened by the DC term) using the nite element method (FEM).

$&

Eventually the reconstructed strain components were also complex. The compo-$' nents in the longitudinal and circumferential directions were derived respectively % as % ε com

1 = ε r 1 + iε im 1 ε com 2 = ε r 2 + iε im 2 ( 11 
)
where superscripts "r" and "im" indicate real and imaginary contributions, respec-% tively. Therefore the magnitude of strains in the longitudinal and circumferential %! directions can be respectively obtained as %"

ε 1 = √ ε r 1 2 + ε im 1 2 ε 2 = √ ε r 2 2 + ε im 2 2 (12) 
The results of the strain computation are independent of the chosen material 

&$ τ 1 (t) = τ 0 1 + Q(ε 1 (t) + νε 2 (t)) τ 2 (t) = τ 0 2 + Q(νε 1 (t) + ε 2 (t)) (13) 
where τ 0 1 and τ 0 2 are the DC terms of both components of the membrane tension &% (representing pretensions existing in the average geometry due to average blood && pressure and axial tension), Q is the membrane stiness and ν is the Poisson's &' ratio in which incompressibility is assumed (ν=0.49) . We derived τ 0 1 and τ 0 2 by ' achieving an FE stress analysis on the average geometry under the eect of the ' average pressure P 0 using the approach proposed by [START_REF] Joldes | A simple, eective and clinically appli-$#$ cable method to compute abdominal aortic aneurysm wall stress[END_REF].

'

As shown in Fig. 2 it is assumed that each element of the arterial wall is a '! nite sector of an ellipsoidal membrane with radii r 1 and r 2 in both circumferen-'" tial and longitudinal directions. So, in the framework of these assumptions, local '# equilibrium equations can be written as

'$ P (t) = τ 1 (t) r 1 (t) + τ 2 (t) r 2 (t) (14) 
where r 1 and r 2 are the radii of the element sector in both directions (major and '% minor) as shown in Fig. 2 and P is the applied pressure. Using P 0 to denote the '& DC term of pressure variations, and neglecting second order variations, Eq. 14 can '' be rewritten:

P (t) -P 0 = τ 1 (t) -τ 0 1 r 0 1 + τ 2 (t) -τ 0 2 r 0 2 - τ 0 1 (r 1 (t) -r 0 1 ) (r 0 1 ) 2 - τ 0 2 (r 2 (t) -r 0 2 ) (r 0 2 ) 2 (15) 
Using ∆P , ∆τ 1 , ∆τ 2 ∆r 1 and ∆r 2 to denote the fundamentals of pressure, the circumferential and longitudinal components of the local tension tensor, and the circumferential and longitudinal radius of curvature, respectively, Eq. 15 can be ! written as follows:

" ∆P = ∆τ 1 r 0 1 + ∆τ 2 r 0 2 - τ 0 1 (∆r 1 ) (r 0 1 ) 2 - τ 0 2 (∆r 2 ) (r 0 2 ) 2 (16) 
In the following, we assume ∆P = (P sys -P dias )/2. # Substituting Eqs. 13 in 16, we obtain the membrane stiness for each element $ such as

% Q = ∆P + τ 0 1 ∆r 1 (r 0 1 ) 2 + τ 0 2 ∆r 2 (r 0 2 ) 2 ε 1 (t)+νε 2 (t) r 0 1 + νε 1 (t)+ε 2 (t) r 0 2 (17) 
To obtain r 1 and r 2 fast and eciently, we developed a method based on the & principle of virtual work as previously introduced in [START_REF] Mr | Novel #&" methodology for characterizing regional variations in the material properties of murine #&# aortas[END_REF], so assuming stresses σ at ' equilibrium with external loads T should satisfy the following equation:

∫ v σij : ε * ij dν + ∫ ∂ν T i u * i ds = 0 (18) 
Where v and s are the volume and surface of the domain of interest, respectively, u * is a virtual continuous displacement eld and ε * are the virtual strains related to the gradients of the virtual displacements. As this equation is valid for any virtual ! eld, u * can be dened as a unit vector oriented along the normal directions of the " aortic wall at every node (directions n n 1,2,3,4 in Fig. 2). Accordingly, it is possible # to derive the following local equation:

$ σ 1 hε * 1 + σ 2 hε * 2 = pu * ( 19 
)
Where σ 1 and σ 2 are the principal components of the stress and h is the thickness.

%

The Laplace law may be written:

& σ 1 r 1 h + σ 2 r 2 h = p ( 20 
)
By identication between the two previous equations, we obtain directly a relation-' ship between the local radii of curvature and the virtual strain elds. We applied a displacement with arbitrary magnitude of u * in the normal directions to each node (directions n n 1,2,3,4 in Fig. 2) to inate virtually the aorta. After recording ε * 1 and ε * 2 in the longitudinal and circumferential directions induced by this virtual ! ination, the radii can be calculated as

" 1 r 1 = ε * 1 u * 1 r 2 = ε * 2 u * (21)
In this work we introduce the concept of "extensional stiness" which equals the # material stiness times the thickness and whose dimension is MPa.mm.

$

Stiness variations across the dierent regions of the thoracic aorta may exist % at dierent scales. In order to lter out high frequency variations, the obtained & results were eventually tted using Fourier polynomial of order 4 along the circum-' ferential directions and polynomials of order 3 along the axial direction, permitting ! a smoother estimation of stiness distribution. and subsequently ε 1 and ε 2 expressed in Eq. 12.

"#

For each FE analysis, orientation user subroutine (ORIENT) was employed to "$ assign local material directions in order to save results in the local coordinate "% system. Each geometry was a nonperfectly cylindrical geometry so that the radial "& direction (normal to the artery) was dened as the outward normal direction to "' each element, the axial direction was dened as the direction parallel to the luminal # centerline in the direction of the blood ow, and the circumferential direction was # perpendicular to both previously dened directions. To calculate and visualize the # local membrane stiness expressed in Eq. 17 reconstruction of stiness distributions from the two simulated cases. For each case, &% a stiness distribution was obtained and compared to the reference one (Fig. 6).

&&

The reconstructed stiness was in good agreement with the reference and especially &'

the local heterogeneity could be well retrieved for the heterogeneous case. Artifacts We have performed a complementary validation of our methodology considering '"

anisotropy and eects of nonlinearity. We used the same aortic geometry (raw '# stl) as the one used for the linearized case study, which is the aortic geometry '$ of a real patient which was segmented from a CT scan obtained at P diastole =80 '% mmHg (10.66 KPa). We modeled the aortic wall with a Gasser-Ogden-Holzapfel

'& anisotropic strain energy function which may be written as [26] ''

Ψ = C 10 (I 1 -3) + k 1 2k 2 ∑ i=4,6 [ exp[k 2 ( Īi -1) 2 ] -1 ] + κ(J -1) 2 (22) 
where C 10 and k 1 are material parameters and have a stress-like dimension, and k 2 ! is a dimensionless material parameters while κ is bulk modulus and J is Jacobian and where we were able to retrieve the correct stiness properties.

!!

Patientspecic results

!!

The methodology described previously was applied on 3 patients. The membrane !! stiness of their aorta was reconstructed at every Gauss point of the mesh (exclud-!!! ing the branches and the region of the arch between the brachiocepohalic and the !!" left subclavian arteries) and then the values were interpolated at nodal positions.

!!#

The results were plotted as independent colormaps which are shown in Fig. 8.

!!$

The distributions appear heterogeneous, especially in the ATAA regions where !!% some regions of relatively higher membrane stiness appear. The distribution of !!& local membrane stiness showed higher values for ascending aortas compared to !!' descending aortas.

!"

Comparison of the results

!"

For these 3 patients, elastic properties of their ATAA were previously characterized !"

with two other methods:

!"!

1. An ATAA segment was dened by two transverse planes located respectively !"" at 10 cm and 55 cm from the coronary artery. Across the dened segment, the !"# average distensibility of the ascending thoracic aorta was assessed from CT !"$ scans according to [START_REF] Trabelsi | A non-invasive % technique for ATAA rupture risk estimation[END_REF] !"%

D V = ∆V V ∆P ( 23 
)
Where V , ∆V and ∆P are respectively the luminal volume, the volume dier- across the ATAA segment and across the cut square (Fig. 9). For the sake of !$ statistical analysis, we derived the median and interquartile ranges of all nodal !$! values of the identied membrane stiness (Fig. 10). The analysis was achieved !$"

rst by taking all the values of the ascending aorta, then only the values in the !$# ATAA segment and nally only the values of the cut square. For each patient, we !$$ also plotted in Fig. 10 the E in-vitro and E in-vivo values obtained by [START_REF] Duprey | Biaxial rupture properties of $ ascending thoracic aortic aneurysms[END_REF] and !$%

[48], respectively. This analysis showed that the median and interquartile values remodeling with, for instance, a larger fraction of collagen bers. Sassani et al [START_REF] Sassani | Layer-and region-specic material char-$&$ acterization of ascending thoracic aortic aneurysms by microstructure-based models[END_REF] !''

showed a large distribution of ber orientations spanning from circumferential to " longitudinal directions, which was also supported by [START_REF] Sokolis | Biomechanical response of ascending thoracic aortic aneurysms: associa-$'# tion with structural remodelling[END_REF] stating that ATAA had " no eect on strength. However, this can cause stiening and extensibility reduction, " corroborated with histological observation of elastin degradation but not collagen "! content. It could be interesting also to check the possible correlation of these re-""

gions with local concentration of wall shear stress induced by the blood ow [START_REF] Malvindi | Computational uid dynamics of $$ the ascending aorta before the onset of type a aortic dissection[END_REF].

"# All these possible correlations between regional variations of membrane stiness This is in agreement with conclusions of Ferrara et al. [START_REF] Ferrara | Human dilated $$ ascending aorta: Mechanical characterization via uniaxial tensile tests[END_REF] who indicated that the "# weight of the circumferential elastic modulus is signicantly higher than the weight "$ of the longitudinal one in the aortic mechanical response to pressure variations, "% while there was no signicant dierence in the elastic modulus between anterior "& and posterior regions in the longitudinal direction. The maximum circumferential "' elastic modulus was reported in posterior region. Moreover, their results indicate " that regardless of age and gender, the mean elastic modulus is larger in the cir-" cumferential direction. However aging reduces the mean elastic modulus and male " has higher mean elastic modulus in comparison with female. Iliopoulos et al [START_REF] Iliopoulos | As-$# cending thoracic aortic aneurysms are associated with compositional remodeling and ves-$# sel stiening but not weakening in age-matched subjects[END_REF] " ! support these results and state that circumferential specimens were stier than " " longitudinal ones in the posterior, left lateral, and all regions at physiologic and " # high stresses but not at low stresses. Furthermore, in agreement with Ferrara et al.

" $ [START_REF] Ferrara | Human dilated $$ ascending aorta: Mechanical characterization via uniaxial tensile tests[END_REF] they found no signicant regional variations of aortic stiness in the circum-" % ferential direction, and similarly at low stresses for longitudinal specimens, while " & at physiologic and high stresses the right lateral was the stiest ATAA region. In " '

the other study by the same group [START_REF] Iliopoulos | Regional and directional variations in the mechanical properties $"& of ascending thoracic aortic aneurysms[END_REF] it was shown that peak elastic modulus "! in the anterior region was signicantly lower than that in the right, but not the "! left, lateral and posterior regions. Choudhury et al [START_REF] Choudhury | #' Local mechanical and structural properties of healthy and diseased human ascending aorta #'! tissue[END_REF] studied local mechanical "! properties of healthy and diseased, bicuspid and tricuspid aortic valves (BAV and "!! TAV), human ascending aorta. Indicating that BAV tissue was the thinnest and "!" contained the largest fraction of collagen, they found signicantly less elastin both "!# in TAV and BAV tissue in contrast to healthy tissue, while on average the smallest "!$ stiness was observed in TAV patients. The elastic modulus was not dependent on "!% direction (isotropic) but it was dependent on the quadrant and tissue type. The "!& medial quadrant was the most compliant and the lateral quadrant tissue was the "!' stiest.

""

Although most of these previous investigators carried out experimental tests on "" tissue samples excised from patients during surgery, or on cadavers, the material ""

properties of tissues are commonly characterized averagedly across these samples ""! and in conditions which may be far from in vivo conditions, such as for instance """ tensile test. Only recently, the use of digital image correlation (DIC) has made it ""# possible to investigate the local material properties of excised aortic samples [2,

""$ 11,10]. Inverse methods were developed to process DIC measurements and recon-""% struct the regional variations of material properties, as for instance using a tension ""& ination tests keeping the cylindrical shape of the aorta [START_REF] Mr | Novel #&" methodology for characterizing regional variations in the material properties of murine #&# aortas[END_REF]. Regional variations of ""' constitutive properties make sense as they can be related to local tissue adaptation "# through growth and remodeling [START_REF] Humphrey | Vascular adaptation and mechanical homeostasis at tissue, cellular, and $"# sub-cellular levels[END_REF].

"# When excised aortic samples are tested in vitro, the results usually take the "# form of constitutive parameters in a strain energy density function [START_REF] Holzapfel | A new constitutive framework for arterial $" wall mechanics and a comparative study of material models[END_REF]. Strain en-"#! ergy density functions usually have a large number of constitutive parameters with "#" possible couplings between each other and it was recently suggested to evaluate "## more functional parameters, such as for instance the linearized in vivo stiness "#$ [START_REF] Mr | Novel #&" methodology for characterizing regional variations in the material properties of murine #&# aortas[END_REF]. Here, we focused only on this linearized in vivo stiness as we had only a "#% non invasive loading of the aorta across a limited range of strains through the "#& variations of blood pressure. The non invasive identication of the aortic stiness "#' was previously achieved averagedly across aortic segments either by measuring the "$ aortic distensibility [START_REF] Trabelsi | A non-invasive % technique for ATAA rupture risk estimation[END_REF] or by measuring the pulse wave velocity [START_REF] Groenink | Changes in aortic $! distensibility and pulse wave velocity assessed with magnetic resonance imaging following $! beta-blocker therapy in the marfan syndrome[END_REF], and relat-"$ ing these quantities to the aortic stiness. Local non invasive identication was "$ previoulsy achieved using 4D ultrasound on the abdominal aorta [START_REF] Joldes | A simple, eective and clinically appli-$#$ cable method to compute abdominal aortic aneurysm wall stress[END_REF]51] but the "$! present study is the rst one using gated CT scans and applying the approach "$" onto the ascending thoracic aorta. The availability of these images allowed us "$# to model subjectspecic arterial congurations. Since a correlation between the "$$ stretch-based rupture risk and the tangent elastic modulus was found by [START_REF] Duprey | Biaxial rupture properties of $ ascending thoracic aortic aneurysms[END_REF],

"$% the methodology proposed here has potential to identify the rupture risk of aorta "$& according to calculated local membrane stiness.

"$'

It is important to point out the benet of using a Fourier analysis (as done "% here for the regional reconstruction) instead of using simply diastolic and systolic "% geometries of the aorta (as done for distensibility measurements). Indeed, the dis-"% tensibility is usually assessed by measuring the change of cross section area of the "%! aorta between diastole and systole, diastole being dened as the stage with mini-"%" mum cross section area and systole being dened as the stage with maximum cross "%# section area. There is always a signicant uncertainty on the times at which the 10 pending on the position (Fig. 1). It means that the response of the aorta to the done in the distensibility method [START_REF] Duprey | Biaxial rupture properties of $ ascending thoracic aortic aneurysms[END_REF][START_REF] Trabelsi | A non-invasive % technique for ATAA rupture risk estimation[END_REF], automatically underestimates the actual "' strain variations occurring throughout a cardiac cycle. The consequence of this "' strain underestimation should be a stiness overestimation for the distensibility "' method. However, in this work, it can be compensated by another eect which we "'! would like to point out here as well. Commonly, pressure variations are linearly "'" related to stress variations without considering the eects of radius variations as

"'#
we did in Eq. 16. However, we found that the term considering the eects of ra-"'$ dius variations, namely

τ 0 1 (∆r 1 ) (r 0 1 ) 2 - τ 0 2 (∆r 2 ) (r 0
ditionally done in distensibility assessment, induces an underestimation of stress "'' variations. Combined with the strain underestimation explained previously, the # stress underestimation results in a good agreement of the distensibility method # with our novel inverse method. Nevertheless, future stiness identications should # take into account all these eects as done in the current study.

#!

Limitations

#"

There are several limitations in this work which can be discussed as below:

##

The inverse approach is based on local equilibrium equations similar to the #$ ones derived in [START_REF] Mr | Novel #&" methodology for characterizing regional variations in the material properties of murine #&# aortas[END_REF]. These equations are obtained based on the principle of isotropy assumption in our approach is that the identied membrane stiness # % is a combination of the axial and circumferential stiness, which may be dif-# & ferent. However, the local curvatures being involved in Eq. 17, most of the # '

weight is put on circumferential eects (the circumferential radius of curvature #! being signicantly lower than the axial one), meaning that the identied mem-#! brane stiness would be closer to the circumferential stiness than to the axial #! stiness if there was a signicant dierent between both.

#!! Average tensions existing in the aorta due to the action of the average blood #!" pressure are also involved in Eq. 17. This comes from geometrical nonlinearity #!# involved in nite deformations [START_REF] Baek | Theory of small on large: #& potential utility in computations of uidsolid interactions in arteries[END_REF]. These tensions were approximated using the #!$ approach of [START_REF] Joldes | A simple, eective and clinically appli-$#$ cable method to compute abdominal aortic aneurysm wall stress[END_REF]. This approach consists in achieving a linear elastic stress anal-#!% ysis on the same structure as the aorta, assigning a very large elastic modulus.

#!&

The approach is valid for membrane structures. The membrane assumption #!'

was previously shown to be a good approximation for elastostatics of aortic #"

aneurysms [START_REF] Lu | Inverse elastostatic stress analysis in pre-deformed bi-$#' ological structures: demonstration using abdominal aortic aneurysms[END_REF].

#"

Due to the removal of in vivo loadings, the artery experiences an elastic re-#"

coiling. Even when these loadings are removed, internal or residual stresses #"! still exist in the tissues. An eect of these internal stresses can be observed in are tangential unit vectors normal to r 1 and r 2 , respectively. n n i with i={1,2,...,4} is normal unit vector at each node of the element. 

  and according to a protocol approved by the Institutional % Review Board of the University Hospital Center of Saint-Etienne, non invasive % systolic and diastolic blood pressures in brachial artery and gated CT scans were % obtained for three patients who underwent elective surgical repair of ATAA at %! the University Hospital of Saint-Etienne (CHU-SE) in France. The demographic %"

#

  One of the requirements is that the inlets and outlets of the imported mesh into $ VMTK should be open. Left subclavian artery, brachiocephalic artery, left com-% mon carotid artery and coronary artery branches were used to provide anatom-& ical references to ensure that the measurements taken at dierent phases of the ' cardiac cycle were at the same location in the aorta (see Fig. 1). Eventually, ! the extracted data from VMTK were postprocessed in Matlab to extract an ac-! curate mesh using the longitudinal and circumferential metrics obtained from ! VMTK. A template meshgrid with an arbitrary number of points was created !! in the u temp ∈ [u min , u max ] and v temp ∈ [-π, π] domain. A polynomial ap-!"

  et al [52] who observed that the ascending thoracic aorta "% experiences clockwise and counterclockwise twist, we derived the time variations "& of the circumferential coordinate, v, of coronary arteries in the space of parametric "' coordinate and subtracted this value from the circumferential coordinate of the # assumed reference phase in order to apply torsion during aortic wall motion. To # adjust all phases longitudinally, the origin of u was set in the coronary plane # at each phase. Accordingly, the torsion was applied by subtracting the shift of #! the v value at the inlet, and by subtracting a shift in the v value all along the #" thoracic aorta, varying linearly from v to 0 between the inlet and the position of ## the brachiocephalic artery. #$ Any periodic function (in this case nodal coordinates of all phases, x(t)) can #% be expressed as a weighted sum of innite series of sine and cosine functions #& of varying frequency. Therefore, having the structural mesh of all ten phases, a #'

! 2 . 3 "Fig. 2 .

 232 Fig. 2. Moreover, two other independent FE analyses were performed by applying "!

2

 2 

Fig. 4 .

 4 Fig. 4. Having in hand RG and DG for both cases, we performed our approach %'

'' 3 . 3

 33 only appear very locally at the proximal and distal parts of the aortic segment due ' to spurious eects of polynomial smoothing close to the boundary (edge eects). Nonlinear anisotropic material property '!

!(

  local volume ratio.). I 1 = tr(C), I 4 = C : a 01 ⊗ a 01 and I 6 = C : a 02 ⊗ a 02 are ! rst, fourth and sixth invariants of the modied counterparts of the right Cauchy-!! Green tensor, C. Note that the families of collagenous bers are characterized by !" the two reference direction vectors a 0j = [0 cosθ j sinθ j ] , j = 1, 2, with |a 0j |= 1. !# θ j is the angles between the collagen bers (arranged in symmetrical spirals) and !$ the circumferential direction. !% Two analyses were performed: One with a homogeneous distribution of hyperelas-!& tic material properties in the whole the aorta and the other with a heterogeneous !' distribution of hyperelastic material properties, considering three regions. Material ! parameters used for this validation study are reported in

2 .

 2 and systole and the pressure dierence. The membrane !"' stiness was deduced as the ratio between the distensibility and the average !# diameter of the segment. Let E in-vivo denote the membrane stiness obtained !# with this method. !# After the surgical intervention on these patients, an ATAA segment was ex-!#! cised. From this segment, a square (45×45 mm) was cut in the outer curvature !#" region and tested in bulge ination. The stressstrain response of the tested !## sample was linearized over a range of pressures inducing similar tensions in !#$ the tissue as the tensions produced by diastolic and systolic pressures. The !#% obtained linearized stiness of the tissue over this range, multiplied by tis-!#& sue thickness, yielded another estimate of the membrane stiness, which was !#' denoted E in-vitro . !$ Therefore, for each patient, we focused on the distribution of membrane stiness !$

  phase shifts depending on the position. These phase "&! shifts are potentially the result of viscous eect but also of the combined action of "&" the blood pressure and of the cardiac motion, which are not synchronized, as this "&# was previously shown by [52]. Due to these local phase shifts, it happens that the "&$maximum strain of the aorta is not reached at systole for all the positions and the "&% minimum strain of the aorta is not reached at diastole. Therefore, taking the aver-"&& age change of strain between diastole and systole to derive the aortic stiness, as "&'

  used gated CT scans as a source of dynamic images of the #" aortic wall during the cardiac cycle. The use of Xray may present a limitation ## for an extensive use of the methodology, especially if one wants to repeat the #$ identication of aortic stiness at dierent ages of ATAA growth, which would #% induce repeated irradiation for the patient. We are currently working on an #& extension of the method to images acquired with 4D MRI. #' The wall is assumed as a linearly elastic material within the systolic-diastolic # range and we disregarded the layerspecic wall properties and residual stresses # existing in the ATAA wall. # We here assumed an isotropic behavior of the arterial wall. It was not possi-# ! ble to consider anisotropic eects as only one type of loading was available: # " variations of the blood pressure. The characterization of anisotropic materi-# # als requires loading samples in dierent directions. The consequence of the # $

Fig. 1

 1 Fig. 1 Segmentation of the aortic geometry for diastolic phase. Including left subclavian artery, brachiocephalic artery, left common carotid artery and coronary artery branches which are used as anatomical references. See video 1 for ten phases of cardiac cycle.

Fig. 2

 2 Fig.2It is assumed that each element of the arterial wall is a nite sector of an ellipsoidal membrane with radii r 1 and r 2 in both circumferential and longitudinal directions. n 1 and n 2

Fig. 3

 3 Fig. 3 Flowchart of the methodology to identify local membrane stiness of aorta.

Fig. 4

 4 Fig. 4 Map of the displacement magnitude [mm] after ination of the reference geometry (RG) using FE analysis considering a-a homogenous stiness and b-a heterogeneous stiness distributions.

Fig. 5 aFig. 6

 56 Fig. 5 a-Displacement maps [mm] obtained by our methodology considering a homogenous stiness, b-Reference displacement maps obtained using a nite element analysis considering a homogenous stiness, c-Displacement maps obtained by our methodology considering a heterogeneous stiness distribution, d-Reference displacement maps obtained using a nite element analysis considering a heterogeneous stiness distribution.

Fig. 7 Fig. 8 Fig. 9 Fig. 10

 78910 Fig. 7 Validation study: stiness map [MPa.mm] reconstructed using our methodology considering a-homogeneous and b-heterogeneous non-linear anisotropic material properties.

Table 2 .

 2 Before applying ! these two models to calculate displacement between diastole and systole, we rst ! computed the zero pressure geometry in each case using the approach presented by

	!!	
	!"	Mousavi et al [38,39]. Afterwards, we calculate the deformation of the aortic ge-
	!#	ometry for a systolic pressure directly by applying P systole =120 mmHg (16 KPa)
	!$	onto the zero pressure geometry.
	!%	Having in hand the diastolic geometry and the computed systolic geometry, we ran
	!&	our approach using VMTK and MATLAB to independently generate the struc-
	!'	tural mesh of each geometry (systolic and diastolic) in both homogeneous and
	!	heterogeneous analysis. We subtracted the nodal coordinates of both structural
		meshes (systolic and diastolic phases) to obtain the displacements between systole

!

and diastole for each case. Assuming the diastolic phase as the reference geome-! try we applied our methodology to retrieve the stiness of aorta. The identied ! ! results shown in Fig.

7

demonstrate that our methodology is able to retrieve the ! " "sti" region in the heterogeneous case, whereas the homogeneous case show only ! # small variations which are mostly related to edge eects. However, this remains a ! $ qualitative comparison as the obtained linearized stiness is not directly related ! % to hyperelastic properties. This qualitative validation completes well the previous ! & quantitative validation where we modeled the aorta with a linear elastic behavior ! '

Table 1

 1 Demographic information of three patients. Note that ∆P is the dierence between diastolic and systolic pressures, Eh in-vivo denotes the extensional stiness obtained by[START_REF] Trabelsi | A non-invasive % technique for ATAA rupture risk estimation[END_REF] and Eh in-vitro is the extensional stiness obtained by[START_REF] Duprey | Biaxial rupture properties of $ ascending thoracic aortic aneurysms[END_REF].

	#""	
	#"#	arteries with the well-known opening angle [38]. Moreover, Sokolis et al [45]
	#"$	have provided evidence of residual stresses in both the circumferential and
	#"%	longitudinal directions considering dierent wall layers of ATAA. Therefore,
	#"&	disregarding the presence of residual stresses and considering the arterial wall
	#"'	as a 3D membrane with uniform thickness can be considered as additional
	##	limitations of the current work. Nevertheless, despite these limitations, the
	##	structural membrane stiness provided by our methodology is still a useful
	##	indicator of local tissue altered remodeling.
	##!	The segmented geometries have some local irregularities (bumps) due to image
	##"	noise at each phase of the cardiac cycle. The spatial frequency of these irregu-
	###	larities is high and their eect is ltered out by Fourier polynomial smoothing.
	##$	However, if one wanted to obtain spatial variations of material properties with
	##%	a higher spatial resolution, one would have to address the issue of these geo-
	##&	metric irregularities.

Table 2

 2 Values of non-linear anisotropic material parameters for homogeneous and heterogeneous modelsC 10 [kPa.mm] k 1 [kPa.mm] k 2 θ 1 [ • ] θ 2 [ • ]

	Homogenous	30	500	5	35	-35
	Heterogeneous sti	60	1000	5	35	-35
	Heterogeneous compli-	30	500	5	35	-35
	ant					

& sectional planes to predene a domain of the aorta larger than the nal segment & of interest in both ascending and descending parts. The purpose was to initiate & the procedure in order to run the Vascular Modeling Toolkit (VMTK, Orobix, &! Bergamo, Italy; www.vmtk.org) [1] and to derive the parametric coordinates of &"

&vivo. The thickness was previously measured in vitro on the excised sample after & the surgery[START_REF] Duprey | Biaxial rupture properties of $ ascending thoracic aortic aneurysms[END_REF]. However, the in vitro measurement is performed when the tissue &!

& each geometry. For the sake of validation, we subtracted the nodal coordinates &

)[START_REF] Avril | Anisotropic and hyperelastic identication of in vitro #%& human arteries from full-eld optical measurements[END_REF] , is averagely responsible for about 10% "'% of ∆P , with local eects possibly reaching 50%. Neglecting this term, as it is tra-"'&

Conclusion

##' Regional variations of stiness properties across ATAA were reconstructed on 3 #$ patients non invasively. To achieve this reconstruction, a novel noninvasive inverse #$ method was developed based on preoperative gated CT scans. The non invasive #$ identication of elastic properties of ATAA is highly important as our research #$! group [START_REF] Duprey | Biaxial rupture properties of $ ascending thoracic aortic aneurysms[END_REF][START_REF] Trabelsi | A non-invasive % technique for ATAA rupture risk estimation[END_REF] recently showed that the membrane stiness is signicantly corre-#$" lated with stretch based rupture risk of ATAA. It would be interesting in future #$# studies to consider a cohort with a larger number of patients in order to interpret #$$ regional variations of stiness properties in ATAAs in terms of local hemodynamics