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THERMAL TEMPERING SIMULATION OF GLASS PLATES: INNER AND EDGE RESIDUAL STRESSES

Narayanaswamy's model is sc» to describe the thermomechanica/ behavior of glass. It includes both scws relaxation (to take into account the viscous aspect of glass) and st1Uctural relaxation (to take into account the st1Ucture state of glass). The necessary thennal and mechanical characteristics are given for the fl oat soda-lime silicate glass.

The thermal tempering of thin glass plates is simulated. Transient and residual stresses are given for the inner part of the plate. Computalional results are compared with experimental results of previous works. This comparison validates Naranoswamy's model associated with material characteristi cs given previously.

The edge ef f (var i ation of stresses close to the edges) is described for thin plates.

The thermal tempering of thick plates is simulated, and computational results are validated with optical measurements and a fractographic analysis.

The objective of this work is to provide a reliable computational method for the simulation of the thermal tempering of scpda-lime silicate glass plates. Quenching consists of heating glass to a temperature above 600°C and cooling it brutally by air casts. Such thermal treatment induces residual stresses in the plate at the end of the cooling, thereby increasing the mechanical strength of glass parts.

In previous works, the simulation of an infinite glass plate has been carried out experimentally and numerically. Both inner and edge effects are analyzed in this article. The knowledge of residual stresses in the vicinity of edges is very important in the case of elements loaded in their plane. The main application of these glass components concerns building structures (beams or columns).

Glass is. described as a viscoelastic material. Its behavfor varies with time and temperature. Narayanaswamy's model, which includes both stress and structural relaxation (influence of the state of the glass structure), is used in this work.

The tridimensional residual stress state is computed using the finite element method (FEM). First, the model is checked by comparing the residual stresses in the inner part of thin plates from simulations and literature.

difficult to obtain reliable data for the concerned material. No material datum was identified, and a sensitivity analysis to material parameters was conducted.

Then. , the analysis of transient and residual stresses in the neighboring edges of tempered glass plates is presented. Inner and edge residual stresses were measured optically on several tempered glass plates. The heat transfer coefficients are temper process parameters. A comparison of two optical measurements with simulation results facilitates the identification of a priori unknown heat transfer coefficients.

The tempered glass plates were tested up to failure. A fractograpliic analysis gives the residual stress on the plate edge that cannot be measured optically.

The edge effect analysis is validated by a comparison of computed stresses with fractographic and optical information.

THERMOMECHANICAL MODELING OF GLASS Generalized Maxwell's Model

For a tridimensional solicitation, the stress response (u(t)} of a viscoelastic material can be separated into its volume and deviatoric parts: the deviatoric and volume parts, respectively [l, 2]. Relaxation shear and bulk moduli are described with instantaneous and deferred moduli and Prony's series.

For the deviatoric part

where G 8 =instantaneous shear modulus, and Ge =deferred shear modulus= 0.

For the volume part

where K 8 =instantaneous bulk modulus, and Ke= deferred bulk modulus.

Stabilized Glass

When its structure is stabilized, glass can be considered a thennorheologically simple material. It means that the mechanical behavior is the same for different temperatures; only the rate of microstructural mechanisms changes. The relaxation function can be determined at any temperature if it is known at the reference temperature (T,.r). It consists of a shift of the relaxation function in a time logarithm scale [START_REF] Schwarz | Ti me-Temperature Dependence Qf Linear Viscoelaslic Behavior[END_REF].

The influence of the actual temperature T can be intro duced by means of reduced time ( � ), which is defined as

i = 1,2 (4) 
Weights w1; and w2;, defined in G(t) and K(t), are constant with tem perature. An

Arrhenius relation allows a correct description of the times of relaxation changes with temperature [4, 5):

11 Trcf 1' t(t,T) = ( ' ) dt ' = <l>(T(t))dt' 0 T T,I 0 where ln(<l>(T)) = ----- H ( 1 1)
R Teer T H = energy of activation, and R = perfect gas constant.

Structural Relaxation

(5)

Quenching is a brutal thermal treatment. During cooling, the glass structure may not be stabilized. Since g lass is sensible to the thermal loading rate, the structure state must be taken into account. That is Narayanaswamy's model [4, 6, 7].

The influence of the thermal loading rate can be shown by varying t'he specific volume with temperature (Figure 3). That phenomenon essentially concerns tem peratures close to the transition range between the "glass" and "liquid" states. When gfass is heated to a temperature T2 (point A on Figure 3) below the transition range, the structure of glass evolves to a stable state characteristic of the liquid glass (point B). This evolution is tlhe direct structural relaxation. If the temperature is far below the transformation range, this evolution is too slow to be visible.

Specific volume

T2.� T'If

If glass is heated brutally to T1 above T8, the glass state goes to a point below the "liquid" straight line (point C). This unstable configuration changes to a stable one; the "liquid" glass state (point D). This process is called reverse structural relaxation.

There are several possible structural glass states for the same temperature depending on the cooling rate.

In 1946, Tool [START_REF] Tool | Relation Between Inelastic Deformability and Thermal Expansion of Glass in Its Annealing Range[END_REF] intro duced the fictive temperature (Tr) to take into account the structure of glass. Variations of the specific volume with temperature are used to describe variations of Tr•

• Tc = T if T is above the transition range.

• Tc = the intersection between the "liquid" straight line and the parallel to the "glass" straight line in the transition range.

• Tc= the intersection between the "liquid" straight line and the "glass" straight line helow the transition range.

A response function (Mv) is defined by varying the specific volume with tempera ture as

V(t)-V.. 2 
Mv(t)= V. -V. ' 0.2 eo,2 (6) 
where T1 -T2 = step of temperature, Tc = fictive temperature at T2, V = instantaneous specific volume, V0.2 =volume just after the temperature change, and V.. . 

Tr(t) = T(t) -lo Mv[ s(t) -s(t')] � dt' (7)
By analogy with viscous relaxation, the response function can be described with a Prony's series as [START_REF] Tool | Relation Between Inelastic Deformability and Thermal Expansion of Glass in Its Annealing Range[END_REF] The fictive temperature variations are calculated with Markovsky and Soules' algorithm [START_REF] Markovsky | An Efficient and Stable Algorithm for Calculating Fictive Temperatures[END_REF]10] 

Structural relaxation times (A;) are considered proportional to shear relaxation times. A dilatometric curve facilitates obtaining their ratio, which has been found

to be very close to 9 (11 ].

The fictive temperature allows one to take into account the structu:re state of glass. All characteristics vary with the actual temperature but also with the fictive temperature. The fictive temperature is introduced in the reduced time expression for the variations of viscoelastic characteristics by modifying Eq. 5 where t(t,T,T,)= 1 ' (Trcf ' ) dt ' = 1 1 a(T(t),T,(t))dt'

0 T T,t 0 ln(a(T, T1)) = -------- H( 1 x 1-x ) R T,., T T r (10) 
x =constant (0 <x < 1), H =energy of acti vation, and R =perfect gas constant.

Introduction of Fictive Temperature

The dependency of viscosity on the structure state induces very small variations in residual stresses. But, the dependency of the density on the structure state has a much more significant effect on residual stresses (Figure 4). Variations of viscosity in relation to t he fictive temperature are not considered in our simulations. The in f luence of the structural state on the density is intro duced by varying the thermal expansion coefficient in relation to temperature where f3, = thermal expansion coefficient of solid glass, {31 = thermal expansion coefficient of liquid glass, T0 = initial temperature, and f3 =equivalent the rmal expans ion coefficient.

£1h = {38(T(1) -TrCt)) + {31(T1(t) -T0) = {3(t)(T(t) -T0) (11)

FINITE ELEMENT MODELING

The thermal tempering of glass con sists of using air casts to cool very rapidly the plate that was previously heated.

The proble m that must be solved is tim e depen dent . At each moment mn time, the temperature is comp uted; then the nonlinear mechanical problem is solved. The nonlinear aspect is due to the viscous feature of the glass behavior.

The temperature of the glass plate is assumed to be uniform at the beginning of the computation (at a temperature above 600°C). In fact, the surface tempera ture of the glass plate decreases between the time it is removed from the oven and the beginni111 g of cooling.

Heat Exchange Boundary Conditions

The co oling is modeled by a forced convection to each face of the plate. It is characterized by a heat transfer coefficient (h) and air t emp eratur e (TCJ<). For a g lass plate, three planes of symmetry and three forced convections define the cooli ng (Figure 5).

The exchange boundary condition by forced convection is written as

(12)
where q =heat flow, h = thermal transfer coefficient, T s =surface t emperature, and Texi = room temperature.

x y Fi,gurc S. Displacement boundary condi.

tions.

Radiation is accounted for in forced convection via the thermal transfer coefficient. The radiation boundary condition can be written as (by equivalence with convection) q = ll"sue(T� -T e�t)

= u5ije(Ts,' + T{Tc xl + T5T., ;, + T/' ,)(Ts -T,, 11)

where q =heat flow, ifss =Stefan-Boltzmann's coefficient, e = em1ss1VJty, T s = surface temperature, Text = room temperature, and h.,q(asB• e, 15, I'ex1) =equivalent thermal transfer coefficient. Thermal transfer coefficients are assumed to be constant during tempering.

Mesh and Displacement Boundary Conditions

Interesting results are the stress state in the middle of the plate and in the current JYclrt of the edges. The problem that needs to be solved does not depend on z because the plate is considered infinite in this direction. This is a plane problem since it depends only on x and y. Nevertheless, tridimcnsional elements are used to account for thermal deformation along z.

The modeling of an infinite strip implies quite complicated boundary condi tions. Then, the tempering of an eighth Qf plate is simulated with the finite element code MARC. The mesh is refined in zones where stresses present high varia tions-in the thickness of the plate (along x) and close to the edge (along y ).

The edge effect is not studied along z because it is similar to that along y. The displacement boundary conditions that are introduced are symmetry conditions;

that is, there is no displacement perpendicular to the plane of symmetry (Figure 5).

Glass Characteristics

Glass is a very old material that has been studied for a long time. But mechanical and thermal characteristics are not well known because they depend on the glass composition and are difficult to measure experimentally (in particular, for the viscoelastic characteristics and the thermal expansion coefficient of the liquid glass).

The six mechanical characteristics of Narayanaswamy's model that are used in simulations are as follows.

• Elastic characteristics at room temperature [1]

Young modulus Poisson ratio

• Vi scoelastic characteristics [I] (Table 1),

E = 7.1010 Pa II= 0.22 • Structural characteristics for the calculation of Tr [12] (Table 2).
The energy of activation is not a well-known parameter. The dependence of glass viscosity on temperature was determined in a previous work The thermal conductivity and the specific heat are the thermal characteristics.

They vary with temperature [12].

• Thermal conductivity (W /m.K)

.A = 0,975 + 8,58.10-4 T where T in

°C

• Specific heat (J/kg.K) [START_REF] Guillemet | Viscosity, Configurational Entropy and Structural Relaxation of Silica-Soda-Lime Olass[END_REF] (with T in K)

liquid glass (T > T g

= 850 K)
solid glass (T < T g )

INNER EFFECT

cp.1 = 1433 + 6.5 10-3 T

Cp.s = 893 + 0.4T-l.8 10-7 /T2

Experimental studies give the residual stress state in the inner part of thin plates (0.61-cm thick) [4,6]. The temperin g simulation of these glass plates is presented and compared to previous works for the validation of the model [START_REF] Carre | Finite Element Calculation of Stresses in Tempered Gla[END_REF][START_REF] Carre | Numerical Simulation of Soda-Lime Silicate Glass Temperi ng[END_REF].

Results

During tempering, the temperature decreases more rapidly at the surface than in the inner part (Figure 6). A thermal gradient appears in the thickness (which can be greater than 150°C); it implies transient and residual stresses.

At the beginning of cooling, the surface contracts more rapidly than the inner part, which leads to a compression state at the core and a tensile state at the surface by equilibrium. The transient tensile stress on the surface can induce failure at the onset of cooling.

When the surface temperature is below the transition range, the surface congeals. The core, still liquid, continues to cool and contract. The surface is then in compression and the core in tension. After several tens of seconds, stresses are stabilized (Figure 7).

In the middle of the plate, the residual tractions are equal for directions y and z. Stresses are parabolic in the thickness. The surface compressive stre:ss is twice higher than the tensile midplane stress (Figure 8). This stress state gives plates a better mechanical strength.

The characteristic parameter values of the model were obtained frorri different works. A large discrepancy in the values can be observed in the literature, possibly due to the difficulty involved in measuring some characteristics and to sensibility to the glass chemical composition.

In order to study the influence of characteristic parameter values, a sensibility analysis is carried out by varying the mechanical and thermal parameters: Young's modulus (£), the Poisson ratio ( v ), the solid and liquid glass thermal expansion coefficients ( f3g and {31), reference temperature (T,.r ), specific heat (C P ), and thermal conductivity (,\). The parameters are modified ( + 20%, + 10%, -10% , -20%) from a current case: T0 = 650°C and h1 = 280.1 W /m2.K.

Variations of residual stresses in the surface and in the midplane are observed.

The Poisson ratio, the solid glass thermal expansion coefficient, the specific heat, and the thermal conductivity are parameters of less importance than the others.

The variations of the residual stresses are quasi-proportional to the variations of Young's modulus and of the liquid glass expansion thermal coefficient. The reference temperature is a parameter of great importance because it controls the viscoelastic behavior (Figures 9 and10).

Comparisons with Experimental Works

Experimental results issued from [4, 6) are compared with FEM results obtained with the previous glass characteristics. The variation of the traction Cun.) in the thickness is compared with optical measurements from [6] in a particular case of quenching ( T 0 = 738°C and h 1 = 221.5 11).

W /m2.K) (figure
Jn F;gscºc 12, experimental [START_REF] Gardon | Thermal Tempering of Glass[END_REF] and numerical results are gi ven. They show the influence of the cooling rate (h) and the initial temperature {T0) on the residual tensile stress in the core of the plate. The higher h, the higher this residual tractfon. They also reveal a dependence on the initial temperature: the residual stress increases with the initial temperature until 680°C, where it becomes quasi constant with T0. This satisfying comparison between computational and experimental results validates Narayanaswamy's model given the chosen data.

Stress (MPa)

EDGE EFFECT

The goal is the determination of tridimensional transient and residual stresses on the edge of glass plates where fracture may occur. The inner effect of tempering was presented for thin pfates. The edge .effect is now studied, on one hand, to the same thin plates and, ora another hand, to thick plates (19-mm thickness) for a comparison with optical measurements.

The tempering parameters are the initial temperature (easily determined during the industrial process) and the thermal transfer coefficients (unknown). Thermal transfer coefficients can be calculated by an inverse analysis.

Results

As for the inner effect, the stress sign changes during tempering on the edges. The transient traction (u11) is very high at the comer (point 4). At the end of the cooling p•hase, the three points on the surface (points 2, 3, 4) are in compression even though the core is in tension (point I) (Figure 13).

In the middle of the plate, the stresses are parabolic along the thickness (Figure 14). The stress profile in the thickness on the edge depends on the ratio h1/h2, where h1 is the thermal transfer coefficient of convection on the plane and h2 is the thermal transfer coefficient on the edge (Figure 5). If h2 is below h1, the traction along z (u,,) is more important at the corner than in the middle of the edge. If h2 is far above h 1, it is the contrary.
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Fi gure 13. Variations of stress u,. with time in the inner part and at the edge. 

Influence of the Chamfer

The chamfer introduced (or the computations of thin glass plates is 0.5-mm wide.

The thermal transfer coefficient is assumed to be the same in the broken corner as in the edge. The chamfer has no influence 011 the residual stresses (Figure 15) but can decrease tbe value of rhe maximum transient surface tension stress (Figure 16).

Case of a Thick Plate Optical measurements. Tempered glass is birefringent. The photoelasticimetry technology allows stress measurements [START_REF] Novo�ny | Relation entre Jes contraintes au voisinage de la surface des verres trempes, determinees a l'aide d'un epibiascopc, leur degre de trcmpe et leur destruction aprcs Casse[END_REF]. Two kinds of these measurements an:

realized on thick tempered glass plates.

First, the Epibiascope [16, 17} is an apparatus that is used to obtain the surface stress. lt is measured in several points in the inner part of the plate (o;.>' = ozz) the edge), at the limit of the chamfer: ---•� .::.: ._-.:.::.--•::.:.•: .:.. :.•::.:._-.:.::.-�:: _ -_ • -Figure 16. Variations of �tr escq 1r:, with time in the middle and at sce edge with and wisco ut chamfer.

Several measures at different distances from the edge were carried out. The variations of the integral in the thickness of the difference of principal stresses with the distance from the edge are given (Figure 17). The initial temperature and the temperature of blown air can be determ:ined quite easily dur�ng the industrial process. For studied thick plates, their values are 620°C and 20°C, respectively. 111 and h2 are very difficult to measure. These coefficients will be identified by a comparison of optical measurements with calculation results.

Since the surface residual stress values in the inner part of the plate are only governed by h1, the Epibiascope measurements allow one to determine h1

The edge stresses are controlled by both h1 and h2• h2 can be identified with the Babinet com pensator measurement at the limit of the chamfer (point A on Figure ValidJJJion by optical measurements In Fig ure 17, only one point was used to determine the thermal transfer coefficient h2• Figure 18 shows a comparison of optical measurements and •COmputationa• results from the edge to the inner part.

Validation by /ractographic analysis Thick tempered glass plates were tested to failure under four-point bending. The local failure stress is obtained with the ultimate load using beam theory.

A semicircular shiny zone (mirror of failure) can be observed in the failure pattern of annealed glass. The mirror radius, corresponding to a crack branching (CB), can be linked to the tensile failure stress by [START_REF] Conway | Use of Crack Branching Data for Measuring Near Surface Residual Stresses in Tempered Glass[END_REF] 

M (15)

where r m = mirror radius and M = 1.85 MPa.m 112 • Th.e previo us relation is ob ta i ned using linear elastic fracture mechanics theory.

For tempered glass, the failure mirror is also observed (Figure 19). The residual stress state must be taken into account in the fractographic analysis. The stress intensity factor can be written [START_REF] Shand | Breaking Stress of Glass Determined from Dimensions of Fracture of Mirrors[END_REF][START_REF] Kerper | uderi, Relation of Strength of Thennally Tempered Glass to Fracture Mirrors Size[END_REF] as [START_REF] Aben | Phot�lasticity of Glass[END_REF] where a= crack radius, Yf(B) = shape factor associated with bending, and YR(O) ...,. shape factor associated with residual stress= 1. The apparent failure stress (a A ). the residual compression stress ( aR), and the mirror radius (r m) can be Jinked (K1 =Kea and a= rm) via The edge effect can be analyzed using the variations of stresses close to the edges. The residual stress shape in the edge depends on the thermal transfer coefficient of forced convection applied in the edge. Two kinds of experiments are done to validate residual stress values close to the edge: optical measurements and fractograp1hic analysis.

An experimental campaign was carried out to identify the fracture features of glass [START_REF] Carre | Determination de la resistance du verre trempe pour son utilisation en genie ci vil[END_REF]. The lifetime of glass components in building structures can be analyzed with the presented approach.

  {s ;/x,t) = J' G(tt') �e; i (x,t')dt' ,t) = K(tt')-, E(x,t') dt ' where u, i = sii + u8;i' c;i = e;i + £8;;• G =relaxation shear modulus, and K = relaxation bulk modulus. The generalized Maxwell's model is a rheological discrete model. It is an association of several Maxwell's models (spring and dashpot in series). The proposed rheological model of glass is il lu stra ted in Figures I and 2 for f'lgu� I. Generalized Maxwell's model for the deviatoric part.
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 2 Figure 2. Generalized MascËell's model for lhe volume part.
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 3 Figure 3. Variations of specific volume with temperature for two cooling rates.
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 2 equilibrium volume at T2• The dependence of the response function on temperature is given by reduced time f M/t) can be consii dered the volume relaxation function and can define variations of the fictive temperature I dT(t')

Figure 4 .

 4 Figure 4. Influence of the fictive temperature on residual stresses (5).

  [l]. lt is an empirical relation of Vogel-Fulcher-Tammann B Log(17) =A+ -The value of the ratio H / R scÈ identified by comparing the previous relation with the function <l>(T) of Narayanaswamy's model H/R = 55,000 K • Thermal expansion coefficient [12] solid glass (room temperature) 13 , = 9.10-60c-1 liquid glass (high temperature) {3 1 = 2s.10-60c-1 Table l Cha£acteristics of shear and volume moduli Devi atoric part (T,c1 -869 K) Volume part {K,/K, = 0.18) (T,d -869 K)

-Figure 6 .
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 90 Figure 9. Sensi bility analysi s for residual stress in the midplanc.
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 12 Figure 12. Varia1ions of residual tension stress with quenching parameters ..
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 514 Figure 14. Variation o( stress if,, in the thicknc:>:> io the middle and at the edge for several values of hz.
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  Determination of thermal transfer coefficients Uniform tempering of a glass plate is characterized by four parameters: T0 = initial temperature h1 = thermal transfer coefficient of convection on the plane h2 = thermal transfer coefficient of convection on the edge T c,1 = temperature of blown air

Integral 20 Figure 17 .Figure 18 .

 201718 Figure 17. Variations of the integral of the difference of principal stresses with the distance from the edge.

( 17 )

 17 where 1/10 = 2.41 MPa.ml/2 and Yr(O) = Krn/M = 2.33/l.85 = 1.26. Measure ments were taken for two plates: radius l = 2.5 mm radius 2 = 1.19 mm crA1 = ll8.6 MPa <TAz = 135.1 MPa Fii:ure 19. View of failure mirror of a thick terupercd glass plate. "R = lOl .2 MPa <TR = 100.4 MPa 20 glass behavior depends on the chemical glass composition, and a slight change in the reference temperature implies great changes in the residual stresses.

  

  

  

These values of residual stresses must be compared to the mean value of the compression stress on the edge obtained with calculations: 101.1 MPa (maximum = 108.8 MPa and minimum = 93.8 MPa). The deviation is only about 1 %.

Residual stresses. The residual stresses in the inner part of the plate are parabolic along the th�ckness, as seen earlier for thin plates. The residual stress value on the edge of the plate is quasi-constant and slightly inferior to the surface residual stress in the inner part of the plate (Figure 20).

CONCLUSION

The FEM of modeling glass tempering was presented. The calculation of the tridimensional residual stress state in the edge regions is necessary for a possible failure analysis. The use of Narayanaswamy's model to describe the glass thermo mechanical behavior is validated thanks to comparisons between our calculated results and the experimental results of previous works. The sensibility analysis has shown the foreseeable importance of Young's modulus and the liquid glass thermal expansion coefficient values on the residual stress state. Among the other material parameters of our model, the reference temperature is the more sensitive. The