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Scientific case

Cohesion model using semi-empirical potentials.

Benchmark the interatomic potentials against DFT and experiments.

.

Semi-coherent interfaces

Teaming up thermodynamic and kinetics in immiscible metals to describe interfaces at the nanoscale.

The modeling of the effects related to the existing interactions between defects and interfaces of ultra-thin heterophase layers composed of two metals with positive enthalpy of mixing is the key to improve the understanding of the fundamental mechanisms that modify the physics of these systems in the region surrounding the interface. The objective of the project is to capitalize this knowledge to eventually develop systems with well defined interface characteristics, exceeding the performance of current materials (thermal barriers, coatings, ...). We team up theoretical models, numerical and experimental approaches to solve this problem, to accelerate the discovery of the most promising metal couples, to predict their behavior in deployment conditions (these conditions are intrinsically out-of-equilibrium), and to develop and validate predictive models that ultimately help us designing advanced materials that exploit the metastability of particular architectures and microstructures. 

Tight-binding 2nd moment approximation

Assessment of the potential of the chemical elements of the binary systems
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  undergo non-equilibrium phase separation in which domains of two stable phases grow from a thermodynamically unstable homogeneous phase as a result of quenching below a critical temperature.

•

  Mixing occurs over several atomic layers at the interface • Segregation proceeds in the absence of bulk diffusion (no vacancies) and is favored near the misfit dislocations • The composition at the interface is asymmetric Ag :23x 23x 5(100)cells -N Ag = 10580 atoms Cu :26 x 26 x 5(100)cells -N Cu = 13520 atoms σ zz = 0