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Abstract: 13 

Between October 2010 and November 2017, surveys using terrestrial laser scanning (TLS) 14 

were carried out every 4-5 months to monitor erosion on three chalk cliff faces with close 15 

structural characteristics in Normandy (the two Dieppe sites are abandoned cliffs while the 16 

Varengeville-sur-Mer site is an active one). The uniqueness of this paper is the comparison 17 

between these cliff sections and the significance of marine and/or subaerial controls in 18 

erosion. Beyond the quantification of annual retreat rates, which on the active cliff are 19 

currently 36 times greater than on the abandoned cliffs, this paper highlights the fundamental 20 

efficacy of marine controls in the current cliff erosion and the removal of falls (analyses of 21 

modalities of retreat and profile evolution according to a naturalistic approach). Subaerial 22 

processes appear to have a less erosive action than marine ones, because the studied 23 

abandoned cliffs show low erosion dynamics and have maintained a subvertical profile 24 

despite continentalization for between 30 to more than 120 years. 25 
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 29 

1. Introduction 30 

The retreat rates, the modalities of erosion (frequency, intensity, and spatial distribution), and 31 

the cliff profile depend on the morpho-structural conditions and the efficacy of marine and 32 

subaerial agents and processes (Emery and Kuhn, 1982). Improving understanding of 33 

erosion is necessary because coastal cliff dynamics are inherently non-linear. Nothing 34 

happens for several years and suddenly a fall can occur and may cause fatalities and 35 

damage to infrastructure close to cliff line. One of the challenges in the research is to foresee 36 

coastal evolution to ensure the resiliency of coastal communities (e.g. Gilham et al., 2018). 37 

Research contributions into the dynamics of rocky coasts in recent years allow for a better 38 

understanding of retreat rates in a variety of locations worldwide (Brooks and Spencer, 2010; 39 

Bezore et al., 2016; Sajinkumar et al., 2017; Young, 2018), the identification of factors 40 

responsible for erosion (for a review, Kennedy et al., 2014a) and of some precursor signs 41 

before failure (Rosser et al., 2007), but knowledge of the respective contributions of 42 

triggering factors responsible for erosion are still difficult to determine (Costa, 2005; Naylor et 43 

al., 2010; Lim et al., 2011; Kuhn and Prüfer, 2014; Letortu et al., 2015a) even though some 44 

research has been successful in prioritizing factors (Bernatchez and Dubois, 2008; 45 

Bernatchez et al., 2011). In the northeastern part of Normandy (NW France), along the 46 

Channel, the plateaus of the Parisian Basin abruptly end in subvertical cliffs made up of 47 

Upper Cretaceous chalk with flint bands. The cliff line in Seine-Maritime had an average 48 

retreat rate of 0.15 m/year between 1966 and 2008 (Letortu et al., 2014) and has been 49 

increasingly monitored for a better understanding of erosion (e.g. Prêcheur, 1960; Evrard 50 

and Sinelle, 1987; Costa, 1997; Hénaff et al., 2002; Costa et al., 2004; Mortimore et al., 51 

2004b; Regard et al., 2012; Rohmer and Dewez, 2013 ; Letortu et al., 2015b). On this chalky 52 

coast, there is a broad consensus on the role of lithological control and intense rainfall events 53 

as the main drivers of erosion. The trigger for falls often coincides with heavy winter rainfall 54 

(Duperret et al., 2002; Letortu et al., 2015a) particularly during wet years that cause the 55 

water table to rise in the chalky massif (Lageat et al., 2006) or during heavy rainfall during 56 



 

 

dry periods (Duperret et al., 2004). However, a significant erosion factor on both the cliff and 57 

shore platform is the role of freeze/thaw cycles (Moses et al., 2006; Dewez et al., 2015; 58 

Letortu et al., 2015a). Lageat et al. (2006) concluded that subaerial processes were the main 59 

processes responsible for the triggering of chalk cliff falls on the French Channel coast and 60 

that marine influence was limited to the removal of falls. This has been questioned in recent 61 

years because numerous researchers have highlighted the role of marine factors, both as an 62 

eroding agent and as a removal agent to reactivate erosion (Hénaff et al., 2002; Earlie et al., 63 

2015; Letortu et al., 2015a; 2015b). To feed the debate, our previous research used 64 

statistical analyses (adjustment to power law scaling (Letortu et al., 2014) and multivariate 65 

analysis as PCA) and empirical analyses to identify the triggers of coastal chalk cliff failure 66 

based on an inventory of 331 rock falls collected weekly between 2002 and 2009 from 67 

Veules-les-Roses to Le Tréport (37.5 km, Seine-Maritime). The results highlighted that ‘cold 68 

and dry weather’, ‘high rainfall and high wind’ are the conditions most likely to trigger rock 69 

falls (Letortu et al., 2015a). To go one step further and identify the dominance of marine or 70 

subaerial forcing, the current research analyzes retreat rates, modalities of retreat 71 

(frequency, intensity, and spatial distribution) and cliff profile evolution based on a 7-year 72 

monitoring project using Terrestrial Laser Scanning (TLS) of three cliff faces with close 73 

structural characteristics (lithology, stratigraphy, and tectonics) but different exposures to 74 

marine processes (abandoned and active cliffs).  75 

 76 

2. Study area 77 

2.1. Regional settings 78 

The study area is of three Norman cliff sections along the Channel (Seine-Maritime): one cliff 79 

face in Varengeville-sur-Mer and two others in Dieppe (Fig. 1). The climate is a marine 80 

temperate west coast climate with mild temperatures throughout the year (4.9°C in January 81 

and 16.9°C in August according to Météo-France (1971-2000)). Temperatures in winter are 82 

positive (the coldest month is January with 4.9°C) but freeze/thaw cycles can be numerous 83 

(an average of 26 daily freeze/thaw cycles per year) and frost can be intense (up to -15°C). 84 



 

 

Rainfall occurs throughout the year (about 800 mm) but the wettest month is November, with 85 

93.8 mm, and the driest is August, with 50.6 mm. However, in August, thunderstorms may 86 

occur and lead to a maximum daily rainfall of 100.8 mm. Wind is frequent with a total of 87 

102.8 days per year with gusts greater than or equal to 16 m/s, especially in December and 88 

January. The average tidal range is 8 m and swell is limited. However, wave height due to 89 

wind sea can reach 4 m in Dieppe (annual return period) (Augris, 2004). 90 

The topography of the Seine-Maritime is characterized by the Pays de Caux plateau 91 

(average altitude of 150 m) extending to the Channel, an Upper Cretaceous cliff line made up 92 

with chalk with flint bands, oriented SW/NE. This plateau is dissected by valleys and dry 93 

valleys. The valleys are quite wide (kilometer extent) and are former alluvial plains. This 94 

plateau presents different deformations with a succession of anticlines and synclines, in a 95 

NW/SE direction (Armorican direction), sometimes prolonged by flexures and faults (Cavelier 96 

et al., 1979; Mégnien and Mégnien, 1980; Cazes et al., 1985; Pomerol and Feugueur, 1986; 97 

Cavelier and Lorenz, 1987) (Fig. 1). A topographic saddle, which corresponds to the 98 

northwestern termination of the “Norman gutter” (the exhumed anticlinal inlier of the Pays de 99 

Bray, in the hinterland of Dieppe, constitutes a geographical entity that extends south to 100 

Picardy) follows the syncline of the Vexin and extends to that of the Scie.  101 

Cliffs from cap d’Antifer to Le Tréport (100 km) have an average height of 60-70 m but the 102 

structural variations explain the variations of height (from 20 m to more than 100 m; Fig. 1) of 103 

chalk stage outcrop (from the oldest to the newest stages: Cenomanian, Turonian, 104 

Coniacian, Santonian and Campanian). The subtle resistance contrasts of chalk outcrop 105 

explain different profiles of the cliffs (Pomerol et al., 1987; Costa, 1997; Mortimore et al., 106 

2004b) and mostly explain the high spatial variability of the retreat rates (from 0.09 to 0.23 107 

m/year (± 0.03 m/an; 1966-1995-2008)) obtained by photo-interpretation (Costa et al., 2004; 108 

Letortu et al., 2014). The retreat rate is the highest where, above Santonian and Campanian 109 

chalk strata, the residual flint formation (Pomerol et al., 1987; Laignel, 1997; Costa et al., 110 

2004) has been replaced by a bed of clay and sand sediments about 10-30 m thick from the 111 



 

 

Paleogene period (Bignot, 1962). This bed is mainly along the cap d’Ailly (Sainte-Marguerite-112 

sur-Mer, Varengeville-sur-Mer), and Sotteville-sur-Mer (Fig. 1).  113 

The pre-existing fracture network influences the rock mass strength and the mode of failure 114 

(Middlemiss, 1983; Evrard and Sinelle, 1987; Duperret et al., 2004; Mortimore et al., 2004a). 115 

The dominant fracture set collected on the cliff face and on the shore platform is N110-116 

N130E followed by N025E (Evrard and Sinelle, 1987; Genter et al., 2004; Costa et al., 117 

2006b). Genter et al. (2004) highlight the N110-130E fracture set is almost ubiquitous 118 

throughout the Norman chalk coastline, made mainly of master-joints (large nearly vertical 119 

fractures that cross the whole cliff with an apparent extension of tens to hundreds of metres) 120 

and normal faults (typical apparent vertical offsets of cm to metre scale). Movements of 121 

various magnitudes (from a few m3 to hundreds of thousands of m3) are a ubiquitous 122 

phenomenon along the Seine-Maritime coastline.  123 

 124 



 

 

Fig. 1: Geological and structural framework in Seine-Maritime (Normandy) and the location of 125 

the studied sites. For interpretation of the references to color in this figure, the reader is 126 

referred to the web version of this article.  127 

 128 

At the cliff foot, the shore platform has a fairly homogeneous appearance with a rocky 129 

surface and is slightly inclined towards the sea (from 0.2 % gradient at Le Tréport to 2 % at 130 

cap d'Antifer). Its width is between 100 and 750 m. In contact with the cliff foot and the shore 131 

platform, the average width of the gravel beach is about 15-20 m, with a thickness of 2-3 m. 132 

At the valley outlets, where they are supported by longitudinal sea defense structures (dikes 133 

and piers), their width may exceed 100 m and their thickness 11 m at the Dieppe jetty (Costa 134 

et al., 2006a).  135 

 136 

2.2. Site selection 137 

The active cliff at Varengeville-sur-Mer is along the cap d'Ailly (6 km from Dieppe) (Fig. 2a), 138 

on either side of the Petit Ailly dry valley. This cliff is 250 m long, 40 m high, facing 010°N, 139 

with a subvertical profile (from 70° to overhang). The historical annual retreat rate is of 0.38 140 

m/year (1966-2008 from Letortu et al., 2014). 141 

The abandoned cliffs at Dieppe are located on the right bank of the Arques river mouth, 142 

behind an extension of the northeastern part of the harbor, land reclaimed from the sea. 143 

Dieppe 1 W is 45 m long, 35 m high, facing 310°N, with a subvertical profile. This cliff, in front 144 

of the Newhaven–Dieppe ferry port, has a historical annual retreat rate of 0.04 m/year (1966-145 

2008 from Letortu et al., 2014). Dieppe 2 N is 80 m long, 35 m high, facing 010°N, with a 146 

subvertical profile. The historical annual retreat rate of Dieppe 2 N is of 0.06 m/year (1966-147 

2008 from Letortu et al., 2014). Dieppe 1 W became abandoned during the nineteenth 148 

century whereas Dieppe 2 N became abandoned in the 1980s (Fig. 2a). 149 

 150 
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Fig. 2: (a) Location of the sites; (b) Main characteristics of Varengeville-sur-Mer site (Chalk 152 

Formations are adapted by Hoyez (2008) from Mortimore (2001)); (c) Main characteristics of 153 

Dieppe sites (Chalk Formations are adapted by Hoyez (2008) from Mortimore (2001)); (d) 154 

Stereograms of each cliff section (planar facets with their strike, dip and dip direction) extracted 155 

with FACETS in Cloudcompare® (Dewez et al., 2016); (e) Temporal distribution of the TLS 156 

surveys. 157 

 158 

The site at Varengeville-sur-Mer is on the Scie syncline (at 6 km west of the faulted Bray 159 

anticline) and the sites of Dieppe are connected to the eastern part of Bray fault (Fig. 1). The 160 

cliff lithology at Varengeville is made up of Santonian chalk, covered by a bed of clay and 161 

sand of Paleogene period (due to the syncline prone strata preservation). Clay and sand are 162 

very prone to erosion (Fig. 2b). The cliff section of Dieppe is made up of Coniacian chalk 163 

covered with residual flint formation (Fig. 2c). Even if each facies within a stage has some 164 

subtle resistance contrasts, the Coniacian chalk is close to the physical and lithological 165 

characteristics of Santonian chalk (Laignel, 2003) (Table 1). However, Coniacian chalk is 166 

less fine, rougher to the touch than Santonian, with conglomeratic, yellowish and hardened 167 

chalk beds that are a little more numerous (Auffret and Bignot, 1978).  168 

 169 

Table 1: Physical and lithological characteristics of the Coniacian and Santonian chalk 170 

stages of the western part of the Parisian Basin (Laignel, 2003) 171 

 172 

 173 

In the studied sites, the regional set (N110-N130E) is apparent in the stereograms, with 174 

master joints at Varengeville-sur-Mer and Dieppe 2 N (Fig. 2d). In Dieppe 1 W, the strike is 175 

about N025E, which is the secondary fracture set observed by Genter et al. (2004). The 176 



 

 

bedding dips are very low (0.5-1%) (Bignot, 1971).These fracture orientations and lithology 177 

result in falls with a dominant vertical failure type in the three sections. Infrequently, sliding 178 

failure type might occur in Varengeville-sur-Mer between Lower-Middle Santonian and Upper 179 

Santonian (Duperret et al., 2004). 180 

In contact with the Bray faulted anticline (Fig. 1) the fracturing is high. Genter et al. (2004) 181 

measured, for the total of fracture types, a mean spacing between fractures of 5-10 m for the 182 

eastern part of Dieppe, against 15-20 m in Varengeville-sur-Mer. Fracturing difference may 183 

impact on rates and modalities of retreat due to “pre-cutting” of the cliff but, according to 184 

Duperret et al. (2004), the empirical relationship between numerous falls and intense 185 

fracturing is not systematic probably because the natural fracture properties and the 186 

interaction with other parameters may be more complex. Indeed, the higher value of 187 

fractures in Dieppe (5-10 m) than in Varengeville (15-20 m) does not lead to higher historical 188 

annual retreat rates. Besides, subtle differences in resistance between both stages cannot 189 

explain such contrasting regressive dynamics. This is explained by the efficacy (or inefficacy) 190 

of the external erosion forcing. 191 

The studied cliff faces are characterized by: (1) Coniacian and Santanian chalk stages prone 192 

to erosion; (2) two contexts - Varengeville is an active cliff (marine and subaerial processes 193 

act together) and Dieppe is an abandoned cliff (action of subaerial processes only); (3) their 194 

proximity (distance of 6 km), assuming weather conditions are similar; (4) their verticality 195 

(from 75° to overhang), their height (35-40 m) and the linearity of the coastline; and (5) their 196 

spatial extent (from 45 m long in Dieppe to 250 m long in Varengeville-sur-Mer). 197 

 198 

3. Material and methods 199 

3.1. TLS surveys 200 

A terrestrial laser scanner is an optical active remote-sensing technology. The two-way time 201 

of flight of a laser pulse reflected by a point is used to measure the point position (range and 202 

angles) relative to the device. The laser beam covers the environment with vertical scanning 203 

by an oscillating mirror and horizontal scanning by rotating the head. This instrument is 204 



 

 

widely used and numerous applications of the TLS technique on slope instabilities are given 205 

by the review of Abellán et al. (2014). 206 

In Varengeville-sur-Mer, the two scanner stations are positioned on the foreshore at about 75 207 

m from the cliff face (Fig. 3). In Dieppe, the two scanner stations are precisely positioned on 208 

the ground at a horizontal distance of 33 m (Dieppe 1 W) and 37 m (Dieppe 2 N) from the 209 

subvertical cliff face respectively. The site configuration and the survey design (with one 210 

target and a Trimble M3 total station) reduce occlusion and poor incident angles and enable 211 

large spatial coverage with a very high resolution (median spacing from 0.02 m in Dieppe to 212 

0.05 m in Varengeville-sur-Mer). TLS survey is described in detail in Letortu et al. (2015b; 213 

2018). 214 

 215 

 216 

Fig. 3: Description of the instruments used for the cliff face erosion monitoring (survey of 217 

2017/11/02 in Varengeville-sur-Mer). 218 

 219 

Since October 2010, 21 diachronic surveys have been performed in Varengeville-sur-Mer 220 

and 19 in each of Dieppe sites (every 4-5 months, 2h per site by 3 people; Fig. 2e). 221 

Stabilization work on both cliff faces in Dieppe in February 2013 reduced the length of the 222 

studied areas due to rock protection meshes set up on the cliff face (from 45 m to 25 m-long 223 

for Dieppe 1 W, from 80 m to 45 m-long for Dieppe 2 N). 224 



 

 

 225 

3.2. Data processing and error margin 226 

Data processing has 4 steps: (1) georeferencing and point cloud alignment; (2) manual point 227 

cloud filtering (vegetation, people, foreshore); (3) meshing using Delaunay triangulation and 228 

generation of a 3D Digital Elevation Model (DEM); and (4) creating a DEM of Difference 229 

(DoD). 230 

Precision is the most important parameter in our monitoring, thus all the point clouds are 231 

fitted to the 6 July 2011 reference point cloud using best fit alignment algorithms 232 

(Cloudcompare® or 3DReshaper®). This adjustment reduces the error margin because it 233 

includes the TLS instrumental error and the cloud adjustment error (fitting) only. To assess 234 

precision, fixed parts of the point cloud are compared using the usual data processing. The 235 

precision in planimetry is 0.03 m for Varengeville-sur-Mer and Dieppe 2 N and 0.02 m for 236 

Dieppe 1 W. The volume precision is ± 156 m3 in Varengeville-sur-Mer (surface of 5214 m²), 237 

± 9 m3 in Dieppe 1 W (434 m²) and ± 30 m3 in Dieppe 2 N (1018 m²).  238 

Some disturbances occurred during data acquisition such as temporary ground vibrations 239 

due to the docking of a cross channel ferry (2011/07/06 and 2013/02/12 in Dieppe 1 W) or 240 

scanner sinking in wet sand (2011/02/24 and 2015/02/26 in Varengeville-sur-Mer). Thus, 241 

these four point clouds have artifacts and they are not used to quantify the rate of retreat, but 242 

are retained to study the spatial distribution of material departures (dates in gray in Fig. 6). In 243 

February 2013, stabilization work was carried out in Dieppe. These consisted of clearing 244 

hazardous parts of the cliff (human erosion in Fig. 5) and setting up safety nets. To monitor 245 

the natural evolution of the cliff, these human activities are not considered in the calculations. 246 

 247 

3.3. Data analysis 248 

This 3D dataset allows the analysis of different characteristics of the cliff face evolution such 249 

as the eroded surface and volume, calculations of retreat rates, the modalities of retreat and 250 

the profile evolution. Emery and Kuhn (1982) present the profile of active cliffs as an indicator 251 

of the power balance between the resistance and homogeneity of the material outcropping 252 



 

 

on the cliff face and the combined aggressiveness of marine and subaerial agents (including 253 

ground water) associated with gravity. A steep slope at the foot of a cliff generally indicates 254 

dominance of marine erosion, while a gentle slope at the base means that subaerial erosion 255 

dominates. This classification has been included in numerous publications (e.g. Kuhn and 256 

Prüfer, 2014) and is used in this paper to identify, from a geomorphological point of view, the 257 

dominant forcing on erosion of the studied cliffs. 258 

 259 

4. Results 260 

4.1. Annual retreat rates 261 

Unsurprisingly, the wave-battered cliff currently retreats faster than the abandoned ones but 262 

with a significant difference: 36 times faster than Dieppe 2 N. The annual retreat rate is 0.36 263 

m/year in Varengeville-sur-Mer (13366 ± 156 m3 fell in 85 months over 5214 m², thus an 264 

average fall volume of 1887 m3/year). It is 0.00 m/year in Dieppe 1 W (2 m3 ± 9 m3 fell in 85 265 

months over 434 m², thus an average fall volume of 0.3 m3/year) and 0.01 m/year in Dieppe 266 

2 N (14 m3 ± 30 m3 fell in 85 months over 1018 m², thus an average fall volume of 2 m3/year) 267 

(Fig. 4). Despite the very high precision of the method presented in this study, this 268 

quantitative assessment may not be representative for the abandoned cliffs because erosion 269 

results are below the margin of error. However, these annual retreat rates on the cliff face 270 

observed by TLS over seven years are close to those observed by the cliff top photo-271 

interpretation between 1966 and 2008 (Letortu et al., 2014) with 0.38 m/year in Varengeville 272 

and 0.04-0.06 m/year in Dieppe. Taking into account the error margin of ± 0.03 m/year of the 273 

photo-interpretation method, the 2010-2017 TLS results seem to be representative of the 274 

historical retreat rate values (42 years, 1966-2008). 275 

 276 



 

 

 277 

Fig. 4: Erosion results of DoD over 7 years of monitoring at each of the sites. For interpretation 278 

of the references to color in this figure, the reader is referred to the web version of this article. 279 

 280 

4.2. Retreat modalities and the responsible forcing 281 

Whereas erosion occurs almost everywhere on the cliff face in Varengeville-sur-Mer, erosion 282 

is rare and localized on the cliff face in Dieppe (Fig. 4). The patterns of erosion are different 283 

between sites. According to the classification of slope movements by Varnes in 1978 (which 284 

was updated by Dikau et al. (1996) and Hungr et al. (2014)), two terms can be used to 285 

describe movements of coherent rock in relation to fallen volume. Debris fall is used where 286 

tiny blocks or flakes (up to a decimeter) fall from across the cliff face, and rock fall is used to 287 

describe large-scale movements that fall from all or part of the cliff face. 288 

The abandoned cliffs of Dieppe are only affected by debris falls (Fig. 5, dark blue) over the 7-289 

year period. However, research in local newspapers between 1950 and 2010 reported that 290 

rock falls had already occurred on the studied abandoned cliffs. In March 2001, a rock fall 291 

was observed near Dieppe 1 W. We must bear in mind that these events have return periods 292 



 

 

of several decades (Letortu et al., 2014). For the 7-year monitoring period, debris falls are 293 

mostly located at the cliff foot or at the cliff top (Fig. 5) and are responsible for the annual 294 

retreat rate of up to 0.01 m/year in Dieppe 2 N. 295 

 296 

 297 

Fig. 5: DoDs of the cliff face in Dieppe 2 N between 2010/10/07 and 2017/11/02. For 298 

interpretation of the references to color in this figure, the reader is referred to the web version 299 

of this article. 300 



 

 

 301 

The active cliff in Varengeville-sur-Mer is affected by debris falls (Fig. 6, dark blue) and rock 302 

falls (Fig. 6, from light blue to dark red). The location of debris falls are variable: they are 303 

located at the cliff foot (DoD 1, 4), at the cliff top (DoD 5, 10), and mainly on the whole cliff 304 

face (DoD 2, 11, 14, 15, 16, 18, 19, 20).  305 

 306 



 

 

 307 
Fig. 6: DoDs of the cliff face in Varengeville-sur-Mer between 2010/10/08 and 2017/11/02 (gray 308 

title and number when the DoD is affected by a high error margin). For interpretation of the 309 

references to color in this figure, the reader is referred to the web version of this article. 310 

 311 



 

 

In order to compare both environments (abandoned and active cliffs), we observe debris falls 312 

which are present in both contexts. In the context of the active cliff, debris falls are 313 

responsible for less than 2 % of the total erosion (218 m3) measured over the period with 314 

retreat rates of 0.00-0.01 m/year (over 0.36 m/year). These retreat rates are consistent with 315 

the erosion observed on the abandoned cliffs where only debris falls are observed (Fig. 7). 316 

This value of 2 % is lower than those evoked in the literature (from 10 % (May and Heeps, 317 

1985; Hénaff et al., 2002) to 25 % (Letortu et al., 2015b)). This could be due to different 318 

monitoring time periods and the higher error margin of the previous methods of quantification 319 

(extrapolation from several debris falls observed in the field). 320 

 321 



 

 

 322 

Fig. 7: Annual retreat rates in function of location (site and departure area) and type of 323 

movements (debris and rock falls). 324 

 325 



 

 

Because debris falls occur mainly at the cliff top of the abandoned cliff of Dieppe 2 N, the 326 

retreat rate by debris falls observed on the active cliff top could be due to the same forcing. 327 

The retreat rate appears negligible in Varengeville-sur-Mer (0.00 m/year), so subaerial 328 

forcing is probably low for the erosion by debris falls but they may participate in the erosion 329 

by rock falls. 330 

 331 

4.3. Profile analysis 332 

Applying the classification scheme of Emery and Kuhn (1982) to the investigated cliff 333 

sections, the abandoned cliffs present homogeneous profiles underlining the homogeneity of 334 

the rock (Coniacian chalk) (Fig. 8). The profiles are also steady and subvertical (80-85°) 335 

underlining the low aggressiveness of subaerial processes on these cliff faces. Indeed, the 336 

expected slope value for a continentalized profile is from 5 to 30° in temperate climates 337 

(Pinot, 1998) but the continentalization of between 30 to more than 120 years is short in 338 

terms of geomorphological time scales. 339 

For the active cliff in Varengeville-sur-Mer (Santonian chalk), changes in the shape of the 340 

profiles are observed. These various spatial patterns may highlight differences in the spatial 341 

and temporal variability of marine and subaerial processes (Fig. 8). 342 

 343 



 

 

 344 

Fig. 8: Main evolutions of the cliff profile in Varengeville-sur-Mer and Dieppe during 7 years 345 

of monitoring. For interpretation of the references to color in this figure, the reader is referred 346 

to the web version of this article. 347 

 348 

On the eastern cliff face, profile 1 highlights the lithological homogeneity and the dominant 349 

role of marine processes in erosion (Fig. 8):  350 

 between 2011/02/24 and 2011/09/27: attack on the cliff foot probably due to marine 351 

processes generating a notch (up to 2.28 m deep) and an overhang on the upper part 352 

(110°); 353 



 

 

 between 2012/09/18 and 2013/02/11: attack on the overhang (there is very little change 354 

at the foot) generating a subvertical profile; 355 

 between 2013/09/25 and 2014/02/12: attack on the whole cliff face by a vertical failure 356 

type generating a vertical profile. 357 

On the western cliff face, profile 2 highlights an erosion difference between the cliff foot and 358 

top which seems to be due to the combination of marine and subaerial agents and processes 359 

in the evolution of the profile (Fig. 8): 360 

 between 2013/02/11 and 2013/09/25 : attack on the cliff top by subaerial processes 361 

(erosion up to 0.62 m) whereas the cliff foot seems less affected by marine processes 362 

(erosion up to 0.21 m); 363 

 between 2013/09/25 and 2014/02/12: attack on the cliff foot probably due to marine 364 

processes (erosion up to 1.49 m) and a rock fall of the whole cliff face (vertical failure 365 

type) maintaining a vertical profile (erosion up to 2.08 m); 366 

 between 2014/02/12 and 2014/03/11: attack at the top of the cliff due to subaerial forcing 367 

(erosion up to 5.82 m) generating a homogeneous profile but with a slope of 70°. 368 

During the 7 years of monitoring, marine processes seem largely dominant in the active cliff 369 

context with regard to vertical profiles, because the latter are maintained by the undermining 370 

and removal role of marine agents. However, subaerial processes also contribute to the 371 

retreat. 372 

Our erosion results have been linked to external factors to be more precise about the 373 

dominant forcing. Two “dead times” and two “high points” of erosion can be identified and 374 

have been linked to environmental conditions (Fig. 9): 375 

 October 2010 to September 2012: A low erosion period occurred with a maximum retreat 376 

of 2.31 m and an average annual retreat rate of 0.07 m/year. This period of 23.5 months 377 

is characterized by calm wave conditions, a cold and humid fall in 2010 (17 daily 378 

freeze/thaw cycles in December), a mild and dry winter and spring in 2011, a wet 379 

summer in 2011 (+141 % rainfall in August in comparison with the 1971-2000 climate 380 



 

 

normal from Météo-France data), a mild and dry fall in 2011 and the winter of 2012, and 381 

a humid spring-summer in 2012. 382 

 September 2012 to March 2014: A high erosion period (maximum retreat of 12.93 m and 383 

an average annual retreat rate of 1.51 m/year) occurred for 17.5 months and was 384 

characterized by high rainfall in October and December 2012, and with a cold winter (24 385 

daily freeze/thaw cycles); the spring of 2013 had a dry April and June (-62 % and -67 % 386 

rainfall in comparison with the climate normal, respectively) but summer months of July 387 

and August were warm and rainy (+23 % rainfall in July with thunderstorms, +110 % in 388 

August), the fall and winter of 2013-2014 were particularly mild (an average of +70 % of 389 

mean temperature for the three winter months) but characterized by violent storms and 390 

rainfall (+76 % in November) and with frequent storm wave conditions. 391 

 March 2014 to January 2017: A low erosion period (maximum retreat of 2.73 m and an 392 

average annual retreat rate of 0.02 m/year) occurred for 31.5 months. This period is 393 

characterized by a drier and warmer spring in 2014 than the climate normal, a very rainy 394 

summer (+73 % and +251 % in July and August, respectively), a dry fall (-83 % in 395 

September, -45 % in October and -42 % in November) but with storm wave conditions in 396 

October, a mild and rainy winter in 2014-2015 (+55 % rainfall in January 2015), a dry 397 

spring in 2015 (-55 % rainfall in April), and a warm summer in 2015 characterized by a 398 

very rainy July and August (+126 % rainfall in August); the fall and winter of 2015-2016 399 

were mild (+72 % of mean temperature in November and 147 % in December, 177 % in 400 

January) and with storm wave conditions in October but the winter was rainy (+84 % in 401 

January, +108 % in February), the spring of 2016 was “classic”, summer 2016 was warm 402 

(+15 % of mean temperature for the three summer months) and almost dry (-85 % in 403 

July 2016), followed by a “classic” October and November but a very dry December (-85 404 

% rainfall). 405 

 January to November 2017: A high erosion period (maximum retreat of 6.21 m and an 406 

average annual retreat rate of 0.28 m/year) occurred with a mild (except January with 14 407 

freeze/thaw cycles), calm and dry winter (-15 % and -36 % rainfall in January and March 408 



 

 

; +40 % of mean temperature in February and March), the spring and summer of 2017 409 

were quite warm and dry (-51 % rainfall and +25 % of mean temperature in June, -34 % 410 

in July but +71 % in August) but the month of September had storm wave conditions and 411 

the fall had warmer temperatures than the climate normal (+37 % of mean temperature 412 

in October) and had variable rainfall (-47 % in October, +37 % in November). 413 

 414 

 415 

Fig. 9: Evolution of climate (rainfall, temperature, number of freeze/thaw cycles from Météo-416 

France data) and wave conditions (sum of the modeled hourly significant wave height (in m) 417 

when the hourly observed wave height is greater than or equal to the tide coefficient of 85) 418 



 

 

around Dieppe (from WW3 Norgasug data (LOPS, IFREMER), and SHOM data) and the 419 

erosion in Varengeville-sur-Mer. 420 

 421 

As per Letortu et al. (2015a), the whole cliff face erosion occurs particularly during high 422 

rainfall and high wave conditions over the 7-year monitoring period. However, the 423 

relationships are not systematic as in August and October 2014 when high rainfall and high 424 

wave conditions occurred respectively without significant erosion (Fig. 9). Due to the 425 

imprecise dating of falls (time frequency of 4-5 months), it is not possible to be more explicit 426 

about the main processes responsible for erosion. Moreover the determination has four main 427 

sources of difficulty:  428 

 First, the non-linear evolution of the coastal environment limits direct cause and effect 429 

relationships. Thresholds, hysteresis, synergies/combinations, positive and negative 430 

feedbacks, and ‘purge’ effect (described in detail in Viles, 2012) all complicate the 431 

analysis of relationships. For example, the relative role of marine and subaerial 432 

processes in cliff erosion may change over time, because platforms gradually widen over 433 

long time periods, which affects the amount of wave energy delivered to the foot of the 434 

cliff (negative feedback); 435 

 Secondly, the boundary conditions (sea level, climate, geology, tide and wind wave) 436 

modulate the domination of agents and processes over the evolution of the coast at a 437 

given place and time, requiring spatial and temporal scales to be jointed together. For 438 

example, the erosive power of the ocean will depend on the relative balance between 439 

tidal and wave climates (Kennedy et al., 2014b);  440 

 Third, the cliff is also inherited past environmental changes (Trenhaile, 2002): in our 441 

understanding of current processes and their impacts, we must also integrate long-term 442 

rock degradation (Griggs and Trenhaile, 1994; Swenson et al., 2006; Joyal et al., 2016); 443 

 Finally, studies often focus on the cliff face while the cliff belongs to a vast system 444 

including nearshore, platform, cliff and hinterland (Trenhaile, 1987). Studies that focus 445 



 

 

on a single component are likely to provide only a partial view of the behavior of the 446 

entire slope (Lim, 2014). 447 

 448 

4.4. Basal notch creating instability on the whole cliff face 449 

Figs. 6 and 8 show one of the retreat modalities previously described along the Seine-450 

Maritime coastline (Costa et al., 2006a; Dewez et al., 2013; Letortu et al., 2015b): the 451 

creation of a basal notch (created by debris falls or rock falls) that, by overhanging, will 452 

gradually destabilize the whole cliff face and generate a rock fall from the whole cliff face. 453 

Three cases are observed during the seven years of monitoring on both sides in 454 

Varengeville-sur-Mer (Fig. 6, on the western part: a to d; on the eastern one: e to g, and h to 455 

l). For example, debris fall ‘a’ generates a maximal basal notch on the western side of 0.2 m, 456 

reactivated by debris fall ‘b’ (maximal notch of 0.25 m). A few months later, the created 457 

overhang is eroded by rock fall ‘c’ from the whole cliff face (1875 m3) which is reactivated a 458 

month later by rock fall ‘d’ (4616 m3). 459 

 460 

5. Discussion 461 

5.1. Profile analysis 462 

The profile analysis as a proxy of the power balance between the resistance and 463 

homogeneity of the material outcropping on the cliff face and the combined aggressiveness 464 

of marine and/or subaerial forcing has several limitations. First, the profile evolution is often 465 

the result of multiple factors which interact in time and space which can make the definite 466 

interpretation of the responsible factor more complex. Second, the analysis can be 467 

complicated by local effects (as in profiles 1 and 2 in Varengeville). Third, “equifinality” can 468 

occur: the same profile can be obtained by different processes.  469 

 470 

5.2. Roles of structural variations and of the gravel barrier 471 

The Dieppe cliff profiles (1 W and 2 N) and profile 1 in Varengeville-sur-Mer are similar in 472 

their subverticality and their homogeneity. This highlights (1) the low efficacy of subaerial 473 



 

 

forcing (or, for the active cliff, the very high efficacy of marine forcing) in cliff erosion, and (2) 474 

a close resistance between Santonian and Coniacian chalk stages with a common mode of 475 

failure: the vertical failure mode.  476 

But at the Varengeville site, profiles 1 and 2 are different (Fig. 8). Marine forcing is 477 

predominant but the role of subaerial processes is much more visible in profile 2 with a more 478 

convex cliff top (softer slope). A hypothesis could be the greater thickness of the overlying 479 

Tertiary strata on the western part, which, due to the presence of perched groundwater 480 

(Bignot, 1971), would accelerate the retreat at the top of the cliff. However, cliff face retreat 481 

rates were calculated for each side of the dry valley: annual retreat rates are almost the 482 

same with 0.37 m/year for the western part and 0.35 m/year for the eastern part. Difference 483 

in thickness of Tertiary strata does not seem to influence retreat rates but it can influence the 484 

modality of retreat. Another hypothesis could be a difference in fracturing between the two 485 

sides of the dry valley, modifying drainage and infiltration. A more detailed analysis of the 486 

fracturing needs to be carried out. The last hypothesis could be the influence of the 487 

descending road to the sea which, acting as a groin, accumulates gravel on the front western 488 

part (up to 5 m thick) to the detriment of the immediate downdrift side (eastern part, up to 2.5 489 

m thick). The gravel barrier could cause negative feedback with increased wave protection at 490 

the cliff foot, leading to a likely decrease in the efficacy of marine processes on the western 491 

part of the cliff foot. In addition, profile 2 has no basal notch although this is the case on 492 

profile 1, highlighting the role of marine forcing on the eastern part. However, the amount and 493 

configuration of beach material can also create positive feedback with higher wave erosive 494 

efficacy by providing abrasive elements (Sunamura, 1992), as evoked in our previous paper 495 

in the study area (Letortu et al., 2015b) (Fig. 6, DoDs 1 and 4). 496 

 497 

5.3. Subaerial forcing inferior to marine forcing but non-negligible  498 

The subvertical profiles of the active cliff and the current annual retreat rate, 36 times higher 499 

when the cliff is wave-battered, highlight the supremacy of marine over subaerial controls in 500 

the erosion of chalk cliffs around Varengeville-sur-Mer between 2010 and 2017. However, 501 



 

 

subaerial processes are present (the freeze/thaw action is visible in DoD 19 in Fig. 6 and is 502 

supported by Fig. 10, the runoff zones are visible at the cliff top in Figs. 5, 6), but they seem 503 

much less active than marine processes in destabilizing cliffs.  504 

 505 

 506 

Fig. 10: Successive zooms of debris falls at the cliff foot of Varengeville-sur-Mer after 507 

freeze/thaw cycles (2017/01/25) 508 

 509 

The slow continentalization of the abandoned cliffs in Dieppe may be explained by the low 510 

efficacy of subaerial processes in erosion but it is important to note that these morphological 511 

adjustments take time, and, local factors, notably hydrogeomorphological, could explain this 512 

slow evolution. The plateau here is characterized by a high fracturing of the chalky block 513 

(close to the Bray fault) where a karstic system may extend along pre-existing fracturing. 514 



 

 

Dieppe 1 W and 2 N have a well-developed karstic network that was widened during the 515 

Second World War, before being roughly filled. Moreover, the plateau is also locally 516 

characterized by a slope and a dip towards the hinterland, lowering the chalk water table 517 

level at the foot of the cliff, and directing a large part of the surface flows towards the dry 518 

valley a few hundred meters behind the cliff (stereogram of Dieppe 2 N; Fig. 2d). The 519 

monitored chalk cliffs could be less saturated than elsewhere due to these local factors. 520 

The combined marine and subaerial processes alternate in time and space in the active cliff 521 

context. TLS monitoring has made it possible to visualize "erosion patterns" in Varengeville-522 

sur-Mer which appear to be seasonal: between September and February, the cliff foot is 523 

often eroded partly by marine processes while between March and September, it is rather 524 

the cliff top that is eroded due to subaerial activity (Fig. 6). Moreover, erosion increased in 525 

Varengeville-sur-Mer during the winter of 2013-2014, when conditions were particularly 526 

stormy on the Atlantic and Channel coasts (Blaise et al., 2015; Earlie et al., 2015) (Fig. 9). 527 

Our results confirm that marine processes play the most important erosive role during the 528 

studied period, and also that of removing falls at the foot of the cliffs. Indeed, the roles of 529 

marine processes are visible following stormy periods with 1) the cliff foot bleached due to 530 

wave erosive action and 2) a milky sea due to the dissolution of chalk falls (Fig. 11). 531 

  532 

 533 

Fig. 11: Marine action visible after a stormy period (December 2017-January 2018) in 534 

Varengeville-sur-Mer (a) with bleached cliff foot (b) and the removal of falls by dissolution 535 

into the sea. 536 



 

 

 537 

The removal role can be estimated from the rock fall of 2014/02/15-16 observed on the 538 

western cliff face at Varengeville-sur-Mer and evacuated between 2016/10/28 and 539 

2017/01/25 (Fig. 6). The minimum monthly removal rate is 53 m3 per month. This removal 540 

rate seems low compared to the literature and our field observations beyond the studied 541 

sites. Hénaff et al. (2002) report removal volumes of around 40 m3/day, or 14500 m3/year. In 542 

Varengeville-sur-Mer, 2 km west of the area monitored by TLS, a rock fall of 5700 m3 543 

occurred at the end of May 2006 and disappeared six months later, in December 2006. The 544 

removal rate is close to that found by Hénaff et al. with an evacuated volume of 30 m3/day for 545 

this rock fall (Fig. 12). 546 

 547 

 548 

Fig. 12: Evolution of the cliff face in Varengeville-sur-Mer (2 km from the monitored site) 549 

between 2006/03/09 and 2006/12/19 with a rock fall of 5700 m3 in late May. In August, the 550 

rock fall is partially removed, and by December 2006 it has been completely removed. 551 

 552 



 

 

Thus, a high spatial variability of removal rates is observed. Beyond the elapsed time interval 553 

between the two surveys, the removal rate is explained by a multitude of factors which 554 

influence the modalities and the efficacy of the removal (size of blocks and chalk types, 555 

kinematics of rock falls, volume of rock falls depending on the height of the cliffs and the 556 

fracturing of the chalk, volume of gravel barrier etc.). 557 

 558 

6. Conclusions 559 

Erosion of three chalk cliff faces in Normandy was monitored every 4-5 months since 560 

October 2010 using a terrestrial laser scanner. These cliff faces with close structural 561 

characteristics (including lithology with Upper Cretaceous chalk with flint bands of Coniacian 562 

and Santonian ages) are exposed differently to marine processes: the active Varengeville-563 

sur-Mer cliff, affected by marine and subaerial processes, and the two abandoned Dieppe 564 

cliffs evolving under the action of subaerial processes only. The choice of sites and the high 565 

frequency, high resolution and centimeter precision monitoring (± 0.02 to 0.03 m) make it 566 

possible to improve the understanding of 1) the cliff face retreat rates, 2) the modalities of 567 

cliff evolution, and 3) the efficacy of marine and subaerial controls in erosion of the studied 568 

cliff faces. 569 

Over the 85 months between October 2010 and November 2017, our results highlight the 570 

predominance of marine processes in the retreat of the coastal chalk cliffs because: 1) the 571 

current annual retreat rate is 36 times higher in the active cliff context than in the abandoned 572 

cliff context; 2) the cliff profiles are subvertical due to the primacy of marine processes in the 573 

active cliff context and the low effectiveness of subaerial processes in the abandoned cliff 574 

context; and 3) the location of erosion highlights the great effectiveness of marine processes 575 

in destabilizing cliffs (from the generation of a basal notch through the overhang generating 576 

instability to the triggering of a rock fall of the whole cliff face) and in the removal of falls.  577 

These results indicate that TLS data can be very useful in monitoring coastal cliff erosion and 578 

in contributing to the debate on the primacy of agents and processes responsible for erosion 579 

and the triggering of falls. Research perspectives using our database are numerous, 580 



 

 

including the implementation of “rock fall” hazard warning systems. The various studies 581 

conducted in continental (Abellán et al., 2010; Royán et al., 2014; Kromer et al., 2017) and 582 

coastal areas (Rosser et al., 2007) focus on two types of precursory signs: the activity of falls 583 

before failure and deformations before failure. One of the important issues in forecasting 584 

systems lies in the coupling of spatial and temporal predictions, which are still rare in the 585 

scientific literature (e.g. Rosser et al., 2007; Arosio et al., 2009; Kromer et al., 2017) because 586 

of their great complexity (Abellán et al., 2014).  587 

The current TLS monitoring must continue to improve temporal representativeness. Only 588 

reliable, homogeneous and sustainable monitoring will allow a better understanding of cliff 589 

evolution. The annual retreat rates will be refined in Dieppe by extending the monitoring time, 590 

which will allow the margin of error to be expanded. An increase in the temporal sampling of 591 

measurements would be desirable to refine knowledge on the contribution of marine and 592 

subaerial agents and processes responsible for triggering falls in Varengeville-sur-Mer. A 593 

high temporal sampling would also make it possible to develop the research axis on the 594 

precursory signs of failure. The great diversity of current monitoring instruments makes it 595 

possible to be more reactive (Letortu et al., 2018). 596 

One of the limitations of our results is that they are difficult to transpose, as they are very 597 

dependent on the three studied sites. Other methods such as the mobile laser scanning 598 

(Michoud et al., 2014), make it possible to cover larger areas but their implementation costs 599 

and the necessary technical know-how are obstacles to their deployment. The spatial 600 

representativeness of the TLS monitoring we conducted has been widened in order to extend 601 

the scope of our results in various contexts. Since November 2017, TLS monitoring of the 602 

Sainte-Marguerite-sur-Mer cliff (6 km west from the TLS site in Varengeville-sur-Mer) has 603 

begun and it will be linked to a continuous cliff face multiparameter monitoring (temperatures, 604 

water table level, seismicity, rainfall, sea water level etc.) during the winter 2018-2019. 605 

 606 
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