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Introduction

In a solid oxide fuel cell (SOFC), the fundamental part of the cathode model is the oxygen reduction pathway. The mechanisms involved at the cathode at the triple phase boundary, where the oxygen reduction reaction occurs, are quite complex and are often modeled using multi-step mechanisms. They imply interactions, which can take place on the surface, but also in the whole thickness of the cathode layer. The steps to consider are oxygen diffusion, oxygen adsorp-tion/dissociation, charge transfer, and diffusion of ionic species [1]. They involve specific requirements for the considered materials in terms of microstructure, porosity, electrocatalytic properties, electronic/oxide ion conduction, and electrochemical properties. The cathode composition and morphology plays the main role. But one must keep in mind that the current collector can also interfere with the oxygen reduction reaction, especially if platinum is used. Indeed, its excellent catalytic properties toward this reaction justified its use as cathode in the first SOFCs developments [1][2][3].
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Abstract

In the study of the performance of solid oxide fuel cell (SOFC) electrodes, the possible influence of the applied current collector is often not mentioned or recognized. In this article, as part of an optimization study of the potentially attractive Ca 3 Co 4 O 9+d cathode material (Ca349), special attention is paid to the choice of current collector. The influence of both gold and platinum paste or grid current collectors on pure and composite (Ca349 + 30 wt.% Gd-doped ceria) is studied, using electrochemical impedance spectroscopy (EIS). Although, platinum is catalytically active in the oxygen reduction reaction and then is often considered as current collector for SOFC cathodes, in combination with Ca349 cathodes, additional low frequency dispersion is observed, leading to a larger polarization resistance than found in the case of gold current collectors. A subsequent experiment revealed that Pt reacts with Ca349, forming undesirable phases: CaPt 2 O 4 , Ca 4 PtO 6 , Ca 3 Co 2 O 6 , and Co 3 O 4 . The impedance spectra were analyzed with ZView 3.3a and with EqCwin v1.2. One series equivalent circuit was deduced using ZView, whereas, two possible equivalent circuits (series and nested), leading to the same quality of fits, were evidenced in EqCwin. The circuits are closely related to interactions of the current collector and layer thickness effects of the cathodes.

Within the framework of the study of cathodes for SOFCs, electrochemical impedance spectroscopy (EIS) is a method of choice to describe the electrochemical properties. However, drastic effects can be evidenced in the cathode electrochemical response according to the measurement conditions and more precisely the collector choice. In many studies using EIS to characterize the cathode properties, either the choice of current collector is not justified, or the type of current collector is not always specified. Generally platinum paste is used as current collector in the characterization of SOFCs' cathodes. We have recently pointed out as part of an optimization study of Ca 3 Co 4 O 9+d (Ca349, a potential cathode material [4,5]), that particular attention should be paid on the choice of the current collector.

Ca 3 Co 4 O 9+d , a thermoelectric material, is expected to have two-dimensional ionic conduction due to oxygen vacancies associated with the mixed valence of cobalt in 2D-rock salt subunits. It is also a good electronic conductor (r = 100 S cm -1 at 700 °C). It shows no reactivity with the gadolinium doped ceria standard electrolyte (CGO) and possesses a thermal expansion coefficient of 9-10 × 10 -6 K -1 , which makes it compatible with CGO [2].

In the article, all the abbreviations considered, the cells characteristics and the equivalent circuit symbols are provided in the Supplementary Data Section (S1, S2, S3). In Figure 1, the recently published results on Ca349 are summarized [4,5]. The same description of samples as in ref. [5] will be used in this paper. The sample designations are described in more details in the Supplementary Data Section (S2). From these results, one trend has been observed: the polarization resistance is lower for Ca349/CGO composites than for the single-phase electrodes. Moreover, the lowest polarization resistance is obtained for the thicker layers. The lowest polarization resistance is currently reported in ref. [4] for the 70 wt.% Ca349-30 wt.% CGO composite cathode: approximately 1 X cm -2 at 700 °C measured on thick electrolyte support.

From the impedance diagrams presented in Figure 1, it is obvious that the use of platinum as current collector raises the question of a possible current collector effect.

With the aim to highlight the importance of the choice and on the effect of the current collector, this article focuses on the influence of several current collectors (gold grid, gold paste, platinum grid, and platinum paste) on the electrochemical response of the Ca349 cathodes. The impedance data has been analyzed with ZView 3.3a [START_REF] Johnson | Z View version 3.3a[END_REF] and with EqCwin v1.2 (Windows version of Equivalent Circuit [START_REF] Boukamp | [END_REF][8][START_REF] Boukamp | Equivalent Circuit (version 1.2)[END_REF]), in which more detailed equivalent circuit models have been extracted.

Experimental

The synthesis of the Ca349 powder, the Ca349-based inks and the preparation of the pellets for the microstructural and electrochemical characterizations were performed as presented in ref. [5]. Cathode layers were screen-printed using a DEK 248 screen-printer. Depending on the type of sample/ current collector assembly thermal treatments at 700, 800, or 900 °C were applied. More information on each cell is provided in the Table S2 given in the Supplementary Data Section. For current collector deposition, Au paste (Ferro couleurs, France SA), mixed with DH 43 (dmc 2 Limoges, France) was deposited by hand painting on the cell, followed by a thermal treatment at 650 °C in order to decompose the organic part. The Pt paste (dmc 2 Limoges) was deposited similarly and treated at 800 °C. EDS analysis has revealed the purity of the gold and platinum paste.

Microstructural characterizations were performed by scanning electron microscopy using a Hitachi S3400N SEM. X-ray diffraction was performed on powders and on deposited layers using a D8 Advance A25 Bruker with a Position Sensitive Detector Lynxeye or using a D8 Bruker AXS diffractometer (CuKa = 1.54 Å). In order to determine the oxygen mobility in Ca349, permeation measurements were carried out, using the same protocol as described in ref. [START_REF] Capoen | [END_REF], on dense pellets (97%) obtained by spark plasma sintering (SPS), performed in the PNF2 Platform (T max = 850 °C and P max = 50 MPa, densification starting at 600 °C until 850 °C) (Toulouse, France).

Pellets have been checked by XRD. Impedance measurements were performed on symmetrical cells, cathode/electrolyte/cathode, using a SI 1260 Solartron FRA, during a heating-cooling sequence. An optimized signal amplitude of 50 mV (pure Ca349) and 70 mV (composite Ca349) were imposed, with respect to the linearity of the electrical response. Four types of current collectors were applied: gold grid, platinum grid, gold paste, and platinum paste. The data collection procedure was identical to the one reported in ref. [5]. At each temperature, the thermal and time stability were checked. The data were collected when the change in the polarization resistance was less than 5%. After a temperature change, measurements were performed as function of time. It was found that stability is reached within 2 h after each temperature change. The impedance data were analyzed using two different software packages: ZView 3.3a [START_REF] Johnson | Z View version 3.3a[END_REF] and Equivalent Circuit 1.2. (Windows version EqCwin) [START_REF] Boukamp | [END_REF][8][START_REF] Boukamp | Equivalent Circuit (version 1.2)[END_REF]. For use of the latter programme, the stability and validity of the considered data was checked using the Kramers-Kronig (KK) test for Windows, version 1.01 [11,12].

Results and Discussion

Ionic Conduction Properties

Ca349 is known for its good electrical conductivity property, which is reported to be higher than 100 S cm -1 over the 20-800 °C temperature range [4,13]. However, the ionic conduction of this phase has never been checked before. For that purpose, permeation measurements were performed on 0.5 mm thick and 15 mm diameter SPS-dense pellets (relative density >97%) of the pure Ca349 material. Both faces of the pellets were polished with up to 2,400 grid and the experiments were carried out between 580 and 650 °C. The oxygen flux is deduced from the DpO 2 variation at the permeate side. The oxygen permeation measurements revealed a significant oxygen flux even at low temperatures (0.0014 lmol cm -2 s -1 at 600 °C), which unquestionably proves the existence of oxygen-ion migration (Table 1). For information, the oxygen fluxes reported for La 0.6 Sr 0.4 Co 0.8 Fe 0.2 O 3-d (LSCF) in the literature [14] are about 0.00562 lmol cm -2 s -1 at 850 °C, but one can notice, that the membrane thickness, pO 2 gradients, and temperature range are different, making a direct comparison difficult. Nevertheless the flux measured for Ca349 is about the same order, but measured at significantly lower temperatures. However, after the permeation measurements, a surfacial passivation of Ca349 into CaO and CoO, was observed due to the long-exposure time of the pellet under Ar atmosphere at 700 °C. This experiment confirms Ca349 as a mixed oxide ion and electronic conductor and shows its potentiality as cathode material in SOFC applications.

Current Collector Effect

Gold Paste Versus Gold Grid

The same composite sample CC800 20 characterized in ref. [5] with gold grid only (CC800 20 ) was also studied here with gold paste (CC800Au 20 ) as current collector. The comparison between these two kinds of current collectors revealed that the electrochemical properties are the same, independent of the type of gold current collector. For example, the comparison of the impedance spectra recorded at 700 °C is shown in Figure 2(a). A random shift of the series resistance is observed on the impedance spectra, reported Figure 2, which might be due to the global measuring set-up.

For this 20 lm thick cathode layer, polarization resistances of 1.39 and 1.41 X cm 2 were obtained for the gold grid and the gold paste, respectively. The cross-section of the cell after EIS measurements is presented in Figure 3(a). The gold layer is about 5 lm thick. After the EIS measurements no additional phase could be observed in the X-ray diffraction pattern [Figure 4(a)]. The reactivity test between Ca349 and Au at 700 °C for 72 h also revealed no interaction between these two phases, as can be noticed in the X-ray diffraction pattern of Figure 4(b). The impedance plots consist of a single depressed semicircle which does not change noticeably with time [Figure S4 in Supplementary Data Section]. From these results, it can be inferred that the impedance response represents the properties of Ca349 only.

Platinum Paste Versus Gold Grid

A comparison of the electrochemical properties of identical composite CC800 5 cathodes with either platinum paste or gold grid as current collector is presented in Figure 2(b). These results have been reproduced from ref. [5]. Activation energies determined for the case of gold grid and platinum paste current collectors (1.15 and 1.52 eV, respectively), reveal that, when platinum paste is used as current collector, the cathode behavior is more complex and the ASR values are less favorable [5]. Special attention is paid to the impedance properties at 700 °C. At this temperature, polarization resistances of about 5.6 and 12.9 X cm 2 are obtained, respectively, for gold grid and platinum paste used as current collector [5] with the same sample. Even if the platinum layer is quite thin [about less than 1 lm, Figure 3(b)], a clear growing contribution is observable in the impedance plot at low frequency, as compared to the gold grid collector case. This Temperature / °C 600-700 850-1000 J(O 2 ) / lmol cm -2 s -1 0.0014-0.0020 0.00562-0.0316 Thickness / mm 0.50 0.55-0.98 p′O 2 / atm 1.00 0.21 3 × 10 - 6 1 × 10 -3 growing contribution is observed in the impedance plot of all the samples (pure as well as composite ones) measured with a Pt-paste current collector, independently of the platinum thickness [5]. X-ray diffraction was performed on the CC800 5 pellets after EIS characterizations, in order to get a better understanding of the difference in behavior as observed between the gold grid and the platinum paste current collectors. For the Pt-paste, the X-ray analysis revealed the formation of undesirable phases [Figure 5 5(b andc)], confirming a chemical reaction between Ca349 and Pt. A study, whose results have never been published before [START_REF] Preux | A la Recherche de Nouveaux Matériaux D'électrolyte et de Cathode Pour SOFC : Weberite et Cobaltite[END_REF], has revealed that the Ca 3 Co 2 O 6 phase, which consists of a one-dimensional structure, has quite poor conducting properties and cathode behavior, as compared to Ca349, with a polarization resistance of 96.2 X cm -1 at 700 °C (Figure 6). The growing contribution observed in the impedance plot could thus be assigned to undesirable phases resulting from the reaction on the surface between Ca349 and the platinum paste. 

Platinum Grid

On sample CC700 20 , of which the layer microstructure is presented in Figure 3(d), a platinum grid collector was tested. In comparison with the gold grid case, a small deviation at the low frequency end of the depressed semicircle can be discerned [Figure 2(c)]. The low frequency semi-circle starts to appear. This trend is intermediate between the electrochemical behavior as observed using gold grid and platinum paste. Again this may be related to the Ca349/Pt reaction. X-ray diffraction performed after the impedance spectroscopy measurements confirms a beginning of reaction between Ca349 and the platinum grid leading to Co 3 O 4 , CaPt 2 O 4 , and Ca 3 Co 2 O 6 formation, as indicated by additional peaks to those of the Ca349 and CGO phases (Figure 7).

Fit Procedures

Evidence of the Ca349 Equivalent Circuit. Comparison of Z View Versus EqCWin

We have first focussed on the pure compounds PC800c 10 , measured with a gold grid. In this article, two fitting softwares are considered and compared to analyze the same data set: Z View 3.3a [START_REF] Johnson | Z View version 3.3a[END_REF] and EqCwin v1.2 [START_REF] Boukamp | [END_REF][8][START_REF] Boukamp | Equivalent Circuit (version 1.2)[END_REF]. Using EqCwin v1.2, the approach consists of first checking the data quality using the KK test for Windows, version 1.01 [11,12]. This test, which should be performed directly after an impedance measurement, provides a check for the validity and stability of the data. The quality of the data can be observed in the residuals plot of the KK-test. The relative residuals, D real and D imag , are defined as [11]:

D real x i Z real x i À KK real x i Zx i j j ; D imag x i Z imag x i À KK imag x i Zx i j j
where KK(x i ) is the Kramers-Kronig test function.

Valid data should present a random distribution of the relative residuals around the log(x i ) axis, representing basically the noise distribution of the data. A systematic deviation from the frequency axis indicates non-KK behavior, which can be caused by several factors. The most important reasons are a nonequilibrium state of the cell, for example, the system has not completely adjusted to the last temperature change or a change in the ambient composition. But it can also be caused by a strong non-linear transfer function, which is inherent to electrode responses when a too large perturbation voltage is used [11,12]. In general, for a good CNLS-fit the residuals distribution should be similar in shape as observed for the KK-test [12]. Since the KK-test also indicates the frequency limits that will allow an optimal fit procedure, a significant difference between the residuals plot for the KK-test and the final CNLS-analysis can indicate that the data contains either an additional contribution or that the used equivalent circuit is not appropriate.

Whereas, ZView 3.3a uses a (semi) automatic search for the equivalent circuit with the "best fit" to the data set, EqCwin provides a partial fit and subtraction procedure with which a possible equivalent circuit is built and starting values for the fit parameters are obtained. These are subsequently used for a final overall CNLS-fit of the complete data set. The clear advantage of this procedure is that minor contributions, that are not obvious from visual inspection of the data, are readily detected [START_REF] Boukamp | [END_REF]12]. Final comparison of the residuals distributions between the KK-test and the CNLS-fit can confirm the viability of the derived equivalent circuit to model the data set. In Figure 8 (a andb) the KK-tests indicate for the data of sample PC800c 10 a perfect KK behavior.

Two possible equivalent circuits can be derived using EqCwin: a series circuit and a nested circuit. A very good match between data set and model function can be observed, as demonstrated in Figure 8(c andd), where the final CLNSfit of the data measured at 700 °C is presented. The corresponding circuit element values and error estimates are presented in Table 2. The nested arrangement assumes a double layer capacitance between the electrode and the electrolyte, which results in a parallel capacitance to the electrode response. Both circuits have been checked for various temperatures, various compositions (composite 70% Ca 3 Co 4 O 9 -30% CGO, pure Ca 3 Co 4 O 9 ), various layer thicknesses, various current collectors (gold grid, gold paste, and platinum paste), various oxygen partial pressure, and leads to good fits of similar quality. The extracted circuits correspond to the minimal number of contributions necessary for a good fit quality. Adding an extra circuit does not automati-cally improve the fit. Inappropriate additions to the EqCwin will generally result in a shift of the element parameters to either zero or infinity during the fit procedure. Particular focus should be paid on the errors obtained in ZView and EqCwin which are not calculated in the same way, then, the obtained values cannot be compared. The errors in ZView are based on the number of experimental points considered, whereas, the error estimates in EqCwin are based on the assumption that the residual errors can be assumed to represent the parent distribution [8,12]. This last point requires that the residuals are randomly distributed around the log(x) axis. A systematic deviation from 0 around the log(x) axis invalidates the calculation of the error estimates.

Here, as example, we present Figure 8 and Table 2 the results concerning only the impedances data measured at 700 °C under air atmosphere. The specific resistances associated to a frequency range are of the same order of magnitude, whatever the type of circuit, series or nested. That means, with the chosen notation: (R 1 ) series = (R 1 ) nested ; (R 2 ) series = (R 4 ) nested ; (R 3 ) series = (R 2 ) nested ; (R 4 ) series = (R 3 ) nested ; and (R 5 ) series = (R 5 ) nested . Both circuits involve the same number of parameters. The series circuit imply successive steps in the cathode reaction, whereas, the nested one, consider one step occurring at the same time as the other ones.

Considering the ZView 3.3a program, an equivalent circuit consisting of a series association of a finite Warburg (W) and (R//CPE) elements is extracted, corroborating the results of previous studies [4]. A comparison between the fitted model and the experimental data is provided in the Supplementary Section S5. The corresponding circuit elements are given Table 2.

The two fit procedures, ZView and EqCwin, lead in the case of PC800c 10 to quite different model circuits. But for a comparison purpose, the series circuits extracted from EqCwin has been applied in ZView (Supplementary data S6). However, a small improvement of the fit is observed because of the higher number of fitted elements. But the additional part of the circuit is associated to a too big error to be considered. By constructing progressively the circuit, using various data in function of the temperature, the first proposed ZView circuit with the corresponding errors is more justified. Moreover, if the nested circuit is applied in ZView, the fit is not stable (Supplementary data S6).

As the series and the nested circuits extracted from EqCwin lead to the same fit quality and as the application of the nested circuit in ZView is unstable, for an easier comparison between the two softwares, the series circuit only will be considered for the rest of the study. Knowing that CCO is a mixed ionic-electronic conductor, we can expect several intermediate mechanisms, involving the surface reaction, the electrode-electrolyte interface diffusion, and the diffusion in the cathode itself. They cannot be clearly identified using the elementary ZView circuit with two (even three) contributions, which provide a too rough description. In that case, the subtraction technique developed in EqCwin leads to a more complex circuit consisting of four contributions corresponding to the best fit quality with the minimal number of contri- 

R 1 L 1 W s (R 2 //CPE 1 ) [5] R 1 L 1 W s (R 2 //CPE 1 ) (R 3 //CPE 2 ) L 1 R 1 (R 2 Q 1 )(R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 ) L 1 R 1 (Q 1 [R 2 (R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 )]) t = 696 °C t = 696 °C t = 696 °C t = 696 °C Circuit elements
Circuit elements Circuit elements Circuit elements R 1 = 3,557 X (0.1%) R 1 = 3,557 X (0.1%) L 1 = 6.5 × 10 -7 Henri (0.1%) L 1 = 6.5 × 10 -7 Henri (0.1%) L 1 = 6.5 × 10 -7 Henri (0.1%) L 1 = 6.5 × 10 -7 Henri (0.1%) butions, which may provide additional information on the cathode behavior.

R 1 = 3.6 X (0.4%) R 1 = 3.7 X (0.2%) W s -R = 3.64 (2%) W s -R = 2.10 (3%) R 2 = 1.7 X (35.2%) Q 1 -Y 0 = 2.2 × 10 -4 mho (104.8%) W s -T = 0.0046 (5%) W s -T = 0.0018 (5%) Q 1 -Y 0 = 2.3 × 10 -2 mho (30.3%) Q 1 -n = 7.4 × 10 -1 (10.3%) W s -P = 0.336 (0.5%) W s -P = 0.309 (1%) Q 1 -n = 9.3 × 10 -1 (4.1%) R 2 = 3.1 × 10 -1 X (29.6%) R 3 = 6.2 X (79.2%) R 3 = 2.6 X (40.0%) R 2 = 3.33 X (2%) R 2 = 2.9 X (8%) Q 2 -Y 0 = 2.
To have a better understanding of the current collector and of the layer thickness, the same analysis approach will be applied on selected composite cathodes. We have focused on a cell with a composite Ca349 cathode, measured successively with a gold grid and with platinum paste (cathodes: CC800 5 and CC800Pt 5 ) and second cell with a thicker cathode layer (20 lm), measured successively with a gold grid and gold paste (cathodes: CC800 20 and CC800Au 20 ). A detailed com-parison is performed on the CNLS-fits of the impedance data collected at 700 °C.

Using ZView, the fit procedure considers the whole data set and leads to the following series circuit: R 1 L 1 W s (R 2 // CPE 1 ) [4] and R 1 L 1 W s (R 2 //CPE 1 ) (R 3 //CPE 2 ). In the case of Pt paste as current collector the contribution (R 3 //CPE 2 ) obtained in the low frequency range is widely increased, compared to Au grid collector. No particular information of the cathode behavior can be extracted. The ZView and CNLS-fit results are provided in Table 3 and Figure 9. One Table 3 CC800 5 , CC800Pt 5 , CC800 20 , and CC800Au 20 : fitted circuit elements using ZView 3.3a software.

Fit results 700 °C-ZView 3.3a CC800 5 [5] Fig. 9 Experimental impedance plots and the corresponding fits using ZView 3.3a for CC800 5 , CC800Pt 5 , CC800 20 , and CC800Au 20 .

must notice, in case of cells measured with the gold paste or gold grid as current collector, that the last part of the circuit (R 3 //CPE 2 ) is not necessarily justified, the associated errors being high for a slightly improved R p value. The equivalent circuit evidenced in ZView is in good agreement with the circuits reported in refs. [4,5] for the pure and composite compounds.

For the subtraction procedure, the quality of the data is first checked using the KK test. The data are of quite good quality, except for CC800Pt 5 , where a larger noise contribution is observed in the low frequency region. The KK-test residuals and CNLS-fit results are presented in Figures S7 andS8 of the Supplementary Data Section. The circuits extracted pre-viously on the pure compound, measured with a gold grid as current collectors, were applied to the composite compounds studied in this part. For a better comparison with ZView fits, the series equivalent circuit will be considered, as it is equal to the other one with respect to the fit quality. The series equivalent circuit

L 1 R 1 (R 2 Q 1 )(R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 ) describes
properly CC800 5 , CC800 20 , and CC800Au 20 . One can notice that the same circuit can be used for CC800Pt 5 . The fit results are presented in Table 4 and the corresponding CNLS-fits compared to the experimental data in Figure 10. The first point to notice is that the pure and the composite compounds show the same behavior, as evidenced by the same equivalent circuits. This means that the same physical phenomena are involved independently of the composition of the cathode: pure Ca349 or composite 70 wt.% Ca349-30 wt.% CGO.

= 702 °C L 1 R 1 (R 2 Q 1 )(R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 ) L 1 R 1 (R 2 Q 1 )(R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 ) L 1 R 1 (R 2 Q 1 )(R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 ) L 1 R 1 (R 2 Q 1 )(R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 ) L 1 = 6.
In the following sections, the focus is on the subtraction procedures using EqCwin, considering the series equivalent circuit. Some large errors can be noticed. But they are just a consequence of the cross-correlation between parameters. From a general point of view, the errors in the ZView fit appear to be lower, but this is due to the systematic deviation in the residual plots. Knowing that, a correlation between the circuit contributions and physical phenomena has been suggested.

Behavior of CC800 5 Versus CC800Pt 5

As presented above, a comparison of the same CC800 cathodes, either with gold grid or with platinum paste current collectors, reveals that two different equivalent circuits: a series and a parallel circuit, could be considered.

As frequency decreases, the resistances appear in the order: R 1 , R 3 , R 4 , R 2 , and R 5 . The resistance parallel to a capacitor chosen to describe the low frequency contribution is related to surface phenomena associated either with the platinum paste or the degradation phases. The high and medium frequency semicircles correspond to the electrochemical behavior associated with the combination of Ca349 and the degradation phases, which constitutes a new cathode. This changed cathode composition leads to quite different electrochemical properties. One can notice that R 1 , R 2 , and R 4 are of the same order of magnitude, whereas, using platinum paste as current collector leads to an increase of R 3 and R 5 .

Behavior of CC800 20 Versus CC800Au 20

CC800 20 and CC800Au 20 cathodes responses are both described by a series equivalent circuit. The characteristic resistances appear, with decreasing frequency, in the order R 1 , R 3 , R 4 , R 2 , and R 5 . Special attention paid to the fitted values of the circuit elements (Table 4) reveals that the same order of magnitude is observed for both cathodes. This confirms that the same electrochemical reaction applies when using gold paste or gold grid current collectors.

Behavior of CC800 5 Versus CC800 20

These two samples differ in their layer thickness. CC800 5 and CC800 20 have, respectively, a thickness of 5 and 20 lm. Assuming that each contribution in the equivalent circuit can be associated with different steps in the overall electrochemical cathode reaction, one could assign R 3 and R 4 to diffusion phenomena in the cathode layer according to their frequency location on the plot in the 13-10 000 Hz range, approximately, corresponding to the "C arc" mentioned in the ref. [START_REF] Jorgensen | [END_REF]. Similarly R 5 can be assigned to surface phenomena and R 2 to the electrode-electrolyte interface impedance. For both samples, the R 5 values and associated time constants are of the same order of magnitude. For R 2 , differences are evidenced for R values, but the associated time constants are similar. For R 3 and R 4 , differences are noticed for R values and time constant. It seems to indicate that the surface and interface phenomena are not affected by the thickness effect. However, the diffusion phenomenon is affected by the thickness effect. The same physical phenomenon is involved and the thickness affects highly the resistances values. The thick layer shows the lowest polarization resistance. This indicates the importance of the mixed conduction properties of the material and the increased triple phase boundary length which is essential for the oxygen reduction reaction.

Conclusion

Ca 3 Co 4 O 9-d (Ca349) is a mixed ionic, electronic conductor with interesting electrochemical properties, which makes it a good candidate cathode for application in a SOFC. Continued investigations are underway to improve the properties and to understand the electrochemical behavior of this material. Complex mechanisms are involved at the cathode which are much more complicated in case of the composite cathode/ electrolyte. EIS is a key technique to describe the cathode behavior. However, special attention should be paid to the choice of the current collector, which depends on the composition under study. This study, focused on Ca349, revealed that in this case the best current collector is a gold grid. The commonly used platinum paste or grid is here inappropriate as current collector for the SOFC cathode. Reactions between Ca349 and platinum lead to the formation of several undesirable phases: CaPt 2 O 4 , Ca 4 PtO 6 , Ca 3 Co 2 O 6 , and Co 3 O 4 . With platinum paste as current collector, the electrode impedance clearly shows two contributions, whereas, with a gold grid current collector only one contribution is observed. Two fit procedures, ZView 3.3a and EqCwin v1.2 were applied for the impedance data analysis. The subtraction procedure provided in EqCwin yields more detailed information on the equivalent circuits than ZView. The CNLS-analysis has made it possible to study the effect of current collector and layer thickness, as part of the study of electrode materials. To confirm the correlation between the circuit elements and the physical phenomena, further electrochemical studies considering various electrode compositions and microstructural properties will be performed under various conditions (temperature, atmosphere, and current). A perspective of the work could be also to describe the actual electrode structure with finite element modeling, as reported by Kornely et al. [17]. 

R 1 //CPE 1 : R1 CPE1 L 1 R 1 (R 2 Q 1 )(R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 ): L1 R1 R2 QPE1 R3 QPE2 R4 QPE3 R5 QPE4 L 1 R 1 (Q 1 [R 2 (R 3 Q 2 )(R 4 Q 3 )(R 5 Q 4 ]):
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Fig. 1

 1 Fig.1Recently published data on Ca349[4,5].

  (a)]. To confirm this result, a reactivity test was then performed on pellets prepared by mixing Ca349 and Pt powder and firing at 700 °C for 72 h. Additional peaks corresponding to phases, such as CaPt 2 O 4 , Ca 4 PtO 6 , Ca 3 Co 2 O 6 , and Co 3 O 4 are highlighted [Figure

Fig. 2

 2 Fig. 2 Effect of the current collector on the electrochemical property: (a) gold paste-gold grid, (b) platinum paste-gold grid, and (c) platinum grid. Data are reported at 700 °C.

Fig. 3

 3 Fig. 3 SEM cross-section of (a) CC800Au 20 , (b) CC800Pt 5 , (c) PC900cPt 10 , and (d) CC700 20 after EIS characterization.

Fig. 4 (

 4 Fig. 4 (a) Comparison of the X-ray diffractograms of Ca349 powder, CC800 20 , and CC800Au 20 before gold painting (bef.) and after EIS measurements (aft.). (b) Reactivity test of Ca349 and gold at 700 °C for 72 h.

Fig. 5 (Fig. 6

 56 Fig. 5 (a) Comparison of the X-ray diffractograms of Ca349 powder, CC800 5 , and CC800Pt 5 before Pt painting (bef.) and after EIS measurements (aft.). (b and c) Reactivity test of Ca349 and platinum at 700 °C for 72 h.
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 7 Fig. 7 X-ray diffractograms of CC700 20 after EIS measurements.

Fig. 8 (

 8 Fig. 8 (a) KK tests for PC800c 10 . The red plot corresponds to the real part differences and the blue plot to the imaginary part differences. (b) Ideal fits possible to get using the considered data set for PC800c 10 . Fit is represented in red and impedance data in black. (c and d) Comparison of the experimental and fitted impedance plots of PC800c 10 , using the subtraction procedure on Equivalent Circuit 1.2 software, considering the series and the nested equivalent circuit, respectively. The corresponding residual plots are reported in insert. Fit are represented in red cross and impedance data in blue square.

  3 × 10 -2 mho (45.4%) Q 2 -Y 0 = 6.9 × 10 -3 mho (18.9%) CPE 1 -T = 0.0124 (2%) CPE 1 -T = 0.0071 (7%) Q 2 -n = 4.1 × 10 -1 (11.1%) Q 2 -n = 5.4 × 10 -1 (4.4%) CPE 1 -P = 0.797 (1%) CPE 1 -P = 0.71 (2%) R 4 = 2.6 X (76.9%) R 4 = 2.2 X (62.6%) Q 3 -Y 0 = 5.7 × 10 -3 mho (17.6%) Q 3 -Y 0 = 8.3 × 10 -3 mho (9.1%) R 3 = 1.8 X (11%) Q 3 -n = 6.0 × 10 -1 (12.3%) Q 3 -n = 7.4 × 10 -1 (14.5%) CPE 2 -T = 0.021 (7%) R 5 = 2.0 X (105.0%) R 5 = 1.7 X (25.8%) CPE 2 -P = 0.91 (2%) Q 4 -Y 0 = 9.4 × 10 -3 mho (18.3%) Q 4 -Y 0 = 2.1 × 10 -2 mho (19.0%) Q 4 -n = 7.8 × 10 -1 (21.2%) Q 4 -n = 9.3 × 10 -1 (3.6%) v 2 = 6.3 × 10 -5 v 2 = 6.3 × 10 -6 v 2 = 3.6 × 10 -7 v 2 = 5.5 × 10 -7

7 Fig. 10

 710 Fig. 10 Experimental impedance plots and the corresponding fits using EqCwin 1.2 for (a) CC800 5 , (b) CC800Pt 5 , (c) CC800 20 , and (d) CC800Au 20 . The corresponding residual plots are in insert.

S4

  Evolution of gold grid cell CC800Au 20 , before and after 7 days measurements. S5 Comparison of the experimental and fitted impedance plots of PC800c 10 using ZView 3.3a sofware. Fit are represented in red line and impedance data in black square. S6 Test in ZView of the series and the nested equivalent circuits extracted using EqCwin. S7 Kramers-Kronig tests for (a) CC800 5 , (b) CC800Pt 5 , (c) CC800 20 , and (d) CC800Au 20 . The red plot corresponds to the real part differences and the blue plot to the imaginary part differences. S8 Ideal fits possible to get using the considered data set of (a) CC800 5 , (b) CC800Pt 5 , (c) CC800 20 , and (d) CC800Au 20 .

  

  

Table 1

 1 Oxygen permeation measurements: comparison of Ca349 and LSCF.

Membrane

Ca 3 Co 4 O 9+d (Ca349) La 0.6 Sr 0.4 Co 0.8 Fe 0.2 O 3 (LSCF)

[13] 

Table 2 PC800c 10
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	ZView 3.3a

: comparison of the fitted circuit elements using ZView 3.3a and Equivalent Circuit 1.2 softwares.

Table 4 .

 4 CC800 5 , CC800Pt 5 , CC800 20 , and CC800Au 20 : fitted circuit elements using Equivalent Circuit 1.2 software.

	CC800 5	CC800Pt 5	CC800 20	CC800Au 20
	t = 714 °C	t = 701 °C	t = 701 °C	t

  3 Co 4 O 9+8 and La 0.6 Sr 0.4 Co 0.8 Fe 0.2 O 3 , respectively. EIS refer to electrochemical impedance spectroscopy. S1 Legend of the abbreviations considered.

	Composition	Treatment t / °C Support	Current collector Thickness / lm	Name	Reference
	Pure Ca 3 Co 4 O 9+d	700 °C	Dense CGO	Au grid	~40	PC700 40	[4]
	Composite 70 wt.%	700 °C	Dense CGO	Au grid	~15	CC700 15	[4]
	Ca 3 Co 4 O 9+d -30 wt.% CGO						
	Pure Ca 3 Co 4 O 9+d + 20 wt.%	800 °C	Dense CGO	Au grid	5-10	PC800c 10	[5]
	cellulose						
	Pure Ca 3 Co 4 O 9+d + 20 wt.%	900 °C	Dense CGO	Pt paste	~10	PC900cPt 10	[5]
	cellulose						
	Composite 70 wt.%	800 °C	Dense CGO	Au grid	~5	CC800 5	[5]
	Ca 3 Co 4 O 9+d -30 wt.% CGO						
	Composite 70 wt.%	800 °C	Dense CGO	Pt paste	~5	CC800Pt 5	[5]
	Ca 3 Co 4 O 9+d -30 wt.% CGO						
	Composite 70 wt.%	800 °C	Dense CGO	Au grid	~20	CC800 20	[5]
	Ca 3 Co 4 O 9+d -30 wt.% CGO						
	Composite 70 wt.%	800 °C	Dense CGO	Au paste	~20	CC800Au 20	This work
	Ca 3 Co 4 O 9+d -30 wt.% CGO						
	Composite 70 wt.%	700 °C	Dense CGO	Pt grid	~20	CC700 20	This work
	Ca 3 Co 4 O 9+d -30 wt.% CGO						
	S2 Cell characteristics.						
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