Cécile Gros 
  
Manda Rabé Ravelona 
  
Jean-Louis Lanoisellé 
email: jean-louis.lanoiselle@utc.fr
  
COCOA BUTTER EXPRESSION FROM COCOA NIBS : EFFECTS OF PRE-TREATMENT AND PROCESS PARAMETERS ON EXPRESSION YIELD

Keywords: hydraulic expression, cocoa butter, compressibility modulus, rheological behaviour

   

Cocoa butter expression from cocoa nibs: effects of pre-treatment and process parameters on expression yield

Cécile Gros, Manda Ravelona, Jean-Louis Lanoisellé

Introduction

Chocolate is a common consumption food made from cocoa butter, cocoa mass and other ingredients. Several technologies have been tested to produce different kinds of it. In 1828, the Danish Van Houtten manages to extract cocoa butter by pressing. Since the beginning of the industrial production of chocolate, cocoa bean liquor (suspension of 10 µm particles in butter) must be produced to obtain cocoa butter [START_REF] Beckett | Industrial chocolate -Manufacture and use, third edition[END_REF]. An alternative process is investigated in this study. We want to obtain cocoa butter directly from cocoa nibs (broken deshelled cotyledons of cocoa beans). Pre-treatments such as physics [START_REF] Laskowski | Use of compression behaviour of legume seeds in view of impact grinding prediction[END_REF] (size reduction, cracking), thermal (pre-heating, drying), chemical (enzymes [START_REF] Rosenthal | Aqueous and enzymatic processes for edible oil extraction[END_REF]) have permitted to increase the yield of oil from different seeds. We have investigated the incidence of chemical (alkalisation) and thermal (roasting) pretreatments on the oil yield. Influences of pressure and temperature during the expression process have been also tested.

Materials and methods

Cocoa nibs

They are obtained by crushing of whole beans and the particles have sizes up to 5 mm (figure 1). Three types of bean were used : Roasted only Bean (RB), Roasted Alkalised Bean (RAB) and no treated beans (Green Bean (GB)). 

Hydraulic press

The hydraulic press we used (figure 2) provides a maximum pressure of 13 MPa and is build around a chamber where 0.400 kg of seeds can be placed. 

Rheological model

A typical experimental curve is shown on figure 3. The cake consolidation phase starts with the maximum outflow. The consolidation rate U is calculated from the volume V of oil extracted at time t divided by the volume at infinity ∞ V , which is the maximum theoretical volume of extractable oil at an infinite time :

∞ = V V U , with G 2 Ah P V p = ∞ (1)
where G is the cake compressibility modulus (Pa) ; P p the applied pressure by the piston (Pa) ; h the cake initial height (m) and A the filter surface (m 2 ). The improvement of expression efficiency is obtained by the rise of pressure and the decrease of G, which corresponds to an increase of the cake porosity.

U is represented with a four exponential model [START_REF] Lanoiselle | Modeling of solid/liquid expression for cellular materials[END_REF].
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Experimental design

There are 3 types of beans : RAB, RB and GB. 3 levels of pressure (9, 10 and 11 MPa) and 2 levels of temperature (90 and 100°C) were studied. A complete factorial design was chosen for this study. The experiments were repeated two times.

The response tested was the oil yield defined as : mass product initial mass oil extracted .

The yield at infinity is defined as the oil mass that would be extracted during an infinite time in the consolidation phase.

Results and discussion

The results of the experimental design are shown on table 1. Tab. 1 : ANOVA results (RAB -RB -GB). When P value<0.01, then the factor is highly significant. When 0.01<P value<0.05, then the factor is significant.

Source of variation

Effect of bean type

The ANOVA shows that the type of beans is the only significant factor. The GB yield (figure 4) is very low (from 4.8 to 17.7% depending on the other factors) compared with the two others (from 32.9 to 42.6%). Thus the pressability of GB is considered as very poor and the variance analysis has been recalculated without GB results (table 2). According to the ANOVA (table 2), the temperature has a significant effect : its rise from 90 to 100°C increases the oil yield from 37% to 39.7% and the yield at infinity from 33.9% to 36.15% (figure 5).

Limitation

The type of beans has only a significant effect on the yield at infinity (figure 6). This means that the beans have a difference of comportment, which does not appear during the first hour of pressing. Globally the RAB is easier to press than the RB. The existence of different phases of pressing explains it. Before the consolidation phase a phenomenon cancels this difference : RB is more compressible at the beginning of expression and RB lipids are more fit for expression than RAB lipids. This hypothesis is supported by the maximum flow obtained at the end of the first two phases (RAB : 1.8 g/min and RB : 2.5 g/min).

Compressibility modulus

The compressibility modulus estimates the difficulty for compressing a volume. Its increase means that, for a same applied constraint, the deformation decrease. No significant factors were found for G lo and G 1 . The bean type is the only factor which explains the variations of G 2 and G 3 : it is a highly significant factor (table 3). This factor is also significant for G global. It has the same effect on the three compressibility modulus (figure 7). RAB presents a better pressability than RB during the phase of deformation and the extra-cellular volume liquid exit. The alkalisation modifies the material structure and makes it more adapted for pressing. As alkalisation is obtained at 150°C in an alkaline solution, modifications should happen on the cellular wall. 

Source of Variation

( 3 2 1 1 1 1 1 1 1 0 G G G G G + + + =
) is 1.39 MPa for RAB and 1.68 MPa for RB.

The pressure has a significant effect on the G global (figure 8). Its increase from 9 to 10 MPa has a negative effect on the pressability : cake drainage is not facilitated. But a pressure increase up to 11 MPa has a positive effect on the pressability : the cake structure has been modified and drainage is improved.

4.Conclusion

The cellular liquid expression is complex and influenced by bean characteristics and pressing conditions. Our model well describes cocoa nibs comportment during the consolidation phase. The absence of thermal and chemical pre-treatment reduces dramatically the oil yield. Far from industrial pressure (70-80 the temperature is the most influent factor on RB and RAB oil yields in the tested range of pressure (9-11 MPa). The bean type has a significant effect on yield at infinity : there is a difference of comportment that appears for long time pressing. Roasting and alkalisation give better results than single The same difference is also found in the compressibility modulus. pressure has only an effect on the global compressibility modulus.

This study shows clearly that the comportment of cocoa nibs and oilseeds are similar. Continuous process is then a possible option. 
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 1 Fig. 1 : Size distribution of five samples of RAB. Vertical bars represent standard deviation
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 23 Fig. 2 : Hydraulic press.
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 45 Fig. 4 : Effect of bean type on the oil yield
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 6 Fig. 6 : Effect of bean type on yield at infinity
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 78 Fig. 7 : Effect of bean type on compressibility modulus

to RAB and RB types 3.2.1 Oil yields

  

		Source of Variation	Sum of square	Degree of freedom	Experimental Fischer	F 1-0.5 P value
		Type of beans (2 levels)	69.2	1	0.89	4.60 0.360
		Pressure (3 levels)	108	2	0.70	3.74 0.513
		Temperature (2 levels)	674	1	8.72	4.60 0.010
	Yield	Interaction Temperature-Pressure 163 Interaction Bean-Pressure 48.1	2 2	1.06 0.31	3.74 0.373 3.74 0.738
		Interaction Bean-Temperature	0.02	1	0.00	4.60 0.987
		Residual	1082	14	
		Total	2145	23	
	Yield at infinity	Type of beans (2 levels) Pressure (3 levels) Temperature (2 levels) Interaction Temperature-Pressure 118 312 40.2 486 Interaction Bean-Pressure 5.87 Interaction Bean-Temperature 10.1 Residual 879	1 2 1 2 2 1 14	4.97 0.32 7.74 0.94 0.05 0.16	4.60 0.043 3.74 0.732 4.60 0.015 3.74 0.413 3.74 0.954 4.60 0.694
		Total	1853	23	
		Tab. 2 : ANOVA of extracted mass and mass at infinity (RAB -RB)