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Estimation of Time Delays with Fewer Sensors than Sources

A number of papers have been dealing with the problem of estimating the differential delay of an unknown signal impinging on two sensors. The present contribution deals with the presence of more than one source, which is a case that has never been dealt with before. The solution resorts to slices of high-order spectra, and the full spectral band of the signals is utilized in order to recover the delays. It can be viewed as an improvement to the classical procedure consisting of searching the autocorrelation for local maxima, which does not work when delays are smaller than the source correlation length.

I. INTRODUCTION

It is assumed that k real signals s i (t) are received on l ≤ k sensors. Those signals satisfy the equation model below (given here for l = 2): [START_REF] Brillinger | Time Series, Data Analysis and Theory[END_REF] where τ i denote delays, v i noises, and s i are unknown source signals. The problem consists of estimating delays τ i from a finite extend observation. It is assumed that: A1 The source signals are real and non Gaussian A2 The source signals are mutually independent A3 Delays τ i are different Note that assumption A3 is not restrictive, for if two delays τ i and τ j are equal, then sources s i and s j are undistinguishable. Thus it is assumed that nothing is known about the statistics of the sources but their non Gaussian character and their independence. In addition, because of the low SNR (Signal to Noise Ratio) in narrow band, it is necessary to fully take advantage of the signal bandwidth.

r 1 (t)=s 1 (t) + s 2 (t) + • • • + s k (t) + v 1 (t), (1) 
r 2 (t)=s 1 (t + τ 1 ) + s 2 (t + τ 2 ) + • • • + s k (t + τ k ) + v 2 (t),
The identification of a differential delay between two signals is an old problem in signal processing; see for instance the June 1981 special issue of IEEE Transactions on ASSP. New methods have been proposed in [START_REF] Chan | A parameter estimation approach to time-delay estimation and signal detection[END_REF], [START_REF] Nikias | Time delay estimation in unknown spatially correlated noise[END_REF], [START_REF] Tugnait | On time delay estimation with unknown spatially correlated Gaussian noise using fourth-order cumulants[END_REF] [START_REF] Hua | Parameter estimation of multiple transient signals[END_REF]. See also the approaches based on MUSIC-like algorithms [START_REF] Vezzosi | Estimation of phase angles from the cross-spectral matrix[END_REF] [15], with more sources than sensors [START_REF] Shamsunder | Modeling of non-gaussian array data using cumulants: DOA estimation of more sources with less sensors[END_REF] [3], based on the cyclostationarity of the source signals [START_REF] Gardner | Signal-selective time-difference-of arrival estimation for passive location of man-made signal sources in highly corruptive environments, part1: theory and method[END_REF] or based on the knowledge of the steering vectors coefficients [START_REF] Wax | Detection and localisation in colored noise via generalized least squares[END_REF]. All these works are either dealing with the case of a single signal, i.e., s 2 = s 3 = ... = s k = 0, or take advantage of some knowledge about the array. Some works have tackled blind identification of time delays in presence of more than one source (i.e. neither signals s i (t) nor their spectra are known, and the array is unknown), and include [START_REF] Cardoso | Blind beamforming for non-Gaussian signals[END_REF], [START_REF] Comon | Independent Component Analysis, a new concept ?[END_REF] and [START_REF] Comon | Estimation of time delays in the blind mixture problem[END_REF]. But the appoach there is basically narrow-band, and there is always fewer signals than sensors. Recent techniques allow to virtually augment the size of the array, but localizing sources from such arrays can be seen as equivalent to applying a higher-order localization algorithm [START_REF] Chevalier | New geometrical results about fourth-order direction finding method performance[END_REF], e.g. 4-Music [START_REF] Cardoso | How much more DOA information in higher order statistics ?[END_REF], or Virtual Esprit (Vespa) [START_REF] Mendel | Higher-order statistics applied to some array signal processing problems[END_REF]. Note that previous works establishing bounds on the number of resolvable sources [START_REF] Bresler | On the resolution capacity of wideband sensor arrays: Further results[END_REF] are not questioned here since they hold true only in the Gaussian context.

In this article, we present a method for estimating delays between more source signals than sensors. Section III establishes the required equations where delays are the only unknowns in the spectral domain. Section IV solves the delay estimation problem in wide band.

II. NOTATION

In the spectral domain, denote the observations at pulsation ω:

r 1 (ω)=s 1 (ω) + s 2 (ω) + • • • + s k (ω) + v 1 (ω), (3) 
r 2 (ω)=s 1 (ω)x * 1 + s 2 (ω)x * 2 + • • • + s k (ω)x * k + v 2 (ω). (4 
) where x i = e -ωτi ,  = √ -1, and ( * ) denotes the complex conjugation. Define the following n-th order cumulant spectra of observations at the pulsation ω :

C (n) i = Cum{r 1 (ω), • • • , r 1 (ω) n 2 , r 1 (-ω), • • • , r 1 (-ω) n 2 -i , r 2 (-ω), • • • , r 2 (-ω) i }.
These spectra correspond to slices of the standard multivariate cumulant spectrum [START_REF] Brillinger | Time Series, Data Analysis and Theory[END_REF] [20] [START_REF] Nikias | Higher-Order Spectra Analysis[END_REF]. In this framework, n must be even and n ≥ 2(k -1), where k denotes the number of sources.

III. PROBLEM FORMULATION

A. Preliminary basic properties

The required equations are obtained by taking advantage of 3 basic properties, as shown below.

1) Independence property: Because of the independence between sources, the sensor cumulants C (n) i can be written as:

C (n) i = x i 1 Γ 1 + • • • + x i k Γ k ,
where Γ p are the sources cumulants:

Γ p = cum{s p (ω), • • • , s p (ω), s p (-ω), • • • , s p (-ω) n }.
Letting i range in {0, ..., k -1}, the following system is satisfied:

      C (n) 0 C (n) 1 . . . C (n) k-1       =      1 1 • • • 1 x 1 x 2 • • • x k . . . . . . . . . x k-1 1 x k-1 2 • • • x k-1 k           Γ 1 Γ 2 . . . Γ k      .
In compact notation, the last relation can be rewritten as follows:

C = V Γ (property I). (5) 
The above relation involves 2k unknowns, but only k equations. Therefore, the identification of these 2k parameters cannot be carried out by a technique such as the one described in [START_REF] Hua | Parameter estimation of multiple transient signals[END_REF] or in references therein.

2) Van der Monde property: Let V be a Van der Monde matrix, as the one defined in equation ( 5), and P i be a symmetric polynomial of degree i in k variables defined as:

P 0 = 1, P 1 = x 1 +x 2 +• • •+x k , P 2 = x 1 x 2 +x 1 x 3 +• • •+x k-1 x k , • • • , P k = x 1 x 2 • • • x k . If Q T = [(-1) k-1 P k-1 , • • • , -P 1 , P 0 ],
then the following property is obtained:

Q T V = (-1) k-1 X T , ( property 
II) (6) 
where

X T = [x 2 • • • x k , x 1 x 3 • • • x k , • • • , x 1 • • • x k-1 ].
In other words, the sum of the components of X is the first entry of Q, up to a sign.

3) Unit modulus property: The complex conjugate of

C (n) 1
can be written as:

C (n) * 1 = x * 1 Γ 1 + • • • + x * k Γ k .
Now multiply both sides of the previous equation by P k and use the fact that for all i ∈ {1, ..., k}, |x i | = 1 since x i = e -ωτi , we obtain:

P k C (n) * 1 = x 2 • • • x k Γ 1 + • • • + x 1 • • • x k-1 Γ k .
Or with the previous compact notation:

P k C (n) * 1 = X T Γ (property III). (7) 

B. Results

With the help of the three properties above, the unknown source cumulants (Γ) can be eliminated:

Q T C = Q T V Γ, f rom (I) = (-1) k-1 X T Γ, f rom (II) = (-1) k-1 C (n) * 1 P k . f rom (III) (8) 
Equation ( 8) then yields:

k-1 i=0 (-1) i P i C (n) k-1-i = (-1) k-1 C (n) * 1 P k , (9) 
where C

(n) i can be estimated (cross-cumulants between the sensors), and where the P i 's contain the unknown delay information.

IV. ESTIMATION OF DELAYS

Equation ( 9) can be arranged as follows:

C (n) k-1 C (n) k-2 = P 1 - 1 C (n) k-2 ( k-1 i=2 (-1) i P i C (n) k-1-i + (-1) k C (n) * 1 P k ). (10 
) In P i , all delays are represented by variables x j = e -ωτj . Now, if we take the inverse Fourier transform of [START_REF] Gardner | Signal-selective time-difference-of arrival estimation for passive location of man-made signal sources in highly corruptive environments, part1: theory and method[END_REF], we obtain k peaks, each representing one delay (the P 1 term), and several attenuated peaks located at partial sums of the delays (terms P i , i = 1). If the number of delays is known, it is then sufficient to estimate the location of the first k peaks, that represent the delays τ j .

Equation ( 10) can be computed for every pulsation ω such that C

(n) k-2 (ω) = 0 in the signal bandwidth. 

C (2) 1 = P 1 C (2) 0 -P 2 C (2) * 1 . ( 11 
)
Since P 1 = x 1 + x 2 , the inverse Fourier transform of P 1 gives two peaks at τ 1 and τ 2 . As shown in Figure 1 by taking the inverse Fourier transform of C

1 /C

(2) 0 , we find two peaks and an attenuated peak at τ 1 + τ 2 (P 2 = x 1 x 2 ). In the bottom of Figure 1, the plot of the raw cross correlation C

(2) 1 shows that the delays cannot be detected because the correlation length of the sources is too long. If n = 4, the same equation would be constructed.

2) Example: k = 3 and n ≥ 3: Since n must be even, the smallest n we can consider is n = 4. The following equation is obtained:

C (4) 2 = P 1 C (4) 1 -P 2 C (4) 0 + P 3 C (4) * 1 (12)
The inverse Fourier transform of

C (4) 2 /C (4)
1 gives three peaks, at τ 1 , τ 2 and τ 3 , and attenuated peaks at τ 1 +τ 2 , τ 1 +τ 3 , τ 2 +τ 3 , and τ 1 + τ 2 + τ 3 , as shown in Figure 2.

3) Limitations: The proposed method has some restrictions: (i) If a peak corresponding to a delay is too close to another one corresponding to the partial sum of delays, then the identification becomes ill-conditionned. (ii) Obviously, if delays are too close to each other, a single peak might be detected. (iii) Because of the relation between the number of sources and the order of cumulants n ≥ 2(k -1), only three source signals can be considered if fourth order cumulants are used. (iv) It is useful to know the number of source signals, especially when it is difficult to differentiate between peaks corresponding to delays and those corresponding to sum of delays.

If delays are well separated (compared to source correlation length), a mere maxima search of the autocorrelation function can be sufficient. This method yields a solution when delays are separated by a gap that is much smaller than the correlation length of the signal. It can be applied to several problems in Sonar, Radar, or telecommunications. 

V. SIMULATION RESULTS

The signals s i (t) are ARMA processes driven by a i.i.d. sequence uniformly distributed with zero mean and unit variance:

s i (t) = -a 1,i s i (t -1) -a 2,i s i (t -2) + v i (t) + b 1,i l i (t -1) + b 2,i l i (t -2).
Coefficients are defined as:

a 1,i = -2ρ i cos θ i , a 2,i = ρ 2 i , b 1,i = -2λ i cos φ i , b 2,i = λ 2 i and θ 1 = 60 • , θ 2 = 30 • , θ 3 = 40 • , ρ 1 = 0.7, ρ 2 = 0.8, ρ 3 = 0.6, φ 1 = 110 • , φ 2 = 140 • , φ 3 = 160 • , λ 1 = 0.8, λ 2 = 0.9, λ 3 = 0.7.
All results are obtained over 100 independent trials, each of sample size 10000. Table I summarizes the results with two delays (without noise). The method M1 is the one described in section IV-1. The inverse Fourier transform of (C

(2) 1 /C (2)
0 ) is interpolated with the cardinal sine function in order to find the maxima of the function with increased accuracy. The method M2 is the optimization method described in [START_REF] Emile | Estimation of time delays between wide-band sources[END_REF], with initial guesses given by method M1.

The advantage of the method M1 is that it does not need initial guesses, and that it is wide-band, compared to the spectral method proposed in [START_REF] Comon | Estimation of time delays in the blind mixture problem[END_REF]. The time domain optimization improves the result. The same approach (table I) is presented with independent noises v 1 and v 2 . The numerical value of delays has been chosen in order to find the limit of validity of the approach. The signal to noise ratio (SN R) is defined as SN R = 10 log(std(s 1 + s 2 )/std(v 1 )), where std denotes standard deviation.

The limit of performance is reached when the two peaks cannot be separated (about SN R = 12dB). With SN R = 0dB, the second peak detected is located in the neighborhood of the sum of the two delays (without noise), which explains the bias. Table III presents the wide-band method described in section IV-2 with three delays.

This result is attractive, because with only two sensors, it is possible to estimate the delays of three source signals using fully the signal bandwidth.

VI. CONCLUSION

The algorithm described in this paper allows the estimation of relative differential delays between more sources than sensors, in a wide-band context. It can also be seen as a whitening operation applicable when sources are unknown, because of the division by C (n) k-2 . This key operation strongly increases accuracy. For the moment, the algorithm cannot be compared to others, since none exists that is able to perform blind identification of time delays when the number of sensors is not larger than the number of sources. Following the same lines as in [START_REF] Emile | Estimation of time delays between wide-band sources[END_REF], unknown attenuations can be taken into account as well.
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