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Bio -based coat ings were obtained by t he layer -by-layer (LbL) t echnique from a nat ive chit osan (M w 30,000 g mol -1 ) or from t wo synthesized phosphorylat ed chit osan of differ ent mol ecular weight s (M w 30,000 g mol -1 and M w 250,000 g mol -1 ) combined wit h alginat e and used for corrosion pr ot ect ion of an aluminum alloy (AA) 3003. Fir st , t he LbL gr owth was monit or ed by Four ier transfor m infrared spectroscopy on sil icon wafer s. Cr oss-sect ions of Si wafer s wer e exa mined by scanning el ectron microscopy allowing t he fil ms t hickness t o be measur ed. Wit h t he nat ive chit osan and in t he pr esence of 10 bilayer s, t he LbL t hickness was about 200 n m, wher eas it was about 300 n m wit h t he phosphorylated chit osan of l ow mol ecular weight and about 500 n m wit h t he phosphorylat ed chit osan of high mol ecular weight . Then, t he bio -based coat ings wer e deposit ed on t he AA3003 by the LbL t echnique and t heir pr ot ect ive pr opert ies wer e evaluat ed by el ectrochemical impedance spectroscopy (EIS) dur ing immer sion in a 0.1 M Na 2 SO 4 sol ut ion. It was shown t hat t he t hr ee LbL coat ings impr oved t he corrosion resistance of t he AA3003. The r esistance values, extract ed at low fr equency on t he impedance diagrams wer e attr ibut ed t o t he r esistance of t he aluminum oxide layer (R ox ). The R ox values wer e at l east t wo order s of magnit ude higher for t he coat ed sa mpl es (10 8 Ω c m 2 ) compar ed t o t he uncoat ed one (5 10 5 Ω c m 2 ). There was no significant differ ence bet ween t he differ ent LbL coat ings, which ma inl y act ed by decr easing t he act ive surface ar ea and have a l imit ed barr ier effect .

Introduction

The Layer-by-Layer (LbL) deposition represents an innovative and interesting alternative for the development of coatings for several applications such as flame retardants [START_REF] David | Biomacromol ecul es as novel gr een flame r etardant syst ems for t ext i l es: an overview[END_REF][START_REF]Layer -by-Layer nanostructured assembl ies for t he fir e pr ot ect ion of fabr ics[END_REF], electrochromic [START_REF] Cor Doba De Torr Esi | El ectrochromic Mat er ial s and Devices, Layer -by-layer assembl y of el ectrochromic mat er ial s: on t he efficient met hod for immobil isat ion of nanomat er ial s[END_REF] applications, medical and bioapplications [START_REF] Gunjkar | St imul i r esponsive layer by l ayer selfassembl y a novel a ppr oachs in current drug del ivery: r eview[END_REF][START_REF] Vol Odkin | Bioa ppl icat ions of l ight -sensit ive pol ymer fil ms and ca psul es assembl ed using t he layer -by-layer t echnique[END_REF] but also nanoengineering [START_REF] Est Illor E | Ionic Interact ions in Nat ural and Synt het ic Macromol ecul es., 2012, 17, Funct ional layer -by-layer pol yel ectrolyt es: assembl y strat egies, charact er izat ion, and sel ect ed a ppl icat ions[END_REF][START_REF] Andr Eeva | Mult i-layer smart coat ings for corrosion prot ect ion of aluminium alloys and st eel[END_REF]. The LbL technique is attractive mainly due to an easy integration of functional materials, treatment under ambient conditions (room temperature and atmospheric pressure) and ecological characteristics (solvent is mainly water and concentrations of solutions/dispersions are less than 1 wt. %). LbL coatings are elaborated on a substrate by the sequential adsorption of chemical species based on one or more functional interactions. The most common interaction is provided by the electrostatic attraction [START_REF] Decher | Fuzzy Nanoassembl ies: Toward Layer ed Pol ymer ic Mult icomposit es[END_REF][START_REF] Il Er | Mult i layer s of colloidal part icl es[END_REF]; indeed, the alternative adsorption of opposites charged polyelectrolytes allows the accumulation of structured laminated or strongly interpenetrated coatings [START_REF] Ber Ndt | Adsor pt ion of pol y(st yr enesulfonate) onto an ammonium monolayer on mica : a surface forces st udy[END_REF]. Among available polyelectrolytes, polysaccharides can be rather good candidates to perform fully bio-based LbL systems, due to their low toxicity, biodegradability and natural availability [START_REF] Umor En | Appl icat ion of car bohydrat e pol ymer s as corrosion inhibit or s for metal substrates in differ ent media : A r eview[END_REF]. Chitosan is the second most abundant bio-based polysaccharide on the earth, after cellulose, and is the major component in crustaceans, exoskeletons, fungi or insects [START_REF] Kim | Ch it in, Ch itosan, Ol igosacchar ides and Their Der ivat ives: Biol ogical Act ivit ies and Appl icat ions[END_REF]. Chitosan is a linear copolymer of glucosamine and N-acetyl-glucosamine, obtained from chitin by alkaline deacetylation [START_REF] Muzzar | Ch it in[END_REF] or from enzymatic pathway [START_REF] Tsigos | Chit in deacetylases: new, ver sat i l e t ool s in biot echnology[END_REF]. It is biocompatible [START_REF] Vandevord | Evaluat ion of t he biocompat ibil it y of a chit osan scaffold in mice[END_REF], non-toxic [START_REF] Rinaudo | Ch it in and chit osan: pr opert ies and a ppl icat ions[END_REF],

antibacterial [START_REF] Tokura | Mol ecular Weight Dependent Ant imicrobial Act ivit y by Ch it osan[END_REF] and can be used to form films [START_REF] Dutta | Tr ipat hi, Ch it in and chit osan: Chemistry, pr opert ies and a ppl icat ions[END_REF][START_REF] Nunt Hanid | Physical pr opert ies and mol ecular behavior of chit osan fil ms[END_REF]. Alginate is a linear polysaccharide formed from two monomers in different proportions bound in β-(1-4): mannuronate and guluronate [START_REF] En | High-fiel d, 1H-NMR spectroscopy of alginat e: sequent ial structure and l inkage confor mat ions[END_REF]. Alginate-chitosan system has already been used for various applications such as, membrane manufacturing [START_REF] Car Idade | Fr ee-Standing Pol yel ectrolyt e Membranes Made of Chit osan and Al ginat e[END_REF], biomedical [START_REF] Gao | In vitro and in vivo degradat ion and mechanical pr opert ies of ZEK100 magnesium alloy coat ed wit h alginat e, chit osan and mechano-growth factor[END_REF] and drug delivery [START_REF] George | Pol yionic hydrocolloids for t he int est inal del ivery of pr ot ein drugs: al ginat e and chit osan--a r eview[END_REF]. Lawrie et al. studied the interactions between alginate and chitosan using FTIR and XPS analyses [START_REF] Lawr Ie | Int eract ions bet ween Al ginat e and Ch it osan Bio pol ymer s Character ized Using FTIR and XPS[END_REF]. The interest to prepare LbL coatings for corrosion protection purpose is to build a physical barrier with strong interactions between each layer, thus preventing the penetration of aggressive species through the coating towards the metal substrate. To our knowledge, only Gao et al. reported the use of chitosan and alginate as component for a LbL coating for the protection of a magnesium implant in a biological fluid [START_REF] Gao | In vitro and in vivo degradat ion and mechanical pr opert ies of ZEK100 magnesium alloy coat ed wit h alginat e, chit osan and mechano-growth factor[END_REF]. In their study, the coating was elaborated by spin-coating including forty cycles, each containing four layers: the first layer was the anionic alginate (ALG), the second one was the cationic mechano-growth factor MGF (i.e. a cationic polypeptide polymer), the third one was again the anionic ALG and the fourth one was the cationic chitosan. The resulting multi-layer coating was 18 µm thick. The authors found that the corrosion rate of the coated Mg alloy was slightly decreased by comparison with the uncoated sample, despite the substantial LbL coating thickness.

Phosphonic acid-containing polymers have numerous potential applications as they exhibit attractive properties in term of adhesion [START_REF] Br Ondino | J. Schrynemacker s, Adhesive pr opert ies ont o galvanized st eel plat es of graft ed pol y(vinyl idene fl uor ide) powder s wit h phosphonat ed acrylates[END_REF] and are of interest in corrosion inhibition [START_REF] Kál Mán | Inhibit ion efficiency of N-containing car boxyl ic and carboxy-phosphonic acids[END_REF][START_REF] To | A corrosion-pr ot ect ive fil m for med on a car bon st eel by an organic phosphonat e[END_REF].

Furthermore, the phosphorous-containing molecules or polymers can act as adhesion promoters for different substrates such as aluminum, zinc and steel [START_REF] Ma Ege | Sel fassembl ing adhesion pr omot er s for corrosion resistant metal pol ymer int erfaces[END_REF][START_REF] Mill | Improvement of corrosion pr ot ect ion of steel by incor porat ion of a new phosphonat ed fatty acid in a phosphorus-containing polymer coat ing obtained by UV cur ing[END_REF]. In our previous work, it was shown that the use of chitosan bearing phosphonic acid groups decreased the corrosion rate of a carbon steel by comparison with native chitosan [START_REF] Coquery | Synt hesis of new high mol ecular weight phosphorylat ed chit osans for impr oving corrosion pr otect ion[END_REF]. Some LbL systems, based on phosphorylated chitosan have already been published, aiming at providing new protective coatings for fireproof applications [START_REF] Liu | Layer -by-Layer Assembl y of Hy po phosphorous Acid-Modified Chit osan Based Coat ing for Fla me-Retardant Pol yest er -Cotton Bl ends[END_REF]. To our knowledge, no alginatephosphorylated chitosan system was so far developed through the LbL technique in order to develop protective coatings.

In the present work, elaboration and characterization of LbL coatings from alginate and native or phosphorylated chitosan of two different molecular weights (30,000 g mol -1 and 250,000 g mol -1 ) were first investigated on Si wafers, commonly used as model surfaces for the LbL characterization, in particular to follow the LbL growth. In this study, the LbL growth was monitored by Fourier transform infrared (FTIR) spectroscopy and the films thickness was determined by scanning electron microscopy (SEM). Then, the LbL coatings were deposited on aluminum (AA3003) plates and characterized by electrochemical impedance spectroscopy (EIS). The impedance of the coated samples was measured as a function of the exposure time to a 0.1 M Na 2 SO 4 solution.

Experimental

Materials

Native chitosan, high molecular weight (M w ≈ 250,000 g mol -1 , degree of deacetylation: 92 %, henceforth called Nchitosan250) and medium molecular weight (M w ≈ 30,000 g mol -1 , degree of deacetylation: 92 %, henceforth called Nchitosan30) were purchased from Glentham Life Sciences society. Phosphorylated chitosan from Nchitosan30 (henceforth called Pchitosan30)

and from Nchitosan250 (henceforth called Pchitosan250) were synthesized according to our previous study [START_REF] Coquery | Synt hesis of new high mol ecular weight phosphorylat ed chit osans for impr oving corrosion pr otect ion[END_REF]. Sodium alginate (from brown algae, M w = 140,000 g.mol -1 ) was purchased from Aldrich. Acetic acid (> 99.7 %, Aldrich) was used as received. Deionized water was obtained from a Millipore Milli-Q purification system. The LbL coatings were deposited onto an aluminum alloy 3003 (AA3003). Its chemical composition in weight percent was: Cu = 0.05; Fe = 0.7; Mn = 1.5; Si = 0.6; Zn = 0.1 and Al to balance. The specimens consisted of 127 mm x 76 mm x 0.8 mm plates, purchased from Labomat. Before the deposition of the LbL coatings, the AA3003 samples were successively cleaned with acetone and ethanol and dried for 10 min at 80°C.

LbL assembly

The pr ocedur e for obtaining t he LbL f il ms was independent of t he substrates (Si wafer and AA3003 

Analytical characterizations

Zeta potentials (ZP) were measured for 2 g L -1 of Nchitosan30 and Pchitosan30 using a Coating growth was monitored using a Frontier Perkin-Elmer FTIR spectrophotometer ( 16scans and 4 cm -1 resolution) equipped with a Ge/Ge crystal (depth of penetration 0.65 µm).

Cross-sections of the deposited coatings on Si wafers were imaged using a field-emission scanning electron microscope (FE-SEM, Zeiss Merlin 4248). Prior to FE-SEM observations Si cross-sections were chromium coated. A FEI Quanta 450 scanning electron microscope (SEM) was used for the surface characterization of the AA3003. Semi-quantitative analysis was performed by energy dispersive X-ray spectroscopy (EDX) with a Ge detector (EDS Bruker Quantax SDD). EDX analyses were performed over different locations on the AA3003 surface before and after exposure to the Na 2 SO 4 solution.

Electrochemical characterizations

Electrochemical impedance measurements were performed in a classical three-electrode cell in which the coated LbL sample served as working electrode. A cylindrical glass tube was clamped onto the coated AA3003 plate, exposing a surface area of 14.9 cm 2 and filled with 60 mL of a 0.1 M Na 2 SO 4 solution. A platinum electrode with a large surface area and a mercury sulfate electrode (MSE) in a saturated potassium sulfate solution with E MSE = 0.64 V/SHE were used as counter and reference electrodes, respectively. They were placed on the top of the glass tube by means of an electrode holder. The impedance diagrams were obtained for various immersion times (from 1 h to 48 h) to the Na 2 SO 4 solution. It is generally accepted that SO 4 2-are less aggressive than Cl -. In the present study, a less aggressive electrolyte was chosen to minimize the corrosion of the AA3003 substrate, thus allowing the LbL films to be compared according to their composition and thickness.

Electrochemical impedance measurements were carried out using a Biologic VSP apparatus.

The diagrams were obtained under potentiostatic conditions, at the open circuit potential, over a frequency range of 65 kHz to 10 mHz with 8 points per decade, using a 30 mV peak-to-peak sinusoidal voltage perturbation. The experiments were performed at room temperature (22 ± 3 °C). The linearity of the system was checked by varying the signal amplitude. 30 mV was a good compromise to obtain the impedance diagrams without any dispersion.

Results and discussion

Determination of phosphorylated chitosan global charge vs pH

In our previous study 30 , native chitosan, high molecular weight (M w ≈ 250,000 g mol -1 , called Nchitosan250) and medium molecular weight (M w ≈ 30,000 g mol -1 , called Nchitosan30)

were modified by grafting phosphonic acid functions onto primary amines. About 20% of the primary amines were modified for each chitosan. In the present study, high and medium Mw phosphorylated chitosan (Pchitosan250 and Pchitosan30, respectively) were used to build the LbL coatings. According to the pH value, phosphonic acid moieties can be anionic whereas amine groups can be cationic. Thus, due to the partial grafting of phosphonic moieties onto amine functions, the global charge of the functionalized chitosan must be evaluated. Zeta For the Nchitosan30, it can be seen that the ZP values are always positive in the pH range from 2 to 6.5, confirming that it is a cationic polymer. The ionic charge of the polymer is due to the amine protonation for pH values lower than 6.5 [START_REF] Va Ssil Eva | Dealkylat ion of phosphorus-containing alkylammonium salt s for med by t he int eract ion of phosphonic, met hanephosphonic and phosphor ic acid est er s wit h dia mines, Phosphorus, Sulfur Sil[END_REF]. For pH > 6.5, the Nchitosan is no longer soluble and precipitates in the solution.

In the case of Pchitosan30, the ZP values are positive for pH < 6 and negative for pH > 6.

Unlike Nchitosan30, Pchitosan30 remains soluble over the entire pH range due to the presence of phosphonic acid functions. At pH < 6, Pchitosan30 is a polymer with a global cationic behavior because most of the amine functions are protonated (Fig. 2), like Nchitosan.

For Pchitosan30, about 20-25% of the amine functions carry a bisphosphonic acid moieties.

At pH = 5, only one P-OH group is deprotonated to form P-O-(pKa 1 = 2.6 and pKa 2 = 6.7 [START_REF] Fal Ir Eas | Synt hesis and Aqueous Sol ut ion Pr opert ies of an Amino Bisphosphonat e Met hacrylat e Homo polymer via RAFT Polymer izat ion[END_REF]), which thus decreases the ZP (ZP = 20 ± 2 mV) as compared to Nchitosan (ZP = 39 ± 2 mV) but still remains positive. For pH > 6, Pchitosan is anionic. It is to be noted that Pchitosan250 solution showed a similar cationic behavior than that of the Pchitosan30 (not shown here). In the present study, the pH of the Nchitosan and Pchitosan solutions was fixed at 5 to ensure a cationic behavior for both solutions, even for the alginate solution since carboxylic acid groups are deprotonated at this pH (pKa = 3.5 [START_REF] Draget | Smidsr ød, Al gin ic acid gel s: t he effect of alginat e chemical composit ion and mol ecular weight[END_REF]). Moreover, the same pH value was used for all the solutions to avoid modification of the AA3003 surface during the formation of the LbL coatings [START_REF] Laufer | Clay-Chit osan Nanobr ick Wall s: Co mpl et ely Renewabl e Ga s Barr ier and Fla me-Retardant Nanocoat ings[END_REF]. 

Development of the LbL coatings on silicon wafers

Three LbL systems were investigated: alginate/Nchitosan30, alginate/Pchitosan30 and alginate/Pchitosan250. FTIR spectrum was recorded for each bilayer and for each system. Fig. 3 shows, as an example, the evolution of absorbance for the alginate/Pchitosan30 system, according to the bilayers number up to10 bilayers. Fr om Fig . LbL syst ems (Fig . 4). A l inear incr ease of t he absor bance is observed for t he t hr ee syst ems.

For 10 bilayer s, t he absorbance r ecorded for t he alginat e/Pchit osan250 coat ing is t he highest .

The absor bance for t he al ginat e/Pchit osan30 is sl ightly higher t han t hat of alginat e/Nchit osan30. Fr om t his r esult , it can be concluded t hat t he phosphorylat ion of nat ive chit osan sl ightly incr eased t he a mount of deposit ed chit osan. FE-SEM cr oss-sect ion observat ions of t he wafer /chit osan fil ms wer e perfor med for t he t hr ee LbL coat ings (Fig . 5). The micr ographs show t hat the t hr ee coat ings have a unifor m t hickness.

The al ginat e/Nchit osan30 and t he alginat e/Pchit osan30 LBL coat ings have r elat ively similar thickness values, i.e. 200 n m and 300 n m, r espectivel y. A h igher t hickness was measured for the alginat e-Pchit osan250 coat ing, around 500 nm, in good agr eement with t he FTIR r esult s. Thus, it can be concluded t hat t he use of phosphorylat ed chit osan wit h a high mol ecular weight l ed t o a higher t hickness for t he LbL coatings. At pH = 5, Nchit osan30 is a cat ionic pol ymer , which will show l inear confor mat ion when assembl ed wit h the anionic alginat e layer . On t he ot her way, we showed t hat at pH = 5, Pchit osan30 was zwitt er ionic (i.e. wit h maximum 20-25% of anionic charge and maximum 68-73% of cat ionic charge), which might lead t o some coil for ms due t o intramol ecular int eract ions bet ween cat ionic and anionic charges. Consequently, when associat ed t o t he anionic al ginat e layer , a h igher a mount of Pchit osan30 was deposit ed compar ed t o Nchit osan30. Mor eover , an incr ease of chit osan Mw, i.e. from 30 t o 250 kg mol -1 , has an influence on the LbL gr owth. The t hickening of t he layer for Pchit osan250 can be ex pla ined by a gr eat er entangl ement of t he polymer cha ins. As a consequence, a higher amount of Pchit osan250 was deposit ed, as compared t o Nchit osan or Pchit osan30.

Evaluation of corrosion protection of the AA3003 by the LbL coatings

EIS measurements were performed for the AA3003 LbL coated samples as well as for the uncoated AA3003 sample. For each system, the impedance diagrams were obtained consecutively for various immersion times (3 h, 12 h, 24 h and 48 h) in a 0.1 M Na 2 SO 4 solution. As an example, Fig. 6 shows the impedance diagrams obtained for the AA3003 coated with alginate/Nchitosan30 (10 BL). Independently of the immersion time, the diagrams are almost identical. They show a capacitive behavior and it can be observed that the impedance modulus and the phase angle slightly decrease at low frequency when the immersion time increases (more noticeable on the phase angle). Then, for comparison, the impedance diagrams obtained after 48 h of immersion for the three LBL coatings and for the uncoated sample are presented in Fig. 7. 

The diagrams for t he t hree LbL coat ings ar e quit e comparabl e indicat ing similar corrosion pr ot ect ion perfor mance for t he differ ent syst ems. It can be underl ined t hat t he open circuit pot ent ial (OCP) for t he differ ent LbL syst ems deposit ed on t he AA3003 was r elat ivel y similar (-0.90 ± 0.5 V/MSE) in agr eement wit h t he impedance r esult s. The OCP was sl ightly shift ed towards mor e negat ive value by compar ison wit h the uncoat ed AA3003 sampl e (OCP = -0.85

± 0.2 V/MSE).
Despit e t he pr esence of the LbL f il ms, v isual ized on t he Si wafer s (Fig . 5), t he impedance diagrams ar e const it ut ed by a singl e t ime constant . The pr esence of an addit ional t ime constant in t he high fr equency range, charact er izing a fil m effect is not observed, as might be expect ed and as already observed for very t hin organic fil ms (20 n m) for med on a car bon st eel surface [START_REF] Baux | Impedance analysis of fil m-for ming a mines for the corrosion pr ot ect ion of a carbon st eel , El ectrochim[END_REF]. The impedance r esponse of t he LbL coat ings point ed out t hat t he barr ier pr opert ies wer e l ow, pr obably due t o a por ous structur e of t he coat ings. Thus, wit h and wit hout t he LbL coat ings, t he impedance diagrams charact er ize t he aluminum oxide fil m on the AA3003 surface. As can be seen in Fig. 6 and Fig. 7, the phase angle is always lower than -90° (maximum value around -87°) which indicates a non-ideal behavior of the AA3003 / LbL coating interface. From the impedance diagrams, some parameters can be extracted: the oxide film resistance (R ox ) and a constant phase element (CPE), which accounts for the nonideal behavior of the interface. The impedance of the CPE is given by Eq. 1:

= 1 ( ) Eq. (1)
With ω = 2πf and where α is related to the angle of rotation of a purely capacitive line on the complex plane plots and Q is a constant expressed in α -1 cm -2 s α .

In the present work, equivalent electrical circuits were not used to extract impedance parameters because all the parameters can be graphically determined [START_REF] Orazema | Enhanced Gra phical Repr esentat ion of El ectrochemical Impedance Data[END_REF]. The R ox values were obtained from the extrapolation at low frequency of the impedance modulus (when the phase angle decreases towards 0). The α parameter can be determined by plotting the logarithm of the imaginary part of the impedance (Z j ) with respect to the logarithm of the frequency (Eq. 2). Q is expressed as a function of and impedance data (Eq. 3):

= (-) ( )
Eq. ( 2)

= sin 2 -1 ( )(2 )
Eq. ( 3)

The and Q values are reported in Table 1 for t he differ ent syst ems and for var ious immer sion t imes. SEM on t he Si wafer s (Fig. 5).

SEM-EDX analysis was perfor med wit h a l ow energy (5 keV) t o compar e t he layer composit ion befor e (Fig . 9a and 9a ') and aft er 48 h of immer sion in t he Na 2 SO 4 sol ut ion (Fig . 9b and 9b'). The analysis was showed her e for t he alginat e-Pchit osan250 LbL coat ing. Befor e immer sion (Fig . 9a EIS data and EDX analysis revealed that chitosan/alginate LBL coatings allowed the AA3003 surface to be protected through a barrier effect, which decreased the active surface area in contact with the electrolyte. Nevertheless, during exposure to the Na 2 SO 4 solution, the barrier effect was limited, as shown from the impedance results, despite the presence of the coating, as proved by the EDX analysis. The limited barrier effect could be attributed to a swelling of the LBL coating, and to a partial solubility of the Nchitosan and Pchitosan in the aqueous solution.

Further mor e, t he phosphonic acid moiet ies graft ed onto chit osan allowed higher coat ing thicknesses t o be r eached compar ed t o nat ive chit osan (Fig . 5), but simil ar el ectrochemical behavior s wer e observed (Fig . 8 and Tabl e 1). One way t o impr ove t he barr ier pr opert ies of such coat ings might be t o perfor m an addit ional cross-l inking, aft er t he LbL deposit ion. Or , the bilayer should be more hydrophobic. In t his case, chit osan chemical modificat ion should be done pr ior t o perfor m the LbL deposit ion.

Conclusions

  Zetasizer 2000 system (Malvern Instruments LtD). The pH of the Nchitosan solution was adjusted at pH = 2 by adding acetic acid solution (1 M). The increase of pH was controlled by addition of NaOH (1 M). The applied voltage for driving electrodes of the capillary electrophoresis cell was 10 V. The Zetasizer 2000 cell was rinsed with deionized water before each experiment. All experiments were conducted at 25 °C.

  potential (ZP) measurements of the Nchitosan and Pchitosan solutions were performed to determine the global charge of the polymers. The ZP values of the Nchitosan30 and Pchitosan30, obtained at different pH values ranging from 2 to 10, are reported in Fig. 1.

Figure 1 .

 1 Figure 1. ZP of Nchitosan30 and Pchitosan30 as a function of pH.

Figure 2 .

 2 Figure 2. Structur e of stat ist ical Pchit osan30 at pH = 5, containing 8 % of acetylated mo iet ies, 68-73 % of a mine moiet ies and 20-25 % of a mino-bisphonic acid mo iet ies.

Figure 3 .

 3 Figure 3. FTIR spectra as a function of the bilayers (BL) number for the alginate/Pchitosan30 system.

Figure 4 .

 4 Figure 4. Absor bance at 1090 c m -1 as a funct ion of t he number of bilayer s for t he t hr ee LbL syst ems.

Figure 5 .

 5 Figure 5. FE-SEM micr ogra phs of t he cross-sect ions of Si wafer s coat ed with 10 bilayer s for : (a ) al ginat e/Nchit osan30, (b) al ginat e/Pchit osan30 and (c ) al ginat e/Pchit osan250.

Figure 6 .

 6 Figure 6. Electrochemical impedance diagrams obtained at E corr for the AA3003 coated with the alginate-Nchitosan30 (10 bilayers) for different immersion times in 0.1 M Na 2 SO 4 solution in Bode (impedance modulus (a) and phase angle (b)) and Nyquist (c) coordinate.

Figure 7 .

 7 Figure 7. Electrochemical impedance diagrams obtained at E corr after 48 h of immersion in 0.1 M Na 2 SO 4 solution for the uncoated AA3003 and the three LbL coatings (10 BL) in Bode (impedance modulus (a) and phase angle (b)) and Nyquist (c) coordinates.

Figure 9 .

 9 Figure 9. EDX analysis and SEM observations for the alginate-Pchitosan250 LbL coating: (a) and (a') before immersion and (b) and (b') after 48 h of immersion in the Na 2 SO 4 0.1 M solution.

  

  

  he viscosit y of t he sol ut ion, part icularly for t he Nchit osan[START_REF] Carosio | Ultra-Fast Layer -by-Layer Appr oach for Deposit ing Fla me Retardant Coat ings on Fl exibl e PU Foa ms wit hin Seconds[END_REF]. The differ ent chit osans wer e dissol ved in deionised wat er and t he pH was adjust ed t o 5 by addit ion of eit her acet ic acid for t he Nchitosan or Na OH for t he Pchit osan. Bot h substrat es (Si wafer and AA3003) were first dipped in a 0.1 wt. % BPEI (Branched PolyEthyleneImine) solution, leading to cationic charges onto their surfaces[START_REF] Carosio | Ca mino, All -pol ymer Layer by Layer coat ing as efficient solut ion t o pol yur ethane foa m flame r etardancy[END_REF]. The layer s wer e then deposit ed by alternat ing immer sion of t he sa mpl e dur ing 1 min in t he sol ut ion containing t he anionic pol ymer (alginat e) and then, dur ing 1 min in t he sol ut ion containing t he cat ionic pol ymer .Aft er each immer sion st ep, t he sa mpl e was washed wit h deionised wat er and dr ied wit h war m

	incr eased t
	). The negat ively charged sol ut ion was prepar ed wit h sodium al ginat e (1 wt . %, pH =
	5), whil e t he posit ivel y charged solut ion was pr epared from eit her Nchit osan30, Pchit osan30
	or Pchit osan250 (1 wt . %). Incr easing t he concentrat ion of chit osan in solut ion should r educe
	the t ime per deposit ion st ep but , in t he pr esent work, concentrat ion higher t han 1 wt . %

air . Up t o 10 l ayer s (BL) wer e deposit ed. Onl y Nchit osan30 was used to devel op t he LbL coat ing because t he Nchitosan250 was t oo viscous (even at l ow concentration) t o enabl e LbL assembl y. Thus, onl y t hr ee LbL syst ems wer e invest igat ed: alginat e/Nchit osan30, alginat e/Pchit osan30 and al ginat e/Pchit osan250.

  of phosphonic est er s t o phosphonic acids dur ing t he synthesis of Pchit osan30. Fr om Fig.3, t he absor bance at 1090 c m -1 (i.e. maximum wavel ength corresponding t o C-O-C bonds for bot h t he alginate and t he chit osan) was used t o follow t he fil m growth. The absor bance was pl otted as a funct ion of t he bilayer s number for t he t hree

	el ongat ion at 1594 c m -1 and symmetr ical el ongat ion at 1408 c m -1 , r espect ivel y. For t he
	Pchit osan30, t he t wo vibrat ions at 1656 and 1589 c m -1 ar e attr ibut ed t o amide I and t o N-H
	bending[38] of NH

3, it is possibl e t o depict vibrat ions of bot h alginat e and Pchit osan 30. For t he alginat e, t he vibrat ions of t he COO -car boxylate group

[START_REF] Lawr Ie | Int eract ions bet ween Al ginat e and Ch it osan Bio pol ymer s Character ized Using FTIR and XPS[END_REF] 

ar e cl early visibl e: asymmetr ic 2 , r espect ivel y. The ma in phosphonat e band is al so observed at 1190 c m -1 due t o t he el ongat ion of t he P=O doubl e bond

[START_REF] Illy | New prospect s for the synthesis of N-al kyl phosphonat e/phosphonic acid-bear ing ol igo-chitosan[END_REF]

. The pr esence of t his peak is due t o t he part ial hydrolysis

Table 1 .

 1 Parameters obtained from the impedance data for the uncoated AA3003 and the three LbL coatings(10 BL) after different exposure times to 0.1 M Na 2 SO 4 solution.The var iat ion of R ox as a funct ion of t he exposur e t ime t o t he Na 2 SO 4 sol ut ion is shown in Fig .This assumpt ion is in agr eement wit h t he var iat ion of Q vs t he immer sion t ime (Table1). The Q value, related to the oxide film capacitance, increases with time indicating a decrease of the oxide film thickness.For t he t hr ee LbL coat ings, R ox sl ightly decr eases dur ing t he fir st hour s of exposur e t o t he el ectrolyt e and t hen r emains constant . Aft er 48 h of immer sion, t he R ox values ar e similar for the t hr ee syst ems and t hey ar e at l east t wo order s of magnit ude higher for the coat ed sa mpl es (10 8 Ω c m 2 ) by compar ison wit h t he uncoat ed sampl e (5 10 5 Ω c m 2 ), suggest ing a decr ease of the act ive surface ar ea by t he coat ings, since t her e is no modificat ion of t he α and Q paramet er s. Th is last r esult indicat es t hat t he chitosan phosphorylat ion did not impr ove t he corrosion pr ot ect ion of the AA3003 by compar ison wit h t he nat ive chit osan although t he LbL coat ings t hickness was higher , in part icular for t he alginat e-Pchit osan250, as observed by

		Immersion time	α	Q
	Sample	(h)		
				(MΩ -1 cm -2 s α )
		3	0.94	3.2 ± 0.1
	Uncoated AA3003	12 24	0.94 0.94	3.6 ± 0.2 4.2 ± 0.2
		48	0.94	4.3 ± 0.2
		3	0.94	4.2 ± 0.2
	AA3003/Alginate-	12	0.94	4.3 ± 0.2
	Nchitosan30	24	0.94	4.3 ± 0.1
		48	0.94	4.5 ± 0.1
		3	0.93	3.7 ± 0.1
	AA3003/Alginate-	12	0.94	4.3 ± 0.1
	Pchitosan30	24	0.93	4.5 ± 0.1
		48	0.94	4.8 ± 0.2
		3	0.94	3.7 ± 0.1
	AA3003/Alginate-	12	0.94	3.9 ± 0.1
	Pchitosan250	24	0.94	4.0 ± 0.1
		48	0.94	4.2 ± 0.1

8.

Figure

8

. R ox as a funct ion of t he immer sion t ime in 0.1 M Na 2 SO 4 sol ut ion for t he uncoat ed AA3003 and for t he t hr ee LbL coat ings (10 BL).

For t he uncoat ed AA3003, t he R ox values decr eases wit h incr easing immer sion t ime. Th is might be attr ibut ed t o the corrosion pr ocess which induces a l ocal pH incr ease on t he aluminum surface due t o t he cathodic r eact ion (oxygen r educt ion)

[START_REF] Jorcin | Gal vanic Coupl ing Bet ween Pur e Co pper and Pur e Aluminum : Ex per imental Appr oach and Mat hematical Model[END_REF]

. As a consequence, t he nat ive aluminum oxide t ends t o dissolve (chemical r eact ion) when t he immer sion t ime incr eases.

  and 9a '), t he analysis reveal s t he pr esence of C, N, O and P peaks confir ming t he pr esence of t he alginat e and t he Pchit osan on t he AA3003 surface. It is worthy to not e t hat t he Al peak is not det ect ed, which might indicat e t he pr esence of a unifor m LbL coat ing, as shown by t he SEM observat ions on t he Si wafer s (Fig .5). Aft er immer sion in t he Na 2 SO 4 sol ut ion (Fig .9band 9b'), t he C, N, O and P peaks ar e st ill visibl e, showing t hat t he LbL coat ing is al ways pr esent on t he AA3003 surface. Aft er immer sion, Al is det ect ed which suggest s t hat t he LbL coat ing was da maged dur ing t he immer sion. In addit ion, t he Na and S peaks ar e observed, indicat ing t he pr esence of sodium sulfat e (from t he el ectrolyt e) in t he LbL coat ing. The EDX analyses confir med t hat a LBL coat ing was for med on t he AA3003 surface but t he barr ier effect was l imit ed (penetrat ion of t he el ectrolyt e and pr esence of t he Al peak).
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Layer-by-Layer coatings comprising alginate and either unmodified or phosphorylated chitosan at different molecular weights were evaluated for their potential to reduce the corrosion of an aluminum alloy 3003. First, the growing rate of the LbL coatings was determined on Si wafers by measuring the IR absorbance according to the bilayers number.

The system containing phosphorylated chitosan appeared to grow faster than that with the unmodified chitosan. FE-SEM observations revealed coating thicknesses between 200 nm and 500 nm according to the type of chitosan. It was found that the use of phosphorylated chitosan at 1 wt. % and high molecular weight (250,000 g mol -1 ) promoted the deposition of thicker coatings. The corrosion protection of the AA3003 was assessed by electrochemical impedance spectroscopy in a Na 2 SO 4 0.1 M solution. It was shown that the three LbL systems afforded similar corrosion protection by reducing the active surface area by comparison with the uncoated sample. Even if the EDX analysis has confirmed the presence of the coating on the metal surface, the EIS measurements revealed a limited barrier effect.
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