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Temperature and velocity measurements in a buoyant flow induced by a heat source array on a vertical plate
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Heat source arrays are common in engineering applications. Natural convection is a reliable and silent cooling strategy. Therefore, an array of flushmounted heat sources has been studied under conjugate conduction and natural convection condition. This studies was performed for a system with relatively large dimensions, typical for power electronics, and a modified Rayleigh number up to 2 • 10 10 . A modular set of heaters was designed to vary the distribution of heat sources on the plate and investigate the influence of the spacing. Velocity and temperature were measured in the convective flow with particle image velocimetry and micro-thermocouple. The velocity field was analyzed with proper orthogonal decomposition. The first instabilities of the convective flows were described. The results gave a better understanding of the heat transfers in these configurations and are valuable for model validation.

Introduction

The phenomenon of natural convection is present as soon as a temperature 5 gradient appears in a fluid. It is therefore of importance in many engineering applications [START_REF] Baïri | A review on natural convection in enclosures for engineering applications. the particular case of the parallelogrammic diode cavity[END_REF]. Arrays of heat sources are common configurations in systems such as electronics. Electrical losses in components give rise to cooling issues, for instance with power electronics for renewable energies [START_REF] Baudoin | Thermal modelling of a passively cooled inverter for wave power, Renewable Power Generation[END_REF].

Interests for conjugate natural convection grew with the development elec-10 tronic. Miniaturization in microelectronics and the consequent increase in heat flux density made it necessary to optimize cooling. In 1995, an array of identical discrete heat sources was studied numerically and experimentally with conjugate conduction and natural convection [START_REF] Heindel | Conjugate natural convection from an array of discrete heat sources: part 1-two-and three-dimensional model validation[END_REF]. The importance of 3D-effects was highlighted and a numerical model was validated for laminar steady conditions.

Based on these results, a parametric study was presented for the fluid/substrate thermal conductivity ratio and for the modified Rayleigh number (< 10 9 ) [START_REF] Heindel | Conjugate natural convection from an array of discrete heat sources: part 2-a numerical parametric study[END_REF]. The thermal coupling between the sources in a array under natural convection is nonlinear and complex. A first optimization study was performed for discrete heating with heaters of an infinite length and to solve the problem 20 with a two-dimensional equations [START_REF] Silva | Optimal distribution of discrete heat sources on a wall with natural convection[END_REF]. The convective flow driven by linear heat sources was studied experimentally in [START_REF] Habib | Characteristics of natural convection heat transfer in an array of discrete heat sources[END_REF]. Similar problems with forced convection or with protruding sources have also been studied, like for instance in [START_REF] Sultan | Enhancing forced convection heat transfer from multiple protruding heat sources simulating electronic components in a horizontal channel by passive cooling[END_REF][START_REF] Hajmohammadi | Optimal discrete distribution of heat flux elements for in-tube laminar forced convection[END_REF].

An array of flush mounted sources with diverse sizes was studied experimen-25 tally and numerically in [START_REF] Durgam | A numerical and experimental study of optimal distribution of discrete heat source array cooled by natural and forced convection[END_REF]. The purpose was to test different configurations in order to optimize the heat transfer. The influence of the spacing between identical heat sources on the overall thermal resistance has been studied for optimization purposes in [START_REF] Baudoin | Experimental optimization of passive cooling of a heat source array flush-mounted on a vertical plate[END_REF]. A 3x3 heater array in an enclosure with liquid cooling has been studied 30 numerically for low Rayleigh numbers (< 10 8 ) in [START_REF] Tou | 3-d numerical analysis of natural convective liquid cooling of a 3× 3 heater array in rectangular enclosures[END_REF]. It showed that, the local Nusselt number presented important variations in space and the influence of the enclosure aspect ratio was studied. In [START_REF] Tso | Flow pattern evolution in natural convection cooling from an array of discrete heat sources in a rectangular cavity at various orientations[END_REF], the orientation of the cavity was studied on the convective flow due to an array of heat source.

In [START_REF] Sudhakar | A heuristic approach to optimal arrangement of multiple heat sources under conjugate natural convection[END_REF] a problem with multiple non-identical sources was optimized at low Rayleigh number. The temperature was measured at the source and a nondimensional distance parameter was introduced to implement a first order optimization strategy.

Artificial neural network was used together with genetic algorithm in [START_REF] Hotta | Optimal distribution of discrete heat sources under natural convection using ann-ga based technique[END_REF] for an array of heaters with different sizes. The temperature excess was also experimentally studied at the source. The distribution of protruding heat sources in a vertical duct was optimized under forced convection with an ANN-GA approach in [START_REF] Sudhakar | Optimal heat distribution among discrete protruding heat sources in a vertical duct: a combined numerical and experimental study[END_REF]. This type of problems has been the subject of several reviews [START_REF] Öztop | A brief review of natural convection in enclosures under localized heating with and without nanofluids[END_REF][START_REF] Narasimham | Natural convection from discrete heat sources in enclosures: an overview[END_REF]. Most of the published work was conducted in the context of a sealed cavity. Steady flow and temperature has been a commonly used assumption. Despite all the available literature, a lack of flow measurements is mentioned in [START_REF] Habib | Characteristics of natural convection heat transfer in an array of discrete heat sources[END_REF]. Experimental setups have been limited to temperature measurements. Besides, most of the work has been performed for low Rayleigh number and laminar regime.

This present study provides experimental results of the combined temperature, heat transfer and velocity measurements for a system with discrete heat sources with large dimensions (e.g. typical for power electronics components) and open boundaries. The dimensions result essentially in higher Rayleigh number which determine the flow regime. Considering the unstable character of natural convection [START_REF] Saury | Experimental determination of first bifurcations to unsteady natural convection in a differentially-heated cavity tilted from 0 • to 180[END_REF], the fluctuations of the flows were also studied.

Method

Experimental setup

Figure 1 presents the experimental setup. All the tests were performed in a big glass chamber located inside an air conditioned room with a constant temperature. Nine rectangular heat sources were flush-mounted on one side of a vertical metal plate. The heat sources consisted of 3 rows and 3 columns of sources. An array of modular heat sources was designed in order to study the effect of the spacing between the heat sources (see Figure 2). The other side of metal plate is directly in contact with air and is cooled essentially by natural convection. The plate was chosen to have a low emissivity (approximately 0.1) in order to limit radiative effects.

The heat sources consisted of printed copper board (PCB) with an electrical resistance of around 0.5 Ω. As shown in Figure 2 (right), a thermal sheet was placed between the PCB and the plate. It was used to insulate electrically while enhancing the thermal contact. Its thermal conductivity was 7 W/mK. A piece of polyurethane foam was mounted in the back of the PCB with a conductivity of 0.028 W/mK. A PVC plate was added on the back of the polyurethane foam in order to apply a uniform mechanical pressure. Pressure was applied with two screws with approximately 0.4 Nm on each. The rest of the backside of the plate was covered by a set of modular pieces 75 of thermally insulating materials. Extruded polystyrene foam, with a thermal conductivity of 0.031 W/mK, was used to obtain adiabatic conditions while still being able to change easily the position of the heat sources mounted on extruded aluminum bars along which they could be moved. This insulating material was chosen for its good mechanical properties.
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All the heat sources were controlled by one single DC-supply unit. The power dissipated by each heat source was balanced by tuning the resistances and cables prior to the tests. A thermocouple of type T was installed at the centre of the heaters, to monitor the temperature for each heat source connected to an Agilent 34970 data acquisition unit with two 34901A cards, giving an accuracy 85 of ±1K.

Experimental protocol

At the beginning of the test, the sources were mounted against the metal plate with a nano-screwdriver for a uniform thermal contact (approximately 0.4 Nm). Because of the thermal expansion, the screws were retightened when 90 the temperature had reached a permanent regime (< 1K/30min.). The velocity was first measured with Particle Imaging Velocimetry (PIV). Then, a microthermocouple used to measure the temperature. All measurements were performed for different distributions of the sources (i.e. horizontal and vertical spacings), as well as for different power levels. The two power levels corresponded to heat 95 flux density of 1,1 and 2 kW/m 2 . PIV and micro-thermocouple measurements were conducted in the middle vertical plane.

Velocity measurements

The convective flow was measured with a double-pulsed laser (Nd-YAG) together with a dedicated Dantec SpeedSence 9040 CCD camera (see Figure 3).
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The camera and the laser are synchronized with a BNC 575 pulse generator. Both were placed outside the glass cavity not to perturb the convective flow. Shell Ondina Oil was used in a Laskin generator to seed the flow with 1-5 µm oil particles . The velocity vectors were calculated using the commercial software DynamicStudio, with a filter on correlation peak height ratio. An adaptive 105 interrogation window of 64x64 to 16x16 pixels was used with an overlapping of 50%. The distance between two contiguous vectors was therefore 0.92 mm.

Pictures were acquired during 100 s (determined with a convergence test) at a frequency of 50 Hz. The delay between the two lasers pulses was set 2 ms to match the velocity in the boundary layer. To obtain good results in both 110 the low-velocity region (far from the wall) and the high velocity region (in the boundary layer), the vector calculation was performed twice. First, the pairs of frames were used (i.e. with a time step of 2 ms) and then the first frame of consecutive pairs (i.e. with a time step of 20 ms). The two fields were later combined by selecting the best vectors at each point with a criteria based on 115 the norm of the velocity.

The first analysis of the results showed a very low mean velocity in the near wall regions. Indeed a detailed inspection of the pictures revealed that the particle density was low in these regions. No of the pictures. Therefore a special treatment was used for these regions, to eliminate the zero-velocity vectors.

To cover the entire heated region, both the camera and the lasers were mounted on a linear servo actuator for movement in the vertical direction (see Figure 1). The measurement were carried out repeatedly at different vertical positions. Finally, edge detection was applied to the pictures using a Gaussian gradient threshold method. It was done to straight up the wall in the image in order to merge the results properly.

Temperature measurements

A thermocouple of diameter 12,7 micrometer was used to measured temperature in the air flow. This K-type thermocouple was mounted on a multi-axes linear servo actuators system for movement in the vertical-and y-direction. In the direction normal to the plate, the precision of the moving axis was ± 0.02mm. The thermocouple was first moved manually to touch the plate by using a scope for precision. The position was then controlled by a computer with the software Labview which also logged the temperature measurement. In this way the measurements for an horizontal temperature profile were automated. The data acquisition was delayed with several seconds after each displacement to avoid vibrations.

The frequency acquisition was 50 Hz during 100 s at each point. The density of measurement points was set in the direction normal to the wall as a decreasing function of the distance to wall. Five points were taken within the first millimeter, as it was shown to be sufficient to obtain a high correlation factor for the linear regression (r 2 > 0.99) to determine the wall heat flux. Far from the wall the points were spaced by 1 cm.

The ambient temperature, T ∞ , was measured with a PT100 sensor immersed in water. The data were acquired with a multimeter NI PXI 1031 installed in a NI 4071 DMM unit. It gave a sensitivity of ±0.01 K for the chosen logging frequency. The standard deviation for the temperature measurement is below 0.3 K for each dataset (i.e. a time serie for one given position of the thermocouple). This is due to fluctuations of temperature. The temperature measurement was zereod before heating and only temperature difference was measured (i.e. relative to the PT100 ambient measurement). A in-situ calibration ensures an uncertainty below 0,5 K for the measured time-averaged temperature difference.

Data analysis

The dimensionless temperature is defined in Equation 1. It is used to define the dimensionless local heat transfer coefficient, the Nusselt number N u, as shown in Equation 2.

θ = T -T ∞ q" • H/λ f (1) N u = ∂θ ∂Y * (2) 
A Monte-carlo simulation was run with a normal law on the linear regression that gives the Nusselt number. As a results, the error could be estimated for each horizontal profile given uncertainties for temperature and position (see previous section). The modified Rayleigh number is proposed in Equation 3. It is based on Equation 1 and the characteristic length ∆Z.

Ra ∆z = g • β • (q" • H/λ f ) • ∆Z 3 α • ν (3) 
In order to analyze the velocity fields, a Proper Orthogonal Decomposition (POD) was performed. This method was applied on each height section separately, as the acquired data correspond to different time series. Given the dimension of the field (> 10 000 vectors) and the number of time steps (< 5 000), the snapshots method was selected [START_REF] Bergmann | Optimal rotary control of the cylinder wake using proper orthogonal decomposition reduced-order model[END_REF]. To calculate the mean field and subtract it, only valid vectors were taken into account (see filters described in Section 2.2.1).

The snapshots matrix is defined as U = (u i t ) where u i t is the velocity fluctuation at the i-th point and for the t-th timestep. The eigenvectors of the auto-correlation matrix C = U.U t are used to define the fluctuation modes as linear combinations of the snapshots. The eigenvalues represent the kinetic energy of the modes. The velocity field can then be reconstructed by using only the most energetic modes.

Results

The modified Rayleigh number ranged from 2, 9 • 10 8 to 1, 9 • 10 10 , depending on the distribution layout and the input power (≈6.5 W to ≈12 W). In this section, the experimental results are first presented to give a complete description of the convective flow. These results are then analyzed to quantify the local heat transfer, the boundary layers thickness and the instability of the flow. All results are presented for the vertical mid-plane (i.e. symmetry plane) of the setup.

Temperature and velocity measurements

The convective phenomenon was fully characterized by the temperature and the velocity measurements inside the flow. The results are presented in this section to describe the conjugate convective flow. The vertical profiles presented in the following were measured along a vertical line at the centre of the middle column of heat sources.

Wall temperature

The dimensionless temperature is shown in Figure 4. The temperature elevation was measured to be up to nearly 100 K. This high value was logically obtained for a distribution dense in both vertical and horizontal directions. The lowest temperatures were measured for large horizontal and vertical spacing. The maximum temperature was almost the same for a wide horizontal spacing / low vertical spacing as for the opposite. This indicates the possibility to define an optimal configuration giving the best cooling on the smallest area.

The wall temperature at the lower heat sources was lower than for the upper row, indicating the effect of convective heat transfers. The middle row exhibited high temperature due to conductive thermal interaction between the sources.
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When moving away from the centre of the heaters, the temperature decreased rapidly. The rate of this decrease can be compared with the dimensionless length defined in Equation 4. For a spacing smaller than Z * , the temperature between the sources do not drop as in Figure 4. This drop appears and increases when the vertical spacing is increased. It can be already observed for a vertical spacing 205 of 80 mm (slightly above Z * ) and is significant for a spacing of 380 mm.

Z * = λ s • e λ f • H ≈ 1 (4) 
The ratio Z * represents the importance of the conductive heat transfer in the substrate and against the convective heat transfer at the wall. An infinite value corresponds to an isothermal plate. In this case, the area covered by the heat sources is at a uniform temperature and the position of heat sources could 210 not be distinguished in the results. On the contrary, a low value would result to a uniform heating configuration over the regions of each separate heat source. The considered case is thus perfectly intermediate. The length Z * proposed here is believed to characterize the conjugated heat transfer better than the thermal conductivity ratio used in [START_REF] Heindel | Conjugate natural convection from an array of discrete heat sources: part 2-a numerical parametric study[END_REF][START_REF] Ali | Optimal location of a heat source mounted in a substrate cooled ny natural convection[END_REF].
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The above mentioned decrease of the temperature was quicker downstream of the sources than upstream because of the convective flow which transports heat upwards. The dissipated power did almost not affect the wall temperature profiles.

When the horizontal spacing was wider, an overall increase of the tempera-220 ture was observed, but the shape of the profiles is almost not modified. However, the horizontal spacing had a little more impact downstream far from the sources where the temperature decrease was slowed down. When reducing the horizontal spacing, the configuration became 2-dimensional and resembled heating bands. This inhibits horizontal heat transfer. The complete velocity field was successfully obtained from the separate PIV 

fields. Figures 5 to 6 (top graphs)

show that the flow is accelerating along the plate as it gets heated-up. The horizontal spacing had an indirect influence on the velocity (see Figure 5). It is due to an overall higher temperature. However,
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the horizontal spacing had a limited effect on the structure of the flow.

In Figure 6, it can be seen that the vertical spacing had a much greater effect on the velocity. It validates the definitions of the modified Rayleigh number (see Equation 3). The boundary layer becomes thicker and longer for a wider vertical spacing. The acceleration is slower for wide vertical spacing.
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The description of the fields is also supported by the profiles shown in Figure 7. On these profiles, it can be seen than the temperature profiles are modified downstream of the heat sources. The slope become positive near the wall. Likewise, the horizontal velocity profiles are inverted for the profiles above the upper row. This correspond to the region of positive horizontal velocity compo-240 nent (see bottom graphs in Figures 5 and6). The horizontal component of the velocity was much lower than the vertical one, except from the region far from the wall. This component was oriented towards the wall except from a region near the wall and downstream of the last heat source (see bottom graphs in Figures 5 and6). Right after the upper source, the suction stopped and the fluid 245 was ejected. The fluid is cooled by the plate and the buoyancy forces becomes weaker. The region of positive horizontal component is moving with the upper row when increasing the vertical spacing. When the fluid is accelerated (due to heating from the wall), we can observe a suction toward the wall. On the contrary, when then fluid is decelerated the flow is rejected. The flow becomes 250 a wall jet and the energy is dispersed (we can see than the boundary layers is widening). Good agreement between the observations on temperature and velocity features. Cooling by the wall is noticeable in the upper profiles and explains the rejected flow. This will be analyzed further in the next section. 

Analysis

Nusselt number and boundary layer thickness

First of all, a linear regression was performed on the temperature measurement points closest to the wall in order to determine the dimensionless temperature gradient. The Nusselt number (see Equation 2) is shown in Figure 8. For illustrative purposes, it can be translated into a convection heat transfer coef-260 ficient of up to 6.5 W/Km 2 (with H as a characteristic length). The Nusselt number was positive in the regions close to the heaters and decreased rapidly when moving away from them. For a tight layout in the vertical direction, the Nusselt number was positive in the whole region covered by heat sources.

In the case of a wider vertical spacing, the Nusselt number became negative 265 between the sources, indicating an inversion of the thermal boundary layer. In these regions, the plate was heated by the fluid. This inversion occurred quickly downstream of the sources: less than H/2 in some cases. In fact, this feature was earlier and more pronounced for a layout tight in the horizontal direction. The horizontal spacing only slightly influenced the Nusselt number far from the 270 source, but a noticeably higher Nusselt number was obtained at the heat source for a smaller spacing. The region with a positive Nusselt was limited to roughly 4H in some cases. For a large vertical spacing, the Nusselt number was locally similar for the middle and the upper source. A comparison is shown in Figure 9 for the middle 275 and the upper row. This indicates that, from a cooling perspective, this spacing is large enough to consider the source to be in similar conditions. In other words, no benefit can be expected from a further increase of the spacing.

The thickness of the thermal and velocity boundary layers (BL) was evaluated. These results are shown in Figures 10 and11. The thickness was defined 280 as the distance from the wall for which the temperature or the velocity had decreased by 50%. The layers were between 2 and 12 mm thick (thermal) and 8 to 20 mm (dynamic). The BL were thinnest close to the heat sources and thicker far from the heat sources.

The Figure10 shows how the kinetic BL is progressively modified from a con-285 stantly increasing thickness to a piecewise increasing and decreasing thickness when the vertical spacing in widened. For a layout tight in the vertical direction the velocity BL thickness increased almost constantly In all cases, a larger horizontal spacing reduced the BL thickness. It also leads to a more rapidly increasing thickness downstream of the sources but no 290 difference near the sources. The thermal BL thickness successively decreased in the heated region and increased between the heat sources for a larger spacing. The thermal BL presented wider variations than the kinetic one, especially for a large vertical spacing.

In the proximity of the heaters, both layers become thinner but the narrowing 295 of both BLs is not in phase. The thermal BL thickness reaches its minimal value at the beginning of the heat source. On the contrary, the dynamic BL thickness is minimal downstream of the heated region. An increase of dissipated power leads to slightly thinner boundary layers. However, the shape of the curves was not changed. 

Flow stability

As shown in Figure 12, the dominant POD-modes for most of the distributions and powers displayed straight lines at the limit of the velocity boundary layer. This corresponds to a acceleration/deceleration in the border of the layer. While no instabilities could be observed at modified Rayleigh number below 10 10 305 (stationary laminar flow), rotational features were present in Figure 12 (right) for the highest Rayleigh number. These structures were moving upwards with the flow as illustrated in Figure 13. The structures are Tollmien-Schlichtning The spectral analysis of the second type of modes (i.e. rotational in the upper region) is shown Figure 14. The results exhibit a clear peak for the velocity modes and a similar peak for the temperature. No results are shown for sparse 315 distributions or for lower Rayleigh Number, because the spectra did not present any clear signals. The peak observed for the temperature is centered around 3.3 Hz and is spread between 2.5 and 4 Hz, depending on the position. The first harmonic was also identified. A smaller and narrow peak is seen at 2.2 Hz closer to the wall. Both features were only present at the highest positions. In the 320 results from the POD analysis, the observed peak is at slightly lower frequency and is centered around 3.0 Hz. The results also suggest signals at low frequency (≈ 0.1 Hz and below) for both the temperature and the velocity. The POD-filtered velocity fields were used to calculate the RMS value for each component. The results presented in Figure 15, show that the POD tech-325 nique was successfully used to reduce the noise in the low-velocity regions. The RMS value is increasing in the boundary layer with the height and reached its maximum at the upper heat source. These results are in good agreement with the previous observations of rotational features appearing at Z * = 6 in the firsts modes. A weaker feature also appeared in the region close to the heat sources, even for a low vertical spacing.

The RMS value for the temperature (right) displays larger spatial disparities. It increased continuously in the flow, even downstream of the sources. The RMS values for the temperature and the velocity appear to be only weakly correlated. These results are helpful for validating the turbulence in models as it is a major source of numerical uncertainties in case of natural convection. The RMS values are low for all configurations with a modified Rayleigh number below below 10 10 . Above this value, the RMS values increases rapidly in the upper part of the flow (local Ra z = 10 11 , see Figure 15). These observations support the introduction of the vertical spacing in the Rayleigh number.

A limited number of configurations could be tested in this study, as it was preferred to investigate the influence of a variety of parameters (the experimental procedure is time consuming). It is suggested that future work could focus on one single parameter (e.g. the vertical spacing which was showed to have a major effect of the convection flow) to perform a more detailed parametric sweep.

Conclusion

i/ The convective flow has been thoroughly described by temperature and velocity measurements in the flow. The influence of several parameters was investigated. The horizontal and vertical spacing between the heat sources as well as the dissipated power were varied. The vertical spacing was shown to have the greater impact on the convective flow and the heat transfer. These experimental data give an understanding of the thermal interaction between the heat sources. In particular, velocity measurements in this study are unique.

ii/ In a dense layout, the heat flux density is increased (i.e. better utilization of the area) but the temperature reaches values potentially harmful for the components. On the contrary, a sparse distribution of the heat sources gives lower temperature but at the price of a large covered area. So it appears that there is a necessity for a trade-off. Extreme cases have been studied here and give a frame for validation of models covering a range of distributions for optimization of a wide variety of cooling problems.

iii/ When the vertical spacing is significantly larger than the dimensionless conductive/convective length, the heat transfer was locally similar for the middle and the upper row for a sparse layout, although the velocity field was very different.

iv/ The horizontal spacing was shown to have only a limited influence on the temperature profiles and the flow. This observation tends to validate a posteriori the choice, made in many previous studies such as [START_REF] Silva | Optimal distribution of discrete heat sources on a wall with natural convection[END_REF], to treat the optimization of the spacing as a two-dimensional problem. However, the effect of this parameter can not be completely neglected for high accuracy.

v/ The power level and the dimensions in this study reached values for which the flow started transitioning. The critical modified Rayleigh number was around 2 • 10 10 . The temporal behavior of the flow was highlighted and instabilities were discussed. All these results can be highly valuable to include turbulent effects in numerical model.

Highlight for "Temperature and velocity measurements in a buoyant flow induced by a heat source array on a vertical plate":

• Temperature and velocity were measured for discrete heating and free convection.

• Vertical spacing in the array has the largest effect on the flow.

• Nu is similar over the rows for spacing larger than a convection/conduction length.

• The flow becomes unsteady for a critical modified Ra of 2.10 10 .

• 3Hz travelling waves appears at the upper row in the border of the layers.

Figure 1 :

 1 Figure 1: Schematic view of a middle plane of the setup.

Figure 2 :

 2 Figure 2: Experimental setup for study of a heat source array. The backside of the plate with heat sources and modular isolating pieces structure to change the spacing (left). One of the heat sources mounted on the back of the metal plate (right).

Figure 3 :

 3 Figure 3: PIV and micro-thermocouple measurements. All equipment was placed outside the glass chamber not to disturb the convective flow.

Figure 4 :

 4 Figure 4: Dimensionless wall temperature for different distributions and different powers. The plain lines correspond to a larger horizontal spacing. The reference position was chosen at the centre of the central heat source.
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Figure 5 :

 5 Figure 5: Dimensionless vertical (top) and horizontal (bottom) velocity components at varying horizontal spacing for a fixed vertical spacing (∆Y = 80 mm). The blue lines show the limit between positive and negative horizontal velocity.

Figure 6 :

 6 Figure 6: Absolute vertical (top) and dimensionless horizontal (bottom) velocity components at varying vertical spacing for a fixed horizontal spacing (∆X = 50 mm). The blue line shows the limit between positive and negative horizontal velocity.

Figure 7 :

 7 Figure 7: Temperature (left), vertical velocity (middle) and horizontal velocity (right) horizontal profiles. Results obtained for a low vertical spacing. The positions of the profiles correspond to the upper limit of the heat sources (Z * = -2 , 0.4 , 3.2) and downstream of the last heat source (Z * = 4.0 , 5.8). ∆Y = 80 mm and ∆X = 50 mm.
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Figure 8 :

 8 Figure 8: Nusselt number for different distributions and different powers. The plain lines correspond to a larger horizontal spacing.

Figure 9 :

 9 Figure 9: Nusselt number the middle and upper heat source. ∆Y = 380 mm and ∆X = 210 mm.

Figure 10 :

 10 Figure 10: Velocity boundary layer thickness for an increasing vertical spacing (∆X = 50 mm). The horizontal axis is normalized by the vertical spacing for comparison.
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Figure 11 :

 11 Figure 11: Thermal boundary layer thickness. The dashed and the plain lines show results obtained for a small and a large horizontal spacing, respectively.

Figure 12 :

 12 Figure 12: Streamlines for the mean velocity field and the 2 firsts modes from the POD analysis. The colorscale represents the rotational of the velocity. Tight layout in the vertical direction (left) and sparse layout (right).

Figure 13 :

 13 Figure 13: Example of time-series for the Q-criterion calculated for the reconstructed velocity field (50 modes used for 60% of the total energy)

Figure 14 :

 14 Figure 14: Fourier analysis for the POD modes (left) and for the corresponding temperature (right). The second one if shown for different positions in height (y = 2.5 mm). Results obtained for a tight layout at higher power at the top source. Ra ∆Z = 2 10 10

Figure 15 :

 15 Figure 15: RMS-value for the velocity components before and after the POD treatment, as well as for the temperature (right). The upper figure shows the results for a low horizontal spacing and the lower one shows the results for the large horizontal spacing. The local Rayleigh number Ra z is calculated with the position from the first heaters row. (100 modes used out of 4500)

Table 1 :

 1 Dimensions of experimental setup

  particle was present on a majority

	Parameter	Value
	Pictures size	1632 x 800 pixel
	Pictures size	186 x 94 mm
	Scaling factor	0.115 mm/pixel
	Delay between laser pulses	2 ms
	Acquisition frequency	50 Hz
	Focal length of the objective	100 mm

Table 2 :

 2 Settings for PIV
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