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Introduction

The choke utter can lead to the failure of fan or compressor blade in turbojet engines. Choke utter appears when a strong shock-wave chokes the blade to blade channel. In UHBR fan, choke utter appears at part speed regimes (typically 80 Nn) and at low or negative incidence (high mass ow, low total pressure ratio). The steady ow is subsonic upstream and downstream of the blade row and supersonic in the blade to blade channel. A strong shock-wave chokes the channel from the suction side to the pressure side. This paper is the continuity of previous works on a specic case of UHBR fan named ECL5v1. The choke utter instability is analyzed based on the resolution of time-linearized Reynolds-Averaged Navier-Stokes on a 2D blade to blade extraction. An analytical motion of rotation of the airfoil around its leading edge, without the deformation of the blade surface (i.e. a rigid body motion), is imposed to a typical choke utter fan operating condition. For a selected Inter Blade Phase Angle (IBPA=90 • ) and selected reduced frequency (0.15), choke utter instability happens [START_REF] Rendu | Inuence of reduced frequency on choke utter instability in transonic UHBR fan[END_REF]. In [START_REF] Duquesne | Local contribution of blades vibration on the choke utter instability in transonic UHBR fan[END_REF], for the same test-case, the blade vibration is decomposed in a large set of subsection to determine the main local utter sources. The analysis reveals few zones of important work exchange. The exchange induce by the motion of two side by side small zones near the trailing edge on the pressure side lead the overall stability. The direction of the work exchange is dierent for each zone depending on the phase. The suspected phenomenon, the same in both cases, is the amplication of backward pressure waves at the shock wave. Another couple of sources located on each side of the shock-wave on the suction side has a signicant contribution to the overall work exchange. Vibration of these points induce a supplementary motion of the separation bubble and the shock wave. In the previous works the k-ω turbulence model is linearized, the main goal of this paper is to apply the same methodology on a set of calculation with the frozen turbulence assumption and compare these results and the results obtain without this assumption.

2 Numerical methods

Steady RANS solver

The compressible RANS solver Turb'Flow is used in this work to compute the 2D steady ow in a 90% height blade to blade channel. This solver relies on vertex centred nite volume method on multi-block structured grids [START_REF] Smati | Comparison of numerical schemes to investigate blade utter[END_REF]. Convective uxes are obtained through upwind scheme of Roe [START_REF] Roe | Approximate Riemann solvers, parameter vectors, and dierence schemes[END_REF] with Monotonic Upstream-centred Scheme for Conservative Laws (MUSCL) interpolation of third order [START_REF] Van Leer | Towards the ultimate conservative dierence scheme. V. A second-order sequel to Godunov's method[END_REF]. The interpolation order is reduced in strong gradient zones according to Harmonic Cubic Upwind Interpolation (H-CUI) limiter. Diusive uxes are obtained through central interpolation of conservative variables. The pseudo time discretisation relies on backward Euler with CFL=20 and local time step to speed up the convergence. The linear problem arising from the implicit method is solved through GMRES iterative method [START_REF] Saad | GMRES: A generalized minimal residual algorithm for solving nonsymmetric linear systems[END_REF]. The ow is considered fully turbulent and the k-ω turbulence model of Wilcox [START_REF] Wilcox | Reassessment of the scale-determining equation for advanced turbulence models[END_REF] has been used. At the wall ω value is extrapolated to be assumed innite.

Time-linearized URANS solver

The Linearised RANS (LRANS) solver Turb'Lin is used to compute the harmonic ow around the steady state. This solver has been previously validated on transonic separated ows [START_REF] Philit | Derivated turbulence model to predict harmonic loads in transonic separated ows over a bump[END_REF][START_REF] Rendu | Time-linearized and harmonic balance Navier-Stokes computations of a transonic ow over an oscillating bump[END_REF]. The solution is obtained in the frequency domain by solving the linear system. Spatial discretisation relies on Jameson et al. [START_REF] Jameson | Numerical solution of the Euler equations by nite volume methods using Runge Kutta time stepping schemes[END_REF] centred scheme with linearised pressure sensor.

Aeroelasticity

The complex amplitude of displacement δx and velocity V is imposed at each node of the blade mesh to model the blades oscillation. The steady position of the blade P. DUQUESNE ET AL. is chosen as the phase origin. This yields

( δx) = 0 ; ( V) = 0 (1) 
The interblade phase angle (IBPA) σ is modelled through quasi-periodic boundary conditions in azimuthal direction

q(x b + g) = q(x b )e jσ ( 2 
)
where q is the complex amplitude of conservative variable uctuations, x b the domain boundary and g the interblade pitch.

The work W extracted by the ow to the structure is written according to the convention of Verdon [START_REF] Verdon | Linearized unsteady aerodynamic theory[END_REF].

W = T 0 -P s(x, t) * S(x, t) t • V(x, t)dt (3) 
where P s is the instantaneous static pressure, S the vector associated to the instantaneous surface, oriented towards the structure, and V the instantaneous velocity vector associated to the blade displacement.

In frequency domain, neglecting second order terms, the only contribution to the unsteady work is, for a rigid body motion,

( 1 P s) S • ( 1 V) (4) 
where 1 P s and 1 V are the complex amplitude of rst harmonic of static pressure and velocity vector, respectively. Thus only the real part of uctuating static pressure contributes to the stability of the uid-structure interaction. The damping coecient is then obtained by the integral of the extracted work normalized by the maximal vibrating kinetic energy along the blade surface

ζ = 1 4π Ω WdΩ U ( 5 
)
where Ω is the uid-structure contact interface and U the maximal vibrating kinetic energy of the blade given by

U = 1 2 ρωS B ( 6 
)
where ρ is the blade material density, ω the vibration pulsation and S B the total blade surface. Superposition principle induced by the linearisation of RANS equation leads to the equality between the unsteady ow generated by the vibration of the whole blade and the vibration of each surface mesh node. The blade vibration can thus be decomposed in an arbitrary number of zones N and the global damping coecient can be computed by the sum of the damping coecient associated to each vibration. Formally, [START_REF] Saad | GMRES: A generalized minimal residual algorithm for solving nonsymmetric linear systems[END_REF] where P s i represents the pressure uctuations generated by the motion of zone i. To avoid even-odd decoupling, the blade is decomposed into pairs of adjacent mesh nodes. Each computation consists in the vibration of two adjacent nodes: rst calculation is computed with the motion of the rst and second mesh nodes, next calculation by the motion of the third and fourth nodes, etc. The equality of the global damping coecient, and its repartition along the chord, for the entire blade vibration and the result of the sum of the motion of each node has been checked. This decomposition strategy has some subtleties: the distance between adjacent nodes is not constant, to compare the contribution of each nodes association the extracted work need to be normalized by the length between the two points. The set of calculations includes 828 L-URANS calculations (half with the calculated turbulence in 424 positions and half with the frozen turbulence assumption at the same positions). All these calculations are based on the same 2D steady state calculation.

ζ = N i ζ i ; ζ i = 1 4πU Ω ( 1 P s i ) S • ( 1 V)dΩ

Frozen turbulence assumption

With the frozen turbulence assumption, the turbulence variables are xed at the time of their steady values, this assumption means that the characteristic time of the turbulence evolution is very slow comparatively to the blade vibration characteristic time (here 300 Hz). In opposition, without the frozen turbulence assumption, the turbulence model is also linearized and turbulence variables are calculated in each time step. Physically, that corresponds to consider that the turbulence reacts without delay to the uctuation of the ow. In previous papers, because of the separated ows the turbulence model has been calculated [START_REF] Duquesne | Local contribution of blades vibration on the choke utter instability in transonic UHBR fan[END_REF][START_REF] Philit | Derivated turbulence model to predict harmonic loads in transonic separated ows over a bump[END_REF][START_REF] Rendu | Time-linearized and harmonic balance Navier-Stokes computations of a transonic ow over an oscillating bump[END_REF].

3 Studied conguration

UHBR fan

The chosen test case is the Ultra High Bypass Ratio (UHBR) fan ECL5v1. The ECL5 design goals are to generate selected aeroelastic and aerodynamic instabilities, including the choke utter at part-speed regime, and remains representative of future transonic UHBR fan. The operating range of the ECL5v1 fan, issues from numerical simulations, is plotted in g. 1 for three dierent rotational speeds (nominal speed Nn=10 450 rpm). The energetic method allows to decompose 3D blade in a sum of 2D airfoils. Most of the extracted work is generated close to the tip due to high levels of both blade velocity and pressure uctuations. Therefore a 2D blade to blade channel mesh has thus been extracted at 90% of ECL5v1 height to run the aeroelastic study. At this height the blade surface shows thin, highly staggered blades with low camber, which is typical of transonic fan tip airfoils. Choke utter is associated with negative incidence and strong shock-wave choking the interblade channel. It appears for part-speed regime, typically around 80% of the nominal rotational speed. For the aeroelastic study, the operating point showing the highest massow on 80 Nn speed characteristic line is thus chosen (in blue in g. 1). 

Steady ow

The mesh used for both steady and unsteady computations has been obtained through a convergence study. It consists in 106 007 points with y + < 1 for the rst layer of cells close to the blade surface. Total pressure, total temperature and azimuthal velocity are imposed at the upstream boundary and the static pressure at downstream boundary. The boundary conditions of the 2D-steady ow calculation are set to preserve the shock-wave position from the 3D calculation. The steady relative Mach number associated with the choked ow is plotted in g. 1.

Looking at the leading edge zone, negative incidence can be seen as well as a supersonic region choking the interblade channel and terminated by a strong shock-wave. On the pressure side, the maximal Mach number is 1.23 and the boundary layer is attached to the blade downstream of the shock-wave. On the suction side, the Mach number reaches 1.32 which leads to the separation of the boundary layer downstream of the shock-wave. The separation is closed and the reattachment point is located 8.3% of chord downstream of the separation point.

Modeshape

In this study, the chosen mode shape consists in a rotation of the airfoil around its leading edge without the deformation of the blade surface (i.e. a rigid body motion). This mode shape is representative of the rst 3D torsion mode of the blade where the transonic utter is observed. Motion of adjacent blades can present a phase shift called interblade phase angle or IBPA (frequency and mode shape remain identical between blades). The IBPA is by convention positive when the wave propagates in the same direction as the rotor speed and negative otherwise. The reduced frequency, for turbomachinery aeroelastic study, represents the ratio between the time of ight of a uid particle along the chord and the time of a vibration period. In this work based on previous study, The IBPA is set at 90 • and the reduced frequency is low at 0.15. The damping coecient obtained is negative, in the paper convention the work exchange is from the uid to the blade so this case presents a choke utter FROZEN TURBULENCE AFFECT ON THE CHOKE FLUTTER INSTABILITY instability. A sketch of three adjacent blades position during the vibration cycle is plotted in g. 2. For each blade, colours correspond to dierent instants (-T/4,T,T/4). Vibration amplitude and interblade distant are modied for illustration purpose. The eective solidity (spacing/chord ratio) is 1.37. The out of phase blades vibration induces dierent passage section for adjacent interblade channel (see the same instant for the two channel in g. 2). This area uctuation leads to strong velocity uctuations. 4 Eect of frozen turbulence assumption

Eect on the total damping coecient

The total damping coecient ζ (calculate with eq. 5) is negative, which corresponds to the blade vibration amplication (utter case), independently of the frozen turbulence assumption use. The damping coecient magnitude is smaller, but in the same order of magnitude, for the frozen turbulence case. The damping coecient dierence between both cases is similar to the dierence when another turbulence model is chosen, in this sense the frozen turbulence assumption has a restricted eect on the prediction of the damping coecient. The work exchange, normalized by the maximal vibrating kinetic energy and element surface, along the chord is plotted in g. 3 for the calculated turbulence case (blue line) and for the frozen turbulence case (dashed red). The smaller damping coecient for the frozen turbulence case is induced by a smaller work exchange downstream to the shock-wave. The work exchange reduction is more important on the suction side in particular in the ow separation bubble zone. This result suggests that the eect of the frozen turbulence assumption is concentrated on the ow separation bubble that is consistent with the importance of viscous eects in this type of secondary ow. The ow downstream the shock wave is indirectly impacted by the eect on the ow separation bubble and the ow upstream is not aected protected by the strong shock-wave which chokes the interblade channel. 

Eect on main utter source

To determine the main utter sources, the sum of the work along the chord is performed for the individual motion of each point. Results for both sets of calculations are represented in g. 4, the case with calculated turbulence on the left and with the frozen turbulence assumption in the middle. The right side of g. 4 shows the enlargement of the trailing edge in both cases. The colours correspond to the work around the airfoil for the motion of the segment at this position. Here, the work is normalized by the length of the moving point to determine main utter sources without the eect of the segment length. Colour scale has been restricted for presentation purpose due to local high values near the trailing edge. In g. 4, the supersonic zone is delimited by black lines and the position of the separation point and reattachment point are reported by (S) and (R) respectively. The global repartition pattern of the utter sources is similar to both sets of calculations: the overall stability is induced by few localized excitation source with high intensity near the trailing edge. The stabilizing or destabilizing aspect of main local sources have the same direction in both cases. Four particular zones have been selected because of their high contribution to stability in a restricted area. In addition to having the same stabilizing or destabilizing behaviour, main utter sources with or without calculated turbulence have the same size to one mesh point. These zones are listed in table 1 and reported in g. 4 with a reference letter (A,B,C,D). In both set of calculation zones ares the same. The A-zone is located on the pressure side near (but not at) the trailing edge. The vibration of this small zone, less than 0.1% of the total airfoil length, induces the largest part of the negative (destabilizing) work. The vibration of the zone just upstream the A-zone on the pressure side (B-zone) induces a large part of the positive (stabilizing) work. Even if B-zone is larger than the A-zone, it is kept small (4.2% of the total airfoil length). The stabilizing work induced by the motion of the B-zone cannot compensate for the large amount of destabilizing work induced by the motion of the A-zone : the cumulative work of A and B-zones is negative (destabilizing). On the suction side, most of the contribution on the stability is again induced by the motion of points located near the trailing edge. The C-zone is just upstream the shock-wave and the D-zone downstream. D-zone corresponds to the ow separation bubble (between the separation and the reattachment point). The separation point is the border between C and D zones and correspond to an inversion of the work exchange. C zone induces negative (destabilizing) instead of D-zone that induces positive (stabilizing) work. The proportion to the contribution to the stabilizing work and the destabilizing work induce by both zones are similar. The frozen turbulence assumption impact magnitude of all utter sources but in dierent ways. The frozen turbulence assumption tends to predict smaller work exchange for zones A and B and a larger work exchange for zones C and D. For example, the contribution of zone C on the total destabilizing work is twice when frozen turbulence assumption is used (from 17 to 34%). The same eect can be observed for zone D and in the same time contribution of zones A and B decrease. Despite that, the pressure side utter sources always lead the global stability. The balance between zone A and B is smaller when using frozen turbulence assumption but always negative (destabilizing) and larger than other sources. In comparison, the couple zone C and zone D tend to cancel their eect mutually in both cases. Due to this result, the next analysis is focused on the work exchange induced by the motion of a point of A and B zone only. Fig. 5 presents the extracted work along the blade chord for the motion of the most destabilizing point from A-zone (in red) and for the motion of the most stabilizing point from B-zone (in green). Solid line and dashed lines represent results for calculated turbulence and frozen turbulence cases respectively. The two selected points are close together and on the pressure side downstream the shock-wave near the trailing edge. As is postulated in [START_REF] Duquesne | Local contribution of blades vibration on the choke utter instability in transonic UHBR fan[END_REF], backward pressure waves generated by the motion of a point in zone A or B travel upstream in the blade to blade channel up to the shock-wave. When the backward pressure waves reach the shock-wave their amplitude increased. The amplication of the pressure uctuation induced prod-ucts more work exchange. Results for frozen turbulence assumption shows a more stabilizing behavior downstream the shock-wave in particular in the ow separation bubble. The pressure uctuation modulus for the motion of a point in zone A with or without frozen turbulence assumption are presented in g. 6 (the pressure uctuation modulus for a point in zone B have the same pattern with a smaller amplitude). At the excitation sources, the pressure uctuation produced by the motion of the segment is larger with the frozen turbulence assumption, but as shown in g. 6, pressure uctuation is smaller in the neighbourhood of the source. The frozen turbulence tends to reduce the propagation of the pressure waves. Also, the frozen turbulence reduces the interaction of the pressure wave with the ow separation bubble and leads to smaller pressure uctuations in this region. This observation tends to conrm the hypothesis that the higher pressure uctuation gradient on the suction side is explained by the interaction with the ow separation bubble as formulated in [START_REF] Duquesne | Local contribution of blades vibration on the choke utter instability in transonic UHBR fan[END_REF]. The frozen turbulence assumption seems leading to smaller pressure uctuations where viscous eects are important. The direction of the work exchange seems to be linked to the phase of the excitation source. The phase mapping of the motion of a point in A zone (stabilizing) and in B zones (destabilizing) have similar pattern but with a 180 • phase shift. The frozen turbulence assumption has no eect on the phase shift. The representation of turbulence plays here a minor part. The direction of the work exchange is not sensitive to the viscous eect and the mechanism of amplication of the pressure wave at the shock-wave appears majority like a potential eect. In g. 7 the root of the turbulent kinetic energy uctuation modulus and the velocity uctuation modulus, both normalized by the averaged velocity norm, are represented. The map of the turbulent kinetic energy uctuation modulus is not represented for the frozen turbulence, by denition this one is null everywhere. Due to the small displacement assumption in the linearized calculation, the uctuation values don't correspond to the real uctuation but are scaled for a unitary displacement.

As shown in g. 7, the velocity uctuation is more prominent at the shock-wave and in the ow separation bubble in both cases. The velocity uctuation at the shock wave is relatively similar with or without frozen turbulence assumption. Contrary to inside and near the ow separation bubble, the velocity uctuation is more important and more constant in the case of the frozen turbulence. In the same positions, the turbulent kinetic energy uctuates when the turbulence is calculated at each time step. In the case of the frozen turbulence assumption, the uctuation of the total energy can only be redirected to the term of pressure uctuation and velocity uctuation. In the case of the calculated turbulence, the term of the turbulence can absorb a part of the energy uctuation. Therefore the turbulence (when calculated at each time) acts like a damper in the boundary layer and limit the velocity uctuation. Even if the turbulence uctuation is three orders of magnitude smaller than velocity uctuation they have a non-negligible eect on the work exchange induced by the vibration of the A-zone.

Conclusions

The choke utter in an Ultra High Bypass Ratio fan is analyzed using a timelinearized Reynolds-Averaged Navier-Stokes equation solver on a 2D blade to blade extraction at 90% height. Two cases for the k-ω turbulence model are considered: with the turbulence quantities calculated at each time step or using the frozen turbulence assumption. A vibrating decomposition method based on the superposition principle is performed on each surface mesh node to identify the main sources of the work exchange between the ow and the blade.

In both cases, with and without frozen turbulence assumption, the damping coecient and the position of most intense destabilizing sources and stabilizing sources are similar. The overall stability is leading by two couples of stabilizing/destabilizing sources. The rst couple is downstream of the shock-wave near the trailing edge on pressure side. The vibration of this zone induces backward travelling pressure waves, which propagates upstream up to the shock-wave. The next couple is on the suction side in the neighborhood of the interaction between the shock-wave and the ow separation. The destabilizing source is just upstream the shock-wave and the stabilizing source correspond to the ow separation bubble. For both couples of sources, the stability direction is linked to the phase, stabilizing sources and destabilizing sources have a phase shift of 180 • . The frozen turbulence assumption plays on the amplitude of these two couples of sources. With the frozen turbulence assumption, the main source on the pressure side has a smaller work exchange and, in opposition, the work exchange is more intense for the main source on the suction side. The frozen turbulence has more eect where the viscous eects are important in the ow dynamics (i.e. in the ow separation bubble). Analysis of turbulent kinetic energy uctuations and velocity uctuations of the most destabilizing zone (A-zone) reveals that the acts like a damper in the boundary layer and limit the velocity uctuation when turbulence is calculated at each time step. The small proportion of total energy absorbed by the turbulence has a non-negligible impact on the work exchange. This test-case shows an example of the importance to calculate the turbulence at each time step, in particular when ow phenomena are driven by viscous eects.

Figure 1 :

 1 Figure 1: Left: operating range of ECL5v1 -choked operating point in blue. Right: steady relative Mach number for choked ow.

Figure 2 :

 2 Figure 2: Sketch of the vibration of three adjacent blades at three dierent instants, airfoil colours show the dierent instants: -T/4,T,T/4. Vibration amplitude and interblade distant are modied for illustration purpose.

Figure 3 :

 3 Figure 3: Extracted normalized work along blade chord for calculated or frozen turbulence (leading edge at x/xc=0, pressure side: x/xc<0, suction side: x/xc>0).Separation, reattachment, sonic line and shock-wave positions are represented by vertical lines noted S, R, M=1 and SW respectively.

Figure 4 :

 4 Figure 4: Normalized work on the airfoil, sonic line is in black, (S) and (R) are respectively separation and reattachment points, selected zones are referred by A,B,C,D. Left airfoil represents results for calculated turbulence, middle gure for frozen turbulence assumption and the trailing edge enlargement at right.

Figure 5 :

 5 Figure 5: Normalised extracted work along blade chord products by the motion of a point in zone A and B (leading edge at x/xc=0, pressure side: x/xc<0, suction side: x/xc>0). Separation, reattachment, sonic line and shock-wave positions are represented by vertical lines noted S, R, M=1 and SW respectively. Solid and dashed line for calculated and frozen turbulence respectively.

Figure 6 :

 6 Figure 6: Pressure uctuation modulus induces by the motion of the most destabilizing point in A-zone.Calculated and frozen turbulence respectively at left and right

Figure 7 :

 7 Figure 7: Squared normalized turbulent kinetic energy uctuation modulus induces by the motion of the most destabilizing point in A-zone for calculated turbulence at left. Normalized velocity uctuation modulus induces by the same point for calculated and frozen turbulence respectively in the middle and at right. Black lines represent the steady shock-wave.

Table 1 :

 1 Selected region name, work (-:destabilizing, +:stabilizing) for calculated and frozen turbulence, the percentage in bracket is the work contribution induce by the segment motion in the destabilizing part of the work (or stabilizing case dependent) and the zone length versus the airfoil length.

	Zone name Calculated Frozen Blade W/U.10 -3 W/U.10 -3 length
	A	-11.5 (56%) -7.9 (44%) 0.1%
	B	+ 8.5 (44%) + 5.7 (32%)	5%
	C	-3.6 (17%) -6.1 (34%)	4%
	D	+ 3.1 (16%) + 6.1 (34%)	2%
	Airfoil	-1.4	-0.3
	Sum W/U< 0	-20.6	-18
	Sum W/U> 0	+ 19.2	

+ 17.7 4.3 Eect on the stability induced by pressure side zones