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EFFECT OF NODAL DIAMETER ON THE LOCAL BLADES VIBRATION ON THE CHOKE FLUTTER INSTABILITY IN TRANSONIC UHBR FAN

For some blade vibration situation (frequency, modeshape and nodal diameter) and some operating condition, the flow around a fan blade can amplify the natural vibration of the blade. This effect can lead to the failure of the blade.

In this paper, the choke flutter instability is analysed based on the resolution of time-linearised Reynolds-Averaged Navier-Stokes on a 2D blade to blade extraction of an Ultra High Bypass Ratio (UHBR) fan named ECL5v1. The flow condition corresponds to choke flutter typical situation: a strong shockwave chokes the blade to blade channel. The blade vibration is represented by analytical motion of rotation of the profile around its leading edge. For a low reduced frequency (0.15), and certain Inter Blade Phase Angle (at 90°, equivalent to a nodal diameter at 4), choke flutter instability happens.

In this case of flutter instability, a method of vibration decomposition has been performed. That has allowed the determination of the main local flutter sources and the main zones excited by each source. Two main work exchange sources are located side by side on the pressure side near the trailing edge. Both sources induce a work exchange at the traversing shockwave, particularly on the suction side where a flow separation happens.

Next, the effect of the nodal diameter variation on these two main sources and their corresponding zone of work exchange are investigated in the range from -6 to 6. Flutter sources exist at a similar position and with the same work exchange sign for the different nodal diameter but their work exchange magnitude are modified. Different pressure wave propagation mechanisms are suspected to explain this evolution.

INTRODUCTION

The choke flutter can lead to the failure of fan or compressor blades in turbojet engines. Choke flutter appears when a strong shockwave chokes the blade to blade channel. In a UHBR fan, choke flutter appears in part speed regimes (typically 80 Nn) and at low or negative incidence (high mass flow, low total pressure ratio). The steady flow is subsonic upstream and downstream of the blade row and supersonic in the blade to blade channel. A strong shockwave chokes the channel from the suction side to the pressure side.

This paper is the continuity of previous works [START_REF] Rendu | Influence of reduced frequency on choke flutter instability in transonic UHBR fan[END_REF][START_REF] Duquesne | Local contribution of blades vibration on the choke flutter instability in transonic uhbr fan[END_REF][START_REF] Duquesne | Effect of frozen turbulence assumption on the local blades vibration on the choke flutter instability in transonic UHBR fan[END_REF]] on a specific case of UHBR fan named ECL5v1. An analytical motion of rotation of the profile around its leading edge, without the deformation of the blade surface (i.e. a rigid body motion), is imposed for a typical choke flutter fan operating condition.

In this framework, reference [START_REF] Rendu | Influence of reduced frequency on choke flutter instability in transonic UHBR fan[END_REF] shows that a choke flutter instability happens for a selected Inter Blade Phase Angle (IBPA, σ=90° equivalent with 16 blades to ND = 4) and selected reduced frequency (0.15). The case with blade vibration in phase (σ=0°, ND = 0) is also analysed and has a stabilising behaviour. In the same paper, the blade vibration is decomposed into two parts, the upstream zone and the downstream zone. The upstream region extends from the leading edge to the shockwave / boundary layer interaction region on suction and pressure sides while the downstream region corresponds to the remaining part of the blade. The largest contribution to the total damping coefficient is negative and induced by the vibration of the downstream region. This contribution is associated with the unsteady shockwave / separated boundary layer interaction on the suction side and the phenomenon of acoustic blockage. The vibration of the upstream region has a stabilising effect with the largest contribution achieved where the boundary layer is separated.

The stability of the decomposed blade vibration is also analysed for several reduced frequencies. As shown in figure 1, the trend of the total damping coefficient is quite similar to the trend of the downstream contribution. The contribution of the downstream vibration is highly stabilising at low reduced frequency (k). It then decreases, reaching a minimum at k = 0.15. The damping coefficient then rises up to a neutral contribution at k = 0.20.

Figure 1: Normalised power associated with the upstream (in blue), downstream (in red) and total (black) vibration

of the blade as a function of the reduced frequency for σ=90° [START_REF] Rendu | Influence of reduced frequency on choke flutter instability in transonic UHBR fan[END_REF].

In reference [START_REF] Duquesne | Local contribution of blades vibration on the choke flutter instability in transonic uhbr fan[END_REF], the blade vibration is decomposed in 424 subsections. The analyse indicates that a small blade portion has a large contribution to the stability. The main flutter sources are located at the trailing edge on the pressure side and on the suction side. Analysis reveals that the global stability is the superposition of:

• The shockwave amplification of backward travelling pressure waves induced by the motion of a few points on the pressure side near the trailing edge.

• The motion of points in the vicinity of the shockwave on suction side induce combined motions of the shockwave and the separation bubble.

In reference [START_REF] Duquesne | Effect of frozen turbulence assumption on the local blades vibration on the choke flutter instability in transonic UHBR fan[END_REF], the same blade vibration decomposition method is used but with the frozen turbulence assumption (turbulence variables remain at their steady values). Results show that the blade stability is sparsely impacted by this assumption. The position of most intense stabilising/destabilising sources is similar with and without frozen turbulence assumption. On the other side, the frozen turbulence assumption plays on the amount of work exchanged by the main sources. The analysis points to an effect of damping by the boundary layer when the turbulence quantities are varying.

The main goal of the present paper, applying the same refined decomposition as reference [START_REF] Duquesne | Local contribution of blades vibration on the choke flutter instability in transonic uhbr fan[END_REF], is to analyse how the Inter Blade Phase Angle influence the location and the contribution of the most stabilising/destabilising sources.

NUMERICAL METHODS

Steady RANS solver

The compressible RANS solver Turb'Flow is used in this work to compute the 2D steady flow at a 90% height of a blade to blade channel. This solver relies on vertex centred finite volume method on multi-block structured grids [START_REF] Smati | Comparison of numerical schemes to investigate Blade flutter[END_REF].

Convective fluxes are obtained through upwind scheme of Roe [START_REF] Roe | Approximate Riemann solvers, parameter vectors, and difference schemes[END_REF] with Monotonic Upstream-centred Scheme for Conservative Laws (MUSCL) interpolation of third order [START_REF] Van Leer | Towards the ultimate conservative difference scheme. V. A second-order sequel to Godunov's method[END_REF]. The interpolation order is reduced in strong gradient zones according to Harmonic Cubic Upwind Interpolation (H-CUI) limiter. The diffusive fluxes are obtained through central interpolation of conservative variables.

The pseudo-time discretisation relies on a first order implicit scheme with CFL=20 and local time step to speed up the convergence. The linear problem arising from the implicit method is solved through GMRES iterative method [START_REF] Saad | GMRES: A generalized minimal residual algorithm for solving nonsymmetric linear systems[END_REF].

The flow is considered fully turbulent and the k-ω turbulence model of Wilcox [START_REF] Wilcox | Reassessment of the scale-determining equation for advanced turbulence models[END_REF] is used. At the wall ω value is extrapolated to be assumed infinite (technically very large).

Time-Linearised URANS solver

The Linearised RANS (LRANS) solver Turb'Lin is used to compute the harmonic flow around the steady state. The solution is obtained in the frequency domain.

Spatial discretisation relies on centred scheme with linearised pressure sensors [START_REF] Jameson | Numerical solution of the Euler equations by finite volume methods using Runge Kutta time stepping schemes[END_REF].

The turbulent model (k-ω) has been also linearised (see [START_REF] Duquesne | Effect of frozen turbulence assumption on the local blades vibration on the choke flutter instability in transonic UHBR fan[END_REF] for comparison of results with frozen turbulence assumption).

This solver has been previously validated on transonic separated flows [START_REF] Rendu | Time-linearized and harmonic balance Navier-Stokes computations of a transonic flow over an oscillating bump[END_REF][START_REF] Philit | Derivated turbulence model to predict harmonic loads in transonic separated flows over a bump[END_REF].

Aeroelasticity

The complex amplitudes of displacement and velocity are imposed at each node of the blade mesh to model the blade oscillation. The work extracted by the fluid from the structure is written according to the convention of Verdon [START_REF] Verdon | Linearized unsteady aerodynamic theory[END_REF].

Ps , t * , t ⋅ , t dt (1)
where Ps is the instantaneous static pressure, the vector associated with the instantaneous surface, oriented towards the structure, and the instantaneous velocity vector associated with the blade displacement. In frequency domain, neglecting second order terms, the only contribution to the unsteady work is, for a rigid body motion,
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where and are the complex amplitude of the first harmonic of static pressure and velocity vector, respectively. Thus only the real part of fluctuating static pressure contributes to the stability of the fluid-structure interaction.

The damping coefficient is then obtained by the integral along the blade surface of the extracted work normalised by the maximal vibration kinetic energy
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where Ω is the fluid-structure contact interface and ' the maximal vibration kinetic energy of the blade given by
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where * is the blade material density, + the vibration pulsation and , -the total blade surface.

In this paper, by convention is negative when the work exchange is from the fluid to the blade. Therefore, a negative damping coefficient case corresponds to a flutter instability.

Superposition principle induced by the linearisation of RANS equation leads to the equality between the unsteady flow generated by the vibration of the whole blade and the vibration of each surface mesh node. The blade vibration can thus be decomposed in an arbitrary number of zones . and the global damping coefficient can be computed as the sum of the damping coefficient associated with each zone. Formally,
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& . ℝ8 :dΩ 6 where 9 represents the local pressure fluctuations generated by the motion of zone =. It is to notice that is the wall velocity induced by the motion of the whole blade. To avoid even-odd decoupling, the blade is decomposed into pairs of adjacent mesh nodes. In each computation consists in the vibration of two adjacent nodes: first calculation is computed with the motion of the first and second mesh nodes, next calculation by the motion of the third and fourth nodes, etc. The equality between the damping coefficient for the whole blade vibration (eq.3) and the sum of the motion of each node (eq.5) has been checked. Work repartitions along the chord are also identic. This decomposition strategy has some subtleties: the distance between adjacent nodes being not constant, to compare the contribution of each nodes association, the extracted work needs to be normalised by the length between the two points.

With such a vibration decomposition the total work exchange for the motion of only a single node can be determined around all the blade. Only the node can product pressure waves. The vibrating node can be interpreted as a source. By tracing the work along the chord for the vibration of one node (the source), zones where the work is significantly exchanged can be determined; these are referred by the term of receptor (of the pressure wave induced by the source). For example, a local source downstream a shockwave can produce regressive pressure waves which interact with the shockwave to exchange work at the wall receptor, normally in the vicinity of the shockwave.

The set of calculations includes 424 L-URANS calculations for the case with four nodal diameters. For other nodal diameters, only the works induced by the motion of positions of interest are calculated. All these calculations are based on the same 2D steady state solution.

STUDIED CONFIGURATION

UHBR fan

The chosen test case is the Ultra High Bypass Ratio (UHBR) fan named ECL5v1. The ECL5 design goals are to generate selected aeroelastic and aerodynamic instabilities, including the choke flutter at part-speed regime, while remaining representative of future transonic UHBR fan [START_REF] Brandstetter | Project PHARE-2 -a High-Speed UHBR Fan Test Facility for a new Open-Test-Case[END_REF]. The ECL5v1 is a test bench to prepare and to develop methods, and to make preliminary analysis in the waiting of the final design and planned experimental validation.

There are 16 rotor blades. The operating condition selected for this investigation is at part-speed regime, 80% of the nominal speed, for the highest mass flow (more details on the operating range of ECL5v1 can be found in [START_REF] Rendu | Influence of reduced frequency on choke flutter instability in transonic UHBR fan[END_REF]).

A 2D blade to blade channel mesh has been extracted at 90% of ECL5v1 height to run the present aeroelastic study. At this height the blade surface shows thin, highly staggered blades with low camber, which is typical of transonic fan tip profiles.

Steady flow

The mesh used for both steady and unsteady computations has been obtained through a convergence study. It consists in 106 007 points with y + <1 for the first layer of cells close to the blade surface.

Total pressure, total temperature and azimuthal velocity are imposed at the upstream boundary and the static pressure at downstream boundary. The boundary conditions of the 2D-steady flow calculation are set to preserve the shockwave position from the 3D calculation. The steady relative Mach number associated with the choked flow is plotted in figure 2.

Looking at the leading edge zone, negative incidence can be seen as well as a supersonic region choking the interblade channel and terminated by a strong shockwave. On the pressure side, the maximal Mach number is 1.23 and the boundary layer is attached to the blade downstream of the shockwave. On the suction side, the Mach number reaches 1.32 which leads to the separation of the boundary layer downstream of the shockwave.

The separation is closed and the reattachment point is located 8.3% of chord downstream of the separation point.

Modeshape

In this study, the chosen mode shape consists in a rotation of the profile around its leading edge without the deformation of the blade surface (i.e. a rigid body motion). This mode shape is representative of the first 3D torsion mode of the blade for which the transonic flutter is observed. Motion of adjacent blades can present a phase shift called Inter Blade Phase Angle (IBPA or σ). Frequency and mode shape remain identical between blades. σ can be expressed in term of nodal diameter (ND). σ and ND are by convention positive when the wave propagates in the same direction as the rotor speed and negative otherwise. The reduced frequency is calculated with the chord. In this work the reduced frequency is low at 0.15 and σ is set from -135 to 135° (equivalent to ND from -6 to 6). As shows in previous study, this case is unstable (choke flutter instability) with σ set to 90° (ND=4) [START_REF] Rendu | Influence of reduced frequency on choke flutter instability in transonic UHBR fan[END_REF]. For the nodal diameter continuous range, the outlet cut-on/cut-off condition is estimated (only the outlet condition is discussed here, because the next selected source is downstream of the shockwave). Results, also presented in figure 3, point to a cut-on condition range between -0.97 and 2.88 ND. Out of this range the outlet condition is cut-off. Table 1 summarises the work exchange peak sign for all investigated cases. For all cases the peaks are located at the position of the shock wave (see figure 4). The peak on the pressure side is always negative. The suction side peak has a positive contribution to backward modes and a negative contribution to forward modes.

Table 1: Effect of the ND on the sign of the work exchange:

-for destabilizing, + stabilizing, 0 near zero

ND Pressure side peak Suction side peak -6 - 0 -4 - + -2 - + 0 - + 2 - 0 4 - - 6 - -
To improve the understanding of the effect of the nodal diameter on the flutter stability, the main flutter sources are located with the method developed in [2] at 4 ND. In the next step, the influence of the variation of the nodal diameter is analysed on these sources.

Determination of main local flutter sources at 4 ND

The case with 4 ND has been already studied in [START_REF] Rendu | Influence of reduced frequency on choke flutter instability in transonic UHBR fan[END_REF][START_REF] Duquesne | Local contribution of blades vibration on the choke flutter instability in transonic uhbr fan[END_REF][START_REF] Duquesne | Effect of frozen turbulence assumption on the local blades vibration on the choke flutter instability in transonic UHBR fan[END_REF]. Here only major results on the main flutter sources are recalled. To determine these, the sum of the work along the chord is calculated for the individual motion of each mesh point. One coloured dot in figure 5 presents this sum induced by the motion of the mesh point located at the same position. Colour scale has been restricted for presentation purpose due to local high values near the trailing edge. In figure 5, the supersonic zone is delimited by black lines and the position of the separation point and reattachment point are reported by (S) and (R) respectively. The sub-figure is a trailing edge enlargement.

Figure 5: Normalised work on the profile, sonic line is in black, (S) and (R) are respectively separation and reattachment points, selected zones are referred by A and B. Grey dots correspond to values near zero.

Two zones have been selected because of their high contribution to stability. These zones are reported in figure 5 with a reference letter (A, B). Zone A is located on the pressure side near (but not at) the trailing edge. The vibration of this small zone, less than 0.1% of the total profile length, induces 56% of the negative (destabilising) work. The vibration of the zone just upstream zone A on the pressure side (zone B) induces a large part, 44%, of the positive (stabilising) work. Even if zone B is larger than zone A, it remains small (4.2% of the total profile length). The stabilising work induced by the motion of zone B cannot compensate for the large amount of destabilising work induced by the motion of zone A: the cumulative work of zones A and B is negative (destabilising). From these results, the last 5% at the end of the pressure side near the trailing edge seems leading the stability of the motion of the overall blade. 

of a single point in zone A (ND=4). Vectors represent the steady velocity direction (not the modulus).

As presented in figure 6, zone A is just upstream of a low steady static pressure bump corresponding to a small flow separation zone. One hypothesis is that the pressure waves generated by the motion of the zone A interact with the pressure bump and the small separation zone to generate large static pressure fluctuations (the correspondence with high pressure fluctuations can be observed in figure 7 for the 4 ND case).

Nodal diameter effect on main flutter sources

After the selection of the main flutter sources based on the case at 4 ND, calculations with different ND have been performed for the motion of points in zone A and B. The preliminary checking is to confirm that zone A and B defined for 4 ND exist and have a similar behaviour. The work produced by the motion of the mesh point, plotted in figure 8, attests that the definition of zone A and B are consistent for all ND. Zone A and zone B induce respectively negative and positive work exchange independently of the ND. The position and size of zone A are coherent between the different selected ND, only the work exchange magnitude seems affected by ND. For zone B the downstream position is always the same (at the edge of zone A) but the upstream position and the magnitude depend on the ND. The work produced by the motion of zones A and B is very low for ND = 0 and 2. In spite of the small contribution of these zones, the global exchange remains consequent. Probably other sources induce sufficient work exchange and are more important to the global stability. In this paper, the focus is not to check if zones A and B are the main sources for all ND cases but to investigate the effect of the ND on the main sources with ND = 4.

The cases with low work, at ND = 0 and 2, are in the range of cut-on condition (also reported in figure 9). The effect of cut-on/cut-off situation is suspected to impact the pressure fluctuation and the amount of work exchanged. In the next section, the pressure fluctuation amplitude and phase maps are investigated to explain the effect of the cuton condition and the link with the low work exchange. 

Nodal diameter effect on main flutter receptors

In the next investigations, only the result of the zone A is presented. All the points in zone A are moved together. Suspected mechanisms are the same for the motion of the zone B but effects on the work exchange are opposite and with lower magnitude. As already presented in [START_REF] Duquesne | Local contribution of blades vibration on the choke flutter instability in transonic uhbr fan[END_REF] for 4 ND, the work exchange inversion between zone A and B corresponds to a phase shift of 180°. This result is extended to all investigated ND. As a reminder, only the zone A vibrates so only this one can produce pressure waves (concept of source) but these waves can exchange work with all the blade (concept of receptor). The comparison of all the cases points to major differences between the two cases at 0 and 2 ND on one side (which induce low work exchange) and the other cases in other side (high work exchange). Only two cases, at 2 and 4 ND, are presented due to their representativeness of all cases.

The pressure fluctuation modulus for ND = 4 in the interblade channel is presented in figure 10. From the trailing edge up to the leading edge, the amplitudes decrease in a first time and increase approaching the shockwave in particular on the suction side where the flow separation happens. This modulus map points to the source and different receptors. The high values at the zone A is coherent to the fact that this part is the only one in motion: the source. Two other regions of high pressure fluctuations, considered receptors, can be distinguishing: at the shock wave and at the flow separation bubble.

The pressure waves travelling mechanism can be illustrated with the pressure fluctuation phase map at figure 11. For all cases with high work exchange (ND = -6, -4, -2, 4 and 6), the resulting pressure wave is regressive on the pressure side (coherent with the outlet cut-off condition). On the suction side, close to the wall the pressures wave is also regressive but further away, for about one third of the interblade channel, a pocket of progressive waves exists. This pressure wave phase pattern is the result of the superposition of different pressure waves and the influence of the flow separation zone. Zone A motion on the reference blade (ref. blade in figures) generates both regressive pressure waves (propagation at counter-flow) and progressive ones (propagation and flow direction are the same). Regressive pressure waves propagate up to the shock wave of the same interblade channel as the source. Pressure waves are amplified by the gradient of Mach. At the shock wave, a part of regressive pressure waves is reflected in progressive waves.

Progressive waves generated by the zone A motion are quickly attenuated downstream blade row (cut-off condition). These waves can still propagate to the trailing edge. To assure the pressure continuity at the trailing edge, these progressive waves induce regressive waves at the wall on the suction side. In this mechanism, the source is in the next adjacent channel, on the next blade in the rotation direction (ref. blade + 1 in figures). Effect of farther interblade channels cannot be excluded but have probably less effect than the first adjacent channel.

The pressure fluctuation difference between the suction and pressure sides (in terms of magnitude and phase) is associated with the flow separation bubble. The pressure waves, generated by both sources, which crossing the flow separation bubble are impacted by a supplementary dephasing. The damping effect of the detached boundary layer is illustrated in [START_REF] Duquesne | Effect of frozen turbulence assumption on the local blades vibration on the choke flutter instability in transonic UHBR fan[END_REF] with the frozen turbulence assumption results. The flow separation bubble is a supplementary component of the interaction between the pressure wave and the shockwave. The different pressure wave phase induces a different timing at the suction and pressure sides that leads in a modulation of the pressure fluctuation modulus.

The previous explained mechanism is modulated by the ND. Pressure fluctuation modulus has a relatively similar map for all cases but the phase map is different. For cases with positive ND (4 and 6) and cut-off condition, the phase pattern on the reference blade pressure side (ref. blade) is the same. On the suction side, the phase is shifted by the IBPA gap between the two cases. That suggests that the source of the reference blade (ref. blade) is prominent versus the source of the next blade (ref. blade + 1). For cases with negative ND (-2, -4 and -6), the phase on the suction side is similar but the phase pattern is different on the pressure side. The phase gradient decreases with the ND, pressure waves are faster at high negative ND (ND=-6) than a low negative ND (ND =-2). In these cases, that suggests that the source of the next blade (ref. The ND = 0 and 2 cases are cut-on at downstream and the work exchange is low. These cases also correspond to a different pressure fluctuation modulus and phase pattern. As presented for ND = 2 in figure 12, the pressure fluctuation modulus presents only two regions of high levels: the source and the at the shockwave. Comparatively to the 4 ND case, at the shock wave the pressure fluctuations are lower. High pressure fluctuation levels are restricted to the near vicinity of the shockwave. The pressure fluctuation magnitude at the shockwave is similar on suction and pressure sides. The flow separation bubble seems to generate less pressure fluctuations. A zone of very low pressure fluctuation amplitude, near zero, is located on the middle of the pressure side. The region of zero pressure fluctuation extends across the entire blade to blade channel. That is coherent with the low work exchange for ND = 0 and 2 presented at figure 9. This pressure fluctuation magnitude node corresponds to a very high pressure fluctuation phase gradient (see figure 13). The previous describe pressure waves superposition for cases with high work exchange is again valid but low exchange cases are cut-on. So pressure waves can propagate upstream and downstream (up to the shockwave). The amplitude of regressive pressure wave is smaller (because the energy can be lifted to the downstream) and the amplitude of shockwave reflected waves is larger. The pressure wave superposition generates a low pressure fluctuation levels and results in a destructive waves interference. The flow separation bubble is less impacted by the pressure waves and reacts smoothly. 

CONCLUSION

The choke flutter in an Ultra High Bypass Ratio fan is analysed using a time linearised Reynolds-Averaged Navier-Stokes solver on a 2D blade to blade extraction at 90% height. A vibration decomposition method based on the superposition principle is performed at each surface mesh node to identify the main sources of the work exchange and the corresponding zones of exchange excited by each source.

For a reduced frequency at 0.15 and a nodal diameter of 4, a choke flutter instability happens. In this vibration condition the overall stability is led by a couple of stabilising/destabilising sources downstream of the shockwave near the trailing edge on pressure side. Sources induce work exchange at the traversing shockwave, particularly on the suction side where a flow separation happens. The work exchange sign seems to be established by the phase shift between the source and the shockwave motion.

A sensitivity analysis in terms of nodal diameter is conducted on these two main sources. Both the excitation sources position and signs are the same for all nodal diameters. The amount of work exchanged by main sources is very low to ND = 0 and 2, these cases are the only with a cut-on condition at downstream.

Pressure fluctuation modulus and phase points to a complex superposition of pressure waves. Regressive pressure waves induce by the motion of the sources near the trailing edge propagates up to the shock wave and are reflected in progressive waves. Progressive waves propagate to the trailing edge and induce regressive waves on the suction side. Two sources are combined on the blade and on the next blade (in the rotation direction).

For outlet cut-off cases, the pressure waves in the interblade channel are strong and bounded by the shockwave and the downstream. That seems to induce complex interaction with the flow separation bubble. In these cases, the relative importance of both sources, and so the pressure wave superposition, are modulated by the ND.

For cut-on cases, the pressure waves can propagate energy at the downstream. The waves superposition result in a zone of very low pressure fluctuation amplitude, which corresponds to a low work exchange. The separation bubble seems less impacted by the pressures waves.

In a near future, this work should be completed with two insights. The determination of the main sources for the ND cases with cut-on condition (ND = 0 and 2). And the development of a wave-splitting methods to determine the relative importance of each sources in adjacent blades. 

NOMENCLATURE
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 2 Figure 2: Steady relative Mach number for choked flow. The sonicline is in black. EFFECT OF THE NODAL DIAMETER Effect with the motion of the entire blade The damping coefficient induced by the vibration of all the blade (the global damping coefficient) has been calculated for a nodal diameter from -6 (σ =-135°) to 6 (σ =135°) with a step of 2 ND (∆σ =45°). Results are plotted in figure 3. The only case of negative damping coefficient (flutter case) is at 4 ND. Cases with ND inferior or equal to 0 are stable (positive damping coefficient), cases with ND = 2 and 6 are stable but values are close to 0.For the nodal diameter continuous range, the outlet cut-on/cut-off condition is estimated (only the outlet condition is discussed here, because the next selected source is downstream of the shockwave). Results, also presented in figure3, point to a cut-on condition range between -0.97 and 2.88 ND. Out of this range the outlet condition is cut-off.

Figure 3 :

 3 Figure 3: Damping coefficient evolution for different nodal diameters for the vibration of whole blade. Vertical dashed line represents the outlet cut-off/cut-on conditions limits.The work along the blade is plotted in figure4for some selected cases. For all ND, the extracted work along the blade presents the same regions of high work exchange. The work exchange is higher at the position and downstream the traversing shockwave. Particularly, a high work exchange

Figure 4 :

 4 Figure 4: Normalised extracted work along blade chord produced by the motion of whole blade for different nodal diameters (leading edge at X/C=0, pressure side: X/C<0, suction side: X/C>0). Sonic line and shockwave positions are represented respectively by dash and solid vertical lines.

Figure 6 :

 6 Figure 6: Steady static pressure around the trailing edge.Vectors represent the steady velocity direction (not the modulus).

Figure 7 :

 7 Figure 7: Static pressure fluctuation modulus for the motionof a single point in zone A (ND=4). Vectors represent the steady velocity direction (not the modulus).As presented in figure6, zone A is just upstream of a low steady static pressure bump corresponding to a small flow separation zone. One hypothesis is that the pressure waves generated by the motion of the zone A interact with the pressure bump and the small separation zone to generate large static pressure fluctuations (the correspondence with

Figure 8 :

 8 Figure 8: Normalised extracted work along blade chord produced by the motion of the point. X-scale is restricted in the neighbourhood of zones A and B near the trailing edge on pressure side. The partial damping coefficient (namely the damping coefficient calculated with only the motion of a part of the blade) is plotted for the motion of zone A, zone B and the sum of both zones in figure 9. The evolution of the partial damping coefficients is coherent with figure 8. Zone A contribution is destabilising, and zone B contribution stabilising for all investigated ND. The evolution of the work exchange amount as a function of ND is similar between zone A and zone B: when the motion of zone A induces more destabilising work, the motion of zone B induces more stabilising work.The work produced by the motion of zones A and B is very low for ND = 0 and 2. In spite of the small contribution of these zones, the global exchange remains consequent. Probably other sources induce sufficient work exchange and are more important to the global stability. In this paper, the focus is not to check if zones A and B are the main sources for all ND cases but to investigate the effect of the ND on the main sources with ND = 4.

Figure 9 :

 9 Figure 9: Damping coefficient evolution for different nodal diameters for the vibration of zone A, zone B and the sum of both zones. Vertical dashed line represents the outlet cut-off/cut-on conditions limits.

  blade + 1) is prominent to the source of the reference blade (ref. blade).

Figure 10 :

 10 Figure 10: Pressure fluctuations modulus for the vibration at 4ND of zone A.

Figure 11 :

 11 Figure 11: Pressure fluctuations phase for the vibration at 4ND of zone A. Grey colour corresponds to a negligible pressure fluctuation modulus. Arrows represent the pressure wave propagation direction.

Figure 12 :

 12 Figure 12: Pressure fluctuations modulus for the vibration at 2ND of zone A.

Figure 13 :

 13 Figure 13: Pressure fluctuations phase for the vibration at 2ND of zone A. Grey colour corresponds to a negligible pressure fluctuation modulus. Arrows represent the pressure wave propagation direction.