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INTRODUCTION

Additive manufacturing has proved to be a versatile and promising tool to produce sound absorbing materials. Helmholtz resonators 1 , straight 2 , inclined 3 and coiled tubes 1 , sonic crystals 4 , micro perforated panels 5 and porous treatments such as micro-lattices 68 are among some interesting applications. For all these acoustic materials, simple analytical models can be used to describe, analyze and optimize the geometry. Numerical or analytical models [START_REF] Auriault | Homogenization of coupled phenomena in heterogenous media[END_REF],10 showed that the acoustic parameters of the porous material strongly depend on several geometric parameters of the micro-structure and can be strongly aected by the manufacturing, such as change in the laments shape of micro-lattice 11 , presence of sinusoidal rugosity in micro slits [START_REF] Song | Modeling of roughness eects on acoustic properties of micro-slits[END_REF] , and surface irregularities in packed micro tubes 13 .

Therefore, the impact of additive manufacturing imprecision on acoustic parameters could be very important and needs to be well described. Usually discrepancies between models and experimental results are attributed to the additive manufacturing inaccuracy or its inability to reproduce an idealized geometry [START_REF] Zielinski | Pore-size eects in sound absorbing foams with periodic microstructure: modelling and experimental verication using 3d printed specimens[END_REF][START_REF] Deshmukh | Design of periodic foam structures for acoustic applications: Concept, parametric study and experimental validation[END_REF] .

In this work a combined numerical and experimental approach is used to describe the dierences between a 3D printed micro-lattice and its idealized representation in terms of the geometry and the acoustic response. The 3D printed micro-lattices can be acoustically described by the Johnson-Champoux-Allard-Lafarge (JCAL) model [START_REF] Lafarge | Dynamic compressibility of air in porous structures at audible frequencies[END_REF] which accounts for the thermal and viscous losses in the eective bulk modulus and density, respectively. They are expressed in terms of air parameters and six parameters depending on the micro-structure of the porous medium. These JCAL parameters can be obtained by applying inverse characterization techniques from the measurements of the scattering coecients of a layer of porous material. In particular, the method proposed by Niskanen et al.

17 can be used. This method is based on a statistical inversion using Bayes' formula and does not require any previous knowledge on the sample except its thickness. Moreover, in the particular case where a

Representative Elementary Volume (REV) having a subwavelength scale dimension can be dened, these JCAL parameters can be also numerically computed using the Multi-Scale Asymptotic Method (MAM) [START_REF] Auriault | Homogenization of coupled phenomena in heterogenous media[END_REF] . In the case of periodic porous medium such as micro-lattices, the REV is the constitutive unit cell (an elementary periodic volume). Through these two techniques, the eects of the manufacturing defects on the acoustic response of the 3D printed material are analyzed. The methodology presented in this work can be extended to other 3D printed porous materials of dierent micro-structure or manufacturing process.

The article is organized as follows. First the micro-lattice fabrication is presented. The additive manufacturing procedure, used to create the micro-structure that governs the material acoustic behavior is detailed. Then, corresponding expected and actual micro-lattices are analyzed. The discrepancies are identied in terms of micro-geometry dierences. In the second part, the acoustic simulation and experimental characterization procedures are explained. Finally, the acoustic impact of the additive manufacturing defects is analyzed.

The procedure that must be applied in order to obtain an accurate acoustic prediction model is presented.

II. IDENTIFICATION OF THE MANUFACTURING DEFECTS

In this section, the manufacturing process and the expected resulting micro-lattices are described. Then, the manufacturing induced defects are analyzed on the basis of geometrical observations.

A.

Additive manufacturing procedure

The Fused Deposition Modeling (FDM) Pro2 printer supplied by RAISE3D is used to produce 30 mm thick cylindrical samples with a diameter of 30 mm. The extruded material is polylactic acid (PLA). The diameter of the nozzle is D n = 400 µm. The revolution axis of the sample is placed vertically. The nozzle temperature is set to 200 • C; its displacement speed is 60 mm.s -1 and the extrusion multiplier is 0.9. The slicing software Simplify3D is used to generate the les providing the instructions to the printer.

The samples are printed in orthogonal direct conguration: any given micro-layer is made of parallel rods; the next micro-layer of parallel rods is orthogonal to the previous layer.

This conguration is also known as "woodpile" or "interwoven perpendicular arrangement".

The printer nozzle extrudes a layer of rods in the horizontal plane, then the build plate shifts vertically and allows the next orthogonal layer to be printed. The build plate displacement is set to 300 µm. This way, two consecutive orthogonal layers are separated by 300 µm and two consecutive parallel layers are separated by 600 µm. Since the lament diameter D is close to D n , the contact between two layers is substantial as it can be seen in the idealized geometry shown in Fig. 1.

The in-plane spacing between the laments, i.e., the lattice constant of the micro-lattice, a, can also vary. A normalized lattice parameter is dened as A = a/D (A ≥ 1). Samples are homogeneous if A is kept constant trough the sample's thickness, or multilayered if

A varies within the thickness. An intuitive representation of the micro-lattice would be a superposition of perfectly cylindrical parallel rods, alternating in orthogonal in-plane directions, with a 300 µm spacing between layers (Fig. 1). In this case, the rods diameter would be equal to the nozzle diameter: D = D n .

The Simplify3D slicing software does not allow to directly control the lattice constant a.

The manufacturing variable that regulates the lattice constant is the "inll factor" (I F ).

It is inversely proportional to the spacing between two adjacent laments and can only take integer percent values. The relation between the inll factor, IF , and normalized lattice parameter, A, is simply obtained from the printer's instruction les and veried experimentally IF (%) = 100/A.
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Two pictures of a representative homogeneous sample are presented in Fig. 2. To the naked eye, the printed geometry is consistent with the idealized one. The laments seem to be well aligned and no macroscopic defect can be seen. It is worth noting that a 800 µm thick solid layer surrounds the porous micro-lattice to provide consistency during the acoustic measurements.

B. Idealized Representative Elementary Volume

From the idealized geometry (see Fig. 1), an indivisible periodic pattern, called "unit cell", can be extracted. The idealized unit cell is represented in Fig. 3. In the homogenization theory 9 , the unit cell plays the role of the "Representative Elementary Volume" (REV)

because the porous medium is structured in a regular pattern. More details are given below on how this theory is used to predict a porous material's acoustic behavior. C.

Manufacturing geometry inherent defects

The printed samples were analyzed by means of both optical microscope and scanning electron microscope (SEM) in order to identify the dierent possible manufacturing geometrical defects. The optical microscope has a 64× zoom and is equipped with a digital camera for the acquisition of images. The SEM produces 2D images of the sample's surface (i.e., the depth of surface irregularities cannot be assessed). The accuracy of SEM enables distinguishing details smaller than 1 µm. Samples were not coated since their conductivity was high enough to obtain high-quality images. Three types of defects were identied.

Filament elliptical section

Figure 4 shows an image obtained from the optical microscope of a manually sliced sample.

The image reveals two important observations. First, the lament section is not perfectly circular but rather elliptical with an horizontal major axis. The attening of the micro-rods depends on the printing parameters. In our case, the minor axis represents in average 92% of the major axis; this leads to lament width equal to the nozzle diameter in the horizontal direction (400 µm ) and 92% of the nozzle diameter (368 µm ) in the vertical direction. This defect does not depend on the lattice constant. The second important observation is that the spacing between two consecutive orthogonal layers is respected and is equal to 300 µm.

Filament section shrinkage

Due to the extrusion process, the laments are subjected to section shrinkage. The lament is extruded by the printer then pulled by the nozzle before touching a rod from the previous layer. The shrinkage between two junctions is clearly visible as shown in Fig. 5:

the section of the laments decreases between two consecutive junctions in the direction of the material deposition. Figure 5 shows that the widths D1 and D1 

MFWP = D n (0.8A -1), A ∈ [1.5; 11]. (2) 
In Fig. 5, D1 is a measurement of the M F W at the M F W P . These relations are used in Section IV-A to account for this manufacturing defect in the simulations. They are derived based on the microscope measurement of 10 samples with A varying between 1.5 and 11.

The measurement of M F W is only satisfactory when A is higher than 2. Below value of lattice constant, the shrinkage is too small to be correctly measured.

Filament micro-grooves

The bright lines appearing on the microscopic images of micro-lattices (see Fig. 5) draw attention to nano-scale defects. The surface of the rods is not perfectly smooth. Figure 6 shows the image of a SEM analysis revealing impurities scattered all over the lament surface. Moreover, many micro-grooves are clearly identiable. These grooves are aligned with the lament direction. Their width ranges between 5 and 20 µm. However, their exact distribution and depth could not be assessed from the SEM images. A cross-sectional view would not reveal more details of these grooves. In fact, slicing the sample always has the detrimental eect of damaging the cross-section surface of the lament. A simple explanation for the grooves origin would be that the printer nozzle's inner surface is not smooth.

As a consequence, this defect might be specic to the printer nozzle and its state of wear. FDM 3D printer nozzles are mainly made of brass, stainless and hardened steel or special materials such as ruby. The resistance to abrasion can dier from one material to another.

Thus, the type and wear speed of a nozzle depend on both its constitutive material and the nature of the extruded material (PLA, Nylon...). The manufacturing technique of a nozzle also depends on the manufacturer. Among others, the shape of the hole of a brand-new nozzle depends on the drilling technique and on the type of post-drilling coating applied. 

Acoustic model for porous media

The energy of acoustic waves penetrating a porous medium is dissipated mainly through the interaction of the wave between the frame and the pore saturating uid (in our case air)

resulting in viscous and thermal losses. If the skeleton is suciently dense and rigid, it can be decoupled from the air. Then, the porous medium can be considered as an equivalent uid characterized by its complex and frequency dependent eective bulk modulus K eq and density ρ eq . The properties of the equivalent uid depend on the micro-structure of the porous medium and govern its acoustic behavior 18 . There are three options to predict the properties of a porous medium's equivalent uid. The rst one consists in using empirical laws correlating a few parameters 18 . However, these laws only apply to small ranges of mate- rials, similar to each other. The second option can be applied if the porous medium is made of aligned, non-crossing cylindrical micro-rods 4 . For this precise case, an analytical solution has been derived for porosity larger than 0.7, from a semi-phenomenological approach 18 .

This kind of model is not limited to a few applications, but it requires more parameters than empirical or analytical laws. This is the case for the JCAL model 16 that provides the expression of the density and bulk modulus of the porous material as follows

ρ eq (ω) = ρ 0 φ α(ω), (4) 
K eq (ω) = γP 0 φ γ - γ -1 α (ω) -1 , ( 5 
)
where ω is the angular frequency, ρ 0 the density of the saturating uid, i.e., the air medium, P 0 the static pressure, γ the specic heat ratio, φ the porous material porosity, α(ω) its dynamic tortuosity, and α (ω) its thermal tortuosity. The two latter are dened as

α(ω) = α ∞ - iν ω φ q 0 1 + iω ν 2α ∞ q 0 φΛ 2 , (6) 
α (ω) = 1 - iν ω φ q 0 1 + iω ν 2q 0 φΛ 2 , (7) 
where ν = η/ρ 0 is the kinematic viscosity of the saturating uid, η its dynamic viscosity, ν = ν/P r, P r the Prandtl number, α ∞ the porous material geometrical tortuosity, Λ its viscous characteristic length, Λ its thermal characteristic length, q 0 its visco-static permeability and q 0 its thermo-static permeability.

Once the equivalent uid parameters are known, the acoustic behavior of the considered porous medium can be predicted. The equivalent uid wave number k eq and characteristic impedance Z eq take the forms

k eq = ω ρ eq K eq , (8) 
Z eq = ρ eq K eq .

(
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The acoustic behavior of a porous medium is then described by its six JCAL parameters:

φ, α ∞ , Λ, Λ , q 0 and q 0 .

Transfer Matrix Method

The Transfer Matrix Method (TMM) is a well-known method used to predict the acoustic behavior of a monolayer or multilayer sound absorber [START_REF] Allard | Propagation of sound in porous media: modelling sound absorbing materials[END_REF] . In section V, absorption coecients of monolayer and multilayer sound absorbers are predicted by the TMM. The transfer matrix of a porous layer is expressed in terms of its thickness, equivalent uid wave number and characteristic impedance. The total transfer matrix of a multilayer is the product of the layers' matrices and leads to the surface impedance Z s of the multilayer. The sound absorption coecient A of a monolayer or a multilayer can be calculated by

A = 1 - Z s -Z 0 Z s + Z 0 2 , (10) 
where Z 0 is the acoustic impedance of the air. As stated above, the porous samples are framed by a thin solid circular wall. Its eect is considered by correcting the surface impedance by the ratio S sample /S porous 18 . In Eq. ( 10), Z s must be replaced by Z s * dened as

Z s * = Z s S sample S porous . ( 11 
)
The radiation eect of the solid wall is negligible.

Porous media: Multi-scale Asymptotic Method

In this work MAM 9 is used to numerically evaluate the JCAL parameters of a porous material made from the idealized REV. This method solves fundamental equations in the REV's uid domain and then computes the JCAL parameters. The MAM can be implemented in a Finite Element Method (FEM) code from which the JCAL parameters are computed for any open-cell provided that the scales separation 10 is respected. It is a well suited method for the numerical evaluation of micro-geometry defects because the defects can be controlled and considered separately or simultaneously.

The MAM is implemented in the commercial FEM software Comsol Multiphysics. Three problems, Eqs. [START_REF] Song | Modeling of roughness eects on acoustic properties of micro-slits[END_REF][START_REF] Kulpe | Computation of acoustic absorption in media composed of packed microtubes exhibiting surface irregularity[END_REF][START_REF] Zielinski | Pore-size eects in sound absorbing foams with periodic microstructure: modelling and experimental verication using 3d printed specimens[END_REF] are solved in order to retrieve the six JCAL parameters dening the porous medium's equivalent uid when the pressure wave travels in the z direction (Fig. 3). The thermal problem equation, taking the limit in ω → 0, reads

         div(grad(θ 0 )) = -1, θ 0 = 0 on Γ f s , θ 0 Ω-periodic, (12) 
where θ 0 plays the role of the temperature eld, Γ f s is the uid solid interface and Ω the REV. The visco-inertial problem, taking the limit in ω → 0, is

                   div(grad(k 0 z )) = ∂ξ 0 j ∂z -1, ∂k 0 z ∂z = 0, k 0 z = 0 on Γ f s , ξ 0 z Ω = 0, k 0 z and ξ 0 Ω-periodic, (13) 
where • Ω is the REV averaging. The visco-inertial problem, taking the limit in ω → ∞, becomes

                   iωρ 0 η k ∞ z = ∂ξ ∞ z ∂z -1, ∂k ∞ z ∂z = 0, k ∞ z • n = 0 on Γ f s , ξ ∞ z Ω = 0, k ∞ z and ξ ∞ z Ω-periodic, ( 14 
)
where n is the solid surface outer normal vector. In Eqs. [START_REF] Kulpe | Computation of acoustic absorption in media composed of packed microtubes exhibiting surface irregularity[END_REF][START_REF] Zielinski | Pore-size eects in sound absorbing foams with periodic microstructure: modelling and experimental verication using 3d printed specimens[END_REF] k z plays the role of the z component of the velocity eld and ξ z of its associated pressure.

The JCAL parameters are obtained by integrating the solution elds of these equations, over the uid domain Ω f or uid-solid interface Γ f s . They are expressed as

φ = Ω f dΩ f Ω dΩ , α ∞ = φ 1 - ∂ξ ∞ z ∂z -1 , Λ = 2 Ω f k ∞ z • k ∞ z dΩ f Γ f s k ∞ z • k ∞ z dΓ f s , Λ = 2 Ω f dΩ f Γ f s dΓ f s , q 0 = k 0 z Ω , q 0 = Ω f θdΩ f Ω f dΩ f . B.

Acoustic experimental characterization

The acoustic impact of the geometry defects can be assessed numerically by means of the MAM. As a complement to this numerical approach, the samples are also characterized by using experimental acoustic techniques.

Acoustic direct characterization

The acoustic scattering parameters of the samples are measured using a 30 mm diameter impedance tube following the ASTM E1050 and ISO 10534-2 standards. The twomicrophones technique with hard backing conguration is used for the absorption coecient measurement. The data required for the inverse characterizations (see below) are obtained using the four-microphones technique with an anechoic termination. The measurements are made between 500 Hz and 6000 Hz.

Homogeneous samples are tested in both direct and reverse orientations to make sure they are symmetric and thus, most likely homogeneous. Each sample is measured three times in both orientations. For each measurement, the sample is removed and installed again in the tube. The absorption curves are always superimposed, regardless of the measurement orientation.

Acoustic inverse characterization

While the MAM can be used to compute the JCAL parameters from a REV description, the measured reection and transmission coecients of an homogeneous porous layer can also be used to recover its JCAL parameters. Diverse methods have been discussed in the literature; in the present work, the inverse method proposed by Niskanen et al.

17 is used. To perform the procedure, a sample is tested in a four-microphones impedance tube to measure the reection coecient on both sides along with the transmission coecient. During the inversion, the JCAL parameters are bounded to realistic values (eg. φ ∈ [0; 1]) and forced to respect the natural physical conditions Λ ≤ Λ and q 0 ≤ q 0 . In some cases, the reection and transmission coecients are strongly correlated to a subset of JCAL parameters while the other parameters have a small impact. Therefore, precise inverse characterization of the JCAL parameters is complicated. Adjusting parameters bounds to account for their prior knowledge, obtained from the numerical model, limits the eld of inverse characterization research and leads to more accurate values. This way, the retrieved JCAL parameters follow realistic trends, as a function of lament spacing.

IV. EFFECT OF MANUFACTURING DEFECTS ON THE JCAL PARAMETERS: NUMERICAL EVALUATION

Three types of defects inherent to additive manufacturing been identied. It is suspected that their impact on the acoustic response depends on the spacing of the rods. In this section, their impact is numerically studied for the range of A ∈ [1.2; 25].

A. Elliptical section and section shrinkage

The impact of the elliptical section and shrinkage of the laments are analyzed in this section by modifying the idealized REV. The micro-lattice composed of 400 µm perfectly cylindrical rods is taken as a reference. The considered elliptical section has a 368 µm vertical minor axis and a 400 µm horizontal major axis. The geometry of the shrinkage is described by Eqs. ( 2) and (3). Figure 8 of the horizontal major axis.

tions. An example of the visco-static MAM eld is given in Figs. 8(b) and (c) for the case of perfectly cylindrical and elliptical rods, respectively. This eld is used to compute the viscous permeability q 0 . The section shrinkage is negligible when A is lower than 2 and is then not accounted for in the unit cell. The impacts of the defects are summarized in • the elliptical lament section signicantly increases the porosity φ and permeabilities q 0 and q 0 when the laments are very close to each other, and slightly increases the thermal length Λ . Figures 8(b) and (c) show that the volume occupied by the laments is slightly smaller when their section is elliptical. Moreover, looking at the color map, the velocity eld component in incident wave direction surrounding the cylindrical rods seems higher than the one surrounding the elliptical rods. Both observations are coherent with the fact that the porosity and viscous permeability are higher when considering elliptical laments;

• the lament section shrinkage increases the thermal length Λ when the laments are far from each other and therefore the shrinkage is strong (see Eq. 2);

• the combination of both defects results in a signicant increase of the porosity φ and permeabilities q 0 and q 0 when the laments are very close to each other. Moreover, an increase of the thermal length Λ is achieved when the lament spacing is large. any singularity in the resolution of the high-frequency limit of the visco-inertial problem, Eq. ( 14).

Figure 9 shows the dimensions of the geometry, the converged mesh and the visco-inertial MAM velocity eld. The latter is used to compute the viscous length Λ. On the one hand, the porosity φ, tortuosity α ∞ , viscous q 0 and thermal q 0 permeabilities are not aected by the grooves, or very little when A is close to 1.2. Then, their relative variations are 5%, 1%, 4% and 4% respectively. On the other hand, the characteristic lengths Λ and Λ are impacted by the grooves. Λ is reduced by 16% while Λ is reduced by 26%. These variations are constant except when A is close to 1.2. The variation of Λ was expected as it is dened by the ratio of the uid volume over the uid-skeleton surface 18 . Thus, the presence of grooves leads to the variation of the uid-skeleton surface without changing the uid volume, except when the rods are very close to each other and the porosity is aected by the grooves. The JCAL parameters variations with respect to the idealized REV are summarized in Table II.

V. EFFECT OF MANUFACTURING DEFECTS ON THE JCAL PARAMETERS: EXPERIMENTAL EVALUATION

The defects inherent to additive manufacturing have been numerically studied. In this section, their impact is experimentally studied for the range of A ∈ [1.4; 6.7], along with that of potentially non identied defects. Sample 2: IF = 30%, i.e., A = 3.33.

For each sample, an inverse characterization is performed in order to retrieve the JCAL parameters from experiments. The JCAL parameter bounds are set around the FEM values of the unit cell with elliptical rods section and no shrinkage. The grooves should signicantly reduce the characteristic lengths while the laments shrinkage should aect porosity, thermal length and permeabilities. During the inverse characterization process, the characteristic lengths can vary between 1.1 and 1/3 times the unit cell values. The porosity φ and tortuosity α ∞ could vary between ±0.1 of the unit cell value, and permeabilities q 0 and q 0 are ranged between 3 and 1/3 time the values of the unit cell .

Inverse characterization of the homogeneous samples leads to the JCAL parameters corresponding to certain inll factors. To obtain a complete parametric model linking the JCAL parameters to the inll factor, piece-wise cubic interpolations (Matlab, cubicinterp ) of the data was processed for the seven homogeneous samples. Simple analytic expressions of the variation of the JCAL parameters with respect to the inll factor could not be derived without important loss of accuracy. The trends of the experimental JCAL parameters with respect to the inll factor are similar to those considering idealized REV. In details, it can be noted that:

• The values of the porosity obtained experimentally are higher than those obtained numerically using the idealized REV. The dierence is more marked when the inll factor is high, i.e., the lattice constant is low. It is 27% higher for IF = 70%. This eect was already observed during the numerical study.

• The tortuosity is fairly well predicted numerically considering the idealized REV, which is in accordance with the simulations of the defects. The biggest shift is observed for IF = 40% where the experimentally retrieved tortuosity is only 0.06 higher than that of the idealized REV. Such dierence of tortuosity has only a small impact on the acoustic response of a porous material.

• The experimental characteristic lengths are lower than those obtained numerically considering the idealized REV. The viscous length is on average 30% lower experimentally and the shift is almost constant. A near constant down-shift was numerically predicted and is due to the presence of grooves on the laments surface.

The experimental thermal length is close to the one obtained numerical considering idealized REV for medium and high inll factors, i.e., medium and low lattice constants. Moreover, for IF = 15%, the experimental one is 40% lower. The simulations of the defects suggest that the down-shifting of the thermal length caused by the presence of grooves on the laments surface may be partially compensated by elliptical and shrinked lament section for high lattice constant; which is not the case however.

• The permeabilities were predicted to be higher in presence of defects, especially for low lattice constant. This forecast is experimentally conrmed. For IF = 70% the experimental viscous permeability is 15% higher than the one numerically predicted considering an idealized REV and the thermal permeability is 3 times higher. However, For illustration, the JCAL parameters of two homogeneous samples used for the inversion process (I F = 50%, i.e., A = 2 and IF = 30%, i.e., A = 3.33) are summarized in Table III considering the values from idealized micro-structure simulation, and in Table IV considering values from inverse characterization. The absorption coecients of these samples are presented in Fig. 11. As described in Ref. [START_REF] Zielinski | Pore-size eects in sound absorbing foams with periodic microstructure: modelling and experimental verication using 3d printed specimens[END_REF], the measured absorption coecient is up to 0.1 higher than the coecient simulated considering idealized micro-structure. Both curves follow the same trend. Still, the disparity between measured and simulated absorption coefcients is not the unique consequence of acoustic measurement imprecision. It is evidenced that the measured acoustic absorption coecients of homogeneous samples do not match the simulations with idealized micro-structure, and it is clear that the printed geometry diers from the idealized simulated one, which causes important acoustic discrepancies.

Finally, the inverse characterization gives very satisfactory results for three reasons. First, the JCAL parameters retrieved from inverse characterization follow realistic monotonic trends (Fig. 10). Second, the shifting of the JCAL parameters due to the presence of defects is oriented in the same direction numerically and experimentally. Third, the obtained absorption curves are almost perfectly overlaid to the measurement curves, when considering the JCAL parameters either from inverse characterization or from the corrected parametric model (Fig. 11).

Table IV. JCAL parameters of homogeneous samples, from inverse characterization. D n = 400 µm.

IF(%)

φ α ∞ Λ(µm ) Λ (µm ) q 0 (10 -9 m 2 ) q 0 (10 12 presents the absorption coecient measured and predicted on both sides of the multilayer samples. The bi-layer sample is composed of two 15 mm thick layers, the three-layers sample is composed of three 10 mm thick layers and the six-layers sample is composed of six 5 mm thick layers. It can be observed that the model considering idealized REV do not t well the measured absorption coecients while the experimentally corrected model, (Fig. 10), is in very good agreement with the experimental values.

C. Accurate JCAL parametric model routine

The approach to account for the impact of the geometry defects is summarized in Fig. 13.

It can be applied to other porous materials and to other manufacturing techniques. It consists in simulating the JCAL parameters of the unit cell using the MAM. Experimental geometric and acoustic measurements, including inverse characterization of homogeneous samples, provide the parametric model. Defects that can be simply and accurately described, such as elliptical section or lament section shrinkage, can be accounted for in the denition of the unit cell, while complicated or random defects such as grooves are considered by tuning the equivalent uid parametric model. Prior knowledge of the parameters scopes simplies the experimental retrieval of realistic JCAL parameters values.

TMM with the corrected model is applied to multilayered samples and compared to experimental results in order to validate the routine. 
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 1 Figure 1. (Color online) Idealized geometry. a) Top view. b) Cross section.

Figure 2 .Figure 3 .

 23 Figure 2. (Color online) Pictures of homogeneous sample.

Figure 4 .

 4 Figure 4. (Color online) Microscopic image of a micro-lattice cross section. Dimensions in micrometers.

Figure 5 .

 5 Figure 5. (Color online) Microscopic images of two micro-lattices having dierent lattice constant, top view. ED arrows indicate the extrusion direction. Dimensions in micrometers.

Figure 7 presents

 7 microscopic images of two new nozzles made by the same manufacturer. They are made of brass. In addition, the nozzle with a 200 µm diameter hole (Figs.7(c) and 7(d)) is plated with a nickel composite. The hole of the 200 µm nozzle is closer to a circle and has less imperfections than the other nozzle. This comparison does not benchmark manufacturers, materials or nozzle diameter but illustrates that using dierent nozzles certainly changes the nature of the defects of 3D printed micro-lattices. order to assess the impact of each defect separately, a modeling procedure is implemented. It considers the acoustic wave propagation in homogeneous and multilayer porous media as a function of microscopic parameters computed by a numerical method.

Figure 6 .Figure 7 .

 67 Figure 6. (Color online) SEM image of the micro-lattice, plane vue. The circle indicates an impurity and the arrow indicates a micro-groove.

Figure 8 .

 8 Figure 8. (Color online) 3D micro-lattice MAM visco-static simulation with A = 1.2. a) Unit cell. b) Velocity eld component in incident wave direction, with cylindrical rods. c) Velocity eld component in incident wave direction, with elliptical rods. The vertical minor axis is equal to 92%

Figure 9 .

 9 Figure 9. (Color online) Grooved lament 2D MAM simulation. a) Unit cell and visco-inertial, ω → ∞, MAM velocity eld. b) Grooves geometry and mesh. c) Visco-inertial, ω → ∞, MAM velocity eld detail. All dimensions are in microns.

Figure 10 .Figure 11 .

 1011 Figure 10. (Color online) JCAL parametric model with respect to the inll factor, considering idealized REV (blue line), from inverse characterization of homogeneous samples (red line). The green dashed lines indicates the authorized research scope during inverse characterization. The black markers spot the inverse characterization values.

Figure 10 presents

 10 Figure 10 presents the parametric model of the JCAL parameters with respect to the inll factor. The values obtained during inverse characterization and the interpolated curves dening the experimentally corrected JCAL parameters model are shown along with the values for the idealized REV and the authorized research scope.

Figure 12 .

 12 Figure 12. (Color online) Hard backed absorption coecient of 30 mm thick multilayers, D n = 400 µm , samples, measured (black lines) and simulated without considering the defects (blue marks) and simulated by the experimentally corrected model (red lines) on both sides. a) IF = [60, 30]%. b) IF = [44, 55, 33]%. c) IF = [15, 25, 35, 45, 55, 65]%.

Figure 13 .

 13 Figure 13. Routine diagram. Following the black lines leads to experimentally corrected JCAL parameters variation with respect to the considered sample parameter. Green lines indicate how to conrm the accuracy of the corrected model.

Table I .

 I JCAL parameters relative dierence (%) with respect to perfectly cylindrical rods. Data obtained from FEM numerical simulations. A positive value indicates that the corresponding defect increases the considered JCAL parameter, and vice versa.

	Defect	A	φ	α ∞	Λ	Λ	q 0	q 0
		1.2	15	2	0	5	19	22
	Elliptic	10	1	0	0	4	3	1
		25	0	0	0	4	2	0
	Shrinkage	10	1	0	1	9	4	5
		25	1	1	0	12	2	2
	Elliptic	1.2	15	2	0	5	19	21
	and	10	2	0	1	13	5	6
	Shrinkage	25	1	0	0	17	2	3

Table I with the following main ndings:

Table II .

 II JCAL parameters relative dierence (%) of grooved rods with respect to perfectly circular rods. Data obtained from 2D numerical simulations. A positive value indicates that the corresponding defect increases the considered JCAL parameter, and vice versa.

	Defect	A	φ	α ∞	Λ	Λ	q 0	q 0
		1.2	5	1	-14	-24	4	4
	Grooves	10	0	0	-16	-26	0	0
		25	0	0	-16	-26	0	0

Table III .

 III JCAL parameters of homogeneous samples, numerically computed considering the idealized REV. D = 400 µm. high lattice constant, the trend is inverted. For IF = 15% both experimental permeabilities are 45% lower. It is worth noting that any permeability higher than ≈ 2•10 -8 m 2 will give overlaid absorption curves, providing all other JCAL parameters are kept constant. Thus, the permeabilities obtained from inverse characterization of the high lattice constant samples (I F < 30%) should be viewed with caution.

	A	φ	α ∞	Λ(µm )	Λ (µm )	q 0 (10 -9 m 2 )	q 0 (10 -9 m 2 )
	2	0.51	1.28	217	252	2.89	4.05
	3.33	0.71	1.16	447	515	20.0	23.7

for

  -9 m 2 ) one three-layers (I F = [44, 55, 33]%, i.e., A = [2.27, 1.82, 3.03]) and one sixlayers (I F = [15, 25, 35, 45, 55, 65]%, i.e., A = [6.67, 4.00, 2.86, 2.22, 1.82, 1.54]) samples were printed and simulated by the TMM. It should be noted that some of the considered IF are homogeneous samples used for the inverse characterization. Each sample was printed in one step.Figure

	50	0.56	1.29	145	216	2.45	5.02
	30	0.72	1.18	358	393	10.3	15.7
	B.	Validation					
	To validate the corrected predictive model, one bi-layers (I F = [60, 30]%, i.e., A =
	[1.67, 3.33]),					
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