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In this paper a novel 2-D range free visible light positioning algorithm for imaging receivers is presented. Its performance is obtained by computational simulation. For doing this, an heterogeneous visible light communications network inside a room of dimensions 3×3×3 meters is modelled in MATLAB. A receiver's height localization interest zone between 1 and 1.5 meters is considered for simulation. Moreover, different field of view angles at the receiver side ranging from 40 • to 120 • are used in order to measure the behaviour of our proposed algorithm to changes on detector parameters. Optimal detector architecture that, minimizes the error of position estimation is identified and used as case of study. Our method overcomes the traditional convex position estimation (CPE) in terms of accuracy, in all proposed scenarios. The combination of convex polygon positioning (CPP) method and imaging detectors at the receiver side increases the accuracy of position estimation and, robustness to changes in receiver's height. Field of view angles have low impact on method performance when four photodetectors are used. Effect of mismatches in height measurement, tilting and rotation angles are also analysed.

Introduction

Localization based services have been used massively in the last decade.

In particular, the global positioning system (GPS) has been fundamental for the development of various of these services due to its large coverage and low cost. Nevertheless, despite being the most used localization technology in outdoor scenarios, it has not been capable to overcome different issues when facing indoor o dense metropolitan environments. Satellite's line of sight (LOS) signal is blocked in metropolitan areas due to the presence of high buildings and, in indoor scenarios, such as, interior of buildings and tunnels, complete signal lost is experienced since satellite's signals are not capable to penetrate concrete, metal or ground [START_REF] Van Slyke | Information communication technologies : concepts, methodologies, tools and applications[END_REF].

Whilst GPS dominates positioning in outdoor scenarios, different alternatives have been proposed for indoor environments. Indoor location market is expected to obtain revenues for a value of US$ 10 billion by 2020 [START_REF]Retail Indoor Location Market Breaks US$10 Billion in 2020[END_REF]. In order to cover the gap that GPS has left in indoor environments, different technologies have been used as a complement or substitute. Most of the proposals that can be found in literature are based on radio frequency (RF) technology. Mainly, technologies such as Bluetooth, Wi-Fi, RFID and Zigbee [START_REF] Liu | Survey of wireless indoor positioning techniques and systems[END_REF][START_REF] Mautz | Indoor Positioning Technologies[END_REF][START_REF] Krishnamurthy | Technologies for Positioning in Indoor Areas[END_REF] are used to provide indoor positioning. Among them, WiFi solutions have been the preferred for domestic implementation since this technology is commonly integrated in off-the-shelf devices and no dedicated infrastructure is required to deliver positioning information [START_REF] Liu | Survey of wireless indoor positioning techniques and systems[END_REF].

In the recent years, visible light communications (VLC) has gained attention of researchers due to its capability to provide high data rate wireless communication [START_REF] Pathak | Visible Light Communication, Networking, and Sensing: A Survey, Potential and Challenges[END_REF] and high accuracy positioning in indoor environments [START_REF] Do | An in-Depth Survey of Visible Light Communication Based Positioning Systems[END_REF].

Moreover, VLC is a cost effective solution since it uses the already deployed lighting infrastructure to provide both, illumination and wireless communication.

The advantages of using VLC to provide indoor position systems have encouraged the researchers to propose numerous solutions. VLC based indoor positioning systems (IPS) can be classified in two different groups based on the receiver hardware used for signal detection, i.e, image sensor (IS) based positioning systems and, photo detector (PD) based positioning systems [START_REF] Huynh | VLC-Based Positioning System for an Indoor Environment Using an Image Sensor and an Accelerometer Sensor[END_REF].

Image sensors provide more useful information related to the LED position than PD counterpart. In addition to this, different light sources can be directly separated from the image and no multiplexing technique is required [START_REF] Do | An in-Depth Survey of Visible Light Communication Based Positioning Systems[END_REF]. Most of the off-the-shelf devices have already incorporated cameras, mak-ing IS-based positioning easy to implement and inexpensive [START_REF] Zhuang | A Survey of Positioning Systems Using Visible LED Lights[END_REF][START_REF] Karunatilaka | LED Based Indoor Visible Light Communications: State of the Art[END_REF]. The main disadvantage of this type of systems is that IS-based VLC networks have a very limited data rate. Due to this, IS-based networks are not expected to be massively implemented for future wireless networks since they are supposed to deliver high data rates [START_REF] Do | An in-Depth Survey of Visible Light Communication Based Positioning Systems[END_REF]. On the other hand, PD-based VLC systems can provide high data rate communication [START_REF] Huynh | VLC-Based Positioning System for an Indoor Environment Using an Image Sensor and an Accelerometer Sensor[END_REF][START_REF] Huang | Experimental demonstration for high speed integrated visible light communication and multimode fiber communication system[END_REF]. Moreover, PDs are inexpensive and easy to install. In order to separate the signal from multiple sources, the usage of multiplexing techniques is required. Depending on the multiplexing technique used to separate the sources, the required hardware for the system can increase in complexity and affect the performance of positioning method as discussed in [START_REF] Yassin | Recent Advances in Indoor Localization: A Survey on Theoretical Approaches and Applications[END_REF][START_REF] Hassan | Indoor Positioning Using Visible LED Lights[END_REF].

In general, localization methods can be classified in two types. This classification is based on whether they use distance estimation (range) or some other information to compute mobile node's position [START_REF] Mautz | Indoor Positioning Technologies[END_REF]. Range based methods estimate the mobile node position by trilateration, multilateration or angulation algorithm. In order to use these algorithms, prior distance estimation between transmitter and receivers is required to perform localization. This estimation is derived from signal characteristics, such as, received signal strength, time of propagation or received phase/angle. Receiver signal strength (RSS) simplest method to obtain ranging information. RSS measurements are relatively easy to obtain and, most of the devices are built with the required hardware to measure the received signal power level or the received signal strength indicator (RSSI). In order to estimate the distance from RSS measurements, a precise model of signal propagation is required. Due to this, model precision has high impact in the performance of the algorithm.

On the other hand, despite providing a more precise distance estimation than RSS methods, time of propagation and received phase/angle measurements have several drawbacks on its hardware implementation. Time of propagation measurement can be divided in time of arrival (TOA) and time difference of arrival (TDOA) methods. TOA measurements require precise synchronization of transmitters and receivers which is very difficult to provide. On the other hand, TDOA and phase/angle measurements require synchronization between multiple receivers at the mobile node's side to estimate the distance between transmitter and receiver. In addition to this, due to the high speed of optical signals, receivers must be equipped with a high sampling frequency device in order to perceive the difference in time of arrival.

Range based methods have been extensively studied in literature for VLC based IPS. A few number of surveys have been published and the performance in terms of accuracy has been analysed for the most significant methods [START_REF] Do | An in-Depth Survey of Visible Light Communication Based Positioning Systems[END_REF][START_REF] Zhuang | A Survey of Positioning Systems Using Visible LED Lights[END_REF][START_REF] Hou | A Brief Survey of Optical Wireless Communication[END_REF][START_REF] Hassan | Indoor Positioning Using Visible LED Lights[END_REF][START_REF] Karunatilaka | LED Based Indoor Visible Light Communications: State of the Art[END_REF][START_REF] Yan | Current status of indoor positioning system based on visible light[END_REF][START_REF] Armstrong | Visible light positioning: a roadmap for international standardization[END_REF].

On the other hand, range free algorithms do not rely in range measurements to determine the position of the mobile node. Range free methods use only connectivity information to perform localization. Since different techniques such as equalization and coding can be used in order to successfully deliver the message from the anchor node to the mobile user, the effect of signal perturbation does not affect severely the position estimation [START_REF] Liu | Location, localization, and localizability : location-awareness technology for wireless networks[END_REF]. In addition to this, no extra hardware is required to measure the signal characteristics. Due to this, range free methods can be implemented in any communication standard without special requirements.

Range free methods provide a robust positioning compared to range based algorithms [START_REF] Shi | A Robust Method for Indoor Localization Based on Visible Light Communication[END_REF]. Unfortunately, there exist a trade-off between their high robustness, low hardware requirements and their accuracy. Range free algorithms provide coarse-grained localization whilst range based algorithms can provide a fine-grained localization. Traditional range free algorithms used mainly in wireless sensor networks (WSN) have been implemented straightforward for VLC networks. These algorithms are convex position estimation (CPE) [START_REF] Shi | A Robust Method for Indoor Localization Based on Visible Light Communication[END_REF] and centroid algorithm [START_REF] Subedi | Beacon based indoor positioning system using weighted centroid localization approach[END_REF].

In this paper we propose a novel range free localization algorithm for VLC networks that uses imaging detectors and spatial reuse to increase the accuracy. Convex polygon positioning (CPP) algorithm first presented in [START_REF] Seguel | A range free localization method for overlapped optical attocells using neighbor's information[END_REF] and formalized in [START_REF] Seguel | Convex Polygon Positioning for Homogeneous Optical Wireless Networks[END_REF][START_REF] Seguel | Visible light positioning based on architecture information: method and performance[END_REF] is used to compute the final feasible area of localization. CPP algorithm does not require any signal measurement or synchronization between transmitters and receiver. Due to this, its implementation can be easily done in general purposes devices without powerful hardware capabilities. In this article, the performance of proposed method is analysed. Moreover, the response of algorithm to different perturbations is discussed.

The work is organized as follows. In Section 2 the proposed lighting deployment architectures as well as the VLC channel model are presented.

In Section 3 the proposed method based on imaging receiver is described.

The performance of the method is analysed in Section 4. Finally, the main conclusions of the study and future work will be presented in Section 5.

System description

In order to test our method, we assume an homogeneously distributed lighting deployment as shown in The received power of the line-of-sight (LOS) signal from each LED light [START_REF] Komine | Fundamental analysis for visible-light communication system using LED lights[END_REF] is expressed as

P i = R P D P j H LOS + N (1) 
where P i is the received power by the mobile node i, R P D , P j and H LOS are the responsivity of the photo detector, the transmitted power by LED source j and the channel gain component of line of sight (LOS) link respectively.

The noise N is additive noise modelled as the sum of thermal noise σ thermal and shot noise σ shot [START_REF] Lou | Fundamental analysis for indoor visible light positioning system[END_REF].

The LOS channel gain component of the VLC link graphically described in Fig. 2. The LOS component can be mathematically expressed as [START_REF] Komine | Fundamental analysis for visible-light communication system using LED lights[END_REF] 𝑁 

H ij = (m l +1)A 2πd 2 ij cos m l (ϕ ij )G(ψ ij ) cos(ψ ij ) 0 ≤ ψ ij ≤ Ψ l 0 elsewhere (2) 
where m l is the Lambertian order transmission, A is the effective area of the PD, d ij is used to denote the distance between transmitter and receiver.

Finally, ϕ ij and ψ ij are the angle of irradiance and the angle of incidence of the signal.

G(ψ ij ) = T s (ψ ij )g(ψ ij
) is the product of the optical filter gain and the optical concentrator. The field of view (FOV) of the optical receiver Ψ l plays an important role in VLC communications since this parameter will determine whether the receiver is capable to perceive or not the source based on the incidence angle ψ ij . The FOV value depends in the quality and type of the photodiode. From Fig. 2 it can be inferred that the maximum coverage radius of the LED j, max R j , depends on the difference height between transmitter and receiver plane and also receiver FOV. The maximum coverage radius of the j th LED can be expressed as max

R j = tan(Ψ l )∆h ij (3) 
where ∆h ij is the difference on the height between the LED and the mobile node.

When a tilt receiver is considered, PD normal vector Ni is not oriented vertically. Due to this, the incidence angle ψ ij and irradiance angle ϕ ij are not equal, as shown in Fig. 3. In this figure, azimuthal rotation α and horizontal tilting angle β are displayed. 

Despite the presence of tilting and rotation angles on the PD, our method assumes a vertically oriented PD. Due to this, maximum coverage radius obtained by Eq. ( 3) is not affected. The final position estimation is expected to be affected by this mismatch between the real coverage radius of a tilted receiver and its estimated coverage. Effects of the before mentioned mismatch are discussed in Section 4.

Imaging receivers [START_REF] Gupta | Performance of MIMO Modulation Schemes With Imaging Receivers in Visible Light Communication[END_REF] allow multiple-input-multiple-output (MIMO) capacity for indoor VLC. Imaging receivers consist on the usage of various PDs at the receiver side. In this work, we consider the usage of imaging detectors composed by two or four vertically oriented PDs with different FOV angles.

Single PD and imaging receiver architectures are shown in Fig. 4. In this section the proposed method is presented. Our method uses the imaging receivers to reduce the feasible localization area and increase the accuracy of position estimation.

ψ 𝑙 (a) ψ 𝑙 1 ψ 𝑙 𝐾 ψ 𝑙 2 … (b)
First, in order to compute the maximum radius shown in Eq. ( 3), previous knowledge of the mobile node's height is required. Mobile node's height measurements can be easily obtained by using a low cost range sensor, such as, ultrasound sensor HC-SR04 [START_REF] Elecfreaks | HC-SR04 User Guide[END_REF] or the infrared range sensor VL530lx [START_REF][END_REF].

The height difference ∆h ij is computed as ∆h ij = h j -h i where h j and h i are the height of the j th LED and the i th mobile node respectively. Each VLC LED light sends a VLC beacon packet periodically. The packet is composed by the LED ID number, its own coordinates in the three spatial axis and the coordinates of its closest neighbours. The proposed beacon is shown in Fig. 5. In order to receive information from multiple sources, the algorithm requires the usage of a multiple access technique such as frequency division multiplexing (FDM), time division multiplexing (TDM), code division multiplexing (CDM), among others [START_REF] Prince | Two-Phase Framework for Indoor Positioning Systems Using Visible Light[END_REF][START_REF] Hassan | Indoor Positioning Using Visible LED Lights[END_REF].

𝐿
In [START_REF] Pasha | Indoor positioning system designs using visible LED lights: performance comparison of TDM and FDM protocols[END_REF][START_REF] Prince | Two-Phase Framework for Indoor Positioning Systems Using Visible Light[END_REF] the performance of TDM, FDM and CDM techniques for indoor positioning systems using visible LED lights were investigated. As it was demonstrated, FDM systems obtains better performance in terms of accuracy when compared with TDM and CDM based localization. Due to this, in our proposal FDM scheme is used in order to allow each LED transmit their location information simultaneously.

Traditional proximity algorithms use the connectivity information in order to find the area in which the mobile node (MN) could be located. In particular, convex positioning estimation (CPE) method uses convex optimization to find the minimum bounding rectangle of the feasible connectionbased set [START_REF] Doherty | Convex position estimation in wireless sensor networks[END_REF]. This feasible localization area is a convex set in R 2 [START_REF] Boyd | Convex optimization[END_REF].

These type of algorithms assume a fixed coverage radius R j . As detailed in Section 2, the maximum coverage area strongly depends on detector's FOV and height difference (see Eq. ( 3)).

In Fig. 6 intersection patterns of maximum coverage area of each VLC source are displayed for single PD detector and imaging receiver composed by 2 PDs.

As it can be seen, the usage of two PDs with different FOV angles creates a more dense intersection pattern. Due to this, the complete area of the considered room is divided into smaller feasible regions. Since imaging receivers are used in our method, the constraints of original CPE algorithm proposed in [START_REF] Doherty | Convex position estimation in wireless sensor networks[END_REF] have been modified in order to take into account multiple detectors as detailed in Eq. ( 6) Once the connectivity localization area is found, the neighbour LED information is used in order to reduce the feasible localization region. A two steps algorithm is used to find the overlapped neighbours and convert the feasible rectangle into a minimum convex polygon.

minimize x ∈ R 2 D T x subject to x -C 1 2 ≤ R (1) 1 , x -C 1 2 ≤ R (2) 1 , ..., x -C 1 2 ≤ R (K) 1 , x -C 2 2 ≤ R (1) 2 , x -C 2 2 ≤ R (2) 2 , ..., x -C j 2 ≤ R (K) j (6)
First, overlapped cells to the bounding box are found by solving the convex optimization problem shown in Eq. ( 7) 7) is less or equal to zero, the neighbour LED is considered to be overlapped with the connectivity localization area.

minimize x ∈ R 2 x -C m 2 -R (k) m subject to x x max , -x -x min ( 
A binary connectivity indicator is used to determine whether the neighbour is overlapped or not is proposed in Eq. ( 8).

Overlapping = 1 if Eq.( 7) < 0 0 if Eq.( 7 

(x j + x j+1 )(x j y j+1 -x j+1 x j ) ŷMN = 1 6A p P j=1 (y j + y j+1 )(x j y j+1 -x j+1 x j ) ( 10 
)
where P is the total number of vertices of the convex polygon, (x j , y j ) are the components in the X and Y axis of each point in the set and A p is the area of a convex polygon computed as

A p = 1 2 P j=1 (x j y j+1 -x j+1 y j ) (11) 
To solve problem convex optimization problems ( 6) and ( 7) we used CVX, a package for specifying and solving convex programs in MATLAB [START_REF] Grant | Graph Implementations for Nonsmooth Convex Programs[END_REF].

Numerical results

The LED deployment shown in Fig. 1 is used to evaluate the performance of our proposed algorithm. Parameters used for simulation are delivered in Table 1. Four different receiver architectures are proposed and detailed in the table below, these are, PD(a), PD(b), PD(c) and PD(d). These architectures are used in order to measure the effect of using different FOV combinations at the receiver side. Our proposed method is compared with CPE algorithm.

Numerical results where obtained using a square testing grid with separation of 0.1 meters between each testing point. Two different receiver heights are proposed in order to measure the impact of ∆h ij on algorithm performance.

In addition to this, for measuring the impact of tilting and rotation at the receiver side, an horizontal tilting angle β is assumed to be in the range of

±2 • and rotation angle α ∈ [0 • , 360 • ].

Impact of receiver architecture and height

In this section the impact of changes in receiver architecture and height are analysed. Different combinations of FOV angles provide different intersection patterns (see Fig. 6). Due to this, measuring the effect of multiple 1 are proposed. In Fig. 7 the cumulative distribution function (CDF) of errors is displayed for ∆h ij = 1.5 meters and ∆h ij = 2 meters using the proposed detector architectures. The acronym of the algorithm along with the receiver architecture is used as abbreviation to simplify the performance analysis. For instance, CPP(a) stands for the performance of CPP algorithm using the receiver architecture PD(a) of Table 1.

As it can be seen, the combination of CPP method and imaging receiver overcomes imaging receivers based CPE. The best performance is achieved when a detector composed by four PDs is used at the receiver side. Changes in receiver's height have small impact on CPP performance when multiple receivers are used. CPP method shows to be more robust to changes on the FOV combination compared to CPE algorithms. Small changes on FOV combination used at the receiver can severely affect the CPE method performance. For instance, when using four PDs at the receiver side, the error of CPE(d) is far larger than CPE(c). On the contrary, CPP performance is similar for PD(c) and PD(d) architectures in both proposed scenarios.

In Table 2 the best cases for each detector architecture are compared.

As the receiver height difference increases to from ∆h ij = 1.5(m) to ∆h ij = 2(m), mean accuracy of CPP method changes. From Table 2 it can be seen that the best architecture for ∆h ij = 1.5(m) is PD(c). The overall performance of PD(c) architecture overcomes PD(d), which shows to be more sensitive to changes in receiver's height. 

Impact of mismatch receiver's height measurements

In order to estimate the maximum coverage radius, CPP method requires previous knowledge of receiver height. Since ranging information is not always precise, the algorithm will be affected by the mismatch between real height and measured height. In Fig. 8 The standard deviation of the filtered difference height measurement σ ∆h ij = 0.0064 (m). In Fig. 9 the effect of mismatch measurements of receiver's height is shown. The performance of the method to mismatch estimations in an interval between ±4 centimetres is simulated. This interval is proposed based on the measurements obtained in Fig. 8 (b). CPP method using PD(c) architecture at receiver side is used to analyse the effect of mismatch measurements. In addition to this, rotation angles between 180 • and 270 • also significantly increase the error in this scenario.

Conclusions

In this paper a novel range free method that uses imaging receivers to increase the accuracy is presented. The proposed method, convex polygon positioning, uses the knowledge of lighting deployment and FOV angle diversity to estimate the mobile node position. Since the method uses diversity at the receiver side, the algorithm is capable to increase the performance without increasing the number of access points (LED lights) deployed.

The proposed algorithm shows to be more accurate than CPE method.

CPP has shown to be robust to changes in receiver's height. Small variations on the position estimation error are produced when changes in receiver's height occur.

Results show that a larger number of photodetectors used at the receiver side can increase the accuracy of CPP method as well as its robustness. The best accuracy and robustness are obtained when a total of K = 4 PDs are used.

The effect of mismatch measurement of receiver height are also analysed in this article. Errors up to 4 centimetres in the height estimation may increase the mean error of proposed method as far as 3 (cm).

In addition to mismatch height measurements, response to tilting and rotation angles is discussed. It has been shown that tilting and rotation angles affect more significantly the proposed method when the difference height ∆h ij = 2(m). Mean error shows to be more sensitive to tilting angle β than rotation angle α for a ∆h ij = 1.5(m).

For future work, an optimized imaging receiver for range free localization will be implemented in order to test the procedure in real scenarios. Moreover, different LED placement configuration will be tested in order to find the one that maximizes accuracy of the method. In addition to this, more precise ranging sensors for height estimation will be studied in order to reduce the impact of mismatch measurements on the algorithm performance.

Furthermore, methods to overcome effects of tilting and rotation angles will be studied and proposed.
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 6 Figure 6: Intersection pattern of feasible localization area based on (a) single PD and (b) imaging receiver

  where D is a two dimensional vector which takes the values D = [1 0], D = [-1 0], D = [0 1] and D = [0 -1] in order to find the minimum and maximum of the feasible localization area for both axis. Position of the connected cell in X and Y axis, C j , and maximum coverage radius of connected cells for each detector R (k) j are considered as constraints of the optimization problem. Number of constraints in the optimization problem is directly related to the number of PDs (K) at the receiver side and the number of connected cells.

  7) where x min and x max ∈ R 2 are the minimum and maximum values of the feasible connectivity localization area, is an element-wise comparator, C m is the position of the non-connected neighbour cell m and R (k) m is its maximum coverage radius for each detector k = {1, 2, . . . , K}. In this work the maximum number of detectors K takes the values K = {2, 4}. If the solution of minimization problem in Eq. (

) ≥ 0 ( 8 )

 8 Once the overlapped cells are found, intersection points between the connectivity localization area and overlapped cells are computed. Using these intersection points, the feasible localization zone is reduced to a convex polygon that takes into account the overlapped non-connected cells. Both methods, CPE and CPP, use the imaging properties on the receiver side to minimize the feasible localization area. In particular, CPE estimates the mobile device position based on the solution of Eq. (6) as follows (x M N , ŷMN ) =x * min + x * min and y * min are the minima of feasible area in X and Y axis respectively. Similarly, x * max and y * max are the maxima of feasible area in X and Y axis respectively.The proposed method CPP estimates the mobile node position as the centroid of the feasible localization area. Since the final feasible localization area of CPP is a convex close polygon in R 2 , its centroid can be obtained by
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 7 Figure 7: Performance of imaging receiver based convex poligon positioning (CPP) and convex position estimation (CPE) for (a) ∆h ij = 1.5 (m) and (b) ∆h ij = 2 (m)
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 8 Figure 8: Difference height distance measurements (a) raw measurements and (b) filtered measurements
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 10 Figure 10: Impact of tilting and rotation angles using PD(c) architecture for (a) ∆h ij = 1.5 meters and (b)∆h ij = 2 meters

Table 1 :

 1 Parameters for computational simulation

	Parameter Value	Parameter	Value
	Φ/2	70 •	m l	0.6461
	P j	10W	A	10 -4 m 2
	T s	1	Simulation grid	0.1× 0.1 m
	Room size	3×3 ×3m	Number of LEDs 9
	∆h max	2 m	∆h min	1.5 m
	ρ	0.8	Mismatch	±0.04 m
	FOV PD(a) 60 and 80 •	FOV PD(b)	60 and 100 •
	FOV PD(c) 40, 60, 80 and 100 • FOV PD (d)	60, 80, 100 and 120 •
	|β tilt1 |	1 •	|β tilt2 |	2 •
	α rot1	0 •	α rot2	90 •
	α rot3	180 •	α rot4	270 •
	coverage radius R j is important. Four different FOV combinations detailed (k)
	in Table			

Table 2 :

 2 Performance in terms of mean error and standard deviation of the best PD architectures difference height performed by an ultrasonic sensor (HC-SR04) for ∆h ij =2 meters are shown. As it can be seen, measurements done by the sensor are not perfect. In addition to this, outliers are present. In order to overcome this problem, a median filter is commonly use for outlier elimination.In Fig.8 (b) the filtered measurements of ∆h ij are displayed. As it can be seen, outliers are eliminated from signal. Moreover, errors in the difference height measurement smaller than 4 centimetres are obtained.

	(a) real measurements of receiver
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As it can be seen in Fig. 9, the impact of a mismatch in the estimation of height difference in the range of ±4 centimetres increases the mean error in less than 1 centimetres when PD(c) architecture is used, for a height difference ∆h ij = 1.5 meters. In addition to this, negative mismatch produces lower error than positive mismatch.

On the other hand, for ∆h ij = 2 meters, mismatches in measurement have higher impact, increasing the mean error from less than 10 centimetres to approximately 12 centimetres as shown in Fig. 9 (b). The impact of mismatch measurements on method performance increases along with the difference height between the source and receiver.

Impact of tilting and rotation angles

In order to perform localization, CPP method uses an initial estimation of the maximum coverage radius based on the FOV of receiver. Since receivers and transmitter are not always parallel, the maximum coverage range may vary based on the tilting angle of the receiver. In Fig. 10 the effect of tilting and rotation angles on method performance are shown. Mean error of the algorithm is obtained by computational simulation for tilting angles of β = 1 • and β = 2 • as proposed in Table 1. Furthermore, four discrete values of rotation angle α are analysed.

As it can be seen the rotation angle α has low impact in method performance for a difference height ∆h ij = 1.5 meters. On the other hand, as tilting angle β increases, accuracy of the proposed method decreases. The