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Introduction

Colors play an important role for us to obtain visual information from our surrounding. Instead of generating colors in a conventional manner through absorption or emission of light from chemical pigments of materials, one can get inspired by nature to artificially produce the structural colors 1 . In structural coloration, the desired colors are generated through the interaction of light with subwavelength structured materials, which act as appropriate color filters for incident white light. Structural colors are resistant to photobleaching, high temperature, and ultraviolet irradiation; they are not hazardous to the environment, either. As a result, they have attracted significant attention as a promising alternative for conventional pigment-or dye-based colors [START_REF] Kristensen | Plasmonic colour generation[END_REF] .

One way to generate structural colors is to use metasurfaces (MSs), i.e., 2D arrays of patterned nanoresonators with subwavelength features. In recent years, plasmonic and dielectric MSs have been extensively used to create interesting functionalities by locally manipulating the amplitude, phase, polarization, and frequency of the incident light [START_REF] Taghinejad | All-optical control of light in micro-and nano-photonics[END_REF][START_REF] Taghinejad | Ultrafast control of phase and polarization of light expedited by hot-electron transfer[END_REF][START_REF] Taghinejad | Hot-electron-assisted femtosecond all-optical modulation in plasmonics[END_REF][START_REF] Abdollahramezani | Analog computing using graphene-based metalines[END_REF][START_REF] Abdollahramezani | Reconfigurable multifunctional metasurfaces employing hybrid phase-change plasmonic architecture[END_REF][START_REF] Hemmatyar | Phase resonance tuning and multi-band absorption via graphene-covered compound metallic gratings[END_REF] . The capability of the surface plasmon resonances (i.e., the collective excitation of electrons and electromagnetic waves at the metallic surfaces) to confine the incident light below the diffraction limit enables plasmonic MSs to generate high-resolution structural colors [START_REF] Kristensen | Plasmonic colour generation[END_REF][START_REF] Ding | Gradient metasurfaces: a review of fundamentals and applications[END_REF] . Vivid color generation with rich saturation in a large color gamut necessitates MSs with high-quality-factor (or high-Q) resonances (i.e.,
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narrow-band resonances) with near-unity intensity in their reflection or transmission spectra. However, significant intrinsic losses of metals inevitably used in the plasmonic MSs in the visible range broaden the resonance spectra, and consequently, hinder the realization of high-efficiency structural colors with large color gamut and purity. Furthermore, gold, silver, and aluminum as the most common metals used in plasmonics-based coloration suffer from high cost and/or CMOS-non-compatibility, which hampers the foundry-level production of the resulting MSs 2 .

To circumvent such challenges, all-dielectric MSs, which support both electric-dipole (ED) and magnetic-dipole (MD) resonances (in contrast to most plasmonic MSs that only provide ED resonances), associated with Mie scattering have been proposed and implemented [START_REF] Staude | Tailoring directional scattering through magnetic and electric resonances in subwavelength silicon nanodisks[END_REF] . Although both plasmonic and all-dielectric MSs are capable of controlling the resonance properties by tuning the geometrical parameters [START_REF] Abdollahramezani | Beam manipulating by gate-tunable graphenebased metasurfaces[END_REF][START_REF] Abdollahramezani | Dielectric metasurfaces solve differential and integro-differential equations[END_REF][START_REF] Chizari | Analog optical computing based on a dielectric metareflect array[END_REF] , the latter provide high-Q resonances as well as lower intrinsic Ohmic losses. Silicon (Si) as a high-refractive-index material in the visible range has been widely used in different patterned geometries such as nanopillars (NPs) [START_REF] Nagasaki | All-dielectric dualcolor pixel with subwavelength resolution[END_REF][START_REF] Park | Structural color filters enabled by a dielectric metasurface incorporating hydrogenated amorphous silicon nanodisks[END_REF] to generate structural colors. However, Si suffers from high material losses for wavelengths smaller than 600 nm preventing generation of high-quality colors. As a promising alternative, low-index transparent materials, such as amorphous titanium dioxide (TiO 2 ), silicon oxide (SiO 2 ), and polymers (with wide transparency windows in the entire visible range), have been more recently introduced [START_REF] Kim | Outfitting next generation displays with optical metasurfaces[END_REF] . Among different options, TiO 2 has been used most widely for generating high-quality colors due to its higher refractive index leading to more confined modes [START_REF] Sun | All-dielectric full-color printing with tio2 metasurfaces[END_REF] . However, there is a growing interest in ultrawide-bandgap low-contrast materials (with refractive indices comparable to TiO 2 ) to extend the use of MSs to the ultraviolet (UV) wavelength range [START_REF] Huang | Ultraviolet metasurfaces ofâL' Ĺ 80% efficiency with antiferromagnetic resonances for optical vectorial anti-counterfeiting[END_REF] . Meanwhile, compatibility with well-developed conformal deposition techniques is indispensable to create high-aspect ratio patterned nanoresonators supporting Mie resonances.

In this paper, for the first time to our knowledge, an alldielectric MS consisting of a square-lattice of Hafnia (HfO 2 ) NPs for generation of a large high-quality color gamut is experimentally demonstrated. Due to the high aspect-ratio of constituent dielectric NPs, both ED and MD Mie-type resonances are observed in the reflection response. On the other hand, the radiation of these Mie-type resonances can strongly be coupled to the direct reflected light. This in turn, leads to the narrow-band Fano-type resonances, which are desirable for generating vivid and highquality structural colors [START_REF] Shen | Structural colors from fano resonances[END_REF] .

Methods and Results

Figure 1(a) displays the all-dielectric MS made of HfO 2 NPs with height h and diameter d inside a square-lattice with periodicity p. The structure is normally illuminated by a TM-polarized plane wave of white light, and the reflection response (associated with color) is measured at the far-filed.

To effectively design the MS in Fig. 1(a) while avoiding the traditional computationally demanding optimization approaches (such as brute-force techniques or evolutionary approaches like genetic algorithms), we use a new deep-learning (DL)-based approach to predict the most influential design parameters in generating the desired sharp Fano-type resonant responses [START_REF] Kiarashinejad | Deep learning reveals underlying physics of light-matter interactions in nanophotonic devices[END_REF] . To considerably reduce the computation requirements, this approach uses an auto-encoder to reduce the dimentionality of the response space and a pseudo-encoder to reduce that of the design space [START_REF] Kiarashinejad | Deep learning approach based on dimensionality reduction for designing electromagnetic nanostructures[END_REF] , which includes h, d and p already defined in Fig. 1(a). The auto-encoder and the pseudo-encoder are neural-network architectures that must be trained with simulation data that relate the design parameters to the response of the MS. To generate the required training data, we used the 3D finite-difference timedomain (FDTD) technique to find the reflection spectra of 2000 MSs with randomly selected design parameters. Due to the periodicity of the structure, the simulation domain was limited to one period (p) in the lateral directions (i.e., x and y in Fig. 1(a)); perfectly matched layers were used on the top and bottom layers (in the z-direction in Fig. 1(a)). All simulations were performed using the commercially available software, Lumerical. In these simulations, the refractive index of the SiO 2 was assumed to be 1.46 for all wavelength, and that of HfO 2 was measured in the visible spectrum by a Woolam M2000 Ellipsometer as shown in Fig. 1(b). The training of the auto-encoder and the pseudo-encoder was performed with 250 training instances using the well-known backpropagation technique. All details of the DL-based techniques are described in [START_REF] Kiarashinejad | Deep learning reveals underlying physics of light-matter interactions in nanophotonic devices[END_REF][START_REF] Kiarashinejad | Deep learning approach based on dimensionality reduction for designing electromagnetic nanostructures[END_REF][START_REF] Kiarashinejad | Photonic and Phononic Properties of Engineered Nanostructures[END_REF] and is not presented here for conciseness.

The trained pseudo-encoder in the DL-based approach provides valuable information in prioritizing and understanding the role of different design parameters as described in [START_REF] Kiarashinejad | Deep learning reveals underlying physics of light-matter interactions in nanophotonic devices[END_REF] . Figure 2 By comparing these weights in Fig. 2(a), it is clear that the periodicity (i.e., p) of the MS is the most dominant design parameter in changing the latent features and consequently manipulating the output response. In contrast, the NP height (h) has the least influence on the response. This is a very helpful observation as it allows the height to be selected by other constraints (e.g., the deposition thickness and the aspect-ration limitations in fabrication). Such valuable information cannot be obtained in using more conventional design and optimization techniques. As a result, by changing p, the spectral position of Fano-type resonances can be well tuned to induce different colors over the entire visible range. flected white light results in the formation of the sharp Fano-type resonance that appears in the reflection spectrum as observed in Fig. 3.

Motivated by the physical intuition granted by the DL technique, several MSs were optimized to create different structural colors. Different aspects of three examples designed for blue, green, and red colors are shown in Fig. 3. To implement the designed MSs, we followed the step-by-step fabrication procedure shown in Fig. 5(a) [START_REF] Devlin | Broadband high-efficiency dielectric metasurfaces for the visible spectrum[END_REF] . First, a positive electron-beam resist (EBR) was spin-coated on a fused silica substrate and soft baked. Next, the electron-beam lithography (EBL) was performed to pattern the spin-coated EBR, which was followed by the developing process under gentle agitation. In the next step, a HfO 2 film was deposited inside the atomic layer deposition (ALD) chamber at 90 • C (that was low enough to prevent the deformation of EBR patterns) using a standard two-pulse system of TEMAH and H 2 O precursors. It is worth mentioning that ALD enabled us to create nanoscale features with minimum surface roughness as required in our designed MSs. Then, an etching process was carried out in an inductively-coupled-plasma (ICP) reactive-ion etching (RIE) system using a mixture of Cl 2 and BCl 3 gasses. Finally, the remaining EBR was exposed to the oxygene plasma and removed by overnight immersion of the sample inside the EBR solvent. Scanning electron microscopy (SEM) was performed to investigate the quality of the fabricated MSs. The results in Fig. 6(c) confirm that a wide range of structural colors can be achieved by our MSs. Figure 6(c) shows a good agreement between simulation and experimental data for yellow, orange and red colors (achieved with 330 nm < p < 410 nm) while some differences between the two types of results are observed for green, blue, and dark red colors (p < 330 nm and p > 410 nm). We believe these differences are primarily caused by fabrication imperfections. The high current intensity used in the EBL process to form the structures with higher aspect ratios (i.e., smaller d and p < 330 nm) causes an error in the diameter of the NPs (and thus, in the observed color). On the other hand, the long ALD process for the formation of the HfO 2 layer results in the hard-baking of the EBR, which is difficult to remove. Thus, a residue of the EBR appears on top of the NPs (see Fig. 5(b)) resulting in the modification of the reflection spectra. This is clearly observed in Fig. 6(a) in the form of smaller spurious peaks on the left side of the main peak of each color in the experimental results (shown by red circles), especially in the structures with p < 330 nm and p > 410 nm. Once multiplied by x(λ ), ȳ(λ ), and z(λ ) (see Fig. 6(b)), these spurious peaks result in changing the values of x and y (both obtained from Eq. ( 1)) and a shift in the color. The amount of this shift (or discrepancy between simulation and experimental results) primarily depends on the locations of the main and the spurious reflection peaks. It is highest for blue colors where the main peak and the spurious peak overlap (i.e., the blue color changes to a more brown color at p = 270 nm as seen from Fig. 6(a)). As a result, the overall color gamut is Fig. 6(c) covers a smaller area compared to the theoretical predictions. The development of new processes for avoiding the EBR in the fabrication of the NPs to solve this discrepancy is currently underway. Finally, the non-ideal operation of lower-wavelength filters installed in the camera reduces the color purity in the blue region.

To obtain even a larger color gamut with higher saturation, one can consider HfO 2 MSs with more complex unit cells and lattice structures or even MSs in hybrid multi-layer material platform. Our DL-based design technique can be used for designing such complex structures for which the conventional design techniques cannot be used for excessive computation requirements. Also, the valuable intuitive understanding of the roles of design parameters obtained by our DL-based technique can considerably facilitate the design process for complex structures.

Conclusions

In summary, we demonstrated here an all-dielectric MS consisting of a square-lattice of NPs of HfO 2 to generate different structural colors. Such capability is attributed to the strong induced ED and MD resonance modes of the engineered NPs. The coupling of MD mode to the directly reflected white light leads to narrowband Fano-type resonances, which result in a wide color gamut. Furthermore, due to the near-zero loss of HfO 2 , the quality of the generated colors are highly vivid and pure. In this creation, our DL-based analysis and optimization technique was helpful in reducing the computation complexity while providing intuitive information about the roles of different design parameters.
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 33 Fig. 3 The reflection spectra for MSs in Fig. 1(a) designed for blue (p = 270 nm), green (p = 350 nm), and red (p = 430 nm) colors. For all three structures, d = 0.75 p and h = 350 nm.
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 45 Fig. 4 Vector plots and color-coded distribution are shown for (a) electric and (b) magnetic fields inside the NP for the case of p = 350 nm, d = 0.75 p, and h = 350 nm. The structure supports the ED mode at λ = 490 nm (a) and the MD mode at λ = 558 nm (b), which once coupled to the directly reflected light yields the sharp Fano-type peaks seen in Fig. 3
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 56 Fig. 6 (a) The simulation and experimental reflection spectra and their corresponding colors for the structure in Fig. 1(a) with h = 350 nm, d = 0.75 p and different periodicities (i.e., p). The red circles in the experimental results show spurious peaks due to fabrication imperfections. (b) CIE 1931 standard color-matching functions. (c) CIE color gamut formed by simulation (white squares) and experiment (blue dots) data in (a).
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