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District heating networks are commonly addressed in the literature as one of the most effective solutions for decreasing the greenhouse gas emissions from the building sector. These systems require high investments which are returned through the heat sales. Due to the changed climate conditions and building renovation policies, heat demand in the future could decrease, prolonging the investment return period. The main scope of this paper is to assess the feasibility of using the heat demand -outdoor temperature function for heat demand forecast. The district of Alvalade, located in Lisbon (Portugal), was used as a case study. The district is consisted of 665 buildings that vary in both construction period and typology. Three weather scenarios (low, medium, high) and three district renovation scenarios were developed (shallow, intermediate, deep). To estimate the error, obtained heat demand values were compared with results from a dynamic heat demand model, previously developed and validated by the authors. The results showed that when only weather change is considered, the margin of error could be acceptable for some applications (the error in annual demand was lower than 20% for all weather scenarios considered). However, after introducing renovation scenarios, the error value increased up to 59.5% (depending on the weather and renovation scenarios combination considered). The value of slope coefficient increased on average within the range of 3.8% up to 8% per decade, that corresponds to the decrease in the number of heating hours of 22-139h during the heating season (depending on the combination of weather and renovation scenarios considered). On the other hand, function intercept increased for 7.8-12.7% per decade (depending on the coupled scenarios). The values suggested could be used to modify the function parameters for the scenarios considered, and improve the accuracy of heat demand estimations.

Introduction

Nowadays, energy shortage and environmental issues have been the biggest challenges facing the world. Accordingly, sustainability, industrial ecology, eco-efficiency, and green chemistry are guiding the development of materials, products, and processes [START_REF] Mohanty | Sustainable bio-composites from renewable resources: opportunities and challenges in the green materials world[END_REF]. Biomass is regarded as an attractive low-carbon resource, and has the following specific features: [START_REF] Mohanty | Sustainable bio-composites from renewable resources: opportunities and challenges in the green materials world[END_REF] it is abundant and easily generated; (2) biomass production is labor intensive and thus conducive to poverty reduction and increase of rural employment; and (3) it is easily converted to thermal energy and electricity [START_REF] Dogan | Analyzing the effects of real income and biomass energy consumption on carbon dioxide (CO2) emissions: Empirical evidence from the panel of biomass-consuming countries[END_REF]. Torrefaction is an eco-friendly process because no chemicals are utilized and added into this process to improve the natural defect of biomass and produce solid fuel. Torrefaction is operated between 200-300°C under an inert condition. Based on the pretreatment temperature, the conventional biomass torrefaction can be classified into light, mild, and severe torrefaction, where the temperatures are in the ranges of approximately 200-235, 235-275, and 275-300 °C, respectively [START_REF] Chen | A study on torrefaction of various biomass materials and its impact on lignocellulosic structure simulated by a thermogravimetry[END_REF]. Compared to raw biomass, torrefied biomass has a higher calorific values or energy density, lower atomic O/C and H/C ratios and moisture content, lower hygroscopicity, higher grindability, and more uniform properties.

Concerning to the improvement of hygroscopicity, biomass is hygroscopic in nature, because moisture can be absorbed into the cell walls by the hydroxyl groups attract which hold water molecules through hydrogen bonding [START_REF] Chen | A state-of-the-art review of biomass torrefaction, densification and applications[END_REF][START_REF] Pelaez-Samaniego | A review of wood thermal pretreatments to improve wood composite properties[END_REF]. When biomass undergoes torrefaction, the hydroxyl groups will be partly destroyed through dehydration, and this prevents the formation of hydrogen bonds [START_REF] Chen | A state-of-the-art review of biomass torrefaction, densification and applications[END_REF]. Accordingly, hygroscopic biomass tends to be hydrophobic after torrefaction, and the equilibrium moisture content (EMC) in the biomass is reduced significantly [START_REF] Esteves | Wood modification by heat treatment: a review[END_REF]. The hygroscopic characteristic of biomass is usually examined by determining the EMC under a humidity range of 50-80%. Some studies pointed out that the hygroscopic property can also be observed via thermogravimetric analysis (TGA), where its weight loss is lower for heating temperatures between room temperature and 105 °C when compared to its parent materials [START_REF] Chen | A study on torrefaction of various biomass materials and its impact on lignocellulosic structure simulated by a thermogravimetry[END_REF].

The aim of this study is to investigate the hygroscopicity of lignocellulosic biomass after light torrefaction, which could produce higher homogeneous torrefied wood compared to mild or severe torrefaction [START_REF] Chen | An experimental analysis on property and structure variations of agricultural wastes undergoing torrefaction[END_REF]. To achieve this target, the examinations of EMC and contact angle are performed to evaluate the behaviour of water absorption in biomass after torrefaction.

Experiment

In this study, a softwood species (fir, Abies pectinata) which is abundant in Europe and widely used in the European wood industry have been chosen. The wood sample was dried in an oven at 103 °C until mass stabilization before experiments. The light torrefaction were carried out in a pilot scale system in the temperature range of 200-230 °C with a low heating rate (0.2°C min -1 ) and under low pressure (200 hPa) for 1000 min of experiment to produce a high homogenous torrefied wood. It has been reported that the biochars obtained from low pressure of pyrolysis have more "open" pores and higher reactivity than atmospheric pyrolysis biochars [START_REF] Uras-Postma | Vacuum pyrolysis of agricultural wastes and adsorptive criteriadescription of biochars governed by the presence of oxides[END_REF], and also could provide torrefied products with greater homogeneity [START_REF] Ferrari | Thermo-vacuum modification of some European softwood and hardwood species treated at different conditions[END_REF]. The proximate analysis was performed according to the ASTM standard procedures (i.e., moisture: E871; volatile matter: E872; fixed carbon: E1534; and ash: D1102) [START_REF] Chen | Impact of torrefaction on the composition, structure and reactivity of a microalga residue[END_REF]. Before the proximate analysis, the wood samples were crushed with a grinder and sieved to the particle sizes ranging from 0.36 to 1.7 mm (i.e. 12-45 mesh). For the EMC and contact angle determination, the wood samples were cut to the dimensions 20 mm × 20 mm × 20 mm. The sieved and cut wood samples were dried in an oven at 105 °C for 24 h to provide a basis for analysis. Subsequently, the samples were placed in sealed plastic bags and stored in electronic cabinet at room temperature until experiments were performed.

The EMC analysis was carried out in a temperature and humidity chamber at 25 °C with 55 % relative humidity. EMC is defined as the weight ratio of sample with moisture content and the oven dried weight of sample. The measurement of contact angle was performed by using an optical contact angle apparatus, which was consisted of a video measuring system connected and a high-resolution CCD camera. A commercial software (FTA32) was connected with the system to measure and record the results.

Results and discussion

The values of solid yield, which is the weight ratio of torrefied wood and raw, under various torrefaction temperatures are given in Table 1. The solid yield is in the range of 87-97 wt%. When the biomass is torrefied at 200 °C, the solid yield is 96.18%, which means a very light thermal decomposition occurs. While the torrefaction temperature is at 230 °C, the solid yield is decreased to 87.71%. Overall, the decreasing of solid yield is mainly due to the thermal decomposition of hemicelluloses in this temperature range [START_REF] Chaouch | Use of wood elemental composition to predict heat treatment intensity and decay resistance of different softwood and hardwood species[END_REF]. The HHVs of the samples are between 16.55 MJ kg -1 (raw) and 18.26 MJ kg -1 (230 °C of torrefaction), also shown in Table 1. The enhancement factor of HHV, which is the HHV ratio of torrefied biomass and raw biomass can be regarded as energy density, it has been widely used to examine the performance of torrefaction [START_REF] Chen | Predictions of biochar production and torrefaction performance from sugarcane bagasse using interpolation and regression analysis[END_REF]. The enhancement factor of treated wood at the end of treatment is in the range of 1.02-1.10. This result is with a good agreement to the light torrefied wood [START_REF] Colin | Quantification of the torrefaction effects on the grindability and the hygroscopicity of wood chips[END_REF]. The results of proximate analysis indicate that the volatile matter (VM) in the samples decreases after torrefaction, whereas the fixed carbon (FC) increases, resulting from the devolatilization reaction during treatment [START_REF] Chen | A state-of-the-art review of biomass torrefaction, densification and applications[END_REF][START_REF] Park | Torrefaction and low-temperature carbonization of woody biomass: Evaluation of fuel characteristics of the products[END_REF]. The increasing of FC could also be owing to the carbonaceous materials are formed during treatment due to thermal reticulation reactions [START_REF] Chaouch | Use of wood elemental composition to predict heat treatment intensity and decay resistance of different softwood and hardwood species[END_REF]. The EMC is used in relation to a hygroscopic material, like biomass, and the lower EMC values examined means the lower behavior of water absorption [START_REF] Esteves | Wood modification by heat treatment: a review[END_REF]. The EMC of the torrefied wood is decreased while increasing torrefaction temperature, and it is in the range of 2.34-3.60 %. Moreover, the EMC decreased by 34-58 % of reduction compared to EMC of the raw material (Fig. 1).

Fig. 1. EMC distribution of raw and torrefied biomass

The reduction of EMC is reflected to the improvement of biomass hygroscopicity. The hygroscopic property of biomass is contributed to the hydroxyl groups in biomass attract and hold water molecules through hydrogen bonding. The hemicelluloses and the amorphous reign of the cellulose chains are more prone to attract water due to the availability of hydroxyl groups. While biomass after torrefaction, the hemicelluloses and the amorphous reign of cellulose are thermally decomposed. These results prevent the formation of hydrogen bonding to catch water molecules, so that the torrefied biomass tends to be hydrophobic. It is worthy to note that the solid yield of 200 °C torrefied wood is 96.18%, and it is implied a very light degradation of biomass. However, the reduction of EMC is as high as 34.9%, and it could be attributed the released of extractives which are mainly consisted of organic volatile products condensed inside the wood pores. The related study has reported that the lower saturated moisture content in torrefied biomass could also result from tar condensation inside the pores of torrefied biomass, obstructing the passage of moist air through the solid, and then avoiding the condensation of water vapor. In addition, the apolar character of condensed tar on the solid also prevents the condensation of water vapor inside the pores [START_REF] Chen | A state-of-the-art review of biomass torrefaction, densification and applications[END_REF].

The measurement of contact angle is conducted by the sessile drop technique. This method is based on the observation of the profile of a drop deposited on a solid surface [START_REF] Pétrissans | Wettability of Heat-Treated[END_REF]. After the measurement, the small contact angles (<90°) correspond to hydrophilic surface (with hygroscopic property), while large contact angles (>90°) correspond to hydrophobic surface (with low wettability) [START_REF] Law | Definitions for hydrophilicity, hydrophobicity, and superhydrophobicity: getting the basics right[END_REF][START_REF] Hakkou | Investigations of the reasons for fungal durability of heat-treated beech wood[END_REF]. Fig. 2 and Fig. 3. display the results of contact angle on the surface of raw and torrefied wood. In Fig. 2, The water absorption behavior with time can be observed. The contact angle of raw biomass surface is around 86 ° in the beginning, and after 20 s, the contact angle of the surface tends to 0°. In contrast, the contact angles of torrefied biomass are always maintained at a certain value and higher than 90°, the range is from 103 to 113 °. Overall, the contact angels of all the torrefied samples in the present study are higher than 90°, indicating the reduction of wettability (or increase of hydrophobicity). In the related study, Li et al. [START_REF] Li | Torrefaction of corncob to produce charcoal under nitrogen and carbon dioxide atmospheres[END_REF] performed the contact angle determination of biomass (corncob) surfaces after torrefaction under N 2 and CO 2 . They revealed that the contact angel increased as the torrefaction temperature elevated, and the high hydrophobicity of corncobs could be obtained while torrefaction occurred at a high temperature. 

Conclusions

The torrefaction of fir (Abies pectinata) has been carried out at 200-230 °C under low pressure (200 hPa) to produce high homogenous torrefied wood in this study. The results point out that the EMCs of torrefied wood are decreased significantly while torrefaction temperature is increased, and it is in the range of 2.34-3.60 %. On the other hand, the solid yield of 200 °C torrefied wood is 96.18% (around 3.8 wt% of mass loss), which is implied a very light degradation of biomass. However, the reduction of EMC is reached up to 34 %, and it could be owing to release of extractives condensed inside the wood pores to prevent the water contact the wood surface directly. For the determination of contact angle on wood surface, the contact angels of all the torrefied samples in the present study are higher than 90°(in the range of 103-113 °), and it is increased with torrefaction temperature, indicating the reduction of wettability (or increase of hydrophobicity).
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 23 Fig. 2. Profiles of contact angle on the surface of raw and torrefied biomass

Table 1 .

 1 Solid yield, HHV, and proximate analysis of raw and torrefied wood.

	Material	Solid yield	HHV	Enhancement	Volatile matter	Fixed carbon
		(wt%)	(MJ kg -1 )	factor	(wt%)	(wt%)
	Raw	100.00	16.55	1.000	85.53	14.28
	200 °C	96.18	16.90	1.021	83.31	16.49
	210 °C	93.92	17.08	1.032	82.59	17.18
	220 °C	90.36	17.61	1.064	80.88	18.87
	230 °C	87.71	18.26	1.103	79.72	20.03
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