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Characterization of transport of Titanium neutral atoms sputtered in Ar and Ar/N 2 HIPIMS discharges

Keywords: time resolved tunable diode laser induced fluorescence, reactive magnetron sputtering, high power impulse magnetron sputtering (HiPIMS), atoms velocity distribution function, transport of sputtered atoms, titanium, nitrogen

We report in this work the investigation of the transport behavior of Ti neutral atoms sputtered in reactive high power impulse magnetron sputtering (R-HiPIMS) device used for TiN coating deposition. The time resolved tunable diode laser induced fluorescence (TR-TDLIF), previously developed to study the transport of tungsten atoms, was improved to measure Ti neutral atoms velocity distribution functions. We find that the TR-TDLIF signal has to be fitted using three Gaussian distributions, corresponding to the energetic (EN), thermalized (TH) and quasi-thermalized (QTH: TH atoms with non-zero mean velocity) atoms populations. Then, the ability to distinguish populations of atoms and to determine their corresponding deposited flux and energy may be of great interest to control film properties as desired for targeted applications. From the fitting, the vapor transport parameters (flux and energy) are calculated and studied as function of distance from the target, pressure and percentage of nitrogen in Ar/N2 gas mixture. The study focuses on the effect of added nitrogen on the transport of sputtered atoms.

I. Introduction

Since the 1970s, magnetron sputtering (MS) process has been developed for the growth of thin films by physical vapor deposition (PVD) [1]. The developments of conventional reactive direct current (R-dcMS) and radiofrequency (R-rfMS) magnetron sputtering methods allow the deposition of a wide range of thin films of materials such as metals, oxides, nitrides, ceramics, etc. [2]. Consequently, MS is a widely used deposition technology in many industrial applications.

In conventional magnetron sputtering discharges, sputtered species are mainly emitted by the cathode as neutral particles and ions of the sputtered material do not contribute significantly to the deposition process. Ionized Physical Vapor Deposition (IPVD) reactors have then been developed since the 1990s to improve the quality of deposited films in terms of mechanical properties (higher density, reduced porosity, better resistance to corrosion) and of conformity for deposition on complex substrate geometry [START_REF] Powell | PVD for Microelectronics: Sputter Deposition Applied to Semiconductor Manufacturing (Thin Films[END_REF][START_REF] Rossnagel | [END_REF][5][6][7][8]. The main goal of IPVD is to ionize a fraction of neutral species sputtered from the magnetron target in order to transfer potential energy to ions, and to collimate and control the obtained ion particle fluxes by applying a negative bias voltage to the substrate. IPVD reactors consist of a magnetron discharge assisted by an additional plasma source, located in the area between the substrate and the magnetron cathode, which ionizes the sputtered vapor flowing from the magnetron. Reactors using helicon [9], electron cyclotron resonance (ECR) coupled discharge [10] or microwave surface wave plasma [11] have been studied but most of the IPVD reactors used radio-frequency coils (RF-IPVD) to create the additional ionization [START_REF] Rossnagel | [END_REF]5,12,13]. Some difficulties, however, have to be tackled in RF-IPVD processes. Indeed, the necessary modifications of the reactor chamber design and the fact that the internal antenna immersed in the reactor could pollute the deposition process [13][14][15], present potential inconveniences for some applications. Moreover, the ionization degree may be too low for specific applications such as the filling of trenches, as well as for new functional coatings demands.

Therefore, high power impulse magnetron sputtering process (HiPIMS) has been developed [16] and intensively studied since the end of the 1990s [17][18][19][20][21][22], and reactive HiPIMS (R-HiPIMS) has emerged since 2002 [START_REF] Ehiasarian | annual Technical Conference Proceedings (Society of Vacuum Coaters)[END_REF] for the adhesion enhancement of CrN hard coatings on steel [START_REF] Lattemann | [END_REF]. In HiPIMS process, the high power (a few kW.cm -2 ) is turned on during short pulses (tens of µs) in order to avoid the cathode overheating and arc formation.

The plasma density is usually between 10 12 and 10 13 cm -3 [16,25] and the ionization degree of the sputtered particles is greater than 50 % [25]. The main advantage of HiPIMS and R-HiPIMS technologies is the absence of an additional ionization antenna in the reactor chamber, i.e. an industrial reactor can be upgraded to a HiPIMS one only by changing the power supply. Furthermore, in R-HiPIMS process, the poisoning of the target and the plasma composition are not only induced by the partial pressure of the reactive gas and the power as in dcMS, since discharge duration and pulse repetition rates are also key parameters for the balance between sputtering and sticking of reactive species [26].

For a better understanding of both non-reactive and reactive HiPIMS discharges, the development of time and/or space resolved suitable diagnostics allowing the study of neutral and ionic particle fluxes (densities and energies) between the target and the substrate is required. The objectives are to control and optimize the deposition process. Ion energy distribution functions (IEDFs) of ions created from the ionization of sputtered particles and the gas are often measured by time-average and/or time-resolved mass spectrometry [27][28][29][30][31][32].

Moreover, some measurements of charged and neutral (since a significant fraction of neutral species remains and may influence thin film deposition properties) particles were carried out by time-resolved and space-resolved optical emission spectroscopy [33,34], laser induced fluorescence with a YAG:Nd laser [35] or resonant optical absorption spectroscopy [36].

Recently, the velocity distribution of sputtered titanium in the target vicinity of a HiPIMS discharge, and the relaxation from Thompson distribution to Maxwell one, were reported by Held et al. [37].

In previous papers [38,39], we presented new measurements of atoms velocity distribution functions (AVDFs) of the metastable state of neutral tungsten (W) obtained by means of time resolved tunable diode laser induced fluorescence (TR-TDLIF) in non-reactive (pure Ar gas) HiPIMS discharges. The present work is focused on R-HiPIMS process study used for titanium nitride (TiN) thin film deposition. TiN was chosen for its good mechanical and optical properties, excellent chemical resistance and good biocompatibility. However, the scope of this paper is not devoted to film properties. Thin films were deposited in order to compare and corroborate TR-TDLIF measurements and deposition rate (estimated by scanning electron microscopy). The main goal is to develop TR-TDLIF on the ground state of neutral Ti atoms. Indeed, this method performed on W has been drastically improved to be able to measure the very low intensity of the Ti fluorescence signal, especially when N2 is added in the Ar/N2 gas mixture (owing to the high decrease of number of Ti atoms sputtered from the poisoned target). Furthermore, the appearance, reduction or vanishing of hysteresis [see 26 and therein] is not discussed here because the main objective is to present reliable TR-TDLIF measurements. We report the evolution of Ti AVDFs showing the different stages of the atoms transport and highlighting an intermediate regime between ballistic and diffusive ones (named quasi-diffusive or quasi-thermalized). Spatio-temporal evolutions of absolute densities, fluxes and energies are characterized by varying the percentage of N2 in the gas mixture. This study may be a significant step in the ability to control film properties.

II. Experimental setup

As presented in a previous work [40] our reactor was used to develop the time resolved tunable diode laser induced fluorescence measurements. The balanced magnetron cathode is fitted with a water cooled Titanium target of 5 cm in diameter, 3 mm in thickness and 99.99% of purity. Prior to discharge process, the vacuum reaches a pressure lower than 2×10 -4 Pa. Ar and N2 gases were added into the chamber with various N2/Ar flow rate ratio (0-10%) while the total flow rate was fixed at 18 sccm. The TR-TDLIF measurements were carried out at fixed discharge power (350 W.cm -2 ) and discharge time (Td=10 µs and f =1 kHz: corresponding to a duty cycle of 1%). These parameters have an important role in the process. Indeed, we have not studied the repetition frequency and the pulse duration, but Magnus et al. [41] reported that the repetition frequency has an effect on the transition from metallic to compound mode. In addition, Ferrec et al. [28] reported that at small average HiPIMS power (7 W cm -2 ) a long discharge time produces more argon ions whereas a short one generates more metallic ions whereas Konstantinidis et al. [42] suggested the reverse at higher power due to the sputtering wind (inducing a local decrease of the argon density, consequently Ar ions density, due to the intense target sputtering gas rarefaction). In fact, these parameters, especially the short Td and the limited HiPIMS power, were mainly chosen to separate the discharge from the post-discharge and to perform TR-TDLIF measurement close to the target surface (at z=1.3 cm since the sputtered Ti get thermalized quickly by collisions with the background gas) and study the transport of metallic vapor with limited disturbances linked to the plasma (strong optical emission at high power discharge and Ti atoms production during a long time when using a long Td).

Diode laser (DL) used to excite the neutral sputtered atoms, Toptica Phototonics DL 100 (20 mW), provide a 14 pm wavelength range (λlaser) without mode hop and centered at λ0=398.170 nm (the same transition used by Sushkov et al. [43]), which is suitable to probe wide range of sputtered atoms velocities. The DL has a high spectral resolution (0.005 pm) compared to that of an OPO laser (∼2 pm) or a dye Nd:YAG laser (∼0.5 pm). λ0 corresponds to the neutral Ti resonance transition from the ground state level 3d 2 4s 2 -(a 3 F2) to the short lifetime radiative excited level 3d 2 ( 3 F)4s4p( 1 P°) -(y 3 F2). The fluorescence signal (λLIF) also emitted at λlaser.

The detailed description of the optical and electrical arrangements can be found in a previous work [38]. The HiPIMS unit was set to deliver 180 pulses during the 14-pm wavelength scan.

The wavelength variation during one HiPIMS pulse period (1 ms) is assumed to be negligible since it generates a Doppler shift error of 0.077 pm. This corresponds to a 60 m/s error on velocity while the measured velocities are in the order of km/s. The laser beam probes the axial (perpendicular to the target surface) velocity component of sputtered atoms (𝑣 𝑧 ⃗⃗⃗ , see figure 1 (a)). The magnetron target was moved in z direction (z=0 cm corresponding to the target surface) to perform measurements at various "target/probed volume" distances. All measurements were carried out between z=1.3 cm and 8 cm above the racetrack and at R0=1.3 cm from the center of the target. At z=1.3 cm, the B value is lower than 20G and quasihomogeneous. 
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In order to obtain absolute measurements, time resolved tunable diode laser absorption spectroscopy (TR-TDLAS) was used to calibrate the TR-TDLIF signal. The absorption process has to be as homogeneous as possible along the laser beam path (absorption length)

during TR-TDLAS measurement. Thus, the calibration was performed in conditions where the sputtered atoms have isotropic distribution (thermalized vapor), i.e. far away from target (z=8 cm), at relatively high pressure (p=2.7 Pa) and at the end of the post-discharge (700-900s). The contributions of the Stark and pressure broadenings were neglected due to the low electron density/electric field in the post-discharge and the very low working gas pressure (between 0.7 and 2.7 Pa). Furthermore, Zeeman effect does not contribute to line broadening in our conditions. Only Doppler broadening and shift are, then, taking into account.

Therefore, to convert the laser wavelength scale (Δλlaser = λlaser -λ0 was determined by means of a Fabry-Pérot interferometer) into the velocity scale, the classical Doppler's relation (v=c•Δλlaser/λ0) was applied. 

III. Results and discussions

III-1. Quasi-thermalized atoms with non-zero mean velocity

Time resolved tunable diode laser induced fluorescence measurements give access to the atoms velocity distribution functions (AVDF). The latter have to be theoretically fitted to distinguish the various atoms populations and to calculate their related properties: density, flux, energy, etc.

In a previous work, Desecures et al. [39] studied the transport of tungsten sputtered atoms in HiPIMS discharge and showed that two populations coexist: the anisotropic and thermalized atoms. Then, the TR-TDLIF signal has been fitted using two Gaussian distributions.

However, after carrying an extensive analysis of the parameters evolutions in the postdischarge, we have concluded that the anisotropic population contains itself two populations:

the energetic atoms and quasi-thermalized atoms with non-zero mean velocity. The different stages of atoms transport were then accessible. When Ti atoms collide with Ar atoms, they lose in average 50% of their initial energy, contrary to W atoms which lose only 30% (see table 1). In fact, a sputtered Ti atom with energy of 4 eV (average energy of Ti EN atoms ejected from the target is, depending on the cathode voltage, usually between 3 and 5 eV) becomes thermalized after 7-8 collisions but the thermalization of a sputtered W atom with same energy needs 11-12 collisions. It is important to point out that W atoms keep their momentum (direction and velocity) longer due to their large mass compared with the buffer gas atoms, while Ti atoms evolve more rapidly towards an isotropic distribution. To study the transport of Ti neutral sputtered atoms, velocity distribution functions for different times in post-discharge are given in figure 2. 

[Ti] i (t) = ∫ AVDF i (v z , t) ∞ 0 dv z (1) 
where i = TH, EN or QTH.

Similarly, the integrals of AVDF  vz give the fluxes directed (deposited fluxes) towards the substrate ФTH(t), ФEN(t) and ФQTH(t):

Ф i (t) = ∫ v z AVDF i (v z , t) ∞ 0 dv z (2) 
The integrals of AVDF  vz 2  m/2 give deposited energies ETH(t), EEN(t) and EQTH(t):

E i (t) = 1 2 m ∫ v z 2 AVDF i (v z , t) ∞ 0 dv z (3) 
The average energy of each population atoms is defined as: From curves of figures 3(b) and 3(c), the energy (Ei int ) integrated over a HiPIMS period are given by the following integral:

E Av-i (t) = E i (t) ∫ AVDF i (v z ,t) ∞ 0 dv z (4) 
E i int = ∫ E i (t) dt 1ms 0 (5) 
where i = TH, EN or QTH.

The deposited flux (Fi int ) integrated over a HiPIMS period is defined as:

Ф i int = ∫ Ф i (t) dt 1ms 0 (6) 
This procedure was applied on TR-TDLIF measurements performed at two working pressures (p=0.7 and 2.7 Pa), HiPIMS average power of 350W.cm -2 and as a function of the distance from the target "z" (figure 4). For both pressures, the Ф EN int (z) drop is mainly due to the emission cone of the sputtered atoms (figure 5). Indeed, EN atoms are ejected in a cosine emission ejected distribution [START_REF] Powell | PVD for Microelectronics: Sputter Deposition Applied to Semiconductor Manufacturing (Thin Films[END_REF] (see chapter 2, page 37), and consequently about 70% of the sputtered vapor is globally emitted in a  = 45° emission cone with respect to the normal of the target surface. In order to illustrate this effect, we have assumed that the area of the emission cone section is given by S(z)≈(z+1.3) 2 . Therefore, we can conclude that the losses of EN atoms during their transport towards the probed volumes are mainly due to the dispersion in the sputtering emission cone. At higher pressure (2.7 Pa), the real effect of collisions on EN atoms losses cannot be clearly distinguished in the range 0≤z≤5 cm.

III-3. Characterization of the R-HiPIMS discharge (Ar/N2)

The above TR-TDLIF results give a comprehensive knowledge about the transport of the sputtered Ti neutral atoms in high power impulse magnetron sputtering without reactive gas.

The scope of this section is to go further on the HiPIMS process studies by investigating the Ti atoms AVDF in Reactive(Ar/N2)-HiPIMS process (R-HiPIMS), at p=2.7 Pa while the discharge power is kept at 350 W.cm -2 .

Figure 7: TR-TDLIF measurements of Ti neutral atoms velocity distribution functions for

various Ar/N2 gas mixtures, at p= 2.7 Pa, z=1.3 cm, R0=1.3 cm and P=350W.cm -2 .

It is well known that N2 and N species (neutrals and ions) react with deposited titanium atoms on the substrate forming titanium nitride (TiN), and they also react with the reactor walls and the target surface. The latter process is called "poisoning of the target". The N2 addition in the gas mixture (%N2) induces changes of all process parameters, among them, the cathode voltage (Ucathode), electron density, yield of secondary electrons emitted from the cathode and the Ti sputtering yield. In our conditions (0≤%N2≤10 % leading to -550≤Ucathode≤-450 V), the yield of secondary electrons is slightly modified with the formation of TiN compound layer on the target [44]. In order to evaluate the %N2 influence on the sputtering yield, sputtered titanium neutral atoms AVDFs were measured for various gas mixtures near to magnetron target at z=1.3 cm (figure 7). One can see that in pure Ar the maximum of the AVDF(t) reaches 1.4×10 8 (cm -4 . s). Adding nitrogen, the distributions show that fewer sputtered atoms are detected (the maximum is about 0.3×10 8 (cm -4 . s)) whatever is the %N2. The poisoning seems to strongly occur on the target and much less Ti atoms are sputtered in our conditions. Indeed, the chemical (covalent) Ti-N compound bond strength is much stronger than the Ti-Ti metallic one (8.04 eV [45] and 6.6 eV, respectively). Figure 8 reports time variations of deposited flux and energy of EN, TH and QTH populations calculated from results of figure 7. They drastically decrease from %N2=1 % and no significant changes can be noticed on temporal evolutions up to 10 %.
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The deposited flux (Fi int ) and energy (Ei int ) integrated over a HiPIMS period (using equations ( 5) and ( 6)) are plotted in figure 9 as a function of %N2 and for z=1. of each population have the same %N2 dependency behavior up to z=5 cm. This seems to confirm that the drastic decrease from %N2=1 % is mainly due to poisoning of the target and that the transport processes (collisions) of each population are not significantly influenced by the amount of nitrogen in the gas mixture (below 10 %). Furthermore, from figure 9, we can deduce that, wathever is the %N2 (see figure 10), Ф EN int (z=1. 

F int i (cm -2
) 10 These accurate measurements (time and space resolved) of energy and flux of neutral deposited species could be used to control and tune the properties of thin films (morphology, roughness, crystallinity, density or porosity, etc.) [46][47][48]. In order to verify if our Ф Total int measurements of Ti neutral atoms are well representative of all deposited species (neutrals and ions), they were compared with the deposition rate measured by means of SEM (scanning electron microscopy). Figure 11 shows that Ф Total int and the deposition rate are in good agreement. In HiPIMS process, the non-variation of Ф Total int in the %N2 range from 1 to 10 % may be implied by the gradual decrease of neutral Ti atoms ionization by adding nitrogen molecules in the argon gas. Indeed, the degree of ionization of the sputtered atoms may gradually decrease with increasing %N2, therefore the number of measured neutral atoms is higher than expected. To verify this possible assumption, Ti + time average ion energy distribution functions (TA-IEDF) were determined making use of mass spectrometry (Hiden EQP 300; Energy range between 0 and 100 eV). The total Ti + deposited flux was calculated integrating TA-IEDF with respect to energy (Figure 13). The variations, as a function of %N2, of Ti + flux and Ф Total int are alike. These very similar evolutions seem to prove that this unexpected behavior initially observed on Ф Total int cannot be explained by Ti ionization degree modification but is mainly due to the strong poisoning of the target from %N2=1 %. We assume that in our HiPIMS conditions (at %N2=1 %), the poisoning occurs during the relatively long post-discharge (1 ms) and the chosen short discharge time (10 s), the latter is not enough to remove the compound layer from the target in such a way as to be able to increase the poisoning process with %N2>1 %. In R-dcMS process, the sputtering occurring continuously, the poisoning of the target is amplified with %N2. Furthermore, this behavior and the fact that the deposition rate is governed by the contribution of the neutrals may be probably due to the small power during the short HiPIMS pulse (small ionization degree of Ti atoms). 

IV. Conclusion

This work was mainly focused on the characterization of sputtered titanium neutral atoms transport in reactive (Ar/N2 gas mixture) HiPIMS process. Time resolved tunable diode laser induced fluorescence (TR-TDLIF) measurements, originally developed to study the transport of tungsten atoms in non-reactive HiPIMS process [39], were performed to determine Ti atoms velocity distribution function (AVDF). From the analysis of the AVDF, three populations were detected and studied, i.e. the energetic (EN) sputtered atoms population (ballistic regime of transport), the thermalized (TH) atoms one (diffusive transport) and a third one was highlighted (named "QTH: Quasi Thermalized Atoms"). The latter corresponds to EN sputtered atoms which have undergone up to 5-6 collisions with the buffer gas, while 7-8 collisions are needed to reach a complete isotropic (axial mean velocity=zero) velocity distribution function. This means that this population of QTH atoms has a regime of transport close to the TH one but with an axial mean velocity directed towards the probed volume (or the substrate). Spatial studies, as a function of the distance from the target, indicate that the drop of EN atoms flux is mainly due to dispersion in the sputtering emission cone. The real effect of collisions on EN atoms losses is not clearly observed below 5 cm from the target, even at 2.7 Pa. Furthermore, it was shown that the transport processes (collisions with the buffer gas and Ti ionization degree), and consequently the flux fraction, of each population are not significantly influenced by the proportion of nitrogen in the gas mixture (up to 10 %).

A direct comparison with the deposition rate allowed the consideration of the measurements on Ti neutral atoms as being well representative of the total deposited atoms (neutrals and ions). Thus, this direct characterization of deposited atoms properties being accessible at distance typically used in the industry (5-10 cm from the target), TR-TDLIF measurements of deposited flux and energy can be exploited to tune thin film physical properties. Also such space-time experimental data may be useful for R-HiPIMS process modelling (as input data or benchmarks).

Figure 1 :

 1 Figure 1: (a) Experimental set-up for TR-TDLIF measurements of sputtered Ti atoms in the axial direction (perpendicular to the target surface). (b) Typical Ti neutral sputtered atoms distribution measured at z=1.3 cm, R0=1.3 cm, p=0.7 Pa, P= 350W.cm -2 , and with pure Argon gas.

Figure 1 (

 1 b) shows a typical 2D-image of the AVDF (atoms velocity vz, t) of the Ti neutral atoms velocity distribution functions measured with TR-TDLIF in a HiPIMS post-discharge.

Figure 2 :

 2 Figure 2 : Neutral Titanium atoms velocity distribution functions measured with TR-TDLIF technique at p= 2.7 Pa, z=2 cm, P =350W.cm -2 and pure Ar, for various times in the post-discharge : (a) 10.7 s, (b) 17 s, (c) 23 s and (d) 102 s.

Figure 2 (III- 2 .

 22 Figure 2(a) represents the AVDF at the beginning of the post-discharge (t=10.7 s) and clearly shows two populations (EN and TH). Indeed, one can observe that the experiment curve is well fitted with two Gaussians. The population centered at vz=0 corresponds to the residual thermalized neutral atoms (TH) measured in the probed volume at the end of the

Figure 3 :

 3 Figure 3: Temporal variations of density (a), deposited flux (b) and deposited energy (c) of thermalized (TH), energetic (EN) and quasi-thermalized (QTH) atoms populations. Time evolution of EN atoms average energy (d) . At p=2.7 Pa, z = 1.3 cm, P=350 W.cm -2 and pure Ar.

Figure 3 (

 3 Figure 3(a) shows the time evolutions of titanium ground state atoms densities at a distance close to the target (z=1.3 cm), at 2.7 Pa (pure Ar) and a HiPIMS power of 350 W.cm -2 . As shown in figure 3(d), the EN average energy (Eav-EN) decreases in post-discharge from 8 eV to 1.5 eV. This high energy permits EN atoms to cross the probed volume in the first 50 s (ballistic transport). As TH atoms have a much lower average energy (Eav-TH ~ 0.05 eV) and a diffusive regime of transport, they can be measured in the probed volume during the whole post-discharge (1 ms). One can observe two slopes during the increase of [Ti]TH(t). The first one occurs during the [Ti]QTH(t) increase and the greater one during the [Ti]QTH(t) drop. The first slope seems to correspond to source term of TH atoms (by collisions of QTH atoms with the buffer gas) with relatively low [Ti]QTH (and Eav-QTH between 0.5 and 0.2 eV) and the second one to higher source term with higher [Ti]QTH (and Eav-QTH between 0.2 and 0.05 eV). The drop of [Ti]QTH(t) can be the result of the losses of QTH atoms, close to the target, which are no more compensated by the term source of [Ti]QTH (collisions of EN atoms with the buffer gas). The time evolutions of the corresponding deposited flux and deposited energy are plotted in figures 3(b) and 3(c). Unlike densities of the three populations, the deposited flux maximum of EN atoms is at least ten times higher than the QTH and TH ones because the mean velocity of EN population is much higher than the QTH and TH ones (vEN >> vQTH ≥ vTH). It is then more suitable to analyze the fluxes rather than densities to study the atoms transport.

Figure 4 :

 4 Figure 4: Axial evolutions of deposited fluxes (Ф 𝐸𝑁 𝑖𝑛𝑡 , Ф 𝑄𝑇𝐻 𝑖𝑛𝑡 , Ф 𝑇𝐻 𝑖𝑛𝑡 ) (a.1, a.2) and deposited energies ( 𝐸 𝐸𝑁 𝑖𝑛𝑡 , 𝐸 𝑄𝑇𝐻 𝑖𝑛𝑡 , 𝐸 𝑇𝐻 𝑖𝑛𝑡 ) (b.1, b.2) at p= 2.7 and p= 0.7 Pa. R0=1.3 cm, P=350W.cm -2 , pure Ar.

Figure 5 :

 5 Figure 5: Scheme of the sputtered emission cone.

Figure 6 :

 6 Figure 6: Corrected deposited fluxes : Ф 𝐸𝑁 𝑖𝑛𝑡 ×(z+1.3) 2 .

) Figure 8 :

 8 Figure 8: Temporal evolutions of deposited flux of energetic (a), quasi-thermalized (b) and thermalized (c) atoms as function of Ar/N2 gas mixture. Time variations of deposited energy of energetic (d), quasi-thermalized (e) and thermalized (f) atoms for various Ar/N2 gas mixtures. P=350W.cm -2 , z=1.3 cm, R0=1.3 cm, p=2.7 Pa.

  3 cm) corresponds to ~60 % of the total flux Ф Total int , Ф TH int ~30 % and Ф QTH int ~10 %. At z=3 cm, the proportion of EN flux drops to 25-30 %, the TH one becomes the highest (55-60 %) and the QTH one is more significant (15 %). Further away from the target (z=5 cm), Ф TH int is clearly dominant (70-75 %) but, as mentioned above (description of figure 4), E EN int remains the highest (due to high v).

Figure 10 :

 10 Figure 10: Fraction (%) of the deposited flux of each population (Ф 𝐸𝑁 𝑖𝑛𝑡 , Ф 𝑄𝑇𝐻 𝑖𝑛𝑡 , Ф 𝑇𝐻 𝑖𝑛𝑡 ) as a fonction

Figure 11 :Figure 12 :

 1112 Figure 11: Variations of the total Ti neutral atoms deposited flux and the deposition rate at z = 5 cm, P=350W.cm -2 , p = 2.7 Pa, R0=1.3 cm, as a function of % N2.

Figure 13 :

 13 Figure 13: Variations of energy integrated Ti + TA-IEDF (time average-ion energy distrubution function) obtained by mass spectrometry, at z = 5 cm, p = 2.7 Pa, P=350 W.cm -2 , R0 = 1.3 cm, as a function of %N2.

Table 1 :

 1 Average fraction of energy lost (𝟏 -𝑬 𝒇 𝑬 𝒊 ⁄ ) of the sputtered atoms after one collision with the buffer gas (Ei=initial energy; Ef=final energy).

	Gas			
		Ar (40 amu)	N2 (28 amu)	N (14 amu)
	Sputtered atoms			
	W (183 amu)	0.30	0.24	0.14
	Ti (48 amu)	0.50	0.47	0.35