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Wave flume data from published benchmark experiments were used to extensively evaluate numerical model skill and sensitivity for applying a shock-capturing Green-Naghdi (GN) model to simulate nonlinear wave transformation processes on complex coral reefs. Boussinesq-type models that utilise nonlinear shallow water equations (NSWEs) to represent wave breaking and dissipation hold significant potential for understanding coastal hazards associated with global environmental change and sealevel rise. These fully nonlinear phase-resolving models typically require a threshold condition to switch from dispersive equations to shock-capturing NSWEs in areas of active wave breaking. However, limited information exits regarding how this splitting approach influences the behaviour of different surf-zone processes that contribute to wave runup and inundation on coral reefs. This paper presents a comprehensive analysis of model sensitivity to explore how input parameters that control wave breaking and dissipation influence the behaviour of sea-swell (SS) waves, infragravity (IG) waves, wave setup, runup and solitary waves on coral reefs. Results show that each wave process exhibits unique sensitivity to the free-surface slope threshold (B) that is used to represent areas of active wave breaking by locally switching from the weakly-dispersive GN equations to the shock-capturing NSWEs. However, accurate representation of all wave processes can be achieved if the wave-face steepens to at least 35 degrees (B ≥ 0.7) before breaking is initiated. Results from this research support and encourage the use of nonlinear phase-resolving wave models as tools for academic research, coastal management, coastal engineering and hazard forecasting on atoll and fringing reef environments.

Dear Editor,

We are pleased to submit our article titled Model Skill And Sensitivity For Simulating Wave Processes On Coral Reefs Using A Shock-Capturing Green-Naghdi Solver to be considered for publication in the Journal of Coastal Research. This research paper presents a comprehensive review of model behaviour, skill and sensitivity for simulating nonlinear wave processes on coral reefs in high resolution. Our hope is that this paper opens the door for scientists, managers and engineers to use nonlinear phase-resolving models to examine the impacts of future environmental change to coral reef landforms.

We have prepared all figures in greyscale to suit publication in print and online and have no conflicts of interest.

INTRODUCTION

Coral reefs are characterised by a steep sloping offshore fore-reef that quickly transitions into a shallow and near-horizontal reef flat. This abrupt transition results in energetic wave breaking at the reef edge, where approximately 86% of incident wave energy is dissipated [START_REF] Ferrario | The Effectiveness of Coral Reefs for Coastal Hazard Risk Reduction and Adaptation[END_REF]. Wave energy is further dissipated through friction on the reef flat, with up to 97% reduction of incident wave energy by the shoreline [START_REF] Ferrario | The Effectiveness of Coral Reefs for Coastal Hazard Risk Reduction and Adaptation[END_REF]. The rate of dissipation through breaking and friction are both influenced by reef depth, leading to consistent measurements of tidally modulated wave heights at the shoreline [START_REF] Kench | Wave Processes on Coral Reef Flats: Implications for Reef Geomorphology Using Australian Case Studies[END_REF]. The dependence of shoreline wave height on reef depth means that sea-level rise (SLR) is expected to increase wave energy impacting reef fringed landforms, resulting in widespread flooding and coastal erosion within the 21 st century [START_REF] Storlazzi | Many Atolls May Be Uninhabitable within Decades Due to Climate Change[END_REF].

However, incident wave attenuation on coral reefs is associated with a transfer of energy to free-propagating infragravity waves [START_REF] Péquignet | Energy Transfer between Wind Waves and Low-Frequency Oscillations on a Fringing Reef, Ipan, Guam[END_REF][START_REF] Pomeroy | The Dynamics of Infragravity Wave Transformation over a Fringing Reef[END_REF] and an increase in reef flat water level through wave setup [START_REF] Becker | Water Level Effects on Breaking Wave Setup for Pacific Island Fringing Reefs[END_REF][START_REF] Vetter | Wave Setup over a Pacific Island Fringing Reef[END_REF]. The behaviour of these secondary wave motions on coral reefs is not comprehensively understood and this knowledge gap presents a significant limitation for process based management and engineering on reef coastlines facing SLR. The significance of these secondary wave motions is evident in the fact that all documented cases of wave overtopping on reef landforms identify infragravity waves as the primary process contribution to flooding [START_REF] Cheriton | Observations of Wave Transformation over a Fringing Coral Reef and the Importance of Low-Frequency Waves and Offshore Water Levels to Runup, Overwash, and Coastal Flooding[END_REF][START_REF] Ford | Reef Flat Wave Processes and Excavation Pits: Observations and Implications for Majuro Atoll, Marshall Islands[END_REF][START_REF] Roeber | Destructive Tsunami-Like Wave Generated by Surf Beat over a Coral Reef During Typhoon Haiyan[END_REF][START_REF] Shimozono | Combined Infragravity Wave and Sea-Swell Runup over Fringing Reefs by Super Typhoon Haiyan[END_REF].

Accurate modeling of wave transformation processes, swash dynamics, runup and overtopping on coral reefs landforms is critical for understanding the physical vulnerability of reef coastlines facing SLR and environmental change [START_REF] Reyns | A report to the Asian Development Bank within the framework of the ADB -UNESCO -IHE Knowledge Partnership[END_REF]. However, for models to be an effective hazard management tool, they must accurately represent all the nonlinear wave transformation processes that influence runup and inundation [START_REF] Roeber | Destructive Tsunami-Like Wave Generated by Surf Beat over a Coral Reef During Typhoon Haiyan[END_REF]. Previous attempts to model the impact of SLR on reef landforms (e.g. [START_REF] Storlazzi | Many Atolls May Be Uninhabitable within Decades Due to Climate Change[END_REF][START_REF] Storlazzi | Wave-and Tidally-Driven Flow and Sediment Flux across a Fringing Coral Reef: Southern Molokai, Hawaii[END_REF] rely on phase-averaging techniques that oversimplify energy transfer from incident waves to secondary surf-zone processes and do not simulate high frequency water level motions associated with SS waves, runup or overtopping. Recently, [START_REF] Roeber | Destructive Tsunami-Like Wave Generated by Surf Beat over a Coral Reef During Typhoon Haiyan[END_REF] show that phase-averaging models typically used in coastal hazard assessments do not resolve nonlinear energy transfers in the surf-zone or wave generated flooding. A 'free-surface' or phase-resolving model is required to directly simulate all surfzone processes, runup and overtopping motions.

Coral reef morphology creates an inherent challenge for applying phase-resolving wave models because there is a rapid transition from dispersion dominant processes on the fore-reef slope to flux dominant processes at the reef edge [START_REF] Fang | Fully Nonlinear Modeling Wave Transformation over Fringing Reefs Using Shock-Capturing Boussinesq Model[END_REF]Roeber and Cheung, 2012b). The first challenge is to propagate waves through the shoaling zone in a way that captures the asymmetrical transformation in wave shape and height prior to breaking [START_REF] Huntley | Waves[END_REF]. The second challenge is to resolve wave breaking processes in a way that represents wave shape, dissipation and the generation of secondary wave motions (Roeber and Cheung, 2012b). To overcome these challenges, recent advances have focused on developing fully nonlinear Boussinesq-type solvers that apply 'shock-capturing' techniques to locally represent wave breaking using nonlinear shallow water (NSW) equations (Bonneton et al., 2011a;Bonneton et al., 2011b;[START_REF] Lannes | A New Class of Fully Nonlinear and Weakly Dispersive Green-Naghdi Models for Efficient 2D Simulations[END_REF][START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF]Roeber and Cheung, 2012b;Tissier et al., 2012a). A number of recent studies have shown that shock-capturing Boussinesq-type models can represent incident wave shoaling, breaking and attenuation on coral reefs, while also replicating the generation of infragravity waves and wave setup [START_REF] Beetham | Wave Transformation and Shoreline Water Level on Funafuti Atoll, Tuvalu[END_REF][START_REF] Fang | Fully Nonlinear Modeling Wave Transformation over Fringing Reefs Using Shock-Capturing Boussinesq Model[END_REF]Roeber and Cheung, 2012b;[START_REF] Shimozono | Combined Infragravity Wave and Sea-Swell Runup over Fringing Reefs by Super Typhoon Haiyan[END_REF][START_REF] Su | Boussinesq Modeling of Spatial Variability of Infragravity Waves on Fringing Reefs[END_REF]. These studies are all based on different solutions for the Boussinesq and NSW equations and collectively highlight the capability of phase-resolving models to simulate nonlinear wave processes on complex coral reef environments. Each of these models also applies a threshold condition for wave instability that is used to locally and temporarily switch from dispersive equations to shock-capturing equations in areas of active wave breaking. Complex techniques for switching between source terms include: a momentum gradient threshold (Roeber and Cheung, 2012b); a Froude number threshold [START_REF] Su | Boussinesq Modeling of Spatial Variability of Infragravity Waves on Fringing Reefs[END_REF]; and a wave height to water depth threshold [START_REF] Shimozono | Combined Infragravity Wave and Sea-Swell Runup over Fringing Reefs by Super Typhoon Haiyan[END_REF]. However, the simplest approach that represents how wave breaking is physical triggered is a threshold freesurface slope [START_REF] Beetham | Wave Transformation and Shoreline Water Level on Funafuti Atoll, Tuvalu[END_REF]Bonneton et al., 2011b;[START_REF] Fang | Fully Nonlinear Modeling Wave Transformation over Fringing Reefs Using Shock-Capturing Boussinesq Model[END_REF][START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF]. Regardless of the method, the threshold value chosen to initiate wave breaking has a significant influence on breakpoint location and therefore directly influences the generation and behaviour of secondary wave processes. However, the exact sensitivity of different surfzone processes to wave breaking parameterisation remains unknown.

The aim of this research is to quantify the sensitivity of different surf-zone processes that contribute to wave runup and overtopping on coral reefs to the parameters that influence wave breaking and dissipation in the open source Green-Naghdi model from [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF].

The Green-Naghdi (GN) equations are a large amplitude solution of the Boussinesq equations which makes them particular suitable to coastal reef environments [START_REF] Fang | Fully Nonlinear Modeling Wave Transformation over Fringing Reefs Using Shock-Capturing Boussinesq Model[END_REF].

With the growing application of shock-capturing Boussinesq-type models on coral reef environments, it is important for users to understand how threshold values chosen to initiate wave breaking influence the full spectrum of wave transformation processes. This paper presents results form a comprehensive sensitivity analysis of how the free-surface slope threshold value (B) influences SS wave dissipation, IG wave behaviour, setup magnitude, runup elevation and solitary wave dynamics on morphologically complex coral reefs. The combined influence from friction is accounted for by testing the sensitivity of B when combined with different friction coefficient (Cf) values. A series of published benchmark scenarios were used to undertake this analysis, including: include irregular wave transformation on a 2D reef [START_REF] Demirbilek | Laboratory Study of Wind Effect on Runup over Fringing Reefs[END_REF]; solitary wave interaction with a 2D reef (Roeber and Cheung, 2012b); and solitary wave interaction with a 3D reef [START_REF] Lynett | Experimental Study of Solitary Wave Evolution over a 3D Shallow Shelf[END_REF].

METHODS

This research uses the shock-capturing Green-Naghdi model developed by [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF] to simulate laboratory scale scenarios of wave interaction with coral reefs. The Green-Naghdi solution is an attractive option for coral reefs because the weakly-dispersive equations can be applied to relatively large amplitude waves   

Bh

, where a is the characteristic wave amplitude, ho is water depth and Bz is the topographic gradient [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF]. These characteristics provide a fully nonlinear solution of wave behaviour in shallow water, but are limited to weakly-dispersive scenarios relatively close to the shoreline   , where Lo is the offshore wave length (Bonneton et al., 2011b[START_REF] Lannes | A New Class of Fully Nonlinear and Weakly Dispersive Green-Naghdi Models for Efficient 2D Simulations[END_REF][START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF]. For a description of the governing equations and numerical scheme of the model used in this paper, the reader is referred to [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF] or the Basilisk website [START_REF] Popinet | A Solver for the Green-Naghdi Equations[END_REF], where the documented source code and a series of examples are freely available.

Wave Breaking

The weakly-dispersive finite-difference solver for wave propagation and shoaling is locally removed in areas of wave breaking, allowing wave shape and dissipation to be solved with a finite-volume solution of the NSW equations [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF]. Similar approaches to represent wave breaking are becoming increasingly popular in a new generation of shock-capturing GN models (Bonneton et al., 2011a;Bonneton et al., 2011b;[START_REF] Lannes | A New Class of Fully Nonlinear and Weakly Dispersive Green-Naghdi Models for Efficient 2D Simulations[END_REF][START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF]Tissier et al., 2012a;Tissier et al., 2012b). In [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF], the weakly dispersive GN equations are used unless the local free-surface slope     exceeds a user defined threshold (B), which by default is 1 (45°). At each time-step, on all cells where   > B is true (as calculated by the GN equations), the dispersive function is locally deactivated and the finite volume NSW solution is applied to resolve wave shape and dissipation throughout the breaking process. Therefore, the dispersion equations may be re-applied shoreward of the breakpoint if reef flat water depth can accommodate broken wave heights to a point that the free-surface slope decreases below the B threshold. This is important for accurately propagating reformed wave energy across the reef flat, at which point friction becomes the main form of dissipation. For the simulations presented here, an implicit quadratic bottom friction term [START_REF] Merrifield | Observations and Estimates of Wave-Driven Water Level Extremes at the Marshall Islands[END_REF] was included as:

S u u, f f C  (1)
where Cf is a non-dimensional coefficient that influences the rate of dissipation across the reef flat.

Application to Coral Reefs

Shock-capturing GN models have been used to simulate wave transformation, infragravity waves and setup on laboratory scale [START_REF] Fang | Fully Nonlinear Modeling Wave Transformation over Fringing Reefs Using Shock-Capturing Boussinesq Model[END_REF] and field scale [START_REF] Beetham | Wave Transformation and Shoreline Water Level on Funafuti Atoll, Tuvalu[END_REF] coral reefs. Simulations presented in [START_REF] Beetham | Wave Transformation and Shoreline Water Level on Funafuti Atoll, Tuvalu[END_REF] show that the GN model from [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF] can accurately represent field scale wave transformation processes. However, the [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF] model has yet to be evaluated against benchmark data for wave runup and overtopping on coral reefs. Therefore, the [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF] GN model was used in this research to provide a new and comprehensive evaluation of the model skill and sensitivity for simulation nonlinear wave transformation processes, runup and overtopping processes on a range of coral reef environments. Such benchmarking is required for confidently using the model as a research and coastal hazard management tool.

A visual description of how the shock-capturing GN model represents wave processes on coral reefs is presented in Figure 1, in the context of irregular wave transformation on an idealised reef morphology. This example highlights how the shock-capturing scheme is implemented near the reef edge to produce an asymmetrical wave bore profile on the outer reef flat, characterised by a vertical face and gradual tail. Figure 1 also highlights how incident wave attenuation is associated with setup of mean water level on the reef flat (Figure 1a) and a distinct transfer of energy into the IG wave band (Figure 1d-e). This example shows that maximum wave runup elevation is a function of remnant SS wave energy, IG wave oscillations and wave setup.

Outline of Test Cases

Benchmark test one (BM1) simulated wave transformation processes across a 'typical' Guam fringing reef (Figure 2a) from the University of Michigan (UM) wind wave flume experiment presented by [START_REF] Demirbilek | Laboratory Study of Wind Effect on Runup over Fringing Reefs[END_REF]. The UM experiment was initially undertaken to evaluate the Boussinesq model by Demirbilek and Nwogu (2007), and has subsequently become a standard benchmark for applying wave models to coral reef environments (e.g. [START_REF] Buckley | Evaluation of Nearshore Wave Models in Steep Reef Environments[END_REF]Demirbilek and Nwogu, 2007;[START_REF] Demirbilek | Laboratory Study of Wind Effect on Runup over Fringing Reefs[END_REF][START_REF] Filipot | Spectral Wave Modeling in Fringing Reef Environments[END_REF][START_REF] Nwogu | Infragravity Wave Motions and Runup over Shallow Fringing Reefs[END_REF][START_REF] Sheremet | Modeling of Nonlinear Wave Propagation over Fringing Reefs[END_REF][START_REF] Shimozono | Combined Infragravity Wave and Sea-Swell Runup over Fringing Reefs by Super Typhoon Haiyan[END_REF][START_REF] Su | Parametric Wave-Breaking on Steep Reefs[END_REF][START_REF] Zijlema | Modelling Wave Transformation across a Fringing Reef Using SWASH[END_REF]. Here, the [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF] GN model was evaluated against fifteen incident scenarios from the UM dataset. The model was used in 1D, with measured water level from wave gauge 1 (WG1) imported as the wave boundary condition. Model outputs for SS wave height (Hss), IG wave height (Hig), wave setup ( ) and maximum runup (Rmax) were compared with flume data to assess model accuracy and sensitivity. A comprehensive sensitivity analysis was undertaken to identify how systematic variations in B and Cf influence each output parameter (Hss, Hig,  and Rmax). Results presented below identify the B and Cf combinations that best represents the range of processes across the surf and swash zone, out of 14 Cf values and 8 B values (112 combinations) for the 15 test conditions (1,680 simulations) Roeber and Cheung (2012) were used to evaluate model results.

The HI reef test simulated a 0.75 m solitary wave breaking on an emerged reef crest, with water plunging into and propagating across a shallow lagoon (Figure 2b). BM2 tested numerical representations of dispersion, nonlinearity, wave breaking, overtopping and wet/dry dynamics (Roeber and Cheung, 2012b). Bathymetry and water level data from the wave flume experiment were downloaded from http://hydraulic.lab.irides.tohoku.ac.jp/app-def/S-102/2014/?page_id=56.

Benchmark test three (BM3) was taken from the National Tsunami Hazard Mitigation

Program benchmarking repository (NTHMP, 2012). BM3 simulated a solitary wave interacting with a complex 3D shelf that has a triangular extension and an emerged conical island (Figure 2c), from the flume experiments by [START_REF] Lynett | Experimental Study of Solitary Wave Evolution over a 3D Shallow Shelf[END_REF]. BM3 used the GN model in 2D (depth averaged) and required solutions for dispersion, shoaling, refraction, diffraction, breaking, overtopping and wet/dry dynamics. The 3D shelf experiment has become a popular Boussinesq model benchmark scenario [START_REF] Fang | An Efficient Shock Capturing Algorithm to the Extended Boussinesq Wave Equations[END_REF][START_REF] Shi | A High-Order Adaptive Time-Stepping Tvd Solver for Boussinesq Modeling of Breaking Waves and Coastal Inundation[END_REF]Roeber and Cheung, 2012a;[START_REF] Yamazaki | NEOWAVE[END_REF] with bathymetry and wave gauge data available online (http://coastal.usc.edu/currents_workshop/problems.html). The same nine combinations of Cf and B from BM2 were tested again in BM3.

Output Data Analysis

For BM1, time-series data for free-surface water level from the UM wave flume and numerically modeled water level outputs at each WG location were analysed using the same (2)

A skill value of one indicates a perfect match between predicted and observed data and a skill value of zero indicates that there is no agreement between the predicted and the observed [START_REF] Lowe | Wave-Driven Circulation of a Coastal Reef-Lagoon System[END_REF]. Model skill was calculated individually for each wave statistic (Hss, Hig, setup, runup) in BM1. Mean skill averaged across these output parameters was then used to understand overall model accuracy and sensitivity for representing wave processes at the shoreline. For BM2 and BM3, model skill was calculated using time-series data for the freesurface water elevation, from numerical and wave flume outputs at each wave gauge location.

RESULTS

This section describes the results from each of the benchmark tests and presents a comprehensive analysis of model behaviour on coral reefs. Collectively, these results identify values for B and Cf that are suitable for accurately simulating nonlinear wave transformation processes, runup and overtopping on coral reef environments.

Benchmark Test 1: Wave Transformation and Runup

Model outputs from BM1 show that the shock-capturing GN equations are capable of replicating flume measurements of SS wave height, IG wave height, setup and runup with maximum model skill between 0.90 and 0.99 (Table 1). This section outlines the sensitivity of each individual wave process to variations in B and Cf and identifies values that provide the most accurate representation of all wave processes at the shoreline, including runup elevation.

Model Sensitivity to the Breaking Slope Threshold (B)

The breaking slope threshold influences the water depth where wave breaking is triggered and determines whether waves break on the reef slope, reef edge or reef flat. The B value therefore influences the rate and mode of incident wave dissipation which has implications for IG wave behaviour and the magnitude of wave setup on the reef flat. Maximum model skill for Hss at the shoreline was 0.90, achieved using B = 0.4 (Figure 3a; Table 1).

However, skill = 0.89 was achieved using B values between 0.4 and 1.2, indicating that a range of values can be used to predict shoreline wave height (Figure 3a). Model outputs for Hss at the shoreline (WG9) were consistently higher using B = 0.4, with a slight decrease in skill and wave height observed when B increased from 0.4 to 0.7 (Figure 3a; Figure 4a-i). However, Hss values were highly variable using these lower B values, with 11% difference in outputs between B = 0.4 and B = 0.7. In comparison, consistent outputs for Hss were achieved using higher B values (0.7-1.2), characterised by 0.9% variation (Table 1). Overall, maximum skill was associated with B = 0.4 but high skill and minimum sensitivity were achieved for Hss using B ≥ 0.7, especially when combined with Cf ≤ 0.008.

Infragravity waves were highly sensitive to B, with a 16.7% difference between minimum and maximum values for Hig at the shoreline (Figure 3b; Table 1). Interestingly, this range decreased dramatically to only 1% variability between Hig outputs using B ≥ 0.7. IG wave height at the shoreline was highest using B = 0.4, with a linear decrease in Hig observed as B increased to 0.7 and consistent outputs between B = 0.7-1.2 (Figure 4a-i). However, maximum model skill (0.98) for shoreline Hig was achieved across a range of B values between 0.4 and 0.8 (Figure 3b). Lower B slopes achieved maximum skill when combined with high friction, compared to higher B values generating maximum skill across a range of low and moderate friction values (Figure 3b). Overall, it was possible to achieve high model skill using all B values (depending on friction) but IG behaviour was highly variable using B ≤ 0.6, compared to consistent Hig predictions with minimal sensitivity associated with B ≥ 0.7 (Figure 3b).

Model outputs for setup magnitude at WG9 were highest using B = 0.4, with a 15.1% decrease in setup observed between B = 0.4 and B = 0.7. Higher B values (≥0.7) produced consistent setup magnitudes, with minimal variation between B = 0.7 and B = 1.2. Low B values over-predicted setup and were associated with a 7.5% decrease in model skill. The increase in setup using low B values explains why Hig and Hss were highest and often over-predicted using B ≤ 0.6. Maximum skill for wave setup (0.99) was achieved using B = 1 but skill above 0.98 was achieved across a wide range of friction values when combined with B ≥ 0.7 (Figure 3b).

Maximum runup elevation is influenced by the magnitude of Hss, Hig and setup at the shoreline. Therefore, model outputs for Rmax reflect the combined sensitivity of all surf-zone processes. Hss, Hig and setup were all largest using B = 0.4, which resulted in significantly overpredicted wave runup outputs (Figure 4j-r) and low skill (Figure 3e), unless unrealistically high friction values were used. Maximum Rmax skill (0.94) was achieved using B = 0.7 (combined with Cf = 0.01), with peak skill for most friction coefficients associated with B = 0.7. Runup skill above 0.92 was achieved across a range of B values between 0.6 and 1.2, with higher friction required to produce accurate runup results when combined with low B values. Runup elevation was 20% lower (on average) and much closer to flume measurements when using B ≥ 0.7.

Model Sensitivity to Friction Coefficient

Quadratic bottom friction has a direct influence on wave attenuation across the model domain and has a significant impact on SS and IG wave transmission across the reef flat.

Maximum model skill for Hss (0.90) was associated with Cf = 0.004, with wave heights typically over-predicted using lower values and under-predicted using higher values (Figure 4a-i). SS waves were reasonably sensitive to Cf, with an average 14.6% decrease in shoreline Hss observed as Cf increased from 0.001 to 0.01 (Table 1). Friction values above 0.01 resulted significantly under-predicted wave heights (Figure 4) and a substantial decrease in skill (Figure 3a). Maximum model skill for Hig was achieved with Cf = 0.006 (0.98), but skill > 0.95 was achieved across a range of Cf values between 0.002 and 0.008 (Figure 3b). IG waves were highly sensitive to Cf, with an average 23.2% decrease in shoreline Hig as Cf increased from 0.001 to 0.01. IG wave transmission across the reef flat was highly influenced by Cf, with low friction resulting in shoreward amplification and high friction resulting in shoreward dissipation. Friction had no influence on wave setup, with only 0.7% variability between outputs and skill > 0.98 achieved by all Cf values (Figure 3c). Wave runup was highly sensitive to Cf, with a 31% decrease in Rmax observed when Cf increased from 0.001 to 0.01 (Table 1).

Rmax was typically over-predicted using Cf ≤ 0.06 and under-predicted using Cf ≥ 0.02, with close predictions of flume runup and high skill (>0.92) achieved using Cf = 0.005 -0.01 (Figure 4j-r). Runup results reflect how SS waves and IG waves respond to friction, with low friction associated with slightly larger SS waves and significantly larger IG wave heights at the shoreline. Runup sensitivity to Cf is primarily associated with how friction influences IG wave transmission across the reef flat.

Maximum Shoreline Skill

Model skill values calculated for each individual wave processes were most consistent when using higher B values (0.7 -1.2) with moderate friction (Cf = 0.002 -0.008). To quantify the accuracy and sensitivity of surf-zone processes, mean skill at WG9 was calculated by averaging skill values for Hss, Hig and setup. The best representation of all wave processes at WG9 (mean skill = 0.95) was achieved using B = 0.8 and Cf = 0.003, with skill > 0.94 associated with all B values between 0.6 and 1.2 combined with Cf between 0.001 and 0.006 (Figure 3d). Wave processes at WG9 were highly sensitive to low B values, with a 14% decrease in the sum amplitude of Hss, Hig and setup between B = 0.4 and B = 0.7. Higher B values produced consistent outputs with less than 1% variation between B = 0.7 and B = 1.2. Output sensitivity to low B values was most pronounced for IG waves (17%) and setup (16%), with SS waves observing slightly less variation (12%). Overall, model skill at WG9 was higher and outputs were more consistent when using B values between 0.7 and 1. Increasing friction from 0.001 to 0.01 had no impact on setup but did force a linear decrease in SS and IG wave height at WG9 (Figure 4). Friction had a major influence on IG wave behaviour on the reef flat, with a 23% decrease in Hig recorded between Cf =0.001 and Cf = 0.01, compared to a 15% decrease in Hss (Table 1). Overall, the most accurate representation of all wave processes at WG9 (skill > 0.94) was achieved using Cf values between 0.001 and 0.006, combined with B ≥ 0.7.

Mean skill at WG9 was combined with runup skill to identify input values for Cf and B that provide the best representation of all shoreline processes that are of key interest to coastal management applications. Maximum shoreline skill was associated with B = 0.7 and Cf = 0.005, with consistent outputs and high skill (>0.93) achieved using B = 0.7-1, combined with Cf = 0.004 -0.007 (Figure 3f). Including Rmax in the assessment of shoreline skill shifted the location of maximum skill to a lower B value and a slightly higher friction value, compared to maximum skill at WG9. However, the location of maximum skill at Cf = 0.005 and B = 0.7 is within the maximum 5% skill contour for each individual wave process (Figure 3f).

Spectral Wave Transformation

Systematic analysis of model skill revealed that the most accurate representation of all wave processes at the shoreline was achieved using B = 0.7 and Cf = 0.005. However, calibrating the model to achieve the best representation of shoreline wave processes does not necessarily confirm that wave processes across the reef platform were accurately represented.

Therefore, wave spectra calculated from numerical model outputs were compared with flume measurements at different wave gauge locations across the reef to further evaluate the accuracy of using B = 0.7 and Cf = 0.005 (Figure 5). Spectra results show a generally strong agreement between the numerical model and the wave flume at the reef slope (WG5) and across the reef flat (WG7-9). These spectral density plots highlight that the GN model adequately represents the dissipation of SS wave energy across the reef and captures the transfer of energy into longperiod IG motions on the reef flat. Further, spectra calculated from GN model outputs show a close match with wave flume spectra across a wide range of incident wave conditions and reef depths that represent high tide, mean tide, low tide and dry reef scenarios (Figure 5).

Benchmark Test 2: Solitary Wave Breaking on a 2D Reef

The HI reef benchmark experiment was simulated using three Cf values (0.001, 0.005, 0.01) combined with three B values (0.4, 0.7, 1), a total of nine model runs. These values encompass the range tested in BM1 and include the combination of B = 0.7 and Cf = 0.005 that achieved maximum skill at the shoreline. This test requires a solitary wave to pass over a dry reef crest (WG10) and is therefore a fundamental benchmark scenario for wave overtopping processes on coral reefs. Skill values reported in this section are based on comparison of freesurface water level between the numerical model and wave flume.

Model Skill and Sensitivity

All combinations of B and Cf were capable of accurately representing wave shape and timing seaward of the reef crest (WG1-8), with mean skill across the first 8 gauges between 0.96 and 0.99 (Figure 6). Variation in skill throughout the shoaling process was attributed to friction, with maximum skill associated with Cf = 0.005 and slightly less skill with higher or lower friction (Figure 6). The value used for B had less influence on offshore skill with B = 0.4 and 0.7 producing near identical wave profiles and skill outputs (Figure 6). B = 1 was associated with slightly less skill between WG1 and WG8 (Figure 6). The wave face became vertical at the upper reef slope (WG9) before breaking on the reef crest (WG10) between t = 12-15 s (Figure 7). Maximum model skill at WG9 was associated with Cf = 0.005, with skill = 0.99 achieved by all B values. Skill at WG9 was slightly lower using Cf = 0.01 and much lower using Cf = 0.001. For all input combinations, model skill decreased between WG9 and WG10 and continued to decrease until WG12, before increasing again at WG13-14 (Figure 6). The highest skill between WG10 and WG12 was consistently achieved using Cf = 0.005, with skill > 0.9 achieved across all wave gauges, regardless of B. Maximum skill in the lagoon was located at WG13 and WG14, with skill > 0.95 achieved using Cf = 0.001 and Cf = 0.005 (Figure 6).

The B value associated with maximum skill at each wave gauge in the lagoon was variable, but mean skill between WG9 and WG14 was slightly higher using B = 0.7 (0.948) compared to B = 0.4 (0.945) or B = 1 (0.947). Overall, mean skill across all wave gauges was maximum using Cf = 0.005 and B = 0.7, which is consistent with outputs from BM1.

Model outputs from BM2 show that the shock-capturing GN equations can replicate the highly nonlinear scenario of at 0.75 m solitary wave breaking on an emerged reef crest.

Using B = 0.7 and Cf = 0.005, skill was calculated separately for the initial forward propagating wave (t = 0-20 s) and the reflected water level surges (t = 20-60 s). Forward wave propagation and shoaling between WG1 and WG8 was simulated with skill > 0.997, consistent with the numerical wave producing a close visual match to time-series outputs form the wave flume (Figure 7). Numerical representation of wave breaking between WG9 and WG10 was characterised by skill > 0.988, confirming the models ability to represent wave shape, amplitude and timing. A significant decrease in forward propagating skill (0.775) was observed at WG11, where the broken wave initially plunged into the lagoon creating a 0.37 m high spike in water level that lasted for 0.4 s in the wave flume. Numerical outputs at WG11 did create a similar surge event but the timing was slightly delayed, the amplitude was higher (0.45 m) and the spike remained at peak amplitude for longer (0.58 s) compared to flume measurements.

Forward propagating model skill increased again between WG12 and WG14, indicating that surge timing, amplitude and shape was reasonably well represented before the wave reflected off the right boundary at x = 87 m. The reflected bore propagated back across the lagoon between t = 20-30 s, with the reflected signal characterised by skill > 0.9 at all lagoon sensors (WG11 -WG14). Less skill (0.87) was observed at WG10 as the surge passed back over the reef crest, but the timing and amplitude of the modeled reflection remained consistent with flume measurements. Flume data show that a series of short period oscillations were created as the reflected wave propagated into deeper water on the upper reef slope. The reflected signal at WG9 was close to flume measurements (skill = 0.99) showing similar timing and amplitude for the short period waves and longer period surge. Skill decreased slightly as the reflected waves propagated towards WG2 (skill = 0.95) but the water level dynamics associated with the reflected wave propagating seaward were accurately captured in the numerical model (Fig. 7).

Benchmark Test 3: Solitary Wave Breaking on a 3D Reef

The 3D shelf with a conical island experiment from [START_REF] Lynett | Experimental Study of Solitary Wave Evolution over a 3D Shallow Shelf[END_REF] is one of the only published benchmark tests that provide freely available data for evaluating 2D phaseresolving wave models. Benchmark test 3 was simulated using the same nine combinations of B and Cf that were used in BM2. BM3 is a popular test for fully nonlinear Boussinesq models because it requires numerical solutions for wave dispersion, shoaling, breaking, diffraction, refraction, convergence and overtopping on a dry shoreline. Snapshots of the model freesurface show how the solitary wave washes over and refracts around the conical cone before surging up the beach-face and overtopping the berm (Figure 8).

Model Skill and Sensitivity

Maximum skill for each combination of B and Cf was recorded near the input boundary (WG1 and WG4) where skill varied between 0.95 and 0.97. Model skill decreased along the y = 0 m transect (WGs 1, 2, 3, 7), with skill at WG2 (in front of the conical cone) between 0.85 and 0.87 depending on input values (Figure 9). Numerical model outputs at WG2 show the timing an shape of the initial wave passing the sensor were close to measurements form the wave flume and suggest that the decrease in model skill is associated with reflections passing over the sensor between t = 20-40 s (Figure 10b). Model outputs directly leeward of the conical cone (WG3) were sensitive to the timing and shape of the initial surges of water passing over and bending around the cone (Figure 10c). Maximum skill at WG3 was 0.88, associated with Cf = 0.001 and B = 0.4, with minimum skill (0.77) associated with Cf = 0.01 and B = 1. Leeward model performance increased further from the cone, with skill at WG7 between 0.86 (Cf = 0.001; B = 1) and 0.90 (Cf = 0.005; B = 0.4). Sensors across the y = 5 m transect (WGs 4, 5, 6, 8) recorded wave processes lateral to the cone and nearly always produced higher skill when compared against gauges on the y = 0 m transect, especially for forward propagating waves (Figure 9). Mean skill across all sensors was highest using Cf = 0.005 combined with B = 0.4 (0.882) or B = 0.7 (0.880). High skill values using B = 0.7 and Cf = 0.005 are consistent with BM1 and BM2 and confirm the use of these values for laboratory scale simulations of wave dynamics on coral reefs.

Velocity

Velocity data were recorded at WG2 and WG3, capturing flow dynamics on seaward and leeward sides of the conical island (Figure 11). In front of the island, WG2 recorded the velocity signal of the steepening solitary wave, with Ux recording a close match to flume measurements using B = 0.7 and Cf = 0.005 (Figure 11a). Numerical outputs at WG2 also recorded a similar Ux signal as reflected water level motions initially surged back over the sensor at t = 7-18 s. Leeward of the island, flume measurements recorded a sharp increase in Ux as the wave surged over the island at t = 7.5 s (Figure 11b). Model results for Ux at WG3 produced the same plunge, followed by a similar trough, between t = 8.5 and 22 s. Modeled Uy data at WG2 and WG3 produced low velocities and did not identify the minor oscillations observed in the flume until t > 22 s (Figure 11d,e). Data from WG10 measured velocity at the upper reef slope away from the island, with numerical outputs for Ux and the more significant variations in Uy showing a reasonable agreement with flume measurements (Figure 11c,f).

Note, skill was not calculated for velocity outputs due to missing sections of data from each of the wave flume sensors.

DISCUSSION

The three benchmark experiments used to evaluate the [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF] shock capturing GN solver collectively show that the model can skilfully represent surf-zone processes, runup, water level dynamics and overtopping on topographically complex coral reef environments. Of the three benchmark experiments, BM1 provides a comprehensive assessment for applying the model to simulate nonlinear wave transformation processes that contribute to wave driven runup and inundation. BM2 and BM3 provide more detail on how the model represents nonlinear transformations in wave shape and directly test how the GN equations can be applied to simulate wave overtopping scenarios. Physical phenomenon that contribute to wave runup and inundation on atoll islands include: SS waves, IG waves and setup [START_REF] Merrifield | Observations and Estimates of Wave-Driven Water Level Extremes at the Marshall Islands[END_REF].

Field measurements demonstrate how each of these processes respond differently to incident wave conditions and reef depth [START_REF] Becker | Water Level Effects on Breaking Wave Setup for Pacific Island Fringing Reefs[END_REF][START_REF] Ford | Reef Flat Wave Processes and Excavation Pits: Observations and Implications for Majuro Atoll, Marshall Islands[END_REF][START_REF] Kench | Wave Processes on Coral Reef Flats: Implications for Reef Geomorphology Using Australian Case Studies[END_REF][START_REF] Pomeroy | The Dynamics of Infragravity Wave Transformation over a Fringing Reef[END_REF]. Further, these processes influence the behaviour of each other, complicating a conceptual understanding of how environmental conditions influence runup on reef fringed coastlines. Recent developments in numerical modeling (e.g. [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF]Roeber and Cheung, 2012b;[START_REF] Su | Boussinesq Modeling of Spatial Variability of Infragravity Waves on Fringing Reefs[END_REF] allow these nonlinear interactions to be simulated under controlled boundary conditions, and provide a unique tool for exploring how physical processes will respond to environmental change. However, appropriate and efficient use of these new modeling techniques relies on a comprehensive understanding of how numerical outputs are influenced by parameters that are typically used for model 'tuning' and calibration [START_REF] Oreskes | Verification, Validation, and Confirmation of Numerical-Models in the Earth-Sciences[END_REF]. Systematic analysis from BM1 revealed how SS attenuation, IG transmission, setup and runup each exhibit individual sensitivity to breaking and friction parameters. Therefore, a combined assessment of all parameters is required to achieve a realistic representation of processes that impact the shoreline. In general, outputs were more sensitive to the fiction coefficient (Cf) than to the slope threshold used for locally removing dispersion (B). However, the model was highly sensitive to B = 0.4 (21.8°) because wave breaking was initiated to far offshore. Wave setup was significantly over-predicted using B = 0.4 which meant that IG waves were not sufficiently dissipated by friction processes on the reef flat. Model outputs observed minimal sensitivity and maximum skill using slope thresholds between B = 0.7 (35°) and B = 1.2 (~50°). These findings are consistent with [START_REF] Buckley | Evaluation of Nearshore Wave Models in Steep Reef Environments[END_REF] where a breaking slope of ~55° was found to give the best prediction of UM measurements when using the nonlinear phaseresolving model SWASH (SWASH default is 25°). Using a high breaking slope can be explained physically in this context because of the steep sloping fore-reef on coral reefs typically produces plunging breakers.

Higher friction values were associated with both SS and IG waves being underpredicted at the shoreline. IG waves were highly sensitive to friction, with Hig over-predicted at WG9 using low friction but dramatically under-predicted using high friction. However, skilful predictions for IG wave height were achieved using a Cf range between 0.002 and 0.008.

Model results highlight the role of friction as a primary control for low frequency wave behaviour on coral reefs. Wave setup was consistently well predicted, with minimal sensitivity to friction, unless B = 0.4 was used. Accounting for Rmax added an additional level of complexity when trying to achieve an accurate prediction of all processes at the shoreline.

Maximum runup was highly sensitive to SS and IG dynamics, leading to over-predicted runup with low friction and under-predicted runup using high friction. However, skilful predictions were achieved using moderate friction (0.005 to 0.01) and any B value above 0.6. The best representation of all processes was found using Cf = 0.005 and B = 0.7. These same input values were capable of skilfully replicating solitary wave transformation on complex 2D and 3D reef structures, with a slight decrease in skill observed when using the model in 2DH (two horizontal dimensions). Collectively, the three benchmark scenarios show that the GN model is capable of simulating the range of wave frequencies and nonlinear dynamics associated with wave transformation on coral reef systems.

CONCLUSIONS

A benefit of fully nonlinear free-surface models is that any feedbacks between different frequency wave processes are directly resolved [START_REF] Shimozono | Combined Infragravity Wave and Sea-Swell Runup over Fringing Reefs by Super Typhoon Haiyan[END_REF]. For example, the attenuation of irregular SS waves is associated with the formation of IG motions and setup that in turn influence the transmission of broken and reformed SS waves across the reef flat. These feedbacks are critical for accurately representing the range of processes that promote elevated sea-level and coastal flooding, as recently highlighted by [START_REF] Roeber | Destructive Tsunami-Like Wave Generated by Surf Beat over a Coral Reef During Typhoon Haiyan[END_REF]. However, the interlinked nature of these models also means that the sensitivity of each process needs to be carefully understood before being applied to real world scenarios. Simulations presented here are the first step towards applying the GN solution to study the complex interplay of processes associated with wave transformation on coral reef coastlines. Results suggest that the combination of weakly dispersive Green-Naghdi equations and nonlinear shallow water equations implemented in [START_REF] Popinet | A Quadtree-Adaptive Multigrid Solver for the Serre-Green-Naghdi Equations[END_REF] and other model packages have significant potential for simulating detailed wave processes on reef environments. Consequently, this type of modeling can become a powerful research tool to explore wave dynamics on reef systems in context of future environmental change. wave conditions under high tide (rows 1-2), mean tide (rows 3-4), low tide (rows 5-6) and dry reef (rows 7-8) conditions. Note that the x and y axes are both log scale. Mean skill value across all WG locations is presented inside each subplot. 
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  techniques. Simulations ran for 900 s, with mean depth across the platform stabilising after approximately 100 s of wave activity. Data were extracted at 20 Hz (consistent with flume experiment) and trimmed to only include the final 700 s of wave activity when the wave field was developed across the reef. A spectral filter with a 0.25 Hz (4 s) cut-off was used to separate SS and IG wave components. The 0.25 Hz separation is approximately double the peak incident wave period used in the wave basin experiments. Significant wave heights for SS (Hss) and IG (Hig) components were then calculated using a zero down-crossing routine in Matlab. Wave setup ( ) was calculated as the mean free-surface displacement. Wave spectra were calculated from the raw pressure signal using the first 8192 samples from t = 200 s, with an overlapping hamming window and 16 degrees of freedom. Maximum runup (Rmax) was calculated from numerical model outputs using profile data for maximum water level across the reef flat. Rmax values reported inDemirbilek and Nwogu (2007) were used to evaluate numerical model outputs.Model skill was used to quantify how close numerical outputs were to wave flume measurements in all benchmark tests using equation (2), where Pi is the model value, Oi is the wave flume value and vertical bars indicate absolute values.

Figure 1 .

 1 Figure 1. Example of model capability for simulating irregular wave transformation (Hs = 2.6 m, Ts = 10.5 s) on an idealised coral reef (hr = 1 m) with a 1:6 fore-reef slope and 1:14 beach slope. (a) Across reef variations in free-surface water level (wave profile), mean water level (setup) and maximum water level. (b-e) Water level time-series outputs at different locations across the model domain showing the raw signal and the low pass filtered (0.04 Hz) infragravity wave signal.

Figure 2 .

 2 Figure 2. Model bathymetry for each benchmark test showing the location of wave gauge (WG) sensors used to compare numerically modeled outputs with measured wave basin data. (a) Benchmark 1 is the idealised Guam reef from a series of flume experiments undertaken in the University of Michigan wave laboratory[START_REF] Demirbilek | Laboratory Study of Wind Effect on Runup over Fringing Reefs[END_REF]. (b) Benchmark 2 is the Hawaii Reef (HI reef) bathymetry used in the O.H. Hinsdale Wave Flume(Roeber and Cheung, 2012b). (c) Benchmark 3 uses the model in 2D with a complex reef bathymetry that has a steep slope, a triangular shelf and a conical island[START_REF] Lynett | Experimental Study of Solitary Wave Evolution over a 3D Shallow Shelf[END_REF].

Figure 3 .

 3 Figure 3. Model skill contour lines are presented in grey to show how B and Cf values influence the accuracy of wave processes at the shoreline, individually and collectively, from BM1. Shoreline skill at WG9 is presented for (a) SS wave height, (b) IG wave height and (c) setup at the shoreline. (d) Mean skill at WG9 is the average of individual skill values for Hss, Hig and at the shoreline. (e) Rmax skill. (f) Shoreline skill as the average skill from Hss, Hig,  at WG9 and Rmax. Maximum skill is identified with a black marker and the associated Cf and B value is written inside each plot. Black contour lines indicate Cf and B combinations that produce a skill value within 5% of the maximum skill. Note, the x-axis is a log scale.

Figure 4 .

 4 Figure 4. (a-i) Measured (wave flume) outputs for SS wave height (Hss), IG wave height (Hig) and wave setup are compared to numerical model outputs using a selection of different Cf and B values for the 15 UM test scenarios. (j-r) Numerical model outputs for runup elevation are compared to wave flume measurements for the same selection of B and Cf values. The dashed line represents a perfect fit (y = x) and can be used to visually identify how close model outputs are to flume measurements. Skill values written in plots a-i represent mean skill at WG9, with runup skill presented in plots j-r.

Figure 5 .

 5 Figure 5. Wave spectra calculated from the GN model outputs using Cf = 0.005 and B = 0.7 (black) are compared to wave spectra calculated from wave flume data (grey) at the upper reef

Figure 6 .

 6 Figure 6. Across reef variation in free-surface water level skill at the 14 wave gauge locations from BM2, using different B values (represented using different line symbols) and friction values. (a) Cf = 0.001, (b) Cf = 0.05 and (c) Cf = 0.01. (d) Wave flume bathymetry and wave gauge locations are presented to highlight the spatial influence variation in skill across the reef.

Figure 7 .

 7 Figure 7. (a-l) Free-surface water level across the model domain at different time snapshots are presented to show wave propagation, breaking and plunging processes from the GN model (black line), using Cf = 0.005 and B = 0.7, compared with wave flume measurements at each wave gauge location (grey circles). (m-x) Comparison of time-series water level measurements from the GN model (black) and wave flume (grey) using B = 0.7 and Cf = 0.005.

Figure 8 .

 8 Figure 8. Snapshots of free-surface water level at different times during the 3D shelf simulation for BM3, using B = 0.7 and Cf = 0.005.

Figure 9 .

 9 Figure 9. Comparison of model skill for representing free-surface water level at different wave gauge locations, relative to distance from the incident boundary for the y = 0 m (WGs 1, 2, 3, 7), y = 5 m (WGs 4, 5, 6, 8) at y = 10 m (WG9) transect, for each combination of Cf and B.

Figure 10 .

 10 Figure10. Time-series outputs for free-surface water level at each wave gauge location from the GN model using Cf = 0.005 and B = 0.7 (black) are compared to water level measurements from the wave flume (grey).

Figure 11 .

 11 Figure 11. Modeled velocity outputs from the GN model using Cf = 0.005 and B = 0.7 (black) are compared to wave flume measurements (grey) at WG2 (seaward of conical cone), WG3 (leeward of conical cone) and WG10 (lateral to conical cone).
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Table 1 .

 1 Summary of numerical model skill and sensitivity when compared to flume measurements of SS wave height, IG wave height, setup and runup at the shoreline. Values assigned to the WG9 column represent the mean skill across all wave process (Hss, Hig and setup) at the shoreline and shoreline skill is the average skill from all wave processes at WG9 and runup. A statistical summary of model skill is first presented, based on all simulations, to provide an indication of how variable outputs are when inputs are modified. To quantify model sensitivity, the percent difference between minimum and maximum values were calculated for all Cf values, all B values and the higher and lower range of Cf and B values. B and Cf values associated with maximum skill are presented as recommended values for predicting each wave process. The range of B and Cf combinations that can be used while maintaining model skill within 5% of maximum skill are shown as the minimum and maximum B and Cf values that make up this range.

		Hss	Hig	Setup	WG9 (Mean) Runup	Shoreline
	Model skill						
	Maximum	0.901	0.977	0.988	0.949	0.944	0.936
	Max 5% range	0.856	0.928	0.938	0.902	0.896	0.889
	Mean	0.858	0.887	0.973	0.906	0.798	0.879
	SD	0.057	0.141	0.025	0.065	0.14	0.07
	Minimum	0.668	0.419	0.902	0.692	0.419	0.664
	Output						

sensitivity: range between minimum and maximum values

  

	B (0.4-1.2)	11.9% 16.7% 15.9%	14.8%	20.0%	16.1%
	B (0.4-0.7)	11.1% 16.7% 15.1%	14.3%	20.0%	15.7%
	B (0.7-1.2)	0.9%	1.7%	1.0%	1.2%	1.2%	1.2%
	Cf (0.001-0.01)	14.6% 23.2%	0.7%	12.8%	30.1%	17.2%
	Cf (0.001-0.005)	7.6% 12.2%	0.3%	6.7%	19.4%	9.9%
	Cf (0.006-0.01)	6.1% 10.0%	0.3%	5.5%	10.8%	6.8%
	Recommended B values						
	Maximum skill	0.4	0.5	1	0.8	0.7	0.7
	5% range: minimum	0.4	0.5	0.5	0.5	0.6	0.6
	5% range: maximum	1.2	1.2	1.2	1.2	1.2	1.2
	Recommended Cf values						
	Maximum skill	0.004	0.006 0.0001	0.003	0.01	0.005
	5% minimum	0.0001	0.002 0.0001	0.0001	0.005	0.002
	5% maximum	0.008	0.008	0.04	0.01	0.01	0.01
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