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Large-Eddy Simulation (LES) of a novel lean-premixed (LP) injection system for aeronautical burners is performed at elevated pressure / temperature operating conditions. This LP injector was designed to operate at high-pressure and high-temperature and it was experimentally investigated at DLR Cologne and at CORIA laboratory in Rouen. At DLR Cologne, the purpose was to measure droplets sizes and velocities thanks to the Phase Doppler Anemometry (PDA) technique. At CORIA, combustion under realistic pressure conditions was investigated on the HERON test rig with advanced and combined optical diagnostics, such as OH and Kerosene Planar Laser-Induced Fluorescence (PLIF). It was observed that the flame topology strongly depends on the pressure. This configuration is therefore an interesting validation database for LES. In this LP injector, liquid kerosene is injected far upstream of the injector in order to provide a gaseous fuel distribution as homogeneous as possible. In the LES, the full geometry of the injector is taken into account. One reference operating point at 8.33 bar and 669.3 K is simulated. A Lagrangian point-particle approach is chosen for the spray modeling with a prescribed Rosin-Rammler diameter distribution at injection. The two-phase combustion model relies on a tabulated chemistry approach. The flame/turbulence interactions are included via a presumed-PDF closure (PCM-FPI model). The impact of spray characteristics on the flame is analyzed through a dedicated parametric study. Four sets of parameters each with a different Sauter Mean Diameter are used to describe the spray droplet size distribution. An analysis of the characteristic evaporation time and its influence on the flame has been carried out. Numerical results are then compared with experimental data in order to bring detailed insights into the flame topology. This parametric study shows that the quality of the atomization strongly influences the flame topology and the fuel distribution inside the combustion chamber.

Introduction

The ACARE 2020 objectives in the aviation transportation [1] plan a reduction of CO 2 by 50%, a 50% reduction of the Specific Fuel Consumption (SFC) and 80% reduction of the emission of NOx per passenger kilometer as well as 50% reduction of the noise compared to the levels in 2000. In order to reduce CO 2 emissions and the SFC, aeronautical engine manufacturers design new technologies allowing to increase the Overall Pressure Ratio (OPR). However, this rise in the OPR leads to a higher temperature in the combustion chamber, which in turn leads to the increase of NOx emissions. To counteract this issue, new innovative engine technologies using state-of-the-art injection technology such as lean premixed (LP) or variants are needed. In LP combustion, a homogeneous mixing is the key to lower the flame temperature, and the subsequent thermal NOx, but it can affect the flame stability and other pollutant emissions [START_REF] Huang | Dynamics and stability of lean-premixed swirl-stabilized combustion[END_REF][START_REF] Lefebvre | Properties of sprays[END_REF]. Most of these performances are directly related to the spray characteristics of the atomizer, thus the technology of fuel supply of the atomizer is very important [START_REF] Ma | An experimental study on the spray characteristics of the air-blast atomizer[END_REF]. The design of such injectors remains difficult and requires predictive models for their optimization. Different types of atomizers have been used in the industry for the injection of liquid fuel, yet all of them are based on the high relative velocity between the liquid and the surrounding gas. Many different types of atomizers have been experimentally studied during the past years, however the spray formation processes, the droplet dynamics and the final droplet size distributions are still not completely understood [START_REF] Urbán | Droplet dynamics and size characterization of high-velocity airblast atomization[END_REF][START_REF] Gad | Experimental study of diesel fuel atomization performance of air blast atomizer[END_REF].

Large-Eddy Simulation (LES) is an adequate framework for the modeling of the many complex physical phenomena involved in LP systems as it gives access to unsteady flow features at an affordable CPU cost [START_REF] García | Assessment of Euler-Euler and Euler-Lagrange Strategies for Reactive Large-Eddy Simulations[END_REF]. It also provides smallscale dynamics that can be compared to high-frequency laser diagnostics. Spray combustion LES is able to reproduce droplet transport and evaporation with point-particle approaches [START_REF] Patel | Simulation of spray-turbulence-flame interactions in a lean direct injection combustor[END_REF][START_REF] Apte | Large-eddy simulation of swirling particle-laden flows in a coaxial-jet combustor[END_REF]. Some recent studies have been focused on the process of breakup and atomization [START_REF] Yoo | A large eddy simulation of the breakup and atomization of a liquid jet into a cross turbulent flow at various spray conditions[END_REF][START_REF] Salvador | Numerical simulation of primary atomization in diesel spray at low injection pressure[END_REF][START_REF] Yu | Modeling the atomization of high-pressure fuel spray by using a new breakup model[END_REF], however it involves complex physical processes and gas-liquid interactions and it needs a large number of cells or the use of adaptive meshes which entails a high computational cost. In most simulations of realistic injectors, atomization is not taken into account and droplets are directly injected in the combustor with prescribed distributions for their position, size and velocity, which may be determined from empirical correlations or experimental data. This is a very important point since the flame topology and thus pollutant emissions may be very sensitive to the initial droplet size distribution. Swirled LP configurations have been widely studied experimentally and numerically for different fuels and operating conditions. Experimentally, several studies have been performed under atmospheric pressure [START_REF] Stöhr | Phase-resolved characterization of vortex-flame interaction in a turbulent swirl flame[END_REF][START_REF] Boxx | High-speed laser diagnostics for the study of flame dynamics in a lean premixed gas turbine model combustor[END_REF][START_REF] Oberleithner | Formation and flame-induced suppression of the precessing vortex core in a swirl combustor: Experiments and linear stability analysis[END_REF]. Numerical studies of this kind of configuration have been also performed at atmospheric pressure [START_REF] Bénard | Large-Eddy Simulation of the lean-premixed PRECCINSTA burner with wall heat loss[END_REF][START_REF] Jones | Large Eddy Simulation of the two-phase flow in an experimental swirl-stabilized burner[END_REF][START_REF] Felden | Including real fuel chemistry in LES of turbulent spray combustion[END_REF]. For instance, Esclapez et al, [START_REF] Esclapez | Large-eddy simulation of fuel effect on lean blow-out in gas turbines[END_REF] studied the sensitivity of lean blow-off to fuel properties. In this latter work, it was also showed the existance of strong interactions between the spray and the flame topology and combustion regimes. A few experimental studies have been done under high pressure conditions [START_REF] Boxx | 3 kHz PIV/OH-PLIF measurements in a gas turbine combustor at elevated pressure[END_REF][START_REF] Slabaugh | Simultaneous 5 kHz OH-PLIF/PIV for the study of turbulent combustion at engine conditions[END_REF]. The operating pressure of any liquid injection system is known to change the atomization process [START_REF] Lefebvre | Properties of sprays[END_REF][START_REF] Jasuja | Atomization of Crude and Residual Fuel Oils[END_REF]. To the authors' knowledge, no numerical study has been carried out on the sensitivity of the flame to the quality of atomization in realistic LP injectors at high-pressure.

The objective of this work is to complement a recent experimental study in a new LP injection system [START_REF] Salaün | Étude de la formation de NO dans les chambres de combustion haute pression kérosène/air par fluorescence induite par laser[END_REF][START_REF] Malbois | Analyse expérimentale par diagnostics lasers du mélange kérosène/air et de la combustion swirlée pauvre prémélangée, haute-pression issue d'un injecteur Low-NOx[END_REF]. Experimental tests were performed for a wide range of pressure, temperature and Fuel/Air Ratio (FAR) operating conditions. This injector is geometrically complex and exhibits different flame topologies when changing the FAR and the pressure. These topology changes are difficult to explain as most of kerosene/air flame properties are modified when changing FAR and pressure. It should be emphasized, that the experimental work at the HERON test rig was something new and very complicated to achieve, since it was performed in realistic operating conditions with liquid commercial-type fuel, in this case, kerosene (Jet-A1). Moreover, no accurate granulometry measurements close to the fuel injection were performed initially due to the limited optical accesses and because of the operating conditions. This lack of data further complicates the numerical analysis.

The goal of the numerical simulations is first to validate a state-of-the-art spray combustion modeling strategy in high-pressure operating conditions. To this aim, results are compared qualitatively and quantitatively with the database created from experiments. Second, numerical results are analyzed to help in the interpretation of the experimental data, since information can be obtained where the optical diagnostics do not have access, such as inside the injector, where the flame is anchored. The final goal is to illustrate the interlink between the atomization process, the evaporation of the fuel droplets and the flame topology. Therefore, a parametric study of the spray characteristics at these operating conditions is performed. To this aim, four sets of parameters are investigated. The first set of parameters is based on the experimental tests performed at DLR Cologne [private communication from SAFRAN Helicopter Engines]. These experiments were done in reacting conditions at 10 bar. The second and third distributions are based on empirical correlations from literature [START_REF] Lefebvre | Airblast atomization[END_REF]. The fourth one is arbitrarily chosen considering that the empirical studies concluded that atomization was finer when increasing pressure and temperature.

The paper is organized as follows: the two experimental studies of the lean-premixed injection system are presented in Section 2, the numerical framework including modeling strategy is introduced in Section 3. The numerical set-up with the simulation domain of the aeronautical burner is presented in Section 4. Finally, the obtained results are exposed in Section 5.

Experimental set-up

A new Lean-Premixed and double-swirled injection system has been developed by SAFRAN Helicopter Engines (SHE). It is a multipoint injection system, that is, the injector nose contains boreholes whereby kerosene is injected. This LP injection system has been designed to operate at high-pressure and high-temperature conditions and it has been tested at DLR Cologne and at CORIA laboratory in Rouen.

At DLR, the objective was to characterize quantitatively the atomization, evaporation, mixing, air and droplet velocity fields, as well as pollutant emissions and lean blow-out performances. The test rig used was the Single Sector Combustor [START_REF] Behrendt | Optical measurements of spray combustion in a Single Sector Combustor from a practical fuel Injector at higher pressures[END_REF], which allows the measurement by optical diagnostics techniques like Laser Doppler Anemometry (LDA) or Phase Doppler Anemometry (PDA). Tests were done for an injector FAR of 50‰ with an airflow preheated at 653 K. Two operating pressures were tested, 3.5 bar and 10 bar. Spray characterization was done with the PDA technique in ignited conditions for both pressures. Measurements of droplet sizes and velocity distributions were limited to two axial positions: z = 10 mm and 20 mm, due to either obscuration of the detection volume by window frames on the detector side or clipping of laser beams on the transmitter side. However, large parts of the profiles were missing due to the fact that the density of droplets decreases rapidly below the PDA detection limit as a consequence of the flame position. During these tests, it was seen that this burner had a pronounced inner recirculation zone, and consequently a hollow cone-shaped flame, which was stabilized at the injector exit and inside. The heat realease was predominant along the inner surface of the spray cone where the high temperature and high turbulence regions are located.

At CORIA, this injector was tested in the High prEssure facility for aeRO-eNgines (HERON) test rig. This experimental facility was designed to work in a pressure range from 1 to 20 bar and pre-heating temperatures up to 900 K. The objective in the HERON test rig was to improve the understanding of the burner behaviour under elevated pressure condi- PIV → flow dynamics tions with kerosene fuel, that is, to study the flame structure and pollutant emissions as a function of pressure, temperature and FAR [START_REF] Salaün | Étude de la formation de NO dans les chambres de combustion haute pression kérosène/air par fluorescence induite par laser[END_REF][START_REF] Malbois | Analyse expérimentale par diagnostics lasers du mélange kérosène/air et de la combustion swirlée pauvre prémélangée, haute-pression issue d'un injecteur Low-NOx[END_REF]. Flame structure was studied by CH* chemiluminescence [START_REF] Malbois | Experimental investigation with optical diagnostics of a lean-premixed aero-engine injection under relevant operating conditions[END_REF] and complemented with simultaneous OH-Planar Laser Induced Fluorescence (PLIF) and kerosene-PLIF laser diagnostics [START_REF] Malbois | Quantitative measurements of fuel distribution and flame structure in a lean-premixed aero-engine injection system by kerosene/OH-PLIF measurements under high-pressure conditions[END_REF]. The flow field dynamics was investigated thanks to Particle Image Velocimetry (PIV) measurements [START_REF] Salaün | Experimental investigation of a spray swirled flame in gas turbine model combustor[END_REF]. The optical diagnostics were applied for an air inlet temperature range between 500 and 670 K and a pressure range from 1 to 18 bar. Pollutant emissions were also measured with an exhaust gas sampling probe positioned downstream of the combustor outlet. It has to be emphasized that such combined experimental measurements are rarely found for a LP injector configuration. As such, this unique experimental database is an interesting validation case for Large-Eddy Simulation. In this experimental study, it was observed that the flame presents a tulip-shape topology, being straight and confined at the center of the combustor, for most operating conditions. However, at 4 bar, the flame exhibited a hysteresis and it could change from tulip-shape to Vshape [START_REF] Malbois | Experimental investigation with optical diagnostics of a lean-premixed aero-engine injection under relevant operating conditions[END_REF]. In addition, fuel distribution was investigated showing that the kerosene/air mixture was mainly encountered at the edge of the injection system. For this reason, it was suspected that the fuel created a liquid film on the injector walls which was afterwards atomized, but this could not be demonstrated as the injector was not optically accessible.

The experimental measurements at each operating point at both laboratories are summarized in Table 1.

Numerical framework

In the present work, the Large-Eddy Simulation (LES) framework is considered. LES is particularly well suited for turbulent combustion [START_REF] Poinsot | [END_REF]. Indeed, even if reactions mostly occur at the sub-grid scale, LES can resolve the large-scale dynamics, which is important for burner performances such as pollutant emissions. In LES, flow variables are filtered in space. The filtered balance equations, coupled with the sub-grid models are numerically solved to determine the instantaneous filtered fields. The filtered continuity and Navier-Stokes equations are written as follows:

∂ρ ∂t + ∇ • (ρũ) = 0 , (1) 
∂ρũ ∂t + ∇ • (ρũũ) = -∇p + ∇ • (τ + τ SGS ) , (2) 
where ρ, ũ, p, and τ denote the filtered density, velocity, pressure and molecular viscous stresses, respectively and τ SGS represents the sub-grid Reynolds stresses which need to be modeled. The sub-grid Reynolds stresses are closed using the localized dynamic Smagorinsky model proposed by Germano [START_REF] Germano | A dynamic subgrid-scale eddy viscosity model[END_REF], which is based on the Boussinesq assumption [START_REF] Boussinesq | Essai sur la théorie des eaux courantes[END_REF]. The turbulent viscosity is modeled as a function of the turbulence integral length scale, the resolved shear stress and a model constant (C S ) which depends on the flow configuration. Here, C S is automatically computed in space and time, that is, the eddy viscosity coefficient is locally calculated. The testfiltered quantities need spatial averaging in neighboring regions of space. In this case, the constant is averaged over small volumes that have a size of 6∆x, being ∆x the local mesh size around the local control volume. This model was chosen because it takes advantage of the simplicity of Smagorinsky's model, while having an extended validity domain, in the presence of mean shear for instance. This model has been used in numerous LES of complex internal flows.

Detailed chemistry effects are modeled by a tabulated chemistry approach. All thermodynamic data is tabulated as a function of the progress variable (Y C ) and the mixture fraction (Z). The progress variable is built as a linear combination of species mass fractions (Y C = Y CO + Y CO2 + Y H2O ) and allows to describe the progress of the reaction while Z characterizes the mixture, that is, it estimates the local equivalence ratio. Only these two parameters are transported with the following equations:

∂ρ Y C ∂t + ∇ • (ρ Y C ũ) = ∇ • ρD + ρD t,C ∇ Y C + ωY C , (3) 
and

∂ρ Z ∂t + ∇ • (ρ Z ũ) = ∇ • ρD + ρD t,Z ∇ Z + ωZ . (4) 
In these equations, D t,C and D t,Z are the C and Z sub-grid transport fluxes, respectively, which are modeled with a constant turbulent Schmidt number (0.9). The source terms ωY C and ωZ are due to chemistry and evaporation, respectively.

To take into account the sub-grid flame-turbulence interaction the Presumed-Conditional Moments for Flame Prolongation of ILDM (PCM-FPI) method is used [START_REF] Domingo | DNS of a premixed turbulent V-flame and LES of a ducted flame using a FSD-PDF subgrid scale closure with FPI-tabulated chemistry[END_REF]. The look-up table is built from laminar premixed flame archetypes to map the flame evolution. These flamelets are computed with Cantera [START_REF] Goodwin | Cantera: An object-oriented software toolkit for chemical kinetics, thermodynamics, and transport processes[END_REF] using the skeletal LUCHE mechanism [START_REF] Luche | Obtention de modèles cinétiques réduits de combustion -Application à un mécanisme du kérosène[END_REF], which counts 92 species and 694 reactions. Reaction rates and species mass fractions are tabulated as functions of Y C and Z. This laminar look-up table is then convoluted by two beta Probability Density Functions (β-PDFs) [START_REF] Domingo | DNS of a premixed turbulent V-flame and LES of a ducted flame using a FSD-PDF subgrid scale closure with FPI-tabulated chemistry[END_REF][START_REF] Vervisch | Three facets of turbulent combustion modelling: DNS of premixed V-flame, LES of lifted nonpremixed flame and RANS of jet-flame[END_REF] to take into account their sub-grid fluctuations. The β-PDF of the mixture fraction is defined for Z values from 0 to 1, even though it is known that the maximum value of the mixture fraction can not exceed the saturation value (Z sat < 1) when dealing with two-phase flows. However, this approach can be valid as long as its variance is small enough, making the proportion of values above Z sat negligible [START_REF] Enjalbert | Modélisation avancée de la combustion turbulente diphasique en régime de forte dilution par les gaz brûlés[END_REF]. The final look-up table is thus also parametrized by the second-order moments ( Z 2 , c 2 ) of the beta-PDFs. These second-order moments are modeled by an algebraic approach based on the fact that the variance presents asymptotic behaviors depending on the sub-filter scalar distribution [START_REF] Moureau | From Large-Eddy Simulation to Direct Numerical Simulation of a lean premixed swirl flame: Filtered laminar flame-PDF modeling[END_REF]. The variance of the mixture fraction, which is well resolved on the considered meshes, is modeled as follows:

Z 2 = C m ∆ 2 |∇ Z| 2 , (5) 
where C m is a constant equal to 0.08 and ∆ is the filter width. This model can be simply derived by neglecting any curvature of the sub-filter mixture fraction and by performing a Taylor-series expansion of the filtering operators [START_REF] Moureau | From Large-Eddy Simulation to Direct Numerical Simulation of a lean premixed swirl flame: Filtered laminar flame-PDF modeling[END_REF]. However, this type of model can generally not be used for the progress variable, which is highly wrinkled at the sub-grid scale. In this case, a gradient model [START_REF] Veynante | Comparison between LES results and experimental data in reacting flows[END_REF] for the sub-grid variance is prescribed:

c 2 = C g ∆|∇c| , (6) 
here C g is the constant for the gradient model and is set to 0.18. This methodology has been chosen since there are not many available kinetic schemes for kerosene capable of reproducing the characteristics of the flame at high pressure and temperature conditions and containing the required species for this study at a reasonable CPU cost. Besides, some previous works such as [START_REF] Galpin | Large-eddy simulation of a fuel-lean premixed turbulent swirl-burner[END_REF][START_REF] Domingo | Large-eddy simulation of a lifted methane jet flame in a vitiated coflow[END_REF][START_REF] Enjalbert | Modélisation avancée de la combustion turbulente diphasique en régime de forte dilution par les gaz brûlés[END_REF] presented good results in the application of this methodology in spray flames.

Spray modeling

In many practical aeronautical applications, liquid fuel is injected into the combustion chamber resulting in fuel spray.

The spray is a two-phase flow, which involves heat and mass transfer from the droplet phase to the continuous phase due to vaporization. In combustion, the mass transfer is also accompanied by energy release and transport, which further enhances vaporization. This coupled nature of the transport phenomena makes spray combustion a problem that is both interesting and challenging to simulate [START_REF] Kolakaluri | Trends in Multiphase Modeling and Simulation of Sprays[END_REF].

In the present work, the Euler/Lagrange (EL) approach has been chosen to model the two-phase flow. The gas phase is represented using the Eulerian description while the dispersed phase is represented by the Lagrangian frame. In this approach, quantities needed for the coupling between phases have to be interpolated at the droplet position or projected at the mesh nodes [START_REF] Sanjosé | Fuel injection model for Euler-Euler and Euler-Lagrange large-eddy simulations of an evaporating spray inside an aeronautical combustor[END_REF].

It consists of the individual treatment of each droplet in the computational domain. Mass and heat transfer, momentum and energy apply between the two phases. Droplets have their own properties, i.e. temperature, diameter and velocity. The droplet motion is described by the following equations:

dx p dt = u p and m p du p dt = F D + F G (7) 
to describe its position (x p ), its velocity (u p ) and the forces upon the droplet, where F D is the drag force [START_REF] Shiller | A Drag Coefficient Correlation[END_REF] and F G the gravity force. Gravity is neglected here as it is far smaller than the drag force. No droplet-droplet interactions are considered as the spray can be considered as diluted away from the primary atomization zone. Moreover, the vaporization of the droplets is modeled using the Abramzon & Sirignano approach [START_REF] Abramzon | Droplet vaporization model for spray combustion calculations[END_REF], which is an extension of the classical mass transfer model of Spalding [START_REF] Spalding | The combustion of liquid fuels[END_REF]. Droplets are assumed to be spherical. For liquid drops, sphericity is the result of predominant surface tension compared with the deformation effects of external stress, whose ratio is characterized by the Weber number [START_REF] Sirignano | Fluid dynamics and transport of droplets and sprays[END_REF]. A direct consequence of this assumption is that the droplet mass (m p ) can be related to its diameter (d p ). Thermodynamic properties of the droplet are obtained from the conservation equations. The evolution of the droplet's mass is given by:

dm p dt = -πd p Sh(ρ p D) log(1 + B M ) , (8) 
where Sh is the Sherwood number [START_REF] Ranz | Evaporation from drops[END_REF], ρ p is the droplet's density, D is the thermal diffusivity, and B M the Spalding number for the mass transfer [START_REF] Spalding | The combustion of liquid fuels[END_REF]. Here ρ p and D, depend on the temperature and the composition of the gas surrounding the droplet. These properties may vary between the surface and the far field, for this reason, the "1/3-rule" [START_REF] Hubbard | Droplet evaporation: Effects of transients and variable properties[END_REF] is applied. Temperature and species mass fraction in the reference state are obtained as:

T ref = T surf + 1/3(T ∞ -T surf ) , (9) 
Y k,ref = Y k,surf + 1/3(Y k,∞ -Y k,surf ) (10) 
with T ∞ and Y k,∞ the temperature and the species mass fraction in the far field, respectively and T surf and Y k,surf the temperature and the species mass fraction at the surface of the droplet. The droplet temperature (T p ) evolution is obtained by integrating the energy conservation from the droplet's surface to the the far field, leading to,

dT p dt = - 1 τ h T p -T ∞ - L v B T C p,ref , (11) 
where τ h is a thermal characteristic time, L v the latent heat, B T the Spalding number for the heat transfer [START_REF] Spalding | The combustion of liquid fuels[END_REF] and C p,ref is the reference heat capacity [START_REF] Enjalbert | Modélisation avancée de la combustion turbulente diphasique en régime de forte dilution par les gaz brûlés[END_REF]. Besides, the variation of the mixture enthalpy due to the droplets vaporization can be considered negligible as the study is being done for a lean mixture and, hence, low equivalence ratios.

Numerical set-up

Several LES of the HERON experimental facility equipped with the LP injection system are performed for one operating point. Pressure in the combustion chamber is 8.33 bar and air is preheated at 669.3 K. An injector FAR of 42‰ has been chosen. The air mass flow rate entering the combustion chamber is 108 g • s -1 , which is split between the injector and four lateral windows. These operating conditions have been motivated by the extended experimental characterization of the flame and its good stability in these conditions even though it will be shown that the flame topology is extremely sensitive to the spray properties. Experimentally, the inlet ducts were insulated in order to preserve the temperature conditions imposed at the inlet of the combustor and the air coming from the lateral windows helped to preserve the temperature conditions inside the combustion chamber. For this reason, adiabatic boundary conditions are imposed. The mean Reynolds number, based on the diameter of the injector nozzle is about 192 000 and the entire domain flow-through time (τ d ) defined as the ratio between the length domain and the bulk velocity is around 5.33 ms.

As it was indicated in Sec. 2, the real process of atomization could not be captured experimentally. Here, this process is considered as a consequence of the high velocity of the air, leading to the so-called air-blast atomization [START_REF] Lefebvre | Properties of sprays[END_REF]. In this case, the liquid jet momentum is small compared to the air momentum, hence, atomization is completely dependent on the momentum of the airflow. Besides, the droplets trajectories are dictated by the air movements created by the swirlers. Spray is then modeled as a cloud of droplets directly injected with a prescribed diameter PDF and a velocity profile. This cloud of droplets is injected every time step in order to maintain the appropriate mass flow rate constant. Kerosene is modelled as a single-component fuel which has the same properties as the 3-component surrogate of the Luche mechanism [START_REF] Luche | Obtention de modèles cinétiques réduits de combustion -Application à un mécanisme du kérosène[END_REF]. In Table 2 the fuel parameters used in this work are summarized. Kerosene is injected into the combustion chamber through holes. All of them have the same diameter, therefore the same amount of kerosene is injected through each of the holes.

The particle diameters are computed from the Rosin-Rammler distribution [START_REF] Rosin | The law governing the fineness of powdered coal[END_REF]. This distribution relates the droplet diameter with the mass fraction of droplets. It has been widely used to fit experimental data with high accuracy. For this reason, it is extensively used to describe sprays in numerical simulations. The Rosin-Rammler distribution is defined as follows:

f (D) = qD q-1 X q exp - D X q , ( 12 
)
where q is the spread parameter giving the distribution width, high values of q imply a more uniform spray; D is the diameter of the droplets and X a characteristic diameter that can be obtained by the following relationship with the Sauter Mean Diameter (SMD or D 32 ): where Γ is the incomplete Gamma function defined as in [START_REF] Press | Numerical Recipes in FORTRAN: The Art of Scientific Computing[END_REF]. Thus, the input parameters for this distribution are D 32 and q.

D 32 = X 3 Γ 3 q + 1 X 2 Γ 2 q + 1 , (13) 
As a major point of this work, a parametric study of the spray characteristics at these operating conditions is performed. To this aim, four sets of parameters are investigated.

A first droplet distribution (D1) is tested. This distribution is based on the granulometry data provided by SHE. This data was extrapolated from the experimental tests at DLR performed at 10 bar. The obtained D 32 is equal to 32.5 µm and q is equal to 3.1.

A second droplet distribution (D2) determined from the Rizk and Lefebvre [START_REF] Rizk | Spray Characteristics of Plain-Jet Airblast Atomizers[END_REF] correlation for plain-jet airblast atomizers is tested:

D 32 0 = 0.48 σ ρ A U 2 R 0 0.4 1 + 1 ALR 0.4 +0.15 µ 2 L σρ L 0 0.5 1 + 1 ALR , (14) 
where 0 is the discharge diameter of the 9 orifices, ρ A and ρ L are the density of air and liquid, respectively, ALR the air/liquid mass ratio, U R the relative velocity between air and liquid, σ is the surface tension, and µ L is the liquid dynamic viscosity. The used values for this correlation are not given due to confidentiality issues, nevertheless, one obtains D 32 = 16µm and the value of q is maintained to 3.1. This empirical correlation was obtained from experiments performed for a wide range of air velocities (10 -120 m/s), pressures (1 -7.66 bar), air-liquid mass ratios (2 -8) and fuel viscosities (0.0013 -0.0183 kg/ms). They obtained excellent results for low viscosity liquids and showed that D 32 decreased with velocity, pressure, ALR and 0 . A third droplet distribution (D3) with a D 32 = 12 µm was determined thanks to Jasuja's correlation [START_REF] Jasuja | Atomization of Crude and Residual Fuel Oils[END_REF] for prefilming airblast atomizers: [START_REF] Oberleithner | Formation and flame-induced suppression of the precessing vortex core in a swirl combustor: Experiments and linear stability analysis[END_REF] with q = 3.0. In this type of airblast atomizer, the fuel is first spread out into a thin, continuous sheet and then subjected to the atomizing action of high velocity air [START_REF] Lefebvre | Airblast atomization[END_REF]. This work was performed to study the effects of fuel properties on atomization and kerosene was used among other fuels in different operating conditions. The experiments were done for different atomizer pressure drops, preheating temperatures and FAR.

D 32 = 10 -3 (σρ L ) 0.5 ρ A U A + 0.06 µ 2 L σρ L 0.425 1 + 1 ALR 0.5
All these studies showed that D 32 decreases with the increase of pressure and pre-heating temperature and decreasing the FAR [START_REF] Lefebvre | Properties of sprays[END_REF][START_REF] Rizk | Spray Characteristics of Plain-Jet Airblast Atomizers[END_REF][START_REF] Jasuja | Atomization of Crude and Residual Fuel Oils[END_REF]. For this reason, an arbitrary fourth distribution was decided to be also tested (D4) for a smaller D 32 = 9 µm and q = 3.0. In Fig. 1 the PDFs for the four distributions are represented and Table 3 summarizes the four sprays characteristics.

Large-Eddy Simulations were performed with the YALES2 code [START_REF] Moureau | Design of a massively parallel CFD code for complex geometries[END_REF], a LES and DNS flow solver developed at CORIA. It is based on the Finite-Volume Method (FVM) and able to handle unstructured meshes of billions of elements. For the present study, a projection method [START_REF] Chorin | Numerical solution of the Navier-Stokes equations[END_REF][START_REF] Kim | Application of a fractional-step method to incompressible Navier-Stokes equations[END_REF] for low-Mach number flows with variable density is used [START_REF] Pierce | Progress-Variable Approach for Large Eddy Simulation of Turbulent Combustion[END_REF]. Density, momentum and scalar equations are solved using a 4th-order centered scheme in space and a TFV4A 4th-order scheme in time [START_REF] Kraushaar | Application of the compressible and low-Mach number approaches to Large-Eddy Simulation fo turbulent flows in aero-engines[END_REF].

The flow domain covers the complete geometry of the HERON test rig, from the plenum to the combustion chamber outlet. In order to quantify the influence of the mesh on the results, a comparison of the time averaged axial velocity with experimental data is presented in Fig. 2 for two different meshes. This comparison was done in reacting conditions, since it was observed that spray influences the aerodynamics of the flow field. Only the comparison for distribution D3 is presented for more clarity. The first mesh consists of around 30 million elements, while the second one is a refinement of the first one and has around 237 million elements. In these curves it can be seen that by refining the mesh the results are more accurate with respect to the experimental results. No other refinement level was performed as its cost would be prohibitive.

In Fig. 3 some details on the mesh size are presented. In the injection and flame zone, a refined area is defined by a cone. Here, the largest elements have a size of 0.25 mm and the flame thickness at this operating conditions is around 0.074 mm. The lateral windows discretization is challenging as they are cooled by a thin film of air. They are thus discretized by small cells with a maximal size of 0.15 mm, which allows for having at least seven cells in the film. The mesh resolution on the wall can be evaluated thanks to the dimensionless wall distance, y + . Fig. 4 shows the PDF of the y + values in the injector wall, which is the most critical area. It can be seen that the highest values of y + are about 50, although the distribution shows that most of its values are around 10. To the authors' experience injector walls can be considered sufficiently resolved to capture the correct flow field and pressure drop in the injector with no slip boundary conditions.

In order to bring more insights in the mesh resolution, Fig. 5 represents the ratio of the cell size (∆) and the Kolmogorovâs length scale (η K ). In Fig. 5(a), a general overview of this ratio together with its PDF in Fig. 5(b) are represented. In Fig. 5(c), only the refined cone is shown with the flame zone framed by an iso-contour of the time averaged temperature ( T = 1500 K). It can be seen that despite some cells present a big ratio, most of the cells in the zone of interest, have a ratio around 10. Here, the Kolmogorov's length scale is computed as [START_REF] Moureau | From Large-Eddy Simulation to Direct Numerical Simulation of a lean premixed swirl flame: Filtered laminar flame-PDF modeling[END_REF]:

η K = ν 3 (1/4) (16) 
where

= C k 3/2 sgs ∆ with k sgs = ν T C (1/3) C (4/3) S ∆ 2 , (17) 
being, the sub-grid dissipation, k sgs the sub-grid kinetic energy, C ≈ 1.05, C S the dynamic Smagorinsky constant and ν T the sub-grid eddy viscosity.

In Table 4, the accumulated times for each distribution as well as the computer resources used to perform these simulations are summarized. Data can be considered converged since at least 10 flow-through times passed before starting the collection of statistics. Besides, the statistics were also collected during several flow-though times. Despite that accumulated times for distribution D2 and D4 are smaller than times for D1 and D3, it should be noted that these computations were not started from the beginning but from computation D2 when the flow field was already converged. The computational cost considerably increases with decreasing the droplet size. This is due to the fact that with the same injected kerosene mass flow rate more droplets must be injected with smaller diameters. To palliate the problem of injecting a huge amount of droplets, a numerical parcel approach has been employed, where one numerical parcel is equivalent to ten droplets sharing the same location and other properties (velocity, temperature, . . . ). Although for distribution D1 the particle cost is not excessively high, the same approach was decided to be used in order to keep the same modeling approach in all computations.

Results and discussion

Aerodynamic flow field

The analysis of the flow field in Fig. 6 is represented by the instantaneous (above) and the time-averaged (below) axial velocity fields. The shape, size and position of the two recirculation zones can be identified thanks to the zero axial velocity iso-lines. These recirculation zones, characteristic of swirled flows, are the Central Recirculation Zone (CRZ) and the Outer Recirculation Zone (ORZ). Both recirculation zones are important, since they contribute to bringing burnt gases towards the injection zone helping in stabilizing the flame. The CRZ usually acts as an aerodynamic flame holder since it creates low velocity regions where the flame can anchor [START_REF] Biagioli | Stabilization mechanism of turbulent premixed flames in strongly swirled flows[END_REF][START_REF] Biagioli | Combustion dynamics linked to flame behaviour in a partially premixed swirled industrial burner[END_REF] and can affect the position of the flame. It can be seen that for distribution D1 (Fig. 6(a)), the CRZ is larger and more elongated. Here, the CRZ starts inside the injector, being very narrow initially and then thickening mainly in the combustion chamber. For distributions D2 and D3 A small CRZ appears inside the burner and close to the injection point. Whereupon a positive velocity is retrieved followed by a bigger second CRZ completely inside the combustor.

Flame topology

The flame topology is represented by the instantaneous and the time-averaged temperature in Fig. 7. Two completely different topologies are encountered. On the one hand, a V-shape flame topology appears for distribution D1 (Fig. 7(a)), wherein the flame is mainly located inside the combustion chamber and it intersects completely the CRZ. The maximum temperature can be found within the combustion chamber in the reaction zones (see Fig. 8(a)) and in the vicinity of the burnt gases. On the other hand, for distributions D2 to D4 (Figs. 7(b) -7(d)), the flame has a characteristic tulip-shape with a narrow opening angle in the combustor. The flame is mainly located inside the injection system, furthermore, in the case D4 (Fig. 7(d)) it can be seen that the anchoring point of the flame corresponds to the smaller CRZ. The maximum temperature is found in the CRZ while the walls of the injector and the side walls are protected by layers of cold air.

In order to support the analysis of the flame location, the progress variable source term can be observed in Fig. 8 (above). While for distribution D1 the reaction zone is completely inside the combustion chamber featuring a clear Vshape (Fig. 8(a)), for distributions D2 to D4 the reaction zone is mainly located inside the injector (Figs. 8(b) -8(d)). This analysis can be further enhanced by looking at the combustion regime, which is represented in Fig. 8 (middle). The combustion regime is given by the Flame Index (FI). The FI allows to differentiate between premixed, partiallypremixed and non-premixed regimes and it is defined as [START_REF] Domingo | Partially premixed flamelets in LES of nonpremixed turbulent combustion[END_REF]: where Y F is the fuel mass fraction and Y O the oxidant mass fraction. This index is equal to FI = 1 for premixed combustion regimes, represented by golden-colored iso-surface and FI = -1 for non-premixed regimes, represented by black-colored iso-surface. All intermediate values correspond to partially premixed zones, represented by the purple isosurface. The FI representation is conditioned by the instantaneous field of the progress variable source term. Combustion occurs mostly in premixed and partially premixed regimes for distribution D1 (Fig. 8(a)). This is because the evaporated kerosene along the injector has enough time to mix with air before burning. By contrast, for the other three distributions, a non-premixed combustion regime can be encountered very close to the injection point. Here, as fuel and air are injected separately, kerosene has not yet been able to mix with fresh gases before reaching the reaction zone. However, it changes rapidly to premixed regime still inside the injector due to the mixing with the fresh and burnt gases brought in by the CRZ. Then, further downstream, moving on through the combustion chamber the fuel mixes with the air flow from the outer swirler and the partially premixed combustion regime is predominant. Finally, the PDFs of the flame index in Fig. 8 (below) allow to confirm the preceding evaluation of the combustion regime. It can be seen that while for distribution D1 (Fig. 8(a)), the PDF shows a primacy of the premixed and partially premixed regimes, the other three distributions are more balanced between all three combustion regimes (Fig. 8(b) -8(d)). The combustion regimes inside the injector are therefore very complex and challenging to capture.

FI = ∇Y F • ∇Y O |∇Y F | • |∇Y O | , ( 18 
) (a) (b) (c) (d)

Spray topology

The spray injection for the four distributions is shown in Fig. 9. For distribution D1 (Fig. 9(a)), droplets up to 60 µm are injected. These big droplets are able to travel long distances and even pass the flame, making the spray go further downstream in the combustion chamber. On the other side, for distributions D2 to D4 (Fig. 9(b) -9(d)) the size of the bigger droplets is around 20 µm and the spray evaporates almost immediately after being injected. To back up this fact, in Fig. 10 the evaporation time of one isolated droplet of kerosene is plotted. To compute the evaporation time, simulations with the same code and models are performed in a laminar case. In these simulations, the domain is a 10 cm 3 cube and the operating conditions are the same as those of the HERON combustion chamber, i.e. 8.33 bar and a defined temperature. One droplet of kerosene is injected in the center of it and then evaporates. The evaporation time is obtained for four levels of temperature. On the one hand, 600 K and 1000 K, which are temperatures that can be found inside the injector. On the other hand, 1500 K and 2000 K are temperatures encountered in the flame and the burnt gases, allowing to validate that the bigger droplets are able to travel through the flame. The time of evaporation has been computed for an initial diameter (d 0 ) that corresponds to the D 32 of each distribution and it is compared to the flow-through time inside the injector, τ inj = 0.26 ms. This injector flow-through time has been computed as the ratio between the distance travelled by the flow inside the injector, that is, from the injector nose to the injector nozzle, and the bulk velocity. In addition, the percentage of kerosene evaporated with respect to the amount initially injected for a given time τ inj is given in Table ??. For a temperature of 600 K the evaporation time of kerosene droplets is of the same order of magnitude to τ inj for distributions D3 and D4, while for distribution D2, the droplet evaporation time is 10 times τ inj and for distribution D1 is above 40 times. At 1000 K the droplet corresponding to the D4 case is completely evaporated, thus confirming the fact that most of the kerosene is evaporated even before entering the combustion chamber, while for D1 the droplet has barely evaporated. Increasing temperature until 2000 K, it can be seen that droplets for cases D2, D3 and D4 have completely disappeared while only 2% of the droplet of the case D1 is evaporated, thus proving that it is able to cross the flame front. The concentration of evaporated kerosene is represented by the kerosene molar fraction in Fig. 11 (above). Focusing first on distribution D1 (Fig. 11(a)), it can be seen that evaporated kerosene is spread out between the injector and the combustion chamber. Besides, the mixture fraction source term in Fig. 11(a) (below) shows that kerosene evaporates uniformly both inside the injection system and the combustion chamber. Kerosene has enough time to evaporate before arriving to the reaction zone thus favoring the mixing between the evaporated kerosene and the fresh gases, which explains why combustion occurs mostly in premixed and partially premixed regimes. In distributions D2 to D4 (Fig. 11(b) -11(d)), however, kerosene evaporation happens almost entirely inside the injector. Furthermore, most of this evaporated kerosene burns before entering the combustion chamber.

In Fig. 12 (above), the time-averaged mixture fraction gives an insight into the local equivalence ratio. While for distribution D1 (Fig. 12(a)), combustion takes place in lean conditions, for distributions D2 to D4 (Fig. 12(b) -12(d)) a rich zone close to the injection point can be found. This rich zone is framed by an iso-line at stoichiometric mixture T =2000 [K]

Figure 10: Evaporation time of an isolated droplet of kerosene given by the d 2 -law for a given initial diameter that corresponds to the D 32 of each distribution for four different temperatures that can be encountered within the injector compared to the injector flow-through time τ inj . D1 ( ), D2 ( ), D3 ( ), D4 ( ) fraction Z st = 0.066 and coincide with the region where combustion occurs in a non-premixed regime. Furthermore, the mixture fraction variance is represented in Fig. 12 (below). It supports the use of the PCM-FPI approach, showing that, even though β-PDF is plotted for values of Z from 0 to 1, its variance is so small that any value of Z above the saturation value can be neglected. In Fig. 13 a causal diagram is drawn in order to synthesize the flame behavior and, hence, its topology depending on the time needed to evaporate with respect to the flow-through time inside the injector.

Finally, a visual comparison with the experimental results is done in Fig. 14. Kerosene and OH instantaneous molar fractions giving an idea of their spatial distribution for a plane at z/D = 0.75 is represented. The upper part of each picture corresponds to the experimental results [START_REF] Malbois | Experimental investigation with optical diagnostics of a lean-premixed aero-engine injection under relevant operating conditions[END_REF][START_REF] Malbois | Quantitative measurements of fuel distribution and flame structure in a lean-premixed aero-engine injection system by kerosene/OH-PLIF measurements under high-pressure conditions[END_REF] while the part below represents the numerical results. Although it is difficult to infer conclusions from instantaneous snapshots, these qualitative comparisons allow to obtain preliminary information on the distribution of kerosene in the combustion chamber and the reaction zone given by the OH concentration. On the one hand, distribution D1 shows misplaced distributions. The flame is much wider than the experimental one, nevertheless, this could be expected since the topology of the flame does not correspond to the one observed experimentally or the other distributions. Besides, the kerosene concentration is higher than the experimental results, as well as its repartition inside the chamber. Distribution D2, shows better agreement with the experimental results. However, the flame is wider and the concentration of kerosene is too high. On the other hand, distribution D3 and D4 have the correct flame width and the kerosene spatial distribution is well captured. Besides, in the experimental case, some spots representing zones of high kerosene concentration or vestiges of non-fully evaporated droplets are present. These spots were also captured for distributions D3 and D4.

Quantitative comparison with experimental results

Up to this point, a qualitative analysis has been done for four droplet distributions, which has made possible the observation of the flame features dependence on the initial droplet size distribution. The objective now is to make a quantitative analysis by comparing the numerical results to the experimental data. For this purpose, the aerodynamic flow properties and the kerosene and OH molar fractions are compared with the experimental data obtained by PIV measurements [START_REF] Salaün | Experimental investigation of a spray swirled flame in gas turbine model combustor[END_REF], and kerosene/OH-PLIF [START_REF] Malbois | Experimental investigation with optical diagnostics of a lean-premixed aero-engine injection under relevant operating conditions[END_REF][START_REF] Malbois | Quantitative measurements of fuel distribution and flame structure in a lean-premixed aero-engine injection system by kerosene/OH-PLIF measurements under high-pressure conditions[END_REF]. Statistics were collected for ten domain flow-through times for D1 and D3, four flowthrough times for D2 and seven for D4.

Starting over with the aerodynamic flow field, the axial and radial, time-averaged and RMS, velocity profiles are compared with the PIV results [START_REF] Salaün | Experimental investigation of a spray swirled flame in gas turbine model combustor[END_REF] for five different planes in the axial direction situated at z/D = 0.34, 0.5, 0.74, 0.93 and 1.37 in Figs. 15 -16. In Fig. 15(a), the time-averaged axial velocity profiles are represented. Generally, all cases show a negative velocity peak on the central axis representing the CRZ. Moreover this negative peak is surrounded by two positive peaks, representing the jet opening. Something the simulation could provide, which could not be captured experimentally due to the limitations of the window access, is the presence of two lateral peaks corresponding to the flow coming from the lateral windows. It can be seen that distributions D3 and D4 show a better agreement with the experimental results. In the first plane, though, the CRZ is not accurately captured. Besides, in Fig. 15(b), the RMS values show a good agreement with the experimental results following the same trends and capturing the good amplitude of the signal. The radial velocity profiles showed in Fig. 16 exhibit again a fair agreement with the experimental results, especially in the first planes. Nevertheless, important differences to those obtained experimentally appear far from the injection point.

Moving on to the analysis of the kerosene and OH species molar fractions, comparisons are done with experimental results for five different planes in the axial direction situated at z/D = 0.31, 0.53, 0.74, 0.95 and 1.38. In Fig. 17(a) the kerosene molar fraction profiles have been plotted and compared with the experimental results [START_REF] Malbois | Quantitative measurements of fuel distribution and flame structure in a lean-premixed aero-engine injection system by kerosene/OH-PLIF measurements under high-pressure conditions[END_REF]. Kerosene distribution is strongly influenced by the spray injection properties. The kerosene molar fraction is over-predicted for all four distributions. Kerosene arrives farther in the combustion chamber than in the experimental case, where practically all the kerosene is consumed inside the injector. However, this difference is more important for distribution D1. This is due to the fact that bigger droplets are injected and need more time to evaporate. Otherwise, two main kerosene jets are encountered as experimentally observed. However, the jet opening is better described by distributions D3 and D4.

The OH species are also compared to the experimental data [START_REF] Malbois | Experimental investigation with optical diagnostics of a lean-premixed aero-engine injection under relevant operating conditions[END_REF] in Fig. 17(b). The gradient of OH is experimentally used to detect the reaction zones. It can be seen that regardless of the completely different profiles for D1, the reaction zone, that is, the OH gradient location, is well captured as well as for all the other distributions. While distributions D2 to D4 do not show important differences between them, distribution D1 shows a completely different profile. This seems to indicate that OH species molar fraction is not affected by the spray properties but by the flame topology.

The important differences between experimental and numerical results might be due to use of tabulated chemistry. The look-up table was created from laminar premixed flame archetypes using the detailed LUCHE mechanism. However, in Fig. 8 it can be seen that combustion happens not only in a premixed regime but also in a non-premixed regime close to the injector and in partially premixed regime inside the combustion chamber. Another important source of error in the OH quantities could be the dependency of the OH species mass fraction with the progress variable (Y C ). In Fig. 18, the mass fraction of OH is represented as a function of the progress variable. In this graph it can be seen that a small variation in Y C at equilibrium can lead to a big change in the obtained OH species mass fraction and, hence, its concentration.

Something worth emphasizing for all these profiles, velocities and species molar fractions, is the lack of symmetry in the profiles. This asymmetry that appears in both the experimental and the numerical results may be explained by the feeding arm of the injector which introduces some flow blockage before the injection system and it highlights the importance of taking into account the full geometry.

Conclusions

A detailed numerical study of a novel LP injection system is presented. This injection system is operated in realistic pressure and temperature conditions and it was experimentally investigated with unique optical diagnostics. On the one hand, the objective of this work was to complement the experimental study to better understand the flame dynamics and, on the other hand, to perform a parametric study to understand the influence of the spray characteristics on the flame. Only one pressure and temperature condition has been simulated, which corresponds to one of the experimental operating points. To model combustion, a tabulated chemistry approach, PCM-FPI was chosen. Finally, the two-phase flow was described by a Euler-Lagrangian approach.

Results have shown that flow aerodynamics is slightly influenced by the initial spray parameters. All distributions present the two recirculation zones characteristics of swirled flames which contribute to stabilizing the flame.

The flame and the spray topologies are strongly affected by the spray initial characteristics. It has been observed that flame can present two different topologies, V-shape or tulip-shape, and that this is completely dependent on the quality of the atomization. On the one hand, in the V-shape case, the flame is localized inside the combustor and the maximum temperatures can be found in the reaction zones and around the burnt gases. Combustion, lean all over the combustor, happens mostly in premixed and partially premixed regime. This behavior is directly related with the spray features. Kerosene arrives further downstream and evaporation occurs in a more widespread manner which favors the mixing between fuel and air. On the other hand, the tulip-shape flame is mainly localized inside the injector and the maximum temperature regions are found inside the CRZ. Here, the three combustion regimes can be encountered. Combustion regime starts being non-premixed close to the injection point, where it happens to be fuel-rich. It turns to premixed regime in the CRZ, where it mixes with burnt gases and it finally changes to partially-premixed regime inside the combustion chamber. In this case, kerosene evaporates very fast once it is injected and only the bigger droplets enter the combustor.

Furthermore, a quantitative analysis has made possible to compare the axial and radial velocities and the kerosene and OH species concentrations with the experimental data. On one hand, the axial and radial time-averaged and RMS have been compared to PIV measurements for five planes. The CRZ is well captured as well as the jet width and the asymmetry of the profiles. Quantitatively, the aerodynamics of the flow are barely influenced by the spray characteristics. On the other hand, the kerosene and OH species time-averaged molar fractions have been compared with kerosene/OH-PLIF measurements. Evaporated kerosene is broadly over-predicted for all four distributions, specially in the near-planes of the injector nozzle. This excess of evaporated kerosene is more evident for distribution D1, since in experiments no kerosene is left downstream on the combustion chamber. The OH profiles capture correctly the gradient location, that is, the reaction zone. However, there is an over-prediction of the OH concentration which may be due to the use of tabulated chemistry combined with the evaporation models.

To summarize, it has been observed that spray modeling is decisive to obtain the good behavior of the flame and that the droplets evaporation time is directly related with the flame topology. It may affect not only the flame topology and its anchoring point, but also the combustion regime and the species spatial distribution. This study further highlights the importance of atomization performances in the LP injection design.

The experimental database will be extended by granulometry measurements, allowing us to compare this parametric study with the real droplet size distribution.
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Table 1 :

 1 Recap chart of the experimental measurements.

		DLR	CORIA
	Test rig	Single Sector Combustor	HERON
	Pressure [bar]	3.5 & 10	1 -18
	Temperature [K]	653	500 -900
	FAR [ ‰]	50	30 -50
			CH* chemiluminescence
	Measurements	PDA → spray characteristics (z = 10mm & z=20mm)	→ flame structure OH/kerosene-PLIF → quantitative measurements of fuel vapor and temperature

Table 2 :

 2 Kerosene composition and parameters used in the modeling.

		Y NC10H22 = 0.767388
	Composition	Y PHC3H7 = 0.131402
		Y CYC9H18 = 0.101210
	Molar Mass	kg/mol	0.137
	Boiling Temperature	K	445.1
	Reference Pressure Boiling	Pa	101300
	Reference Temperature	K	300
	Reference Enthalpy	J/kg	104000
	Evaporation Latent Heat	J/kg	289010
	Heat Capacity	J/(kg.K)	2003
	Schmidt		2.2763
	Prandtl		0.70995
	Density	kg/m3	781
	Surface Tension	N/m	0.0234

Table 4 :

 4 Summary of accumulated times and performances for each distribution.

		D1	D2	D3	D4
	Cumulated physical time [ms]	215	50	110	55
	Physical flow-through times proportion (τ d = 5.33 ms)	44.33 τ d	9.38 τ d	20.63 τ d	10.3 τ d
	Statistics cumulated time [ms]	60	25	58	38
	Statistics flow-through				
	times proportion (τ d = 5.33	11.2 τ d	4.7 τ d	10.88 τ d	7.13 τ d
	ms)				
	Averaged injected particles per time-step	39155	176928	416420	966568
	Computational cost [%]	5.6	15.75	47.78	63.33
	Computer center	Occigen	Occigen	Myria	Occigen
		Intel Xeon	Intel Xeon	Intel Xeon	Intel Xeon
	Processor	Broadwell	Broadwell	Broadwell	Broadwell
		(2.6 GHz)	(2.6 GHz)	(2.2 GHz)	(2.6 GHz)
	# Processors	448	448	896	896
	Physical time in 20 hours [ms]	1.00	0.90	0.75	0.50

Table 5 :

 5 Proportion of evaporated kerosene [%] for each distribution and temperature at a time = τ inj

		Proportion of evaporated kerosene [%]	
	T [K]	D1	D2	D3	D4
	600	0.02	0.4	2.2	13.6
	1000	0.06	8.2	51.3	100
	1500	0.4	93.9	100	100
	2000	2.7	100	100	100
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