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Noise produced by turbocharger compressors is becoming a major concern of turbocharging industry. But confusion exists regarding the sources of the noise. This paper discusses this noise from an aerodynamicist's point of view. Blade passing frequency noise and flow instability related noise are in particularly examined. Focus is on how these two noises are generated and how they may be controlled at source level. The aerodynamic causes of the noises are described and identified, and measures to reduce them at compressor design stage are proposed.

INTRODUCTION

Noise produced by turbochargers is a concern for their users. With higher charging pressures for downsized internal combustion engines, the noise is becoming louder and there is a growing demand to control it. Compared with other aspects of turbochargers and with aero engines, the noise of turbochargers draws little attention until recently. Feld et al. [START_REF] Feld | Investigation of acoustic phenomena at the inlet and the outlet of a centrifugal compressor for pressure ratio 4[END_REF] described the design and set up of an acoustic test facility for large turbocharger compressors for marine applications. Influences of inlet distortion and vaned diffuser to blade passing frequency (BPF) noise were studied. Clay and Moch [START_REF] Clay | Development of a new test facility for evaluation of turbocharger noise emissions[END_REF] reported the development of an acoustic test chamber for small turbochargers. Rä mmal and Å bom (3) discussed sound generating mechanisms of turbocharger compressors and described a model for evaluating the passive acoustic effect of turbocharger turbines to engine exhaust pulses. Brand et al. [START_REF] Brand | Future Technologies against turbocharger noise transferred to exhaust systems[END_REF] presented their work of acoustic decouplings to against turbocharger noise being transferred to engine exhaust system. Schweizer and Sievert [START_REF] Schweizer | Oscillations of Automotive Turbocharger Turbine[END_REF] examined the noise generated by rotor-bearing-shaft system. Tanna et al [START_REF] Tanna | Development of ported shroud compressor housing with reduced compressor blade pass source acoustic level[END_REF] portrayed their work on reducing the BPF noise of turbocharger compressors employing a ported shroud. Lee et al [START_REF] Lee | Control of Airflow Noise From Diesel Engine Turbocharger[END_REF] conducted an experimental study of the noise radiated by a turbocharger. A turbocharger test rig was mounted on an anechoic chamber, and noise was measured with a free field microphone placed at 0.8 m from the inlet of the compressor. A narrow band noise was found at a frequency about 3 times of rotor rev. and was the dominant frequency in most config-urations. This was attributed to the experimental setup. Sheng [START_REF] Sheng | 涡轮增压器噪声和振动. 贯彻落实 '国四'排放标准技术交流会专题报告[END_REF] gave a presentation on turbocharger noises identifying a number of them. Kabral et al. [START_REF] Kabral | Acoustic methods for investigating turbocharger flow instability[END_REF] proposed an acoustic method for investigating turbocharger flow instability in which acoustic features of the sound generation and scatting by the compressor near surge were investigated. The results show that broadband noise at near surge condition is considerably higher than at other conditions, and a notable hump centred at 45% shaft speed was found and considered to be rotating stall related. Karim et al. [START_REF] Karim | Computational aero-acoustics simulation of compressor whoosh noise in automotive turbochargers[END_REF] presented their study of 'hiss/whoosh' or broad noise of a turbocharger compressor at off-design conditions, and identified the best configuration of inlet guide vanes and grooves/steps in front of the impeller. Dehner R et al. [START_REF] Dehner | Instability at the low-flow range of a turbocharger compressor[END_REF] tested a turbocharger compressor for instability at the low-flow range using acoustic signals.

They recognized the link between surges and incidence angle at impeller inlet and others. Surge noise identification and control was discussed by Kuang X. et al. [START_REF] Kuang | Surge noise identification and control of automotive turbochargers[END_REF]. Å bom and Rä mmal [START_REF]Turbocharger noise -Generation and Control[END_REF] reported their development of a compact silencer for noise at KHz range. Broatch et al. ( 14) carried out experimental and computational studies of the broad band noise of a turbocharger compressor at a peak pressure ratio of 2.24:1. Biet and Baar (15) described an acoustic climate camber for acoustic measurement of turbochargers at cold environmental conditions. Gupta et al. [START_REF] Gupta | Study of Turbocharger Whistle Noise and Its Reduction Into Passenger Cabin[END_REF] investigated the methods to reduce turbocharger whistle noise transmitted into passenger cabin. Identification of the noise sources, aero or mechanical, was mentioned. Galindo et al. [START_REF] Galindo | Influence of tip clearance on flow behavior and noise generation of centrifugal compressors in near-surge conditions[END_REF] studied the effects of real running shroud clearance of a small turbocharger compressor on its acoustic behavior in near surge condition, taking into account the effects of rotation, thermal expansion and shaft motion. No significant changes in the behavior were found. It was suggested that in this working condition, the tip clearance is immersed in a region of strongly swirling flow, therefore cannot establish any coherent noise source mechanism.

Majority of the noise generated by turbochargers are flow related. This asks for a good understanding of the fluid dynamics side of this type of noise, which is currently unsatisfactory. Often the source of a noise is misidentified, or simply described with general term of 'instability' or 'rotating stall'. Of the turbine and compressor in a turbocharger, more noises are generated and transmitted by the compressor. Because of the flow acceleration nature of the turbine, thicker and heavier turbine casing, and the relatively good damping characteristics by modern mufflers and after-treatment devices, turbine noise is less of a concern. The compressor on the other hand is a flow diffusion device and subject to flow instability. The instability generates noise. For these reasons, this paper discusses compressor noise from aerodynamic point of view. The focus will be the underline mechanism of the noise, that is, how various noises are generated by the compressor. The measures to control these noises will also be addressed.

BLADE PASSING FREQUENCY (BPF) NOISE

This noise is mainly caused by blade loading. The noise caused by blade thickness should be small and will not be discussed here. The pressure difference (loading) on the two surfaces of a blade generates a pressure disturbance when the blade rotates. This disturbance propagates as sound wave, its frequency is equal to blade number x blade rotating frequency, and its amplitude increases with the pressure difference. Figures 1 and2 show the measured compressor operating condition and casing blade loading of a 400mm, 30 o backsweep centrifugal impeller operated at a subsonic tip Mach number of 0.6. The blade loading (and the BPF noise) reduces and shifts toward impeller LE with compressor mass flow, from operating points (A) to (D). When flow instability occurs, operating point (G), the loading, particularly the front part, greatly reduces. The change of the loading with mass flow is related to the change of incidence angle to the blade. A striking feature of it is the sharp pressure spike at the LE. This is due to LE bow shock and the discontinuity of the blade surface curvature in the LE region. The LE shock is responsible for the 'buzz-saw' type noise commonly detected in front of transonic compressors and fans [START_REF] Cumpsty | Compressor Aerodynamics[END_REF]. The shock strength may be reduced by using a sharp and thin LE. The LE spike can also be reduced by using curvature smooth blades [START_REF] Bi | A design method for globally curvature-smooth centrifugal compressor blades[END_REF]. Both LE spike and passage shocks can cause flow to separate, the link between flow separation and noise will be discussed later. URANS is not the most accurate CFD method for sound source calculation. More sophisticated methods such as Large Eddy Simulation (LES) and Detached Eddy Simulations (DES) are more accurate but require more computational power. CFD is usually used only in source computing, sound transmission can be calculated by simpler methods.

The overall blade force is connected directly with compressor power. Using the Euler's turbomachinery eq., the power of a compressor is
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The total blade force F and the force on single blade F/B, where B is blade number, are

) 1 ( / tan 1 / tan 1 ) /( / 2 2 2 2 2 2 1 1 1 2 2 2 2 2 2 1 1 1 B U U V U V A B F U U V U V A L L F r z r z                              
Where L is a characteristic length, and may be approximated by the impeller tip radius. So, the force creating the BPF noise increases with compressor size A1, compressor inlet flow coefficient Vz1/U2 and blade tip speed U2. U2 also links to the BPF, so depending on where the BPF is on the sensitivity curves of the hu- Blade number is very important to the efficiency and BPF noise of small turbocharger compressors. Viscous friction loss is high in such compressors, and reducing the blade number often brings efficiency benefit. This, however, needs to be balanced with BPF noise consideration. F/B, the force per blade, increases with reduction of blade number B. Use of full bladed impellers is an effective way to reduce BPF noise and solve this conflict. Not only the single inducer blade loading is reduced and BPF moves up to the less sensitive range of human ears, but also the damping to the BPF noise is increased, because the damping is proportional to e - Bx below sound wave cut-off. Figure 7 demonstrates these effects. In compressor design stage, more blades may be achieved with shorter blades to maintain blade 'picth-chord' ratio so that aero performance would not be affected. Mechanical properties and manufacturing capability of the impeller may also be kept.

NOISE DUE TO FLOW INSTABILITY

A turbocharger compressor usually composes of three components: a centrifugal impeller, a diffuser and a volute housing. The impeller and the diffuser decelerate flow and are subject to certain diffusion limits before the flows separate. The volute housing can both decelerate and accelerate flow depending on its mass flow rate: if the rate is higher than the one it was designed for, the flow will accelerate in it; if the rate is lower than the design value, the flow will diffuse in it and may eventually stall. Flow separations are unsteady and companied with vortices generation. Often strong tonal and broadband noises are reported when a compressor is closed to surge. At this condition, the compressor as a flow diffusion device is working at its maximum capacity. They are several noise generating mechanisms by flow instability inside compressors, and they are discussed here. We restrict ourselves to the open shroud impellers with shroud clearance and vaneless diffusers. Deep surge (the red line and beyond in the figure) under which the compressor mass flow rate can become negative will not be discussed because this condition is to be avoided in compressor applications. To the right of the pre-stall/surge points, the compressor is stable as a system. These points are also the peak pressure ratio points: to their right, the speed-lines or pressure rise curves have negative slopes and are stable; to their left, the slope of the speed-lines becomes positive and the speed-lines become unstable, because if a small disturbance reduces compressor mass flow, the compressor pressure ratio will drop as well, and this drop diminishes the ability of the compressor to deliver mass downstream, and compressor mass flow will further decreases, resulting a positive feedback cycle of mass flow reduction. Mild surge is defined as the surge without global mass flow reversal. It is a resonance of compression system under instability. In compressor applications it is also better avoided but its mechanism is well understood, and the noise it created is of low frequencies as shown in Figure 8. So, we focus on other types of instability.

3.1Kelvin-Helmholtz instability related

Starting from the lowest speed-line in Figure 8, a noise of 2 x rotor rotating frequency was observed. This noise occurs before the more familiar rotating stall, and maybe caused by a Kelvin-Helmholtz instability recently reported by Bousquet et al [START_REF] Bousquet | Numerical investigation of Kelvin-Helmholtz instability in a centrifugal compressor operating near stall[END_REF]. Kelvin-Helmholtz instability refers to an instability of shear layers. The large velocity gradient across a shear layer makes it unstable. In centrifugal impellers, increased incidence and loading near LE when compressor mass flow rate is reduced generate a LE tip leakage flow from blade p.s. to the s.s. This leakage flow is of high vorticity and moves with a different speed from those of surrounding fluids, forming a unstable shear layer, Figure 9a). Vortices are then produced by the shear layer, migrate downstream and breakup under increased back pressure, Figure 9b). Like vortices shedding, this process produces noise. In this compressor, CFD predicted a two-lobe (circumferential wave number m = 2) wave with a dominating frequency about 6 times of rotor rotating frequency, Figure 9c). 

Subsonic inducer rotating stall related

When the mass flow of the compressor in Figure 8 further reduces, the TLV becomes stronger, larger and moves in more tangential direction due to increased LE blade loading and higher back pressure. Rotating speed of stall cells is typically < 50% of impeller rotating speed, but the lobe passage speed can be higher if lobe number is >1. If the stall pattern is nearly symmetric, only the lobe passage may be picked up by FFT and real stall cells rotation may become invisible. Figure 16 presents such a case.

Chen and Sheng et al [START_REF] Chen | A 3-D compressible flow model for weak rotating waves in vaneless diffusers, Parts I & II[END_REF][START_REF] Sheng | A three-dimensional compressible flow model for rotating waves in vaneless diffusers with unparallel walls[END_REF] proposed a rotating stall model for vaneless diffusers that allows estimation of the rotating speed and the number of the stall cells. They show that working with backsweep impellers vaneless diffusers can have two stalls at different flows, that is, in between the two stalls there is a stable region. This may explain why in 

Supersonic inducer stall related

At high compressor speeds, the stall mechanism of impeller inducers is slightly different from that at low compressor speeds, and shocks play an important role in inducer rotating stall. Near the stall, the LE shock is detached from the blade under increased back pressure, and the flow at the LE is subsonic, making the propagation of flow information in tangential direction and rotating stall possible. Am/Am(f*=0)

In addition to the noise generated by this rotating stall, the flow separation introduced by shocks is highly unsteady and causes the shocks foot at the boundary layer to oscillate. The oscillation generate a narrow band noise whose energy peaks at Strouhal number Str = li x f/V∞ = 0.01~0.03 [START_REF] Clemens | Lowfrequency unsteadiness of shock wave/turbulent boundary layer interaction[END_REF], where f is the noise frequency, li is the distance shock foot oscillates and V∞ the free stream velocity before the shock. For turbocharger compressors, the frequency of this noise is estimated in KHz to 10 KHz order. The strength of the noise is to be studied.

Scatter by rotor blades

The noise signals produced by compressor instability may get scattered by the rotation of the impeller blades when they propagate. The circumferential mode m at frequency fm is scattered into modes mR&RI at frequencies fR&RI, mR&RI = i*B -j*m; fR&RI = i*B*R -j*fm ;

(2) i, j = …, -2, -1, 0, 1, 2, … where B is rotor blade no. and R the rotating frequency of the rotor. This scattering adds to the frequency spectra of compressors in stall and mild surge (during mild surge cycles, stalls happens intermittently, see for example [START_REF] Zheng | Phenomenon and mechanism of two-regime-surge in a centrifugal compressor[END_REF]). Figure 19 shows measured sound filed near the LE of an axial subsonic fan at the onset of rotating instability (RI). The fan rotor has 24 blades. The dominating modes of RI is 21 and 22. i = j = 1 in eq. ( 2) corresponds to BPF -RI in Figure 19.

Broad band noise

Broad band noise is associated with turbulence. vortices are generated when compressors work in stall and mild surge conditions. These large flow structures will breakdown under the adverse pressure gradient into smaller flow structures and eventually into turbulences as previously shown in Figures 9 and10. Figure 20 further demonstrates the mechanism of vortices breakdown where a simulated breaking down of a large vortex in compressor discharge section into smaller vortices and turbulences at instabilities of a turbocharger compressor is shown. Another source of broad band noise is the mixing of the incoming flow and the reversed flow at compressor inlet in stall and mild surge conditions (see for example [START_REF] Tamaki | Effect of Piping System on Testing of Centrifugal Compressors for Turbochargers[END_REF][START_REF] Gancedo | Experimental investigation of flow instability in a turbocharger ported shroud compressor[END_REF]). Casing grooves, inlet vanes and inlet silencers, designed properly, can be and have been used to reduce the severity of the mixing and broad band noise. 

Reduce noise due to instability

The best method to reduce the noise produced by compressor instability is to make compressor stable. Delay diffuser stall or make the stall less severe can reduce the noise. One technique is to increase the turbulence of impeller exit flow so that the diffuser boundary layer is less likely to separate. One way of doing it is to use blunt impeller TE, instead of sharp one. The blunt TE sheds vortices downstream energising the diffuser flow. Figure 21 shows the results. This method will slightly reduce compressor efficiency and as the figure indicates, the noise level at the choke end is slightly increased. Another technique to make the diffuser more stable is to reduce the diffusion in the diffuser, such as using a small diffuser exit-to-inlet diameter ratio. The loss of diffusion in the diffuser maybe compensated by using a larger volute, at least for low pressure ratio applications. Diffuser width and meridional contour can also be employed to control the diffuser instability. An examination of Figures 12, [START_REF]Turbocharger noise -Generation and Control[END_REF] and 16 suggests that nearly symmetric stalls are bet-ter than asymmetric ones in noise aspect. How to link this observation to compressor design is to be explored. Increase the flow area under the volute tongue can make flow more axisymmetric and improve compressor stability. Ported shroud is a very effective way to improve the stability of centrifugal compressors, it also reduces the strength of inducer passage shock [START_REF] Chen | Casing Treatment and Inlet Swirl of Centrifugal Compressors[END_REF]. These two functions combined, ported shroud can greatly reduce noises due to flow instability and shocks. See Both tonal and broad band noises by flow instabilities are examined for their aerodynamic sources. These include Kelvin-Helmholtz instability, vortex breaking down, subsonic and supersonic inducer rotating stalls, vaneless diffuser rotating stall, stall in volute discharge section, shocks boundary layer interaction and blade scattering effect. To reduce the noises, compressors should avoid positive slopes on their speed-lines. Various measures to improve compressor acoustic character, such as energising the diffuser flow, ported shroud, and impeller design philosophy such as mixed flow tip and forward lean etc, are illustrated.
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 1233 Fig. 1 Head coefficients of a centrifugal compressor with two shroud clearances. (18)
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 445 Figure 4 presents calculated static pressure distribution at inlet duct of a small turbocharger compressor. The impeller has six main and six splitter blades. Twelve circumferential waves are visible, and the influence of the sixth harmonic of rotating frequency is cutoff rapidly.
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 546 Fig. 5 Calculated pressure wave amplitude and SPL dB (in blue) at inlet and outlet of the compressor in Fig. 4

Figure 8

 8 shows different compressor instabilities on the map of such a compressor and the associated casing pressure signals taken close to impeller LE.

Figure 7 Fig. 8

 78 Figure 7 Measured on engine SPL level of BPF noise at exit of two turbocharger compressors. The large inducer blade number led to a significant reduction of BPF noise and a up-shift of its frequency

  a) Time averaged magnitude of vorticity at 90% pan b) Vortices (circled) formation, migration and breakup c) Pressure amplitude and phase at 8 numerical probes in 8 inducer channels. fR is impeller rotating frequency Fig. 9 URANS calculation of a centrifugal compressor operating near stall (NS) showing vortices generated by Kelvin-Helmholtz instability. The compressor has a 21 vanes diffuser (23).

  Figure 10 displays high speed camera images of TLV (LE tip leakage vortex) at two flow coefficients of a subsonic axial compressor. The smaller flow corresponds to prestall or near rotating stall condition. The vortex core enlargement, which signals vortex breakdown, and vortex core movement towards tangential direction are visible under the reduced mass flow. When the TLV eventually reaches or is near the LE of the adjacent blade, as sketched in Figure 11, the inducer loading of this blade is destroyed, compare Figure 2(d) and Figure 2(g), causing this blade to stall and block the flow to its passage, and relieving the previously stalled blade. In travelling to the next blade, breakup of the TLV slows it down. And because of impeller rotation, the stalled blade channels or stall cells will rotate in the same direction of impeller in the absolute frame of reference, but in slower speeds. This generates a sub-synchronous noise in the rotating frequency of the stall cells which is a fraction of impeller rotating frequency. If number of stall cells is m, then a Vorticity T = 4.50/a, 0 is shown in (a) Due to K-H instability noise with a frequency of m x rotating frequency of stall cells is also observed.

Fig. 10 Fig. 11 1 - 9 . ( 25 ) 3 . 3 Fig. 14

 101119253314 Fig. 10 High speed images of the cavitating tip leakage vortex of a subsonic axial compressor at two flow coefficients  = 0.35 and 0.25 and three time instances. Compressor is near stall at the smaller  value. (24)

Figure 8

 8 and in many A: measured at 1.05 x Impeller tip radius D: measured at 1.64 x Impeller tip radius Time averaged wall pressure vs. flow coefficient Pressure Spectra at A at (1) to (5) operating points Blade Tip Mach No. = 1.1 turbocharger compressor maps there exists a negative slope region to the left of the first positive slope region on the speed-lines. (a) Pressure at diffuser inlet (b) FFT results of pressure signal Fig. 16 nearly symmetric bi-lobed stall of vaneless diffuser in an industrial compressor. Blade Tip Mach no. = 0.65. (28)

Figure 17

 17 depicts the inducer rotating stall inception of a compressor with vaneless diffuser. In the top picture of the figure, pas-sage between blades 1 and 2 is stalled, the main passage shock on blade 1 s.s. causes TLV and overtip vortices to breakdown in shroud region, blocking the inflow to the passage. The blockage to the flow has reached the LE of blade 2 p.s., causing higher incidence to the blade 2. The larger incidence and the additional mass flow trying to get into the passage formed by blades 2 and 3 increase the Mach number on the s.s. of blade 2 thereby the shock strength in this passage, leading to severer flow breakdown and blockage in it (bottom picture of the figure) and relieving the previously stalled passage.

Fig. 17 URANSFig. 18 Frequency

 1718 Fig. 17 URANS calculated relative Mach number at 92% span of a centrifugal compressor (9+9 bladed) at onset of inducer rotating stall at two time instances. Bottom picture was taken 1/8 rotor rev. after the top one. (32)The pressure signal of Figure17was analysed by FFT and shows distinct tonal feature peaked at about 5 times of rotor frequency, Figure18. The rotating stall frequency itself is about 87% of the rotor frequency. The five times noise is likely caused by interaction between the blade passing and rotating instability, see next section.

Fig. 19

 19 Fig. 19 Frequency spectrum (top) and decomposed circumferential mode amplitudes (bottom) of a subsonic axial fan showing scattering effect of rotor blades. (34)

Fig. 21

 21 Fig. 21 Measured 500-4500Hz SPL (dB) maps of a turbocharger compressor with elliptical and blunt TEs.

Figure 22 .

 22 Ported shroud may increases BPF noise in inlet pipe due to the enlarged casing front and interaction of port supporting ribs with BPF noise. It may also increase broad band noise with the flow separations inside the port. A silencer and other measures (37) can solve the problem.

Fig. 22 7 .

 227 Fig. 22 Measured exhaust noise of a ported shroud compressor during engine transient. The compressor has 11 full blades. Non ported case is given in Fig. 7. Impeller design has significant effects on compressor stability and associated noise. The aim is to have negative slopes for impeller speed-lines. High backsweep angles and small shroud clearance should be used where possible. For high speed machines, the Mach number on blade s.s. should be restricted and the diffusion through the impeller controlled. 10~20 o blade tip extension at shroud (mixed flow type tip) reduces the diffusion along the shroud and improves stability. Figure 23 shows noise maps of three turbocharger compressors. Design 1 is a radial type design and Designs 2 and 3 are of mixed flow tip. Both show improved noise characters to Design 1. Design 3 uses forward lean and full blades to further enhance stability, and displays the best noise character.