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The aim of this paper is to present an on-line adaptive equivalent consumption minimum strategy (AECMS) for fuel cell hybrid electric vehicle powered by fuel cell, battery and supercapacitor. In order to design the AECMS, an equivalent consumption minimum strategy (ECMS) without considering power

sources degradation is firstly designed to decrease hydrogen consumption and degradation of power sources, which chooses fuel cell as the main power source to supply steady power, battery as the main energy storage source to buffer energy demand by vehicle and supercapacitor as the peak power supplier. A testbench is built to validate the developed ECMS. By contrastive experimental tests on ECMS, Rule Based Control Strategy (RBCS) and a Hybrid ECMS Operating mode control Strategy (HEOS) through the built test bench, hydrogen consumption of ECMS decreases 2.16% and 1.47% respectively and it also has the smoothest fuel cell current. Along with the degradation of fuel cell and battery, the charge sustenance objective of battery cannot be reached. Therefore, AECMS is finally designed to adjust equivalent factors and fuel cell dynamic current change rate along with the state of health (SOH) of fuel cell and battery, to make sure the charge sustenance of battery and prolong the lifetime of fuel cell. The method that on-line estimates their SOHs and the effects of their pollutants, which make it a good candidate to solve these problems [START_REF] Sulaiman | A review on energy management system for fuel cell hybrid electric vehicle: Issues and challenges[END_REF]. Compared to other kinds of fuel cell, proton exchange membrane fuel cell (PEMFC) has many advantages such as high power density, high efficiency and lower operating temperature, which makes it suitable for vehicle application [START_REF] Das | Fuel cell hybrid electric vehicles: A review on power conditioning units and topologies[END_REF]. Fast dynamic power requirement on fuel cell increases its degradation and leads to its fast failure, therefore ESSs are needed to hold the high frequency parts of power to let PEMFC supply steady power. Lithium-ion battery on account of its high energy density can be used as the main energy storage source of FCHEV. Supercapacitor has high power density, which is the great choice of peaking power device. Therefore, Lithium-ion battery and supercapacitor are chosen as the hybrid storage system for the FCHEV in this paper.

An energy management strategy (EMS) is needed to split the power demand among different power sources based on their special characteristics. EMSs can be classified as rule based control strategy (RBCS) and optimization based control strategy [START_REF] Manzie | Ecms controller robustness in flex-fuel hybrid vehicles[END_REF]. RBCS, including deterministic rule based strategy (DRBS), frequency based strategy and fuzzy rule based strategy (FRBS), depends on a set of rules to determine the control actions at each sample time [START_REF] Wang | Energy Management of Hybrid Electric Vehicles[END_REF][START_REF] Hong | An energy management strategy based on dynamic power factor for fuel cell/battery hybrid locomotive[END_REF]. Thermostat control strategy [START_REF] Jalil | A rule-based energy management strategy for a series hybrid vehicle[END_REF], load following strategy [START_REF] Ahmadi | Multi-objective genetic optimization of the fuel cell hybrid vehicle supervisory system: Fuzzy logic and operating mode control strategies[END_REF], PID control approach [START_REF] Fadel | An experimental and analytical comparison study of power management methodologies of fuel cell-battery hybrid vehicles[END_REF], operating mode control [START_REF] Lachhab | An improved energy management strategy for fc/uc hybrid electric vehicles propelled by motor-wheels[END_REF][START_REF] Aouzellag | Energy management and fault tolerant control strategies for fuel cell/ultra-capacitor hybrid electric vehicles to enhance autonomy, efficiency and life time of the fuel cell system[END_REF], stiffness coefficient mode [START_REF] Yun | Energy management for fuel cell hybrid vehicles based on a stiffness coefficient model[END_REF] and state machine strategy [START_REF] Li | A state machine strategy based on droop control for an energy management system of pemfc-batterysupercapacitor hybrid tramway[END_REF] all belong to DRBS and have ever been used as the EMS of FCHEV. DRBS relies on deterministic rules to control the split of power requirement among different power sources, which are designed according to the designer's experience. FRBS is similar to DRBS. But its rules are in form of "if -then" and its states are described by different membership functions [START_REF] Hwang | Design of a range extension strategy for power decentralized fuel cell/battery electric vehicles[END_REF][START_REF] Li | Energy management strategy for fuel cell/battery/ultracapacitor hybrid vehicle based on fuzzy logic[END_REF].

Frequency based strategy is designed based upon different dynamic characteris-tics of power sources. Compared to the optimization strategy, RBCS is simple and can be easily applied into the reality, but optimal results are more hardly reached [START_REF] Li | A review of energy management strategy for fuel cell hybrid electric vehicle[END_REF].

Optimization based control strategy including local optimization control strategy and global optimization control strategy uses analytical or numerical optimization algorithms to seek for optimal results at a specified sampling time [START_REF] Tie | A review of energy sources and energy management system in electric vehicles[END_REF][START_REF] Sulaiman | Optimization of energy management system for fuel-cell hybrid electric vehicles: Issues and recommendations[END_REF]. Global optimization control strategy uses the whole drive cycle as the optimization time and the knowledge about the power demand in sampling time is known in advance. Minimizing cost function is reached through optimal algorithms like dynamic programming [START_REF] Zhang | Adaptive energy management of a plug-in hybrid electric vehicle based on driving pattern recognition and dynamic programming[END_REF], genetic algorithmic [START_REF] Wilke | Optimal design of a district energy system including supply for fuel cell electric vehicles[END_REF], liner programming [START_REF] Zhang | A comprehensive analysis of energy management strategies for hybrid electric vehicles based on bibliometrics[END_REF] and particle swarm programming [START_REF] Chen | Optimal energy management of a hybrid electric powertrain system using improved particle swarm optimization[END_REF]. High computation cost and relying on road knowledge discourage its on-line usage. Local optimization strategy calculates optimal results in instantaneous time to overcome these problems.

Equivalent consumption minimization strategy (ECMS), as one kind of local optimization strategy, is used for FCHEV to split the power among PEMFC, battery and supercapacitor. The vast majority of research in the literature using ECMS focus on architectures using only two sources. Moreover, literature papers which use the same architecture as the one described in this paper neglect the supercapacitor equivalent hydrogen consumption, which is taken as null [START_REF] García | Viability study of a fc-battery-sc tramway controlled by equivalent consumption minimization strategy[END_REF][START_REF] Zhang | Optimization for a fuel cell/battery/capacity tram with equivalent consumption minimization strategy[END_REF][START_REF] García | Control strategies for high-power electric vehicles powered by hydrogen fuel cell, battery and supercapacitor[END_REF]. It is not only counter to the aim of minimizing whole hydrogen consumption at every sample time but also increases the complication of EMS, because an additional control strategy is needed to calculate supercapacitor reference power. Therefore, an ECMS calculating whole hydrogen consumption of all three power sources is designed for the FCHEV in this paper and is validated by the experimental test bench [START_REF] Li | A novel equivalent consumption minimization strategy for hybrid electric vehicle powered by fuel cell, battery and supercapacitor[END_REF].

During the lifetime of FCHEV, the power sources degradation appears. As the main power source of FCHEV, the output power of fuel cell at corresponding current decreases along with degradation and its maximum efficiency point of operation also changes. The capacity of battery decreases, and its resistance increases along with its degradation, which decreases the output voltage of battery [START_REF] Pelletier | Battery degradation and behaviour for electric vehicles: Review and numerical analyses of several models[END_REF]. Besides, precise estimation of battery SOC is not possible without considering its degradation. Therefore, fuel cell and battery ageing models are needed to monitor their state of health (SOH) to ensure the performance, safety, availability and reliability of power sources [START_REF] Sutharssan | A review on prognostics and health monitoring of proton exchange membrane fuel cell[END_REF]. Supercapacitor lifetime is far larger than the vehicle and its other power sources, so its degradation can be neglected [START_REF] Zhang | A review of supercapacitor modeling, estimation, and applications: A control/management perspective[END_REF]. Then degradation of power sources is defined as fuel cell degradation and battery degradation in the following parts of the paper.

Using control parameters of EMS with healthy power sources into the situation of degraded power sources cannot reach optimal results for EMS and evenly cannot make sure the normal operation of the vehicle [START_REF] Solano | Fail-safe power for hybrid electric vehicles: Implementing a self-sustained global energy management system[END_REF]. The equivalent factor (EF) of ECMS decides the conversion from electrical energy of ESSs to the equivalent fuel consumption, which can ensure the optimal control solution can be reached with the aim of minimizing the whole fuel consumption [START_REF] Yang | Adaptive real-time optimal energy management strategy based on equivalent factors optimization for plug-in hybrid electric vehicle[END_REF]. The degradation of power sources also affects the optimal EF value of ECMS and its deviation may even lead to unacceptable operations of the vehicle except for suboptimal results [START_REF] Sun | Investigating adaptive-ecms with velocity forecast ability for hybrid electric vehicles[END_REF]. Therefore, the effects of power sources degradation on ECMS are analyzed in the paper, which is rarely studied by researchers. A novel adaptive ECMS (AECMS) is designed through tuning equivalent factor (EF) based on power sources degradation states. The dynamic power change rate of fuel cell is also adjusted along with power sources degradation to decrease fuel cell degradation rate.The gap between health management of power sources and EMS is filled by integrating the prognostics into the developed AECMS.

This paper is organized as follows: section two describes the vehicle architecture and the model of the powertrain including fuel cell, battery, supercapacitor and DC/DC converters. In the third section, SOH estimation of power sources is explained. In the fourth part, ECMS strategy in the health state is designed and validated through experimental test bench. In the fifth part, the effects of fuel cell degradation and battery degradation on ECMS are analyzed respectively and new AECMS strategy is designed. Finally, conclusions are drawn.

Vehicle models

Powertrain architecture

The architecture of FCHEV is shown in Figure 1 The vehicle propulsion power at wheel can be calculated through the longitudinal dynamics of a road vehicle as equation (1) [START_REF] Guzzella | Vehicle Propulsion Systems, Introdution to modeling and optimization[END_REF]:

P cycle (t) = v ( m v (t) d dt v(t) + F a (t) + F r (t) + F g (t)
)

where P cycle is the power demand from drive cycle, F r the rolling friction, F a the aerodynamic friction, and F g the force caused by gravity when driving on slope road:

F a = 1 2 ρ A C x v 2 (2) 
F r = m v C r g cos(α) (3) 
F g = m v g sin(α) (4) 
where variable v is the speed of the vehicle, ρ is the air density, m v the vehicle mass, A front surface of the vehicle, g gravitational acceleration, C x the drag coefficient, C r the aerodynamic drag coefficient, and α the angle defining the slope of the road.

The power demand P demand on the DC bus should be met by three power sources and its value can be calculated through equation [START_REF] Hong | An energy management strategy based on dynamic power factor for fuel cell/battery hybrid locomotive[END_REF].

P demand = P cycle η DC/AC * η motor ( 5 
)
where η DC/AC is converter efficiency of DC/AC connected to a motor, η motor is motor efficiency.

Fuel cell stack model

1.2 kW PEMFC is chosen as the main power source of FCHEV. The fuel cell stack voltage can be described as equation ( 6) [START_REF] Kim | Degradation modeling and operational optimization for improving the lifetime of hightemperature pem (proton exchange membrane) fuel cells[END_REF].

E = N cell * (E rev -E act -E ohm -E con ) (6) 
where E rev is the thermodynamic reversible potential, E act the activation losses, E ohm the ohmic losses, E con the concentration losses.

The thermodynamic reversible potential can be calculated as equation ( 7) [START_REF] Fei | Pem fuel cell stack modeling for real-time emulation in hardware-in-the-loop applications[END_REF].

E rev = E 0 -0.85e -3 (T -T c ) + RT 2F ln( √ P O2 P H2 ) (7) 
where E 0 is the reversible nearest potential for a single cell, T is the temperature of the cell, T c is the temperature correction offset, P O2 and P H2 are partial pressure of oxygen and hydrogen.

The dynamic activation losses E act can be described as equation [START_REF] Fadel | An experimental and analytical comparison study of power management methodologies of fuel cell-battery hybrid vehicles[END_REF].

dE act dt = I F C C dl ( 1 - E act η act ) (8) 
where C dl is the single-fuel cell double-layer capacitance.

The static activation losses η act can be simplified as equation [START_REF] Lachhab | An improved energy management strategy for fc/uc hybrid electric vehicles propelled by motor-wheels[END_REF], when η act is large.

η act = RT 2αF ln ( I F C I 0 ) (9) 
where I 0 is the exchange current density, α is the symmetry factor.

The ohmic losses E ohm can be obtained through equation [START_REF] Aouzellag | Energy management and fault tolerant control strategies for fuel cell/ultra-capacitor hybrid electric vehicles to enhance autonomy, efficiency and life time of the fuel cell system[END_REF].

E ohm = I F C * R F C ( 10 
)
where R F C is the internal resistance.

Concentration losses E con can be calculated as equation [START_REF] Yun | Energy management for fuel cell hybrid vehicles based on a stiffness coefficient model[END_REF].

E con = -B * ln ( 1 - I F C I max ) ( 11 
)
where B is an empirical constant. I max is the maximum allowed current.

According to the above function, the relation between fuel cell voltage and current can be defined.

Fuel cell transforms the chemical energy into electrical energy through the reaction between hydrogen and oxygen [START_REF] Li | Equivalent consumption minimization strategy for hybrid electric vehicle powered by fuel cell, battery and supercapacitor[END_REF]. The theoretical efficiency of energy conversion is defined as the ratio between the useful energy output and the energy input. The energy output of fuel cell is the output electrical energy and the energy input is the energy contained in the mass of hydrogen supplied [START_REF] Basualdo | Pem fuel cells with bio-ethanol processor systems[END_REF].

Besides that, some auxiliary equipment is needed to make sure the normal operation of fuel cell system, like an air compressor, cooling fan and control border.

The energy consumed by auxiliary equipment belongs to auxiliary efficiency.

The whole fuel cell system efficiency can be defined as equation [START_REF] Li | A state machine strategy based on droop control for an energy management system of pemfc-batterysupercapacitor hybrid tramway[END_REF].

η F CS = η T H * η AU X = V F C 1.
254

( P F C -P AU X P F C ) (12) 
where η T H is the theoretical efficiency, η AU X is auxiliary efficiency, P AU X auxiliary power.

The air compressor system and cooling system of fuel cell system are the main auxiliary equipment for this fuel cell system [START_REF] Zheng | Fuel economy evaluation of fuel cell hybrid vehicles based on equivalent fuel consumption[END_REF], which are built based on the experimental test. Power demand by the compressor is shown as equation [START_REF] Hwang | Design of a range extension strategy for power decentralized fuel cell/battery electric vehicles[END_REF].

P cp = C P T air η mec η mot ( ( P out P in ) γ-1 γ -1
)

F cp ( 13 
)
where P cp is air compressor power, η mec represents the compressor mechanical efficiency, C P heat capacity of air, T air inlet air temperature, η mot is the efficiency of the compressor motor, P in and P out are input and output air pressures respectively, γ is the ratio of the specific heat of air.

F cp is the compressor air flow rate is decided by fuel cell output current as equation [START_REF] Li | Energy management strategy for fuel cell/battery/ultracapacitor hybrid vehicle based on fuzzy logic[END_REF].

F cp = S * M air N cell * I F C 4X O2 * F ( 14 
)
where S is the stoichiometric ratio, M air is the number of air moles, X O2 oxygen molar fraction.

From the experimental measurement, the speed of controlled cooling fan is divided into a constant speed zone and regulated zone, depending on the stack temperature, as shown in the Table 1 [START_REF] Zhao | Parameter sensitivity analysis and local temperature distribution effect for a pemfc system[END_REF].

It should be noticed the DC/DC converter connected to fuel cell system affects the output power of fuel cell system on DC bus. So, its efficiency is also included in fuel cell system. So its efficiency can be calculated as Figure 2.

It can be observed that there is a maximum efficiency point 42.83% at fuel cell current 9.5A. The high efficiency zone is defined from 4.5A to 20A in red color, where the value exceeds 40%. In order to reduce the final hydrogen consumption, fuel cell should be operated to seek maximum efficiency point at this zone. When fuel cell requirement is lower than 4.5A, the fuel cell is turned off to save hydrogen. The hydrogen consumption rate can be defined by fuel cell current as the following equation ( 15) [START_REF] Zheng | Fuel economy evaluation of fuel cell hybrid vehicles based on equivalent fuel consumption[END_REF]:

m H2 = ∫ t 0 M H2 N cell 2 F I F C (t) dt ( 15 
)
where m H2 is the hydrogen mass rate, M H2 the hydrogen molar mass.

Battery model

An electrochemistry-based Lithium-ion battery model is used in this paper.

Compared to the empirical model, multi-physical model and equivalent circuit battery model, the new model not only can make sure the low cost of computation but also meets the high accuracy requirement [START_REF] Daigle | Electrochemistry-based battery modeling for prognostics[END_REF].

Li-ion battery is composed of a positive electrode, a negative electrode and an electrolyte. During discharge, lithium ions (Li + ) de-insert from the negative electrode consisting of lithiated carbon(Li x C), diffuse through the separator consisting of electrolyte towards the positive electrode and intercalate in the positive electrode consisting of lithium cobalt oxide (Li x CoO 2 ) [START_REF] Richardson | Gaussian process regression for forecasting battery state of health[END_REF]. The charging process is the reverse of discharging process. The voltage terms of the battery are summarized in Figure 3. The overall voltage of battery V (t) is the difference between the positive current collector potential and negative current collector potential, and resistance losses at the current collectors are taken as zero [START_REF] Bole | Adaptation of an electrochemistry-based li-ion battery model to account for deterioration observed under randomized use[END_REF]. According to Figure 3, the battery voltage can be expressed as the equation ( 16)

V (t) = V U,p -V U,n -V S,p -V S,n -V e -V O,n -V O,p (16) 
where V U,p , V U,n are equilibrium potentials at the positive current collector and the negative current collector respectively, V O,n and V O,p are surface overpotentials due to charge transfer resistance at the positive and negative current collector, V S,p V S,n and V e are the voltage drop due to solid phase ohmic resistance at the positive and negative current collector and the electrolyte ohmic resistance respectively. Each of these voltages is described in detail in the following parts. Equilibrium potential can be calculated as the Nernst equation ( 17):

V (t) Load I (t) V Up V Sp V Sn V On V Un V e V Op LixCoO2 LixC + Current Collector -Current Collector Separator Q s (0,t) Q s (L,t)
V U,i = U 0 + RT nF ln ( 1 -x i x i ) + V act,i (17) 
where i stands for the electrode ( n for negative and p for positive), U 0 is reference voltage, T is electrode temperature, n the number of electrons transferred in the reaction, V act,i the activity correction term (0 in the ideal condition), which can be defined as equation ( 18) [START_REF] Karthikeyan | Thermodynamic model development for lithium intercalation electrodes[END_REF].

V act,i = 1 nF ( Ni ∑ k=0 A i,k ( (2x i -1) k+1 - 2x i k (1 -x i ) (2x i -1) 1-k )) (18) 
x i can be defined as equation [START_REF] Wilke | Optimal design of a district energy system including supply for fuel cell electric vehicles[END_REF].

x i = q i q max ( 19 
)
where q i the amount of Li ions in electrode i, q max = q p + q n , the total amount of Li ions. x p + x n = 1, when fully charged x p = 0.4 and x n = 0.6.

When fully discharged, x p = 1 and x n = 0.

The equilibrium voltage is directly decided by the amount of charge in the electrodes. Each electrode can be divided into surface layer (subscript s) and buck layer (subscript b). So the relationship can be determined by:

q p = q s,p + q b,p (20) 
q n = q s,n + q b,n (21) 
q max = q s,n + q b,n + q s,p + q b,p (22) 
In the buck layer, the concentration of Li ion is nearly even but inside the surface layer, the concentration changes drastically. The concentrations of Li ions in the surface layers are described as:

c b,i = q b,i v b,i (23) 
c s,i = q s,i v s,i (24) 
where q s,i and q b,i are the charge at different layers, v b,i and v s,i are the volume of layers. The diffusion rate from the bulk to the surface is:

q bs,i ′ = c b,i -c s,i D ( 25 
)
Where D is the diffusion constant. So the charge variables are calculated as:

q s,p ′ = i app + q bs,p ′ ( 26 
)
q b,p ′ = i app + q bs,p ′ -i app (27) q b,n ′ = i app + q bs,n ′ -i app (28) q s,n ′ = -i app + q bs,n ′ ( 29 
)
where i app is the applied electric current, the mole fraction in the surface and buck can be calculated based on the charge:

x i = q i q max ( 30 
)
x s,i = q s,i q s,i,max [START_REF] Sun | Investigating adaptive-ecms with velocity forecast ability for hybrid electric vehicles[END_REF] x n,i = q n,i q n,i,max [START_REF] Guzzella | Vehicle Propulsion Systems, Introdution to modeling and optimization[END_REF] According to above function the value of V U,p and V U,n can be calculated.

Regarding V S,p , V S,n , V e , they can be categories as the Ohmic potential:

V r = V S,p + V S,n + V e = i app (R S,p + R S,n + R e ) = i app R (33) 
The surface potentials V O,n and V O,p are due to charge transfer resistance and solid-electrolyte interface (SEI) kinetics can be calculated as the simplified Butler-Volmer equation [START_REF] Fei | Pem fuel cell stack modeling for real-time emulation in hardware-in-the-loop applications[END_REF].

V O,i = RT F α arcsin ( J i 2J i0 ) ( 34 
)
where α is the symmetry factor, J i is the current density, J i0 is the exchange current density.

Now that, all potentials at equation ( 16) are defined. Regarding the battery dynamic changes can be calculated as:

V (t) = V U,p -V U,n -V r ′ -V O,n ′ -V O,p ′ ( 35 
) V r ′′ = V r -V r ′ τ r (36) V o,i ′′ = V o,i -V o,i ′ τ o,i (37) 
where τ are empirical time constants.

The SOC of the battery can be calculated according to the charge on the buck and surface layer and the whole amount of charge, scaled from 0 to 1 as equation [START_REF] Zhao | Parameter sensitivity analysis and local temperature distribution effect for a pemfc system[END_REF].

SOC = q n 0.6q max (38)

Supercapacitor model

The equivalent circuit model of the supercapacitor is simplified into an equivalent capacitor connected with a resistor in series [START_REF] Sang-Hyun | Advanced dynamic simulation of supercapacitors considering parameter variation and selfdischarge[END_REF]. The capacitor accounts for the canonical capacitance effect of supercapacitor, while the series resistor represents the overall ohmic losses [START_REF] Spyker | Classical equivalent circuit parameters for a double-layer capacitor[END_REF]. Compared to rechargeable battery, supercapacitor has unique electrostatic energy storage characteristic that the supercapacitor SOC is directly related to its terminal voltage, so its SOC and output current can be calculated through equation ( 39) [START_REF] Daigle | Electrochemistry-based battery modeling for prognostics[END_REF].

SOC = V max -V t V max -V min ( 39 
)
I = V oc - √ V 2 oc -4RP ) 2R (40) 
where V max is maximum output voltage, V min output minimum voltage, V t is voltage at sample time t, R equivalent resistance, P the output power of supercapacitor.

DC/DC converter model

As described in Section 2.1, a DC/DC boost converter and a DC/DC buck/boost converter are connected to the fuel cell and supercapacitor respectively. Each converter has two IGBT transistors controlled by two complementary pulse width modulation (PWM) signals which are calculated according to fuel cell and supercapacitor reference currents as Figure 4. The same topology is applied to design the DC/DC converter between fuel cell and DC-bus. Nevertheless, in this case, only one IGBT transistor is used (s2), the other one is always set to off mode. The relationship between input power and output power of two converters is shown as equation [START_REF] Richardson | Gaussian process regression for forecasting battery state of health[END_REF].

S 1 V D1 L S 2 V D2 V S C V DC α SC
I out = η conv P in U out ( 41 
)
where P in is input power, U out is output voltage and η conv is DC/DC converter efficiency.

Estimation of power sources SOHs

The degradation of power sources affects the normal operation of EMS. In this section, the method used to determine both fuel cell and battery SOHs is presented. Model based prognostic approach is used to asses the power sources degradation. The main advantage of using this method is the small amount of data required and its on-line implementation ability. Joint state parameter estimation is the main prognostic problem in this paper and the health of power sources is determined based on the estimated state parameters [START_REF] Sankararaman | Uncertainty quantification in remaining useful life prediction using first-order reliability methods[END_REF]. The prognostic model has strong non-linearity, so a non-linear filter is required. The unscented Kalman filter (UKF) has not only higher accuracy than extended Kalman filter but also lower computational cost than particle filter [START_REF] Daigle | A comparison of filter-based approaches for model-based prognostics[END_REF]. Therefore in this paper, UKF is chosen to estimate the battery SOH and fuel cell SOH. The basic framework for the UKF estimation of the state of a discretetime non-linear dynamic system as following equations [START_REF] Wan | The unscented kalman filter for nonlinear estimation[END_REF]:

x k+1 = F (x k , u k , v k ) ( 42 
)
y k = H (x k , n k ) (43) 
where x k is the unobserved state of the system, u k is the input, v k is the process noise, y k is the observed measurement signal, n k the observed noise.

The general architecture of the prognostic approach to estimate fuel cell and battery SOHs using UKF is shown in Figure 5 [START_REF] Sierra | Battery health management for small-size rotary-wing electric unmanned aerial vehicles: An efficient approach for constrained computing platforms[END_REF]. Through the input reference currents of fuel cell and battery (u k ) and the real output voltages (y k ) measured by sensors, UKF is used to estimate and modify the unobserved state parameters (x k ) of their degradation model. With the right estimated state parameters, their SOHs can be determined.

Battery degradation and on-line state of health estimation

As described in section 2.3, battery model parameters q s,n , q b,n , q s,p , q b,p , based model, the maximum charge q max , which stands for the loss of active Li ions due to degradation, the internal resistance R representing SEI layer growth and the diffusion constant D are selected as the ageing parameters of battery ageing mode. Along with the degradation, q max decreases, R and D increase.

V o,p ′ , V o,n ′ , V r ′ are
The state of health of battery can be calculated based on q max , as equation [START_REF] Sang-Hyun | Advanced dynamic simulation of supercapacitors considering parameter variation and selfdischarge[END_REF]. [START_REF] Sang-Hyun | Advanced dynamic simulation of supercapacitors considering parameter variation and selfdischarge[END_REF] where q int max battery initial maximum charge, q min max is the 50% of the q int max , which is the threshold of battery end of life, q (t) is battery maximum charge at time t.

SOH BA = q int max -q (t) q int max -q min max
The ageing parameters (q max , R, D) change in time as a function of usage.

The dynamic change rate can be described as:

q max ′ = w q |i app | (45) R ′ = w R |i app | ( 46 
)
D ′ = w D |i app | ( 47 
)
where i app is the applied current, w q , w R and w D are the ageing rate parameters.

The which results in the fluctuation of the decreasing trend of q max in Figure 9.

According to the estimated q max value, battery SOH can be calculated through equation ( 44) and its range is (0,1). Even though there are some fluctuations of SOH, the whole trend of battery, which is shown as the line in red color, increases along with time meaning the increase of battery degradation. Meanwhile, the battery SOC also can be precisely estimated with decreasing q max along with time based on equation [START_REF] Zhao | Parameter sensitivity analysis and local temperature distribution effect for a pemfc system[END_REF].

Fuel cell degradation and on-line state of health estimation

Upon long term operation of PEMFC, its main components including membrane, electrodes, bipolar plates, gas diffusion layers, and sealing gaskets would undergo mechanical, chemical and electrochemical degradation changes resulting in the decrease of fuel cell performance [START_REF] Gazdzick | Evaluation of reversible and irreversible degradation rates of polymer elec-trolyte membrane fuel cells tested in automotive conditions[END_REF]. The presented fuel cell degradation model is designed based on the fuel cell model of Section 2.2. The sample time of fuel cell ageing process is much larger than the one of fuel cell dynamic model.

So all the dynamic changes of fuel cell are neglected. The static voltage of the PEMFC can be described as equation ( 48) [START_REF] Larminie | Fuel Cell Systems Explained[END_REF].

E = N cell * ( E rev -A * ln ( I F C I 0 ) -R * I F C -B * ln ( 1 - I F C I max )) (48) 
According to the previous study of [START_REF] Jouin | Degradations analysis and aging modeling for health assessment and prognostics of pemfc[END_REF][START_REF] Bressel | Remaining useful life prediction and uncertainty quantification of proton exchange membrane fuel cell under variable load[END_REF], the resistance R and maximum current I max have large variations along with fuel cell degradation, which are chosen as the degradation state parameters. Their variations with time can be described as [START_REF] Bressel | Extended kalman filter for prognostic of proton exchange membrane fuel cell[END_REF]:

R (t) = R 0 (1 + α (t)) (49) 
I max (t) = I max0 (1 -α (t)) (50) 
α (t) = β * t ( 51 
)
where R 0 and I max0 are the initial values, α and β represent degradation variance and degradation rate along with time. The fuel cell SOH can be defined as equation [START_REF] Gazdzick | Evaluation of reversible and irreversible degradation rates of polymer elec-trolyte membrane fuel cells tested in automotive conditions[END_REF].

SOH F C = α (t) -α min α max -α min ( 52 
)
The estimation of SOH F C relies on the precise estimation of α and β through the following discrete non-linear system as equation ( 53), [START_REF] Jouin | Degradations analysis and aging modeling for health assessment and prognostics of pemfc[END_REF].

x k+1 = A * x k + w k ( 53 
)
y k = g (x k , u k ) + v k ( 54 
)
where x k = [α, β] T is the UKF state variable, A = [1, T ; 0, 1], y k is the fuel cell voltage, w k and v k are process and observation noises, u k is the input current load, g (x k , u k ) is described as [START_REF] Wan | The unscented kalman filter for nonlinear estimation[END_REF].

In When α is less than 0, its value is set as zero. With the estimated value of α, the fuel cell SOH can be calculated through equation ( 52) and its range is (0,1). It also can be observed that the general trend of fuel cell SOH in red color increases along with time.

Energy management strategy

Equivalent consumption minimization strategy

In order to minimize hydrogen consumption and prolong the fuel cell lifetime, an ECMS is designed. The core idea of ECMS is transforming the electric consumption from battery and supercapacitor into equivalent hydrogen consumption and minimizing the sum of the equivalent hydrogen consumption and direct hydrogen consumption from fuel cell [START_REF] Xie | Fuzzy logic based equivalent consumption optimization of a hybrid electric propulsion system for unmanned aerial vehicles[END_REF]. Meanwhile, some constraints are added to make sure the normal operation of power sources. Its optimal equation can be described as the following equation ( 55):

min f w (t) = m F C (t) + m BA (t) + m SC (t)          I min F C ≤ I F C ≤ I max F C I min SC ≤ I SC ≤ I max SC -dI F C ≤ I F C (t)-I F C (t-1) T ≤ dI F C ( 55 
)
where In order to let fuel cell seek for its maximum efficiency point in its high efficiency zone and keep charge sustenance of ESSs which means that let the terminal battery and supercapacitor SOC be equal or close to their initial values, some corresponding penalty coefficients are added into the objective function of equation ( 55) as shown in equation [START_REF] Bressel | Extended kalman filter for prognostic of proton exchange membrane fuel cell[END_REF].

f w (t) = K F C m F C (t) + K BA m BA (t) + K SC m SC (t) = K F C m F C (t) + K BA λ BA P BA (t) + K SC λ SC P SC (t) (56) 
where K BA and K SC are penalty coefficients which limit battery and supercapacitor SOC range and variation between final SOC and initial SOC, K F C is the fuel cell efficiency penalty coefficient, λ BA and λ SC are the corresponding equivalent factors, P BA (t) and P SC (t) are the battery power and supercapacitor power.

Fuel cell efficiency penalty coefficient K F C is described as equation ( 57):

K F C =            (1 -2 * η-ηopt ηmax-ηmin ) 2 η ≥ 0.4 (1 -2 * η-ηopt ηmax-ηmin ) 4 η < 0.4 (57) 
where η is the instantaneous efficiency, η opt is optimal efficiency (0.4283), η max the maximum efficiency (0.4283), η min the minimum efficiency (0). When Battery SOC penalty coefficient K BA is defined as equation ( 58):

K BA =            (1 -2 * (u-Bint) Bmax-Bmin ) 4 B min ≤ u ≤ B max (1 -2 * (u-Bint) Bmax-Bmin ) 20 u < B min , u > B max ( 58 
)
where u is the instantaneous battery SOC, B int is battery initial SOC, B max the maximum SOC, B min the minimum SOC. K BA operates the battery SOC to return back to its initial SOC. When battery SOC reaches B min or B max , high K BA value is defined as the punish factor to avoid the battery continues to discharge and charge respectively.

Supercapacitor penalty coefficient K SC is composed of SOC coefficient S ef f and peak power coefficient S peak . S ef f is similar to K BA to limit supercapacitor SOC value at reasonable range. S peak is used to let supercapacitor supply peak power. In order to avoid the frequent fuel cell on/off cycles and frequent supercapacitor charge/discharge cycles due to supercapacitor SOC large amplitude changes in short time, supercapacitor SOC is equivalent to battery SOC to define S ef f . K SC , S ef f and S peak can be defined as following equations respectively:

K SC = S ef f * S peak ( 59 
)
S ef f =            (1 -2 ax+b-Sopt Smax-Smin ) 2 S min ≤ x ≤ S max (1 -2 ax+b-Sopt Smax-Smin ) 20 x < S min , x > S max ( 60 
)
S peak =      1 0 ≤ I load ≤ 30 -0.01 * I load + 1 I load < 0, I load > 30 ( 61 
)
where x is the instantaneous supercapacitor SOC, S opt is optimal SOC, S max the maximum SOC, S min the minimum SOC, I load is current demand on the DC bus, a and b are the transform coefficients from supercapacitor SOC to equivalent battery SOC and their values are decided by battery minimum SOC and maximum SOC.

After defining all the parameters in the equation ( 55), the ECMS strategy is transformed into a nonlinear constrained optimization problem. If this strategy can be used online is decided by computation cost and storage memory requirement. In this paper, sequential based programming (SQP) approach is programmed in C language to solve this problem. The SQP method generates steps by solving quadratic subproblems and it can be used both in line search and trust-region frameworks [START_REF] Fletcher | The Sequential Quadratic Programming Method[END_REF]. The SQP algorithm belongs to a local optimization algorithm that is very useful for solving problems with significant nonlinearities [START_REF] Ettihir | Design of an adaptive ems for fuel cell vehicles[END_REF].

Experiment implementation and validation

In order to verify experimentally and evaluate the performances of EMS, a test bench is designed. It includes the main components described at Section 2 such as PEMFC, battery, supercapacitor, DC/DC converters and some other equipment like measurement sensors, power supply, electric load, MicroAutoBox and PC. The parameters of the vehicle and components in the test bench are shown in Table 2. Human machine interface in the personal computer is designed under the software ControlDesk 4.2 to monitor the predefined variable's instantaneous value, tune control parameters of the whole control system and record all real time variable's value in order to analyze the final experiment results. The architecture of the test bench is shown in Figure 12.

The experiment and simulation results are shown in Figure 13 including currents of three power sources, SOCs of two energy storage sources as well as fuel cell efficiency penalty coefficient K F C , battery SOC penalty coefficient K BA and supercapacitor penalty coefficient K SC . In order to facilitate the explanation of the operation process of ECMS strategy, the magnifying simulation results: currents of three power sources and their corresponding penalty coefficients from time 500s to 700s are shown in Figure 14.

It can be observed from Figure 13 that the load currents supplied by a power supply and an electrical load fit well with the simulation current profile be equal to the load current, which may increase both currents even though K F C and K BA both increase. Supercapacitor is operated as the battery. The only difference is peak power coefficient S peak . When the load current is larger than 30A or lower than 0A, S peak is lower than 1 and supercapacitor penalty coefficient K SC gets smaller than battery penalty coefficient K BA , leading to discharging firstly in larger current than 30A and charging firstly when the load current is negative.

In order to prove the superiority of the new designed ECMS, A RBCS is designed and it is divided into two parts: load following control strategy (LFCS)

as the first part to decide fuel cell reference current, and, operating mode control strategy (OMCS) as the second part to calculate supercapacitor current.

Regarding LFCS, fuel cell is set to work in high efficiency zone and its reference current is decided by the current demand of drive cycle and battery SOC value as equation ( 62). The on/off cycle of fuel cell is also controlled by the LFCS through the added control parameters: fuel cell minimum off time, which means since the fuel cell was last on, the restart should not be less than this time, and fuel cell minimum on time to avoid frequent on/off cycles. The charge sustenance of the battery is also sought through adjusting the fuel cell current based on battery SOC. 3.

I f c =                           
According to Table 3, final battery SOCs of all three strategies are above the 0.79, which is defined as the criteria value that whether the battery satisfies charge-sustenance requirement. Hydrogen consumption by fuel cell at the end operate at maximum efficiency point to charge the battery until its final SOC reaches to 0.8. Meanwhile, the supercapacitor is charged or discharged to let its final SOC be equal to 0.8. When all SOCs of energy storage sources are 0.8, the fuel cell stops working, the hydrogen consumption is defined as the final hydrogen consumption. It can be observed that the ECMS has least final hydrogen consumption, which proves its superiority.

Power sources degradation and AECMS

The effect of power sources degradation on ECMS

Along with fuel cell degradation, the fuel cell output voltage decreases, but auxiliary power doesn't change, so efficiency decreases. When fuel cell is fully degraded, that its SOH is equal to 1, the efficiency changes as Figure 16.

It can be observed that the efficiency of the aged fuel cell is all less than the new one. The maximum efficiency decreases from 42.83% to 41.37%, but the maximum efficiency point occurs at the same current point 9.5A. So, the parameter η opt and η max of K F C should tune with fuel cell degradation degree.

In order to analyze the effects of power sources degradation on the designed ECMS, four degradation conditions of fuel cell and battery are considered as Table 4. The simulation results for four conditions are shown as Figure 17, in order to be convenient to describe different conditions, they are defined as FHBH, and the increase of battery resistance along with its degradation, the battery SOC variation for the whole drive cycle is larger than FHBH, meanwhile, this also leads to larger fluctuation amplitude of fuel cell current. Final hydrogen consumption of FHBD is 16g increasing 5.625% than FHBH.

Compared to the other three conditions, the fuel cell of FDBH starts at the latest, which is due to the decrease of fuel cell efficiency and the increase of EF. The lower battery SOC is needed to trigger the operation of fuel cell. The fuel cell current of FDBH is larger than FHBH on the whole due to low battery SOC. Final battery SOC FDBH is 0.7849 and the difference between the initial and final value increases by 59.6% than FHBH, which cannot meet the battery charge sustenance requirement.

FDBD has the largest battery and supercapacitor SOC variations and the final SOCs are the least. FDBD also has the most hydrogen consumption and fuel cell current is larger than the other three conditions when fuel cell is started.

Through the analysis of four degradation conditions, it can be concluded that compared to the health state, the battery degradation leads to more variable battery SOC, more fluctuation of fuel cell current around maximum efficiency point, more hydrogen consumption and earlier fuel cell start-up, but final battery SOC is not affected. Fuel cell degradation makes its maximum efficiency value decrease but corresponding fuel cell current doesn't change. The trigger time of fuel cell start-up is delayed and battery final SOC changes much to the initial SOC, which cannot be allowed for the charge sustenance of FCHEV.

At the real situation, fuel cell and battery degrade together and the operation results of the vehicle are worse than single power source degradation.

Adaptive equivalent consumption minimization strategy

EF is an important parameter for ECMS. For an assigned known driving mission, a constant equivalent factor is enough to reach an optimal solution.

But when fuel cell and battery degrade, the former constant equivalent factor cannot guarantee the charge sustenance of ESSs and optimal fuel consumption.

In order to solve this problem, AECMS is proposed by adjusting EF according to SOHs of power sources [START_REF] Han | Optimal adaptation of equivalent factor of equivalent consumption minimization strategy for fuel cell hybrid electric vehicles under active state inequality constraints[END_REF]. The variation of equivalent factors is defined as equation (63)(64).

λ BA = λ BA0 (1 + 0.193SOH F C ) (1 + 0.193SOH BA ) (63) 
λ SC = λ SC0 (1 + 0.193SOH F C ) (1 + 0.193SOH BA ) (64) 
where λ BA0 and λ SC0 are initial battery and supercapacitor EFs.

The degradation of battery leads to the increase of fuel cell current variation in the whole drive cycle, which means the increase of fuel cell degradation rate.

In order to increase fuel cell lifetime, the limitation on its dynamic change rate in equation ( 55) is adjusted according to battery SOH as equation (65).

dI = dI 0 * (1 -0.5 * SOH BA ) (65) 
The architecture of the AECMS control system for FCHEV is shown in 6 shows that all battery final SOCs for four degradation conditions are above 0.79 meaning that the charge sustaining requirement of energy storage sources is met.

Same to ECMS, AECMS has play the full potential of fuel cell, battery and supercapacitor: fuel cell supplies steady energy and seeks for the maximum efficiency in the high efficiency zone, battery is operated as the main energy buffer and its charge sustenance is kept at the end of drive cycle and supercapacitor supplies peak power. The designed AECMS can make sure the normal operation of a vehicle even though power sources have degraded seriously. It should be mentioned that when fuel cell and battery SOHs reach 1, it doesn't mean the fuel cell and battery cannot work anymore and it just shows that the probability of the failure of power sources is very high. In case of bringing serious damage to the vehicle, power sources should be replaced in advance.

Conclusion

In this paper, an ECMS strategy is designed for the FCHEV. Under the guidance of ECMS, three power sources full play their potential: Fuel cell as the main power source is operated to seek for the maximum efficiency point in the defined high efficiency zone, while the battery is taken as the main energy storage source to buffer energy demand by vehicle and the supercapacitor is dedicated to providing the peak power. Considering low energy density of supercapacitor, its equivalent hydrogen consumption is neglected by many ECMSs which leading to more hydrogen consumption and complex of the control system. This paper takes all three power sources into the objective function.

In order to prove the validity of the ECMS, an experimental test bench is built and two comparative control strategies: RBCS and HEOS are designed.

The WVUCITY, New York Bus and LA92 drive cycles have been emulated on an experimental test bench with the three above control strategies. The experiment results show that the proposed ECMS has the least hydrogen consumption and it offers the longest durability of fuel cell. Along with vehicle operation, fuel cell and battery degrade, which brings the crisis of optimization and reliability to the EMS. For the ECMS, the maximum efficiency point, and optimal EF value are changed. The aging models of the fuel cell and the battery are built, and the on-line prognostic approach is designed. According to the real-time SOH value of fuel cell and battery, the designed novel AECMS adjust the EFs and fuel cell dynamic current rate to make sure the normal operation of the vehicle. In the future, the optimal coefficients of the equivalent factor and dynamic change rate of fuel cell current will be studied. 
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  fuel cell system efficiency is below than 0.4, a large penalty value K F C is calculated to shut fuel cell down or operate fuel cell to meet power demand by drive cycle based on battery and supercpacitor SOC values. The orders of K F C for two conditions are 2 and 4 respectively which are decided by drive cycle power demand. Seeking maximum efficiency point and restricting high efficiency zone ( efficiency above 0.4 ) are controlled through K F C .
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 1819 Figure 18. Based on the built degradation model of power sources and UKF, their SOHs are estimated. The equivalent factor and dynamic change rate of fuel cell are changed according to their SOHs to make sure the normal operation of the vehicle, increase the durability of power sources, and keep the stability of control system.
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Table 1 :

 1 Cooling fan speed and stack temperature

	In nonregulated zone
	Stack temperature range	Fan speed (%)
	to 50.5 •C	35

  taken as states variables x, and battery output voltage V as the output variable y. In order to save time and reduce computational cost,

		Fuel cell			Battery	
		reference			reference	
		current			current	
	Real fuel		Fuel cell	Battery		Real
	cell		model	model		Battery
			Proposed	Proposed		
			state	state		
			estimate	estimate		
	Sensor	Output voltage	UKF	UKF	Output voltage	Sensor
			Corrected	Corrected		
			degradation	degradation		
			state estimate	state estimate		
			Fuel cell SOH	Battery SOH		
			SOHFC	SOHBA		

  f w (t) represents whole hydrogen consumption at sample time t, m F C (t) is fuel cell hydrogen consumption, m BA (t) is battery equivalent hydrogen con-

sumption, m SC (t) represents supercapacitor equivalent hydrogen consumption, I F C and I SC represents the current of fuel cell and supercapacitor respectively,

I min SC is minimum current (-18A), I max SC are maximum current (18A), I F C (t)

and

I F C (t -1

) is fuel cell current at time t and at time t-1, dI F C is fuel cell maximum current change rate (1A/S). In case fuel cell works at low efficiency zone at very low current and frequent on/off cycle, the minimum current of fuel cell I min F C is set as 4.5A, less than that value, fuel cell is shut off. The maximum current I max F C is its normal current (47A).

Table 2 :

 2 The parameters of the vehicle and components in the test bench

	Vehicle	Mass Drag coefficient	530 kg 0.8	Front surface Rolling coefficient	2.56 m 2 0.02
		Manufacturer	The Ballard NEXATM	Rated power	1200 W
	PEMFC	Rated current	46 A	Rated voltage	26 V
		Voltage range	22-50 V		
	Battery	Manufacturer Numbers	Yuasa Battery 4 series	Capacity Nominal Voltage	90 Ah 12 V
		Manufacturer	Maxwell Technologies	Rated Capacitance	58 F
	Supercapacitor	Numbers	2 series*2 parallel	Rated Voltage	16 V
	Experiment conditions	Ambient temperature	25.18 • C	Input hydrogen pressure	10.24 Barg
	Some sensors are used to measure relevant current and voltage values of

Table 3 :

 3 Experiment results

	EMSs	ECMS RBCS HEOS
	Initial supercapacitor and battery SOC	0.8	0.8	0.8
	Final supercapacitor SOC	0.5865 0.8304 0.8199
	Final battery SOC	0.7915 0.7946 0.7906
	First hydrogen consumption (L)	194.07 210.35 194.77
	Final hydrogen consumption (L)	225.06 230.02 228.42
	of drive cycle is defined as the first hydrogen consumption. Regarding different
	battery final SOC values at the end of the drive cycle, fuel cell is continued to

Table 5 .

 5 Every condition is analyzed respectively in detail.

Table 4 :

 4 Four degradation conditions of power sources

	Condition SOH F C SOH BA
	FHBH	0	0
	FHBD	0	1
	FDBH	1	0
	FDBD	1	1
	From Figure 17 and Table 5, it can be observed that the fuel cell of FHBH
	starts at 443s and it fluctuates around the maximum efficiency point due to
	battery and supercapacitor SOC variations. The battery final SOC is almost
	equal to its initial value. FHBH has the least maximum battery SOC variation
	which is defined as the difference between maximum battery SOC and minimum
	battery SOC during the whole drive cycle period.	
	Compared to FHBH, the fuel cell of FHBD starts earlier, the battery final

Table 5 :

 5 Simulation results of ECMS for four conditions

		FHBH FDBH FHBD FDBD
	hydrogen consumption (g)	15.1	14.0	16.0	16.1
	battery initial SOC	0.8	0.8	0.8	0.8
	battery final SOC	0.7939 0.7849 0.7934 0.7809
	battery SOC variation	0.0147 0.0225 0.0279	0.363
	supercapacitor initial SOC	0.8	0.8	0.8	0.8
	supercapacitor final SOC	0.7115 0.3699 0.6661 0.2363
	supercapacitor SOC variation 0.5884 0.6072 0.5969 0.6223
	SOC is almost equal to FHBH. But due to the decrease of battery capacity

The simulation results of AECMS are shown in Figure 19 and Table 6. From Figure 19, it can be observed that the simulation results of the condition FHBH are same for ECMS and AECMS. For condition FDBH, the start time of fuel cell changes from the latest for ECMS to the earliest for AECMS and the fuel cell current is around maximum efficiency point. Regarding FHBD and FDBD, the start time is put off and fuel cell current gets larger. The increase of