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Development of a split-window algorithm for estimating sea surface temperature

Introduction

As an important parameter in the exchange of energy between the ocean and the atmosphere, the sea surface temperature (SST) reflects both oceanic and atmospheric variability on multiple temporal and spatial scales [START_REF] Fisher | The exchange of energy between the sea and the atmosphere in relation to hurriacne behavior[END_REF][START_REF] Liu | Evidence linking satellite-derived seasurface temperature signals to changes in the Atlantic meridional overturning circulation[END_REF]. High-quality SST datasets are needed for many applications, such as numerical weather prediction, ocean forecasting, and climate change assessment [START_REF] Pinardi | The Mediterranean ocean forecasting system first phase of implementation (1998-2001)[END_REF][START_REF] Barnett | ENSO and ENSO-related predictability. Part I: Prediction of equatorial pacific sea surface temperature with a hybrid coupled ocean-atmosphere model[END_REF][START_REF] Chelton | Global microwave satellite observations of sea surface temperature for numerical weather prediction and climate research[END_REF][START_REF] Donlon | The global ocean data assimilation experiment high-resolution sea surface temperature pilot project[END_REF]). Knowledge of the distribution of SST is also useful for locating various species of fish [START_REF] Simpson | Remote sensing in fisheries: A tool for better management in the utilization of a renewable resource[END_REF]. Such investigations can be satisfied using satellite remote sensing data. However, accurate determination of SST from satellite data is a difficult task because the at-sensor measured radiances include the atmospheric absorption and emission [START_REF] Liu | Atmospheric corrections of passive microwave data for estimating land surface temperature[END_REF]. Thus, removal of the atmospheric effects is a key step in the accurate retrieval of SST from remotely sensed data.

Despite the problem of atmospheric effects, retrieval of SST information from space using thermal infrared (TIR) data began in 1970. [START_REF] Anding | Estimation of sea surface temperature from space[END_REF] first demonstrated that the atmospheric effects can be almost compensated for by simultaneously using the radiometric measurements in two properly selected TIR bands. [START_REF] Prabhakara | Estimation of sea surface temperature from remote sensing in the 11-13μm window region[END_REF] first suggested the general method of estimating SST from two TIR channel measurements. Therefore, the split-window (SW) technique for estimating SST was derived based on the previous works, with the general idea that the atmospheric effects are proportional to the difference between the at-sensor radiances measured simultaneously in two TIR channels [START_REF] Mcmillin | Estimation of sea surface temperature from two infrared window measurements with different absorption[END_REF][START_REF] Ulivieri | A split window algorithm for estimating land surface temperature from satellites[END_REF][START_REF] Coll | A split-window algorithm for land surface temperature from advanced very high resolution radiometer data: Validation and algorithm comparison[END_REF][START_REF] Rozenstein | Derivation of land surface temperature for Landsat-8 TIRS using a split window algorithm[END_REF]. For nighttime retrieval, the channel near 3.7 μm is often used to improve the accuracy of SST retrieval because it's a more transparent band, compared with the bands centered at 11 and 12 μm [START_REF] Barton | Dual channel satellite measurements of sea surface temperature[END_REF]. However, there is significant solar radiation at this wavelength that restricts the channel to be used for daytime SST retrieval [START_REF] Mcclain | Comparative performance of AVHRR-based multichannel sea surface temperatures[END_REF][START_REF] Petrenko | Evaluation and selection of SST regression algorithms for JPSS VIIRS[END_REF].

Since then, a variety of methods based on the SW technique have been developed and improved to retrieve SST and LST (land surface temperature) [START_REF] Mcclain | Comparative performance of AVHRR-based multichannel sea surface temperatures[END_REF][START_REF] Becker | Towards a local split window method over land surfaces[END_REF][START_REF] Sobrino | Impact of the atmospheric transmittance and total water vapor content in the algorithms for estimating satellite sea surface temperatures[END_REF][START_REF] Niclòs | Determination of sea surface temperature at large observation angles using an angular and emissivity-dependent split-window equation[END_REF][START_REF] Qian | Land surface temperature retrieved from airborne multispectral scanner mid-infrared and thermal-infrared data[END_REF]).

In the derivation of the SW technique, some assumptions and approximations were made to obtain the SST. One assumption is the first-order Taylor approximation of the Planck function [START_REF] Prabhakara | Estimation of sea surface temperature from remote sensing in the 11-13μm window region[END_REF][START_REF] Becker | The impact of spectral emissivity on the measurement of land surface temperature from a satellite[END_REF]. Another assumption is that the atmospheric equivalent temperatures in the two adjacent TIR channels were the same (Tai = Taj) [START_REF] Mcmillin | Estimation of sea surface temperature from two infrared window measurements with different absorption[END_REF][START_REF] Sobrino | Atmospheric corrections for land surface temperature using AVHRR channels 4 and 5[END_REF]. Notably, there are certain restrictions for these assumptions. As demonstrated in the literature [START_REF] Sobrino | Atmospheric corrections for land surface temperature using AVHRR channels 4 and 5[END_REF][START_REF] Becker | The impact of spectral emissivity on the measurement of land surface temperature from a satellite[END_REF], the linear approximation of the Planck function is generally accurate under the condition that T and Ti are close to each other (T represents the atmospheric equivalent temperature or surface temperature and Ti is the brightness temperature measured by the satellite).

However, it is difficult to meet this condition due to the strong variability of global atmospheric conditions. In addition, the hypothesis Tai = Taj does not appear to reflect reality. Therefore, these assumptions and approximations must be re-examined.

The Gaofen-5 (GF-5) satellite is expected to be launched in 2017. An advantage of the multiple spectral-imager (MSI) onboard GF-5 satellite is the high spatial resolution (40 meters for TIR channels). As a result, applications of the TIR data from GF-5 are different from those of other sensors with coarser spatial resolutions. For example, the high resolution SST data of GF-5 can be used to monitor the thermal pollution produced by the nuclear power. Thus, there is an urgent need to develop an algorithm that is suitable for retrieving SST from GF-5/TIR data. In this paper, the investigation of the following assumptions and approximations: 1) the linearization of the Planck function and 2) the atmospheric equivalent temperatures in two TIR channels, which were assumed to be the same was undertaken based on the Chinese GF-5 data. We aim to explore the mechanism of the SW algorithm further through revising these assumptions and approximations. The paper is organized as follows:

Section 2 describes the data used in this study. The theoretical revision and derivation of the SW technique, including revision of the linearization of the Planck function, revision of the Tai = Taj hypothesis and analysis of the developed SW algorithm, are documented in Section 3. The effect of instrument noise on SST retrieval and the algorithm validation are described in Section 4.

The discussion is given in Section 5. Finally, Section 6 presents the conclusions.

Data

Chinese GF-5 data

With the launch of the China High-resolution Earth Observation System (CHEOS), China has entered a new era of high resolution operations. GF-5 is the fifth satellite in a series of CHEOS, scheduled to be launched in 2017. One of the major sensors onboard the GF-5 satellite is the multiple spectral-imager (MSI) that includes 13 channels covering the spectral range from visible to TIR and observes the earth almost at nadir. The channels centered at 10.8 μm and 11.95 μm are two TIR channels (labeled CH10.8 and CH11.95, respectively, hereafter) suitable for SW method, with a spatial resolution of 40 meters. The spectral response functions of CH10.8 and CH11.95 are shown in Figure 1.

Matchup data set

To assess the performance of the developed algorithm, Matchup dataset (MDS) produced by the European Organization for the Exploitation of Meteorological Satellites (EUMETSAT) Ocean and Sea-Ice Satellite Application Facility (OSI-SAF) was collected. MDS was provided in NetCDF format, containing the fields of latitude, longitude, viewing zenith angle (VZA), acquisition time, AVHRR at-sensor brightness temperatures, in situ SSTs, etc. AVHRR brightness temperatures are coincident in time and space with the in situ SSTs.

From Figure 1, which also displays the spectral response functions of AVHRR SW channels, we can see that the spectral configuration of GF-5/MSI and AVHRR SW channels is similar. Considering the lack of available GF-5 data at present, the "true" GF-5 brightness temperature can be got from the AVHRR measurements based on the relationship built by the simulated data for the purpose of algorithm validation. The in situ SSTs recorded by drifting buoys were collected from the Global Telecommunication System (GTS) with an AVHRR pixel. Figure 2 

Atmospheric profile data

Several sets of real atmospheric profiles, such as the Thermodynamic Initial Guess Retrieval (TIGR) database has been widely used for the development of SST and LST retrieval algorithms [START_REF] Scott | A fast line-by-line method for atmospheric absorption computations: The Automatized Atmospheric Absorption Atlas[END_REF][START_REF] Ché Din | The improved initialization inversion method: A high resolution physical method for temperature retrievals from satellites of the TIROS-N series[END_REF].

In this work, the TIGR database TIGR2002_v1.1 was used as input to the radiative transfer simulation (see Section 2.4). Due to the large size of the TIGR2002_v1.1 and concentrations of water vapor content (WVC) less than 1 g/cm 2 , it is reasonable to select different atmospheric profiles according to welldistributed values of WVC. Figure 3 shows the 104 atmospheric profiles selected, with the atmospheric temperature in the lowest layer (T0) varying from 232.25 K to 303.41 K and the WVC from 0.09 g/cm 2 to 5.69 g/cm 2 , which constructed a robust database capable of representing global atmospheric conditions with a moderate number of samples and a nearly uniform WVC distribution. Eighty-one profiles (referred to as TIGR_81) were used for developing the SST retrieval algorithm and twenty-three profiles (referred to as TIGR_23) were used for validation. 

Generation of the simulated database

To obtain an appropriate simulated database for developing a SST retrieval algorithm for GF-5 TIR data, the atmospheric radiative transfer model MODTRAN [START_REF] Berk | MODTRAN 4 user's manual[END_REF] For a more realistic simulation, the SSTs reasonably vary with T0. Specifically, five SSTs (T0 -5 K, T0 -2 K, T0 K, T0 + 2 K and T0 + 5 K) were considered in this study. All of the data were obtained considering the emissivity to be equal to one because the ocean surface radiates almost as a blackbody at infrared wavelengths [START_REF] Mcclain | Comparative performance of AVHRR-based multichannel sea surface temperatures[END_REF]. A flow chart of generation of the simulated data is presented in Figure 4. 

Method of revising the linear SW algorithm

The theoretical basis for the SST retrieval algorithm relies on the RTE.

Assuming that: 1) the first-order Taylor approximation of the Planck function was used and 2) the atmospheric equivalent temperatures in two TIR channels were equal (Tai = Taj), a typical linear SW algorithm [START_REF] Sobrino | Impact of the atmospheric transmittance and total water vapor content in the algorithms for estimating satellite sea surface temperatures[END_REF][START_REF] Mcclain | Comparative performance of AVHRR-based multichannel sea surface temperatures[END_REF][START_REF] Barton | Satellite-derived sea surface temperatures: Current status[END_REF][START_REF] Kilpatrick | Overview of the NOAA/NASA advanced very high resolution radiometer Pathfinder algorithm for sea surface temperature and associated matchup database[END_REF]) can be obtained:
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where Ts is the sea surface temperature (i.e., SST; hereafter, SST is used interchangeably with Ts), Ti and Tj are the brightness temperatures in channels i and j at the TOA, and A is the coefficient defined by A = (1 -τi) / (τi -τj) in which τi and τj are the transmittances through the atmosphere from the surface to the satellite in channels i and j. Eq. ( 1) indicates that a linear relationship exists between Ts -Ti and Ti -Tj. However, an empirical quadratic relationship was found when relating Ts -Ti to Ti -Tj. [START_REF] Coll | On the atmospheric dependence of the split-window equation for land surface temperature[END_REF] proposed a quadratic SW equation but no physical interpretation. In the next section, we will investigate the derivation of the quadratic SW equation by re-examining the two assumptions and approximations mentioned above.

Revision of the linearization of the Planck function

Based on the RTE, Eq. ( 2) can be obtained by using Taylor's expansion of the Planck function, ()
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where △Ti is the error in Ti caused by linearizing the Planck function. In the published literature, △Ti is small and always neglected [START_REF] Mcclain | Comparative performance of AVHRR-based multichannel sea surface temperatures[END_REF][START_REF] Walton | The development and operational application of nonlinear algorithms for the measurement of sea surface temperatures with the NOAA polarorbiting environmental satellites[END_REF][START_REF] Prabhakara | Estimation of sea surface temperature from remote sensing in the 11-13μm window region[END_REF]. Using the simulated data, the calculated results of △Ti for CH10.8 and CH11.95 by Eq.

(2) are shown in Figure 5 (a) and (b). It can be observed that a RMSE of 0.10 K and a bias of 0.07 K were obtained for CH10.8, and those of CH11.95 were 0.11 K and 0.08 K, respectively. Writing Eq. ( 2) for two channels, one can obtain Eq. (3), 12 ()
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where △Ts1 = -△Ti -A(△Ti -△Tj) with the same A as in Eq. ( 1), △Ts2 = Aa(Tai

-Taj) with Aa = -(1 -τi) (1 -τj) / (τi -τj).
We can see that △Ts1 is the error of Ts retrieval caused by linearizing the Planck function and △Ts2, which will be presented in Section 3.2, is the influence of the hypothesis Tai = Taj on Ts To revise the error caused by the linearization of the Planck function, the second-order derivative of Taylor's expansion was considered. Based on the RTE, △Ti in Eq. ( 2) can be rewritten as the following expression:
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are the first-order and second-order derivatives of the Planck function at temperature Ti, respectively. Eq. ( 4) shows that △Ti is described by a complex expression. Parameterization of Eq. ( 4) is necessary. Considering the simplified case of Eq. ( 2) in which △Ti was regarded as zero, Eq. ( 2) can also be rewritten as:
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Putting the square on both sides of Eq. ( 5), one can obtain Eq. ( 6) by simple mathematical manipulation,
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In addition, using the approximation of the Planck function in the work of Price (1984), ()
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where ai and ni are constants in a given channel, Eq. ( 8) can be obtained:
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Combining Eqs. ( 6) and ( 8), △Ti can be parameterized as 2 () 1 ( 1) 2 ( 1)
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As shown in Figure 6, there is a strong dependence between △Ti and 2 () (1 )
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, with sufficient accuracy of Ti (RMSE lower than 0.01 K) for both channels. Based on Figure 6, △Ti is rewritten as: 2 () (1 )
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where αi is the regression coefficient, which is 1.40 for CH10.8 and 1.21 for CH11.95. 

Revision of the T ai = T aj hypothesis

If the hypothesis of Tai = Taj is used for the Ts retrieval, △Ts2 in Eq. ( 3) is 0.

However, according to the calculated Ta10.8 and Ta11.95 using the thermal-path atmospheric upwelling radiance generated from the simulation, △Ts2 ranges from about -6~2 K, as seen in Figure 7. It can be concluded that use of the Tai = Taj hypothesis can lead to large error in Ts retrieval, with the RMSE of 1.74 K and bias of -0.88 K.

Figure 7. The error caused by the hypothesis of Ta10.8 = Ta11.95 for SST retrieval.

Here, Ta10.8 and Ta11.95 are the atmospheric equivalent temperatures in Gaofen-5 SW channels.

Notably, the discrepancy between Tai and Taj must be taken into account in SST retrieval from satellite observations [START_REF] Franqois | Atmospheric corrections in the thermal infrared: Global and water vapor dependent split-window algorithms-Applications to ATSR and AVHRR data[END_REF]. From Figure 8, it can be observed that 1) there is a discrepancy between Ta10.8 and where a = 0.9172 and b = 23.00, with RMSE = 0.50 K. Using this linear relationship, the SST residual calculated by Eq. ( 3) is shown in Figure 9.

Compared with the result caused by the hypothesis of Tai = Taj, the RMSE is changed to 0.62 K and the bias is changed to -0.10 K. Combining Eq. ( 9) and Eq. ( 10), the SST can be obtained by writing Eq.

(2) for two SW channels, 
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Analysis of the nonlinear SW algorithm

Equation ( 11) is complex, requiring analysis and simplification. According to the simulated data, M ranged from 0.9620~0.9941 and N from 0.0328~0.0394.

Taking the value of M approximately close to one, Eq. ( 11) can be rewritten as: 
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Since (M -1) is close to 0, the first term of Eq. ( 12) (i.e., (M -1)(T10.8 -T11.95))

is small even if multiplied by the maximum of (T10.8 -T11.95) (approximately 4 K). In contrast to the small value of the first term, the second term (i.e., (M -1 + N)T11.95) makes the main contribution to Eq. ( 12) (see Figure 10), because of the large value of T11.95. Taking the structure of the SW algorithm into consideration, (M -1 + N)T11.95 should be the function of (T10.8 -T11.95).

Therefore, the relationship between (M -1 + N)T11.95 and (T10.8 -T11.95) was investigated further. As shown in Figure 11, (M -1 + N)T11.95 can be parameterized using (T10.8 -T11.95), with RMSE = 0.30 K.

Figure 10. Values of (M -1)(T10.8 -T11.95) and (M -1 + N)T11.95 in Eq. ( 12)

versus the atmospheric water vapor content (WVC).

Figure 11. The relationship between (M -1 + N)T11.95 in Eq. ( 12) and the difference of the brightness temperatures in SW channels (T10.8 -T11.95).

Based on the above analysis, Eq. ( 12) can be simplified as: 
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where A, B and C are the coefficients. Using the least-square fitting method, the coefficients A = 0.4253, B = 1.123 and C = 0.28 were obtained using the simulated data, with RMSE = 0.30 K. Figure 12 shows the histogram of the difference between the actual SST and that obtained by Eq. ( 13).

Figure 12. Histogram of the differences between the actual and estimated SSTs using Eq. ( 13).

Error analysis and validation

Error of the instrument noise

The accuracy of the estimated SST will essentially depend on the radiometric performance of the instrument. The noise equivalent differential temperature (NEΔT) in infrared channels is designed to be 0.2 K for GF-5 TIR data. To evaluate the performance of the quadratic algorithm in this study, a simulation of the effect of satellite noise was performed using a set of randomly generated signal level perturbations with errors of 0.1 K, 0.2 K and 0.3 K for both channels.

The RMSEs between the true SSTs and those retrieved from the noise-added brightness temperatures are 0.49 K, 0.82 K and 1.20 K for NEΔT = 0.1 K, 0.2 K and 0.3 K, respectively, in both channels.

Validation with simulated data

To assess the general applicability of the quadratic SW equation to different atmospheric conditions, the accuracy of Eq. ( 13) was also evaluated using another set of data, TIGR_23. Figure 13 presents the error distribution between the true and the estimated SSTs, with RMSE = 0.3 K and bias = 0 K.

Figure 13. Histogram of the differences between the true and estimated SSTs based on TIGR_23 data.

Validation using Matchup dataset

Data processing

The invalid values in MDS were first cleaned out. Considering that MSI instrument observes the earth almost at nadir, the data within the VZA of 20°, which contains 24231 pairs of in situ SSTs and AVHRR at-sensor brightness temperatures matchup data, was used in this study. In order to get the "true" GF-5/MSI brightness temperatures, the relationship between GF-5/MSI and AVHRR brightness temperatures was established using the simulated data for each SW channel, as presented in Figure 14. It can be seen that there is a strong linear relationship between GF-5/MSI and AVHRR brightness temperatures with the RMSE no higher than 0.05 K for both channels. Using this relationship, the "real" GF-5/MSI at-sensor brightness temperatures can be calculated from 

Validation results

Using the coefficients given in Section 4.3.1, SSTs were calculated from the remaining GF-5/MSI data. Analyzing comparisons of GF-5/MSI SSTs with buoy SSTs gives a bias of -0.05 K and a RMSE of 0.53 K, as shown in Figure 16. Among the 14231 pairs data, 95.45% of the differences between buoy SSTs and GF-5/MSI SSTs are within ±1 K. From Figure 16, one may note that, there is a large error up to about 8 K. This may be related to the contribution of some materials floating on ocean or the incorrect measurement by accidental.

Figure 16. Buoy sea surface temperature minus sea surface temperature obtained by GF-5/MSI.

Discussion

Although many studies report the quadratic SW algorithm, this study aims for a well understanding of the semi-empirical quadratic SW algorithm. The 

Conclusions

Some assumptions and approximations were used in the derivation of the linear SW equation. Using the simulated data, this work carefully evaluated these assumptions and approximations based on the RTE. We found that these assumptions and approximations were not precise for SST retrieval. Therefore, the revised equations for the Planck function linearization and for the relationship between the atmospheric equivalent temperatures in SW channels of GF-5 data were created. Based on these studies, a nonlinear SW algorithm was obtained. Further analysis of the nonlinear SW algorithm clarified that it is equivalent to the quadratic SW equation but highlights the theoretical interpretation.

The effects of instrument noise on SST retrieval using the developed quadratic SW algorithm were analyzed. The total errors were 0.49 K, 0.82 K and 1.20 K for NEΔTs of 0.1 K, 0.2 K and 0.3 K, respectively. The validation using the MDS produced by EUMETSAT OSI-SAF presented a RMSE of 0.53 K and a bias of -0.05 K.

A GF-5 satellite carrying a MSI instrument with narrow swaths and a high resolution of 40 meters is scheduled to be launched in 2017. The analysis of GF-5 satellite data will be performed in future work when the data is available. Because land surface is much more complicated than sea surface and the LST differs significantly from the air temperature near the surface, large errors may be introduced by the assumptions and approximations used in the derivation of the linear SW method. This hypothesis will be tested in future work.
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  shows the location distribution of in situ SSTs, indicating the almost global coverage of in situ measurement.

Figure 1 .

 1 Figure 1. Spectral response functions for Gaofen-5 and AVHRR split-window channels.

Figure 2 .

 2 Figure 2. Distribution of in situ sea surface temperatures on the global ocean.

Figure 3 .

 3 Figure 3. Plot of the total water vapor content (WVC) as a function of atmospheric temperature in the lowest layer (T0) for selected atmospheres. TIGR_81 was used for algorithm development (black points) and TIGR_23 (red points) for algorithm validation.

  was used to simulate the spectral atmospheric parameters of spectral transmittance τλ, spectral atmospheric upwelling radiance R ↑ atm_λ and spectral atmospheric downwelling R ↓ atm_λ . The channeleffective atmospheric parameters τi, R ↑ atm_i and R ↓ atm_i can be obtained by integrating these spectral variables with spectral response functions in CH10.8 and CH11.95. The channel brightness temperature Ti at the top of the atmosphere (TOA) can then be determined according to the radiative transfer equation (RTE)[START_REF] Coll | On the atmospheric dependence of the split-window equation for land surface temperature[END_REF][START_REF] Niclòs | Determination of sea surface temperature at large observation angles using an angular and emissivity-dependent split-window equation[END_REF]) by inverting the Planck function in combination with a wide range of SSTs, considering the VZA of 0°.

Figure 4 .

 4 Figure 4. The procedure of generating the simulated data.

Figure 5 .

 5 Figure 5. The error caused by the linearization of the Planck function for channels with central wavelengths of (a) 10.8 μm, (b) 11.95 μm and (c) for SST.

Figure 6 .

 6 Figure 6. △Ti versus (Ts -Ti) 2 τi / (Ti (1 -τi)) for Gaofen-5 TIR channels centered at (a) 10.8 μm and (b) 11.95 μm. Here, Ts is the surface temperature, Ti is the simulated brightness temperature, τi is the transmittance and △Ti is the difference between the simulated and estimated brightness temperatures from Eq. (2).

Figure 8 .

 8 Figure 8. The relationship between atmospheric equivalent temperatures in two Gaofen-5 TIR channels (labeled Ta10.8 and Ta11.95).

Figure 9 .

 9 Figure 9. The SST residual obtained by Eq. (3) when the linear dependence of the atmospheric equivalent temperatures in two TIR channels was used.

  AVHRR brightness temperatures in MDS. 24231 pairs of in situ SSTs and coincident in time and space GF-5/MSI brightness temperatures were then established. It should be noted that simulations may be significantly biased with respected to observations due to modeling errors and not fully accuracy atmospheric profiles. Observed data is also affected by uncertainties in calibration, spectral response functions and residual cloud. Therefore, the algorithm coefficients based on the observed data is needed to retrieve SST from GF-5 satellite data. Among 24231 pairs of in situ SSTs and GF-5/MSI brightness temperatures matchup data, 10000 pairs were used to obtain the algorithm coefficients suitable for GF-5/MSI data, while the remaining 14231 pairs were used for validation purpose. According to the Figure15, which presents the quadratic relationship between buoy SSTs and GF-5/MSI brightness temperatures, the coefficients A = 0.1877, B = 1.845 and C = 1.07 in the quadratic SW algorithm were obtained for GF-5/MSI data, with the RMSE = 0.52 K.

Figure 14 .

 14 Figure 14. Plot of the simulated AVHRR and GF-5/MSI brightness temperatures for each of split-window channel.

Figure 15 .

 15 Figure 15. Plot of (Buoy SST -T10.8) and (T10.8 -T11.95). Here, Buoy SST is the sea surface temperature measured by drifting buoy, T10.8 and T11.95 are the GF-5/MSI brightness temperatures calculated from AVHRR brightness temperatures in MDS.

  analyses were based on a comprehension of the derivation procedure of the linear SW equation. The SST errors resulted from the linearization of the Planck function were RMSE = 0.10 K and bias = -0.06 K, while the ones from the hypothesis of Tai = Taj were 1.74 K and -0.88 K. Although the influence of the linearization of the Planck function on SST retrieval was not obvious as the effect of the Tai = Taj hypothesis, in order to interpret the physical derivation of the quadratic SW algorithm, the second-order derivative of Taylor's expansion of the Planck function and the linear dependence between atmospheric equivalent temperatures in two SW channels were considered. The obtained nonlinear SW algorithm by combining the two revisions of the Planck function linearization and of the Tai = Taj hypothesis is complex. However, it can be simplified to the quadratic structure of (Ti -Tj), meaning that the nonlinear SW algorithm is equivalent to the quadratic SW equation. Compared with the previous studies, which presented the quadratic relationship between TOA brightness temperatures and the surface temperature by maintaining the structure of linear SW algorithm but no physical interpretation, this study makes the physical interpretation of the semi-empirical quadratic SW algorithm clear theoretically and improves our understanding of the quadratic SW algorithm.
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