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Introduction

Geothermal energy, using the ground as a heat source, is a renewable energy that can be used to provide heating and cooling for buildings. As one of the shallow geothermal solutions, earth-air heat exchanger(EAHE) system is considered as an energy efficient method for preheating and cooling of the air supplied to a building [START_REF] Florides | Ground heat exchangers-a review of systems, models and applications[END_REF][2] [START_REF] Bisoniya | Experimental and analytical studies of earth-air heat exchanger (eahe) systems in india: A review[END_REF].

An EAHE geothermal system is usually composed of one or some pipes buried horizontally to a depth from 1m to 3m and either around or under the building. As the position of heat exchangers is close to the ground surface, the water content of the soil layer can be strongly impacted by the climatic solicitations such as rainwater precipitation or evapo-transpiration.

These solicitations modify the hydraulic conditions of the soil profile and the underground water level [START_REF] Seneviratne | Investigating soil moisture-climate interactions in a changing climate: A review[END_REF][5] [START_REF] Manstretta | Modelling the effect of weather on moisture fluctuations in maize stalk residues, an important inoculum source for plant diseases[END_REF].

Furthermore, it is well known that soil thermal properties depend on soil type and porosity, solid particle conductivity, gas pressure and especially soil moisture content. Woodside and Messmer have studied the thermal conductivity of unconsolidated sands in [START_REF] Woodside | Thermal conductivity of porous media. i. unconsolidated sands[END_REF]. They showed that the effective thermal conductivity varies with porosity, solid particle conductivity, saturating fluid conductivity, and the pressure of the saturating gas. Tavman [START_REF] Tavman | Effective thermal conductivity of granular porous materials[END_REF] have taken into account the grain size in the thermal conductivity model for construction sands. Abu-Hamdeh [START_REF] Abu-Hamdeh | Thermal properties of soils as affected by density and water content[END_REF] have investigated the effect of water content and bulk density on the specific heat, volumetric heat capacity, and thermal diffusivity of some sieved and repacked soils through laboratory studies. Usowicz et al. [START_REF] Usowicz | Prediction of soil thermal conductivity based on penetration resistance and water content or air-filled porosity[END_REF] presented regression equations for predicting thermal conductivity based on easily measured quantities such as penetration resistance and water content or air-filled porosity. Lipiec et al. [START_REF] Lipiec | Impact of soil compaction and wetness on thermal properties of sloping vineyard soil[END_REF] have assessed the effects of tilled and grass covered soil on the spatial distribution of the thermal properties. The results showed that in general the spatial distributions of both thermal conductivity and heat capacity were similar to those of water content. Davarzani et al. [START_REF] Davarzani | Effect of solid thermal conductivity and particle-particle contact on effective thermodiffusion coefficient in porous media[END_REF] have studied experimentally and theoretically the effect of solid thermal conductivity and particle-particle contact on thermodiffusion processes of a saturated porous medium. They showed that compared with the particle-particle contact, the porosity had more impact on the thermodiffusion coefficients.

Gori and Corasaniti [START_REF] Gori | New model to evaluate the effective thermal conductivity of three-phase soils[END_REF] have proposed a model to evaluate the effective thermal conductivity of three-phase soils. The proposed model, which depended on porosity and degree of saturation, could predict the effective thermal conductivity with a good agreement. Nikiforova et al. [START_REF] Nikiforova | Methods and results of experimental researches of thermal conductivity of soils[END_REF] have studied the thermophysical characteristics of different soil types. They showed that the thermal conductivity depended on different types (sand, clay and loam) and humidity of soil. Nowamooz et al. [START_REF] Nowamooz | Finite difference modeling of heat distribution in multilayer soils with time-spatial hydrothermal properties[END_REF] have investigated the heat distribution throughout the profile of unsaturated multilayered soil. Water content, dry density and sand content of the soil profile were used to estimate soil thermal properties.

The influence of these soil hydro-thermal variations around the horizontal geothermal heat exchanger system have been studied by several works. These studies have been carried out to assess the energy performance of the entire geothermal heat exchanger system with time and space. Leong et al. [START_REF] Leong | Effect of soil type and moisture content on ground heat pump performance: Effet du type et de l'humidité du sol sur la performance des pompes à chaleur à capteurs enterrés[END_REF] studied the effect of soil type and moisture content on a ground heat pump performance. The performance of a ground heat pump system was found to depend strongly on moisture content and soil type. Mohamed et al. [START_REF] Mohamed | Effects of coolant flow rate, groundwater table fluctuations and infiltration of rainwater on the efficiency of heat recovery from near surface soil layers[END_REF] investigated experimentally the effects of circulating coolant flow rate, groundwater table fluctuations, infiltration of rainwater, on the amount of thermal energy that can be recovered from the near surface soil layers. They showed that the infiltration of rainwater causes a temporary enhancement on the amount of extracted heat. Gao et al. [START_REF] Gao | Thermal performance improvement of a horizontal ground-coupled heat exchanger by rainwater harvest[END_REF] studied thermal performance improvement of a horizontal ground-coupled heat exchanger by rainwater harvest. A horizontal groundcoupled heat exchanger was combined with a rain garden which increased soil moisture. The benefit of the supply of rainwater was confirmed by experimental results. The performance of ground coupled heat exchangers in unsaturated soils has been studied by Platts et al. [START_REF] Platts | Improving the performance of ground coupled heat exchangers in unsaturated soils[END_REF]. Their work showed that the soil thermal properties such as thermal conductivity and diffusivity influenced significantly the efficiency of the heat exchanger system. Di Sipio and

Bertermann [START_REF] Sipio | Soil thermal behavior in different moisture condition: an overview of iter project from laboratory to field test monitoring[END_REF] have carried out a field test of horizontal helical heat exchangers. Change of soil moisture content in the same climatic conditions and under the same thermal stress for five different soil mixtures have been monitored in the test site.

However, most of these studies focused on the ground-coupled heat exchanger (GCHE) with earth-liquid exchanger, whilst few have studied the impact of soil moisture content on thermal efficiency of EAHE systems. Vaz et al. [START_REF] Vaz | Experimental and numerical analysis of an earth-air heat exchanger[END_REF] have constructed and monitored an experimental EAHE system to study the use of soil as a energy reservoir. Gan [START_REF] Gan | Dynamic interactions between the ground heat exchanger and environments in earth-air tunnel ventilation of buildings[END_REF][23] [START_REF] Gan | Dynamic thermal simulation of horizontal ground heat exchangers for renewable heating and ventilation of buildings[END_REF] proposed a numerical model of EAHE which takes into account interactions between the heat exchanger and the soil and atmosphere. By performing a simulation over one month during winter in [START_REF] Gan | Simulation of dynamic interactions of the earth-air heat exchanger with soil and atmosphere for preheating of ventilation air[END_REF], he showed that when the interactions between the heat exchanger, soil and ventilating air were neglected the thermal performance of the EAHE would be over predicted. Recently, Cuny et al. [START_REF] Cuny | Influence of coating soil types on the energy of earth-air heat exchanger[END_REF] have carried out a study on the influence of coating soil types on the energy of an EAHE. They compared the exchanged energies of an EAHE in January and July with three different soil types surrounding the exchanger pipe. The results showed that a mix of sand and bentonite could reduce significantly the fluctuation of soil moisture content and guarantee a stable energy performance. In fact, the assessment of the energy performance of an EAHE system is more complex compared to the assessment of an GCHE system. Indeed, heat exchange medium is the air extracted directly from the external environment which represents a great range of temperature fluctuation.

Furthermore, there is no research work in the literature which investigates the energy performance of the EAHE system for more than one year. Based on three years' recorded data of an instrumented full-scale EAHE site, this study considers the impact of moisture conditions of different soil layers on the long-term energy performance of an EAHE system. First, the site used for the installation of the EAHE system is described. The thermal properties' characterisation for the site's different soil layers, by using experimental methods and a proposed theoretical estimation, is presented. To assess the energy performance of the EAHE system, a numerical model was built by considering the system hydro-thermal behaviour. The model was validated by comparing the simulation results and the measured data. To analyze the effect of soil moisture content, the estimated soil thermal properties at dry and saturated conditions were used in the numerical model to estimate the evolution of the exchanged energy of the entire EAHE system. An experimental EAHE system was constructed in 2012 at the University of Strasbourg in France1 . As shown in Figure 1, an air-earth exchanger pipe was buried in a field between two civil engineering department buildings. The soil profile is composed of 3 layers: 10 cm of vegetal soil, 60 cm of natural soil backfill, and about 50 cm of fine sand around the pipe.

The average buried depth of exchanger pipe is 1.03 m.

During the operation of the EAHE system, external air is extracted and fed into the EAHE 

Research methodology

Experimental characterization of soil thermal properties

According to different soil textures, two experimental methods were used to characterize the soil thermal properties. A heat-pulse dual-probe(HPDP) sensor was used for the vegetal soil as well as the fine sand with the grain size smaller than 5 mm. For natural soil backfill, a guarded-hot-plate method was preferred. a) Test method for fine texture soils (vegetal soil and fine sand) : "KD2 pro" HPDP sensor

The soil was put into a column with an inner diameter of 50 mm and a height of 100 mm to a desired bulk density. Soil samples were sealed and placed in a room held at a constant temperature (20 ± 1 • C) for 24 hours before the taking of measurements to ensure the thermal equilibrium between water and soil. A hand-held device named KD2 Pro was used to measure the thermal properties of the packed soil columns. A dual needle SH-1 sensor with a length of 30 mm and a diameter of 1.3 mm was used to measure the thermal conductivity λ soil and the volumetric heat capacity of the soils C soil [START_REF] Kd2pro | KD2 Pro thermal properties analyzer -Operator's Manual[END_REF]. It was carefully inserted into each soil column, and electric current was applied to the sensor which produced a heat pulse (see Figure 3). Heat-pulse measurements were repeated two times on each soil column. Soil thermal properties (λ soil and C soil ) were determined with an algorithm for the dual needle probe based on the line heat source analysis given in [START_REF] Carslaw | Conduction of heat in solid[END_REF][START_REF] Kluitenberg | Error analysis of the heat pulse method for measuring soil volumetric heat capacity[END_REF]. After the measurements were taken, soil columns were oven dried at 105 • C for 24 hours to determine water moisture content. b) Test method for coarse texture soils (natural soil backfill) : guarded-hot-plate device As shown in Figure 4, a guarded-hot-plate test [START_REF]Thermal insulation -determination of steady-state thermal resistance and related properties -guarded hot plate apparatus. Standard[END_REF] was used for the soil for which the size of the greatest soil particle is superior to the distance between the dual needles of the "KD2 Pro" device (5 mm). Plate size is 40 cm×60 cm. The thickness of insulations under the hot plate and around the sample is about 10 cm to ensure an unidimensional thermal transfer.

Soil samples with a thickness between 5cm and 7cm were installed between hot and cold plates. At thermal equilibrium, a constant heat flow was applied to soil samples at a stationary temperature state. Soil thermal conductivity λ soil was then determined by heat flow, the mean temperature difference between the samples' surfaces and their dimensions:

λ soil = P × e S × (T 1 -T 2 ) ( 1 
)
where P is the measured electric power of the hot plate, e and S are the thickness and the surface of soil samples, T 1 and T 2 represent respectively the temperatures of the hot and cold plates.

The same test apparatus was used to measure the soil volumetric heat capacity C soil with the help of an insulation cover of 10 cm on the soil samples:

C soil = P × t V × (T f -T i ) ( 2 
)
where P is the power of the hot plate, t is the duration of tests, V is the volume of soil samples, T i and T f represent respectively the initial and final mean temperature of soil samples.

Theoretical approach for soil thermal properties

For each soil layer, the thermal properties were measured at 3 different saturation states.

However, to estimate the soil thermal properties at other degrees of saturation, it was necessary to know their evolutions with soil moisture content. In this part, a theoretical relationship for the soil thermal conductivity λ soil and capacity C soil compared with degree of saturation is proposed. The concept of normalized thermal conductivity K λ proposed by [START_REF] Kersten | Thermal Properties of Soils[END_REF] was used:

λ soil = (λ sat soil -λ dry soil )K λ + λ dry soil ( 3 
)
where λ dry soil and λ sat soil are the thermal conductivity of dry and saturated soils.

The measured thermal conductivity values for the 3 soil layers of the EAHE site were used to calibrate the proposed model. A set of linear relationships of λ sat soil and λ dry soil was proposed for fitting functions adapted to that data:

λ sat soil = a 1 x s + b 1 γ d λ dry soil = c 1 x s + d 1 γ d (4) 
where x s and γ d are sand content and dry density of soils, a 1 and b 1 fitted parameters for saturated thermal conductivity are respectively 0.53W.m -1 .K -1 and 0.1W.m 2 .K -1 .(kN ) -1 , and where c 1 and d 1 fitted parameters for dry thermal conductivity are respectively 0.087W.m -1 .K -1 and 0.019W.m 2 .K -1 .(kN ) -1 .

To relate normalized thermal conductivity K λ to the degree of saturation S r , the equation proposed by Coté and Konrad [START_REF] Cote | A generalized thermal conductivity model for soils and construction materials[END_REF] was used:

K λ = κS r 1 + (κ -1)S r (5) 
Here, κ is a texture dependent parameter which varies linearly with sand content x s :

κ = e 1 x s + f 1 (6) 
where e 1 and f 1 are parameters fitted with the measured data. They are respectively 4.4 and 0.4.

To propose a theoretical model for the soil heat capacity C soil , the normalized heat capacity K C concept was used:

C soil = (C sat soil -C dry soil )K C + C dry soil ( 7 
)
where C dry soil and C sat soil are the heat capacity of dry and saturated soils.

Using the measured data and following the same procedure as that for K λ , a set of linear relationships for the fitting functions were proposed:

C sat soil = a 2 γ d -b 2 x s C dry soil = c 2 γ d -d 2 x s (8) 
where a 2 and b 2 fitted parameters for saturated heat capacity are respectively 7.5 × 10 4

J.(kN ) -1 .K -1 and 1 × 10 4 J.m -3 .K -1 , and where c 2 and d 2 fitted parameters for dry heat capacity are respectively 1.9 × 10 5 J.(kN ) -1 .K -1 and 1 × 10 5 J.m -3 .K -1 .

To relate normalized heat capacity K C to the degree of saturation S r , a linear equation was used:

K C = S r χ (9) 
Here, χ is a texture dependent parameter which varied linearly with sand content x s :

χ = e 2 x s + f 2 (10) 
where e 2 and f 2 are fitted parameters. They are respectively 0.05 and 1.0.

Numerical simulation of the EAHE system

In this section, taking into consideration the soil thermal properties of each layer, the numerical simulation of the experimental EAHE system is presented. In the numerical calculations, the soil temperature around the exchanger pipe was first estimated by using the surface air temperature and the soil thermal properties. The output air temperature was calculated by considering a transient thermal transfer between soil, exchanger pipe and air inside the exchanger.

Surrounding soil temperature at the buried depth of the exchanger pipe

Homogeneous soil condition was first considered. According to a semi-infinite condition, the soil temperature at the buried depth of the heat exchanger pipes was estimated by the following transient, heat conduction equation:

∂ 2 T soil (z, t) ∂z 2 = 1 α × ∂T soil (z, t) ∂t ( 11 
)
where α is the soil thermal diffusivity which is calculated by α = λ soil /C soil , and z is the depth below ground surface. The corresponding boundary condition at z = 0 is the ambient air temperature at the soil surface. According to a recent study on the analytical expression of ambient air at our experimental site [START_REF] Cuny | Simplification of boundary conditions of the modeling of shallow geothermalsystems[END_REF], a function composed of annual and daily pulsations of temperature, taking into account of annual variation of daily amplitude, was proposed:

T soil (0, t) = T amb air (t) = T m + A 0 • sin(ω y t + ϕ 0 ) + (A m + A 1 • sin(ω y t + ϕ 1 )) • sin(ω d t + ϕ 2 ) ( 12 
)
where T m and A m are the annual averages of temperature and daily amplitude, A 0 and A 1 represent respectively the annual amplitude of air temperature wave and daily variation amplitude, ω y = 2π/ (365 • 24 • 3600) s -1 is the annual pulsation frequency and ω d = 2π/ (24 • 3600) s -1 is the daily pulsation frequency, ϕ 0 , ϕ 1 and ϕ 2 are phase shifts of these three pulsations.

By using the expression [START_REF] Davarzani | Effect of solid thermal conductivity and particle-particle contact on effective thermodiffusion coefficient in porous media[END_REF], the solution of the equation ( 11) is obtained:

T soil (z, t) =T m + A 0 e - √ ωy 2α •z • sin ω y t + ϕ 0 - ω y 2α • z + A m e - √ ω d 2α •z • sin ω d t + ϕ 2 - ω d 2α • z + A 1 e -ωy +ω d 2α •z • sin ω d t + ϕ 2 - ω y + ω d 2α • z • sin(ω y t + ϕ 1 ) (13) 
as daily frequency ω d is much greater than the annual frequency ω y (ω d = 365×ω y ), ω y +ω d ≈ ω d , then the expression of soil temperature is simplified by:

T soil (z, t) =T m + A 0 e - √ ωy 2α •z • sin ω y t + ϕ 0 - ω y 2α • z + (A m + A 1 • sin(ω y t + ϕ 1 ))e - √ ω d 2α •z • sin ω d t + ϕ 2 - ω d 2α • z (14) 
As soil in the experimental EAHE site is multilayered (Figure 1), the expression of soil temperature at the buried depth of exchanger pipe is extended from the equation ( 14):

T soil (z, t) = T m + A 0 e - ωy 2α 1 z 1 - ωy 2α 2 z 2 - ωy 2α 3 (z-z 1 -z 2 ) • sin ω y t + ϕ 0 - ω y 2α 1 z 1 - ω y 2α 2 z 2 - ω y 2α 3 (z -z 1 -z 2 ) + (A m + A 1 sin(ω y t + ϕ 1 ))e - ω d 2α 1 z 1 - ω d 2α 2 z 2 - ω d 2α 3 (z-z 1 -z 2 ) • sin ω d t + ϕ 2 - ω d 2α 1 z 1 - ω d 2α 2 z 2 - ω d 2α 3 (z -z 1 -z 2 ) ( 15 
)
where z represents the buried depth of the pipe; z 1 and z 2 are the layer thickness of the vegetal soil and the natural soil backfill; α 1 , α 2 and α 3 represent respectively the thermal diffusivity of vegetal soil, natural soil backfill and fine sand.

Simulation of the heat transfer from soil to air

Once the soil temperature at the depth of earth-air exchanger was determined, the air temperature inside the pipe and its evolution along the length of the exchanger was calculated by using the three hypotheses described below.

First, it was considered that the thermal exchange is in a quasi-stationary state for each simulation instant t, which represents 20 minutes i.e. equal to the length of time between two data records. Second, there is a zone surrounding the pipe where the soil temperature is disturbed by the thermal exchange and so the soil temperature outside this zone is only impacted and determined by the surface temperature, as shown in the equation [START_REF] Nowamooz | Finite difference modeling of heat distribution in multilayer soils with time-spatial hydrothermal properties[END_REF]. Third, the air flow inside the exchanger pipe remains turbulent. Therefore, the thermal exchange between the pipe's wall and the air is considered as a forced convection.

Figure 5 shows the thermal exchange schema of a segment dx of the EAHE exchanger, where T soil (t) is the soil temperature at the average buried depth of the exchanger pipe, T air (x, t) and T air (x + dx, t) represent respectively the air temperature before and after this segment of pipe, r ext pipe and r int pipe are the external and the inner radius of the pipe, v air signifies air velocity.

In the radial direction, thermal flux per length unit q is expressed as:

q = q/dx = T soil (t) -T air (x, t) R cond + R conv (16) 
where R cond is the thermal conduction resistance from the soil to the inner side of pipe, and R conv represents the thermal convection resistance between the inner wall of pipe and the flowing air. R cond is composed of the thermal resistance of impacted surrounding soil and the pipe. Its expression is: 

R cond = R soil + R pipe = ln (r ext pipe + e soil )/
where r ext pipe and r int pipe represent respectively the inner and outer radius of pipe, and as proposed by [START_REF] Hollmuller | Analytical characterisation of amplitude-dampening and phaseshifting in air/soil heat-exchangers[END_REF], e soil is the thickness of soil layer impacted by the heat exchanger:

e soil = 2α / ω d ( 18 
)
where α is the soil thermal diffusivity within this thermal penetration thickness, and ω d is the daily pulsation frequency. The thermal convection resistance inside the pipe R conv is expressed as:

R conv = R air = 1 2πr int pipe • h air (19) 
Here the convective heat transfer coefficient h air depends on dimensionless numbers Re, P r and N u. According to [START_REF] Sacadura | Transferts thermiques-Initiation et approfondissement[END_REF] 

where ρ air is the air density, µ air is the air dynamic viscosity, λ air and Cp air represent respectively the thermal conductivity and the specific heat capacity of air.

In the direction of the flowing air, the heat exchange dQ between the surrounding soil to the air for this segment of pipe dx is written by:

dQ = q dx v air = q d 2 x v air = T soil (t) -T air (x, t) R soil + R pipe + R air (21) 
Therefore the change of air temperature between the input and output of this pipe segment dx is obtained:

dT air (x, t) = T air (x + dx, t) -T air (x, t) = dQ C air p ρ air πr int pipe 2 dx = T soil (t) -T air (x, t) (R soil + R pipe + R air ) v air C air p ρ air πr int pipe 2 dx (22) 
By resolving the equation ( 22) an analytical solution is obtained:

T air (x, t) = T soil (t) + T air (0, t) -T soil (t) e -Ãx with: Ã = (R soil + R pipe + R air ) v air C air p ρ air πr int pipe 2 -1 (23) 
It is assumed that the input air temperature is equal to the ambient air temperature:

T air (0, t) = T in air (t) = T amb air (t) (24) 
Therefore, the output air temperature of the EAHE for the required instant t is expressed by:

T out air (t) = T air (L pipe , t) = T soil (t) + T amb air (t) -T soil (t) e -ÃL pipe (25) 
where L pipe is the length of the exchanger pipe.

Numerical program

A computer program, written in language PYTHON, has been developed to simulate the EAHE system.

To obtain the analytical function of the soil temperature at the depth of the EAHE pipe [START_REF] Nowamooz | Finite difference modeling of heat distribution in multilayer soils with time-spatial hydrothermal properties[END_REF], an analytical function [START_REF] Davarzani | Effect of solid thermal conductivity and particle-particle contact on effective thermodiffusion coefficient in porous media[END_REF] was required to represent ambient air temperature. The parameters of this function were obtained with the help of the recorded outside air temperature data. A curve fitting following the least square method was developed in the program.

The output air temperature of the EAHE system was calculated for each recorded instant by using the proposed analytical model presented in section 3.3.2. The series of equations (from equation [START_REF] Leong | Effect of soil type and moisture content on ground heat pump performance: Effet du type et de l'humidité du sol sur la performance des pompes à chaleur à capteurs enterrés[END_REF] to equation ( 25)) was programmed to simulate the output air temperature for the whole period. The by-pass process of the whole EAHE ventilation system was taken into account to perform the simulations. When the by-pass system, associated to the EAHE, is activated, the air is extracted directly from outside. In this case, the output air temperature is equal to the outside ambient air temperature.

Results and discussion

Thermal properties of different soil layers of the EAHE site

The experimental results of the soil thermal properties were then simulated by the aforementioned theoretical approaches (see Figures 6 and7) using the sand content and dry density of each layer presented in Table 1.The comparison between the approaches and the experimental results demonstrates a good performance of the proposed approaches to estimate soil thermal conductivity and heat capacity. 

Simulation results of the EAHE system

In this part, the simulation results are presented for soil temperature, output air temperature and the cumulated exchanged of the EAHE energy. The simulation period was 3 years:

from July 13th 2014 to July 13th 2017. For this period the recorded data exists for all the sensors.

Soil temperature

To estimate the soil temperature at the depth of the EAHE pipe, an analytical function shown in table 2. Figure 8 shows the comparison between the simulation function and the measured results of the ambient air temperature. Some rupture zones are observed on the curves. These rupture zones are due to a lack of data for these periods because of different technical problems. The soil thermal properties corresponding to the average degree of saturation were used in the simulations. Their values were estimated by using the proposed approach in section 3.2.

T m [ • C] A 0 [ • C] A m [ • C] A 1 [ • C] ϕ 0 [rad] ϕ 1 [rad] ϕ 2 [rad]
With the ambient air temperature expression(equation ( 12)) and the soil thermal properties presented in Table 3, the equation ( 15) was used to calculate soil temperature at the average buried depth of the EAHE pipe with z = 1.03 m. Figure 9 shows the comparison between the estimated soil temperature and measured values at the same depth. It can be seen that simulation results are in accordance with recorded data. T out air was calculated from each measured input air temperature T in air that had been previously recorded every 20 minutes. Figure 10 shows the comparison between the simulation and summer (from June to September 2016) periods. For the whole period, a standard deviation of 0.69 • C was obtained. This shows an appropriate prediction of the proposed model.

Thermal conductivity λ soil [W.m -1 .K -1 ] Thermal capacity C soil [M J.m -3 .K -1 ] Thermal diffusivity α soil = λ soil /C soil [m 2 .
Nevertheless, compared with summer periods, a more remarkable difference is noticed for winter periods. It may be due to the non-consideration of the thermal flux coming from the underfloor of the nearby building which was heated during winter.

Cumulated exchanged energy of the EAHE system

To assess the global energy performance of the EAHE system, the heat exchange energy for 3 years was calculated by using the following equation:

E = φ(t)dt (26) 
where φ(t) is the power of the heat exchange at each instant t. It was obtained by:

φ(t) = v air π r int pipe 2 Cp air T in air (t) -T out air (t) (27) 
To distinguish the heating mode in winter and the cooling mode in summer, the heating energy was computed when the output air temperature T out air was higher than the input air temperature T in air while the cooling energy was added when T out air was less than T in air .

Table 4 shows the exchanged energy derived from measured and modelled data. A good performance of the proposed model is confirmed with the differences under 10 % between the calculated and measured exchanged energy. For the cumulated cooling energy, produced essentially in summer, this difference is even less than 1 %. As for the simulated output air temperature in winter, a greater difference is noticed for the cumulated heating energy. The neglecting of the heat transfer of the nearby heated underfloor during winter is probably the reason for this even greater difference.

Discussion of soil moisture content effects

Two extreme conditions, dry and saturated, of the surrounding soil were tested in the numerical simulations to assess the effect of soil moisture content on the long-term energy performance of the EAHE system. The evolution of thermal conductivity and capacity for the multi-layered soils was considered by the analytical approach proposed in section 3.2. Their values as well as the derived thermal diffusivity at dry and saturated conditions are shown in Table 5. The heating and cooling exchanged energies of the EAHE in dry and saturated conditions were calculated for the period from July 13th 2014 to July 13th 2017, by using the same air velocity and ambient air temperature. The results are shown in Table 6. When air velocity is 0.51 m/s, it is shown in Table 6 that the exchanged energies at the dry condition are a little higher than those at the saturated condition. This phenomenon can be explained by the soil thermal diffusivity values shown in Table 5. The thermal diffusivity values of three soil layers at the dry condition are lower than their values at the saturated condition. Since the soil temperature at the buried depth of the exchanger pipe, calculated by equation [START_REF] Nowamooz | Finite difference modeling of heat distribution in multilayer soils with time-spatial hydrothermal properties[END_REF], depends directly on the soil thermal diffusivity. A more important difference between the input air temperature and the soil temperature is found for soils with a lower thermal diffusivity. It means that the thermal exchange potential at the dry condition is more than that of the saturated condition. Meanwhile, the obtained output air temperature is also influenced by the soil thermal conductivity. The thermal exchange flux q, calculated by equation ( 16), depends not only on the difference between the input air temperature and the soil temperature at the buried depth of pipe but also on the soil thermal resistance R soil .

The higher the moisture content in soil layers, the higher the soil thermal conductivity (see Table 5) and the less the soil thermal resistance R soil . When the air velocity is 0.51 m/s, the change of thermal exchange potential due to soil moisture variation dominats the variation of thermal flux q, thus the calculated exchanged energy.

Moreover, the impact of soil moisture is very little in this case. A difference of less than 5% between the dry and saturated conditions is observed. This is due to the insignificant variation of soil thermal resistance R soil with the change of soil moisture compared to the combined thermal resistance (R soil + R pipe + R air ). Since the pipe thermal resistance R pipe is constant and small, the entire thermal resistance is mainly related to the air convection resistance R air inside the pipe. In fact, the estimated air convection resistance R air for the experimental site is high due to the low air velocity value(v air = 0.51 m/s). This low velocity was set to ensure an upper exchanging time between the air and earth and therefore an output air temperature closer to the soil temperature. In the simulations, the Reynolds number corresponding to this air velocity is equal to 5740 representing a turbulent flow (Re > 4000).

However, the fully developed turbulent flow (Re > 10000) that is necessary for an optimized thermal exchange was not reached [START_REF] Sacadura | Transferts thermiques-Initiation et approfondissement[END_REF].

For this reason, the energy performance of EAHE was also computed by using different air velocities varying from 1.0 m/s (with Re = 11255) to 4.0 m/s (with Re = 45020), which is the maximum recommended value to avoid a too great pressure loss and over energy consumption of ventilation reported in the German Guideline -Direct thermal use of underground [START_REF]VDI4604: Part4. Thermal use of the underground-direct uses. Standard[END_REF]. The exchanged energies for the soil with an average moisture content (see Table 4) are also presented in these figures. At a low air circulation velocity of 0.51 m/s, the three soil mois- ture conditions present almost the same cumulated exchanged energy, and the impact of water saturation is negligible, which is also noticed in Table 6. However, from the threshold air velocity of 1.0 m/s, which is necessary to reach a fully developed turbulent flow, these differences increase significantly. The exchanged energy is at its highest at the saturated condition. Conversely, it is at its least at the dry condition. Furthermore, these differences become greater as air velocity increases. At an air velocity of 4.0 m/s, the relative difference between dry and saturated conditions reach 46.4 % for heating and 42.4 % for cooling.

Conclusion

In summary, based on the recorded data of the instrumented EAHE site over a long period, the impact of soil moisture content on the long-term energy performance of the entire EAHE system was studied in this work.

Soil thermal properties at different water moistures were measured by using the heat-pulse dual probe and the stationary guarded hot plate device according to their textures. Based on these measurements, an analytical approach was proposed to determine the evolution of soil thermal conductivity and heat capacity depending on sand content, dry density and soil water saturation. The proposed approach was used to estimate the thermal properties of 3 soil layers of the EAHE site.

To assess the long-term energy performance of the EAHE system, a numerical simulation framework was proposed. By using external ambient air temperature, the evolution of soil temperature at the depth of exchanger pipe was estimated. The output air temperature of the EAHE exchanger was calculated by selecting the suitable impacted soil thickness around the pipe and the by-pass procedure applied to the system. The proposed model was validated due to its good performance concerning the simulation of the output air temperature and the estimation of the cumulated heating and cooling energy for a period of 3 years.

The impact of soil moisture on the long-term energy performance of the EAHE system was analyzed at dry, partially and fully saturated conditions, by using the proposed analytical approach of soil thermal properties. A very small impact of soil moisture content is noticed on the low air circulation velocity but a significant difference is noticed when air velocity was greater than the threshold value to reach the fully developed turbulent flow. This difference reaches more than 40 % for the maximum recommended air velocity of 4.0 m/s.

Figure 1 :

 1 Figure 1: Experimental EAHE site

Figure 2 :

 2 Figure 2: Input and output air temperature of the EAHE system from July 2012 to August 2017 (Input air temperature: Sensor A1-TEMP; Output air temperature: Sensor A4-TEMP)

Figure 3 :

 3 Figure 3: Scheme of KD2 Pro thermal properties analyser: (1) mould, (2) SH-1 sensor, (3) cable, (4) microcontroller.

Figure 4 :

 4 Figure 4: Scheme of hot plate test apparatus: (1) hot plate, (2) cold plate, (3) insulations, (4) temperature sensors, (5) soil sample

Figure 5 :

 5 Figure 5: Thermal exchange schema of a segment of the EAHE pipe

Figure 6 :

 6 Figure 6: Theoretical predictions and experimental measurements of the soil thermal conductivity: a) vegetal soil, b) fine sand, c) natural soil backfill

Figure 7 :

 7 Figure 7: Theoretical predictions and experimental measurements of the soil heat capacity: a) vegetal soil, b) fine sand, c) natural soil backfill

( 12 )

 12 was required to represent ambient air temperature. The parameters of this function were obtained by a curve fitting of the recorded outside air temperature data from July 13th 2014 to July 13th 2017. Besides the annual pulsation frequency ω y = 2π/(365 • 24 • 3600) s -1 and the daily pulsation frequency ω d = 2π/(24 • 3600) s -1 , other necessary parameters are
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 89 Figure 8: Curve fitting of the external air temperature

Figure 10 :

 10 Figure 10: Comparison between the modelled results and the measured values for the EAHE output air temperature

Figures 11 and 12

 12 Figures 11 and 12 show respectively the cumulated cooling and heating exchanged energy

Figure 11 :

 11 Figure 11: Graph of the cumulated EAHE cooling energy (from 2014-07-13 to 2017-07-13) with different air velocities at different saturation conditions

Figure 12 :

 12 Figure 12: Graph of the cumulated EAHE heating energy (from 2014-07-13 to 2017-07-13) with different air velocities at different saturation conditions

Table 1 :

 1 Particle-size distribution and dry density for 3 soil types

	Soil type Sand content x Vegetal soil 35	13.5
	Fine sand	50	14.2
	Natural soil	80	16

s (%) Dry density γ d (kN.m -3 )

Table 2 :

 2 Obtained parameters for the external ambient air temperature expression

Table 3 :

 3 Estimated soil thermal properties at average degree of saturation

	Soil	Average degree
	type	of saturation
		Sr[%]

Table 4 :

 4 Cumulated exchanged energy for three years derived from measured and modelled data at average moisture conditions

	Exchanged Energy	Values calculated	Values calculated	Relative difference
		from experimen-	from	simulated	[%]
		tal data [kW h]	data [kW h]
	Cooling Energy	244	242		0.82
	Heating Energy	477	433		9.22

Table 5 :

 5 Thermal properties of different soil layers at dry and water saturation conditions

	Soil	Degree of	Thermal	Thermal	Thermal
	type	saturation	conductivity	capacity	diffusivity
		Sr[%]	λ soil [W.m -1 .K -1 ]	C soil [M J.m -3 .K -1 ]	α soil = λ soil /C soil
					[m 2 .s -1 ]
	Vegetal soil	0	0.35	1.23	0.28 × 10 -6
	Vegetal soil	100	1.86	3.13	0.59 × 10 -6
	Sand	0	0.34	1.06	0.32 × 10 -6
	Sand	100	1.84	2.68	0.69 × 10 -6
	Natural soil	0	0.32	1.01	0.32 × 10 -6
	Natural soil	100	1.72	2.55	0.67 × 10 -6

Table 6 :

 6 Cumulated exchanged energy for three years derived from modelled data at dry and saturation conditions

		Exchanged En-	Exchanged En-	Relative difference
		ergy	at	dry	ergy at saturation	[%]
		condition [kW h]	condition [kW h]
	Colling Energy	256			252	1.56
	Heating Energy	472			453	4.03
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