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In this contribution we discuss the dynamic development of hydraulic fractures, their evolution and the resulting seismicity during fluid injection in a coupled numerical model. The model describes coupling between a solid that can fracture dynamically and a compressible fluid that can push back at the rock and open fractures. With a series of numerical simulations we show how the fracture pattern and seismicity change depending on changes in depth, injection rate, Young's Modulus and breaking strength. Our simulations indicate that the Young's Modulus has the largest influence on the fracture dynamics and the related seismicity. Simulations of rocks with a Young's modulus smaller than 10 GPa show dominant mode I failure and a growth of fracture aperture with a decrease in Young's modulus. Simulations of rocks with a Young's modulus higher than 10 GPa show fractures with a constant aperture and fracture growth that is mainly governed by a growth in crack length and an increasing amount of mode II failure. These results are very important for the prediction of fracture dynamics and seismicity during fluid injection, especially since we see a transition from one failure regime to another at around 10 GPa, a Young's modulus that lies in the middle of possible values for natural shale rocks.

Introduction

Hydraulic fracturing is the process of creating cracks within a rock volume by increasing the 2 fluid pressure until the rock fractures (Hubbert & Willis, 1959;[START_REF] Nordgren | Propagation of a vertical hydraulic fracture[END_REF]Valko & 3 Ecomides, 1995). It plays an important role in the geophysical, geomechanical and structural 4 mechanics of the Earth's crust in a wide variety of geological settings [START_REF] Fyfe | Fluids In The Earth's Crust: Their Significance In Metamorphic[END_REF] and has a 5 growing interest in geotechnical and industrial applications [START_REF] Baria | HDR/HWR reservoirs: 31 concepts, understanding and creation[END_REF]; Urbancic et 6 al., 1999; [START_REF] Warpinski | Apparatus and method 10 for monitoring underground fracturing[END_REF]. A hydrofracture develops if the fluid overpressure exceeds Fractures typically grow once the critical stress intensity factor is reached for materials 13 [START_REF] Inglis | Stress in a plate due to the presence of sharp corners and cracks[END_REF][START_REF] Griffith | The phenomena of rupture and flow in solids, Philosophical transactions of the 17 royal society of london[END_REF][START_REF] Irwin | The effect of size upon fracturing[END_REF]). The stress intensity factor can be viewed as the 14 prefactor of the stress singularity around a crack tip in an elastic rock, which is dependent on 15 the crack length and its opening width or aperture [START_REF] Anderson | Fracture Mechanics: Fundamentals and Applications[END_REF]. At this point the rock [START_REF] Griffith | The phenomena of rupture and flow in solids, Philosophical transactions of the 17 royal society of london[END_REF] properties such as the Young's modulus and Poisson ratio become important because they 17 will influence the elastic response of the rock to the stress around the crack [START_REF] Ohta | Effect of Young's modulus on basic crack propagation 11 properties near the fatigue threshold[END_REF] 18 [START_REF] Tandaiya | Effect of Poisson's ratio 37 on crack tip fields and fracture behavior of metallic glasses[END_REF]. Especially the Young's modulus is very variable depending on the 19 rock type. It can vary from around 6 GPa for clay minerals [START_REF] Prasad | Measurement of Young's modulus of 18 clay minerals using atomic force acoustic microscopy[END_REF], to up to 8 20 GPa to 50 GPa for shale [START_REF] Sayers | The effect of anisotropy on the Young's moduli and Poisson's ratios of shales[END_REF] and up to 70 GPa for limestones [START_REF] Sachpazis | Correlating Schmidt hardness with compressive strength and Young's modulus 27 of carbonate rocks[END_REF]).

21

The Young's modulus is the main component, which defines the compressibility of the 22 material and thus has a major role in controlling the shape of the fracture. If the rock is very 23 soft the crack will become elliptical with a large aperture, whereas it remains thin when the 24 rock is hard.

25

Fracturing usually occurs in extensional or shear mode depending on the setting and balance 26 between the differential stress σ 1 -σ 3 as well as the least compressive stress in a rock if it 27 becomes tensile [START_REF] Cobbold | Seepage forces, important factors in the formation of 38 horizontal hydraulic fractures and bedding-parallel fibrous veins ('beef'and 'conein-cone[END_REF]. In most cases in the Earth's crust, a triaxial 28 stress distribution due to the gravitational loading prompts shear opening and for tensile 29 fractures to develop an additional stress is required. This stress is thought to come from fluid 30 overpressure that builds up in the pore space and pre-existing fractures in the rock (Sachau et 31 al., 2015), or is increased during hydraulic pumping.

32

Stresses that build up in a fluid saturated rock must be divided into stresses that act on the 33 solid and fluid and those that act only on the solid [START_REF] Von Terzaghi | Principles of soil mechanics[END_REF]. Stresses acting only 34 on the solid are termed effective stress (𝜎 𝑖𝑗 ′ ) and can be described by Terzhagi's law:

35

𝜎 𝑖𝑗 ′ = 𝜎 𝑖𝑗 -𝑃 𝑓 𝛿 𝑖𝑗

36

(1)

37
where 𝜎 𝑖𝑗 is the stress tensor, 𝑃 𝑓 is fluid pressure and 𝛿 𝑖𝑗 is Kronecker delta with positive sign Coloumb failure envelope in the tensile regime, the rock will fail (Fig. 1).

2 However, this representation is an oversimplification and Cobbold and Rodriguez (2007) and however the circle is shrinking at the same time.

9

Hydrofracturing is a complex interaction process and consists of at least a two way feedback representing the fluid (Fig. 2) and is part of the "Elle" package [START_REF] Bons | Microdynamics simulation[END_REF]. In the model the triangular network is constructed of disk-shaped particles of constant radius 23 interconnected by springs (discrete element model or DEM). Such model configuration in 2D 24 mimics the isotropic elastic behavior of solid materials and can be used to model deformation 25 problems in systems described by linear elastic theory [START_REF] Flekkøy | Modeling hydrofracture[END_REF] (4)

14
where φ is the porosity, β is the fluid compressibility, P is the fluid pressure deviation from 𝐾(𝜌) = 𝑑 2 (𝜙) 3 180(1 -𝜙) 2 

24

(5) 25 where d is the particle diameter and 1/180 is an empirical constant for packing of spheres 26 [START_REF] Carman | Fluid flow through granular beds[END_REF][START_REF] Ghani | Dynamic Development of 14 Hydrofracture[END_REF][START_REF] Ghani | Dynamics of hydrofracturing and permeability 12 evolution in layered reservoirs[END_REF].

27

Deformation mechanics are driven by the momentum exchange between the two phases, solid 28 and fluid. The total force applied on the particles is compiled from three main constituents where xi and xj are the positions of the connected particles, 𝑘 𝑖𝑗 is the elastic (spring) constant

6
of their contact, 𝑛 ̂𝑖𝑗 is unit vector pointing from the centroid of particle i to particle j and the Lastly the gravity force that is acting on every particle is calculated according to

18 19 𝑓 𝑖 𝑔 = 𝜌 𝑠 𝜋𝑅 𝑖 2 𝑔𝐶 20 ( 9 
)
21
where 𝜌 𝑠 denotes the solid mass density, 𝑅 𝑖 2 = 𝑟 𝑖 2 𝑆, where S is the dimension of the real 22 system (1000m), g is the gravitational acceleration vector and C =2/3 is a scale factor (after 23 [START_REF] Ghani | Dynamics of hydrofracturing and permeability 12 evolution in layered reservoirs[END_REF] used to acquire a compatible one dimensional lithostatic stress that can be 24 applied to an isotropic 2D linear elastic solid.

25

The buoyancy term itself can be written according to Ostrogradsky's theorem as

26

-∫ 𝜌𝑓 𝑔𝑧 𝑛 ̂𝑑𝐴 = -𝜌 𝑓 𝜋𝑅 𝑖 2 𝑔𝐶 (Mory, 2013), so that the total effect of gravity, the direct one 27 plus the buoyancy effect, is (𝜌 𝑠 -𝜌 𝑓 )𝜋𝑅 𝑖 2 𝑔𝐶 , which incorporates the effects that gravity has The solid porosity that is used for the fluid pressure evolution in the fluid lattice is described 12 Once a fracture occurs, it is possible to calculate the seismic moment of the event. To do this 13 we assume that the fracture plane lies perpendicular to the midpoint of the spring connecting

14
the two fracturing particles. The total amount of movement can be calculated and then 15 subdivided into ut and us which represent pure tensile and pure shear movement respectively.

16

For simplicity we assume that the fracture area is equal to the sum of radii of particles broken The figure shows the decomposition of total particle displacement (Utot) into shear (Us) and tensile 31 components (Ut), which are respectively parallel and perpendicular to the imagined failure surface.

32

The failure surface lies perpendicularly to the broken elastic spring. Lastly, as we have both pure 33 tensile and pure shear movements, we introduce the concept of movement mode ratio which is 34 defined as Us/Ut . In this case ratios smaller than 1 are dominated by extensional fracturing whereas 35 ratios larger than 1 become shear fracture dominated 36

The numerical models have been extensively used in the literature and have been shown to Therefore, we assume that at these small time steps the model behaves quasi-continuously. The model has the following parameters: it is assumed to simulate a system that is 1 km 2 in 13 area represented by 400x400 particles. The sides and the bottom of the model box are 1). increasing with the magnitude of the event (Fig 6a). However, this trend is not linear and it 30 can be seen that there are some mixed mode Imode II events that have a very low 31 magnitude. Figure 6 further illustrates the bulk of the events record on the negative side of The given model is limited in the possibility to observe aseismic events due to logging only 1 the position of the particles at the end of each time step. Therefore, the dynamics of the 2 particle movement during the relaxation phase of the lattice are not observed or recorded.

3 There is however significant potential for aseismic activity. To illustrate this we recorded the 4 average amount of movement of particles located along the fracture walls during the time 5 steps when no active fracturing takes place (Fig. 7). Figure 7 shows results from the default 6 model setup but identical trends are observable in all control parameter configurations. The 7 amount of movement is an order of magnitude lower than that during time steps when bond 8 breakage occurs, however it follows the same pattern where there is greater increase in values 9 in the initial stages of fracturing and subsequent decline in the later stages. This would be 10 indicative of the hypothesis that large amounts of energy are being released aseismically 11 alongside the energy released during active fracturing and may not be directly observed. (Fig. 9a), the distribution of fracture wall displacement or aperture (Fig. 9b), the distribution 36 of the amount of broken bonds for single fracture events (Fig. 9c) and the distribution of The moment magnitude (Fig. 9a) changes in a complicated, non-linear manner as a function 17 of changes in the Young's Modulus. From 4.5 to 10 GPa the moment magnitude decreases 18 followed by an increase towards higher Young's modulus values. The average displacement 19 of the fractures shows clearly that the displacement median/mode is becoming smaller with 20 an increase of the Young's Modulus until 12.5 GPa from where it stays constant (Fig. 9b).

21

The overall distribution becomes smaller with increasing Young's modulus leading to a 22 constant displacement at high values. The fracture area shows a minor initial decrease from 23 4.5 GPa to 10 GPa and then an increase in area (Fig. 9c). The increase in fracture area is most 24 pronounced from 20 to 30 and 40 GPa. Simulations with the highest elastic constants seem to 25 have events where a larger amount of bonds break accounting for longer fractures and thus a 26 larger fracture area. A change of the Young's modulus has a strong influence on the fracture 27 mode ratio during the simulations (Fig. 9d). At low Young's modulus (from 4.5 to 10 GPa) 28 the fracture mode is mainly extensional with a relatively narrow distribution whereas higher 29 Young's moduli (12.5 to 40 GPa) show a much higher amount of shear fractures in addition 30 to mixed extensional/shear failure. The transition between these two regimes is very rapid 31 between the values of 10 and 12.5 GPa followed by unchanging behaviour at greater values.

32

The mean value of the logistic distribution is almost constant, around 1 to 3 (0.3-0.5) ratio of 33 shear versus tensile movement, for the lower Young's moduli, and becomes constant again, 34 around 1 to 1 (1.0) ratio, once the fracture mode changes at higher Young's moduli. In To see how the change in overburden pressure would influence the fracturing process, the 2 depth of the simulation was changed from 3 km to 1 km and the Young's modulus was varied 3 between the simulations in a similar fashion to the default case. Reducing the overburden 4 produced a significant decrease in fracturing in general, so that sometimes the results yielded 5 as much as ten times less fractures than at 3 km. The lower overburden stress led to an 6 increased porosity, which also meant that the fluid pressure gradients were lower and less 7 fractures developed (Fig. 5b). This resulted in a smaller amount of data points and thus more 8 noise in the data. However, when analysing the fracture displacement or aperture data, a very 9 similar trend to the 3 km cases can be observed where there is a rapid decrease of wall 10 displacement with an increase in Young's modulus followed by a steady aperture with the The other parameters (moment magnitude, mode ratio, fracture area), when analysed, 13 produced a high amount of noise in the results and thus showed very high uncertainty and no 14 clear relation with changes in Young's modulus. In a third set of simulations we changed the Young's modulus in simulations with a lower 17 injection rate of 50000Pa/30s. Changing the injection rate from 80000Pa/30s to 50000Pa/30s did not change the behaviour 24 of the simulations much. Both displacement and area change trends showed the same pattern 25 that was observed at higher injection rate with a change in behaviour at 10 GPa. The moment 26 magnitude pattern was almost identical in both cases with differing injection rates. The only 27 significant change was the movement mode pattern where the behaviour changes at 9 GPa 28 rather than 10 GPa. The data line is uneven as rather than going through a single fracture, it crosses a fracture The σyy (vertical) stress behavior is different for soft and hard rocks. In the case of a soft rock 1 it tends to be slightly extensional at the boundary of the fracture and then changes to 2 compressive further away. When looking at the hard rock, the stress is mainly compressive 3 with a small tensile area at the very center and the switch from tensile to compressive is more 

29

The resolution of the model (amount of particles in the simulation) has an influence on the 30 amount of fractures that can be produced in the model but the crack tip stress is not directly 31 dependent on the particle size. The stress at the crack tip is given by the extension or shearing 32 of springs which is only determined by the relaxation threshold that is used to solve the stress 33 field, which is in the order of 4 magnitudes smaller than the particle size. Figure 16 shows 34 that the fracture network itself does not change in geometry at different resolutions, except 35 for the fact that a higher resolution simulation produces a more detailed fracture network with 36 more branches. shows a high resolution simulation of the hard rock. In this case the ratio between the fluid input area 45 and the particle size is changed to twice the size in the horizontal and vertical direction, meaning that 46 fluid is injected in four cells and not only in one cell as is the case with a) and b). The fracture pattern 47 in the high resolution simulation is the same as in b) but twice the size illustrating that the scale and 1 pattern of the fracture network is not dependent on the resolution of the model. The number of fractures that develop is a non-linear function of the breaking strength. 
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  the sum of the least compressive stress and the tensile strength of the rock (Cobbold & 8 Rodrigues, 2007). During industrial hydrofracturing large quantities of fluid are pumped into 9 a finite pore volume generating an overpressure and an outward push, which will lead to 10 brittle failure and the development of fractures (Pearson, 1981; Zoback & Harjes, 1997; 11 Niebling et al., 2012).

12

 12 

38 conversion.

 38 The most common way to illustrate the 2D stress state within a rock is by using a 39 Mohr diagram plotting shear against normal effective stress, with σ 1 and σ 3 at the right hand 40 side of the diagram in the compressive state. 𝑃 𝑓 reduces the value of the effective stress and 3 pushes the Mohr circle towards the left hand side. Once the circle transects the Mohr-1

3

  Ghani et al. (2015) have shown with experiments and simulations that an increase in fluid 4 overpressure in a simple sedimentary basin will lead to a local decrease of the differential 5 stress of the effective stress tensor due to seepage forces. In this case the fluid overpressure 6 has an anisotropic effect on the effective stresses. The Mohr circle for the effective stress 7 state as such is still moving towards the left hand side into the regime of tensile failure,8

10 between( 21 [Figure 1 ] 22 Fig. 1 a

 10211221 Fig. 1 a) Standard Mohr circle diagram of effective stress showing how an increase in fluid pressure 23 shifts the Mohr circle from its initial compressive stress state at the right hand side to the left into the 24 tensile regime leading to failure; Note that the differential stress remains constant. b) Mohr circle 25 diagram of effective stress in the model illustrating the anisotropy of stress changes when fluid 26 overpressure or pressure gradients are taken into account. Locally the system will fluidize, the 27 differential stress goes to zero or becomes very small leading to mainly mode I failure 28 29

10 In

 10 order to numerically simulate the development of hydrofractures we employ a discrete 11 element model (Latte), which is built upon a 2D triangular setup coupled with a square grid 12

Fig. 2

 2 Fig. 2 Schematic illustration of the DEM (discrete element model) grid overlying the fluid pressure 17 nodes. The DEM grid is triangular whereas the fluid grid is square and larger than the DEM. Both 18 grids are mapped onto each other using tent functions to minimize grid effects. The fluid grid is 19 stationary whereas the DEM grid can move 20 21 22

15 hydrostatic,

 15 and us is the solid velocity field. K and μ stand for permeability and fluid 16 viscosity respectively. The left hand side of the equation is the Lagrangian derivative of pore 17 pressure following the solid matrix, the first term on the right expresses the Darcy fluid 18 pressure diffusion relative to the particles, the last term is a source term. The source term 19 expresses pressure change as a function of a change in the solid if particles move apart in the 20 local reference of the Darcy flow (Ghani et al., 2013). The Kozeny-Carman relation is used to 21 express K as a function of local porosity φ 22 23

7 13 ( 8 ) 14 where

 13814 sum runs over all the connected neighbours j. Once the change in relative particle positions 8 occurs, the resulting force can be decomposed into tensile and shear components. Further 9 details on this methodology can be found in work by Sachau & Koehn (2014). 10 The fluid force fp that acts on the surface normal dA of the unit cell is a function of the fluid 11 flow due to the pressure gradient and is described as 12 𝑓 𝑝 = -∫ 𝑃 0 𝑛 ̂𝑑𝐴 P0 = P + ρf gz is the local total fluid pressure, z depth, ρf density of the fluid and g 15 gravity constant. It is the sum of a term due to viscous forces arising in the case of fluid flow 16 through the solid, -∫ 𝑃𝑛 ̂𝑑𝐴, and a buoyancy term, -∫ 𝜌𝑓 𝑔𝑧 𝑛 ̂𝑑𝐴.
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 17 

28 on

 28 both solid and fluid: this drives the effective stress field σ' =(ρs -ρf)gz in the system in a 29 hydrostatic situation(Niebling et al., 2010a).

30

 30 

31 by 34 Finally 4 7 particle over the four nearest fluid grid nodes 8 𝑠

 3134478 the solid mass fraction of solid particles within a fluid cell and changes due to 32 compression, solid movement or fracturing. The solid movement itself between two 33 deformation steps affects the source term in equation 4. , the model is set up in a way that the fluid continuum grid overlies the DEM so that 1 their boundaries coincide. Since the fluid grid is set to be twice as large as the DEM matrix, 2 the model uses the "cloud in the cell" method to facilitate the two-way interaction between 3 the porous matrix and the hydrodynamic phase[START_REF] Ghani | Dynamic Development of 14 Hydrofracture[END_REF][START_REF] Johnsen | Pattern formation during air 37 injection into granular materials confined in a circular Hele-Shaw cell[END_REF][START_REF] Vinningland | Granular 5 rayleigh-taylor instability: Experiments and simulations[END_REF][START_REF] Fyfe | Fluids In The Earth's Crust: Their Significance In Metamorphic[END_REF]. The interaction between the porous solid and hydrodynamic 5 phases is accomplished through the projection operator from the discrete space to the fluid 6 grid space by the help of the smoothing function s(ri-r0), which distributes the weight of the x,z) and ro(xo,zo) are the positions of the particle and the continuum node 11 respectively, w1 = |x -xo| and w2 = |z -zo| are the relative distances.

17 across 19 𝑀 21 where 22 ( 29 Fig. 3

 17192122293 Fig.3Calculation of the Moment Tensor after failure takes place (spring between particles breaks).30The figure shows the decomposition of total particle displacement (Utot) into shear (Us) and tensile 31 components (Ut), which are respectively parallel and perpendicular to the imagined failure surface.32The failure surface lies perpendicularly to the broken elastic spring. Lastly, as we have both pure 33 tensile and pure shear movements, we introduce the concept of movement mode ratio which is 34 defined as Us/Ut . In this case ratios smaller than 1 are dominated by extensional fracturing whereas 35 ratios larger than 1 become shear fracture dominated 36

1

  reproduce experimental and analytical solutions for fracturing(Niebling, 2012), roughness 2 growth (Koehn et al., 2003, 2012) and solid fluid interactions in granular (Niebling et al., 3 2010a, 2010b) and solid media (Flekkøy et al., 2002, Ghani et al., 2013, 2015) as well as in 4 landslides (Parez et al., 2016) or soil liquefaction (Clément et al., 2018; Zeev et al., 2017). 5 Since time steps in the model are discrete they had to be calibrated in order to avoid 6 overstepping the breaking threshold by unreasonably large amounts, which would lead to the 7 model stepping controlling the behavior. The time step was decreased until changes in stress 8 and magnitudes as well as fracturing behavior became independent of the model step size.
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  14 represented by fixed walls that are frictionless. The upper boundary is open, and force is 15 applied controlled as a function of gravity of the overlying rock units. Fluid is injected in one 16 fluid cell at the centre of the lower part of the model (Fig. 4). Time steps in the model are 30 17 seconds each and the models typically run 10'000 time steps. The fluid has a density of 1000 18 kg/m 3 and a viscosity of 8.90 × 10 -4 Pa•s, which are the properties of water at temperature of 19 25 o C. Variables that were changed include depth (overload varying from 1 to 3 km with a 20 density of overlying sediments of 2.5 × 10 3 kg/m 3 ), initial porosity, fluid injection rates, 21 Young's modulus and brittleness (breaking strength and its distribution) of the rock. The aim 22 was to study how these changes affect the tensile/shear movement ratio distribution, the 23 magnitude and the fracture pattern. A setting with 3 km depth, 0.33 Poisson's ratio, 6 GPa 24 Young's modulus, ~1% porosity, 34 MPa tensile strength and 80000Pa/30s injection rate was 25 our default setting. This setting was chosen because the mechanical properties of the rock are 26 close to those of a typical shale, yet the increased depth guaranteed an increased principal 27 stress and thus a larger amount of fracturing, which provides more data. Variations of these 28 settings were performed in order to study the effects of the different variables on the 29 hydrofracturing (Table

8 9Fig. 4 29 [

 8429 Fig.4 The setup of the numerical model is 2D, bounded by fixed walls on the right and left hand sides 10 and the bottom while a stress corresponding to the weight of the overburden is applied from the top. 11Fluid is injected at the centre of the lower part of the model 12 13

30 31Fig. 5

 305 Fig. 5 a) The model shows four stages of fracture evolution: 1) build up of stress, 2) fracturing, 3) 32 residual fracturing, 4) seeping. Timing and intensity of the fracturing depends upon the parameters, 33 for the default setting time step intervals for these stages are 1) 0-1000, 2) 1000-4000, 3) 4000-7500, 34 4) >7500. Changing the parameters of the model moderates the timing and intensity of the fracturing, 35 however the overall pattern is preserved in all cases. b) Figure shows changes in the vertical fluid 36 pressure gradient averaged over the entire system. The model starting parameter is hydrostatic 37 pressure. 10 KPa value is calculated as a difference between top and bottom boundary of the 38 simulation box, which is 3 and 4 km. In the default setting the fluid pressure gradient is less 39 susceptible to changes due to a low initial porosity and relatively high fluid injection rate. Once the 40

13 14 [

 1314 Figure 6] 

Fig. 6 a 26 Figure

 626 Fig. 6 a) Figure shows the moment magnitude of the fracturing events in a model versus the mode of 18 fracturing in a default setup. All results produce an observable trend of an initial moment magnitude 19 increase as fracturing becomes more shear-like followed by a decrease of magnitude and increase of 20 shear component. This shows that there is no simple linear relationship between the amount of shear 21 in the fracture and the moment magnitude of the event. b) Figure illustrates the evolution of moment 22 magnitude values as a function of time for a model run in a default setup. The greatest moment 23 magnitude values can be observed during the phase of the most active fracturing (time-step 1000-24 4000) and tend to decrease towards the later phases of the model evolution 25 26

32 the

 32 magnitude scale. The few events that do record on the positive side do not overstep a 33 magnitude of 0.5 and thus are very low. Figure 6b illustrates the evolution of moment 34 magnitude values as a function of time for a model run. Fracturing events with higher 35 magnitudes occur early at stages of most active fracturing and magnitudes decrease towards 36 the later stages of the fracture development.

14 15Fig. 7 22 23

 14722 Fig. 7 Average displacement of particles during the time steps when active fracturing (seismic) takes 16 place versus average displacement of all the particles across the fracture walls during time steps when 17 no active fracturing is occurring (aseismic) 18 19 20 21

37 movement 40 [

 3740 mode ratios in model runs (mode I versus mode II, Fig.9d). The plots on the right 38 hand side of the figure show the evolution distributions' modes/means when changing 39Young's modulus from soft rock setting through to hard rock setting.Figure 8] 

Fig. 8 4 [Figure 9 ] 5 Fig. 9

 84959 Fig. 8 Displacement data for experiments with E=4.5 GPa (left) and E=30.0 GPa is binned according 1 to the percentage of the total data falling within each of the intervals. Logistic distribution probability 2 density functions are then calculated for data point distributions 3 4

35 summary

 35 an increase in Young's modulus has a strong influence on the mode of fracturing 36 changing from extensional mode dominated at Young's moduli below 10 GPa to mixed mode 37 with a higher amount of shear fractures at higher values. The behaviour of the moment 38 magnitude as a function of Young's modulus is complex. Fracture wall displacement or 39 aperture of the fractures decreases with an increase of Young's modulus and becomes 40 stationary at high values (>20 GPa). The amount of broken bonds or the fracture area is not 41 changing much for small Young's modulus values but increases from values of 20 GPa and 42 higher.

11 turning

 11 point at around 15 GPa (Fig 10).

12

 12 

Fig. 10

 10 Fig. 10 Logistic distribution curves showing average fracture wall displacements for a series of 21 Young's moduli at depth of 1 km. The behaviour is very similar to the 3 km deep reference case 22 23

29 30 [Figure 11 ] 31 Fig. 11

 2930113111 Fig.11The figure shows the amount of bonds broken during an experiment for a series of Young's 32 moduli normalized by the tensile breaking strength of the rock. Increasing Young's modulus and 33 decreasing the breaking strength both lead to more fractures 34[START_REF] Clément | Sinking during earthquakes: 36 Critical acceleration criteria control drained soil liquefaction[END_REF] 

8 22 𝜎′ 26 Fig. 12 Figure 34 Figure 12 5

 82226123412 Fig. 12 Figure shows the calculated crack tip stress from the crack aperture and length as a function of 27 Young's Modulus (E). Both crack aperture and length values are derived as means/modes using the 28 logistic distribution function for all the data. The plot shows two regimes, below 10 to 11 MPa 29 Young's Modulus the crack tip stress increases rapidly, whereas at Young's Moduli higher than 11 30 MPa the crack tip stress increase is only minor. These two regime represent two failure regimes, 31 below the critical Young's Modulus the fractures are soft and open whereas at higher values the 32 aperture is constant the crack propagates by an increase in length 33 34

14 [

 14 Figure 13] 

15 16Fig. 13 19 [

 151319 Fig. 13 Figure shows schematic placement of the profiles used to calculate the difference in σxx 17 (horizontal) and σyy (vertical) stress between the first and last time steps in the experiments. The 18 profiles cover fracture networks rather than single fractures and thus show fluctuations in stress 19

23

  Figure 15.

26 [

 26 Figure 15] 

27 28 Fig. 15 Figure

 2815 Fig. 15 Figure shows schematic illustration of stress in soft and hard rocks. Arrows pointing towards 29 the centre of fracture indicate compressive stress while arrows pointing outwardsextensional 30

34

 34 

Fig. 14

 14 Fig.[START_REF] Pearson | The relationship between microseismicity and high pore pressures during 15 hydraulic stimulation experiments in low permeability granitic rocks[END_REF] Profiles of change in σxx (horizontal) and σyy (vertical) stress throughout the experiment along the horizontal (left) and vertical (right) lines of profile. The horizontal profile shows an increase in σxx stress on each side of the fractured area representing a compaction zone, which is much more pronounced in the soft rock. The vertical profile shows a significant difference of σxx stress for soft versus hard rocks with hard rocks showing only compression whereas soft rocks have a tensile region at the top of the fracture. Both vertical profiles are anisotropic reflecting gravity

4 abrupt.

 4 At the crack tip soft and hard rocks behave quite differently, especially at the top of 5 the fractured area. Both soft and hard rock scenarios show a bimodal behavior where both σxx 6 and σyy stresses change from extensional to compressive closer to the end of the fractured 7 area. However, in the case of soft rocks, the σxx stress becomes sharply extensional just 8 outside the fractured area, while in the case of the hard rock scenario, no sudden change in 9 stress is observed. This backs up the theory that fracture development in the case of soft rocks 10 is mostly governed through lateral extension and increase of the fracture aperture as the stress 11 regimes readily allow for lateral expansion at the crack tip. The relatively higher σxx stress 12 values at the sides of the fracture suggest extensive expansion in that direction. In the case of 13 the hard rock, the length is the key value behind the crack growth. In the case of the soft rock 14 the fracture tip is already in extension before the crack propagates and the fluid pushes 15 outwards to pull the solid apart for further fracturing. This behavior is very similar to 16 fracturing in granular media where grains are being pushed apart (Eriksen et al. 2017, 2018, 17 Niebling et al. 2012) and would represent mode I extensional failure. In contrast the hard 18 rock fracture tip is actually under compression. The stress concentration in the hard rock case 19 is very high at the crack tip, so that almost any tensile stress at the tip exceeds the breaking 20 strength and leads to fracture propagation. The effect of these different mechanisms results 21 in different slopes for hard rocks in Figure 12.

22

 22 

Figure 15

 15 Figure 15 illustrates that in soft rocks the cracks are shorter and have rounder shape. In this

37 [

 37 Figure 16] 

38 39Fig. 16 Figure

 3816 Fig. 16 Figure shows the fracture patterns (blue particles) in detail for a hard (50 GPa) versus a soft 40 (5GPa) rock. a) Simulation of a soft rock with four distinct shear fractures and a central mode I 41 region. b) Simulation of a hard rock with a much more pronounced central fractured area in 42 comparison to the soft rock. c) shows details of the central parts where distinct openings can be seen 43 in the soft rock in the central part representing an opening elliptical crack when the rock is soft. d) 44shows a high resolution simulation of the hard rock. In this case the ratio between the fluid input area 45 and the particle size is changed to twice the size in the horizontal and vertical direction, meaning that 46 fluid is injected in four cells and not only in one cell as is the case with a) and b). The fracture pattern 47

4

 4 In this contribution we show numerically how hydrofracturing during fluid injection develops 5 in 4 distinct stages: 1) build up of stress, 2) fracturing, 3) residual fracturing, 4) seeping. The 6 Young's modulus of rocks and their breaking strength change the fracturing behavior 7 resulting in two predominant fracturing mechanisms. In the cases when the fractured rock is 8 soft, fracturing occurs due to a critical tensile strength or cohesion being exceeded, change in 9 the stress at the crack tip as a function of the Young's Modulus is then governed by the 10 change in the fracture aperture and the fracture tip is constantly under extension. When the 11 rock is hard, the fracture aperture is small and constant and the fracture length becomes the 12 key driver of the stress change. The fracture tip is under compression and fracturing is driven 13 strongly by stress intensification at the tip, causing fractures to propagate in more shear like 14 failure. 15 We show that the relationship between Young's modulus and the failure mechanism works 16 independently of the tensile strength of the rock as changes in Young's modulus for rocks 17 with different tensile strengths produce the same relative increase in the amount of fracturing.

  18

19

  Changes in secondary parameters such as the amount of overburden or fluid injection rate 20 have an impact on the amount of fractures that develop but have little to no effect on the 21 described failure mechanisms. The transition between the failure due to a critical tensile 22 strength for soft rocks versus a strong dependence on stress intensification for hard rock lies 23 at a Young's modulus of about 10 GPa in the simulations. Since Young's moduli for natural 24 shales vary from 8 to 50 GPa one has to be careful to use the right failure criterion depending 25 on the shale type.
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. The intrinsic 26 stiffness coefficient k is governed by the macro-scale parameters E and v (Young's modulus 27 and Poisson ratio) through the consistency measures of strain energy between the 2D elastic

  

	1	as a sum of tensile (Ut) and shear (Uc) energies (Sachau & Koehn, 2014). There are separate
	2	critical values for both tensile (Ec,σ) and shear (Ec,τ) criterions and their relationship can be
	3	expressed as									
	4	𝑈 𝑠 𝐸 𝑐	+	𝑈 𝑡 𝐸 𝑐	= (	𝜎 𝑛 𝜎 0	) 2	+ (	𝜏 𝜏 0	2 )	= 1
	5											(3)
	6	which describes an ellipse in σn-τ space (Sun & Jin, 2012). Therefore, the failure can occur as
	7	a combination of both shear and tensile factors, or if one of the two components is absent, it
	8	will be equivalent to pure tensile or pure shear failure.
	9	The 2D DEM lattice is overlain by a square grid of fluid pressure nodes. The fluid pressure
	10	diffusion is derived from mass conservation of the fluid and solid using Darcy's law to
	11	express the seepage velocity through the porous medium (Ghani et al., 2013, 2015)
	12										
	13	𝜙𝛽(𝜕 𝑡 𝑃 + 𝑢 𝑠 ∇ • 𝑃) = ∇ • [(1 + 𝛽𝑃)	𝐾 𝜇	∇𝑃] -(1 + 𝛽𝑃)∇ • 𝑢 𝑠
	28										
	29	lattice of the triangular network and solid continua (Flekkøy et al., 2002)
	30				𝑘 =	√3 2	𝐸𝑙		
	31											(2)
	32	where l stands for the thickness of the two-dimensional model. The model runs as a step
	33	function and therefore plain strain deformation is produced for each time step Δt. At the end
	34	of every time step all springs are checked and if the predetermined stress threshold for a
	35	spring is reached, it breaks releasing elastic energy, the spring is removed from the lattice and
	36	a fracture forms. The elastic energy contained in the removed spring is further redistributed
	37	among the neighboring springs via the relaxation algorithm. The breakage occurs once either
	38	the critical tensile normal stress σ0 or the critical shear stress τ0 is reached. In order to include
	39	combinations of tensile and shear failure it is assumed that the critical strain value Ec is seen

  𝑓 𝑝 and external force 𝑓 𝑔 applied due to the gravity 34 and large scale tectonic strain on the external boundaries. In this instance 𝑓 𝑒 is expressed as a

	29 30 31 32 33 2 3 4 spring or repulsive), fluid pressure force 1 𝐹 𝑛 𝑖 = 𝑓 𝑒 + 𝑓 𝑝 + 𝑓 𝑔 where 𝑓 𝑒 is the interaction force between the particles (either due to a connection with the function of the spring elasticity constant k and an equilibrium distance between particles a, which equals the sum of the initial radii of the two connected particles 𝑓 𝑒 = ∑ 𝑘 𝑖𝑗 (|𝑎 ⃗ 𝑖𝑗 | -|𝑥 ⃗ 𝑖 -𝑥 ⃗ 𝑗 |) • 𝑗 𝑛 ̂𝑖𝑗 5	(6) (7)

Table 1

 1 The default setting for the hydrofracturing experiments was set to 3 km depth, 0.3 Poisson's 2 ratio, 6 GPa Young's modulus, ~1% porosity, 34 MPa tensile strength and 8000Pa/30s injection.3During the experiments the Young's modulus was varied in addition to the depth, injection rate and

	30						
		Depth (m)	Young's Moduli (GPa)	Poisson's Ratio	Porosity	Injection rate	Tensile Strength (MPa)	No. of simulations counducted
	Default		6				
	Young's					80000Pa/30s	
	Modulus	3000					
	Lower rate injection		9; 10; 12.5; 4.5; 6; 7; 8;	0.33	~1%	50000Pa/30s	34	10x10000 time steps (each
	Shallower depth	1000	15; 20; 30 ;40					setting)
	Variable tensile strength	3000				80000Pa/30s	27.2; 34; 44.2; 54.4
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