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Experimental and numerical investigations of the Czochralski growth of Li2MoO4 crystals for heatscintillation cryogenic bolometers

Introduction

Li2MoO4 (LMO) crystals are among the best candidates for the next generation of tonne-scale bolometric experiments aiming at detecting neutrinoless double-beta decays [1,2]. The goal of the CLYMENE project is to develop an optimized Czochralski pulling technology for the production of large-mass high quality LMO crystals [3]. So far, the most common defects found in the crystals grown by the Czochralski technique are cracks and inclusions. Bolometric tests performed with two samples (cracked and non-cracked) cut from a 230 g LMO crystal, have demonstrated the better performances of detector built with the small non-cracked crystal (13.5 g) as compared to the detector built with the large size (158 g) cracked crystal [4].

In this work, the growth of large size Li2MoO4 crystals is investigated by means of experiments and numerical modeling. The furnace configuration used to grow kg-mass LMO ingots is numerically optimized in order to reduce the thermal stresses in the crystals, which are likely to induce crack formation in the zone just above the tail.

Model description

The equations describing the heat transfer, fluid flow and thermal stresses are solved by using the commercial code COMSOL Multiphysics. 2D axisymmetric global modeling was first applied to compute the temperature field in the furnace and the flow in the melt at different stages of the growth process. The shape of the crystal-melt interface was computed by using the deformable mesh technique. The heat transfer computations include thermal exchanges by conduction and radiation. The internal radiation in the semi-transparent LMO crystal is computed by applying the P1-approximation model. The flow computations include buoyancy convection, Marangoni flow and forced convection generated by the crystal rotation at 5 rpm. The temperatures carried out from the global modeling are used to perform 3D local modeling of thermal stress in the crystal. Three-dimensional stress computations take into account the anisotropic elastic properties of Li2MoO4, which belongs to the R3 ̅ space group. The values of the independent elastic constants calculated in the coordinate system xyz (where the x-axis is parallel to the a-axis and the z-axis parallel to the c-axis of LMO) are given by: C11=58.9 GPa, C33=78.8 GPa, C44=15.9 GPa, C12=25.2 GPa, C13=15.6 GPa, C14=0.46 GPa, C15=0.18 GPa [5]. The growth direction was considered parallel to the y-axis. More details about modeling Czochralski growth of Li2MoO4 crystals are given in our previous work [6].

Results and discussion

Crystals of 4 cm in diameter

Several LMO crystals of 4 cm in diameter were grown in an inductive Czochralski furnace [3]. The growth was performed in a platinum crucible at low pulling and rotation rates (0.6 mm/h and 5 rpm).

The larger mass ingot (230 g) grown in this configuration had 6 cm in length (cylindrical part) and an average diameter of 4 cm (Fig. 1a). The ingot tail has an unusual shape since the growth was performed without automatic control of the crystal shape. The photograph of the crystal boule before cutting shows a concave shape of the lateral surface of the tail (Fig. 1a). The crystal cracked during the cutting of its bottom part (Fig. 1b). The performance of two scintillating bolometers (158 g cracked and 13.5 g non-cracked samples) cut from this ingot were investigated in a previous work [4]. The large-mass (158 g) cracked crystal revealed a shorter response time and a decrease of both the FWHM resolution and the sensitivity by a factor of 17 and 70, respectively, as compared to the small (13.5 g) non-cracked crystal.

Results carried out from simulations of the final stage of the growth process (length of the cylindrical part of the crystal L cyl = 6 cm) are shown in Fig. 2. The computed temperatures in the furnace (left side) and the velocity field in the melt (right side) are shown in Fig. 2a. The blue line represents the solidification isotherm. It is found that the solid-liquid interface is convex shaped (seen from the liquid) with a large curvature. The computed interface deflection is f=1.2 cm. The isotherms are very curved at the bottom part of the crystal. This generates large radial temperature gradients and significant thermal stresses in the LMO ingot. The maximum radial temperature gradient is located near the triple solid-liquid-gas point: Grad=220 K.cm -1 . Figure 2b shows the von Mises stress distribution at the outer surface of the crystal. Higher stress is located at the bottom part of the ingot. The stress is nonsymmetrically distributed, with a maximum in the x-y plane (c-plane) near the triple solid-liquid-gas line.

Figure 3 shows the von Mises stress distribution in the longitudinal x-y section of the ingot at the end stage of the growth (solidification length L = 6.3 cm). The height of the crystal tail is 0.3 cm. Two cases were numerically investigated: the case with a convex shape of the lateral surface of the tail (Fig. 3a) and the case with a concave shape of the tail (Fig. 3b). Computations show that the maximum stress increases by 30% in the case with a concave shape of the tail (the experimental case). This could explain why the fracture started at the bottom of the cylindrical part of the ingot when the crystal boule was cut (see the photograph in Fig. 3b). Therefore, it is found that the shape of the crystal tail influences the thermo-elastic stresses and the cracking of the crystal boule.

Crystals of 5 cm in diameter

A new Czochralski furnace was set up based on the numerical modeling performed in [6]. This configuration was numerically optimized in order to reduce the thermal stress in the crystals and to avoid that fast crystallization starts from the crucible bottom, which was previously observed during the growth of 3 cm diameter ingots in the non-optimized furnace [6]. The first ingot grown by using the automatic control was 5 cm in diameter and 15 cm in length (Fig. 4b). Numerical results plotted in Fig. 4a show a less curved growth interface by the end of the solidification process (f=1 cm for a solidification length L cyl = 15 cm). The radial temperature difference between the crystal center and the periphery near the triple solid-liquid-gas point is Trad=105 K. The crystal boule was free of cracks before and after cutting.

The radial temperature difference in the 3-and 4-cm diameter crystals grown in the non-optimized configuration and, respectively, in the ingot of 5 cm diameter grown in the optimized furnace, are shown in Fig. 5. The temperature difference between the center and the crystal periphery (Trad=105 K) is estimated 0.2 cm above the triple solid-liquid-gas line for a solidified length of the ingot Lcyl6 cm. The temperature difference increases by 30 K when the diameter of the ingot increases from 3 cm to 4 cm in the case of the non-optimized configuration: Trad=70 K (d=3 cm) and Trad=102 K (d=4 cm). The radial temperature difference in the 5 cm-diameter ingot grown in the optimized configuration, Trad=100 K, is smaller than the temperature difference in the 4 cm-diameter ingot grown in the non-optimized furnace. Moreover, the tail of the crystal 5 cm in diameter had a conical shape (0.5 cm in height). Therefore, the thermal stresses at the bottom part of the ingot have been decreased in the optimized configuration.

Conclusions

Numerical modeling was applied in order to investigate the thermal stresses in Li2MoO4 crystals grown two different Czochralski configurations. The crystal boule 4 cm in diameter grown in the nonoptimized furnace cracked during the cutting of the bottom part of the ingot. Numerical results show that high thermal stresses at the bottom part of the ingot are generated by the large radial temperature gradients and by the unusual concave shape of the tail. The furnace configuration used to grow crystals 5 cm in diameter was numerically optimized in order to reduce the thermal stresses. The first kg-mass LMO ingot grown in this furnace was free of cracks and exhibited a regular outer shape.
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