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and industrial partners have worked on ASTRID (Advanced Sodium Technological Reactor for Industrial Demonstration) project to design an innovative GEN IV Sodium Fast Reactor with a high level of requirements. At the start of the Basic Design phase, in 2016, different performance phases of the core have been defined on the life of ASTRID in particular to demonstrate the capability to recycle plutonium coming from the treatment of UOX and MOX fuels from PWRs and also the MOX coming from ASTRID itself. The objectives of these phases are to increase the burn up with using different fuel pin claddings from 90 to 150 displacements per atom (dpa). After a presentation of the innovative "CFV core" (low void sodium worth) and the different type of subassemblies, the paper presents some core performances and the fuel cycle needs (uranium, plutonium, B4C) on the different equilibrium phases of the core; we mention the phases to enhance performances, experimental programs for the envisaged claddings, the gradual introduction of Pu ex MOX-PWR, the experimental programs (transmutation, breeding ratio, plutonium burn up) in support to demonstrate these options for the commercial Sodium Fast Reactor. The paper shows the interfaces between the reactor and the different steps of the cycle from the front of the cycle (fabrication), the subassemblies management on ASTRID, to the back end (fuel treatment, wastes management).

I. INTRODUCTION

ASTRID (Advanced Sodium Test Reactor for Industrial Demonstration) [START_REF] Varaine | Astrid Project, from Conceptual to Basic Design: Progress status[END_REF] is a technology demonstrator of a 4 th generation Sodium Fast Reactor (SFR) system with an electric power of about 600 MWe. The general objectives of ASTRID must therefore ensure a level of safety at least equivalent to that of 3 th generation reactor like EPR reactors and take into account the lessons learnt from the accident in Fukushima. It will test the options and strengthened safety provisions to prepare the fast neutron reactor system. The ASTRID innovations are designed to meet these objectives towards safety, but also to demonstrate significant progress in terms of operability and availability. In the nuclear island, the innovations consist in particular in a new design of the reactor core, named "CFV" core. This concept, featuring a very low void reactivity effect, makes it possible to render the core naturally resistant to accidental transients.

One of the strengths of the SFR is the ability to use, without limitation, the plutonium produced by PWRs or by themselves and to ensure hence a sustainable plutonium management by using its energy potential, and by reducing its presence in the final waste. At the beginning of the basic design phase of the project, the concept of the ASTRID core supposes recycled Pu to be from the reprocessing of the PWR (MOX) fuels for the first core at the equilibrium phases.

The paper presents the "CFV BD 16/10" core and the vision at the beginning of the Basic Design phase of its performances and of the interfaces between the reactor and the different steps of the cycle from the front of the cycle (fabrication), the subassemblies management on ASTRID, to the back end (fuel treatment, wastes management).

II. LAY-OUT OF THE "CFV BD 16/10" CORE

The design of the ASTRID core is guided by safety objectives. One of the foremost safety objectives is to obtain a negative reactivity coefficient in the case of voiding of the sodium, in order to position the concept in a very favorable way to possible accidents in which the loss of primary coolant flow is lead to an increase in the temperature of the primary sodium. This core concept with a low void effect, called CFV [START_REF] Sciora | Low void effect core design applied on 2400 MWth SFR reactor[END_REF], (Fig 1) is based on a large fuel pin, an heterogeneous axial fuel zone, a sodium plenum above the active zone and a superior neutron protection (PNS) composed of B 4 C pins. The active zone of the core has a "crucible" shape, with an 80 cm high inner core (60 cm fissile) and a 90 cm high outer zone. An internal fertile UO 2 zone (height 20 cm) is inserted in the inner core. An inferior fertile blanket (30 cm) assures a breeding gain close to 0. The safety and performance goals assigned to the CFV core by the ASTRID project can be synthesized as follows:

• a favorable natural behavior, possible assisted by some Complementary Safety Provisions (DSC-P), • a negative sodium void effect, • a search for the best performance in terms of fuel burn-up and S/As residence time. The configuration of the "CFV BD 16/10" core incorporates the conclusions and recommendations of the various reviews that occurred at the end of the conceptual design phase:

• Innovative architecture of the control and shutdown rods. This architecture is composed of 2 kinds of rods, RBC (control and shutdown device) and RBD (diverse control and shutdown device) which manage the core reactivity during the cycle of irradiation. • Complementary safety provisions for prevention (DCS-P) and mitigation (DCS-M) for severe accidents have been implemented in the core, • Lateral neutron shielding provided by 11 S/As rows with MgO S/As and B 4 C S/As, • B 4 C upper neutron shielding pins [START_REF] Beck | Conceptual Design of Fuel and Radial Shielding Sub-Assemblies for ASTRID[END_REF], the lower part of which is enriched to 90% in 10 B to provide a negative void coefficient. Introduction of an internal storage for spent fuels and debugging positions for the fuel with cladding failure, At the beginning of the Basic Design phase, some evolutions are taken into account in the core design, compared to the core at the end of the conceptual design phase [START_REF] Venard | The ASTRID core at the end of the conceptual design phase[END_REF].

The most significant are: • The first experimental results on pins with AIM1 cladding irradiated in the Phenix reactor, lead us to define the fuel residence time for the first equilibrium phase with AIM1 cladding to 1080 EFPD, • An initial Pu originating from spent MOX PWR fuels (table I) with a support in depleted Uranium ( 235 U: 0.2%, 238 U: 99.8%), • An external buffer zone [START_REF] Jp | Plutonium recycling capabilities of ASTRID reactor[END_REF] with a handling ramp to load and unload the S/As in the core. The Pu of the "CFV BD 16/10" core is supposed to come from the reprocessing of PWR MOX fuels. The selected composition is a fifty-fifty mix of Pu originating from MOX fuels with a burn up of:

• 45 GWd/t and a cooling time of 5 years before reprocessing, • 40 GWd/t and a cooling time of 27 years before reprocessing, We suppose an aging time of 2 years between the fuel reprocessing and the core divergence. Fig; 2 shows a radial cross section of the "CFV core BD 16/10" core with different areas for the equilibrium management. At the first equilibrium phase, the "CFV BD 16/10" core, cladded with AIM1, is managed with 4 batches of fuel S/As, 45 from the inner core and 27 from the outer core.

• The fuel residence time is 1080 EFPD and the equilibrium cycle length is 270 EFPD, • A load factor of 86% including inter cycles stops, and risks lead to a cycle length of 314 calendar days, • The Pu content in the fuel is determined to meet a reactivity criterion of 490 pcm at the end of cycle, taking into account margins for fine control and uncertainties on reactivity calculations. The main neutronic performances [START_REF] Jp | Plutonium recycling capabilities of ASTRID reactor[END_REF] of the "CFV BD 16/10" are presented in Table II with the performance requirements of the ASTRID specifications in terms of fuel residence time, fuel cycle length, average discharge burnup, breeding gain and a negative sodium void worth. 

IV. THE INTERFACES WITH CYCLE

IV.A The Subassemblies Management on ASTRID

Vision, in line with the choice of fuel handling [START_REF] Dechelette | ASTRID fuel handling for Basic design[END_REF], at the beginning of the Basic Design phase, for the management of the subassemblies on ASTRID is presented The thermal power of the fresh S/As of the "CFV BD 16/10" core is around:

• 440 W for the S/As in the inner core, • 580 W for the S/As in the outer core, The thermal power represents about 25.4 W/kg of Pu; 238 Pu contributes to 80 % of that thermal power. At the first equilibrium phase, the capacity of fresh fuel storage is dimensioned for one reload [START_REF] Dechelette | ASTRID fuel handling for Basic design[END_REF]; in the case of the "CFV BD 16/10" core, the thermal power of that storage is around 35 kW. Two packages are identified for the transport of fuel S/As, the MX6 for the fresh fuel and the TNG3L for the spent fuels. 

IV.B The Front of Cycle

The scenario of the fuel S/As fabrication remains to be finalized. The planning of the first core fabrication is always based on the delivery of the first fuel S/As at t0 -18 months (t0: ASTRID divergence), in phase with the planning of the constructability of ASTRID. Regarding the processes of pellet fabrication and the carrying up of fuel subassembly (Fig. 5), some evolutions are needed [START_REF] Paret | Les futures usines du cycle du combustible[END_REF], compared to the REX on the MOX fabrication facilities, to take into account the variability of the possible Pu that strong limits on human intervention (thermal, radiation). For the "CFV BD 16/10" core with AIM1 cladding, the table III gives the actinides balance for the fresh fuel reloads (45 S/As from the inner core and 27 from the outer core) during the first equilibrium phase. The annual needs of fresh fuels during the first equilibrium phase with clad in AIM1 and an average load factor at 0.85, are:

• 83 fresh S/As • ~ 1.6 tons of Pu (ex MOX-PWR) • ~ 8.6 tons of depleted Uranium • ~ 30 tons of MOX-PWR reprocessed
As mentioned in the chapter II, the CFV Core needs pins in B 4 C (natural and enriched in 10 B) for the neutronic shielding, for the control of the reactivity and for the prevention safety system. For the "CFV BD 16/10 core", the needs of B 4 C are 42 tons of natural, 140 Kg of enriched to 48% in 10 B and 365 Kg of enriched to 90% in 10 B.

IV.C The Back End of Cycle

For the "CFV BD 16/10" core with AIM1 cladding, the table IV gives the actinides balance for the spent fuel reloads (45 S/As from the inner core and 27 from the outer core) during the first equilibrium phase. One of the ASTRID's main goals is to demonstrate a full fuel cycle closing at industrial scale; in particular with the recycling of plutonium coming from the reprocessing of the MOX fuels from PWRs. The safety and performances goals assigned to the core by the ASTRID project are maintained with that Pu in the "CFV Basic Design 16/10" core for the first core equilibrium phase of ASTRID. At the start of the Basic Design phase, in 2016, different performance phases of the core have been defined on the life of ASTRID. Physic impacts linked to various aspects, Pu content, decay heat, for fuel subassemblies (fresh and spent) have been evaluated to identify the plutonium needs and the impacts on the subassemblies management (interim storage, handling) on ASTRID and on the different stage of the cycle, from the front to the back end, which are identified.
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 1 Fig 1: RZ cut of the CFV core and fuel pin

Fig 2 :

 2 Fig 2: Radial cross section of the "CFV BD 16/10" core III. THE MAIN PERFORMANCES OF THE CORE At the beginning of the Basic Design phase, the vision of the different phases of the performance of the core (90 to 150 dpa) is presented on Fig 3; we mention the phases to enhance the performances, the experimental programs for the envisaged clads (AIM1, AIM2 and ODS) and their associated performances in dpa, the gradual introduction of Pu ex MOX-PWR, the experimental programs in support to the SFR type. The 'core data file' (90 dpa, 1080 JEPP)

Fig. 3 :

 3 Fig. 3: The performances of the cores in ASTRID -Vision at the beginning of the B D phase

Fig. 4 .

 4 It identifies the following points: • Interim storage for the first fresh fuel core (288 fuel S/As) and one reload after (72 fuel S/As), • Interim storage of three spent fuel cores (864 fuel S/As) in the pool, • Management between the internal storage (SI) and the external buffer zone (SE or ZTE), • Disassembly of the PNS in the internal buffer zone, • Transfer of the objects containing the B 4 C towards the hot cell (COI) for dismantling, recovery the B 4 C pins and their conditioning in a handling container, • Transfer of the experimental fuel S/As towards the hot cell (COI) for dismantling, separate the experimental pins, • Interim storage in HVS building, the handling container of B 4 C pins, waste of steel structure from the dismantling of S/As in the hot cell, reflectors and PNL S/As. The thermal power of the fresh S/As is one of the necessary data for handling and storage designs in the fabrication facility and on the ASTRID facility.
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 4 Fig. 4: Subassemblies management on ASTRID
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 5 Fig. 5: The several steps for fuel fabrication

Fig. 6 Fig. 6 :

 66 Fig. 6 shows the decay heat profile maximum, without uncertainties, of spent S/As after 1080 EFPD. The limits of decay heat for the different handlings of maximum spent fuel S/As give the cooling times following minimum: • Handling in sodium (40 kW) : 1 day • Handling in gas (3 kW) : 340 days • Transportation packing (2.5 kW) : 1.4 years
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 7 Fig. 7: 3D view of AREVA's polyvalent fuel treatment (TCP) IV.C Synthesis on the cycle interfaces with ASTRID At the beginning of the Basic Design phase, the interfaces ASTRID with the different stages of the Cycle, from the front to the back end cycle, are identified (Fig. 8): • Recycling of the Pu (UOX, MOX -PWR, MOX -RNR, other) in ASTRID depends on the ability of the cycle facilities to handle the kind of Pu, • Fabrication in phase with the needs and the planning of ASTRID, • Reference Packings for subassemblies transports are identified, • Subassembly management on ASTRID is defined, • R&D work for spent fuels treatment in La Hague are operating, • Back-end of B 4 C depends of the Na residual • The other solid wastes, HAVL and MAVL, will not differ from those actually managed and have identified outlets

Fig. 8 :

 8 Fig. 8: Cycle interfaces for the subassemblies of the ASTRID core IV. CONCLUSIONS

TABLE II Some

 II 

		26.85
		23.70
	Pu mass in the core (t)	5.5
	Irradiation time (EFPD)	1080
	Core management (EFPD)	4x270
	Excess Reactivity at beginning of cycle (pcm)	1140
	Excess Reactivity at end of cycle (pcm)	460
	β eff (pcm)	371
	Average breeding gain	+0.05
	Average burn-up (GWd/t)	60
	Inner fissile zone	77
	Outer fissile zone	58
	DPA max (DPA NRT)	87.5

performances of the "CFV BD 16/10" core Thermal power (MW) 1500 Pu enrichment (Pu+Am)/(U+Pu+Am) Inner core (% mass) Outer core (% mass)

  Table V gives the average isotopic composition of the Plutonium in a spent reload batch after 1080 EFPD. Compared to the Pu from MOX PWR fuel (tableI), we note an increase of the Pu fissile content after the first recycling in the "CFV BD 16/10" core.

			TABLE IV		
	Mass balance of Actinides for one spent fuel reload batch
		Core unloading (kg)	Production on 1080 EFPD (Kg/TWeh)
		Fissile	Fertile	Fissile	Fertile
	U	3764.3	3309.4	-71.20	-41.85
	Pu	1254.7	126.5	-31.64	+32.53
	Am	34.7	0.02	+6.08	0.00
	Np	2.0	0.88	+0.51	+0.23
	Cm	3.7	0	+0.95	0.00
	MA	40.4	0.9	+7.54	+0.23
	TOTAL 5059,5	3436.8	-95.30	-9.09

TABLE V Average

 V Pu composition in the spent reload batch

	Isotope Composition (%)
	238 Pu	2.68
	239 Pu	45.83
	240 Pu	33.63
	241 Pu	6.01
	242 Pu	11.86
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