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The InSight Blind Test: an Opportunity to Bring a Research Dataset into Teaching Programs

. This project was originally designed to prepare scientists for the arrival of real data from the upcoming InSight mission. This paper presents the work carried out by middle and high school students during this challenge. This project offered schools the opportunity to participate in and strengthen the link between secondary schools and universities.

. The schools achieved a total of 15 correct detections over a short period. While this number may seem modest compared with the 239 synthetic marsquakes included in the IBT waveform data, these correct detections were entirely made during class time. All in all, the students seemed to be fully engaged, and this exercise seemed to increase their scientific inquiry skills in order to fulfill their task as a team.

Introduction

The InSight mission includes an education and outreach program (E&O) in each partner country. In France, the E&O is carried out by the Géoazur education team. Many pedagogical resources were proposed for this mission, including aspects from launch to landing. The IBT was an excellent opportunity to prepare students to work on future Martian seismograms. The organizers prepared a synthetic dataset of continuous waveforms and invited participants to detect both tectonic and impact seismicity, along with different sources of noise (Murdoch et al., 2017a, 2017b, Kenda et al., 2017). Note that:

-the IBT stopped on February 2018, -the continuous synthetic signal was considered for a fictional year 2019 (from January 1 to December 31).

All mentions of data from 2019 concern this fictional year.

The objective was to prepare research teams interested in developing detection procedures and assess the quality of their work by comparing the seismicity catalog they produced with the IBT synthetic seismicity catalog.

Given that using data in schools from scientific research has shown a positive impact on students (Zollo et al., 2014, Bigot-Cormier and[START_REF] Florence | How students Can Experience Science and Become Researchers: Tracking MERMAID Floats in the Oceans[END_REF], we asked the IBT organizers if the participation of schools was possible. We proposed having the students determine key event parameters such as date, arrival time of seismic waves, epicentral distance and backazimuth direction, terms used in the French educational curriculum. The organizers accepted this format. The School Team was composed of 14 schools either in France or abroad (Fig. 1), all of which are part of the French educational seismic network [START_REF] Courboulex | SISMOS à l'Ecole : A Worldwide Network of Realtime Seismometers in Schools[END_REF]. Catts Pressoir Middle School is a Haitian school, but their teaching program is similar to that of the French curriculum followed by the other schools. The IBT was considered to be an excellent scientific dataset for teaching lessons and was aligned with a series of expected skills, which will be highlighted throughout this study.

One of the expected skills is to identify, extract and organize information from scientific data.

In middle school lessons, earthquakes are taught as being the result of the Earth's internal activity. Students learn that ground motions during an earthquake are due to different waves shaking the surface. A typical class exercise is to identify different seismic phases in a seismogram. During subsequent high school lessons, a classic exercise is to determine the arrival times of seismic P and S waves in order to locate the epicenter. We were strongly convinced that the data from the IBT could be used instead of these classic exercises as a previously unseen dataset. Furthermore, it was felt that student motivation would be increased by knowing that the InSight science team would analyze their results.

At the start of this project, a training process was required to efficiently prepare students for the upcoming synthetic data analysis.

Student Training Process

Real Earth and Synthetic Mars Data

In order to train students and increase their skills in seismic signal analysis, we provided students with two newsletters in October 2017. Each document was in PDF format, with numerical data attached. In this study, all numerical datasets were analyzed with SeisGram2K80_ECOLE.jar (SG2K80, Lomax A., 2000) software. A specific velocity model was implemented by A. Lomax (from [START_REF] Sohn | The interior structure of Mars: Implications from SNC meteorites[END_REF].

The task approach was to study examples of signal processing. Students first worked on decimation and its effect on seismic data. We provided real seismograms recorded at the BLOR education station ("Lycée de la Montagne" high school in Valdeblore, France). The earthquakes considered were:

the April 7, 2014, Barcelonnette earthquake (Mw 4.9, France, 0.6° epicentral distance); -the April 16, 2016, earthquake (Mw 7.8, Ecuador region, 87.6° epicentral distance).

Students then worked on bandpass filtering and frequency content. We provided synthetic signals from the IBT. The proposed fictional time periods were:

-January 10 to 15, 2019; -July 15, 2019; -September 22, 2019.

We rotated these signals into the north, east, and Z (vertical) directions from metadata provided by the IBT organizers using the ObsPy packages [START_REF] Krischer | ObsPy: a bridge for seismology into the scientific Python ecosystem[END_REF]. No instrumental correction for response was applied.

Decimation of Seismic Signals: an Exercise to Manipulate, Experiment, and Understand the

Nature of the Data Used

The first exercise was designed to help students become familiar with the nature of the IBT dataset, especially with the difficulty of working with decimated seismic data. The SEIS seismometer stores data at 100 Hz. At the time of the IBT, the initial sampling rate retained for future real data transmission was 2 Hz. This corresponds to a volume of data transfer guaranteed by the NASA. The educational seismic stations used by students typically store ground motion at 50 Hz. Therefore, the first exercise was to introduce the synthetic data corresponding to decimated data, i.e. with lower resolution than the raw data. Students worked on the Barcelonnette earthquake decimated to 2 Hz. Decimation was carried out using the Python ObsPy software package (with an anti-aliasing low-pass filter). Figure 2a shows raw and decimated seismograms (vertical component). Change in amplitude was the first effect observed by students. They understood that samples were missing, which implies that information about ground motion was missing. Zooming in with SG2K80 also allowed them to observe changes in shape (Fig. 2b). After these first manipulations, students worked on the teleseismic event. At first they observed no significant changes in amplitude between the raw and the decimated signal (Fig. 2c). They observed that the decimation had very little effect on the signal. Zooming in enabled them to observe small differences due to the anti-aliasing prefiltering (Fig. 2d).

This first analysis of changes of seismogram shapes enabled students to understand the effect of this kind of processing on raw data. Understanding the link between the content of a dataset, and the information that can be extracted from it, is an important skill required in French educational programs. Moreover, students were also able to imagine how difficult it would be to analyze future real Martian seismograms decimated to 2 Hz. This first step concluded with the introduction of the relationship between the shape and period of the signal. Signals were described as being composed of tighter or looser arcs, with tight arcs corresponding to short periods and broad arcs corresponding to long periods, following the approach of [START_REF] Florence | How students Can Experience Science and Become Researchers: Tracking MERMAID Floats in the Oceans[END_REF]. This allowed us to introduce a second step based on frequency analysis.

Bandpass Filter and Spectrogram: Use of Digital Tools to Identify Seismic Waves

The frequency content of seismograms was introduced in response to the question raised by students: "How will scientists be able to detect seismic activity?". For both middle and high school students, the use of a bandpass filter is unusual. Understanding the calculation of spectrograms is too difficult, and it is not a subject in the French curriculum. However, students are expected to use digital processing software. SG2K80 proposes tools to filter seismograms and to compute a corresponding spectrogram, which was introduced as a data processing method to highlight the frequency content of the continuous signals. To become familiar with these different aspects, students were invited to work with the synthetic seismogram on January 12, 2019 (IBT fictional day, vertical component, Fig. 3). Note that any mentions below of a synthetic seismogram refer to the IBT, except seismograms computed in the study of [START_REF] Bozdağ | Simulations of Seismic Wave Propagation on Mars[END_REF].

Students started this new activity by applying bandpass filters to understand their effects on the seismograms analyzed. Two frequency intervals were provided:

from 0.001 Hz to 0.01 Hz (lf-bp for low frequencies bandpass), -from 0.01 Hz to 1.0 Hz (hf-bp for high frequencies bandpass).

The frequency of 1 Hz corresponds to the Nyquist frequency, i.e. the maximum frequency that can be analyzed for a decimation to 2 Hz. The comparison of these three signals (raw and filtered) allowed students to highlight different points of the filtering process. By applying lfbp filtering, they observed that the very long period arc observed in Figure 3a was filtered out.

They also observed a long duration event (Fig. 3b). With hf-bp filtering this long duration event was always observed along with a later and shorter duration event (Fig. 3c).

This kind of processing is consistent with the skills required by the educational curriculum.

Students showed they understood that:

events (seismic, atmospheric, etc.) observed in a seismogram have their own frequency characteristics;

the filtering process is used to try to highlight expected or searched events in seismograms;

the shape of seismograms varies according to removed frequencies.

Although, in this case, a filtering process allows the detection of significant events, we invited students to analyze the computed spectrogram from the raw seismogram (SG2K80 spectrogram tool, Fig. 3d and3e). Students observed that the long and later short events are easier to detect by displaying the frequency content of the seismogram reading. Figure 3d shows that the two events are highlighted by an increased amplitude for specific frequencies (about 0.1 Hz for the long event, up to 0.8 Hz for the shorter event), which indicates a significant change in ambient ground motion.

Students understood that hidden synthetic marsquakes could be easier to detect by processing data. To go even deeper into the analysis, zooming in on the late and short event was proposed (Fig. 3e). Students observed that the long duration signal is composed of a frequency content different from the shorter duration event. They also observed an extended coma-like shape (Fig. 3e, black dashed ellipse). From discussions with seismologists at Géoazur (who also participated in the IBT as one of the challengers, [START_REF] Van Driel | Preparing for InSight: Evaluation of the Blind Test for Martian Seismicity[END_REF], this specific shape was designated as the signature of Rayleigh waves. These surface waves have a velocity that is dependent on their frequencies. Thus, some Rayleigh waves arrive earlier and some arrive later, which reflects their dispersion. This specific shape was used to determine and identify them.

The frequency content of body waves was also approached. From the July 15 (M4.3) and the September 22 (M5.0) synthetic events, the frequency content of body waves was considered as ranging from 0.3 Hz to 0.9 Hz (higher than the frequency content of Rayleigh waves). The work on seismic phases with these large synthetic events was considered as sufficient to help students to detect smaller nearby quakes with higher frequency content.

The training process stopped here for middle school students. According to their educational curriculum, they were ready to analyze synthetic data. Their goal was to identify arrival times of seismic waves and to propose their part of the School Team catalog of seismicity. It was possible to extend this analysis for high school students, thus the second newsletter was given to them.

Guided Analysis and Interpretation of Synthetic Signals from the InSight Blind Test: Skills Expected for High School Students

A. Estimation of the epicentral distance based on Rayleigh wave arrival times

Extracting information from scientific datasets is an expected skill for high school students.

Locating the epicenter is a good exercise for this, and even more so if the dataset comes from a current scientific project. Typically, seismic events are located by analyzing P and S wave arrival times from three or more seismic stations. One aim of the second newsletter given to students was to introduce a location technique using only one three-component station, without any knowledge of an accurate deep structure of the planet, and without the origin time. We proposed using successive Rayleigh wave arrival times [START_REF] Panning | Verifying single-station seismic approaches using Earth-based data: Preparation for data return from the InSight mission to Mars[END_REF]. Hereafter this paper will use the following notations (Fig. 4a and4b):

-t1: the first arrival time of Rayleigh waves at the virtual station, i.e. the shortest surface travel time between the epicenter and the station (LR1, for Long-period Rayleigh 1); -t2: the second arrival time of Rayleigh waves at the station, i.e. the longest surface travel time between the epicenter and the station (LR2); -t3: the third arrival time of Rayleigh waves at the station, i.e. the shortest surface travel time between the epicenter and the station, plus a complete surface trip around the planet (LR3).

The method from [START_REF] Roques | A single geophone to locate seismic events on Mars[END_REF] was used to illustrate this approach (Fig. S1). The synthetic seismograms used in this method came from the study by [START_REF] Bozdağ | Simulations of Seismic Wave Propagation on Mars[END_REF]. They were computed at virtual stations along the Mars equator, spaced by 20°. The mathematical formula to compute epicentral distance from t1, t2, and t3 arrival times is:

𝐸𝑝𝑖𝑐𝑒𝑛𝑡𝑟𝑎𝑙 𝑑𝑖𝑠𝑡𝑎𝑛𝑐𝑒 = 𝑡3-𝑡2 𝑡3-𝑡1 * 𝜋 * 𝑅 𝑝𝑙𝑎𝑛𝑒𝑡 (1)
where 𝑅 𝑝𝑙𝑎𝑛𝑒𝑡 is the radius of the considered planet. Distances are in kilometers and arrival times are in seconds. This work was interesting because distances and origin times were known.

Students were easily able to confirm their results.

We then invited students to work with an unknown event from the IBT using the synthetic seismogram from September 22, 2019 (Fig. 4b). We chose this event because the analysis of its frequency content showed specific signatures considered as a marker of Rayleigh waves.

Students were able to observe the different wave trains in the time domain, which presented specific signatures in the frequency domain. From this analysis and by picking the three passages of Rayleigh waves, students estimated an epicenter located at 35.5° from the station.

Thus they understood that this approach is not enough to locate the event. They estimated a distance, but the direction was missing. This aspect was the subject of the last training exercise.

B. Azimuth and back-azimuth estimation from the rotation of horizontal components

This last exercise was introduced using a simple hands-on activity. We provided electronic accelerometers and the RISSC© (Record Interface Sensors at School, see Data and Resources)

interface. This educational interface displays records from each component in real time, which are identified with a sticky label (Fig. S2). The accelerometers were fixed on a table, and students followed two procedures: first, to apply an impact parallel to the table plane in the X direction of the device, and second, to apply an impact in the Y direction of the device. Using records displayed with RISSC, students observed the difference in amplitude of each component and concluded that the maximum amplitude is observed in the main direction of wave propagation. In class, students then reviewed the relationship between azimuth and backazimuth. SG2K80 software includes a tool to compute the angle value of the azimuth from the first P wave amplitude on horizontal components (Fig. 5). This function allows recomputed signals to be displayed after a chosen rotation value (as a virtual rotation of the sensor in the geographical coordinate system). Figure 5a shows the first P wave on each component, without rotation. Figure 5b shows a flat P wave on the East component for a 65° (clockwise) rotation. This is also the value for which the P wave amplitude is maximal on the North component.

Students understood that this virtual rotation of the sensor allows them to determine the direction for which the first ground motion is maximal on one of the horizontal components and zero on the other.

The last training exercise involved determining the back-azimuth. From the P wave polarity Blind Test Independent Data Analysis and the Creation of the School Team Catalog

The analysis phase started at the beginning of November, 2017, and ended in January, 2018.

This period was long enough for teachers to integrate this challenge (training and analysis phases) into their official teaching hours. Students worked for six to ten hours on this project.

We now describe two activities performed by students at each school.

A Daily Atmospheric Signature

During the one-year-long synthetic seismogram, disturbances in the continuous signal were not exclusively due to traveling seismic waves. For example, environmental noise [START_REF] Spiga | Structure and dynamics of the convective boundary layer on mars as inferred from large-eddy simulations and remotesensing measurements[END_REF]) was added in order to create a signal that was as realistic as possible [START_REF] Clinton | Preparing for InSight: An Invitation to Participate in a Blind Test for Martian Seismicity[END_REF], with the associated modeled seismic noise originating from the interaction of the environment with the lander or the ground (Murdoch et al, 2017a, 2017b, Kenda et al., 2017). See [START_REF] Spiga | Atmospheric Science with InSight[END_REF] for a general review of atmospheric seismic noise and [START_REF] Lognonné | SEIS: Insight's Seismic Experiment for Internal Structure of Mars[END_REF] for noise shielding on the SEIS instrument.

During the training steps, students identified an unknown long event in the synthetic seismogram that occurred on January 12, 2019 (fictional day from the IBT). During the analysis phase, students observed that in fact this long event occurred each day, but not at the same hour.

Students asked us for an explanation of this phenomenon, and we submitted the question to a researcher, who gave them the following explanation. The sun warms the surface of Mars, which causes thermal agitation (convection) near the surface. At nightfall, the surface cools because the sun no longer warms it and convection stops. The wind blows, but there are no rapid turbulent fluctuations that produce this atmospheric noise. The observed time lag can be explained by the length of Martian days, which last approximately 24 hours and 39 minutes.

One of our aims was reached through this interaction, i.e. to create a link between students and researchers, and to improve the students' scientific inquiry skills.

Estimation of the Epicentral Distance of an Unknown Event That Occurred on July 15, 2019

This section presents the analysis provided by high school students of the event of July 15, 2019 (fictional day from the IBT). They were able to observe different wave trains on the vertical component and they clearly identified two Rayleigh wave signatures in the frequency domain (Fig. 7). However, without a clear third signature from the whole day's seismogram, they decided to pick a third Rayleigh wave at the start of an increase of the scale amplitude around 7:00 a.m. By picking these three Rayleigh waves, they obtained an epicentral distance equal to 90.5° (from the corresponding SG2K80 tool). The correct epicentral distance was 90.94°. The slight change in amplitude in the frequency domain is probably due to the start of daily atmospheric disturbances, but the lower value of the bandpass filter value applied by students (0.1 Hz to 1 Hz, Fig. 7) was too high to highlight this daily event. However, we appreciated their approach and their thinking through the use of the analysis processes they learned during the training phase.

These many false detections could be the starting point for a new educational project with a dataset from the IBT. Future student groups could start analyzing why these false detections were made. The aim would be to improve the training phase documentation in order to facilitate the dismissal of some events in the continuous signal.

This study could be conducted once again at middle schools and high schools, which could be paired. Middle school students would work on identifying seismic waves, and the high school students would have two objectives: i) validate or invalidate detections, ii) try to estimate a location for detections considered as true. This networking would allow for an increase of educational skills. Furthermore, annual educational projects are planned in new educational programs for high schools. A longer period to work on this challenge would be useful to enable us to compare the quality of the catalog provided.

Conclusion

Of course, our ambition was not to compete with other science teams. Our main goal was to highlight the IBT dataset to school students. This objective was achieved because of motivated teachers who decided to engage their students in this challenge. No written evaluation was specifically carried out, but all teachers reported their satisfaction with the work provided by students. They were also satisfied that they had been able to include this dataset in their own activities. Figures S5a andS5b show pictures of students working on this challenge. Even the few students with learning difficulties responded well to the project, showing a good level of involvement and were engaged in class discussions. We think that the reason was that the framework was out of the ordinary. The aim was not to work on a typical exercise, but to suggest a catalog to the InSight Science Team.

Teacher feedback focused on the great impact of the IBT on classroom dynamics. It allowed students to develop the following main skills:

practice a scientific approach;

demonstrate observation skills, curiosity, critical thinking;

experience autonomy;

communicate in scientifically appropriate language: oral, written, graphic, numerical.

Middle school students showed that they were able to detect synthetic events, even though their scientific background was less developed than that of high school students. This point highlights that involvement and seriousness, and not the age of students, were the main determining aspects to properly carry out this challenge.

The French EduMed Observatory educational project organized a seminar in the French Géoazur laboratory. Students from high schools came to present the classwork they had carried out during their school year. One group presented their work from the September 22 synthetic quake (Fig. S5c). They presented their picks of Rayleigh waves and their estimate of the epicentral location. They also presented their work on 1D velocity models proposed for the IBT [START_REF] Clinton | Preparing for InSight: An Invitation to Participate in a Blind Test for Martian Seismicity[END_REF]. They estimated the origin time from t1, t2, and t3, and then they calculated the velocity of the first P wave. They also considered the following starting models: i) a homogeneous planet, ii) the source located at the surface, iii) a seismic ray as a straight line between the source and the station. They also computed a theoretical depth reached by this first "straight" P wave. By comparing their results with velocity models published in Clinton et al.

(2017), they understood that they had chosen a wrong starting velocity model, and learned about how seismic datasets are used to understand the deep structure of Mars. Although they did not succeed in determining the model that was used for the IBT, they showed that they developed many expected skills by working on this dataset.

Student teams are now ready and looking forward to analyzing real data from Mars. In addition, educators should keep in mind that even more challenging seismic signals are expected to be recorded on Mars, with a majority of small, nearby marsquakes (higher frequency content, lower signal noise ratio). A couple of teleseismic events will hopefully reveal the deep interior of the planet. 
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  upwards) on the vertical component, students calculated a back-azimuth equal to 245°. The final catalog of the IBT was not available at the moment of this training process. Students waited for the publication of the solution to evaluate their first detection. FigureS3shows the results of this training exercise validated after the publication of the true catalog. They used the EduCarte-Mars geographical information system (GIS) to display the results of location. The specific Mars digital field model was implemented by A. Lomax. This last activity completed the schools' training for the IBT. The fourteen schools then each received one month of non-overlapping synthetic data and started their analyses during their teaching sessions.
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Data and Resources

Seismograms from the two earthquakes recorded at the BLOR educational seismic station, SeisGram2K80_ECOLE.jar software, and the RISSC interface are available on the EduMed Observatory website:

the Barcelonnette earthquake: http://edumed.unice.fr/fr/data-center/seismo/donnees-seismo/2014-04-07-5_0_barcelonnette -The Ecuador earthquake: http://edumed.unice.fr/fr/data-center/seismo/donnees-seismo/2016-04-16-7_8_ecuador -SG2K80: http://edumed.unice.fr/fr/contents/news/tools-lab/SeisGram2K -Record Interface Sensors at School (developed by David Ambrois): http://edumed.unice.fr/fr/contents/news/tools-lab/RISSC EduMed Observatory is funded by the University of Côte d'Azur -JEDI Investments in the Future project managed under reference number ANR-15-IDEX-01. Synthetic seismograms for the IBT are available from the specific ETH website (http://blindtest.mars.ethz.ch). The synthetic data presented in this study and EduCarte software (Mars version) are also available on the French InSight educational website supported by the Centre National d'Etudes Spatiales (CNES): -InSight Blind Test dataset: https://insight.oca.eu/images/InSight_Medias/zip/blindtest_daily_synthetic_data.zip -Synthetic data from Bozdağ et al. (2017): https://insight.oca.eu/images/InSight_Medias/zip/data/data-bozdag-2017.zip -EduCarte Mars (© A. Lomax and J.L. Berenguer): https://insight.oca.eu/images/InSight_Medias/zip/software/Educarte-Mars-3.3.0X18.zip

Discussion

The teachers' geophysical skills enabled the project to be properly completed. They have attended various workshops on the subject during their careers and have already worked on educational projects based on seismic data. The teachers included this challenge in their teaching time and at their convenience. As mentioned above, the students worked at most about ten hours. The schools worked independently during the analysis phase. The main reason for this was that teachers chose the allocated period to work on synthetic data. At the end of January 2018, the catalog from the School Team was provided to the IBT organizers. This catalog (Table 1) was then compiled in [START_REF] Van Driel | Preparing for InSight: Evaluation of the Blind Test for Martian Seismicity[END_REF] (Fig. S4). The School Team catalog contained fifteen correct events: thirteen quakes and two impacts. Six high schools and two middle schools found these events. The other schools gave wrong detections. For the students, the main constraints were the available tools and the limited time to work on this challenge.

Detected events were located between 700 km and 8400 km from the chosen seismometer location. The detected synthetic events had magnitudes ranging from 2.5 to 5. The closest event in the true catalog (191 km, M2.5) was not detected. Two events of magnitude 2.5 and 2.6 were detected. Their epicentral locations were 724 km and 713 km respectively. Seven events, ranging from magnitude 3 to magnitude 4, were detected. Their epicentral locations ranged from 1000 km to 6500 km. One event with a magnitude higher than 4 was detected (at 5379 km). The larger event (M5.0, 2000 km) occurred on September 22 (studied during the training process) was also added to the catalog. Two impacts were also detected, the stronger impact on October 24, and a weaker impact on October 25.

In total, 103 events were compiled in the School Team catalog. Changes in the amplitude and frequency of the continuous signal often were considered as seismic waves, because the corresponding computing spectrogram showed changes in amplitudes. These false detections could be a result of the very short teaching time allowed in the training and analysis phases. 
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