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Detection and analysis of loosening in jointed structures using acoustic emission sensors and smart bolts

In aeronautic, automotive or civil engineering structures, the parts are assembled together by means of rivets welding points or bolted joints. The bolted joints are likely to self-loosen when the structure is subjected to vibrations [START_REF]Aerospace series -Dynamic testing of the locking characteristics of fasteners under transverse loading conditions (vibration test)[END_REF]. As loosening can lead to serious accidents, our project focuses on the early detection of self-loosening. To achieve this goal, it is possible to integrate a sensor in a screw to monitor it, but it is impossible to instrument the thousands of screws that contains a structure. Our project therefore aims to try to overload all links with a network of some Acoustic Emission sensors well chosen and well positioned. The setup ORION has been firstly developed to perform research activity about damping and nonlinear vibrations [START_REF] Festjens | A numerical tool for the design of assembled structures under dynamic loads[END_REF]. It is made with two plates linked with three bolted joints. To facilitate the understanding of the physical phenomena, the contact between the plates is made by patches machined on the surfaces. A piezo-electric actuator (CEDRAT) has been especially developed in order to cause the loosening. A sensor (TEXYS) has been embedded into a M4 bolt head to measure the tightening loads. Acoustic Emission sensors (MISTRAS) are used to measure acoustic activity, see figure 1. AE techniques are able to detect friction and contact induced waves. The « Hit start » seems to be a good descriptor for loosening detection. The « Amplitude » is a good descriptor to measure the joint loading amplitude. Future work will focus on stick slip transition and contact separation simulation and self loosening simulation. Better understanding the physics involved in order to perform smart description of the AE datas
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 1 Fig. 1: Studied structure
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 4 Fig. 4: AE according to tightening