P Adde 
  
R Pyndiah 
  
C Berrou 
  
Performance of hybrid turbo codes

Keywords: 

Indexing terms: Turbo codes

Introduction: In 1993, Berrou et al. [l ] showed that it was possible to transmit digital information at a rate close to channel capacity as predicted by Shannon in 1948 [START_REF] Shannon | A mathematical theory of communication[END_REF]. For this, a coding scheme based on the parallel concatenation of two recursive systematic convolutional (RSC) codes was used, associated with an original iterative decoding algorithm. This iterative decoding algorithm uses soft input and output decoding of the component codes. In 1994, Pyndiah et al. [START_REF] Pyndiah | Near optimum decoding of products codes[END_REF] proposed a new iterative decoding algo rithm for decoding product codes, introduced by Elias [START_REF] Elias | Error-free coding[END_REF] in 1954. This iterative decoding algorithm is also based on soft input and output decoding of the component codes. This new coding scheme showed exceptional performance for high code rates, typically for R > 0.75. This new concept is known as a 'turbo-code' and is widely accepted [5]. In this Letter, we investigate the performance of iterative decoding in the case of a block code ( extended BCH) serially concatenated with a convolutional code (RSC). 

+ iteration 2 X iteration 3 .À. iteration 4
Bit error rate ( BER) against signal ta noise ratio on a Gaussian channel: lterative decoding requires reliability information at the decoder outputs: for RSC codes, the Viterbi-based algorithm described in [START_REF] Berrou | A low complexity soft-output Viterbi decoder architecture[END_REF] is used and for extended BCH codes, the measure ment of reliability is obtained from the log likelihood ratio estima tion (LLR) [START_REF] Pyndiah | Near optimum decoding of products codes[END_REF]. 3. The si gn al to noise ratio for a BER of 10-5 at iteration 4 is 2dB from Shannon's theoretical limit for the serial concatenation of BCH (64, 57, 4) and RSC (133, 171). We compared this association with the serial concatenation of the Reed-Solomon code RS (255, 223, t = 16) and convolutional code CC (133, 171) [START_REF] Pollara | Performance of concatenated codes using 8-bit and 10-bit Reed-Solomon codes[END_REF] (in this case, the code rate is lower: 0.43). The coding gain is -0.5dB for the hybrid turbo code.

Variations with size of frame: If N, is modified, the size of the frame changes. Fig. 4 gives the BER for two hybrid turbo codes: For a 176bit frame size, we have added the curve which gives the frame error rate (FER). Thus, hybrid turbo codes can be used for short blocks. --'-------'-----'---�--� 

Conclusion:

We have given some results conceming the perform ances of hybrid turbo codes. They indicate that this séria! concate nation can favourably replace the 'standard scheme' built with a CC and RS code. We also showed that they could be used for short blocks. E-mail: patrick.adde@enst-bretagne.fr
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