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A 50-mm-diameter circular aluminium tube was instrumented with two optical fibres that consist of 13 Fibre Bragg Grating sensors (FBGS) for each. The performance of the FBGS was evaluated by applying a series of increasing transversal loads at 1×g level and comparing the strains measured by FBGS with those calculated from the Euler-Bernoulli beam theory. Centrifuge test was then conducted at 100×g to estimate the transversal response of the calibrated model pile that had been jacked 450 mm into saturated sand and horizontally loaded at 500 mm above the ground. The profiles of the normal strain, bending moment, soil reaction and pile deflection were measured or determined, allowing to construct the soil reaction -pile deflection (P-y) curves. The results confirmed the reliability of the FBGS at 100×g by giving satisfactory measurements on bending moments and coherent measurements on shear force at the ground level.
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Introduction

Monopile is a typical foundation for offshore wind farms. It takes over 80% of recently installed wind turbines (Wind Europe, 2017) and represent about 15-20% of the total investment. The lifecycle of the monopile is influenced by the horizontal service loads resulting from winds, currents and waves.

The generation of horizontal deflection may degrade the foundation soil and as a result trigger the instability problems. Faced with the increasing capacity of the next-generation wind turbines, the dimension of the future monopiles is expected to increase, for example, to as large as 10 m in diameter. For such large-diameter monopiles, current design codes for long and slender piles are deemed inappropriate and new standards need to be developed.

In the literature, three experimental methods exist to characterise the response of pile or monopile under transversal loads: i) the full-scale field tests (e.g. [START_REF] Davisson | Lateral load tests on drilled piers. Performance of Deep Foundations[END_REF][START_REF] Baguelin | Etude expérimentale du comportement de pieux sollicités horizontalement[END_REF], Cox et al., 1974;[START_REF] Reese | Analysis of laterally loaded piles in sand[END_REF][START_REF] Ting | Full-scale cyclic dynamic lateral pile responses[END_REF][START_REF] Little | Full scale cyclic lateral load tests on six single piles in sand[END_REF][START_REF] Koukoura | Identification of support structure damping of a full scale offshore wind turbine in normal operation[END_REF][START_REF] Barbosa | Large Scale Offshore Static Pile Tests-Practicality and Benefits[END_REF][START_REF] Jardine | Behaviour of piles driven in chalk[END_REF][START_REF] Mcadam | Monotonic lateral loaded pile testing in a dense marine sand at Dunkirk[END_REF]; ii) reduced-scale laboratory tests (e.g. [START_REF] Leblanc | Response of stiff piles in sand to long-term cyclic lateral loading[END_REF][START_REF] Abadie | Rigid pile response to cyclic lateral loading: laboratory tests[END_REF] and iii) reduced-scale centrifuge tests (e.g. [START_REF] Georgiadis | Centrifugal testing of laterally loaded piles in sand[END_REF][START_REF] Verdure | Lateral cyclic loading of single piles in sand[END_REF][START_REF] Rosquoet | Lateral cyclic loading of sand-installed piles[END_REF][START_REF] Li | Centrifuge modelling of mono-pile under cyclic lateral loads[END_REF]Klinkvort andHededal, 2013, 2014;Klinkvort et al., 2013[START_REF] Klinkvort | Centrifuge modelling considerations of laterally loaded monopiles in sand[END_REF][START_REF] Choo | Experimental Development of the p-y Relationship for Large-Diameter Offshore Monopiles in Sands: Centrifuge Tests[END_REF][START_REF] Truong | Empirical approach based on centrifuge testing for cyclic deformations of laterally loaded piles in sand[END_REF].

Each above-mentioned method presents its own inherent advantages and disadvantages. For performing parametric studies in a first step, reduced-scale laboratory and centrifuge tests are more feasible due to the consideration of testing budget. Comparing to laboratory tests, centrifuge tests at elevated gravity have the advantage of reproducing the field stress condition for monopiles. Through carrying out centrifuge tests, researchers were able to test monopiles as large as 50 mm in diameter (e.g. [START_REF] Li | Centrifuge modelling of mono-pile under cyclic lateral loads[END_REF][START_REF] Klinkvort | Centrifuge modelling considerations of laterally loaded monopiles in sand[END_REF]. The pile local strains were measured and then used to determine the soil reaction -pile deflection (P-y) relationship. These results, together with the full-scale field tests and reduced-scale laboratory tests, are of interest for the design of next generation monopiles.

The present study is part of the SOLCYP+ project (France Energies Marines, 2017), which is an extension of the SOLCYP project [START_REF] Puech | Design of piles under cyclic loading: SOLCYP recommendations[END_REF]. The main objective was to experimentally investigate the response of the model piles under horizontal load in geotechnical centrifuge and then to extrapolate the prototype pile behaviour. Fibre Bragg Grating sensors (FBGS)

were used to measure the local strains and to determine the moment profile of the pile. Experimental results are presented following the local pile analysis [START_REF] Garnier | Advances in lateral cyclic pile design: contribution of the SOLCYP project[END_REF].

Principle and geotechnical application of FBGS

Exposing the Germanium-doped optical fibre to the spatial pattern of ultraviolet light (e.g. [START_REF] Hill | Fiber Bragg grating technology fundamentals and overview[END_REF][START_REF] Kreuzer | Strain measurement with fiber Bragg grating sensors[END_REF] can artificially alter the refractive index of the fibre and form a periodic modulation of the refractive index (i.e., grating). When a beam of light passes a grating, part of the light will be reflected and the other be transmitted. The reflected lights accumulate and form a peak if an integer of the light wavelength fits into two times of the fringe spacing, as shown in Figure 1.

Under the effect of the external stress or temperature, the optical fibre shrinks or swells. This shrinkage-swelling results in a change in grating period and as a result a corresponding shift of the reflected peak wavelength in the recorded spectra. Under temperature-controlled condition, the strain (e) can be calculated with the peak wavelength shift (Dl) by the following formula:
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where & (nm) is the initial peak wavelength under null external stress (i.e., reference scan), '& (nm)

is the peak wavelength shift and k, the gage factor, is equal to 0.78 for the fibre used in this study.

As the FBGS has very small dimension (e.g., diameter of several hundred micro-meters), it can be adhered on or embedded into the piles or beams without significantly changing their geometry and mechanical property. For such reason, it has been increasingly used. In geotechnical laboratory and field testing, FBGS have been used to measure the load transfer of the model pile (e.g., [START_REF] Lee | Measurement of pile load transfer using the Fiber Bragg Grating sensor system[END_REF], the strain distribution along the soil nails during pull-out test (e.g., [START_REF] Zhu | Soil nail monitoring using Fiber Bragg Grating sensors during pullout tests[END_REF]Zhu et al., , 2011;;[START_REF] Hong | New LGFBG-Based structural integrity evaluation method for cement-Grouted soil nails[END_REF] and the transversal displacement of ballast under cyclic loading conditions (e.g., [START_REF] Hussaini | Application of optical-fiber Bragg grating sensors in monitoring the rail track deformations[END_REF]. Besides, FBGS have been used to monitor the dynamic process of the wind turbine blades (e.g., [START_REF] Park | Real-time monitoring of composite wind turbine blades using fiber Bragg grating sensors[END_REF], large pile under vertical driving conditions (e.g., [START_REF] Doherty | Field validation of fibre Bragg grating sensors for measuring strain on driven steel piles[END_REF] and strains of buried pipelines under different external loads (e.g. [START_REF] Glisic | Fiber optic method for health assessment of pipelines subjected to earthquake-induced ground movement[END_REF][START_REF] Simpson | Distributed sensing of circumferential strain using fiber optics during full-scale buried pipe experiments[END_REF][START_REF] Ni | Distributed fibre optic sensing of strains on buried fullscale PVC pipelines crossing a normal fault[END_REF].

However, the report of the FBGS in geotechnical centrifuge is limited. [START_REF] Kapogianni | The use of optical fibre sensors in a geotechnical centrifuge for reinforced slopes[END_REF] investigated the performance of FBGS in a drum centrifuge at ETH Zurich. The FBGS gave coherent measurements at different g-level (0-100 g) even though the unstable measuring signal was observed due to the movements of the FBGS cables. Da [START_REF] Da Silva | Fibre optic instrumentation and calibration in the geotechnical centrifuge[END_REF] reported their experience on FBGS instrumentation and calibration in centrifuge test at the University of Cambridge. A first issue that they considered was the location and orientation of the fibre optic interrogator. In their study, the interrogator was placed on the centrifuge beam as close as possible to the centre to minimise the gravitational acceleration experienced by the interrogator. In addition, the interrogator box was orientated such that the axis of the fans aligned with the direction of the gravitational acceleration to minimise impact of g-level on the operation of the interrogator. After these efforts, the authors found that the interrogator remained securely in place with g-level up to 40 g (i.e., 6 g for the interrogator).

Excellent correlation was achieved between the strains measured by FBGS and those by LVDT, with the difference generally smaller than 5%. To avoid the high g-forces within the interrogator, [START_REF] Correia | Interrogation of fibre Bragg gratings through a fibre optic rotary joint on a geotechnical centrifuge[END_REF] reported a new method to place the FBGS interrogator. This method consists of using a fibre optic rotary joint and placing the interrogator outside of the centrifuge. At Chang'an University (China), [START_REF] Weng | Application of Fiber Bragg Grating Strain Sensors to a Centrifuge Model of a Jacked Pile in Collapsible Loess[END_REF] conducted a series of centrifuge tests, using both FBGS and strain gauge to measure the vertical strains of a jacked steel pile previously soaked by water. The difference between the strains measured by FBGS and the strains measured by strain gauges was, in most cases, within 10%.

In conclusion, the FBGS i) provides a precise, reliable and convenient method to monitor strain change of piles and pipes; ii) allows multiple strain measurements with a single fibre; iii) is easy to be installed and suitable under both static and dynamic load conditions and iv) is rarely used in geotechnical centrifuge. Compared to the strain measuring methods that the authors previously adopted (e.g., gluing the strain gages outside or even inside the tube in Rosquoët et al., 2007 and[START_REF] El Haffar | Monotonic lateral loading on single piles in sand: parametric centrifuge modelling in eccentricity, saturation and installation mode[END_REF], the choice of the optical fibres in this study was mainly to maintain the wall thickness of the tube while working on an open-ended model pile.

Instrumentation and calibration of the model pile

The geometric and mechanical characteristics of the model pile are described in Figure 2 and Table 1. The choice of an aluminium tube instead of a steel bar allows to respect the key scale factor of the rigidity (EI) while maintaining a suitable tube thickness for embedding FBG sensors. Besides, aluminium has been commonly used in geotechnical centrifuge to reproduce the behaviour of steel structures (e.g. [START_REF] Ng | Centrifuge modelling of heating effects on energy pile performance in saturated sand[END_REF][START_REF] Saiyar | Response of pipelines of differing flexural stiffness to normal faulting[END_REF]. The pile was chiselled with two semi-cylindrical grooves that are diametrically opposed. The radius of the grooves is 0.5 mm, i.e., 1/5 the wall thickness of the pile. Two 200-micrometer-diameter optical fibres were laid straight in the grooves and then sealed by a bi component cold curing epoxy, i.e., X120 adhesive. X120 adhesive was chosen mainly due to its easy usage and good strain transfer property (HBM, 2019b). Another consideration was that the stiffness of the adhesiveness is smaller than that of the pile so that the local gauge hardening effect can be avoided. Placing two optical fibres in an extension-compression configuration, i.e., diametrically opposed as shown in Figure 2a, aimed to compensate the temperature effect on the measurement. This effect can be compensated by averaging the difference of the two measured strains (i.e., εav. = (εext.εcomp.)/2) as a temperature change has identical effect on both fibres in terms of the peak wavelength shift, e.g., one fibre being compressed and features a negative strain, whereas the other being stretched and has a positive strain. Within each optical fibre, 13 FBGS were integrated and distributed every 25 mm for the first eight FBGS (#1 -#8) and every 50 mm for the rest (#9 -#13). Such a configuration allows to measure the pile strains at 13 different positions ranging from 0 -425 mm away from the FBGS #1, as shown in Figures 2 and3.

The calibration of the model pile is intended to compare the the strain measured by FBGS and that calculated from the Euler-Bernoulli beam theory. Two calibrating methods are proposed: i) the pile clamped at one end (i.e., cantilever beam) and ii) the pile put on two rigid supports (e.g., simply supported beam). The apparatus and the corresponding schematic drawing are presented in Figure 3.

To avoid the possible damage on the pile end in particular for the cantilever beam configuration where the pile was clamped only 10 mm at the end, the maximum applied weight F was limited, for example 100 N and 500 N for the cantilever and simply supported beam, respectively. For this reason, the calibration strains were within 350 microstrain (10 -6 ), which cannot cover the full range of the following centrifuge tests. Transversal loads were applied at 1×g level with an incremental ratio of about 2, i.e., 20, 50, 100 N for the cantilever beam and 20, 50, 100, 200 and 500 N for the simply supported beam. In order to evaluate the performance of the FBGS under both tensile and compressive conditions, the pile was calibrated at 0° (initial position) and 180° (turning the pile over).

As the transversal load increases, the model pile deflects and generates tensile or compressive strains.

These strains can be on the one hand calculated based on the direct measurements of the FBGS as shown in Equation 1, and on the other hand determined by the Euler-Bernoulli beam theory using the following formula:
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where M is the moment at different sections, F, the applied transversal force, D, the outside diameter of the pile, E, the Young modulus of the pile and I, the moment of inertia of the section..

For the cantilever beam configuration, the moment M is:
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and for the simply supported beam, the moment M is:
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where zFBGS is the position of the FGBS in mm, as illustrated in Figure 3. When the pile is supported by two tips (i.e., simply supported beam) and the transversal loads are applied in between, strains are in tension on the lower side and in compression on the upper side.

Similarly, the experimental points, excluding those measured by FBGS #13, are located around the correlation lines (Figure 4b). However, for the maximum transversal load, the measured strains are deviated from those calculated according to Euler-Bernoulli beam theory. The FBGS measurements derivate from -11.99 to 4.89% from the theoretical predictions for FBGS #1-8. The relative difference increases significantly for FBGS #9-13. This may result from many aspects in such a free system where both the stress concentration and pile movement are possible. As concerning the moment profiles, results in the third diagram of Figure 4b shows better accordance between the experiment and theoretic correlations, with their difference generally smaller than 5%.

Pile behaviour under transversal loads in centrifuge test

Preparation of the centrifuge test

The experimental study was carried out at the IFSTTAR large beam centrifuge (D = 11 m) inaugurated in 1985 [START_REF] Corté | Une centrifugeuse pour la recherche en géotechnique[END_REF].The centrifuge can generate a maximum gravitational acceleration of 100 g in the bracket for a sample mass up to 2 tons. The FS22DI Industrial

BraggMETERInterrogator box from HBM was placed in the data acquisition chamber that is attached to the rotation centre. The longitude direction of the interrogator was in line with the centrifuge arm.

The gravitational acceleration experienced by the interrogator is estimated about 1/15 of the centrifuge basket. The wavelengths of the 13 FBGS at reference scan range from 1520-1580 nm and increase every 5 mm. To prepare for the centrifuge test, three steps were employed: i) model sand preparation, ii) pile installation and iii) load application.

The model soil was the Fontainebleau NE34 poorly graded sand (Table 2). Using the automated raining technique [START_REF] Garnier | Modèles physiques en géotechnique-I-Évolution des techniques expérimentales et des domaines d'application[END_REF], the sand was dropped from a constant height (70 cm in this study)

and then pluviated into a 1200 mm (length) by 800 mm (width) by 720 mm (height) rectangular strongbox. The depth of the sand mass was 560 mm and the relative density was 81%. To simulate the prototype condition where the foundation is under water, the sand was saturated by slowly (about 6 hours) injecting water through four draining channels located at the bottom of the strongbox. The attained water table was about 30 mm above the sand surface. The effective volumetric weight of the saturated sand was 10.3 kN/m 3 .

Concerning the pile installation, the instrumented model pile (Figure 2) was pushed into the sand at 1×g level by a hydraulic jack. The jacking speed was 1 mm/s and the attained depth is 450 mm, i.e.,

9D. The sand level inside the pile was checked and there was no plug generated. After pile installation, an electric actuator was mounted on two supporting beams that perpendicularly placed on the longitudinal edges of the strongbox. The actuator has a stroke of 150 mm and can measure the load with a precision of 0.1 N for a range from 0 -5 kN. At the end of the piston, a force transducer and a loading fork were integrated, aiming to measure and control the applied horizontal load. In front of the actuator, a laser displacement transducer, with measuring range of 120 mm and resolution of 20 µm, was fixed on a supporting beam. This allows to monitor the pile deflection at 410 mm above the ground level. The established experimental set-up is schematically shown in Figure 5.

Centrifuge test was performed at 100´g level. Horizontal load was applied through the centre of the cross section by pushing the steel rod that crosses the monopile perpendicularly to the instrumentation plan (Figures 2 and3). The loading point situates at 500 mm (i.e. 10D) above the ground level. The loading was displacement-controlled with a rate of 1 mm/s at the actuator level and terminates at 50 mm (i.e. 1D). The measurements of the FBGS, the laser and force transducer were recorded and registered every 0.02 second (i.e., 50 Hz).

Horizontal response of the model pile

In Figure 6a, the normal strains measured at each incremental force (every 0.25 kN until 1.75 kN)

were plotted versus the pile depth As the applied horizontal load H increases, the normal strains within the pile increase as well. Under the same H, normal strains first slightly increase with depth, reach to the maximum at the depth of 100 mm and then decrease almost to zero at 425 mm below the ground level. The average value of the tensile and compressive strains was used to determine the bending moments and the used equation was shown in Figure 6b. At the ground level, the moments measured by FBGS (empty circular points) are very close to the moments calculated from H (solid square points), confirming the reliability of the FBGS under flight condition. At the pile end (FBGS #13, z = 425), the bending moments are close to zero. The discrete moments along the depth need to be fitted into continuous so that further calculation can be proceeded. In [START_REF] Haiderali | Evaluation of curve fitting techniques in deriving p-y curves for laterally loaded piles[END_REF], the authors compared different curve fitting techniques and found that the cubic and cubic Bsplines gave more consistent and accurate P-y curves. In this study, the cubic splines function was used to interpolate the experimental results. According to the beam theory, the shear force V and the transversal distributed loads along the pile P (equal to the soil reaction) can be obtained by solving the first and second derivatives of the moment profiles (i.e. cubic splines), respectively. Due to the lack of the experimental results above the ground surface and below the pile tip, the algorithm of the cubic spline forces the spline approximate the end points (i.e., FBGS #1 and FBGS #13) in a default way, considering the second derivative of the spline to be zero. Such algorithm is normally reasonable for FBGS #1 as the second derivative of the bending moment (i.e., soil reaction) should be theoretically null at the ground level, however, probably incorrect for FBGS #13 because the soil reaction at the pile tip should not be zero. As a result, the first and second derivatives of FBGS #13 (i.e. pile depth from 375-425) are not necessarily significant and were not determined. In Figures 6c and6d, the V and P profiles are presented. For the former, V at the ground level are coherent with H applied by the actuator. Slight difference is due to uncertainties in finding the first derivative accurately as it lacks experimental points above the ground surface. Concerning the P profile, as H increases, the pile rotation centre defined here as the point where the soil reaction is nil, P = 0 increases from 210 -275 mm (i.e., 4.2 -5.5 D) below the ground level.

Finding the second-order definite integral of the moment profiles, one may obtain the pile transversal deflection y. This was usually achieved by solving a simultaneous equation that contains two integration constants. Two limit conditions are introduced in this study. The first one is the pile deflection measured by the electric actuator at the pile head. The second is the null pile deflection (y = 0) at the rotation centre, which was determined by finding the depths of the null reaction (P = 0), as presented in El [START_REF] El Haffar | Monotonic lateral loading on single piles in sand: parametric centrifuge modelling in eccentricity, saturation and installation mode[END_REF]. Figure 7 presents the pile horizontal deflection at different H values. Due to the large embedment depth (i.e., 450 mm or 9D), pile deflections are close to zero below the rotation centre (e.g., 300 -450 mm below the ground surface). Presented also are the pile deflections measured by the laser transducer. As H increases, the laser provides extra measurements that are comparable with the measurements provided by the electric actuator.

P-y curves are obtained by plotting the pile deflection y versus the soil reaction P at different depths (e.g., the depth of the FBGS). In Figure 8, each curve demonstrates the P-y relationship as H increases from 0.25 -1.75 kN. P is positive above the pile rotation centre and negative under. The initial soil stiffness, i.e., the initial slope of the P-y curve, increases as the embedment depth increases (from the ground surface to the pile tip). For the soil at a certain depth (e.g., z = 75 mm), its stiffness decreases as the horizontal load H increases. In this study, a plateau is reached only for the second level, z = 25 mm. For deeper levels (e.g. z = 50 -225 mm), the P-y curves show a tendency to be stabilized.

However, much more lateral displacement is needed to reach such limit.

Conclusions

A model pile was instrumented with two diametrically-opposed optical fibres. The instrumented pile was calibrated at 1×g and then subjected to lateral loading in centrifuge at 100×g. The experimental results show that:

• All the 26 FBGS survived in the 100×g centrifuge test;

• At the ground level, the moments determined by FBGS are in accordance with the moments calculated from the transversal force;

• Shear forces at the ground level are slightly larger than the applied transversal forces. Such difference mainly results from the difficulty of the accurate derivation operation at the ground level.

• The pile local behaviour is characterized: under the effect of the increasing horizontal load, pile rotates at the depth 210 -275 mm (i.e., 4.2 -5.5D) below the ground level. Due to the large embedment depth, the pile deflection below the rotation centre close to zero. The P-y curves at different depths were also determined. 
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Table 1 .

 1 Geometric and mechanical characteristics of the pile

	Material	Prototype	Model
	L (m)	50	0.5
	D (m)	5	0.05
	d (m)	4.5	0.045
	E (GPa)	74 GPa	74 GPa
	EI (N.m 2 )	7.8×10 11	7.8×10 3
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