José A Rodriguez-Martinez 
  
Alexis Rusinek 
  
Raphaël Pesci 
  
Angel Arias 
  
J A Rodríguez-Martínez 
  
Mechanical charecterization

scientifiques de niveau recherche, publiés ou non, émanant des établissements d'enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.

In this contribution, the thermo-viscoplastic behaviour of the steel AISI 304 is analyzed under wide ranges of loading conditions. In order to characterize the mechanical behavior of the material, tensile tests have been performed within the ranges of strain rates . The analytical definition of the material behaviour has been conducted by means of the extended Rusinek-Klepaczko model to viscous drag effects [START_REF] Rusinek | Thermo-viscoplastic constitutive relation for aluminium alloys, modeling of negative strain rate sensitivity and viscous drag effects[END_REF]. Based on such understanding of the material behaviour, satisfactory agreement between experiments and analytical modeling is reached for the whole range of loading conditions examined.

Experimental characterization at room temperature

Analysis of the thermo-viscoplastic behaviour of the steel AISI 304 has particular relevance since this material is widely used in many engineering applications. The tensile tests performed at different strain rates reveal the characteristics high strain hardening and ductility of this metal, Figure 1-a. It has to be highlighted that even at high loading rate the strain hardening of the material remains approximately constant. It provides to this material of improved mechanical properties for absorbing energy under impulsive loads. Dependence of strain rate on the material flow stress level is observed. Thus, in Figure 1-b. is illustrated the rate sensitivity of the material from static to highly dynamic loading. The original experimental results of this work are compared with those reported in [START_REF] Follansbee | High-Strain-Rate Deformation of FCC Metals and Alloys[END_REF]. Both data find good agreement within the range of strain rates considered. In particular, it has to be noted that beyond certain level of loading rate the flow stress of the material sharply increases. Such a behaviour is assumed to be caused by viscous drag deformation mode [START_REF] Follansbee | High-Strain-Rate Deformation of FCC Metals and Alloys[END_REF]. 

Thermo-viscoplastic modeling of 304 stainless steel for a wide range of strain rates

For modeling the material behaviour, the extended Rusinek-Klepaczko model to viscous drag effects [START_REF] Rusinek | Thermo-viscoplastic constitutive relation for aluminium alloys, modeling of negative strain rate sensitivity and viscous drag effects[END_REF] is applied: σ ε ɺ originally proposed by [START_REF] Kapoor | Comparison between high strain-rate and low strainrate deformation of tantalum[END_REF] is added to the original Rusinek-Klepaczko formulation in order to describe the viscous drag effects at high strain rates. The following set of constants for the model calibration has been found, Table 1. 
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Conclusions

In this investigation, the thermo-viscoplastic behaviour of the steel AISI 304 has been examined. The experimental characterization of the material has been conducted in tension under wide ranges of strain rates. An analytical description of the macroscopic behaviour of this metal is reported. For such goal, the extended Rusinek-Klepaczko model to viscous drag effects is applied. It allows for proper description of the material behaviour within the whole range of loading conditions considered. In addition, the analytical formulation proposed gathers limited number of material constants and simple calibration procedure.
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 1 Figure1. (a) Flow stress evolution as a function of plastic strain for different strain rates at room temperature (b) Flow stress evolution as a function of strain rates and comparison with[START_REF] Kapoor | Comparison between high strain-rate and low strainrate deformation of tantalum[END_REF] 
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 2 Figure 2. Comparison between experiments and analytical predictions for wide ranges of strain rates
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 1 Material constants for the steel AISI 304, equation 1
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