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Suppression of instabilities of swirled premixed flames with minimal secondary hydrogen injection

The impact of hydrogen addition on the dynamics of a methane-air premixed flame is explored for differ ent injection strategies. The configuration is a swirled injector with a central tube for pilot fuel injection. Keeping the air flow rate and thermal power of the burner constant, it is shown that even for very small flow rates of hydrogen, as low as one percent of the thermal power, flame stabilization and combus tor stability are greatly altered when pure hydrogen is injected through the central tube as a pilot jet. It is also shown that fully premixing the same quantity of hydrogen with methane or use of methane for the pilot jet has no significant effects compared to hydrogen pilot injection strategy. The flame re sponse to forced flow perturbations is use to interpret the observed features. It is shown that hydrogen piloting drastically changes the gain of the flame transfer function at low frequencies and its phase lag at high frequencies, white other injection strategies barely change the flame response for these minute flowrates. CO and NOx emissions are finally examined for the different injection strategies. NOx emissions are found to drastically increase with hydrogen piloting compared to other injection strategies. These ex periments indicate that pure hydrogen injected in minute fractions may be used as an efficient passive control means to mitigate combustion instabilities, but a compromise needs to be made with emissions.

Introduction

Gas turbines fired with natural gas is one the most efficient so lution for power generation with limited pollutant emissions and reduced carbon dioxide emissions, compared to other power gen eration units burning hydrocarbon fuels (1-3). Typical industrial gas turbines operate on natural gas in a lean premixed regime to eut down NOx emissions, but these systems suffer from dynami cal problems mainly associated to combustion instabilities (4). ln stances of heat shields breaking due to high cycle fatigue, dam aged burners, liners and transition pieces are regularly reported (5). With the introduction of new gases from renewable sources in the fuel supply fine, such as biogas or syngas, these issues become more critical due to (1) changes in the fuel composition powering the engine and altering the heat release distribution for a given thermal power output (6--9) and (2) intermittent changes of the supply and power demand leading to operation with high tum down ratios [START_REF] Jansohn | Modern gas turbine systems: high efficiency, low emission, fuel flexible power generation[END_REF].

Blending hydrogen from renewable sources into natural gas can be used to reduce carbon dioxide emissions without impairing 
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pollutant emissions. ln this strategy, hydrogen is premixed with natural gas prior to combustion. But it was found out that al though hydrogen addition widens the static operability range of the combustor by improving blow-off characteristics, it tends to make combustion systems more prone to flashback and more sen sitive to combustion instabilities even at low power regimes and more quickly compared to natural gas [11][START_REF] Figura | The effects of fuel composition on flame structure and combustion dynamics in a lean premixed combustor[END_REF][START_REF] Wicksall | Acoustics measurements in a lean premixed combustor operated on hydrogen/hydrocarbon fuel mixtures[END_REF][START_REF] Taamallah | Fuel flexibility, stability and emissions in premixed hydrogen-rich gas turbine combustion: Technology, fundamentals, and numerical simulations[END_REF][START_REF] Taamallah | Thermo-acoustic instabilities in lean premixed swirl-stabilized combustion and their link to acoustically coupled and decoupled flame macrostructures[END_REF].

An alternative way to avoid flashback issues and mitigate com bustion instabilities is to use a pilot fuel circuit, burning a frac tion of the fuel in partially premixed or non-premixed mode, while the main fuel stage burns in a lean premixture. This strategy helps achieving more stable flames (16--19) and has also been proven on full scale engine tests [START_REF] Etheridge | Mars soloNOx: Lean premix combustion technology in production[END_REF]21 ). Because hydrogen has a higher ex tinction strain rate compared to methane and natural gas, it is a good candidate to serve as a pilot fuel.

The use of a hydrogen pilot fuel jet has been considered in a few studies. Hussain et al. [START_REF] Hussain | Investigating the effect of local addition of hydrogen to acoustically excited ethylene and methane flames[END_REF] recently made a clear review of these studies in their introduction. ln one of the pioneering works, Anderson et al. [START_REF] Anderson | Effect of hydrogen injection stability and emissions of an experimental premixed prevaporized propane burner[END_REF] noted that it would make fl ames quieter and more stable in a perforated-plate flame holder configuration. More recently, Barbosa et al. [START_REF] Barbosa | Control of combustion instabilities by local injection of hydrogen[END_REF] showed that a swirled injection of hydrogen into a combustor operated with a lean propane-air mixture can be used to reduce combustion oscillations, with out impairing NOx emissions but with a drastic increase in CO emissions. Hussain et al. [START_REF] Hussain | Investigating the effect of local addition of hydrogen to acoustically excited ethylene and methane flames[END_REF] analyzed the response to acoustic perturbations of methane-air and ethylene-air flames stabilized by a large bluff body in a dump combustor, when secondary hydrogen is injected through the bluff body. They found that the Flame Describing Function (FDF) linking the acoustic velocity modulation to the resulting heat release rate oscillation at 30, 255 and 315 Hz could be lowered compared to operation without hydrogen for all acoustic forcing levels tested. However, NOx emissions rapidly increase when the hydrogen concentration exceeds 5% in volume. Their analysis carried out without swirl is also limited to selected forcing frequencies.

In this study, an experimental setup with separate injection of hydrogen is considered with the objective to alter the dynamic stability of a swirled combustor operated with methane, used here as a surrogate for natural gas. The fraction of hydrogen injected in the system is kept very low to limit NOx emissions. The goal is to change the distribution of heat release in order to affect flame stabilization and its dynamics without altering the global thermal power and the air flow rate through the system. The effectiveness of this strategy is compared by replacing hydrogen with methane for the pilot fuel or by fully premixing methane and hydrogen in order to discriminate between the effects of fuel composition and injection strategies. The flame response to acoustic perturbations is then analyzed for these different injection strategies. Use of the burner impedance and Flame Transfer Function (FTF) is finally made to identify the mechanisms through which the combustor stability is affected.

This paper is organized as follows. First some generic definitions and theoretical considerations about hydrogen-enriched combustion are given in Section 2 . The experimental setup and diagnostics are then presented in Section 3 , followed by a detailed comparison of stability maps in Section 4 for the various fuel injection configurations. A deeper analysis of one selected unstable operating point is finally conducted in Section 5 through the scrutiny of pressure traces, flame visualisations and FTF. Pollutant emissions are finally examined in Section 6 for the different injection strategies.

Definitions for hydrogen-enriched systems

When multiple fuels are used simultaneously, care is required for a consistent definition of basic combustion parameters. Whether the fuels are premixed or injected separately, one may define the molar fraction of each species in the hypothetical fuel mixture. In this study considering hydrogen and methane, the molar fraction of hydrogen in the fuel is:

X f H 2 = ˙ n H 2 ˙ n H 2 + ˙ n CH 4 ( 1 
)
where ˙ n j denotes the molar flow rate of species j . Then, the balance equation for lean combustion of this multicomponent fuel may be written:

φ G X f CH 4 CH 4 + X f H 2 H 2 + 2 - 3 2 X f H 2 ( O 2 + a N 2 ) -→ φ G X f CH 4 CO 2 + 2 -X f H 2 H 2 O + 2 - 3 2 X f H 2 ( ( 1 -φ G ) O 2 + a N 2 ) ( 2 
)
where a = 3 . 76 is the molar fraction of nitrogen in air and

X f CH 4 = 1 -X f H 2
is the molar fraction of methane in the fuel blend. The global equivalence ratio is defined as φ G = α/α s , where α = ˙ m f / ˙ m a is the ratio between the fuel and air mass flow rates injected in the burner. The stoichiometric value of α is:

α s = X f CH 4 W CH 4 + X f H 2 W H 2 2 -3 2 X f H 2 ( W O 2 + aW N 2 )
(3) where W j is the molar mass of species j . Finally, for the analysis conducted in this paper, it is relevant to define the fraction of the total thermal power P H 2 attributed to hydrogen combustion:

P H 2 = X f H 2 Q H 2 X f H 2 Q H 2 + X f CH 4 Q CH 4 (4) 
where Q j is the molar lower heating value of species j .

Experimental setup and diagnostics

The objective of the study is to alter the dynamics of a burner equipped with a radial swirling vane with the addition of hydrogen. Therefore, the configuration that is presented in Fig. 1 consists of a swirled injector fed with a gaseous mixture, plugged into a cylindrical flame tube. This burner is an evolution of that used in [START_REF] Palies | The combined dynamics of swirler and turbulent premixed swirling flames[END_REF][START_REF] Durox | Flame dynamics of a variable swirl number system and instability control[END_REF][START_REF] Gatti | Impact of swirl and bluffbody on the transfer function of premixed flames[END_REF] operating in fully premixed mode. Here the central insert is replaced by a pilot fuel line aligned with the swirler axis.

The main mixture of fuel and air is injected at the bottom of a plenum with a circular cross section of diameter D p = 65 mm. The acoustic pressure is recorded at the bottom of the plenum via a Brüel & Kjaer-TYPE 4954 microphone (MB) and a honeycomb panel is fitted in the plenum to break the turbulent structures resulting from the injection. Two plenum lengths l p = 258 mm and l p = 147 mm are available to modify the acoustic response of the setup.

The flow then goes through a convergent nozzle that ensures a laminar flow with less than 1% velocity fluctuation with a top hat velocity profile, followed by a short annular tube of diameter D = 22 mm. In this tube, the acoustic pressure and the velocity are recorded with microphone M1 flush mounted to the wall and a constant temperature anemometer (Dantec 55P16 miniature hot wire probe and a Dantec 54T42 MiniCTA), denoted HW. The microphone M1 and the hot wire probe HW are located in the same section in front of each other as shown in Fig. 1 . This section is designated in the following by section (1). Care has been taken to set the hot wire probe outside of the boundary layer, where the velocity is uniform with a top hat velocity profile.

Then follows a radial swirler with 8 feed channels of 4.5 mm diameter each, which are 15 o off the swirler axis. The flow leaves the swirler through the main annular injection channel with a re duced external diameter of 12 mm to avoid flashback. A detailed view of this component is given in Fig. 2, together with its main dimensions.

The bulk velocity U sw that is used to define the operating condi tions is determined in the main mixture annular injection channel at temperature Tu = 292 K. lt has a cross section area A = 84.82 mm 2 with 6 mm internai diameter and 12 mm external diam eter. The swirl number determined from numerical flow simula tions is Sw = 0.4 at the injector outlet. The top of the burner is water cooled in order to maintain the thermal equilibrium of the plenum at room temperature, Tu = 292 K. The outlet of the an nular injection channel defines section (O) of the burner at alti tude z = O. The piloting system consists of a central stainless steel tube with a 6 mm external diameter and a 4 mm internai diame ter, aligned with the burner axis where pure fuel can be injected.

The tube protrudes z = 1.25 mm inside the combustion chamber to ease flame visualization at its base when the flame is anchored at this location. The combustion chamber consists of cylindrical quartz tubes with an internai diameter of 46 mm. Two flame tube lengths are available, 1 1 = 300 mm and 1 1 = 100 mm, the smaller being used for the measurement of flame responses to acoustic perturbations as described in Section 5.3.

The mass flow rates of methane, air and hydrogen are con trolled separately (Brooks SlA 585x series ), so that the fraction of the thermal power from hydrogen PH 2 can be regulated as well as the global equivalence ratio 'PG• Hydrogen can be added in the main mixture to operate in fully premixed mode or through the pilot tube. Methane can also be used as the pilot fuel for compar ison, meaning that this system is versatile for the development of contrai strategies via fuel composition and injection.

Heat release rate fluctuations of the flame are deduced from the emission intensity of CH* radicals. They are recorded with a photomultiplier along with a band-pass filter centered on the CH* emission spectrum peak À= 430 ± 10 nm (THORIABS FB430-10). Flame images are also taken with a camera (PI-MAX4) along 
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Stability maps

The dynamic stability of the combustor is examined for the op erating range given in Section 3. ln order to evaluate the effect of hydrogen on the stability of each operating point, different injec tion strategies are tested as illustrated in Fig. 3. These variations are conducted at constant thermal power P because this param eter has a first-order impact on the magnitude of combustion in stabilities. Therefore, the contrai parameters are the fraction of the thermal power from hydrogen, PH 2 and that from the pilot flame, P p iloc • Accordingly, the fraction of power from the main mixture is Pm a i n = 1 -P p ilcc• The reference is a fully premixed methane-air case without piloting, Jabelled 'Rer in Fig. 3. Tuen piloting with hydrogen is considered in cases PHl and PH2 corresponding to PH 2 = 1% and 2%, respectively. Cases PCl and PC2 correspond to the replacement of hydrogen by methane in the pilot tube, with the same Ievels of power P pilcc• Finally, in cases MHl and MH2 the pilot is turned off and the hydrogen is premixed in the main stream, with corresponding power fractions PHi• Ail these cases are summarized in Table 1. They allow a systematic investigation of effects of fuel composition, injection strategy and pilot fuel at Iow Jevels of hydrogen addition. These experiments are conducted with a long flame tube, 1 1 = 300 mm and a long plenum l p = 221 mm (see Fig. 1 ).

The stability map of the reference case is presented in The grey shaded regions delineate the regions of instability, defined here as the operat ing conditions where RMS pressure fluctuations are higher than 300 Pa. This threshold level was chosen as representative of estab lished self-sustained combustion oscillations associated to a coher ent peak in the recorded power spectra. Variations of this thresh old show similar results even though the boundaries of the unsta ble regions are slightly shifted. For some operating conditions, hys teresis takes place in which cases the instability jumps from one intensity to another. These operating conditions are marked with half circles. Finally, a X indicates a condition that was not explored because the instability is too strong and may damage the humer. This nomenclature is used for Figs. 4 through 7. Figure 4 shows that the reference configuration exhibits two regions of instabil ity, one at tf>c=0.85 for flow velocities higher than Usw � 24 m.s-1 (Re 0 h � 9500) and another one along the descending diagonal cov ering a large fraction of the operational domain. The peak fre quency of these self-sustained modes lies between 520 Hz and 680 Hz depending on the operating point considered.

The control strategy that is explored is the pilot injection of hydrogen in small quantities. For PHl (respectively PH2), 1% (re spectively 2%) of the methane flow rate is removed from the main mixture and the hydrogen pilot flow rate is adjusted to compen sate for the Joss in thermal power. Because of the large differences in molecular weight between H 2 and C�. this yields a molar frac tion of hydrogen in the total fuel flow xfi 2 = 3.3% for PHl and xfi 2 = 6.6% for PH2 (see Table 1 ). The corresponding stability maps are shown in Fig. 5. Markers � correspond to operating conditions that could not be explored because the pilot mass flow rates are too small for a stable regulation by the mass-flow controllers. The peak frequency of the unstable modes lies close to those found for the same bulk flow velocity and equivalence ratio in the Ref stabil ity map.

For PHl there is a reduction of the acoustic pressure level in the system for velocities in the range 18 m.s-1 � Usw � 28 m.s-1 and the total number of unstable points has been reduced by one third. This is a very signifi cant impact of the hydrogen injection for it contributes to only 1% of the thermal power. A further in crease in the hydrogen content (case PH2 in Fig. 5) results in the complete suppression of ail unstable points for U sw � 24 m.s-1 and ef>c=0.7. The conclusion is that a minimal level of hydrogen piloting has allowed to stabilize the unstable operating points at low ther mal power. However, the stability of the combustor at high power, i.e. the upper-right quadrant in Fig. 5, gets worse as the pilot hy drogen is increased. Interestingly, in these conditions, the bulk flow velocity UH 2 of the hydrogen flow in the pilot tube is less than 3% of the bulk velocity Usw of the swirled flow in the main annular in- jection channel. This rules out that direct modifi cations of the flow field caused by the pilot jet would be the cause for the modified stability.
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In order to mimic a practical situation, it was chosen to keep the air flow rate and the thermal power constant. Therefore, hy drogen piloting yields small changes in global equivalence ratio tf>c and bulk velocity Usw in the main annular injection channel. One can show that for PHl (respectively PH2), Usw is reduced to 99.9% (respectively 99.8%) of the bulk velocity of case Ref. The reduction of tf>c is less than 0.1% so that these differences are neglected in the present study.

It is well known that fuel piloting affects the stability of swirl bumers. In order to assess the influence of hydrogen, methane pi loting is considered with cases PCl and PC2, by replacing H 2 with CH 4 • The corresponding stability maps are shown in Fig. 6. The comparison with the reference case in Fig. 4 indicates that the stability is marginally impacted, even for case PC2, which has the largest methane pilot fl owrate.

The two cases with pilot injection suggest that the change in the global composition of the fuel, namely hydrogen addition, is the driving factor for the improved stability. A third set of cases is devised where the hydrogen content is identical to piloting cases, but fully premixed within the main injection stream. In MHl and MH2, the pilot is closed and the hydrogen is premixed with the methane and air, and sent through the swirler. The corresponding stability maps are presented in Fig. 7. As for the PC cases, the sta bility is not affected and the maps are virtually identical to the reference case shown in Fig. 4.

As a conclusion, it was shown that pilot hydrogen injection has a strong influence on the stability maps of the present swirl com bustor, even at very low fl ow rates. With 2% of the thermal power from hydrogen, stability is greatly increased for Jow power operat ing conditions but degrades for high power. It should be noted that the hydrogen injected in the burner provides only up to 2% of the total power, which is minute. In previous investigations, conducted with fully premixed systems, hydrogen addition between 3.2%-9.1% of the total power was shown to make the system more unsta ble even at low equivalence ratios [START_REF] Figura | The effects of fuel composition on flame structure and combustion dynamics in a lean premixed combustor[END_REF][START_REF] Taamallah | Fuel flexibility, stability and emissions in premixed hydrogen-rich gas turbine combustion: Technology, fundamentals, and numerical simulations[END_REF][START_REF] Taamallah | Thermo-acoustic instabilities in lean premixed swirl-stabilized combustion and their link to acoustically coupled and decoupled flame macrostructures[END_REF]. Comparing between hydrogen injection, methane injection and hydrogen premixing, it can be concluded that for low flow-rates, hydrogen injection is the most efficient method to change the stability characteristics.

S. Analysis

In the remainder of this paper, a specific operating point is considered with the objective to explain the mechanism leading to stable operation with pilot hydrogen. It corresponds to U sw = 18 m.s-1 and <Pc = 0.80. As can be seen by comparing Figs. 4 and5, this operating point corresponds to a strong instability in the Ref case that is damped with the PHl and PH2 hydrogen pilot injections.

Pressure traces

Typical pressure and velocity signais recorded during the limit cycle of case Ref (Table 1) are presented in Fig. 8. The traces are ail sinusoïdal at a frequency f = 595 Hz, despite the large magnitude of the oscillations. The oscillation level reaches around 25% for the heat release rate (HRR) recorded by the PM and 20% for the velocity measured by HW. The RMS of pressure fl uctua tions recorded by microphone MB at the bottom of the plenum is 1124 Pa. This signal is also in phase with the HRR fluctuations in Fig. 8. Appendix B shows that the acoustic pressure inside the ,@, PM � MB -s-HW � Ml The fact that the acoustic pressure and the CH* signais remain close to sine waves indicates that the saturation of the system is not due to a redistribution of the acoustic energy into higher harmonies. A full description of mechanisms leading to limit cy cle would require to determine the flame describing function for different pulsation Jevels u�/üo, which is out of the scope of the study. One may however make the following qualititative analy sis. The HHR and acoustic pressure inside the chamber being in phase, the Rayleigh index is positive and the instability still feeds acoustic energy in the system at the limit cycle. Therefore satura tion is probably due to acoustic fluxes at the boundaries or acous tic Josses inside the injector or to a change of the flame response to acoustic disturbances, but the nonlinearity of the flame response remains here weak. It is also worth noting that the pressure traces recorded by microphones MB and Ml are in phase opposition in Fig. 8. An acoustic analysis indicates that the corresponding mode has the structure of a 3/4-wave like mode, featuring at f = 591 Hz a pressure node slightly upstream the section where the signais Ml and HW are recorded. A full characterization of the structure of this mode is given in Appendix B.

The spectra of the pressure signais recorded by microphone MB at the bottom of the plenum are presented in Fig. 9. The most dominant frequencies and their respective amplitudes are listed in Table 2. As expected from the stability maps, the spectra for cases PC and MH are very close to that of the REF case. There is how ever a notable reduction of the amplitude for PC2 (Table 2), which is coherent with the knowledge that fuel piloting usually damps combustion instabilities. The first remarkable effect of hydrogen in jection in the pilot tube (PH cases) is a strong reduction of the peak pressure around 590 Hz. Smaller peaks emerge, at 641 Hz for PHl and 339 Hz for PH2 but the associated RMS values are low (Table 2) so these conditions are considered stable. These peaks 1). Only the left side of the image with respect the burner a.xis is presented. The intensiry is scaled in order to increase the overall conrrast. The location of the burner is added in white at the bottom of each image. Fig. 11. Flame images with a short combustion chamber and a short plenum for ,Pc = 0.80 and U,,. = 18 m.s-1 (Table 1 ). Only the left side image with respect to the burner a.xis 1s presented. Camera settings are the identical for ail cases meaning that their intensiry can be compared. The location of the burner is added in white at the bottom of each image. correspond to acoustic modes of the setup that are excited by the noise from the turbulent flame. Finally, the spectra for the fully premixed (MH) and methane piloting (PC) cases are almost identi cal to the Ref case.

Table 2 Dominant frequencies and corresponding pressure amplitudes for the cases in

Direct visualisations

Images of the flames are shown in Fig. 10, corresponding to time-averaged line-of-sight integration of the CH* signal over a long duration. 50 snapshots are taken for each case with a total exposure time of 40 ms. For cases Ref. PC and MH, the CH* sig nal is spread out over the view frame because of the flame mo tion associated to the combustion instability. A doser look at PCl and PC2 however shows that the increase of the methane flow rate slightly enhances the emission of CH* in the wake of the pilot in jection tube. For the PH cases, which are stable, the image is much sharper. The two flames are anchored at the outlet of the central pilot tube and there is no obvious difference between P 11i = 1% and 2%.

For a meaningful comparison of the flame shapes and the anal ysis of the influence of the injection strategies on the flame sta bilization, ail the cases need to be made stable. This is achieved by changing the acoustic properties of the setup by modifying the lengths of the plenum and flame tube. Experiments are carried out with the short plenum lp = 147 mm and the short flame tube 1 f = 100 mm. Time-averaged images of the CH* signal integrated in the line-of-sight are shown in Fig. 11 for these stable flames.

As expected, ail cases are now comparably sharp. The fl ames are ail anchored at the outlet of the central pilot fuel injection tube and the most striking feature is that these flames are very simi lar at first glance. The shape of the PC, PH and MH flames is al most identical to the Ref case. For the premixed MH cases, this can be explained by the very small increase in the flame speed with hydrogen enrichment. The laminar buming velocity calcu lated with Cantera and the GRJ-mech 3.0 chemistry mechanism is SL = 0.269 m.s-1 for the Ref case and barely increases for MHl and MH2 cases, SL = 0.275 m.s-1 (+1.6%) and SL = 0.275 m.s-1 (+3.2%), respectively. This is due to the fact that the maximum variation in fuel injection is 2% of the total power corresponding xfi 2 = 6.6%. A doser inspection reveals that the distribution of CH* intensity along the flame arms for the cases with piloting exhibit a more intense CH* emission near the flame base compared to the Ref and MH cases. This zone is more intense for the PC cases than the PH cases, which relates to the fact that hydrogen combustion does not generate CH* radicals.

For a more quantitative evaluation of the changes in flame shape, contours at 35% of the CH• peak intensity are plotted for cases Ref. PHl and PH2 in Fig. 12. Variations of this threshold level slightly modifies the boundary of these contours, but does not change the difference in flame patterns. The stronger attache ment of the flame base is quite obvious but it also appears that the flame height is slightly reduced by the injection of hydrogen. This is a consequence of the increased burning rate when replacing C� by H 2 and altogether, these slight modifications of the flame geometry and the redistribution of the volumetric heat release rate through the reaction zone alter the flame response.

Flame Transf er Functions

The forced response of the flames to acoustic excitation is ex amined by measuring its Flame Transfer Function (FTF): where ˙ Q and u 0 denote the heat release rate and the velocity at the burner outlet in section (0). In this expression, u 0 corresponds to U sw . The operator ˜ • stands for the Fourier component of the signal at the forcing frequency ω and • means the time averaged value. In this framework, the heat release rate fluctuation ˜ ˙ Q, deduced from the PM equipped with the CH * filter, features a gain G and a phase lag ϕ with respect to the acoustic velocity ˜ u 0 . The prerequisite for this task is a stable flame, which is again obtained with the flame tube and plenum lengths l f = 100 mm and l p = 147 mm, respectively. In this case the system is void of thermo-acoustic instabilities for all operating points studied. The bottom cap of the plenum is replaced with an extension housing a loudspeaker as shown in Fig. 13 . Using this configuration, the flow in the main annular injection channel is submitted to harmonic modulation with a controllable level.
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The FTF should be determined with a reference velocity as close as possible to the burner outlet [START_REF] Truffin | Comparison and extension of methods for acoustic identification of burners[END_REF] . In a swirling injector, it is difficult to instrument the burner at this location and the technique used in [START_REF] Gaudron | Flame describing functions of a confined premixed swirled combustor with upstream and downstream forcing[END_REF] to reconstruct the acoustic velocity ˜ u 0 at the burner outlet from the hot wire probe HW and the pressure M1 signals upstream of the swirler is used instead. This is an important aspect of the method because the distance l i = 87 mm between sections (0) and (1) is not short. Even at relatively low frequencies there may be a node in the acoustic field between HW and the flame. The methodology is fully described in Appendix A .

The forcing by the loudspeaker is tuned so that the amplitude of the velocity fluctuation at the burnet outlet is 10% of the bulk velocity for all frequencies ˜ u 0 /U sw = 0 . 10 . The resulting FTFs are presented in Fig. 14 . For the premixed methane-air Ref case, the flame is very responsive with large FTF gains exceeding unity over almost the entire frequency range explored from 10 Hz to 700 Hz. Regarding the fully premixed MH cases, hydrogen addition in the fuel at such low concentration levels does not impact the flame response in Fig. 14 . This observation is consistent with the stability maps and the flame visualizations. A fuel blend with a few percent of hydrogen, X f H 2 < 7% does not alter the dynamic stability of the system. The laminar burning velocity was already shown to change less than 3.3% for MH2. Changes of the adiabatic flame temperature for mixtures Ref, MH1 and MH2 are also smaller than 1%.

Methane injection in the central pilot fuel line corresponding to cases PC1 and PC2 has more effect and visibly decreases the FTF gain G for frequencies higher than 250 Hz in Fig. 14 . The FTF phase lag ϕ is marginally altered. The Rayleigh index, that has been shown to take a positive value for the Ref case at this operating condition, remains positive for PC1 and PC2 because the FTF phase lag is identical for the Ref case and the PC cases. The small drop in the FTF gain around 600 Hz is consistent with the modest reduction of the limit-cycle amplitude of the unstable mode observed for the PC cases in Fig. 9 (see also Table 2 ). For case PC2, there is a small bump in the FTF gain at 30 Hz followed by a dip at 80 Hz, but these features are not explained.

The strongest alteration of the FTF is obtained with hydrogen piloting for cases PH1 and PH2. The most obvious impact is the large reduction of the FTF gain in the range 150-300 Hz, which is more pronounced for PH2 than PH1 when the hydrogen flowrate is increased. This could be an effective control strategy but at this operating point, the instability is not in this frequency range. The large dip of the gain G around 220-240 Hz with a change in the slope of the phase lag ϕ is characteristic of interferences between acoustic waves and azimuthal convective waves downstream the swirler [START_REF] Palies | The combined dynamics of swirler and turbulent premixed swirling flames[END_REF][START_REF] Komarek | Impact of swirl fluctuations on the flame response of a perfectly premixed swirl burner[END_REF][START_REF] Bunce | Interaction between swirl number fluctuations and vortex shedding in a single-nozzle turbulent swirling fully-premixed combustor[END_REF] . This feature is not discussed here since our focus is on the influence of piloting and hydrogen addition. The scrutiny of this mechanism is left to further studies. Above 300 Hz, the FTF gain for the PH cases lies below the Ref case in Fig. 14 , but the difference is not sufficient to explain the difference in stability. For frequencies higher than 300 Hz, the FTF phase lags between the PH and Ref cases begin to deviate and the difference increases with the forcing frequency, resulting in a large difference at the frequency of the instability. Around 590 Hz, one reads in Fig. 14 : ϕ(590) ~7.75 rad for the Ref, PC1, PC2, MH1 and MH2 cases and ϕ(590) = 6 . 36 rad for the PH1 and PH2 cases.

This large difference of the FTF phase lag ϕ is at the origin of the augmented stability margins of the PH cases. This is highlighted by conducting a simplified acoustic energy balance. For a compact flame, the thermo-acoustic energy release at frequency f = 1 /T in the system is determined by the Rayleigh index:

R = 1 T T γ -1 γ p p ˙ Q dt = γ -1 2 γ p Re Z ˜ u 0 ˜ ˙ Q * (6) 
In this expression Re[ • ] is the real component of the complex argument and the star denotes the complex conjugate. It makes use of the complex burner impedance Z at the instability frequency f :

Z = ˜ p 0 ˜ u 0 = | Z| exp (iϕ 0 ) ( 7 
)
where ˜ p 0 and ˜ u 0 denote the acoustic pressure and velocity at the burner outlet in section (0). In this study, the phase lag ϕ 0 in section (0) is deduced from reconstructions of ˜ p 0 and ˜ u 0 with measurements of ˜ p 1 and ˜ u 1 made in section (1). This reconstruction of the acoustic field at the burner outlet was verified with pressure measurements taken from inside the chamber as explained in Appendix B .

When the Rayleigh index is positive R > 0 the combustion dynamics destabilizes the system. When R < 0 , the flame damps acoustic perturbations and the system is stable. Eqs. ( 5) and ( 7) are used to rewrite the Rayleigh source term as a function of the phase lags from the burner impedance Z and FTF:

R = (γ -1) Q 2 γ p U sw | ˜ u 0 | 2 | Z| G cos ( ϕ 0 -ϕ ) ( 8 
)
When the burner impedance Z , the FTF or the acoustic velocity ˜ u 0 at the burner outlet vanishes, there is no thermo-acoustic energy release R = 0 . For all other conditions, the thermo-acoustic source may damp R < 0 or amplify R > 0 acoustic perturbations, depending on the phase lags ϕ 0 and ϕ from the burner impedance Z and FTF, respectively. According to Eq. ( 8) and neglecting other damping mechanisms, unstable modes need to comply with:

- π 2 [2 π ] < ϕ -ϕ 0 < π 2 [2 π ] (9) 
Knowing that the burner impedance at f 590 Hz is ϕ 0 1.96 rad, one deduces that to trigger an instability the FTF phase lag necessarily belongs to: 0 . 39 < ϕ < 3 . 53 or 6 . 67 < ϕ < 9 . 82 [START_REF] Jansohn | Modern gas turbine systems: high efficiency, low emission, fuel flexible power generation[END_REF] For the REF methane/air case, methane piloting PC1 and PC2 cases and the fully premixed hydrogen/methane MH1 and MH2 cases, the FTF phase lag ϕ(590) ~7.69 rad falls within the second instability region. With hydrogen piloting, PH1 and PH2, ϕ(590) ~6.36 rad falls within the stable band 3.53 < ϕ < 6.67.

This analysis shows that minimal hydrogen injection through a pilot jet is an efficient way to alter the FTF with significant changes of the gain at low forcing frequencies and phase lag at high forcing frequencies. This in turn can be used to drastically change the stability margins of the combustor.

Experiments, not shown here, have also been repeated by replacing the CH * filter by an OH * filter to deduce the heat release rate fluctuations. It was found that the measured FTF is independent of the selected filter to deduce heat release rate fluctuations for all injection strategies tested (PM, PH and PC) with P H 2 = 1% and 2%.

Emissions

Another aspect that needs to be considered is the pollutant emissions. NOx emissions are a known issue for hydrogen enriched flames. CO and NOx concentration measurements in the burnt gases have been performed with a gas analyzer ECOM J2KN PRO by probing the flow at the outlet of a 200 mm length combustion chamber. Care has been taken to prevent combustion products mixing with the ambient air. Results for U sw = 18 m.s -1 and φ= 0.8 and the different injection strategies are presented in Table 3 .

Injection of hydrogen premixed with the main methane/air mixture does not modify emissions for the MH cases. Methane and hydrogen piloting do not alter CO emissions, but they increase NOx emissions even for these small flowrates. PC2 and PH2 injection strategies with only 2% of the power originating from combustion of the pilot fuel, lead to an increase of NOx concentrations in the flue gases of +16% for methane and +25% for hydrogen injection. These results put in forward that an optimization needs to be performed between the benefits of the change in the FTF obtained from the injection of hydrogen, and the increase of NOx emissions coming from the non-premixed part of the flame when pure hydrogen is injected.

Conclusion

In this work, the control of combustion instabilities via separate hydrogen injection was studied. The configuration is a swirled premixed methane/air burner, tested over a wide range of operating conditions through variations of bulk flow velocity and equivalence ratio. The goal was to assess control strategies that would require very low fractions of hydrogen, therefore the maximum investigated is 2% of the thermal power. For each operating condition, the air flow rate and total thermal power are kept constant. The reference being the fully premixed methane case, three alternatives are considered: pilot injection of hydrogen (PH), pilot injection of methane (PC) and fully premixed methane hydrogen (MH). These allow to discriminate between fuel composition effects and injection strategies.

The analysis of stability maps, pressure traces, flame images and Flame Transfer Functions led to the following conclusions:

1. When the hydrogen is fully premixed with methane and air the stability map is not affected. 2. Pilot injection of pure hydrogen strongly affects the stability map with a significant reduction of the unstable zones. 3. Classical pilot injection of methane has a weak stabilizing effect at such low fraction of the total power ( < 2%). 4. Piloting with hydrogen affects the flame anchoring resulting in slightly shorter flames with a redistribution of the volumetric heat release toward the bottom of the flame. 5. Both the gain and phase lag of the FTF are massively affected by pilot hydrogen addition with different behaviors depending on the frequency range. 6. NOx emissions need to monitored to select the best compromise between augmented stability margins and reduced emission levels.

It is concluded that hydrogen injection can be used as an efficient passive control means to mitigate thermo-acoustic instabilities. Small changes in the percentage of hydrogen addition result in stable regimes, otherwise unstable without injection for the same thermal power and air flow rate. This effect is more pronounced at low power regimes, resulting in a system that has augmented stability margins.
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We, the authors, declare that we have no known competing financial interests or personal relationships that could have appeared to influence the work reported in this paper. where j = 1 stands for the HW duct and J -1 denotes the duct just before the injector annular channel. After the wave amplitudes at the main annular injection channel are determined, the acoustic velocity îi 0 at the burner outlet in section (O) corresponds to:

(A.11)
The FTF is deduced from the light intensity 1 from CH* radicals recorded by the PM and the velocity u 0 at the burner outlet: FTF = �I Y� = G(f, Jü o /U sw J)e i q,(f,JOEo/Uswl> Uo (A.12)

Figure 16 compares the FTF determined with the reference sig nais ü 0 and îi 1 . The FTF deduced from the hot wire measurements in section (1) is obviously incorrect. The hot wire lies 87 mm be low the burner outlet Ieading to different acoustic velocity fluctu ations at the outlet of the main annular injection channel and the channel where the HW is located. There is also a velocity node near the HW position when the system is pulsated at 420 Hz and the FTF gain determined with HW diverges around this forcing fre quency.

Another important feature when determining the FTF is to keep the same forcing level at the burner outlet [START_REF] Durox | Experimental analysis of nonlinear flame transfer functions for different flame geometries[END_REF] 

Appendix B. Acoustic Structure of the Mode

A Iow order thermo-acoustic mode) of the combustor has been constructed with the help of the OSCILOS simulator [START_REF] Han | Prediction of combustion instability limit cycle oscillations by combining flame describing function simulations with a thermoacoustic network model[END_REF]. This mode) includes the flame response with the gain and the phase lag measured at the limit cycle of the Ref case. The reflection co efficient at the inlet has been taken to be a fully reflecting veloc ity node. The outlet of the combustion chamber exhausting burnt gases is open to atmosphere. Measurements of the outlet reflec tion coefficient in hot conditions were made and a fit was in cluded in the numerical model. The temperature at the outlet of the 300 mm combustion chamber has been measured with a ther mocouple. Temperature measurements corrected for thermal radi ation were used to calculate the speed of sound and density in the flame tube. The fresh mixture in the plenum is at ambient condi tions. The structure of the instability observed for the Ref case at Usw = 18 m.s-1 and <P = 0.8 is presented in Fig. 18. The top image shows a schematic of the burner cavities. The middle plot shows the pressure amplitude with respect to that measured by micro phone MB at the bottom of the plenum. The bottom plot shows the phase lag with respect to that measured by microphone MB. This figure confirms that the acoustic pressure in the flame tube is in phase with the pressure signal measured by microphone MB.

Fig. 1 .

 1 Fig. 1. Schematic representation and relevant dimensions of the experimental setup. Dimensions are in millimeters.

Fig. 2 .

 2 Fig. 2. Detailed view of the injection system with the main dimensions are in mil limeters.

  filter (ASAHI XHQA430) also centered on À= 430 ± 10 nm and a telecentric Jens (Opta Engineering TC4M120), which provide valuable information on the shape and heat release distribution of the flame. The telecentric lens avoids image distor tion due to perspective effects compared to classical lenses.The experiments presented in this paper are conducted at Jean operating conditions, 0.70 :$ 'PG :$ 0.85, and for bulk flow veloc ities, 14 m.s-1 :$ U sw :$ 40 m.s-1 , corresponding to thermal pow ers in the range 2700 W :5 P :5 9300 W. Gases are injected in the setup at room temperature Tu = 292 K. These conditions corre spond to injection Reynolds numbers 5541 :$ Re 0 h :$ 15831 based on the hydraulic diameter Dh = 6 mm of the main annular injec tion channel (Fig.2).

Fig. 3 .Fig. 4 .

 34 Fig. 3. Representation of the injection strategies that are rested. The cross indicates that the pilot fuel stage is not used.
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  Fig. S. Scabiliry maps of the configurations wich hydrogen pilot injection. Cases PHl and PH2 in Table 1 and Fig. 3. Rooc-mean-square flucruations of pressure ac MB versus bulk velociry Usw and equivalence ratio <pc.

Fig. 7 .

 7 Fig. 7. Stability maps of configurations with the hydrogen-enriched methane/air mixrures. Cases MHl and MH2 in Table 1 and Fig. 3. Root-mean-square flucruations of pressure at MB versus bulk velocity Usw and equivalence ratio <be-

Fig. 8 .

 8 Fig. 8. Pressure (MB, Ml), velocity (HW) and heat release rate (PM) time traces for case Ref at ,pc = 0.80 and U sw = 18 m.s-1 •

Fig. 9 .

 9 Fig. 9. Power specrra of pressure signais recorded by MB for the cases in Table 1 at <be = 0.80 and U sw = 18 m.s-1 •

Fig. 10 .

 10 Fig. 10. Flame images with a long chamber and a long plenum for ,pc; = 0.80 and Usw = 18 m.s-1 (Table1). Only the left side of the image with respect the burner a.xis is

Fig. 12 .

 12 Fig. 12. Contours of 35% of the maximum of CH * intensity from images in Fig. 11 .

Fig. 13 .

 13 Fig. 13. Schematic representation of the configuration used to measure FTFs.

Fig. 14 .

 14 Fig. 14. Flame transfer functions for a constant forcing level ˜ u 0 /U sw = 0 . 10 at the burner outlet.

Fig. 17 .

 17 Fig. 17. Velocicy fluctuation level in sections (1) and (0) used for the FTF deter mination. The operator 7 denotes here the bulk flow velocicy in the corresponding section.

  Figure16compares the FTF determined with the reference sig nais ü 0 and îi 1 . The FTF deduced from the hot wire measurements in section (1) is obviously incorrect. The hot wire lies 87 mm be low the burner outlet Ieading to different acoustic velocity fluctu ations at the outlet of the main annular injection channel and the channel where the HW is located. There is also a velocity node near the HW position when the system is pulsated at 420 Hz and the FTF gain determined with HW diverges around this forcing fre quency.Another important feature when determining the FTF is to keep the same forcing level at the burner outlet[START_REF] Durox | Experimental analysis of nonlinear flame transfer functions for different flame geometries[END_REF]. An iterative al gorithm was developed to keep this perturbation Ievel equal to ü 0/Usw = 0.10. The difference between the velocity fluctuation am plitude recorded with the hot wire HW in section (1) and the re constructed velocity amplitude lîiol in section (O) is presented in

Fig. 18 .

 18 Fig. 18. Comparison becween measurements (circles) and predictions (full line) or the acoustic pressure distribution along the combustor or the unstable mode calcu lated with OSCILOS (hnp:/Jwww.oscilos.com).

Fig. 17 .

 17 Fig. 17. This last test validates the FTF reconstruction technique and the results shown in Fig. 14.
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Table 1 at ,Pc = 0.80 and U sw = 18 m.s-1 .

 1 

	Case	Amplitude, Pa	Frequency, Hz
	Ref	1304	591
	PHl	25	641
	PH2	13	339
	PCl	1140	590
	PC2	520	586
	MHl	1112	596
	MH2	1024	597

Table 3

 3 CO and NOx emissions measured at the flame tube outlet for U sw = 18 m.s -1 and φ= 0.8.

	ppm	Ref	PH1	PH2	MH1	MH2	PC1	PC2
	NOx	12.4 ± 0.6	14.4 ± 0.7	15.6 ± 0.8	12.8 ± 0.6	12.8 ± 0.6	13.8 ± 0.7	14.1 ± 0.7
	CO	10.0 ± 1	10.0 ± 1	9.0 ± 1	10.0 ± 1	10.0 ± 1	10.0 ± 1	10.0 ± 1
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Appendix A. Methodology for FTF reconstruction

The method developed in [START_REF] Gaudron | Flame describing functions of a confined premixed swirled combustor with upstream and downstream forcing[END_REF] is used to infer the FTF at the burner outlet in section (0) from measurements of the acoustic velocity ˜ u 1 and pressure ˜ p 1 with HW and M1 in section (1) below the swirling vane. In section (1), the flow is laminar with a top hat velocity profile. The velocity ˜ u 0 at the burner outlet differs from ˜ u 1 because the distance l i = 87 mm between sections (0) and (1) is quite large and the burner is not compact for the range of frequen-

The method is based on the low order model of the burner cavities presented in Fig. 15 .

At low harmonic forcing frequencies, the acoustic field inside the combustor cavities can be assumed to be 1D and can be represented by the complex amplitudes A + and A -of upstream and downstream waves in each cavity. For an harmonic perturbation in the Fourier space at angular frequency ω, a = Re ˜ a e -iωt , one has along the burner z -axis: ˜ p j = A + j e ik j z + A - j e -ik j z (A.1) and ρ j c j ˜

where k j = ω/c j is the wave number, c j the speed of sound, ρ j the density of the medium and z j is the position in the j th section. As the sound speed and density do not change in the sections considered, the subscripts are removed. With these complex wave amplitudes, the acoustic pressure ˜ p j and acoustic velocity ˜ u j at any section S j of the combustor can be reconstructed. The wave amplitudes A + 1 and A - 1 in section (1) are determined from the microphone M1 and HW measurements:

where ˜ p 1 and ˜ u 1 are the Fourier components of the pressure and velocity signals evaluated at the forcing frequency f respectively. This linear system of equations is solved for A + 1 and A - 1 . Subsequently, using continuity of acoustic pressure and of acoustic volumetric flow rate, the jump conditions at abrupt section changes are given by [START_REF] Poinsot | Theoretical and Numerical Combustion[END_REF] : ˜ p j z j+1 = ˜ p j+1 z j+1 (A.5)

where l j is the length and S j is the cross-sectional area of the j th section. With these relations the transfer matrix relating the wave amplitudes of the subsequent sections can be constructed as:

where T j is defined as:

and = S j /S j+1 . A global matrix relating any two sections connected with multiple sections in between can be constructed. These relations are used to calculate the complex wave amplitudes in the main annular injection channel as:

where M is the global transfer matrix cast as: Frequency, Hz